CONTRACTOR® SERIES

PROFESSIONAL INSTALLATION SPEAKERS

SPECIFICATIONS:
Product number: LDCFL52 LDCFL52100V LDCFL62 LDCFL62100V LDCICS52 LDCICS52100V LDCICS62 LDCICS62100V LDCIWS62
Type: Passive frameless ~ Passive frameless ~ Passive frameless ~ Passive frameless  Passive Passive Passive passive Passive in-wall
ceiling speaker ceiling speaker ceiling speaker ceiling speaker ceiling speaker ceiling speaker ceiling speaker ceiling speaker ;E(Et;?egrular
Speaker type: 2-Way 2-Way 2-Way 2-way 2-way 2-way 2-way 2-Way 2-Way
Colour: black, white grille  white grille, black ~ white grille, black  black, white grille  white white white white white
Woofer dimensions: 525" 525" 65" 65" 525" 5.25" 65" 65" 65"
Tweeter dimensions: 12" 12" 12" 12" 12" 12" 12" 12" 142"
Opening size: 118 mm 178 mm 210 mm 210 mm 170 mm 170 mm 202 mm 202 mm 276 x188 mm
Mounting depth: 77mm 7Tmm 81mm 81mm 83mm 83mm 87mm 87mm 6Tmm
Min. Material Thickness: 3mm 3mm 3mm 3mm 25mm 25mm 3mm 3mm 9mm
Max. Material Thickness: 15 mm 15mm 15mm 15mm 31mm 31mm 30 mm 30 mm 37mm
Impedance 80 80 80 80 80 80 80 80 80
(low-impedance):
100V Inputs: - 15W,3W,6W - 6W,12W,24W - 6W,12W,24W - 6W,12W,24W
Frequency range: 80- 80- 10- 70- 80- 80- 70- 70- 70-
20,000 Hz 20,000 Hz 20,000 Hz 20,000 Hz 20,000 Hz 20,000 Hz 20,000 Hz 20,000 Hz 20,000 Hz
Sensitivity (1W /1m): 88 dB 88 dB 88 dB 88 dB 88 dB 88 dB 88 dB 88 dB 88dB
Low-impedance rated load (RMS): A0W AW 60 W 60 W 40w AW 60W 60W 60W
Depth: 81mm 81mm 86 mm 86 mm 92 mm 92 mm 97mm 100 mm 76 mm
Diameter: 204 mm 204 mm 234 mm 234 mm 202 mm 202 mm 233 mm 233mm
Weight: 1.085 kg 1225 kg 156 kg 1865 kg 109 kg 131keg 149 kg 1795 kg 169 kg
Height: - - - - - - - - 218 mm
Width: - - - - - - - - 305mm
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