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Gate, garage door and barrier 
automation and control systems 
catalogue.

Gate
& Door.

We make even the 
smallest of gestures 
extraordinary.
Nice, 
a world without barriers.  

Nice cares for the environment.
Using natural paper it avoids  
excessive use of raw materials  
and forest exploitation.  
Waste is reduced, energy is saved
and climate quality is improved.

Automation and control systems for gates, garage 
doors, blinds, awnings and rolling shutters and alarm 
systems for all types of space, from private homes to 
large public buildings. 

www.niceforyou.com 

Nice SpA
Oderzo, TV, Italy



I nostri prodotti e le nostre tecnologie 
sono protette con brevetti, modelli  
di design e marchi. Qualsiasi violazione 
sarà perseguita legalmente.
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Residential 
Complex
Automation of swing gates  
and garage doors.

Aosta, Italy

Münchner 
Stadtbibliothek
Automation of external roller blinds 
and awnings.

Laim, Munich, Germany

Marina Bay Sands 
Hotel
Control systems for interior blind 
and curtain automation.

Singapore
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Our aim is to let people live in a world without 
barriers, that makes the Nice Group the ideal 
partner to implement all types of project: 
residential, commercial, hotels and other 
public spaces such as schools, hospitals and 
medical centres.

Nice,  
we make the 
extraordinary 
ordinary

Unique solutions combining technology, 
innovation, quality and design, able to 
make even the smallest of gestures 
extraordinary.

Systems for the automation and control of gates, garage doors, road 
barriers, blinds, shutters, lighting and alarm systems are now integrated 
and can be managed by smart and intuitive interfaces: practical, 
functional and elegant solutions for an extraordinary way to live every 
space to its fullest potential.

Designers, architects, engineers and contractors can find in The Nice 
Group their privileged partner, which provides comprehensive support 
throughout the realisation of any project, from design to installation.

Nice means the simplest integration, the most elegant design and the 
most advanced electronics.

www.niceforyou.com
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Why 
Nice
Nice is investing in innovation, experimenting 
pioneering technologies like the Mixed Reality, 
to simplify professionals’ everyday work. Guided 
interactive procedures, virtual manipulation 
of objects and remote assistance simplify 
installation and maintenance.

Innovation

6



A wide range of accessories with a minimalist, 
modern and discrete design, featuring BlueBUS 
or all-wireless technology to guarantee the 
maximum safety in residential, industrial and 
public contexts.

ice ag S stem, miniaturi ed transmitters and 
control units: disappearing inside the standard 
wall plates, they’re ideal for restorations and 
upgrades of existing systems, to control home 
automations without the need to replace the 
existing system or performing masonry work.

Safety

Versatility

7



Yubii is the new Nice ecosystem that lets 
automations communicate not only with each 
other, but also with you through bidirectional remote 
controls.

Fewer 
worries and 
more safety 
with Yubii

Yubii resolves your every doubt
The new remote controls provide you with information on the status 
of your automations by LEDs, sounds or slight vibrations, so you can 
know at any moment if the garage and gates are open or closed, or if 
the blinds and rolling shutters are raised or lowered.

Yubii keeps you informed
With the new remote controls, lights, sounds or vibrations let you know 
immediately if the automation has received your command correctly, so 
you don’t need to get up and check for yourself.

Yubii helps you live better
Having your home under control at all times has never been easier and 
more convenient, because all the answers to your doubts are at your 
fingertips, or rather, in the bidirectional remote controls and the MyNice 
Welcome App.

Yubii.niceforyou.com
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The new Nice bidirectional 
radio protocol gives you two-
way communication between 
the transmitter and receiver.

The bidirectional (BD) transmitters will give 
your customers feedback on reception of the 
command and information on the status of 
garage, gate, blind, sun awning and rolling shutter 
automations by orange, green and red LEDs, 
together with sounds and slight vibrations.

The new Nice 
bidirectional 
ecosystem

™
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The MyNice Welcome App lets you control the 
movement and status of your automations by 
smartphone, even remotely.
Nice makes your life easier because …

Through the small Core hub, you can manage all your 
automations, including blinds, awnings, rolling shutters, garage 
doors, gates, lights, and make them interact, creating personalised 
scenarios and setting actions for set times and days.

Thanks to integration between the MyNice sensors and the Core 
interface, you can also receive notifications on your smartphone and 
keep up-to-date on what is happening at home. For example, if 
the sensors detect the risk of flooding or the start of a fire, the water 
or electricity supply will be shut off immediately.

On page 172 you can find all information on Core and the MyNice 
Welcome App.

The MyNice Welcome App also lets you control Nice 
automations for gates and garage doors through the IT4WiFi 
interface.

The IT4WiFi is compatible with the HomeKit, so you can also 
control your garage door through Apple’s Home App and create 
personalised scenarios with the other HomeKit devices connected, 
exploiting the geolocation functions and voice commands via 
Siri.

Find out all about the IT4WiFi on page 174.
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Gestisci 
le tue 
automazioni,
ovunque tu 
sia

Manage your 
automations, 
wherever you 
are
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Gestisci 
le tue 
automazioni,
ovunque tu 
sia

Hi-Speed, 
faster  
than ever

High-speed 24 V motors  
for the automation of sliding and swing 
gates and garage doors.

The perfect answer where rapid manoeuvres are required, ensuring 
the shortest standing time and the maximum safety.  
A complete range responding to all installation needs.

Thanks to the advanced control units and the sensors for sensitive 
edges making the obstacle detection technology even more precise, 
Hi-Speed systems are synonym to reliability, security and 
comfort.

11



Nice is always on the lookout for 
innovative solutions which don’t exist. 
Yet.

Nice has made significant investments 
to guarantee maximum quality 
standards, going beyond mere 
compliance with directives and 
regulations, to focus on continuous 
product improvement through high-
tech procedures and experimentation, 
together with an innovative approach to 
open integration.

Nice  
Centre R&D 
and labs

Every day in our laboratories we test our 
products painstakingly and precisely using 
cutting-edge technical procedures and 
the most innovative instruments in order 
to guarantee safety, quality, reliability and 
durability over time.

The Nice quality system complies with the internationally recognised 
ISO 9001, standard, while our laboratory conforms to the strict 
quality requirements of EN 17025 for test laboratories.

Nice CE certified products comply with European Directives and the 
leading internationally recognized standards.
Nice laboratories have been certified by outside certification bodies, 
attesting to their technical expertise and conformity to carry out 
testing to meet the needs of the numerous products manufactured by 
the Nice group:
• LCIE (France)
• IMQ (Italy)
• CTC Advanced (Germany)
• Intertek (Sweden)
• UL (USA)

12



Guarantee
Nice control devices and automations for gates, 
garage doors, industrial doors and barriers are 
controlled and tested to give you a long-term 
guarantee: 3 years from the production date indicated 
on each product.

13



Nice provides you, the professional, with a 
complete range of solutions designed to enhance 
your offer to the customer and to simplify installation 
and programming of all automation systems, from 
the simplest to the most sophisticated.

Technology, reliability and service.

Better 
service, 
closer to you

Tools
Nice presents the Pro-View, the new programming tool that 
simplifies configuration and maintenance and lets you 
programme the automations remotely.

14



After-sales service
Nice guarantees efficient and prompt service, even online, on the  
Niceforyou.com website, with contents dedicated both to the professional and to 
the end user.
• Section dedicated to installation and programming tutorial videos, with the 

answers to the most frequently asked questions.
• Section where you can download instruction manuals, quick guides, 

catalogues and brochures.
• A form you can use to ask for the updated software or firmware of any 

programmer or control unit.

Training
Nice offers a packed programme of training 
courses on products, sales techniques, 
installation and programming, to provide a 
complete professional training.

15
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1. If you know the name of the product ou can uickl  find it out in the inde  on page 

2. If you know the part number but not the product name, go to pages 276/285  
or the alpha etical list o  part num ers

3. If you don’t know the product name or part number, look up the desired application in the inde   
the first e  pages in each section eature a simple selection guide that helps identify the model of motor  
with the most suitable characteristics for your automation needs.

or leaves up to 1.8 m, 24 Vdc irreversible 
with built-in control unit equipped with 
BlueBUS technology, compatible for 
operation with Solemyo and Opera. 
Mechanical limit switch on closing.
Walkykit BD
pages 62/65

WALKY1024BDKCE

WALKY2024BDKCE

for 1-leaf

for 2-leaf

Surface mounted, with articulated arm, recommended for small posts,  
in kit with bidirectional technology

If you are looking to customise your automation system, refer to the installation diagrams on pages 256/271 and to the 
compatibility table on pages 272/275 to choose the most suitable electronics for each motor.

Guide to reading  
the catalogue

17
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Hi-Speed
systems
For swing gates, sliding gates  
and garage doors

For swing gates, surface mounted
20. Toona HS
22. Wingo HS
24. Titan HS

For swing gates, surface mounted,  
with articulated arm
26. Hyke HS

For swing gates, underground installation
28. M-Fab HS
30. L-Fab HS

For residential  
and industrial sliding gates
32. Robus HS
34. Run HS

For garage doors
36. Spykit 650 HS BD
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Toona HS
For rapid operation of swing gates with leafs of 
up to 5 m or 400 kg S  and up to 6 m or 
1450 Kg S

Ideal for residential and industrial 
applications.
24 Vdc, electromechanical gear motor, 
surface mounted, with magnetic encoder.

 Ø Quick manoeuvres: 90° opening in 
a out  seconds ith S 
and about 30* seconds with 

S.

Easy access to internal
parts in upper section
of the motor

Release handle
in die-cast aluminium,
practical and resistant

Exclusive patented
layout of internal parts

Tougher housing shell,
made up of two
sturdy shells

Reliable: the magnetic encoder ensures the safeguard 
of set values over time and precise obstacle detection.

Silent: patented layout of internal parts and lead nut in 
ron e.

Sturdy: thanks to the housing, made up of two tough al-
uminium shells ith pol ester paint finish  more resistant 
to atmospheric agents.

Internal moving parts completely in steel, light alloys and 
technopolymers.

Generously sized and practical connection com-
partment: rapid and easy access from above to internal 
parts located in the upper section of the motor.

Simple installation and maintenance: with built-in 
capacitor.

Wholly compatible with the Moby series: same dimen-
sions and fi ing rackets.

Moonclever MC824H control unit:

• simple programming,  means o  a single ke

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• automatic ault diagnostics

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• o stacle detection ith dual technolog

• operation in event of power failure by means of op-
tional rechargea le atteries S

• provision for connection of latest generation resistive 
sensitive edges.

* Considering standard installation, excluding accelera-
tion and deceleration.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

PS324
24 V battery with inte-
grated battery charger.

c. ack  

PLA10
Vertical 12 V electric 
lock re uired or gates 
longer than  m .

c. ack  

PLA11
ori ontal   electric 

lock re uired or gates 
longer than  m .

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
TO5024HS Irreversible, 24 Vdc, fast, with magnetic encoder, mechanical stop on opening and closing 20
TO6024HS Irreversible, 24 Vdc, fast, with magnetic encoder, mechanical stop on opening and closing 20

Code TO5024HS TO6024HS
ELECTRICAL DATA
Power supply (Vdc) 24
Absorption (A) 5
Power (W) 120
PERFORMANCE DATA
Speed (m/s) >> 0,025 << >> 0,016 <<
Force (N) 1800 2200
Work cycle (cycles/hour) 95 41
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 965x115x105 h 1200x128x150 h
Weight (kg) 7,5 15

UTILISATION LIMITS

M
AX

. G
AT

E 
W

EI
GH

T 
(K

G)

54321

400

600

160
6

1450

1200

1000

800

TO6024HS

TO5024HS

MAX. GATE LENGTH (M)

The shape, the height of the gate and the weather conditions can consid-
erably reduce the values shown in the graph to the side.

Use in windy areas 230 Vac models.

DIMENSIONS

965 mm

10
5

115

505 ÷ 540

1200 mm

15
0

128

584

TO5024HS

TO6024HS

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

control unit/receiver transmitter photocells flashing light
M

C2
00

 / 
Bu

ilt
-i

n*

M
C8

00
 / 

OX
I /

OX
IB

D 
/ O

XI
LR

DP
RO

50
0 

/ O
XI

 /
OX

IB
D 

/ O
XI

LR
DP

RO
92

4 
/ O

XI
 /

OX
IB

D 
/ O

XI
LR

M
C4

24
L 

/ B
ui

lt-
in

* 
/

OX
I /

 O
XI

BD
 / 

OX
IL

R
M

C8
24

H 
/ O

XI
 /

OX
IB

D 
/ O

XI
LR

M
C8

24
HR

 / 
OX

I /
OX

IB
D 

/ O
XI

LR

ER
A 

IN
TI

ER
A 

ON
E

ER
A 

ON
E 

BD

ER
A 

ON
E 

LR

ER
A 

FL
OR

NI
CE

W
AY

EP
S

EP
M

EP
L

EP
SB

EP
M

B

EP
LB

EP
M

OW

F2
10

FT
21

0

F2
10

B

FT
21

0B

EL
AC

EL
DC

W
LT

TO5024HS • • • • • • • • • • • • • •
TO6024HS • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Wingo HS
For hi-speed automation of swing gates with leaves 
up to 3 m or 200 Kg

Ideal for residential applications.
24 Vdc, electromechanical gear motor, 
surface mounted, with magnetic encoder.

 Ø Quick manoeuvres: 90° opening in 
about 10* seconds.

User-friendly release with
personalised Nice key

Exclusive patented
layout of internal parts

Reliable: the magnetic encoder ensures the safeguard 
of set values over time and precise obstacle detection.

Silent: patented layout of internal parts, fewer moving 
parts.

Easy to install: after the gear motor has been assem-
bled, all electrical connections are made from above.

Pre-assembled travel stops on opening.

Moonclever MC824H control unit:

• simple programming,  means o  a single ke

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• automatic ault diagnostics

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• o stacle detection ith dual technolog

• operation in event of power failure by means of op-
tional rechargea le atteries S

• provision for connection of latest generation resistive 
sensitive edges.

* Considering standard installation, excluding accelera-
tion and deceleration.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

PS324
24 V battery with inte-
grated battery charger.

c. ack  

PLA14
Screw-adjustable rear 
bracket.

c. ack  

PLA15
Screw-adjustable front 
bracket.

c. ack  

PLA10
Vertical 12 V electric 
lock.

c. ack  

PLA11
ori ontal   electric 

lock.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
WG3524HS Irreversible, 24 Vdc, fast, with magnetic encoder, mechanical stop on opening and closing 20

Code WG3524HS
ELECTRICAL DATA
Power supply (Vdc) 24
Absorption (A) 5
Power (W) 120
PERFORMANCE DATA
Speed (m/s) >> 0,04 <<
Force (N) 1500
Work cycle (cycles/hour) 30
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 920x98x95 h
Weight (kg) 6

UTILISATION LIMITS

M
AX

. G
AT

E 
W

EI
GH

T 
(K

G)

200

150

100

50

0
0 0.5 1 1.5 2 2.5 3

MAX. GATE LENGTH (M)

DIMENSIONS

95

98

55470

920 mm

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

control unit/receiver transmitter photocells flashing light

M
C2

00
 / 

Bu
ilt

-i
n*

M
C8

00
 / 

OX
I /

OX
IB

D 
/ O

XI
LR

DP
RO

50
0 

/ O
XI

 /
OX

IB
D 

/ O
XI

LR
DP

RO
92

4 
/ O

XI
 /

OX
IB

D 
/ O

XI
LR

M
C4

24
L 

/ B
ui

lt-
in

* 
/

OX
I /

 O
XI

BD
 / 

OX
IL

R
M

C8
24

H 
/ O

XI
 /

OX
IB

D 
/ O

XI
LR

M
C8

24
HR

 / 
OX

I /
OX

IB
D 

/ O
XI

LR

ER
A 

IN
TI

ER
A 

ON
E

ER
A 

ON
E 

BD

ER
A 

ON
E 

LR

ER
A 

FL
OR

NI
CE

W
AY

EP
S

EP
M

EP
L

EP
SB

EP
M

B

EP
LB

EP
M

OW

F2
10

FT
21

0

F2
10

B

FT
21

0B

EL
AC

EL
DC

W
LT

WG3524HS • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Titan HS
For rapid operation of swing gates with leafs 
of up to 3.7 m S, S , 6 m 

S, S  or 450 Kg

24 Vdc, electromechanical gear motor, 
surface mounted, with magnetic encoder.

 Ø Quick manoeuvres: 90° opening in 
a out  seconds ith S 
and S or  seconds 

ith S and S.

Practical key release

Easy access to internal parts
in upper section of the motor

Reliable: the magnetic encoder ensures the safeguard 
of set values over time and precise obstacle detection.

Easy to install: electrical connections easily accessible 
from above, thanks to the dedicated access. Fixing 
brackets are supplied with the motor.

Versatile: the motor can also be installed in the bottom 
part of the gate leaf, at a distance of at least 110 mm 
from the ground.

Practical and safe: easy convenient key release 
located in the top part of the motor, allowing the gate 
leaves to be opened and closed manually in the event of 
a blackout.

Models TTN3724HS and TTN6024HS are compat-
ible with the Moonclever MC824H control unit, 
while models TTN3724RHS and TTN6024RHS are 
compatible with the MC824HR control unit **:

• simple programming,  means o  a single ke

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• automatic ault diagnostics

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• o stacle detection ith dual technolog

• operation in event of power failure by means of op-
tional rechargea le atteries S

• provision for connection of latest generation resistive 
sensitive edges.

* Considering standard installation, excluding accelera-
tion and deceleration.

 ot compati le ith the Solem o solar po er kit.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

PS324
24 V battery with inte-
grated battery charger.

c. ack  

PLA10
Vertical 12 V electric 
lock re uired or gates 
longer than  m .

c. ack  

PLA11
ori ontal   electric 

lock re uired or gates 
longer than  m .

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates 
not compati le ith 
the MC824HR control 
unit .

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
TTN3724HS Non-reversible, 24 Vdc, fast, with magnetic encoder, for swing gates with leafs of up to 3.7 m or 450 kg 32
TTN3724RHS Reversible, 24 Vdc, fast, with magnetic encoder, for swing gates with leafs of up to 3.7 m or 450 kg 32
TTN6024HS Non-reversible, 24 Vdc, fast, with magnetic encoder, for swing gates with leaves of up to 6 m or 450 kg 32
TTN6024RHS Reversible, 24 Vdc, fast, with magnetic encoder, for swing gates with leaves of up to 6 m or 450 kg 32

Code TTN3724HS TTN6024HS TTN3724RHS TTN6024RHS
ELECTRICAL DATA
Power supply (Vdc) 24
Absorption (A) 6 7 6 7
Power (W) 150 170
PERFORMANCE DATA
Speed (m/s) >> 0,032 << >> 0,027 << >> 0,032 << >> 0,027 <<
Force (N) 1900
Work cycle (cycles/hour) continuous cycle
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 54
Working temp. (°C Min/Max) -20 ÷ +55
Dimensions (mm) 910x105x170 h 1080x105x170 h 910x105x170 h 1080x105x170 h
Weight (kg) 8 9 8 9
L max / L min / travel (mm) 1370 / 860 / 510 1710 / 1030 / 680 1370 / 860 / 510 1710 / 1030 / 680
WxH (mm) 105x170

UTILISATION LIMITS
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0 2.7 3.7 4.7 6
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MAX. GATE LENGTH (M)

The shape, the height of the gate and the weather conditions can consid-
erably reduce the values shown in the graph to the side.

DIMENSIONS

H

W

L

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES
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TTN3724HS • • • • • • • • • • • • • •
TTN3724RHS • • • • • • • • • • • • • •
TTN6024HS • • • • • • • • • • • • • •
TTN6024RHS • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Hyke HS
For hi-speed automation of swing gates with leaves 
up to 3 m or 270 Kg

Ideal for residential applications even 
with large columns.
24 Vdc electromechanical gear motor with 
articulated arm, surface mounted, with 
magnetic encoder.

 Ø Ideal for intensive use and quick 
manoeuvres: 90° opening in about 
10* seconds.

Built-in control unit

Die cast aluminium
housing

Practical and resistant
release handle

Adjustable anti-crushing arm

Ultra-powerful and reliable: thanks to the torque of 
 m and encoder technolog , or millimetric precision 

and reliability.

Safe movement: dual technology obstacle detection.

Sturdy: thanks to the housing in aluminium with polyes-
ter paint finish, resistant to atmospheric agents.

Two irreversible 24 Vdc versions with limit switch-
es on opening and closing: with built-in control unit 

 and ithout control unit .

Practical and quick installation: the articulated arm is 
ad usta le in length or ma imum fle i ilit .

Simple and precise limit switch adjustment: me-
chanical stops and micrometric adjustment screws.

No black out: ith the optional atteries S  
housed inside the gear motor.

Built-in control unit (HK7024):

• simple programming,  means o  a single ke

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• automatic ault diagnostics

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• o stacle detection ith dual technolog

• provision for connection of latest generation resistive 
sensitive edges.

* Considering standard installation, excluding accelera-
tion and deceleration.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

HKA2
Spare control unit, for 
HK7024HS.

c. ack  

PS124
24 V battery with inte-
grated battery charger.

c. ack  

PLA10
Vertical 12 V electric 
lock.

c. ack  

PLA11
ori ontal   electric 

lock.

c. ack  

KIO
Key-operated selector 
switch for low voltage 
contacts, with release 
mechanism for metal 
cord.

c. ack  

KA1
6 m cable release kit 
for KIO.

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
HK7024HS Irreversible 24 Vdc, fast, with magnetic encoder, complete with articulated arm and built-in control unit 12
HK7224HS Irreversible 24 Vdc, fast, complete with articulated arm without control unit 12

Code HK7024HS HK7224HS
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230 -
Power supply (Vdc) - 24
Absorption (A) 1,5 6
Power (W) 300 140
PERFORMANCE DATA
Speed (rpm) >> 2 <<
Torque (Nm) 500
Work cycle (cycles/hour) 40
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 54
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 290x210x320 h
Weight (kg) 10,5 9,5

UTILISATION LIMITS
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MAX. GATE LENGTH (M)

The shape, the height of the gate and the weather conditions can consid-
erably reduce the values shown in the graph to the side.

DIMENSIONS

210 mm

32
0
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5
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0
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0

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code
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HK7024HS • • • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

M-Fab HS
For hi-speed automation of swing gates with leaves 
up to 3 m or 300 Kg

Underground installation, ideal for 
residential applications.
24 Vdc electromechanical gear motor, 
with magnetic encoder.

 Ø Ideal for intensive use and quick 
manoeuvres: 90° opening in about 
8* seconds.

Even more reliabile
and resistent

Waterproof,
with IP67 protection rating

Externally chamfered
FAB BOX

Foundation boxes externally chamfered, Fab Box 
with mechanical stop on opening:

• in stainless steel , ideal or use in 
e treme conditions

•      , 
highly resistant to corrosion.

Reliable and resistant: motors made up of solid 
internal parts in metal. e   aterproo  die cast 
aluminium.

Total freedom of choice: release from inside and out-
side, two key-operated models or freely compatible lever 
version and easily activated with just one hand.

Simple installation: mechanical stop system on 
closure. Standard opening max. 110°, optional opening 
360°.

Totally compatible with the previous Metro series.

Moonclever MC824H control unit:

• simple programming,  means o  a single ke

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• automatic ault diagnostics

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• o stacle detection ith dual technolog

• operation in event of power failure by means of op-
tional rechargea le atteries S

• provision for connection of latest generation resistive 
sensitive edges.

* Considering standard installation, excluding accelera-
tion and deceleration.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

PS324
24 V battery with inte-
grated battery charger.

c. ack  

MEA2
Key unlock system.

c. ack  

MEA3
Lever-type key unlock 
system to use when 
system is installed on 
surfaces such as sand 
or earth.

c. ack  

MEA5
Lever-type unlock key.

c. ack  

MEA6
Limit switch bracket, for 
installations where box 
embedding in concrete 
is not possible.

c. ack  

MEA1
Accessory for opening 
up to 360° for gates 
max. 2.5 m in length.

c. ack  

PLA10
Vertical 12 V electric 
lock.

c. ack  

PLA11
ori ontal   electric 

lock.

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet

MFAB3024HS Irreversible 24 Vdc, fast, with magnetic encoder, complete with connecting lever and mechanical stop for the 
closing manoeuvre 18

Code Description Pack/Pallet
MFABBOXI Externally chamfered foundation box in stainless steel with mechanical stop on opening 20
MFABBOX            20

Note: key release mechanism, freely compatible with selection of models MEA2 and MEA3 motor.

Code MFAB3024HS
ELECTRICAL DATA
Power supply (Vdc) 24
Absorption (A) 6
Power (W) 170
PERFORMANCE DATA
Speed (rpm) >> 2,6 <<
Torque (Nm) 180
Work cycle (cycles/hour) 80
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 67
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 390x322x194 h
Weight (kg) 11

UTILISATION LIMITS
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The shape, the height of the gate and the weather conditions can consid-
erably reduce the values shown in the graph to the side.

DIMENSIONS
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COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES
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MFAB3024HS • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system



30

BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

L-Fab HS
For hi-speed automation of swing gates with leaves 
up to 4 m or 400 Kg

Underground installation.
24 Vdc electromechanical gearmotor with 
magnetic encoder and mechanical stops.

 Ø Ideal for intensive use and quick 
manoeuvres: 90° opening in about 
6* seconds.

Reliability and
resistance

Waterproof,
with IP67 protection rating

Foundation boxes with mechanical stop on open-
ing:

• in stainless steel , ideal or use in 
e treme conditions

•      , 
highly resistant to corrosion.

Total freedom of choice: release from inside or out-
side, lever operated models, freely combinable and easy 
to operate with just one hand.

Simple installation: mechanical stop system on 
closure. Standard opening max. 110°, optional opening 
360°.

Ideal for intensive use, LFAB4024HS model is com-
patible with the control unit Moonclever MC824H, 
with BlueBUS technology, Solemyo and Opera 
systems:

• simple programming,  means o  a single ke

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• automatic ault diagnostics

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• o stacle detection ith dual technolog

• operation in event of power failure by means of op-
tional rechargea le atteries S

• provision for connection of latest generation resistive 
sensitive edges.

* Considering standard installation, excluding accelera-
tion and deceleration.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

PS324
24 V battery with inte-
grated battery charger.

c. ack  

BMA3
Lever-type key unlock 
system.

c. ack  

MEA5
Lever-type unlock key.

c. ack  

BMA1
Accessory for opening 
up to 360° for gates 
max. 3.5 m in length.

c. ack  

PLA10
Vertical 12 V electric 
lock re uired or gates 
longer than  m .

c. ack  

PLA11
ori ontal   electric 

lock re uired or gates 
longer than  m .

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
LFAB4024HS Non-reversible, 24 Vdc, fast, with magnetic encoder and mechanical limit switch in closing 18

Code Description Pack/Pallet

LFABBOX4        B  B  B      
on opening. Complete with leaf coupling lever 18

LFABBOX4I      B  B  B        
Complete with leaf coupling lever 18

Code LFAB4024HS
ELECTRICAL DATA
Power supply (Vdc) 24
Absorption (A) 7
Power (W) 170
PERFORMANCE DATA
Speed (rpm) >> 3 <<
Torque (Nm) 200
Work cycle (cycles/hour) 50**
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 67
Working temp. (°C Min/Max) -20 ÷ +55
Dimensions (mm) 375x225x110 h*
Weight (kg) 12,5

Code LFABBOX4
Weight (kg) 14,4

                        B  

UTILISATION LIMITS
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The shape, the height of the gate and the weather conditions can consid-
erably reduce the values shown in the graph to the side.

DIMENSIONS
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COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES
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control unit/receiver transmitter photocells flashing light
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LFAB4024HS • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Robus HS
For hi-speed automation of sliding gates weighing 
up to 250 Kg S  and up to 500 kg S

For residential and industrial applica-
tions.
24 Vdc electromechanical gear motor.

 Ø Ideal for intensive use: opening a 
4 m gate takes around 10* seconds 
with RB250HS and around 9* sec-
onds with RB500HS.

Compartment for control unit
protected by removable box

Pressure die-cast aluminium base
and release, with epoxy painting

User-friendly: thanks to the ice lue S technolog , 
the control unit can be connected to up to 7 couples of 
photocells, control, security and signalling devices, using 
two wires only.

Practical: control unit and u er atteries S  op-
tional  connected  practical guided plug in connector, 
housed in the gearmotor.

Advanced: the temperature sensor adapts the motor 
power to the climatic conditions and at the same time 
thermal cut out  a master slave selection automaticall  
s nchronises t o motors. his means it is possi le to 
automate 2-leaf sliding gates set opposite each other.

A master/slave selection automatically synchronises two 
motors. his means it is possi le to automate lea  
sliding gates set opposite each other.

Intelligent: thanks to the obstacle detection system and 
automatic programming of the working times. Self-diag-
nosis  means o  a flashing light.  programming levels.

Safe: acceleration and deceleration can be adjusted 
at the beginning and at the end of each opening and 
closing manoeuvre.

Sturdy: base and release in pressure die cast with easy 
to open handle.

Silent: gear motor on bearings.

* Considering standard installation, excluding accelera-
tion and deceleration.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

RBA3/HS
Spare control unit for 
RB250HS and RB-
500HS.

c. ack  

PS124
24 V battery with inte-
grated battery charger.

c. ack  

RBA1
Inductive limit switch.

c. ack  

ROA6
M4 25x20x1000 mm 
slotted nylon rack with 
metal insert. For gates 
weighing up to 500 kg.

c. ack  

ROA7
 rack, inc coated, 

22x22x1000 mm.

c. ack  

ROA8
M4 rack, 30x8x1000 
mm, inc coated ith 
spacers and screws.

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
RB250HS Irreversible, 24 Vdc, fast, with incorporated control unit, with electromechanical limit switch, for gates up to 250 kg 14
RB500HS Irreversible, 24 Vdc, fast, with incorporated control unit, with electromechanical limit switch, for gates up to 500 kg 14

Code RB250HS RB500HS
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230 230
Absorption (A) 2,1 2,2
Power (W) 430 450
PERFORMANCE DATA
Speed (m/s) >> 0,4 << >> 0,44 <<
Force (N) 310 360
Work cycle (cycles/hour) 50 20
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 330x195x277 h 330x210x303 h
Weight (kg) 8 11

DIMENSIONS

195

85

330 mm

27
7

210

98

330 mm

30
3

RB250 RB500

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code
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* Radio receiver incompatible with Opera system
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BiDi Yubii OPERA BLUEBUS 24V

Run HS
For hi-speed automation of sliding gates weighing 
up to 400 Kg S  and up to 1200 kg 

S

For residential and industrial applica-
tions.
24 Vdc electromechanical gear motor.

 Ø Rapid manoeuvres, with open-
ing and closing: Opening a 4 m 
gate takes around 6* seconds with 

S, hile opening a  m 
gate takes around 18* seconds with 

S.

Compartment for control unit
protected by removable box

Pressure die-cast aluminium base
and release, with epoxy painting

The fastest: ideal for industrial applications, designed 
for intensive use.

User-friendly: thanks to the ice lue S technolog , 
the control unit can be connected to up to 7 couples of 
photocells, control, security and signalling devices, using 
two wires only.

Practical: the control unit and S  atter  charger 
to hich t o  atteries should e added  can e 
connected by means of a simple connector and can be 
housed directly inside the motor.

Advanced: the temperature sensor adapts the motor 
power to the climatic conditions and at the same time 
thermal cut out  a master slave selection automaticall  
s nchronises t o motors. his means it is possi le to 
automate 2-leaf sliding gates set opposite each other.

Intelligent: thanks to the obstacle detection system and 
automatic programming of the working times. Self-diag-
nosis  means o  a flashing light.  programming levels.

Safe: acceleration and deceleration can be adjusted 
at the beginning and at the end of each opening and 
closing manoeuvre.

Sturdy: base and release in pressure die cast with easy 
to open handle.

Silent: gear motor on bearings.

* Considering standard installation, excluding accelera-
tion and deceleration.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

RUA6
Spare control unit for 

S and -
1200HS.

c. ack  

B12-B
12 V, 6 Ah batteries.

c. ack  

PS524
Charge card for 7 Ah 
batteries.

c. ack  

RBA1
Inductive limit switch.

c. ack  

ROA7
 rack, inc coated, 

22x22x1000 mm.

c. ack  

ROA8
M4 rack, 30x8x1000 
mm, inc coated ith 
spacers and screws.

c. ack  

ROA81
M6 rack, 30x30x1000 
mm, inc coated, to e 
coupled with RUA12.

c. ack  

RUA12
12-teeth pinion, module 
6, to be coupled with 
rack . he un 
automation is supplied 
with a module 4 pinion 
to be used with the 
standard racks ROA7 
and ROA8.

c. ack  

TS
Signboard.

c. ack  

 ncompati le ith S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
RUN400HS Irreversible, 24 Vdc, fast, with incorporated control unit, with electromechanical limit switch, for gates up to 400 kg 12

RUN1200HS Irreversible, 24 Vdc, fast, with incorporated control unit, with electromechanical limit switch, for gates up to 1200 
kg 12

Code RUN400HS RUN1200HS
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230
Absorption (A) 2
Power (W) 415
PERFORMANCE DATA
Speed (m/s) >> 0,7 << >> 0,37 <<
Force (N) 409 790
Work cycle (cycles/hour) 60
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 400x255x387 h
Weight (kg) 24,5

DIMENSIONS

400 mm

38
7

252

10
8

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

receiver transmitter photocells flashing light
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* Radio receiver incompatible with Opera system
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NEW BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Spykit 650 HS BD
For sectional doors up to 10.5 m2 and up-and-over 
doors (projecting and non-projecting) up to 11.5 m2

24 Vdc irreversible electromechanical gear 
motor for residential use, transmission with 
rack on the rail.

To be combined with SPYRAIL321, 
SPYRAIL162 and SPYRAIL081 rails.

 Ø Quick manoeuvres: the garage door 
opens in about 8,5* seconds

Functional and stylish: the motor is the only compo-
nent that moves on the rail, there are no chains or other 
noisy mechanisms. Ideal for any architectural context.

Handy: Separate control unit: more practical and 
convenient for programming and maintenance. Built-in 
LED courtesy light. Three practical keys to control the 
automation.

Quick to install: modular rail with assembly accesso-
ries. Limit switches easy to position along the rail with 
no need to stand and work on the ceiling. No chains or 
other noisy mechanisms to install.

Simple to install with the BlueBus system: requiring 
just two wires for connection between the control unit 
and the pairs of photocells and other accessories featur-
ing BlueBus technology.

Easy to program: simple and fast basic programming, 
using the Quick Setup procedure. Simplified advanced 
programming, using O-View.

ON/OFF release system: pulling the release knob once 
releases the motor; pulling it a second time blocks the 
motor again, in any position along the rail.

Inexpensive to run and environmentally-friendly: 
when connected to the mains in standby mode, the 
control unit consumes just 0.5 W. When connected to 
the battery or the Solemyo kit, power consumption in 
standby mode is reduced to 0.1 W.

No black out: operation is guaranteed even when 
mains power is not available, thanks to the optional 
PS324 backup battery.

Safe: obstacle detection, motor power monitoring 
during travel, diagnostic messages via flashing light and 
courtesy light.

Adjustable acceleration and deceleration at the start and 
end of each manoeuvre.

Ready for installation of the latest generation 8.2 kOhm 
resistive sensitive edges.

Optimised logistics: for practical management and 
transport, the rails are available in different sizes: single 
3.2 m long rail, or supplied in two 1.6 m sectionsplus a 
0.8 m extension.

* Considering a typical installation with a 2 m high 
garage door, excluding acceleration and deceleration.

Nice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the new Nice ecosystem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

The kit contains:

SPY650HS
1 gearmotor, 650 N.

SPYBOXHS
1 Control unit with LED 
courtesy light and OXIBD 
bidirectional radio receiver 
with connector included.

ON3EBD
1 Transmitter 433.92 
MHz, 3 channels, bidi-
rectional
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

SPYLIGHT
LED accessory module 
or Sp rail ma   per 
Sp rail .

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

PS324
24 V battery with 
integrated battery 
charger. Requires ac-
cessor   or all 
mounting.

c. ack  

TNA9
Additional connection 
cable and supports 
for wall-mounting of 

S  atter .

c. ack  

SPA5
Oscillating arm sliding 
on bearings with 
optimised structure for 
projecting up-and-over 
doors.

c. ack  

SPA11
Kit with additional 
ceiling fi ing racket or 
Spyrail.

c. ack  

SPA6
Large 585 mm long 
connecting arm.

c. ack  

KI1
Outside release kit with 
metal pull-cord and 
lock and key.

c. ack  

SPA2
Kit for unlocking from 
the outside with cable.

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to automate gates, garage doors or arrier gates. See page .

ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet

SPY650HSBDKCE           B    BD   
   BD     48

Code SPY650HSBDKCE
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230 ± 10%
Absorption (A) 1,6
Maximum power (W) 300
Power in standby (W) 0,5
PERFORMANCE DATA
Maximum speed (m/s) >> 0,24 <<
Maximum force (N) 650
Nominal force (N) 200
Work cycle (cycles/hour) 30
Working cycle (cycles/day) 300
DIMENSIONAL AND GENERAL DATA
Protection level (IP) IP41
Working temp. (°C Min/Max) -20 ÷ +55
Pack dimensions (mm) 380x380x125
Weight (kg) 3,2

RAIL TECHNICAL SPECIFICATIONS

Code Description Pack/
Pallet

SPYRAIL321 1 x 3.2 m rail with assembly accessories 48
SPYRAIL162 2 x 1.6 m rails with assembly accessories 48

SPYRAIL081
0.8 m extension with assembly accessories 
(to add to the other rails so as to reach a 
length of 4 m)

48

Code SPYRAIL321 SPYRAIL162 SPYRAIL081*

Type 3.2 m (one 
section)

3.2 m (2 pcs 
length 1.6 m)

0.8 m (rails to 
reach length 4 m)

Installed rail length (mm) 3270 4075
Useful travel (mm) 2710 3515
Weight (kg) 7,5 8,35 3,3
Pack dimensions (mm) 3230x110x50 1760x110x50 960x110x50
Accessories pack dimensions 
(mm) 400x400x90

* To be used in combination with SPYRAIL321 e SPYRAIL162 rails

UTILISATION LIMITS

Using the maximum travel

Non-projecting 
up-and-over 

door (with SPA5)

Projecting up-
and-over door 
(with SPA5) or 
with springs 

(without SPA5)

Sectional

H L H L H L
3.2 m guide 2,3 m 4 m 2,8 m 4 m 2,5 m 4,2 m
4 m guide 3,1 m 3 m 3,5 m 3,3 m 3,3 m 3,2 m

DIMENSIONS

Motor
Separate
control 
unit

145

125

37
.5

m
ax

38
6

3270 / 4075 mm

2710

3515

260

12
5

20
9

164

70.5

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

receiver transmitter photocells flashing light
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Systems
for swing gates

Surface mounted
44. Toona 4
46. Toona 5
48. Toona 7
50. Toonakit BD
52. Wingo4kit BD
54. Wingokit 4024 BD
56. Wingo5kit BD
58. Wingokit 5024 BD
60. Oltre 1824

Surface mounted, with articulated arm
62. Walkykit 1024 BD
64. Walkykit 2024 BD
66. Hopp
68. Hoppkit BD
70. Hyke
72. Hykekit BD
74. Hyppo 7000

Underground installation
76. S-Fab
78. S-Fabkit 2024 BD
80. S-Fabkit 2124 BD
82. M-Fab
84. L-Fab
86. Big-Fab



230 Vac

230 Vac

24 Vdc, irreversible, increased speed. Compatible for operation with Solemyo

24 Vdc, irreversible, increased speed. Compatible for operation with Solemyo

24 Vdc version with magnetic encoder, irreversible, with 
mechanical stop on opening. Compatible with control 
units with BlueBUS technology, Solemyo and Opera

Hi-Speed

for leaves  
up to 2 m

for leaves  
up to 3 m

for leaves  
up to 3.5 m

Wingo HS
pages 22/23

Wingokit BD
pages 52/59

WINGO4024BDKCE

WINGO4KIT

WG3524HS

WINGO5024BDKCE

WINGO5BDKCE

24 Vdc, reversible, increased speed, with magnetic encoder

24 Vdc, reversible, increased speed, with magnetic encoder

24 Vdc, irreversible, increased speed, with magnetic encoder

24 Vdc, irreversible, increased speed, with magnetic encoder

for leaves  
up to 3.7 m

for leaves  
up to 6 m

Titan HS
pages 24/25

TTN3724HS

TTN3724RHS

TTN6024HS

TTN6024RHS

for leaves  
up to 3 m

24 Vdc version with magnetic encoder, irreversible, with 
mechanical stop on opening. Compatible with control 
units with BlueBUS technology, Solemyo and Opera KIT

with limit switch on opening

with limit switch on opening and closing
irreversible

230 Vac cruising speed, with limit switch on opening

increased 
speed

reversible, increased speed, with limit switch on opening

for leaves  
up to 5 m

for leaves  
up to 7 m

with limit switch on opening

24 Vdc version with magnetic encoder, irreversible, with 
mechanical stop on opening. Compatible with control 
units with BlueBUS technology, Solemyo and Opera

for intensive use

Hi-Speed

with limit switch on openingirreversible, cruising speed

230 Vac with limit switch on opening and closing

reversible, increased speed

24 Vdc version with magnetic encoder, irreversible, with 
mechanical stop on opening. Compatible with control 
units with BlueBUS technology, Solemyo and Opera

for leaves  
up to 6 m

24 Vdc version with magnetic encoder, irreversible, with 
mechanical stop on opening. Compatible with control 
units with BlueBUS technology, Solemyo and Opera

Hi-Speed

Toona HS
pages 20/21

Toona, Toonakit BD
pages 44/51

TO4024

TOONA4024BDKCE

TO4005

TO4006

TO4015

TO4605

TO5024

TO5024HS

TO5016

TO5605

TO7024

TO6024HS

TO5024I

TO5015

Surface mounted, also available in kit with bidirectional technology

40

Selection guide



For swing gates weighing up to 
100 kg and with a leaf length of 
up to 1.8 m. 24 Vdc irreversible 
electromechanical gear motor. 
Dedicated control unit with 
BlueBUS technology, Solemyo 
and Opera.
Oltre
pages 60/61

OLTRE 1824

For leaves up to 1.8 m, 24 Vdc 
irreversible with built-in control unit 
equipped with BlueBUS technology, 
compatible for operation with 
Solemyo and Opera. Mechanical 
limit switch on closing.
Walkykit BD
pages 62/65

WALKY1024BDKCE

WALKY2024BDKCE

for 1-leaf

for 2-leaf

HO7124

HO7224

integrated control unit, with BlueBUS 
technology, Solemyo and Opera

without control unit

HOPPBDKCEKIT

For leaves up to 2.4 m, 24 Vdc, irreversible.  
Control units compatible with Solemyo.  
With limit switch on openin.
Hopp
Hoppkit BD
pages 66/69

Installed also inside a compact post

Surface mounted, with articulated arm, recommended for small posts, in kit with bidirectional technology

Surface mounted, articulated arm, also for large size posts and lightweight structures, also available in kit with bidirectional technology

Co
m

pa
tib

ili
ty

 ta
bl

e
an

d 
al

ph
ab

et
ic

al
 in

de
x

Fo
r g

ar
ag

e
an

d 
in

du
st

ria
l d

oo
rs

Fo
r s

lid
in

g 
ga

te
s

Co
nt

ro
l s

ys
te

m
s

an
d 

ac
ce

ss
or

ie
s

Ba
rr

ie
r g

at
e

op
er

at
or

 s
ys

te
m

s
Fo

r s
w

in
g 

ga
te

s
Fo

r s
w

in
g 

ga
te

s

41



For leaves up to 2.3 m, 24 Vdc 
irreversible, mechanical limit 
switches on opening and closing.
S-Fab  
S-Fabkit BD
pages 76/81

SFAB2024BDKCE

SFAB2024

SFAB2124

SFAB2124BDKCE

compatible with control units 
for operation with Solemyo

with magnetic encoder, compatible with control units
using BlueBUS technology, Solemyo and Opera

KIT

KIT

For leaves up to 3 m, 
irreversible. 
Hyppo
pages 74/75

HY7005

HY7024

230 Vac with limit switch on opening and closing

24 Vdc version with magnetic encoder. Compatible with 
control units with BlueBUS technology, Solemyo and Opera

HK7024

HK7024HS

HK7224

HK7224HS

integrated control unit, with BlueBUS 
technology, Solemyo and Opera

integrated control unit, with BlueBUS 
technology, Solemyo and Opera

HYKEBDKCEKIT

without built-in control unit

without built-in control unit

24 Vdc, irreversible, with limit 
switch on opening and closing

24 Vdc, irreversible, with limit 
switch on opening and closing

for leaves  
up to 3 m

for leaves  
up to 3.5 m

Hi-Speed
Hyke HS
pages 26/27

Hyke, Hykekit BD
pages 70/73

Surface mounted, articulated arm, for large size posts, also available in kit with bidirectional technology

Underground installation, also available in kit with bidirectional technology
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For leaves up to 5 m, irreversible,  
24 Vdc version with magnetic encoder. 
Compatible with control units  
with BlueBUS technology,  
Solemyo and Opera.
Big-Fab
pages 86/87

BFAB5024

For leaves up to 4 m  
irreversible.

L-Fab HS
pages 30/31

L-Fab
pages 84/85

LFAB4000230 Vac

LFAB4024
24 Vdc version with magnetic encoder. 
Compatible with control units with 
BlueBUS technology, Solemyo and Opera

LFAB4024HSHi-Speed

MFAB3024

MFAB3000

24 Vdc version with magnetic encoder. 
Compatible with control units with 
BlueBUS technology, Solemyo and Opera

230 Vac, grease lubrication increased speed

MFAB3000L

MFAB3024HS

cruising speed

Hi-Speed

For leaves up to 3 m  
irreversible.

M-Fab HS
pages 28/29

M-Fab
pages 82/83

Underground installation
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V 230V

Toona 4
For swing gates with leaves up to 3 m

Ideal for residential applications.
Electromechanical gear motor, surface 
mounted. Also available in 24 Vdc version, 
with magnetic encoder.

Reliability and durability over time: thanks to the 
housing, made up of two tough aluminium shells with 
pol ester paint finish  more resistant to atmospheric 
agents.

Internal moving parts completely in steel, light alloys and 
technopolymers.

Silent: patented layout of internal parts and lead nut in 
ron e.

Generously sized and practical connection com-
partment: rapid and easy access from above to internal 
parts located in the upper section of the motor.

Release handle
in die-cast aluminium,
practical and resistant

Easy access to internal parts
in upper section of the motor

Exclusive patented
layout of internal parts

Simple installation and maintenance: with built-in 
capacitor.

Recommended control units: MC800, Moonclever 
 or .

24 Vdc version with magnetic encoder. Perfect for 
intensive use, compatible with the control unit Moon-
clever MC824H:

• simple programming,  means o  a single ke

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• automatic ault diagnostics

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• o stacle detection ith dual technolog

• operation in event of power failure by means of op-
tional rechargea le atteries S

• provision for connection of latest generation resistive 
sensitive edges.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

DIMENSIONS UTILISATION LIMITS

820 mm

10
5

115

350 ÷ 385

M
AX

. G
AT

E 
W

EI
GH

T 
(K

G) 400

350

500

450

200

300

250

2 2.5 3

MAX. GATE LENGTH (M)

The shape, the height of the gate and the 
weather conditions can considerably reduce 
the values shown in the graph to the side.

Use in windy areas 230 Vac models.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

PLA6
Rear bracket 250 mm 
long.

c. ack  

PLA14
Screw-adjustable rear 
bracket.

c. ack  

PLA15
Screw-adjustable front 
bracket.

c. ack  

PLA10
Vertical 12 V electric 
lock.

c. ack  

PLA11
ori ontal   electric 

lock.

c. ack  

ACCESSORY FOR 24 V VERSION

PLA13
Mechanical travel stops 
for closing and opening 
manoeuvres.

c. ack  

TS
Signboard.

c. ack  

PS324
24 V battery with inte-
grated battery charger.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
TO4024 Irreversible, 24 Vdc, with magnetic encoder, mechanical stop on opening 20
TO4005 Irreversible, 230 Vac, increased speed, with limit switch on opening 20
TO4006 Irreversible, 230 Vac, increased speed, with limit switch on opening and closing 20
TO4015 Irreversible, 230 Vac, cruising speed, with limit switch on opening 20
TO4605 Reversible, 230 Vac, increased speed, with limit switch on opening 20

Code TO4024 TO4005 TO4006 TO4015 TO4605
ELECTRICAL DATA
Power supply (Vac 50 Hz)* - 230
Power supply (Vdc) 24 -
Absorption (A) 5 1,5 1,3
Power (W) 120 340 300
PERFORMANCE DATA
Speed (m/s) 0,016 0,013 0,016
Force (N) 1800
Work cycle (cycles/hour) 95** 58 54 50
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 820x115x105 h
Weight (kg) 6

* 60 Hz version available on request.
** With optimal installation.

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

control unit/receiver transmitter photocells flashing light
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TO4024 • • • • • • • • • • • • • •
TO4005 • • • • • • • • • • • • •
TO4006 • • • • • • • • • • • • •
TO4015 • • • • • • • • • • • • •
TO4605 • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V 230V

Toona 5
For swing gates with leaves up to 5 m

Ideal for residential and industrial 
applications.
Electromechanical gear motor, surface 
mounted. Also available in 24 Vdc version, 
with magnetic encoder.

Reliability and durability over time: thanks to the 
housing, made up of two tough aluminium shells with 
pol ester paint finish  more resistant to atmospheric 
agents.

Internal moving parts completely in steel, light alloys and 
technopolymers.

TO5024I ideal for intensive work load, thanks to the 
tor ue o   m, can ork on continuous dut  on 
large si ed gates.

Silent: patented layout of internal parts and lead nut in 
ron e.

Easy access to internal
parts in upper section
of the motor

Release handle
in die-cast aluminium,
practical and resistant

Exclusive patented
layout of internal parts

Generously sized and practical connection com-
partment: rapid and easy access from above to internal 
parts located in the upper section of the motor.

Simple installation and maintenance: with built-in 
capacitor.

Recommended control units: MC800, Moonclever 
 or  and .

24 Vdc version with magnetic encoder. Perfect for 
intensive use, compatible with the control unit Moon-
clever MC824H:

• simple programming,  means o  a single ke

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• automatic ault diagnostics

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• o stacle detection ith dual technolog

• operation in event of power failure by means of op-
tional rechargea le atteries S

• provision for connection of latest generation resistive 
sensitive edges.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

DIMENSIONS UTILISATION LIMITS

965 mm

10
5

115

505 ÷ 540

M
AX

. G
AT

E 
W

EI
GH

T 
(K

G)

550
500
450

600

400
350
300
250
200

2 2.5 3 3.5 4 4.5 5

TO5024I

MAX. GATE LENGTH (M)

The shape, the height of the gate and the 
weather conditions can considerably reduce 
the values shown in the graph to the side.

Use in windy areas 230 Vac models.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

PLA6
Rear bracket 250 mm 
long.

c. ack  

PLA8
Screw-adjustable front 
bracket.

c. ack  

PLA10
Vertical 12 V electric 
lock re uired or gates 
longer than  m .

c. ack  

PLA11
ori ontal   electric 

lock re uired or gates 
longer than  m .

c. ack  

PLA13
Mechanical travel stops 
for closing and opening 
manoeuvres.

c. ack  

ACCESSORY FOR 24 V VERSION

TS
Signboard.

c. ack  

PS324
24 V battery with inte-
grated battery charger.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
TO5024 Irreversible, 24 Vdc, with magnetic encoder, mechanical stop on opening 20
TO5024I Irreversible, 24 Vdc, with magnetic encoder, mechanical stop on opening; for intensive use 20
TO5015 Irreversible, 230 Vac, cruising speed, with limit switch on opening 20
TO5016 Irreversible, 230 Vac, cruising speed, with limit switch on opening and closing 20
TO5605 Reversible, 230 Vac, increased speed, with limit switch on opening 20

Code TO5024 TO5024I TO5015 TO5016 TO5605
ELECTRICAL DATA
Power supply (Vac 50 Hz)* - 230
Power supply (Vdc) 24 -
Absorption (A) 5 1,5 1,3
Power (W) 120 340 300
PERFORMANCE DATA
Speed (m/s) 0,016 0,013 0,016
Force (N) 1800 2200 1800
Work cycle (cycles/hour) 95** 75*** 54 50
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 965x115x105 h
Weight (kg) 7

* 60 Hz version available on request.
** With optimal installation.
*** The reduction in number of manoeuvres with respect to the version TO5024 depends solely on the lower manoeuvre speed.

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

control unit/receiver transmitter photocells flashing light
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TO5024 • • • • • • • • • • • • • •
TO5024I • • • • • • • • • • • • • •
TO5015 • • • • • • • • • • • • •
TO5016 • • • • • • • • • • • • •
TO5605 • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Toona 7
For swing gates with leaves up to 7 m

Ideal for industrial applications, de-
signed for intensive use.
Electromechanical gear motor, surface 
mounted, powered at 24 Vdc, with mag-
netic encoder.

Reliability and durability over time: thanks to the 
housing, made up of two tough aluminium shells with 
pol ester paint finish  more resistant to atmospheric 
agents.

Internal moving parts completely in steel, light alloys and 
technopolymers.

Easy access to internal
parts in upper section
of the motor

Release handle
in die-cast aluminium,
practical and resistant

Tougher housing shell,
made up of two
sturdy shells

Exclusive patented
layout of internal parts

Silent: patented layout of internal parts and lead nut in 
ron e.

Generously sized and practical connection com-
partment: rapid and easy access from above to internal 
parts located in the upper section of the motor.

Moonclever MC824H control unit:

• simple programming,  means o  a single ke

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• automatic ault diagnostics

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• o stacle detection ith dual technolog

• operation in event of power failure by means of op-
tional rechargea le atteries S

• provision for connection of latest generation resistive 
sensitive edges.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

PS324
24 V battery with inte-
grated battery charger.

c. ack  

PLA10
Vertical 12 V electric 
lock re uired or gates 
longer than  m .

c. ack  

PLA11
ori ontal   electric 

lock re uired or gates 
longer than  m .

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
TO7024 Irreversible, 24 Vdc, fast, with magnetic encoder, mechanical stop on opening and closing 20

Code TO7024
ELECTRICAL DATA
Power supply (Vdc) 24
Absorption (A) 5
Power (W) 120
PERFORMANCE DATA
Speed (m/s) 0,013
Force (N) 2700
Work cycle (cycles/hour) 41
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 1200x128x150 h
Weight (kg) 15

UTILISATION LIMITS
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The shape, the height of the gate and the weather conditions can consid-
erably reduce the values shown in the graph to the side.

DIMENSIONS

1200 mm

15
0

128

584

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

control unit/receiver transmitter photocells flashing light
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TO7024 • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Toonakit BD
For swing gates with leaves up to 3 m

Ideal for residential applications.
24 Vdc, electromechanical gear motor, 
surface mounted, with magnetic encoder.

Reliability and durability over time: thanks to the 
housing, made up of two tough aluminium shells with 
pol ester paint finish  more resistant to atmospheric 
agents.

Internal moving parts completely in steel, light alloys and 
technopolymers.

Silent: patented layout of internal parts and lead nut in 
ron e.

Generously sized and practical connection com-
partment: rapid and easy access from above to internal 
parts located in the upper section of the motor.

Ease of installation and maintenance.

Moonclever MC824H control unit:

• simple programming,  means o  a single ke

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• automatic ault diagnostics

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• o stacle detection ith dual technolog

• operation in event of power failure by means of op-
tional rechargea le atteries S

• provision for connection of latest generation resistive 
sensitive edges.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

The kit contains:

TO4024
2 Electromechanical irreversible gear motors, surface mounted. 
With mechanical stop on opening.

ON3EBD
 ransmitters .  

,  channels, idirec-
tional

MC824H
 ontrol unit ith  

bidirectional radio receiver 
with connector included.

EPMB
1 Couple of external 
photocells designed 
or connection  ice 
BlueBUS.

ELDC
  flashing light ith 

integrated aerial.

TS
1 Signboard.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

PS324
24 V battery with inte-
grated battery charger.

c. ack  

PLA6
Rear bracket 250 mm 
long.

c. ack  

PLA14
Screw-adjustable rear 
bracket.

c. ack  

PLA15
Screw-adjustable front 
bracket.

c. ack  

PLA10
Vertical 12 V electric 
lock.

c. ack  

PLA11
ori ontal   electric 

lock.

c. ack  

PLA13
Mechanical travel stops 
for closing and opening 
manoeuvres.

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet

TOONA4024BDKCE Kit for automating swing gates with a leaf length of up to 3 m, 24 Vdc, surface mounted, with bidirectional 
technology 12

Code TO4024
ELECTRICAL DATA
Power supply (Vdc) 24
Absorption (A) 5
Power (W) 120
PERFORMANCE DATA
Speed (m/s) 0,016
Force (N) 1800
Work cycle (cycles/hour) 95*
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 820x115x105 h
Weight (kg) 6

* With optimal installation.

UTILISATION LIMITS
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2 2.5 3

MAX. GATE LENGTH (M)

The shape, the height of the gate and the weather conditions can consid-
erably reduce the values shown in the graph to the side.

Use in windy areas 230 Vac models.

DIMENSIONS

820 mm

10
5

115

350 ÷ 385
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BiDi Yubii OPERA BLUEBUS 230V

Wingo4kit BD
For swing gates with leaves up to 2 m

Electromechanical gear motor, sur-
face mounted.

Reliable and silent: patented layout of internal parts, 
fewer moving parts.

Easy to install: after the gear motor has been assem-
bled, all electrical connections are made from above.

Built-in capacitor.

User-friendly release ith personalised ice ke  and 
standard lock included.

Pre-assembled, travel stops on opening.

MC800 control unit:

• simple programming,  means o  a single ke

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• automatic ault diagnostics

• programming o  pause time

• pedestrian pass door

• provision for connection of latest generation resistive 
sensitive edges

• programmable maintenance warning.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

The kit contains:

WG4000
 Sur ace mounted electromechanical gear motors, ith ice 

key release and mechanical stop on opening.

ON3EBD
 ransmitters .  

,  channels, idirec-
tional

MC800
 ontrol unit ith  

bidirectional radio receiver 
with connector included.

EPM
 air o  photocells or 

outdoor installation

ELAC
  flashing light ith 

integrated aerial.

TS
1 Signboard.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone.

c. ack  

PLA14
Screw-adjustable rear 
bracket.

c. ack  

PLA15
Screw-adjustable front 
bracket.

c. ack  

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
WINGO4BDKCE Kit for automating swing gates with a leaf length of up to 2 m, surface mounted, with bidirectional technology 12

N.B. The content of the package may vary: consult the retailer.

Code WG4000
ELECTRICAL DATA
Power supply (Vac 50 Hz)* 230
Absorption (A) 1,5
Power (W) 200
PERFORMANCE DATA
Speed (m/s) 0,016
Force (N) 1500
Work cycle (cycles/hour) 30
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 770x98x95 h
Weight (kg) 6

* 60 Hz version available on request.

UTILISATION LIMITS
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400

300

200

100

1 1.5 2

MAX. GATE LENGTH (M)

DIMENSIONS

95

98

55320

770 mm
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BiDi Yubii SOLEMYO OPERA 24V

Wingokit 4024 BD
For swing gates with leaves up to 2 m

Surface mounted 24 Vdc electrome-
chanical gear motor.

Reliable and silent: patented layout of internal parts, 
fewer moving parts.

Easy to install: after the gear motor has been assem-
bled, all electrical connections are made from above.

User-friendly release ith personalised ice ke  and 
standard lock included.

Pre-assembled, travel stops on opening.

Moonclever MC424L control unit:

• uilt in radio receiver

• simple programming,  means o  a single ke

• clutch ith anti crush sa et  eature

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• o stacle detection s stem

• can be linked to the 8.2 KOhm resistive sensitive 
edge

• continues to work even during power failures using 
optional S  atteries that fit inside the control 
unit.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

The kit contains:

WG4024
 Sur ace mounted electromechanical gear motors, ith ice 

key release and mechanical stop on opening.

ON3EBD
 ransmitters .  

,  channels, idirec-
tional

MC424L
1 Control unit with built-in 
radio receiver and  
bidirectional radio receiver 
with connector included.

EPM
 air o  photocells or 

outdoor installation

ELDC
  flashing light ith 

integrated aerial.

TS
1 Signboard.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

PS124
24 V battery with inte-
grated battery charger.

c. ack  

PLA14
Screw-adjustable rear 
bracket.

c. ack  

PLA15
Screw-adjustable front 
bracket.

c. ack  

PLA10
Vertical 12 V electric 
lock.

c. ack  

PLA11
ori ontal   electric 

lock.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet

WINGO4024BDKCE Kit for automating swing gates with a leaf length of up to 2 m, 24 Vdc, surface mounted, with bidirectional 
technology 12

N.B. The content of the package may vary: consult the retailer.

Code WG4024
ELECTRICAL DATA
Power supply (Vdc) 24
Absorption (A) 3,5
Power (W) 85
PERFORMANCE DATA
Speed (m/s) 0,018
Force (N) 1500
Work cycle (cycles/hour) 30
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 770x98x95 h
Weight (kg) 6

UTILISATION LIMITS

M
AX

. G
AT

E 
W

EI
GH

T 
(K

G)

400

300

200

100

1 1.5 2

MAX. GATE LENGTH (M)

DIMENSIONS

95

98

55320

770 mm
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BiDi Yubii OPERA BLUEBUS 230V

Wingo5kit BD
For swing gates with leaves up to 3.5 m

Electromechanical gear motor, sur-
face mounted.

Reliable and silent: patented layout of internal parts, 
fewer moving parts.

Easy to install: after the gear motor has been assem-
bled, all electrical connections are made from above.

Built-in capacitor.

User-friendly release ith personalised ice ke  and 
standard lock included.

Pre-assembled, travel stops on opening.

MC800 control unit:

• simple programming,  means o  a single ke

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• automatic ault diagnostics

• programming o  pause time

• pedestrian pass door

• provision for connection of latest generation resistive 
sensitive edges

• programmable maintenance warning.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

The kit contains:

WG5000
 Sur ace mounted electromechanical gear motors, ith ice 

key release and mechanical stop on opening.

ON3EBD
 ransmitters .  

,  channels, idirec-
tional

MC800
 ontrol unit ith  

bidirectional radio receiver 
with connector included.

EPM
 air o  photocells or 

outdoor installation

ELAC
  flashing light ith 

integrated aerial.

TS
1 Signboard.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone.

c. ack  

PLA6
Rear bracket 250 mm 
long.

c. ack  

PLA8
Screw-adjustable front 
bracket.

c. ack  

PLA10
Vertical 12 V electric 
lock re uired or gates 
longer than  m .

c. ack  

PLA11
ori ontal   electric 

lock re uired or gates 
longer than  m .

c. ack  

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
WINGO5BDKCE Kit for automating swing gates with a leaf length of up to 3.5 m, surface mounted, with bidirectional technology 12

N.B. The content of the package may vary: consult the retailer.

Code WG5000
ELECTRICAL DATA
Power supply (Vac 50 Hz)* 230
Absorption (A) 1,5
Power (W) 200
PERFORMANCE DATA
Speed (m/s) 0,013
Force (N) 1700
Work cycle (cycles/hour) 30
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 920x98x95 h
Weight (kg) 6

* 60 Hz version available on request.

UTILISATION LIMITS

M
AX

. G
AT

E 
W

EI
GH

T 
(K

G)

0.5 1 1.5 2 2.5 3.53

500

400

300

200

100

0

MAX. GATE LENGTH (M)

DIMENSIONS

95

98

55470

920 mm
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BiDi Yubii SOLEMYO OPERA 24V

Wingokit 5024 BD
For swing gates with leaves up to 3.5 m

Surface mounted 24 Vdc electrome-
chanical gear motor.

Reliable and silent: patented layout of internal parts, 
fewer moving parts.

Easy to install: after the gear motor has been assem-
bled, all electrical connections are made from above.

User-friendly release ith personalised ice ke  and 
standard lock included.

Pre-assembled, travel stops on opening.

Moonclever MC424L control unit:

• uilt in radio receiver

• simple programming,  means o  a single ke

• clutch ith anti crush sa et  eature

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• o stacle detection s stem

• can be linked to the 8.2 KOhm resistive sensitive 
edge

• continues to work even during power failures using 
optional S  atteries that fit inside the control 
unit.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

The kit contains:

WG5024
 Sur ace mounted electromechanical gear motors, ith ice 

key release and mechanical stop on opening.

ON3EBD
 ransmitters .  

,  channels, idirec-
tional

MC424L
1 Control unit with built-in 
radio receiver and  
bidirectional radio receiver 
with connector included.

EPM
 air o  photocells or 

outdoor installation

ELDC
  flashing light ith 

integrated aerial.

TS
1 Signboard.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

PS124
24 V battery with inte-
grated battery charger.

c. ack  

PLA6
Rear bracket 250 mm 
long.

c. ack  

PLA8
Screw-adjustable front 
bracket.

c. ack  

PLA10
Vertical 12 V electric 
lock re uired or gates 
longer than  m .

c. ack  

PLA11
ori ontal   electric 

lock re uired or gates 
longer than  m .

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet

WINGO5024BDKCE Kit for automating swing gates with a leaf length of up to 3.5 m, 24 Vdc, surface mounted, with bidirectional 
technology 12

N.B. The content of the package may vary: consult the retailer.

Code WG5024
ELECTRICAL DATA
Power supply (Vdc) 24
Absorption (A) 3,5
Power (W) 85
PERFORMANCE DATA
Speed (m/s) 0,016
Force (N) 1500
Work cycle (cycles/hour) 30
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 920x98x95 h
Weight (kg) 6

UTILISATION LIMITS

M
AX

. G
AT

E 
W

EI
GH

T 
(K

G)

0.5 1 1.5 2 2.5 3.53

500

400

300

200

100

0

MAX. GATE LENGTH (M)

DIMENSIONS

95

98

55470

920 mm
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Oltre 1824
For swing gates with leaves up to 1.8 m and 100 kg

Concealed motor for swing gates.
24 Vdc irreversible electromechanical gear 
motor.

Minimum visual impact: the motor is small enough to 
e easil  installed inside the profiles o  the gate lea  or in 

ver  slim posts ith a minimum diameter o   mm .

The position of the gear motor
protects it from rain and in�ltrations

Practical bracket for
precise motor positioning

Easy to install: the ottom up installation simplifies 
fi ing o  the motor inside the post.

Resistant: die cast aluminium structure, , resists 
the most severe weather conditions.

Quick and reliable: complete opening  o  the lea  
in about 10 seconds. Oltre has been tested for use at 
60 cycles/hour, making it suitable for all contexts with 
intensive use.

Safe: easy-to-use external manual release: the gate can 
always be opened manually, without having to take it 
apart.

Dedicated Moonclever MC824L control unit:

• eas  to programme

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• automatic ault diagnostics

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• o stacle detection ith dual technolog

• operation in event of power failure by means of op-
tional rechargea le atteries S

• provision for connection of resistive sensitive edges.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

PS324
24 V battery with inte-
grated battery charger.

c. ack  

PLA10
Vertical 12 V electric 
lock.

c. ack  

PLA11
ori ontal   electric 

lock.

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
OLTRE1824             20

Code OLTRE1824
ELECTRICAL DATA
Power supply (Vdc) 24
Absorption (A) 1
Power (W) 25
PERFORMANCE DATA
Speed (rpm) 1,5
Torque (Nm) 150
Work cycle (cycles/hour) 60
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 67
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 305x145x346 h
Weight (kg) 5,5

DIMENSIONS

131 mm

13
1

32
0

54

215

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

control unit/receiver transmitter photocells flashing light

M
C2

00
 / 

Bu
ilt

-i
n*

M
C8

00
 / 

OX
I /

OX
IB

D 
/ O

XI
LR

DP
RO

50
0 

/ O
XI

 /
OX

IB
D 

/ O
XI

LR
DP

RO
92

4 
/ O

XI
 /

OX
IB

D 
/ O

XI
LR

M
C4

24
L 

/ B
ui

lt-
in

* 
/

OX
I /

 O
XI

BD
 / 

OX
IL

R
M

C8
24

H 
/ O

XI
 /

OX
IB

D 
/ O

XI
LR

M
C8

24
HR

 / 
OX

I /
OX

IB
D 

/ O
XI

LR
M

C8
24

L 
/ O

XI
 /

OX
IB

D 
/ O

XI
LR

ER
A 

IN
TI

ER
A 

ON
E

ER
A 

ON
E 

BD

ER
A 

ON
E 

LR

ER
A 

FL
OR

NI
CE

W
AY

EP
S

EP
M

EP
L

EP
SB

EP
M

B

EP
LB

EP
M

OW

F2
10

FT
21

0

F2
10

B

FT
21

0B

EL
AC

EL
DC

W
LT

OLTRE1824 • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Walkykit 1024 BD
For swing gates with leaves up to 1.8 m

Especially suited to gates in wood or 
PVC.
Irreversible electromechanical gear motor 
at 24 Vdc, with articulated arm.

Ultra compact: ideal for pedestrian gates, recommend-
ed or small posts idth  cm .

Safe: thanks to the irreversible motor and anti-shear arm 
ith uilt in mechanical stop on closure ith installation 

o  entire arm .

Practical: the articulated arm enables installation in spe-
cific conditions, such as in the presence o  small alls or 
obstacles adjacent to the post.

Quick: no waiting in front of the gate, just 7 seconds 
to open or close in optimal installation conditions, ith 
reduced arm and  opening .

Convenient: incorpora le flashing ed indicator, ith 
courtes  light unction , optional  rapid motor 
release for manual movement of the gate.

Built-in control unit:

• simple programming

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• automatic ault diagnostics

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• provision for connection of latest generation resistive 
sensitive edges.

No black out: ith the optional atteries S  
housed inside the gear motor.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

The kit contains:

WL1024C
1 Electromechanical gearmotor, surface mounted, with built-in 
control unit and  idirectional radio receiver ith connec-
tor included.

ON3EBD
 ransmitters .  

,  channels, idirec-
tional

TS
1 Signboard.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

WLA1
Spare control unit, for 
WL1024C.

c. ack  

PS424
Buffer battery.

c. ack  

PLA10
Vertical 12 V electric 
lock.

c. ack  

PLA11
ori ontal   electric 

lock.

c. ack  

WLT
Multi-function LED indi-
cator. See page 227.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet

WALKY1024BDKCE Kit for swing gates with a leaf length of up to 1.8 m, 24 Vdc, with articulated arm, surface mounted, with 
bidirectional technology 18

N.B. The content of the package may vary: consult the retailer.

Code WL1024C
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230
Absorption (A) 0,8
Power (W) 120
PERFORMANCE DATA
Speed (rpm) 1,5 - 2,2
Torque (Nm) 120
Work cycle (cycles/hour) 50
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 90x125x385 h
Weight (kg) 4,8

UTILISATION LIMITS

≥ 80

≥ 70

B ≥ 120
A ≥ 340 mm

≤ 
22

0

M
AX

. G
AT

E 
W

EI
GH

T 
(K

G)

180
160
140
120
100
80
60
40
20

0.8

AB

1 1.2 1.5 1.6 1.8

MAX. GATE LENGTH (M)

A Entire arm - B Reduced arm

The shape, the height of the gate and the weather conditions can consid-
erably reduce the values shown in the graph to the side.

DIMENSIONS

38
6 

m
m

122.590

135
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Walkykit 2024 BD
For swing gates with leaves up to 1.8 m

Especially suited to gates in wood or 
PVC.
Irreversible electromechanical gear motor 
at 24 Vdc, with articulated arm.

Ultra compact: ideal for pedestrian gates, recommend-
ed or small posts idth  cm .

Safe: thanks to the irreversible motor and anti-shear arm 
ith uilt in mechanical stop on closure ith installation 

o  entire arm .

Practical: the articulated arm enables installation in spe-
cific conditions, such as in the presence o  small alls or 
obstacles adjacent to the post.

Quick: no waiting in front of the gate, just 7 seconds 
to open or close in optimal installation conditions, ith 
reduced arm and  opening .

Convenient: incorpora le flashing ed indicator, ith 
courtes  light unction , optional  rapid motor 
release for manual movement of the gate.

Built-in control unit:

• simple programming

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• automatic ault diagnostics

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• provision for connection of latest generation resistive 
sensitive edges.

No black out: ith the optional atteries S  
housed inside the gear motor.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

The kit contains:

WL1024C + WL1024
 lectromechanical gearmotors, sur ace mounted   
ith control unit and  idirectional radio receiver ith 

connector included ,  ithout control unit .

ON3EBD
 ransmitters .  

,  channels, idirec-
tional

EPMB
1 Couple of external 
photocells designed 
or connection  ice 
BlueBUS.

WLT
1 Flashing light.

TS
1 Signboard.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

WLA1
Spare control unit, for 
WL1024C.

c. ack  

PS424
Buffer battery.

c. ack  

PLA10
Vertical 12 V electric 
lock.

c. ack  

PLA11
ori ontal   electric 

lock.

c. ack  

WLT
Multi-function LED indi-
cator. See page 227.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet

WALKY2024BDKCE Kit for automating swing gates with a leaf length of up to 1.8 m, 24 Vdc, with articulated arm, surface mounted, 
with bidirectional technology 18

N.B. The content of the package may vary: consult the retailer.

Code WL1024C WL1024
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230 -
Power supply (Vdc) - 24
Absorption (A) 0,8 2
Power (W) 120 30
PERFORMANCE DATA
Speed (rpm) 1,5 - 2,2
Torque (Nm) 120
Work cycle (cycles/hour) 50
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 90x125x385 h
Weight (kg) 4,8 4,3

UTILISATION LIMITS

≥ 80

≥ 70

B ≥ 120
A ≥ 340 mm

≤ 
22

0

M
AX

. G
AT

E 
W

EI
GH

T 
(K

G)

180
160
140
120
100
80
60
40
20

0.8

AB

1 1.2 1.5 1.6 1.8

MAX. GATE LENGTH (M)

A Entire arm - B Reduced arm

The shape, the height of the gate and the weather conditions can consid-
erably reduce the values shown in the graph to the side.

DIMENSIONS

38
6 

m
m

122.590

135
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Hopp
For swing gates with leaves up to 2.4 m, ideal for 
large columns

Ideal for intensive use.
Irreversible electromechanical 24 Vdc 
gear motor with articulated arm, surface 
mounted.

Two irreversible 24 Vdc versions with micrometric 
adjustment mechanical stops on opening and closing: 

ith uilt in control unit  and ithout control 
unit .

Powerful thanks to the  m tor ue.

Resistant and compact: 180 mm in width, ideal for 
any kind of post. Small shockproof body with aluminium 
base.

Die cast aluminium
housing

Built-in control unit

Unlock system with metal key.
Designed to accommodate external

release too, thanks KIO accessory

Sturdy, aluminium anti-shearing arm.

Easy to install: thanks to the ne  fi ing racket ith 
uick connector or the motor. o elding.

Sophisticated electronics with the built-in control 
unit, ust 3 keys to manage all programming operations:

• obstacle detection and possibility of connecting to 8.2 
hm sensitive edge, ototest

• automatic ault diagnostics

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• possi ilit  o  configuring the stop input in sel learning 
mode, ,  and the latest generation .  hm 
resistive sensitive edges

• deceleration on opening and closing

• simple connection o  pairs o  additional photocells

• programming o  pause time

• pedestrian open and partial open

• clutch with anti-crush safety feature.

Energy saving with no black outs: 3 standby modes 
to reduce mains consumption, or battery power con-
sumption if connected to the Solemyo kit. Operation 
in the event of a power failure thanks to the optional 

atteries S .

Everything under control: thanks to compatibility for 
operation ith pera S , the unit ie can e 
used to expand the options of programming, control and 
diagnostics of the automation on site and remotely.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

POA3
Spare control unit, for 
HO7124.

c. ack  

PS124
24 V battery with inte-
grated battery charger.

c. ack  

PLA10
Vertical 12 V electric 
lock.

c. ack  

PLA11
ori ontal   electric 

lock.

c. ack  

KIO
Key-operated selector 
switch for low voltage 
contacts, with release 
mechanism for metal 
cord.

c. ack  

KA1
6 m cable release kit 
for KIO.

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
HO7124 Irreversible 24 Vdc, complete with articulated arm and built-in control unit 12
HO7224 Irreversible 24 Vdc, complete with articulated arm without control unit 12

Code HO7124 HO7224
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230 -
Power supply (Vdc) - 24
Absorption (A) 1,3 4
Power (W) 280 100
PERFORMANCE DATA
Speed (rpm) 1,68
Torque (Nm) 250
Work cycle (cycles/hour) 35
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 54
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 252x180x290 h
Weight (kg) 9 6,5

UTILISATION LIMITS

≥ 170

≥ 110

≥ 500 mm

≤ 
25

0
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. G
AT
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W
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GH

T 
(K

G)

1 1.2 1.4 1.6 1.8 2 2.2 2.4

250

225

200

175

MAX. GATE LENGTH (M)

The shape, the height of the gate and the weather conditions can consid-
erably reduce the values shown in the graph to the side.

DIMENSIONS

29
0

180 mm

25
216

3

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

receiver transmitter photocells flashing light

Bu
ilt

-i
n*

OX
I

OX
IB

D

OX
IL

R

ER
A 

IN
TI

ER
A 

ON
E

ER
A 

ON
E 

BD

ER
A 

ON
E 

LR

ER
A 

FL
OR

NI
CE

W
AY

EP
S

EP
M

EP
L

EP
SB

EP
M

B

EP
LB

EP
M

OW

F2
10

FT
21

0

F2
10

B

FT
21

0B

EL
AC

EL
DC

W
LT

HO7124 • • • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Hoppkit BD
For swing gates with leaves up to 2.4 m, ideal for 
large columns

Ideal for intensive use.
Irreversible electromechanical 24 Vdc 
gear motor with articulated arm, surface 
mounted.

Two irreversible 24 Vdc versions with micrometric 
adjustment mechanical stops on opening and closing: 

ith uilt in control unit  and ithout control 
unit .

Powerful thanks to the  m tor ue.

Resistant and compact: 180 mm in width, ideal for 
any kind of post. Small shockproof body with aluminium 
base.

Sturdy, aluminium anti-shearing arm.

Easy to install: thanks to the ne  fi ing racket ith 
uick connector or the motor. o elding.

Sophisticated electronics with the built-in control 
unit, ust 3 keys to manage all programming operations:

• obstacle detection and possibility of connecting to 8.2 
hm sensitive edge, ototest

• automatic ault diagnostics

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• possi ilit  o  configuring the stop input in sel learning 
mode, ,  and the latest generation .  hm 
resistive sensitive edges

• deceleration on opening and closing

• simple connection o  pairs o  additional photocells

• programming o  pause time

• pedestrian open and partial open

• clutch with anti-crush safety feature.

Energy saving with no black outs: 3 standby modes 
to reduce mains consumption, or battery power con-
sumption if connected to the Solemyo kit. Operation 
in the event of a power failure thanks to the optional 

atteries S .

Everything under control: thanks to compatibility for 
operation ith pera S , the unit ie can e 
used to expand the options of programming, control and 
diagnostics of the automation on site and remotely.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

The kit contains:

HO7124 + HO7224
 lectromechanical gearmotors, sur ace mounted   
ith control unit and  idirectional radio receiver ith 

connector included ,  ithout control unit .

ON3EBD
 ransmitters .  

,  channels, idirec-
tional

EPMB
1 Couple of external 
photocells designed 
or connection  ice 
BlueBUS.

ELDC
  flashing light ith 

integrated aerial.

TS
1 Signboard.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

POA3
Spare control unit, for 
HO7124.

c. ack  

PS124
24 V battery with inte-
grated battery charger.

c. ack  

PLA10
Vertical 12 V electric 
lock.

c. ack  

PLA11
ori ontal   electric 

lock.

c. ack  

KIO
Key-operated selector 
switch for low voltage 
contacts, with release 
mechanism for metal 
cord.

c. ack  

KA1
6 m cable release kit 
for KIO.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet

HOPPBDKCE Kit for automating swing gates with a leaf length of up to 2.4 m, 24 Vdc, surface mounted, with bidirectional 
technology 12

N.B. The content of the package may vary: consult the retailer.

Code HO7124 HO7224
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230 -
Power supply (Vdc) - 24
Absorption (A) 1,3 4
Power (W) 280 100
PERFORMANCE DATA
Speed (rpm) 1,68
Torque (Nm) 250
Work cycle (cycles/hour) 35
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 54
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 252x180x290 h
Weight (kg) 9 6,5

UTILISATION LIMITS

≥ 170

≥ 110

≥ 500 mm

≤ 
25

0

M
AX

. G
AT

E 
W

EI
GH

T 
(K

G)

1 1.2 1.4 1.6 1.8 2 2.2 2.4

250

225

200

175

MAX. GATE LENGTH (M)

The shape, the height of the gate and the weather conditions can consid-
erably reduce the values shown in the graph to the side.

DIMENSIONS

29
0

180 mm

25
216

3
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Hyke
For swing gates with leafs of up to 3.5 m, including 
with large posts

Ideal for intensive use.
24 Vdc electromechanical gear motor with 
articulated arm, surface mounted, with 
magnetic encoder.

Reliability and durability over time: thanks to the 
housing in aluminium ith pol ester paint finish, resistant 
to atmospheric agents.

Safe: obstacle detection system and monitoring of the 
motor absorption during movement, self-diagnosis by 
means o  a flashing light, courtes   light.

he latest generation optical and resistive .  hm 
sensitive edges can also be connected.

Die cast aluminium
housing

Adjustable anti-crushing arm

Practical and resistant
release handle

Built-in control unit

Two irreversible 24 Vdc versionswith limit switches on 
opening and closing  ith uilt in control unit  
and ithout control unit .

Practical and quick installation: the articulated arm is 
ad usta le in length or ma imum fle i ilit .

Simple and precise limit switch adjustment: me-
chanical stops and micrometric adjustment screws.

Easy to operate release lever: with metal lock and 
personalised ice ke . ith provision or ca le control.

Savings, respect for the environment, and auton-
omy: when connected to the buffer battery or Solemyo 
kit, consumption on standby is just 0.1 W.

No black out: ith the optional atteries S  
housed inside the gear motor.

Built-in control unit (HK7024):

• simple programming,  means o  a single ke

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• automatic ault diagnostics

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• o stacle detection ith dual technolog

• provision for connection of latest generation resistive 
sensitive edges.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

HKA2
Spare control unit, for 
HK7024.

c. ack  

PS124
24 V battery with inte-
grated battery charger.

c. ack  

PLA10
Vertical 12 V electric 
lock re uired or gates 
longer than  m .

c. ack  

PLA11
ori ontal   electric 

lock re uired or gates 
longer than  m .

c. ack  

KIO
Key-operated selector 
switch for low voltage 
contacts, with release 
mechanism for metal 
cord.

c. ack  

KA1
6 m cable release kit 
for KIO.

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
HK7024 Irreversible 24 Vdc, complete with articulated arm and built-in control unit 12
HK7224 Irreversible 24 Vdc, complete with articulated arm without control unit 12

Code HK7024 HK7224
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230 -
Power supply (Vdc) - 24
Absorption (A) 1,5 6
Power (W) 300 140
PERFORMANCE DATA
Speed (rpm) 1,5
Torque (Nm) 500
Work cycle (cycles/hour) 40
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 54
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 290x210x320 h
Weight (kg) 10,5 9,5

UTILISATION LIMITS

≥ 150

≤ 
40

0

≥ 210
B ≥ 300
A ≥ 650 mm

M
AX

. G
AT
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W

EI
GH

T 
(K

G)

330
300

250

200

150

1.8 2.52 3 3.5

AB

MAX. GATE LENGTH (M)

A Entire arm - B Reduced arm

The shape, the height of the gate and the weather conditions can consid-
erably reduce the values shown in the graph to the side.

DIMENSIONS

210 mm

32
0

66
5

48
0

29
0

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

receiver transmitter photocells flashing light

Bu
ilt

-i
n*

OX
I

OX
IB

D

OX
IL

R

ER
A 

IN
TI

ER
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ON
E
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ON
E 
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LR
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S
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M

B
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M

OW

F2
10

FT
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0

F2
10

B

FT
21

0B

EL
AC

EL
DC

W
LT

HK7024 • • • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Hykekit BD
For swing gates with leafs of up to 3.5 m, including 
with large posts

Ideal for intensive use.
24 Vdc electromechanical gear motor with 
articulated arm, surface mounted, with 
magnetic encoder.

Reliability and durability over time: thanks to the 
housing in aluminium ith pol ester paint finish, resistant 
to atmospheric agents.

Safe: obstacle detection system and monitoring of the 
motor absorption during movement, self-diagnosis by 
means o  a flashing light, courtes   light.

he latest generation optical and resistive .  hm 
sensitive edges can also be connected.

Two irreversible 24 Vdc versionswith limit switches on 
opening and closing  ith uilt in control unit  
and ithout control unit .

Practical and quick installation: the articulated arm is 
ad usta le in length or ma imum fle i ilit .

Adjustable anti-crushing arm

Simple and precise limit switch adjustment: me-
chanical stops and micrometric adjustment screws.

Easy to operate release lever: with metal lock and 
personalised ice ke . ith provision or ca le control.

Savings, respect for the environment, and auton-
omy: when connected to the buffer battery or Solemyo 
kit, consumption on standby is just 0.1 W.

No black out: ith the optional atteries S  
housed inside the gear motor.

Built-in control unit (HK7024):

• simple programming,  means o  a single ke

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• automatic ault diagnostics

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• o stacle detection ith dual technolog

• provision for connection of latest generation resistive 
sensitive edges.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

The kit contains:

HK7024 + HK7224
2 Electromechanical gearmotors, surface mounted: HK7024 

ith control unit and  idirectional radio receiver ith 
connector included ,  ithout control unit .

ON3EBD
 ransmitters .  

,  channels, idirec-
tional

EPMB
1 Couple of external 
photocells designed 
or connection  ice 
BlueBUS.

ELDC
  flashing light ith 

integrated aerial.

TS
1 Signboard.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

HKA2
Spare control unit, for 
HK7024.

c. ack  

PS124
24 V battery with inte-
grated battery charger.

c. ack  

PLA10
Vertical 12 V electric 
lock re uired or gates 
longer than  m .

c. ack  

PLA11
ori ontal   electric 

lock re uired or gates 
longer than  m .

c. ack  

KIO
Key-operated selector 
switch for low voltage 
contacts, with release 
mechanism for metal 
cord.

c. ack  

KA1
6 m cable release kit 
for KIO.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet

HYKEBDKCE Kit for automating swing gates with a leaf length of up to 3,5 m, 24 Vdc, with articulated arm, surface mounted, 
with bidirectional technology 12

N.B. The content of the package may vary: consult the retailer.

Code HK7024 HK7224
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230 -
Power supply (Vdc) - 24
Absorption (A) 1,5 6
Power (W) 300 140
PERFORMANCE DATA
Speed (rpm) 1,5
Torque (Nm) 500
Work cycle (cycles/hour) 40
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 54
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 290x210x320 h
Weight (kg) 10,5 9,5

UTILISATION LIMITS

≥ 150

≤ 
40

0

≥ 210
B ≥ 300
A ≥ 650 mm

M
AX

. G
AT

E 
W

EI
GH

T 
(K

G)

330
300

250

200

150

1.8 2.52 3 3.5

AB

MAX. GATE LENGTH (M)

A Entire arm - B Reduced arm

The shape, the height of the gate and the weather conditions can consid-
erably reduce the values shown in the graph to the side.

DIMENSIONS

210 mm

32
0

66
5

48
0

29
0



74

BiDi Yubii SOLEMYO OPERA BLUEBUS 24V 230V

Hyppo 7000
For swing gates with leaves up to 3 m, ideal for 
large columns

Electromechanical gear motor, surface 
mounted, also in 24 Vdc version with 
magnetic encoder, with articulated arm.

Single model for right and left leaves.

o irreversi le versions, ith  ac  and 
 dc  po er supplies ith magnetic encoder.

Easy and quick to install: thanks to fewer connections 
and nothing welded to the gates.

Sturdy, anti-shearing arm, galvanised
and painted; strengthened in those
areas subjected to greater
mechanical stress

Die-cast, aluminium, key-operated
unlock system, complete with

protected key. Designed to
accommodate external release, too

Pre-wired, incorporated double limit-switch both 
during opening and closing .

Long-lasting: solid metal mechanics.

Compact: shockproof bodywork with no sharp corners.

Recommended control units: Moonclever MC800 for 
 oonclever  or .

24 Vdc version with magnetic encoder. Perfect for 
intensive use, compatible with the control unit Moon-
clever MC824H:

• simple programming,  means o  a single ke

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• automatic ault diagnostics

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• o stacle detection ith dual technolog

• operation in event of power failure by means of op-
tional rechargea le atteries S

• provision for connection of latest generation resistive 
sensitive edges.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

DIMENSIONS UTILISATION LIMITS

165350 mm

24
2

90
15

2

M
AX

. G
AT

E 
W

EI
GH

T 
(K

G)

800

700

600

500

400

300

200
2 2.5 3

HY7005

HY7005 / HY7024

MAX. GATE LENGTH (M)

A Standard arm - B Arm with accessory 
HYA12

The shape, the height of the gate and the 
weather conditions can considerably reduce 
the values shown in the graph to the side.

Use in windy areas 230 Vac models.

≥ 130

≥ 300

B ≥ 710 mm
A ≥ 450

A
 ≤

 3
50

B
 ≤

 4
50
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

HYA12
Longer articulated arm 
see the la out .

c. ack  

PLA10
Vertical 12 V electric 
lock.

c. ack  

PLA11
ori ontal   electric 

lock.

c. ack  

KIO
Key-operated selector 
switch for low voltage 
contacts, with release 
mechanism for metal 
cord.

c. ack  

KA1
6 m cable release kit 
for KIO.

c. ack  

ACCESSORY FOR 24 V VERSION

TS
Signboard.

c. ack  

PS324
24 V battery with inte-
grated battery charger.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit.

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
HY7024 Irreversible, 24 Vdc, with magnetic encoder, with shear-proof articulated arm, galvanized and painted 16

HY7005 Irreversible, 230 Vac, with sturdy articulated shear-proof arm, galvanized and painted, with limit switch on opening 
and closing 16

Code HY7024 HY7005
ELECTRICAL DATA
Power supply (Vac 50 Hz)* - 230
Power supply (Vdc) 24 -
Absorption (A) 5 1,2
Power (W) 120 258
PERFORMANCE DATA
Speed (rpm) 2 1,7
Torque (Nm) 250 400
Work cycle (%) 80 30
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 43
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 350x165x242 h
Weight (kg) 13

* 60 Hz version available on request.

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

control unit/receiver transmitter photocells flashing light

M
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 / 
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M
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/
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XI
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R
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 /
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M
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D 

/ O
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A 
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A 
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E
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ON
E 

BD
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LR
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A 
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OR
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CE

W
AY

EP
S

EP
M

EP
L

EP
SB

EP
M

B

EP
LB

EP
M

OW

F2
10
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21

0

F2
10

B

FT
21

0B

EL
AC

EL
DC

W
LT

HY7024 • • • • • • • • • • • • • •
HY7005 • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

S-Fab
For swing gates with leaves up to 2.3 m, 
underground installation, ultra compact

Foundation box with
cataphoresis paint �nish

Waterproof,
with IP67 protection rating

Irreversible electromechanical 24 Vdc gear 
motor, ideal for intensive use

Sturdy and discreet: compact foundation box with a 
height of only 81 mm.

Steel ith cataphoresis paint finish guarantees optimal 
resistance to corrosion, and thickness of 2.5 mm guar-
antees strength. All this in just 52 mm of protrusion from 
the ground.

Practical and quick installation: thanks to the exit 
lever on the gear motor attached directly on the leaf.

Opening up to 180° as standard.

Reliable and sturdy: the gear motor, in  pressure 
die cast aluminium, suspended inside the housing to 
enable drainage of any deposits, ensures optimal water 
resistance.

Load-bearing foundation box with adjustable me-
chanical stops on opening and closing: the gear motor 
can also be installed later as required.

Practical release easy to operate from inside and out-
side, acting directly on the gear motor, easy to operate 
by means of the special key.

SFAB2024, compatible with the control unit Moon-
clever MC424L, and for operation with Solemyo 
and Opera systems:

• uilt in radio receiver

• simple programming,  means o  a single ke

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• o stacle detection s stem

• provision for connection of latest generation resistive 
sensitive edges

• operation in event of power failure by means of op-
tional rechargea le atteries S  ith compart-
ment in control unit.

SFAB2124 with magnetic encoder, compatible with 
control unit Moonclever MC824H, with BlueBUS 
technology, and compatible for operation with 
Solemyo and Opera systems:

• simple programming,  means o  a single ke

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• automatic ault diagnostics

• with output for courtesy light and maintenance 
indicator

• speed settings on  levels

• separate and configura le inputs or Step  Step, 
pen and lose

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• o stacle detection ith dual technolog

• provision for connection of latest generation resistive 
sensitive edges

• operation in event of power failure by means of op-
tional rechargea le atteries S .

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

PS124
24 V battery with inte-
grated battery charger.

c. ack  

PS324
24 V battery with inte-
grated battery charger.

c. ack  

PLA10
Vertical 12 V electric 
lock.

c. ack  

PLA11
ori ontal   electric 

lock.

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit, S  and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
SFAB2024 Irreversible, 24 Vdc 18
SFAB2124 Irreversible 24 Vdc version with magnetic encoder 18

SFABBOX                 
opening and closing 18

Code SFAB2024 SFAB2124
ELECTRICAL DATA
Power supply (Vdc) 24
Absorption (A) 5
Power (W) 120
PERFORMANCE DATA
Speed (rpm) 1,25
Torque (Nm) 250
Work cycle (cycles/hour)* 60
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 67
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 235x206x96.5 h
Weight (kg) 6

* The indicated value has to be halved if the opening is up to 180°

UTILISATION LIMITS

M
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. G
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W

EI
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T 
(K

G)

400

300

200

1.5 2 2.3
MAX. GATE LENGTH (M)

The shape, the height of the gate and the weather conditions can consid-
erably reduce the values shown in the graph to the side.

DIMENSIONS

52
81

25
5

320 mm

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

control unit/receiver transmitter photocells flashing light
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SFAB2024 • • • • • • • • • • • • •
SFAB2124 • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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BiDi Yubii SOLEMYO OPERA 24V

S-Fabkit 2024 BD
For swing gates with leaves up to 2.3 m, 
underground installation, ultra compact

24 Vdc irreversible electromechanical gear 
motor.

Sturdy and discreet: compact foundation box with a 
height of only 81 mm.

Steel ith cataphoresis paint finish guarantees optimal 
resistance to corrosion, and thickness of 2.5 mm guar-
antees strength. All this in just 52 mm of protrusion from 
the ground.

Practical and quick installation: thanks to the exit 
lever on the gear motor attached directly on the leaf.

Mechanical limit switches adjustable on opening and 
closing.

Opening up to 180° as standard.

Reliable and sturdy: the gear motor, in  pressure 
die cast aluminium, suspended inside the housing to 
enable drainage of any deposits, ensures optimal water 
resistance.

Practical release easy to operate from inside and out-
side, acting directly on the gear motor, easy to operate 
by means of the special key.

New control unit Moonclever MC424L:

• uilt in radio receiver

• simple programming,  means o  a single ke

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• o stacle detection s stem

• provision for connection of latest generation resistive 
sensitive edges

• operation in event of power failure by means of op-
tional rechargea le atteries S  ith compart-
ment in control unit.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

The kit contains:

SFAB2024
2 Gear motors.

SFABBOX
2 Foundation boxes.

ON3EBD
 ransmitters .  

,  channels, idirec-
tional

MC424L
1 Control unit with built-in 
radio receiver and  
bidirectional radio receiver 
with connector included.

EPM
 air o  photocells or 

outdoor installation

ELDC
  flashing light ith 

integrated aerial.

TS
1 Signboard.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

PS124
24 V battery with inte-
grated battery charger.

c. ack  

PLA10
Vertical 12 V electric 
lock.

c. ack  

PLA11
ori ontal   electric 

lock.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet

SFAB2024BDKCE Kit for automating swing gates with a leaf length of up to 2.3 m, 24 Vdc, underground installation, with bidirec-
tional technology 12

N.B. The content of the package may vary: consult the retailer.

Code SFAB2024
ELECTRICAL DATA
Power supply (Vdc) 24
Absorption (A) 5
Power (W) 120
PERFORMANCE DATA
Speed (rpm) 1,25
Torque (Nm) 250
Work cycle (cycles/hour)* 60
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 67
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 235x206x96.5 h
Weight (kg) 6

* The indicated value has to be halved if the opening is up to 180°

UTILISATION LIMITS

M
AX

. G
AT

E 
W

EI
GH

T 
(K

G)

400

300

200

1.5 2 2.3
MAX. GATE LENGTH (M)

The shape, the height of the gate and the weather conditions can consid-
erably reduce the values shown in the graph to the side.

DIMENSIONS

52
81

25
5

320 mm
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

S-Fabkit 2124 BD
For swing gates with leaves up to 2.3 m, 
underground installation, ultra compact

Irreversible electromechanical gear motor 
24 Vdc with magnetic encoder.

Sturdy and discreet: compact foundation box with a 
height of only 81 mm.

Steel ith cataphoresis paint finish guarantees optimal 
resistance to corrosion, and thickness of 2.5 mm guar-
antees strength. All this in just 52 mm of protrusion from 
the ground.

Practical and quick installation: thanks to the exit 
lever on the gear motor attached directly on the leaf.

Mechanical limit switches adjustable on opening and 
closing.

Opening up to 180° as standard.

Reliable and sturdy: the gear motor, in  pressure 
die cast aluminium, suspended inside the housing to 
enable drainage of any deposits, ensures optimal water 
resistance.

Practical release easy to operate from inside and out-
side, acting directly on the gear motor, easy to operate 
by means of the special key.

Control unit Moonclever MC824H, with BlueBUS 
technology, and compatible for operation with 
Solemyo and Opera systems:

• eas  to programme

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• automatic ault diagnostics

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• o stacle detection ith dual technolog

• operation in event of power failure by means of op-
tional rechargea le atteries S

• provision for connection of latest generation resistive 
sensitive edges.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

The kit contains:

SFAB2124
2 Gear motors.

SFABBOX
2 Foundation boxes.

ON3EBD
 ransmitters .  

,  channels, idirec-
tional

MC824H
 ontrol unit ith  

bidirectional radio receiver 
with connector included.

EPMB
1 Couple of external 
photocells designed 
or connection  ice 
BlueBUS.

ELDC
  flashing light ith 

integrated aerial.

TS
1 Signboard.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

PS324
24 V battery with inte-
grated battery charger.

c. ack  

PLA10
Vertical 12 V electric 
lock.

c. ack  

PLA11
ori ontal   electric 

lock.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet

SFAB2124BDKCE Kit for automating swing gates with a leaf length of up to 2.3 m, 24 Vdc, underground installation, with bidirec-
tional technology 12

N.B. The content of the package may vary: consult the retailer.

Code SFAB2124
ELECTRICAL DATA
Power supply (Vdc) 24
Absorption (A) 5
Power (W) 120
PERFORMANCE DATA
Speed (rpm) 1,25
Torque (Nm) 250
Work cycle (cycles/hour)* 60
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 67
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 235x206x96.5 h
Weight (kg) 6

* The indicated value has to be halved if the opening is up to 180°

UTILISATION LIMITS

M
AX

. G
AT

E 
W

EI
GH

T 
(K

G)

400

300

200

1.5 2 2.3
MAX. GATE LENGTH (M)

The shape, the height of the gate and the weather conditions can consid-
erably reduce the values shown in the graph to the side.

DIMENSIONS

52
81

25
5

320 mm
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V 230V

M-Fab
For swing gates with leaves up to 3 m, underground 
installation

Irreversible electromechanical gear motor, 
also available in 24 Vdc versions with 
magnetic encoder.

3 types of electromechanical gear motors M-Fab.

Foundation boxes externally chamfered, Fab Box, 
with mechanical stop on opening:

• in stainless steel , ideal or use in 
e treme conditions

•      , 
highly resistant to corrosion.

Reliable and resistant: motors made up of solid 
internal parts in metal. e   aterproo  die cast 
aluminium.

Total freedom of choice: release from inside and out-
side, two key-operated models or freely compatible lever 
version and easily activated with just one hand.

Even more reliabile
and resistent

Externally chamfered
FAB BOX

Waterproof,
with IP67 protection rating

Simple to use: mechanical stop system on closure. 
Standard opening max. 110°, optional opening 360°.

Totally compatible with the previous Metro series.

Recommended control units: Moonclever MC800 for 
 and  oonclever  or 

MFAB3024.

24 Vdc version with magnetic encoder.

Perfect for intensive use, compatible with the control 
unit Moonclever MC824H:

• simple programming,  means o  a single ke

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• automatic ault diagnostics

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• o stacle detection ith dual technolog

• operation in event of power failure by means of op-
tional rechargea le atteries S

• provision for connection of latest generation resistive 
sensitive edges.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

DIMENSIONS UTILISATION LIMITS

14
7.

5
47

71319

60

32
2

390 mm

M
AX

. G
AT

E 
W

EI
GH

T 
(K

G)

600

500

400

300

2.5 3

MAX. GATE LENGTH (M)

The shape, the height of the gate and the 
weather conditions can considerably reduce 
the values shown in the graph to the side.

Use in windy areas 230 Vac models.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

PS324
24 V battery with inte-
grated battery charger.

c. ack  

MEA2
Key unlock system.

c. ack  

MEA3
Lever-type key unlock 
system to use when 
system is installed on 
surfaces such as sand 
or earth.

c. ack  

MEA5
Lever-type unlock key.

c. ack  

MEA6
Limit switch bracket, for 
installations where box 
embedding in concrete 
is not possible.

c. ack  

MEA1
Accessory for opening 
up to 360° for gates 
max. 2.5 m in length.

c. ack  

PLA10
Vertical 12 V electric 
lock.

c. ack  

PLA11
ori ontal   electric 

lock.

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to automate gates, garage doors or arrier gates. See page .

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet

MFAB3024 Irreversible, 24 Vdc, with magnetic encoder, complete with connecting lever and mechanical stop for the closing 
manoeuvre 18

MFAB3000 Irreversible, 230 Vac, increased speed, grease lubrication, complete with connecting lever and mechanical stop for 
the closing manoeuvre 18

MFAB3000L Irreversible, 230 Vac, cruising speed, grease lubrication, complete with connecting lever and mechanical stop for 
the closing manoeuvre 18

Code Description Pack/Pallet
MFABBOXI Externally chamfered foundation box in stainless steel with mechanical stop on opening 20
MFABBOX            20

Note: key release mechanism, freely compatible with selection of models MEA2 and MEA3 motor.

Code MFAB3024 MFAB3000 MFAB3000L
ELECTRICAL DATA
Power supply (Vac 50 Hz)* - 230
Power supply (Vdc) 24 -
Absorption (A) 5 1,2 1,3
Power (W) 120 250 300
PERFORMANCE DATA
Speed (rpm) 1,4 1,14 0,8
Torque (Nm) 250 300 250
Work cycle (cycles/hour)** 76 30 20
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 67
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 390x322x194.5 h
Weight (kg) 11

* 60 Hz version available on request. **The indicated value has to be halved if the opening is up to 180°.

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

control unit/receiver transmitter photocells flashing light

M
C2

00
 / 

Bu
ilt

-i
n*

M
C8

00
 / 

OX
I /

OX
IB

D 
/ O

XI
LR

DP
RO

50
0 

/ O
XI

 /
OX

IB
D 

/ O
XI

LR
DP

RO
92

4 
/ O

XI
 /

OX
IB

D 
/ O

XI
LR

M
C4

24
L 

/ B
ui

lt-
in

* 
/

OX
I /

 O
XI

BD
 / 

OX
IL

R
M

C8
24

H 
/ O

XI
 /

OX
IB

D 
/ O

XI
LR

M
C8

24
HR

 / 
OX

I /
OX

IB
D 

/ O
XI

LR

ER
A 

IN
TI

ER
A 

ON
E

ER
A 

ON
E 

BD

ER
A 

ON
E 

LR

ER
A 

FL
OR

NI
CE

W
AY

EP
S

EP
M

EP
L

EP
SB

EP
M

B

EP
LB

EP
M

OW

F2
10

FT
21

0

F2
10

B

FT
21

0B

EL
AC

EL
DC

W
LT

MFAB3024 • • • • • • • • • • • • • •
MFAB3000 • • • • • • • • • • • • •
MFAB3000L • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V 230V

L-Fab
For swing gates with leaves up to 4 m, underground 
installation

Irreversible electromechanical gear motor, 
also available in 24 Vdc versions with 
magnetic encoder and mechanical stop.

Foundation boxes with mechanical stop on opening:

• in stainless steel , ideal or use in 
e treme conditions

•      , 
highly resistant to corrosion.

Total freedom of choice: release from inside and out-
side, two key-operated models or freely compatible lever 
version and easily activated with just one hand.

Reliability and
resistance

Waterproof,
with IP67 protection rating

Simple installation: built-in mechanical stop system on 
closure. Standard opening max. 110°, optional opening 
360°.

Ideal for intensive use, LFAB4024 model is compat-
ible with the control unit Moonclever MC824H, with 
BlueBUS technology, Solemyo and Opera systems:

• simple programming,  means o  a single ke

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• automatic ault diagnostics

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• o stacle detection ith dual technolog

• operation in event of power failure by means of op-
tional rechargea le atteries S

• provision for connection of latest generation resistive 
sensitive edges.

LFAB4000 model is compatible with the control unit 
Moonclever MC800.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

DIMENSIONS UTILISATION LIMITS
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The shape, the height of the gate and the 
weather conditions can considerably reduce 
the values shown in the graph to the side.

Use in windy areas 230 Vac models.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

BMA3
Lever-type key unlock 
system.

c. ack  

MEA5
Lever-type unlock key.

c. ack  

BMA1
Accessory for opening 
up to 360° for gates 
max. 3.5 m in length.

c. ack  

BMA2
Adaptors for a dual 
motor automation, 
compatible with the 
majority of foundation 
boxes on the market.

c. ack  

PLA10
Vertical 12 V electric 
lock re uired or gates 
longer than  m .

c. ack  

ACCESSORY FOR 24 V VERSION

PLA11
ori ontal   electric 

lock re uired or gates 
longer than  m .

c. ack  

TS
Signboard.

c. ack  

PS324
24 V battery with inte-
grated battery charger.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
LFAB4000 Irreversible, 230 Vac, with mechanical stop on closing 18
LFAB4024 Irreversible, 24 Vdc, with magnetic encoder, with mechanical stop on closing 18

Code Description Pack/Pallet
LFABBOX4 Electrophoretic painted foundation box with mechanical limit switch in opening. Complete with leaf attachment lever 18
LFABBOX4I Stainless steel foundation box with mechanical limit switch in opening. Complete with leaf attachment lever 18

Note: key release mechanism, freely compatible with selection of models MEA2 and MEA3 motor.

Code LFAB4024 LFAB4000
ELECTRICAL DATA
Power supply (Vac 50/60 Hz)* - 230
Power supply (Vdc) 24 -
Absorption (A) 5 1,5
Power (W) 120 340
PERFORMANCE DATA
Speed (rpm) 1 0,8
Torque (Nm) 300 500
Work cycle (cycles/hour)** 60 20
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 67
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 400x325x152 h
Weight (kg) 12,5 14,3

                        B  

Foundation boxes LFABBOX4
Weight (kg) 14,4

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code
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* Radio receiver incompatible with Opera system
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Big-Fab
For swing gates with leaves up to 5 m, underground 
installation

Irreversible electromechanical gear motor, 
24 Vdc with magnetic encoder and me-
chanical stop.

Foundation boxes with mechanical stop on opening:

• in stainless steel , ideal or use in 
e treme conditions

•      , 
highly resistant to corrosion.

Even more reliabile
and resistent 

Waterproof,
with IP67 protection rating

Total freedom of choice: release from inside and out-
side, two key-operated models or freely compatible lever 
version and easily activated with just one hand.

Simple to use: built-in mechanical stop system on 
closure. Standard opening max. 110°, optional opening 
360°.

Ideal for intensive use, compatible with the control 
unit Moonclever MC824H:

• simple programming,  means o  a single ke

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• automatic ault diagnostics

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• o stacle detection ith dual technolog

• operation in event of power failure by means of op-
tional rechargea le atteries S

• provision for connection of latest generation resistive 
sensitive edges.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

DIMENSIONS UTILISATION LIMITS
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The shape, the height of the gate and the 
weather conditions can considerably reduce 
the values shown in the graph to the side.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

PS324
24 V battery with inte-
grated battery charger.

c. ack  

BMA3
Lever-type key unlock 
system.

c. ack  

MEA5
Lever-type unlock key.

c. ack  

BMA1
Accessory for opening 
up to 360° for gates 
max. 3.5 m in length.

c. ack  

BMA2
Adaptors for a dual 
motor automation, 
compatible with the 
majority of foundation 
boxes on the market.

c. ack  

PLA10
Vertical 12 V electric 
lock re uired or gates 
longer than  m .

c. ack  

PLA11
ori ontal   electric 

lock re uired or gates 
longer than  m .

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
BFAB5024 Irreversible, 24 Vdc, with magnetic encoder, with mechanical stop on closing 18

Code Description Pack/Pallet
BFABBOX            18
BFABBOXI Stainless steel foundation box, with built-in mechanical stop on opening 18

Note: key release mechanism, freely compatible with selection of models MEA2 and MEA3 motor.

Code BFAB5024
ELECTRICAL DATA
Power supply (Vdc) 24
Absorption (A) 7
Power (W) 170
PERFORMANCE DATA
Speed (rpm) 0,8
Torque (Nm) 400
Work cycle (cycles/hour)** 45
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 67
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm)* 400x325x152 h
Weight (kg) 13,3

                        B  

Foundation boxes BFABBOX
Weight (kg) 20,3

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

control unit/receiver transmitter photocells flashing light

M
C2

00
 / 

Bu
ilt

-i
n*

M
C8

00
 / 

OX
I /

OX
IB

D 
/ O

XI
LR

DP
RO

50
0 

/ O
XI

 /
OX

IB
D 

/ O
XI

LR
DP

RO
92

4 
/ O

XI
 /

OX
IB

D 
/ O

XI
LR

M
C4

24
L 

/ B
ui

lt-
in

* 
/

OX
I /

 O
XI

BD
 / 

OX
IL

R
M

C8
24

H 
/ O

XI
 /

OX
IB

D 
/ O

XI
LR

M
C8

24
HR

 / 
OX

I /
OX

IB
D 

/ O
XI

LR

ER
A 

IN
TI

ER
A 

ON
E

ER
A 

ON
E 

BD

ER
A 

ON
E 

LR

ER
A 

FL
OR

NI
CE

W
AY

EP
S

EP
M

EP
L

EP
SB

EP
M

B

EP
LB

EP
M

OW

F2
10

FT
21

0

F2
10

B

FT
21

0B

EL
AC

EL
DC

W
LT

BFAB5024 • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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Systems
for sliding gates

For residential use, installed also inside  
a compact post
92. Naked Sliding 400
94. Slight
96. Slight kit BD

For residential and industrial use
98. Robus 400/600/1000
100. Robuskit 400 BD
102. Robuskit 600 BD
104. Roadkit
106. Rox kit
108. Run 1500
110. Run 1800/2500
112. Tub

Racks
113.



Irreversible, 24 Vdc,  
with built-in control unit.  
For gates up to 400 kg  
with leaf length up to 6 m.
Roadkit
pages 104/105

RDKCE

Irreversible, 24 Vdc, with built-in control 
unit and absolute encoder. With BlueBUS 
technology, compatible for operation with 
Solemyo and Opera.
Slight
Slight kit BD
pages 94/97

Irreversible, 24 Vdc, with built-in control unit and 
absolute encoder. With BlueBUS technology, 
compatible for operation with Solemyo and 
Opera, installed inside a compact post.
Naked Sliding 400
pages 92/93

SLH400

NKSL400

for gates up to 400 kg

for gates up to 400 kg

SLH400BDKCEKIT

For residential use, installed also inside a compact post, also available in kit with bidirectional technology

For residential use, also available in kit with bidirectional technology

RB400

RB600

for gates up to 400 kg
with electromechanical limit switch

electromechanical limit switch

RB600BDKCE

RB600P

RB1000

RB1000P

for gates  
up to 600 kg

for gates  
up to 1000 kg

inductive limit switch

electromechanical limit switch

inductive limit switch

RB400BDKCE

RB250HS

RB500HS

for gates up to 250 kg
with electromechanical limit switch

for gates up to 500 kg
with electromechanical limit switch

Hi-Speed

Hi-Speed

Irreversible, 24 Vdc, with built-in control 
unit.  
With BlueBUS technology, compatible  
for operation with Solemyo and Opera. 

Robus HS
pages 32/33

Robus
Robuskit BD
pages 98/103

KIT

KIT

90

Selection guide



Irreversible, 400 Vac,  
with built-in control unit.
Tub
pages 112

TUB4000for gates up to 4000 kg

Irreversible,  
with built-in control unit,  
with BlueBUS technology.

Run HS
pages 34/35

Run
pages 108/111

for gates  
up to 1800 kg

for gates  
up to 2500 kg

RUN1800

RUN1500

RUN1800P

RUN1500P

RUN1200 HS

RUN400 HS

inductive limit switch

inductive limit switch

electromechanical limit switch

electromechanical limit switch

electromechanical limit switch

electromechanical limit switch

RUN2500

RUN2500I

RUN2500P

electromechanical limit switch

inductive limit switch

with inverter

24 Vdc compatible 
for operation with 
Solemyo and Opera

230 Vac compatible
for operation with Opera

Hi-Speed

Hi-Speed

for gates  
up to 1500 kg

for gates  
up to 1200 kg

for gates  
up to 400 kg

For residential and industrial use

For industrial use

Irreversible, 230 Vac, electromechanical limit 
switch, control unit with built-in radio receiver. 
For gates up to 600 kg.
Rox kit
pages 106/107

ROX600KCEKIT
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92

BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Naked Sliding 400
Nice concealed motor for sliding gates up to 400 Kg 
with leaf length up to 6 m

Motor with built-in control unit and abso-
lute encoder which can be installed inside 
a compact post with suitable holes.

Its extremely small size allows the motor to be in-
stalled even in ver  slender posts, ith interior si e do n 
to 140x140 mm.

User-friendly: thanks to the BlueBUS system, allowing 
the control unit to be connected to up to 7 pairs of 
photocells and control, security and signalling devices 
with just two wires.

Master/slave selection: for automatic synchronisation 
even of 2 motors, allowing automation of sliding gates 
with two opposing leaves.

Intelligent: thanks to obstacle detection and automatic 
orking time programming. Sel diagnostics ith flash-

ing light signalling.

Safe: acceleration and deceleration can be adjusted 
at the beginning and at the end of each opening and 
closing manoeuvre.

Simple and precise limit switch adjustment: integral 
absolute limit switch, quick learning with just one open-
ing or closing operation with motor released.

Practical: control unit and optional S  u er at-
teries can be connected by means of practical guided 
- connector.

Flexible: unlocking can be provided on both sides of 
the post and or on the outside ith the  and  
accessories . lso eas  to install on e isting posts.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

NKA3
Spare control unit.

c. ack  

PS124
24 V battery with inte-
grated battery charger.

c. ack  

ROA6
M4 25x20x1000 mm 
slotted nylon rack with 
metal insert. For gates 
weighing up to 500 kg.

c. ack  

ROA7
 rack, inc coated, 

22x22x1000 mm.

c. ack  

ROA8
M4 rack, 30x8x1000 
mm, inc coated ith 
spacers and screws.

c. ack  

KIO
Key-operated selector 
switch for low voltage 
contacts, with release 
mechanism for metal 
cord.

c. ack  

KA1
6 m cable release kit 
for KIO.

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
NKSL400 Irreversible, 24 Vdc, with built-in control unit and absolute encoder allowing integration in post 16

Code NKSL400
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230
Absorption (A) 1,1
Power (W) 250
PERFORMANCE DATA
Speed (m/s) 0,34
Force (N) 400
Work cycle (cycles/hour) 35
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44*
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 131x135x405 h
Weight (kg) 6,5

* The protection degree of the automation is determined by the composition motor and column.

DIMENSIONS

14
0 

m
m

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code
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* Radio receiver incompatible with Opera system
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Slight
Nice motor for sliding gates up to 400 kg with leaf 
length up to 6 m

Motor with built-in control unit and abso-
lute encoder.

Innovative ultra-compact design: the vertical con-
figuration o  the motor makes it eas  to install even in 
narrow openings.

User-friendly: thanks to the BlueBUS system, allowing 
the control unit to be connected to up to 7 pairs of 
photocells and control, security and signalling devices 
with just two wires.

Built-in LED light: programma le as either a flashing or 
courtesy light, it warns of gate movement during opening 
and closing.

Courtesy
or �ashing

LED light

Master/slave selection: for automatic synchronisation 
even of 2 motors, allowing automation of sliding gates 
with two opposing leaves.

Intelligent: thanks to obstacle detection and automatic 
orking time programming. Sel diagnostics ith flash-

ing light signalling.

Safe: acceleration and deceleration can be adjusted 
at the beginning and at the end of each opening and 
closing manoeuvre.

Built-in absolute limit stop:

• simple and precise regulation thanks to the rap-
id learning in a single movement with the motor 
released

• no racket or accessor  to e installed on the ratchet

• particularly suitable in snow areas.

Practical: control unit and optional S  u er at-
teries can be connected by means of practical guided 
- connector.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

NKA3
Spare control unit.

c. ack  

PS124
24 V battery with inte-
grated battery charger.

c. ack  

ROA6
M4 25x20x1000 mm 
slotted nylon rack with 
metal insert. For gates 
weighing up to 500 kg.

c. ack  

ROA7
 rack, inc coated, 

22x22x1000 mm.

c. ack  

ROA8
M4 rack, 30x8x1000 
mm, inc coated ith 
spacers and screws.

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
SLH400 Irreversible, 24 Vdc, with built-in control unit and absolute encoder with built-in LED light 16

Code SLH400
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230
Absorption (A) 1,1
Power (W) 250
PERFORMANCE DATA
Speed (m/s) 0,34
Force (N) 400
Work cycle (cycles/hour) 35
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 131x135x405 h
Weight (kg) 6,5

DIMENSIONS

85

40
5

191 mm135

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

receiver transmitter photocells flashing light
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* Radio receiver incompatible with Opera system
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Slight kit BD
Nice motor for sliding gates up to 400 kg with leaf 
length up to 6 m

Motor with built-in control unit and abso-
lute encoder.

Innovative ultra-compact design: the vertical con-
figuration o  the motor makes it eas  to install even in 
narrow openings.

User-friendly: thanks to the BlueBUS system, allowing 
the control unit to be connected to up to 7 pairs of 
photocells and control, security and signalling devices 
with just two wires.

Built-in LED light: programma le as either a flashing or 
courtesy light, it warns of gate movement during opening 
and closing.

Master/slave selection: for automatic synchronisation 
even of 2 motors, allowing automation of sliding gates 
with two opposing leaves.

Intelligent: thanks to obstacle detection and automatic 
orking time programming. Sel diagnostics ith flash-

ing light signalling.

Safe: acceleration and deceleration can be adjusted 
at the beginning and at the end of each opening and 
closing manoeuvre.

Built-in absolute limit stop:

• simple and precise regulation thanks to the rap-
id learning in a single movement with the motor 
released

• no racket or accessor  to e installed on the ratchet

• particularly suitable in snow areas.

Practical: control unit and optional S  u er at-
teries can be connected by means of practical guided 
- connector.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

The kit contains:

SLH400
1 Irreversible electromechanical gearmotor, with control unit 
and  idirectional radio receiver ith connector included, 
absolute encoder and built-in LED light

ON3EBD
 ransmitters .  

,  channels, idirec-
tional

EPMB
1 Couple of external 
photocells designed 
or connection  ice 
BlueBUS.

ELDC
  flashing light ith 

integrated aerial.

TS
1 Signboard.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

NKA3
Spare control unit.

c. ack  

PS124
24 V battery with inte-
grated battery charger.

c. ack  

ROA6
M4 25x20x1000 mm 
slotted nylon rack with 
metal insert. For gates 
weighing up to 500 kg.

c. ack  

ROA7
 rack, inc coated, 

22x22x1000 mm.

c. ack  

ROA8
M4 rack, 30x8x1000 
mm, inc coated ith 
spacers and screws.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet

SLH400BDKCE Kit for automating sliding gates up to 400 kg, irreversible, 24 Vdc, with built-in control unit and absolute encoder, 
built-in LED light, with bidirectional technology 16

Code SLH400
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230
Absorption (A) 1,1
Power (W) 250
PERFORMANCE DATA
Speed (m/s) 0,34
Force (N) 400
Work cycle (cycles/hour) 35
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 131x135x405 h
Weight (kg) 6,5

DIMENSIONS

85

40
5

191 mm135
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Robus 400/600/1000
For sliding gates weighing up to 400 kg , up 
to 600 kg  and up to 1000 kg 

Versions with electromechanical limit 
s itch  and ith 
inductive limit s itch .

User-friendly: thanks to the BlueBUS system, allowing 
the control unit to be connected to up to 7 pairs of 
photocells and control, security and signalling devices 
with just two wires.

Practical: control unit and optional S  u er at-
teries can be connected by means of practical guided 
- connector.

Compartment for the pull-out
control unit, protected by casing,

and for buffer batteries

RB400

RB600/RB1000

Aluminium release handle
for easy opening

Advanced: RB400, RB600 and RB1000 are equipped 
with a temperature sensor: adapt the motor power to 
the climatic conditions and at the same time thermal cut-
out. A master/slave selection automatically synchronises 
t o motors. his means it is possi le to automate lea  
sliding gates set opposite each other.

Intelligent: thanks to the obstacle detection system and 
automatic programming of the working times. Self-diag-
nosis  means o  a flashing light.  programming levels.

Safe: acceleration and deceleration can be adjusted 
at the beginning and at the end of each opening and 
closing manoeuvre.

Sturdy: base and release in pressure die cast with easy 
to open handle.

Silent: gear motor on bearings.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

RBA3
Spare control unit for 

, , 
 and 

.

c. ack  

PS124
24 V battery with inte-
grated battery charger.

c. ack  

RBA1
Inductive limit switch.

c. ack  

ROA6
M4 25x20x1000 mm 
slotted nylon rack with 
metal insert. For gates 
weighing up to 500 kg.

c. ack  

ROA7
 rack, inc coated, 

22x22x1000 mm.

c. ack  

ROA8
M4 rack, 30x8x1000 
mm, inc coated ith 
spacers and screws.

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
RB400 Irreversible, 24 Vdc, with incorporated control unit, with electromechanical limit switch, for gates up to 400 kg 15
RB600 Irreversible, 24 Vdc, with incorporated control unit, with electromechanical limit switch, for gates up to 600 kg 15
RB600P Irreversible, 24 Vdc, with incorporated control unit, with inductive limit switch, for gates up to 600 kg 15
RB1000 Irreversible, 24 Vdc, with incorporated control unit, with electromechanical limit switch, for gates up to 1000 kg 15
RB1000P Irreversible, 24 Vdc, with incorporated control unit, with inductive limit switch, for gates up to 1000 kg 15

Code RB400 RB600/600P RB1000/1000P
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230
Absorption (A) 1,1 2,5 2,3
Power (W) 250 515 450
PERFORMANCE DATA
Speed (m/s) 0,34 0,31 0,28
Force (N) 400 600 900
Work cycle (cycles/hour) 35 40 50
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 330x195x277 h 330x210x303 h
Weight (kg) 8 11 13

DIMENSIONS

195

85

330 mm

27
7

210

92

330 mm

30
3

RB400 RB600/RB1000

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

receiver transmitter photocells flashing light

Bu
ilt

-i
n*

OX
I

OX
IB

D

OX
IL

R

ER
A 

IN
TI

ER
A 

ON
E

ER
A 

ON
E 

BD

ER
A 

ON
E 

LR

ER
A 

FL
OR

NI
CE

W
AY

EP
S

EP
M

EP
L

EP
SB

EP
M

B

EP
LB

EP
M

OW

EP
M

OR

F2
10

FT
21

0

F2
10

B

FT
21

0B

EL
AC

EL
DC

W
LT

RB400 • • • • • • • • • • • • • • • • • •
RB600/600P • • • • • • • • • • • • • • • • • •
RB1000/1000P • • • • • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Robuskit 400 BD
For sliding gates weighing up to 400 kg

User-friendly: thanks to the BlueBUS system, allowing 
the control unit to be connected to up to 7 pairs of 
photocells and control, security and signalling devices 
with just two wires.

Practical: control unit and S  u er atter  option-
al  can e connected  means o  a simple connector 
and can be housed directly inside Robus.

Advanced: RB400 is equipped with a temperature 
sensor: adapt the motor power to the climatic conditions 
and at the same time thermal cut-out. A master/slave 
selection automaticall  s nchronises t o motors. his 
means it is possible to automate 2-leaf sliding gates set 
opposite each other.

Intelligent: thanks to the obstacle detection system and 
automatic programming of the working times. Self-diag-
nosis  means o  a flashing light.  programming levels.

Safe: acceleration and deceleration can be adjusted 
at the beginning and at the end of each opening and 
closing manoeuvre.

Sturdy: base and release in pressure die cast with easy 
to open handle.

Silent: gear motor on bearings.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

The kit contains:

RB400
1 Irreversible electromechanical gearmotor, with built-in control 
unit and  idirectional radio receiver ith connector or 
connection via ice lue S.

ON3EBD
 ransmitters .  

,  channels, idirec-
tional

EPMB
1 Couple of external 
photocells designed 
or connection  ice 
BlueBUS.

ELDC
  flashing light ith 

integrated aerial.

TS
1 Signboard.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

RBA3
Spare control unit for 

, , 
 and 

.

c. ack  

PS124
24 V battery with inte-
grated battery charger.

c. ack  

RBA1
Inductive limit switch.

c. ack  

ROA6
M4 25x20x1000 mm 
slotted nylon rack with 
metal insert. For gates 
weighing up to 500 kg.

c. ack  

ROA7
 rack, inc coated, 

22x22x1000 mm.

c. ack  

ROA8
M4 rack, 30x8x1000 
mm, inc coated ith 
spacers and screws.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
RB400BDKCE Kit for automating sliding gates up to 400 kg. 24 Vdc, built-in control unit, with bidirectional technology 14

N.B. The content of the package may vary: consult the retailer.

Code RB400
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230
Absorption (A) 1,1
Power (W) 250
PERFORMANCE DATA
Speed (m/s) 0,34
Force (N) 400
Work cycle (cycles/hour) 35
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 330x195x277 h
Weight (kg) 8

DIMENSIONS

195

85

330 mm

27
7



102

BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Robuskit 600 BD
For sliding gates weighing up to 600 kg

User-friendly: thanks to the BlueBUS system, allowing 
the control unit to be connected to up to 7 pairs of 
photocells and control, security and signalling devices 
with just two wires.

Practical: control unit and S  u er atter  option-
al  can e connected  means o  a simple connector 
and can be housed directly inside the motor.

Advanced: RB600 is equipped with a temperature sen-
sor tath adapt the motor power to the climatic conditions 
and at the same time thermal cut-out. A master/slave 
selection automaticall  s nchronises t o motors. his 
means it is possible to automate 2-leaf sliding gates set 
opposite each other.

Intelligent: thanks to the obstacle detection system and 
automatic programming of the working times. Self-diag-
nosis  means o  a flashing light.  programming levels.

Safe: acceleration and deceleration can be adjusted 
at the beginning and at the end of each opening and 
closing manoeuvre.

Sturdy: base and release in pressure die cast with easy 
to open handle.

Silent: gear motor on bearings.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

The kit contains:

RB600
1 Irreversible electromechanical gearmotor, with built-in control 
unit and  idirectional radio receiver ith connector or 
connection via ice lue S.

ON3EBD
 ransmitters .  

,  channels, idirec-
tional

EPMB
1 Couple of external 
photocells designed 
or connection  ice 
BlueBUS.

ELDC
  flashing light ith 

integrated aerial.

TS
1 Signboard.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

RBA3
Spare control unit for 

, , 
 and 

.

c. ack  

PS124
24 V battery with inte-
grated battery charger.

c. ack  

RBA1
Inductive limit switch.

c. ack  

ROA7
 rack, inc coated, 

22x22x1000 mm.

c. ack  

ROA8
M4 rack, 30x8x1000 
mm, inc coated ith 
spacers and screws.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
RB600BDKCE Kit for automating sliding gates up to 600 kg. 24 Vdc, built-in control unit, with bidirectional technology 14

N.B. The content of the package may vary: consult the retailer.

Code RB600
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230
Absorption (A) 2,5
Power (W) 515
PERFORMANCE DATA
Speed (m/s) 0,31
Force (N) 600
Work cycle (cycles/hour) 40
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 330x210x303 h
Weight (kg) 11

DIMENSIONS

210

92

330 mm

30
3
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OPERA 24V

Roadkit
For sliding gates weighing up to 400 kg

Practical: built-in control unit, can be connected by 
means of a simple connector and can be housed directly 
inside the motor  incorporated radio card, compati le 

ith the ice lo and Smilo s stems   transmitters 
can be entered!

Advanced: decelerations can be managed directly from 
the control unit and gate movement speed and force can 
be adjusted.

Intelligent: thanks to the obstacle detection system and 
automatic programming of the working times. Self-diag-
nosis  means o  a flashing light.

Practical: the control unit and S  u er atter  
optional  can e connected  means o  a simple con-
nector and can be housed directly inside the motor.

The kit contains:

RD400
 on reversi le electromechanical gearmotor,  dc, ith 

control unit and uilt in receiver, designed to take the S  
u er atter  optional .

FLO2RE
 ransmitter .  

,  channels.

EPM
 air o  photocells or 

outdoor installation

EKS
1 Key selector switch for 
outdoor installation.

ELDC
  flashing light ith 

integrated aerial.

TS
1 Signboard.
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COMMON ACCESSORIES

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

RBA4
Spare control unit for 
RDKCE.

PS124
24 V battery with inte-
grated battery charger.

c. ack  

CM-B
a l ith t o metal 

release keys.

ROA6
M4 25x20x1000 mm 
slotted nylon rack with 
metal insert. For gates 
weighing up to 500 kg.

c. ack  

ROA7
 rack, inc coated, 

22x22x1000 mm.

c. ack  

ROA8
M4 rack, 30x8x1000 
mm, inc coated ith 
spacers and screws.

c. ack  

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description

RDKCE Kit for the automation of sliding gates up to 400 kg and up to 6 m lenght, 24 Vdc, with incorporated control unit 
and receiver

N.B. The content of the package may vary: consult the retailer.

Code RD400
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230
Absorption (A) 1,1
Power (W) 210
PERFORMANCE DATA
Speed (m/s) 0,25
Force (N) 400
Work cycle (cycles/hour) 20
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +55
Dimensions (mm) 330x195x277 h
Weight (kg) 8

DIMENSIONS

195

85

330 mm

27
7
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OPERA 230V

ROX600KCE
For sliding gates weighing up to 600 kg

Practical and safe: built-in control unit, incorporated 
radio card. Compatible with the Flo and Smilo series.

Sturdy: base and release in pressure die cast with easy 
to open handle.

Silent: gear motor on bearings.

The kit contains:

ROX600
1 Gearmotor with electromechanical limit switch, for gates 
weighing up to 600 kg, with control unit and built-in receiver.

FLO2RE
 ransmitter .  

,  channels.

EPM
 air o  photocells or 

outdoor installation

EKS
1 Key selector switch for 
outdoor installation.

ELAC
  flashing light ith 

integrated aerial.

TS
1 Signboard.
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COMMON ACCESSORIES

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

ROA40
Spare control unit, for 

.

c ack 

ROA6
M4 25x20x1000 mm 
slotted nylon rack with 
metal insert. For gates 
weighing up to 500 kg.

c. ack  

ROA7
 rack, inc coated, 

22x22x1000 mm.

c. ack  

ROA8
M4 rack, 30x8x1000 
mm, inc coated ith 
spacers and screws.

c. ack  

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
ROX600KCE Kit for the automation of sliding gates up to 600 kg, 230 Vac, incorporated control unit, built-in radio receiver 14

N.B. The content of the package may vary: consult the retailer.

Code ROX600
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230
Absorption (A) 1,4
Power (W) 300
PERFORMANCE DATA
Speed (m/s) 0,18
Force (N) 600
Work cycle (cycles/hour) 20
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 330x210x303 h
Weight (kg) 11

DIMENSIONS

210

92

330 mm

30
3
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Run 1500
For sliding gates weighing up to 1500 kg

Versions with electromechanical limit 
s itch  and ith inductive limit 
s itch .

User-friendly: thanks to the BlueBUS system, allowing 
the control unit to be connected to up to 7 pairs of 
photocells and control, security and signalling devices 
with just two wires.

Practical: the control unit and S  u er atter  
optional  can e connected  means o  a simple con-
nector and can be housed directly inside the motor.

Compartment for control unit
protected by removable box

Pressure die-cast aluminium base
and release, with epoxy painting

Advanced: the temperature sensor adapts the motor 
force to weather conditions, setting the thermal cut-out 
protection accordingl  a master slave selection auto-
matically synchronises 2 motors, enabling the automa-
tion of sliding gates with two opposing leaves.

Intelligent: thanks to the obstacle detection system and 
automatic programming of the working times. Self-diag-
nosis  means o  a flashing light.  programming levels.

Safe: acceleration and deceleration can be adjusted 
at the beginning and at the end of each opening and 
closing manoeuvre.

Sturdy: base and release in pressure die cast with easy 
to open handle.

Silent: gear motor on bearings.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

RBA3
Spare control unit for 

, , 
 and 

.

c. ack  

PS124
24 V battery with inte-
grated battery charger.

c. ack  

RBA1
Inductive limit switch.

c. ack  

ROA7
 rack, inc coated, 

22x22x1000 mm.

c. ack  

ROA8
M4 rack, 30x8x1000 
mm, inc coated ith 
spacers and screws.

c. ack  

ROA81
M6 rack, 30x30x1000 
mm, inc coated, to e 
coupled with RUA12.

c. ack  

RUA12
12-teeth pinion, module 
6, to be coupled with 
rack . he un 
automation is supplied 
with a module 4 pinion 
to be used with the 
standard racks ROA7 
and ROA8.

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet

RUN1500 Irreversible, 24 Vdc, with built-in control unit, with electromechanical limit switch, for sliding gates weighing up to 
1500 kg 12

RUN1500P Irreversible, 24 Vdc, with built-in control unit, with inductive limit switch, for sliding gates weighing up to 1500 kg 12

Code RUN1500/1500P
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230
Absorption (A) 2
Power (W) 400
PERFORMANCE DATA
Speed (m/s) 0,25
Force (N) 1000
Work cycle (cycles/hour) 60
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 400x255x390 h
Weight (kg) 19

DIMENSIONS

400 mm

38
7

252

10
8

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

receiver transmitter photocells flashing light
Bu

ilt
-i

n*

OX
I

OX
IB

D

OX
IL

R

ER
A 

IN
TI

ER
A 

ON
E

ER
A 

ON
E 

BD

ER
A 

ON
E 

LR

ER
A 

FL
OR

NI
CE

W
AY

EP
S

EP
M

EP
L

EP
SB

EP
M

B

EP
LB

EP
M

OW

EP
M

OR

F2
10

FT
21

0

F2
10

B

FT
21

0B

EL
AC

EL
DC

W
LT

RUN1500/1500P • • • • • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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BiDi Yubii OPERA BLUEBUS 230V

Run 1800/2500
For sliding gates weighing up to 1800 kg  
and up to 2500 kg 

Suitable to operate in extreme condi-
tions, in systems for intensive use.
Ventilated motor with inductive limit switch 

 or electrome-
chanical limit s itch 

.

Easy to install: the BlueBUS system enables connec-
tions by means of just two wires between the control unit 
and up to 15 control safety and signalling devices.

Safe: the acceleration settings at the start o  the ma-
noeuvre  and the deceleration settings at the end o  the 
manoeuvre  are precise and relia le.

Compartment for control unit
protected by removable box

Pressure die-cast aluminium base
and release, with epoxy painting

Advanced temperature sensor: Run is able to man-
age force, adapting it to the different climatic and envi-
ronmental conditions, while adapting the thermal cut-out 
protection and intensity of self-ventilation, depending on 
the temperature reading.

Master/slave selection: for automatic synchronisation 
even of 2 motors, allowing automation of sliding gates 
with two opposing leaves.

Practical and functional: the control unit and inverter 
on version , housed inside un, can e 
simply connected by means of the practical connector 
guide.

Silent: gear motor on bearings.

RUN2500I version with built-in inverter

Perfect movement: the inverter enables the power 
supply and drive of the 3-phase motor with single-phase 
current at 230 Vac, acting on the frequency to adjust 
speed of the automation from a minimum of 8.2 m/min 
to maximum 15.4 m/min. In the automation deceleration 
phase, the inverter, which dialogues with the control unit, 
increases the torque, thus improving performance and 
reducing the risk of the automation blocking on impact 
with obstacles.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone.

c. ack  

RUA1
Spare control unit for 

 and 
.

c. ack  

RUA2
Spare control unit, for 

.

c ack 

RUA3
Spare inverter for 

.

c. ack  

ROA7
 rack, inc coated, 

22x22x1000 mm.

c. ack  

ROA8
M4 rack, 30x8x1000 
mm, inc coated ith 
spacers and screws.

c. ack  

ROA81
M6 rack, 30x30x1000 
mm, inc coated, to e 
coupled with RUA12.

c. ack  

RUA12
12-teeth pinion, module 
6, to be coupled with 
rack . he un 
automation is supplied 
with a module 4 pinion 
to be used with the 
standard racks ROA7 
and ROA8.

c. ack  

TS
Signboard.

c. ack  

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet

RUN1800 Irreversible, 230 Vac, with built-in control unit, with electromechanical limit switch, for sliding gates weighing up to 
1800 kg 12

RUN1800P Irreversible, 230 Vac, with built-in control unit, with inductive limit switch, for sliding gates weighing up to 1800 kg 12

RUN2500 Irreversible, 230 Vac, with built-in control unit, with electromechanical limit switch, for sliding gates weighing up to 
2500 kg 12

RUN2500P Irreversible, 230 Vac, with built-in control unit, with inductive limit switch, for sliding gates weighing up to 2500 kg 12

RUN2500I Irreversible, 230 Vac, with built-in control unit and inverter, with electromechanical limit switches, for sliding gates 
weighing up to 2500 kg 12

Code RUN1800/1800P RUN2500/2500P RUN2500I
ELECTRICAL DATA
Power supply (Vac/Hz) 230/50* 230/50-60
Absorption (A) 3 3,8 3,7
Power (W) 700 870 650
PERFORMANCE DATA
Speed (m/s) 0,17 0,26
Force (N) 1110 1390 1660
Work cycle (cycles/hour) 42 56
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 400x255x390 h
Weight (kg) 24,5 25

* 60 Hz version available on request.

DIMENSIONS

400 mm

38
7

252

10
8

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

receiver transmitter photocells flashing light

Bu
ilt

-i
n*

OX
I

OX
IB

D

OX
IL

R

ER
A 

IN
TI

ER
A 

ON
E

ER
A 

ON
E 

BD

ER
A 

ON
E 

LR

ER
A 

FL
OR

NI
CE

W
AY

EP
S

EP
M

EP
L

EP
SB

EP
M

B

EP
LB

EP
M

OW

EP
M

OR

F2
10

FT
21

0

F2
10

B

FT
21

0B

EL
AC

EL
DC

W
LT

RUN1800/1800P • • • • • • • • • • • • • • • • • •
RUN2500/2500P • • • • • • • • • • • • • • • • • •
RUN2500I • • • • • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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BiDi Yubii OPERA 400V

Tub
For sliding gates weighing up to 4000 kg

Ventilated motor to
increase work cycle ef�ciency

Ideal for industrial use.
Irreversible electromechanical 400 Vac 
gear motor ith uilt in   
control unit.

Powerful: ideal for automating large industrial gates.

Functionality and safety: programmable, with 
electromechanical brake to eliminate gate inertia. 
Self-ventilated motor to increase the working cycles.

Maximum durability and silence: ron e and 
metal gears.

Advanced: u  satisfies all control needs thanks to 
the possibility of easily and precisely managing the 
various functions with the O-View programmer.

Practical: the lever release enables safe and simple 
operation.

ice BiDirectional products indicate 
the status of the automations and con-
firm correct reception o  the command.
Discover the complete range of BiDirectional prod-
ucts on page 176.

Yubii is the ne  ice ecos stem that 
connects all the automations in the 
home.

iscover all the enefits o  the u ii s stem on page 
170.

TECHNICAL SPECIFICATIONS

Code Description
TUB4000 Irreversible, electromechanical limit switch, 400 Vac, with built-in D-PRO 500 control unit

Code TUB4000
ELECTRICAL DATA
Power supply (Vac 50 Hz)* 400
Absorption (A) 1,6
Power (W) 580
PERFORMANCE DATA
Speed (m/s) 0,16
Force (N) 7740
Work cycle (cycles/hour)** 42
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 54
Working temp. (°C Min/Max) -20 ÷ +55
Dimensions (mm) 480x240x580 h
Weight (kg) 60

* Usable also at 60 Hz with consequent change in performance ratings.
** With leafs up to 5 m long.

DIMENSIONS

240

15
6.

5

480 mm

58
0

COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for con-
necting the O-View 
programming unit.

c. ack  

COMMON ACCESSORIES

IT4WIFI
Smart i fi inter ace 
to manage gates 
and garage doors by 
smartphone.

c. ack  

DPRO500
Spare control unit.

c. ack  

NDA040
For optional poten-
tial free outputs.

c. ack  

ROA81
M6 rack, 
30x30x1000 mm, 
inc coated, to 

be coupled with 
RUA12.

c. ack  

TS
Signboard.

c. ack  
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Racks
For sliding gates or on motors with pinion

Plastic ratchet or gates eighing up to  kg .

Galvanised ratchet, ideal for all types of sliding gate: ROA7 
for welding directly on the gate, ROA8 practical and quick to 
install thanks to the use of spacers.

ROA6
M4 25x20x1000 mm slotted 
nylon rack with metal insert. 
For gates weighing up to 500 
kg.

c. ack  

ROA7
 rack, inc coated, 

22x22x1000 mm.

c. ack  

ROA8
M4 rack, 30x8x1000 mm, 
inc coated ith spacers and 

screws.

c. ack  

ROA81
M6 rack, 30x30x1000 mm, 
inc coated, to e coupled 

with RUA12.

c. ack  
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Barrier gate
operator systems

NiceBar System
118. S-Bar
120. M-Bar
124. L-Bar

Wide System
130. 
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S/M/L Bar
Barrier gate operators
for all sizes
High performing, reliable and durable.
Elegant, streamlined design.
Carefully selected materials.
Greater convenience, safety at all 
times.

Integrated solutions for all requirements.
Barrier gate operators to control road access to car 
parks, industrial, private and lock o  flats transit areas, 
including high tra fic ones.

5 models in 3 standard versions, up to 7 modular 
bars from 3 to 9 m.
Easy transport and optimised management in the 
warehouse.

Paint-�nished aluminium
for bar support and cover,
with optional �ashing light

Steel case with protective
cataphoresis treatment
and paint �nish, or with

stainless steel case

Nice key release

Tamper-proof function:
provision for integrated
assembly of photocells
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Selection guide, composition of bars and accessories Bars and accessories are not 
included in the gear motor’s code

4 m

S4BAR
    

Designed for:
protective rubber trim,
indicator lights

3 m 4 m

5 m

4 m

3 m

3 m

3 m

5 m

M3BAR
With 3 m bar
Designed for:
protective rubber trim,
indicator lights

M5BAR
With 4 m bar
Designed for:
protective rubber trim,
indicator lights,
rack  pcs ,
mobile stand

With 5 m bar
Designed for:
protective rubber trim,
indicator lights,
mobile stand

M7BAR
With 5 m bar
Designed for:
protective rubber trim,
indicator lights,
rack  pcs ,
mobile stand

With 6 m bar (3+3 m)*
Designed for:
protective rubber trim,
indicator lights,
rack  pcs ,
mobile stand

With 7 m bar (3+4 m)*
Designed for:
protective rubber trim,
indicator lights,
mobile stand

 se  oint to assem le ars

3 m

4 m 4 m

4 m 5 m

4 m

L9BAR
With 7 m bar (3+4 m)*
Designed for:
protective rubber trim,
indicator lights,
rack  pcs ,
mobile stand

With 8 m bar (4+4 m)*
Designed for:
protective rubber trim,
indicator lights,
rack  pcs ,
mobile stand

With 9 m bar (4+5 m)*
Designed for:
protective rubber trim,
indicator lights

 se  oint to assem le ars



118

BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

S-Bar
Electromechanical road barrier system for control 
of road access

For bar up to 4 m.
24 Vdc gear motor with built-in control 
unit.

Strength and reliability: tough steel structure, new 
robust balancing springs guaranteed to 500,000 cycles 
and elliptical section shaft with high resistance to gusts 
of wind.

ptional flashing or tra fic light can e integrated in 
cover.

More comfort and safety in programming and 
maintenance phases: the separate enclosures for 
electronics and mechanics protect internal parts from 
potential risks.

Rapid and easy access to the control unit located in the 
upper section of the barrier body.

Simple fi ture o  the completel  concealed photocells 
onto the specially designed seats on the barrier body.

More safety and reliability: obstacle detection and 
monitoring of motor absorption during automation 
movement.

Automatic fault diagnostics during operation with 
conse uent signalling o  ault t pe through specific flash 
sequences.

rovision or connection o  latest generation optical and 
resistive sensitive edges ith .  hm resistance .

Energy saving: the system sets to standby when not in 
use to save consumption.

No black out: emergency backup power with the 
optional batteries housed inside the case.

Release from side with Nice triangular key: can be 
installed on either side.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

DIMENSIONS

1.
18

0 
m

m

180 330

4 m
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

XBA19
hite paint fin-

ished aluminium bar 
45x58x4270 mm.

c. ack  

XBA20
Spare control unit, for 
S4BAR.

c. ack  

PS124
24 V battery with inte-
grated battery charger.

c. ack  

XBA13
Rubber impact protec-
tion strip. Length 1 m.

c. ack  

WA10
ed adhesive reflector 

strips.

c. ack  

SIA1
nchorage base with 
clamps.

c. ack  

XBA7
ntegra le flashing light.

c. ack  

XBA4
Indicator lights for 
click fi ture on upper 
or lower side of bar. 
Length 4 m.

c. ack  

WA11
Adjustable stand for 
bars.

c. ack  

SOLEMYO KIT
he solar po er to automate gates, garage doors or arrier gates. See page .

 ot compati le ith the Solem o kit and S

IN ORDER TO HAVE A FULLY FUNCTIONAL BARRIER GATE OPERATOR SYSTEM:

1. CHOOSE THE GEAR MOTOR 2. SELECT THE BAR 3. COMPLETE THE SYSTEM 
WITH THE OPTIONAL ACCESSORIES

TECHNICAL SPECIFICATIONS

With bar up to 4 m, irreversible 230 Vac, 24 Vdc motor, with foundation plate:
Code Description
S4BAR          
S4BARI With stainless steel case

Code S4BAR S4BARI
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230
Power supply (Vdc) 24
Absorption (A) 1
Power (W) 300
PERFORMANCE DATA
Speed (s) <4
Torque (Nm) 100
Work cycle (cycles/hour)* 100
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 330x180x1180 h
Weight (kg) 46

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

receiver transmitter photocells flashing light

Bu
ilt

-i
n*

OX
I

OX
IB

D

OX
IL

R

ER
A 

IN
TI

ER
A 

ON
E

ER
A 

ON
E 

BD

ER
A 

ON
E 

LR

ER
A 

FL
OR

NI
CE

W
AY

EP
S

EP
M

EP
L

EP
SB

EP
M

B

EP
LB

EP
M

OW

EP
M

OR

F2
10

FT
21

0

F2
10

B

FT
21

0B

EL
AC

EL
DC

W
LT

S4BAR • • • • • • • • • • • • • • • • • •
S4BARI • • • • • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system



120

BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

M-Bar
Electromechanical road barrier system for control 
of road access

M3BAR

With speci�c 3 m bar

M5BAR

With 4 or 5 m bar

M7BAR

With 5 m bar

With bar up to 6 m (3+3 m)*

With bar up to 7 m (3+4 m)*

* Use XBA9 joint to assemble bars.

For bars up from 3 to 7 m.
24 Vdc gear motor with built-in control 
unit.

  control unit with display 
and joystick to make setting operating parameters even 
faster.

he control unit has an output to po er  dc devices 
and t o inputs to control loop detectors ith the  
and  accessories.

Modular: bars are easily assembled using the aluminium 
expansion joint.

ossi ilit  or intelligent control o  t o opposing automa-
tions thanks to “master/slave” function.

Strength and reliability: tough steel structure, new 
robust balancing springs guaranteed to 2,000,000 
cycles and elliptical section shaft with high resistance to 
gusts of wind.

ptional flashing or tra fic light can e integrated in 
cover.

Encoder movement control and electromechanical limit 
switches.

More comfort and safety in programming and 
maintenance phases: the separate enclosures for 
electronics and mechanics protect internal parts from 
potential risks.

Rapid and easy access to the control unit located in the 
upper section of the barrier body.

Simple fi ture o  the completel  concealed photocells 
onto the specially designed seats on the barrier body.

More safety and reliability: obstacle detection and 
monitoring of motor absorption during automation 
movement.

Automatic fault diagnostics during operation with 
conse uent signalling o  ault t pe through specific flash 
sequences.

rovision or connection o  latest generation optical and 
resistive sensitive edges ith .  hm resistance .

Energy saving: the system sets to standby when not in 
use to save consumption.

No black out: ith the optional atteries S  
housed inside the gear motor.

Release from side with metal key: can be installed on 
either side.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

DIMENSIONS

1.
21

5 
m

m

299 400

max 7 m
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

BCU1
Spare control unit.

c. ack  

PS224
24 Vdc buffer batter.

c. ack  

LP21
Magnetic loop detector 
1 channel.

c. ack  

LP22
Magnetic loop detector 
2 channels.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

IN ORDER TO HAVE A FULLY FUNCTIONAL BARRIER GATE OPERATOR SYSTEM:

1. CHOOSE THE GEAR MOTOR 2. SELECT THE BAR 3. COMPLETE THE SYSTEM 
WITH THE OPTIONAL ACCESSORIES

TECHNICAL SPECIFICATIONS

With bar up to 3 m, irreversible 230 Vac, 24 Vdc motor, with foundation plate:
Code Description
M3BAR             
M3BARI With stainless steel case

With bar up to 4 or 5 m, irreversible 230 Vac, 24 Vdc motor, with foundation plate:
Code Description
M5BAR             
M5BARI With stainless steel case

With bar up to 5, 6 or 7 m, irreversible 230 Vac, 24 Vdc motor, with foundation plate:
Code Description
M7BAR          
M7BARI With stainless steel case

Code M3BAR M3BARI M5BAR M5BARI M7BAR M7BARI
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230
Power supply (Vdc) 24
Absorption (A) 1,3 1,1 1,1
Power (W) 150 110 110
PERFORMANCE DATA
Speed min.÷max. (s) 1,5 ÷ 4 3 ÷ 6 6 ÷ 10
Torque (Nm) 100 200 300
Work cycle (cycles/hour) 600 450 200
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 54
Working temp. (°C Min/Max) -20 ÷ +55
Dimensions (mm) 400x299x1215 h
Weight (kg) 80 85

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

receiver transmitter photocells flashing light

Bu
ilt

-i
n*

OX
I

OX
IB

D

OX
IL

R
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A 
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TI

ER
A 

ON
E
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A 

ON
E 

BD

ER
A 

ON
E 

LR

ER
A 

FL
OR
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CE

W
AY

EP
S

EP
M

EP
L

EP
SB

EP
M

B

EP
LB

EP
M

OW

EP
M

OR

F2
10

FT
21

0

F2
10

B

FT
21

0B

EL
AC

EL
DC

W
LT

M3BAR / M3BARI • • • • • • • • • • • • • • • • • •
M5BAR / M5BARI • • • • • • • • • • • • • • • • • •
M7BAR / M7BARI • • • • • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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Accessories M-Bar

COMMON ACCESSORIES

XBA13
Rubber impact protec-
tion strip. Length 1 m.

c. ack  

WA10
ed adhesive reflector 

strips.

c. ack  

XBA8
ntegra le tra fic light.

c. ack  

XBA7
ntegra le flashing light.

c. ack  

XBA16
nchorage base with 
clamps.

c. ack  

WA11
Adjustable stand for 
bars.

c. ack  

BARS FOR M3BAR ACCESSORIES FOR M3BAR

XBA15
hite paint finished alu-

minium bar 69x92x3150 
mm.

c. ack  

XBA4
Indicator lights for 
click fi ture on upper 
or lower side of bar. 
Length 4 m.

c. ack  

XBA10
ivot oint or ars up 

to 4 m.

c. ack  

XBA11
oint or ars rom 

 mm to  mm .

c. ack  
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BARS FOR M5BAR ACCESSORIES FOR M5BAR

XBA14
hite paint finished alu-

minium bar 69x92x4150 
mm.

c. ack  

XBA5
hite paint finished alu-

minium bar 69x92x5150 
mm.

c. ack  

XBA4
Indicator lights for 
click fi ture on upper 
or lower side of bar. 
Length 4 m.

c. ack  

XBA6
Indicator lights for 
click fi ture on upper 
or lower side of bar. 
Length 6 m.

c. ack  

XBA10
ivot oint or ars up 

to 4 m.

c. ack  

XBA11
oint or ars rom 

 mm to  mm .

c. ack  

WA12
Mobile stand for bars 
- new fully reinforced 
version.

c. ack  

WA13
Aluminium rack up to 
2 m.

c. ack  

BARS FOR M7BAR ACCESSORIES FOR M7BAR

XBA15
hite paint finished alu-

minium bar 69x92x3150 
mm.

c. ack  

XBA14
hite paint finished alu-

minium bar 69x92x4150 
mm.

c. ack  

XBA5
hite paint finished alu-

minium bar 69x92x5150 
mm.

c. ack  

XBA9
Expansion joint.

c. ack  

XBA6
Indicator lights for 
click fi ture on upper 
or lower side of bar. 
Length 6 m.

c. ack  

XBA18
Indicator lights for 
click fi ture on upper 
or lower side of bar. 
Length 8 m.

c. ack  

WA12
Mobile stand for bars 
- new fully reinforced 
version.

c. ack  

WA13
Aluminium rack up to 
2 m.

c. ack  
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

L-Bar
Electromechanical road barrier system for control 
of road access

Powerful and fast, for bars from 7 to 
9 m.
24 Vdc gear motor with built-in control 
unit.

  control unit with display 
and joystick to make setting operating parameters even 
faster.

he control unit has an output to po er  dc devices 
and t o inputs to control loop detectors ith the  
and  accessories.

Modular: bars are easily assembled using the aluminium 
expansion joint.

ossi ilit  or intelligent control o  t o opposing automa-
tions thanks to “master/slave” function.

Strength and reliability: tough steel structure, new 
robust balancing springs guaranteed to 2,000,000 
cycles and elliptical section shaft with high resistance to 
gusts of wind.

ptional flashing or tra fic light can e integrated in 
cover.

Encoder movement control and electromechanical limit 
switches.

More comfort and safety in programming and 
maintenance phases: the separate enclosures for 
electronics and mechanics protect internal parts from 
potential risks.

Rapid and easy access to the control unit located in the 
upper section of the barrier body.

Simple fi ture o  the completel  concealed photocells 
onto the specially designed seats on the barrier body.

More safety and reliability: obstacle detection and 
monitoring of motor absorption during automation 
movement.

Automatic fault diagnostics during operation with 
conse uent signalling o  ault t pe through specific flash 
sequences.

rovision or connection o  latest generation optical and 
resistive sensitive edges ith .  hm resistance .

Energy saving: the system sets to standby when not in 
use to save consumption.

No black out: ith the optional atteries S  
housed inside the gear motor.

Release from side with metal key: can be installed on 
either side.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

DIMENSIONS

1.
21

5 
m

m

299 500

max 9 m
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

BCU1
Spare control unit.

c. ack  

PS224
24 Vdc buffer batter.

c. ack  

LP21
Magnetic loop detector 
1 channel.

c. ack  

LP22
Magnetic loop detector 
2 channels.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

IN ORDER TO HAVE A FULLY FUNCTIONAL BARRIER GATE OPERATOR SYSTEM:

1. CHOOSE THE GEAR MOTOR 2. SELECT THE BAR 3. COMPLETE THE SYSTEM 
WITH THE OPTIONAL ACCESSORIES

TECHNICAL SPECIFICATIONS

With bar up to 9 m, irreversible 230 Vac, 24 Vdc motor, with foundation plate:
Code Description
L9BAR          
L9BARI With stainless steel case

Code L9BAR L9BARI
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230
Power supply (Vdc) 24
Absorption (A) 1,3
Power (W) 160
PERFORMANCE DATA
Speed min.÷max. (s) 8 ÷ 12
Torque (Nm) 400
Work cycle (cycles/hour) 150
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 54
Working temp. (°C Min/Max) -20 ÷ +55
Dimensions (mm) 500x299x1215 h
Weight (kg) 98

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

receiver transmitter photocells flashing light

Bu
ilt

-i
n*

OX
I

OX
IB

D

OX
IL

R

ER
A 

IN
TI

ER
A 

ON
E

ER
A 

ON
E 

BD

ER
A 

ON
E 

LR

ER
A 

FL
OR

NI
CE

W
AY

EP
S

EP
M

EP
L

EP
SB

EP
M

B

EP
LB

EP
M

OW

EP
M

OR

F2
10

FT
21

0

F2
10

B

FT
21

0B

EL
AC

EL
DC

W
LT

L9BAR / L9BARI • • • • • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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Accessories L-Bar

BARS

XBA15
hite paint finished alu-

minium bar 69x92x3150 
mm.

c. ack  

XBA14
hite paint finished alu-

minium bar 69x92x4150 
mm.

c. ack  

XBA5
hite paint finished alu-

minium bar 69x92x5150 
mm.

c. ack  

XBA9
Expansion joint.

c. ack  

XBA18
Indicator lights for 
click fi ture on upper 
or lower side of bar. 
Length 8 m.

c. ack  

XBA8
ntegra le tra fic light.

c. ack  

XBA7
ntegra le flashing light.

c. ack  

XBA13
Rubber impact protec-
tion strip. Length 1 m.

c. ack  

WA10
ed adhesive reflector 

strips.

c. ack  

WA13
Aluminium rack up to 
2 m.

c. ack  

XBA17
nchorage base with 
clamps.

c. ack  

WA12
Mobile stand for bars 
- new fully reinforced 
version.

c. ack  

WA11
Adjustable stand for 
bars.

c. ack  
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Elliptical section bar
with high wind-gust
resistance

Protected release 
against the weather

Cataphoresis treated
and painted or
stainless steel case

Removable cover for easy
access to the inside parts

Nice Wide, solid
and essential

EASY TO INSTALL
Large front door for quick and easy access. 
he ar can e assem led either on the 

right or left. Easily removable reinforced 
gear motor support.

VANDAL-PROOF SAFETY
hotocells integrated inside the arrier 

body, minimum visual impact and maximum 
protection.

PRACTICAL TO MAINTAIN
he uilt in control unit can e removed to 

simplify wiring and maintenance. A backup 
battery installed inside the control unit 
prevents blackout problems.

COMFORTABLE AND INTUITIVE RE-
LEASE
Easy release of barrier system thanks to a 
triangular key.
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Selection guide, composition of bars and accessories Bars and accessories are not 
included in the gear motor’s code

3 m

4 m

WIDES
With 3 m bar
Designed for:
protective rubber trim,
indicator lights,
pivot joint,
rack  pcs

With 4 m bar
Designed for:
protective rubber trim,
indicator lights,
pivot joint

280 mm

4 m
WIDEM
With 4 m bar
Designed for:
protective rubber trim,
indicator lights,
pivot joint,
pivot joint,
rack  pcs ,
mobile stand

320 mm

5 m

3 m 3 m

3 m 4 m

WIDEL
With 5 m bar
Designed for:
protective rubber trim,
indicator lights,
rack  pcs ,
mobile stand

With 6 m bar (3+3 m)*
Designed for:
protective rubber trim,
indicator lights,
rack  pcs ,
mobile stand

With 7 m bar (3+4 m)*
Designed for:
protective rubber trim,
indicator lights

420 mm  se  oint to assem le ars
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BiDi Yubii 24V

Wide System
Electromechanical road barrier system for control 
of road access

24 Vdc gear motor, with built-in control 
unit, adjustable speed and anti-crush safe-
ty function.

Two types of case available, galvani ed steel or stain-
less steel S   in three sizes from 3 to 7 metres 
long.

More comfort and safety in programming and 
maintenance phases: he same uilt in control unit is 
used on all versions, and is installed in the bottom part of 
the barrier body.

Large front door for quick and easy access.

Easily-removable reinforced gear motor support.

WIDES
With speci�c 3 m

or 4 m bar
WIDEM

With 4 m bar

WIDEL
With 5 m bar

With bar up to 6 m (3+3 m)*
With bar up to 7 m (3+4 m)*

* Use XBA9 joint to assemble bars.

Maximum safety: hen oth opening and closing  
barrier body supports on the inside for minimum visual 
impact.

Electronically-adjustable speed rom .  ide  to 
 ide  or ast opening.

Sturdiness, reliability and easy installation: elliptical 
section bar for lighter weight and higher wind-gust resist-
ance  special profile or ast assem l  o  the accessories.

Optional pivot joint to protect the barrier in the event of 
collision.

he ar can e assem led either on the right or le t.

Easy to balance, thanks to practical spring tension 
adjustment.

No black out: operation is guaranteed in the event of 
po er outages  the S  ackup atter  installed 
inside the control unit.

Release with triangular key protected against the 
weather.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

DIMENSIONS

A B

C

H

A
B
C
H

WIDE S
178
280

max 4 m
1000

WIDE M
208
320

max 4 m
1000

WIDE L
205
420

max 7 m
1030
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

WIA20
Spare control unit.

c. ack  

PS324
24 V battery with inte-
grated battery charger.

c. ack  

XBA13
Rubber impact protec-
tion strip. Length 1 m.

c. ack  

WA10
ed adhesive reflector 

strips.

c. ack  

WA11
Adjustable stand for 
bars.

c. ack  

WA13
Aluminium rack up to 
2 m.

c. ack  

IN ORDER TO HAVE A FULLY FUNCTIONAL BARRIER GATE OPERATOR SYSTEM:

1. CHOOSE THE GEAR MOTOR 2. SELECT THE BAR 3. COMPLETE THE SYSTEM 
WITH THE OPTIONAL ACCESSORIES

TECHNICAL SPECIFICATIONS

With bar up to 4 m, irreversibile 230 Vac, irreversible 230 Vac, 24 Vdc motor, with foundation plate:  !da duplicazione!
Code Description
WIDES With painted galvanised steel case
WIDESI With stainless steel case
WIDEM With painted galvanised steel case
WIDEMI With stainless steel case

With bar up to 7 m, irreversibile 230 Vac, irreversible 230 Vac, 24 Vdc motor, with foundation plate:  !da duplicazione!
Code Description
WIDEL With painted galvanised steel case
WIDELI With stainless steel case

Code WIDES WIDESI WIDEM WIDEMI WIDEL WIDELI
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230
Power supply (Vdc) 24
Absorption (A) 1 1,1 0,6
Power (W) 300 360
PERFORMANCE DATA
Speed (s) 4 3,5 5
Torque (Nm) 100 140 200
Work cycle (cycles/hour) 100 300 200
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 54
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 280x178x1000 h 320x205x1000 h 420x205x1030 h
Weight (kg) 40 46 54

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

receiver transmitter photocells flashing light

Bu
ilt

-i
n*

OX
I

OX
IB

D

OX
IL

R

ER
A 

IN
TI

ER
A 

ON
E
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A 
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BD
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A 
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E 

LR
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A 

FL
OR
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CE

W
AY

EP
S

EP
M

EP
L

EP
SB

EP
M

B

EP
LB

EP
M

OR

F2
10

FT
21

0

F2
10

B

FT
21

0B

EL
AC

EL
DC

W
LT

WIDES / WIDESI • • • • • • • • • • • • • • • •
WIDEM / WIDEMI • • • • • • • • • • • • • • • •
WIDEL / WIDELI • • • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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Accessories Wide

BARS FOR WIDE S ACCESSORIES FOR WIDE S

XBA19
hite paint finished alu-

minium bar 45x58x4270 
mm.

c. ack  

XBA4
Indicator lights for 
click fi ture on upper 
or lower side of bar. 
Length 4 m.

c. ack  

WIA10
ivot oint.

c. ack  

SIA1
nchorage base with 
clamps.

c. ack  

BARS FOR WIDE M ACCESSORIES FOR WIDE M

XBA19
hite paint finished alu-

minium bar 45x58x4270 
mm.

c. ack  

XBA4
Indicator lights for 
click fi ture on upper 
or lower side of bar. 
Length 4 m.

c. ack  

WIA10
ivot oint.

c. ack  

SIA1
nchorage base with 
clamps.

c. ack  

WA12
Mobile stand for bars 
- new fully reinforced 
version.

c. ack  

WIA11
Joint for bar for Wide M.

c. ack  



Co
m

pa
tib

ili
ty

 ta
bl

e
an

d 
al

ph
ab

et
ic

al
 in

de
x

Fo
r g

ar
ag

e
an

d 
in

du
st

ria
l d

oo
rs

Fo
r s

lid
in

g 
ga

te
s

Co
nt

ro
l s

ys
te

m
s

an
d 

ac
ce

ss
or

ie
s

Ba
rr

ie
r g

at
e

op
er

at
or

 s
ys

te
m

s
Fo

r s
w

in
g 

ga
te

s
Ba

rr
ie

r g
at

es
op

er
at

or
 s

ys
te

m
s

133

BARS FOR WIDE L ACCESSORIES FOR WIDE L

XBA15
hite paint finished alu-

minium bar 69x92x3150 
mm.

c. ack  

XBA14
hite paint finished alu-

minium bar 69x92x4150 
mm.

c. ack  

XBA5
hite paint finished alu-

minium bar 69x92x5150 
mm.

c. ack  

XBA9
Expansion joint.

c. ack  

XBA6
Indicator lights for 
click fi ture on upper 
or lower side of bar. 
Length 6 m.

c. ack  

XBA18
Indicator lights for 
click fi ture on upper 
or lower side of bar. 
Length 8 m.

c. ack  

SIA2
nchorage base with 
clamps.

c. ack  

WA12
Mobile stand for bars 
- new fully reinforced 
version.

c. ack  
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Systems for garage 
and industrial door

For sectional and up-and-over doors
140. Spykit 550
142. Spykit 650/800 BD
144. Spinbus
148. Spinbuskit 20/22/23 BD
150. Spinkit

For up-and-over and articulated doors
152. Ten
154. Tenkit

For sectional doors
156. Soon
158. Sumo

For folding 2-leaf doors
160. Hyppo 7100

For balanced rolling doors
164. Giro
166. Rondo



Irreversible, 24 Vdc, 
with built-in control unit  
and BlueBUS technology.
Compatible for operation 
with Solemyo and Opera.
Spinbus
Spinbuskit BD
pages 144/149

SPIN30

SN6031

guide in three 1-metre sections

without guide

SPIN40

SN6041

for sectional doors up to 12.5 m2 and for up-and-over doors  
up to 11.8 m2. Guide in three 1-metre sections

for sectional doors  
up to 12 m2

and for up-and-over doors  
up to 11.8 m2

for sectional doors up to 17.7 m2 and for up-and-over doors 
up to 14.7 m2. Without guide

SPIN20BDKCE

SPIN22BDKCE

KIT

for sectional doors  
up to 10.5 m2

and for up-and-over doors  
up to 11.9 m2

complete with guide in three 1-metre sections

complete with guide in one 3-metre section + one 1-metre section

SPIN23BDKCEcomplete with guide in one 3-metre section

For sectional and up-and-over doors, also available in kit with bidirectional technology

For sectional and up-and-over doors, also available in kit with bidirectional technology

Irreversible, 24 Vdc, 
with built-in control unit,  
transmission with rack 
on the rail.
Spykit HS
pages 36/37

Spykit, Spykit BD
pages 140/143

with BlueBUS technology. 
Compatible for operation 
with Solemyo and Opera

SPY650BDKCE

SPY650HSBDKCE

SPY550KCE

SPY800BDKCE

for sectional doors up to 9 m2

for up-and-over doors up to 10.5 m2

for sectional doors up to 10.5 m2

for up-and-over doors up to 11.5 m2

for sectional doors up to 12.5 m2

for up-and-over doors up to 14 m2

Hi-Speed

136

Selection guide



Irreversible, 230 Vac,  
with built-in control unit  
and receiver.
Compatible for operation  
with Opera.
Spinkit
pages 150/151

SPIN10KCE

SPIN11KCE

for sectional doors  
up to 8.8 m2

and for up-and-over doors 
up to 9.8 m2

complete with guide in three 1-metre sections

complete with guide in one 3-metre section

Irreversible, 24 Vdc.
Built-in LED courtesy 
light.
Ten
Tenkit
pages 152/155

TN2010Lfor doors up to 9/16 m2
with built-in BlueBUS technology, 
compatible for operation with 
Solemyo and Opera

with built-in  
control unit with built-in receiver  

and electromechanical limit switch. 
Compatible for operation with Opera

without built-in  
control unit

Kit, with built-in control unit and receiver 
and electromechanical limit switch. 
Compatible for operation with Opera

TN2030Lfor doors up to 9/16 m2

TN2020Lfor doors up to 9/16 m2

TNLKCEfor doors up to 9 m2

For sectional and up-and-over doors, in kit

For up-and-over doors, also available in kit
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Irreversible with built-in control unit, 
courtesy LED light, 24 Vdc motor,  
with absolute encoder and 
incorporated BlueBUS technology. 
Compatible for operation  
with Solemyo and Opera. 
Soon
pages 156/157

SO2000for doors up to 20 m2

Irreversible, 24 Vdc motor,  
with magnetic encoder,  
with no need for limit switch 
adjustment.
Sumo
pages 158/159

SU2000

SU2000V

cruising speed, up to 35 m2

increased speed, up to 25 m2

SU2000VV

SU2010, up to  m2

high speed, up to 15 m2

For sectional doors, ideal for industrial and commercial use

For sectional and sliding 2-leaf doors for industrial and commercial use

138

Selection guide



Irreversible
with telescopic arm.
Hyppo 
pages 160/161

HY7100

HY7124

230 Vac with limit switch on opening and closing.
Compatible with control units with BlueBUS 
technology, Solemyo and Opera

24 Vdc version with magnetic encoder.  
Compatible with control units with 
BlueBUS technology, Solemyo and Opera

For folding 2-leaf doors
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OPERA 24V

Spykit 550
For sectional doors up to 9 m2 and up-and-over 
doors (including canopy doors) up to 10.5 m2

24 Vdc irreversible electromechanical gear 
motor for residential use, transmission with 
rack on the rail.

To be combined with SPYRAIL321, 
SPYRAIL162 and SPYRAIL081 rails.

Functional and stylish: the motor is the only compo-
nent that moves on the rail, there are no chains or other 
noisy mechanisms. Ideal for any architectural context.

Handy: Separate control unit: more practical and 
convenient for programming and maintenance. Built-in 
LED courtesy light. Three practical keys to control the 
automation.

Quick to install: modular rail with assembly accesso-
ries. Limit switches easy to position along the rail with 
no need to stand and work on the ceiling. No chains or 
other noisy mechanisms to install.

Easy to program: simple and fast basic programming, 
using the Quick Setup procedure. Simplified advanced 
programming, using O-View.

ON/OFF release system: pulling the release knob once 
releases the motor; pulling it a second time blocks the 
motor again, in any position along the rail.

Inexpensive to run and environmentally-friendly: 
when connected to the mains in standby mode, the 
control unit consumes 1.5 W.

Safe: obstacle detection, motor power monitoring 
during travel, diagnostic messages via flashing light and 
courtesy light.

Adjustable acceleration and deceleration at the start and 
end of each manoeuvre.

Ready for installation of the latest generation 8.2 kOhm 
resistive sensitive edges.

Optimised logistics: for practical management and 
transport, the rails are available in different sizes: single 
3.2 m long rail, or supplied in two 1.6 m sectionsplus a 
0.8 m extension.

The kit contains:

SPY550
1 gearmotor, 550 N.

SPYBOX
1 Control unit with built-in 
LED courtesy light and 
receiver.

FLO2RE
1 Transmitter 433.92 
MHz, 2 channels.



Co
m

pa
tib

ili
ty

 ta
bl

e
an

d 
al

ph
ab

et
ic

al
 in

de
x

Fo
r g

ar
ag

e
an

d 
in

du
st

ria
l d

oo
rs

Fo
r s

lid
in

g 
ga

te
s

Co
nt

ro
l s

ys
te

m
s

an
d 

ac
ce

ss
or

ie
s

Ba
rr

ie
r g

at
e

op
er

at
or

 s
ys

te
m

s
Fo

r s
w

in
g 

ga
te

s
Fo

r g
ar

ag
e

an
d 

in
du

st
ria

l d
oo

rs

141

COMMON ACCESSORIES

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone.

c. ack  

SPA5
Oscillating arm sliding 
on bearings with 
optimised structure for 
projecting up-and-over 
doors.

c. ack  

SPA6
Large 585 mm long 
connecting arm.

c. ack  

KI1
Outside release kit with 
metal pull-cord and 
lock and key.

c. ack  

SPA2
Kit for unlocking from 
the outside with cable.

c. ack  

TS
Signboard.

c. ack  

TECHNICAL SPECIFICATIONS

Code Description Pack/
Pallet

SPY550KCE             B          
included 48

Code SPY550KCE
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230 ± 10%
Absorption (A) 1,2
Maximum power (W) 200
Power in standby (W) 1,5
PERFORMANCE DATA
Maximum speed (m/s) 0,15
Maximum force (N) 550
Nominal force (N) 180
Work cycle (cycles/hour) 20
Working cycle (cycles/day) 200
DIMENSIONAL AND GENERAL DATA
Protection level (IP) IP40
Working temp. (°C Min/Max) -20 ÷ +55

Pack dimensions (mm) 380x380x125 
h

Weight (kg) 3,2

RAIL TECHNICAL SPECIFICATIONS

Code Description Pack/
Pallet

SPYRAIL321 1 x 3.2 m rail with assembly accessories 48
SPYRAIL162 2 x 1.6 m rails with assembly accessories 48

SPYRAIL081 0.8 m extension with assembly accessories (to add 
to the other rails so as to reach a length of 4 m) 48

Code SPYRAIL321 SPYRAIL162 SPYRAIL081*

Type 3.2 m (one 
section)

3.2 m (2 pcs 
length 1.6 m)

0.8 m (rails to 
reach length 4 m)

Installed rail length (mm) 3270 4075
Useful travel (mm) 2710 3515
Weight (kg) 7,5 8,35 3,3
Pack dimensions (mm) 3230x110x50 1760x110x50 960x110x50
Accessories pack dimensions 
(mm) 400x400x90

* To be used in combination with SPYRAIL321 e SPYRAIL162 rails

UTILISATION LIMITS

Using the maximum travel

Non-projecting 
up-and-over 

door (with SPA5)

Projecting up-
and-over door 
(with SPA5) or 
with springs 

(without SPA5)

Sectional

H L H L H L
SPY550 with 3.2 

m rail 2,3 m 3,5 m 2,8 m 3,5 m 2,5 m 3,6 m

SPY550 with 4 
m rail 3,1 m 2,6 m 3,5 m 2,9 m 3,3 m 2,8 m

DIMENSIONS

Motor
Separate
control 
unit

145

125

37
.5

m
ax

38
6

3270 / 4075 mm

2710

3515

260

12
5

20
9

164

70.5

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

receiver transmitter photocells flashing light

Bu
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n*

OX
I

OX
IB

D

OX
IL

R

ER
A 

IN
TI

ER
A 

ON
E*

*

ER
A 

ON
E 

BD
**

ER
A 

ON
E 

LR
**

ER
A 

FL
OR

NI
CE

W
AY

EP
S

EP
M

EP
L

EP
SB

EP
M

B

EP
LB

EP
M

OW

EP
M

OR

F2
10

FT
21

0

F2
10

B

FT
21

0B

EL
AC

EL
DC

W
LT

SPYBOX • • • • • • • • • • • • • • •
SPYBOXB • • • • • • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
        B      
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BiDi Yubii SOLEMYO OPERA

Spykit 650/800 BD
For sectional doors up to 10.5 m2 S  and 
12.5 m2 S , up-and-over doors, including 
canopy doors, up to 11.5 m2 S  and 14 m2 
S

24 Vdc irreversible electromechanical gear 
motor for residential use, transmission with 
rack on the rail.

o e com ined ith S , 
S  and S  rails.

Functional and stylish: the motor is the only compo-
nent that moves on the rail, there are no chains or other 
noisy mechanisms. Ideal for any architectural context.

Handy: Separate control unit: more practical and 
convenient for programming and maintenance. Built-in 

 courtes  light. hree practical ke s to control the 
automation.

Quick to install: modular rail with assembly accesso-
ries. Limit switches easy to position along the rail with 
no need to stand and ork on the ceiling. o chains or 
other noisy mechanisms to install.

Simple to install with the BlueBus system: requiring 
just two wires for connection between the control unit 
and the pairs of photocells and other accessories featur-
ing BlueBus technology.

Easy to program: simple and fast basic programming, 
using the Quick Setup procedure. Simplified advanced 
programming, using O-View.

ON/OFF release system: pulling the release knob once 
releases the motor  pulling it a second time locks the 
motor again, in any position along the rail.

Inexpensive to run and environmentally-friendly: 
when connected to the mains in standby mode, the 
control unit consumes just 0.5 W. When connected to 
the battery or the Solemyo kit, power consumption in 
standby mode is reduced to 0.1 W.

No black out: operation is guaranteed even when 
mains power is not available, thanks to the optional 

S  ackup atter .

Safe: obstacle detection, motor power monitoring 
during travel, diagnostic messages via flashing light and 
courtesy light.

Adjustable acceleration and deceleration at the start and 
end of each manoeuvre.

Ready for installation of the latest generation 8.2 kOhm 
resistive sensitive edges.

Optimised logistics: for practical management and 
transport, the rails are availa le in di erent si es  single 
3.2 m long rail, or supplied in two 1.6 m sectionsplus a 
0.8 m extension.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

The kit contains:

SPY650BDKCE
 S  gearmotor,  .

SPY800BDKCE
 S  gearmotor,  .

SPYBOXB
1 Control unit with LED 
courtes  light and  
bidirectional radio receiver 
with connector included.

ON3EBD
 ransmitter .  , 

3 channels, bidirectional
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

SPYLIGHT
LED accessory module 
or Sp rail ma   per 
Sp rail .

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

PS324
24 V battery with 
integrated battery 
charger. Requires ac-
cessor   or all 
mounting.

c. ack  

TNA9
Additional connection 
cable and supports 
for wall-mounting of 

S  atter .

c. ack  

SPA5
Oscillating arm sliding 
on bearings with 
optimised structure for 
projecting up-and-over 
doors.

c. ack  

SPA6
Large 585 mm long 
connecting arm.

c. ack  

SPA11
Kit with additional 
ceiling fi ing racket or 
Spyrail.

c. ack  

KI1
Outside release kit with 
metal pull-cord and 
lock and key.

c. ack  

SPA2
Kit for unlocking from 
the outside with cable.

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to automate gates, garage doors or arrier gates. See page .

ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet

SPY650BDKCE           B B   BD   
    BD       48

SPY800BDKCE           B B   BD   
    BD       48

Code SPY650BDKCE SPY800BDKCE
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230 ± 10%
Absorption (A) 1,4 1,6
Maximum power (W) 250 300
Power in standby (W) 0,5 0,5
PERFORMANCE DATA
Maximum speed (m/s) 0,15 0,14
Maximum force (N) 650 800
Nominal force (N) 200 250
Work cycle (cycles/hour) 30 30
Working cycle (cycles/day) 300 300
DIMENSIONAL AND GENERAL DATA
Protection level (IP) IP40
Working temp. (°C Min/Max) -20 ÷ +55
Pack dimensions (mm) 380x380x125
Weight (kg) 3,2 3,4

RAIL TECHNICAL SPECIFICATIONS

Code Description Pack/
Pallet

SPYRAIL321 1 x 3.2 m rail with assembly accessories 48
SPYRAIL162 2 x 1.6 m rails with assembly accessories 48

SPYRAIL081 0.8 m extension with assembly accessories (to add 
to the other rails so as to reach a length of 4 m) 48

Code SPYRAIL321 SPYRAIL162 SPYRAIL081*

Type 3.2 m (one 
section)

3.2 m (2 pcs 
length 1.6 m)

0.8 m (rails to 
reach length 4 m)

Installed rail length (mm) 3270 4075
Useful travel (mm) 2710 3515
Weight (kg) 7,5 8,35 3,3
Pack dimensions (mm) 3230x110x50 1760x110x50 960x110x50
Accessories pack dimensions 
(mm) 400x400x90

* To be used in combination with SPYRAIL321 e SPYRAIL162 rails

UTILISATION LIMITS

Using the maximum travel

Non-projecting 
up-and-over door 

(with SPA5)

Projecting 
up-and-over 

door (with SPA5) 
or with springs 
(without SPA5)

Sectional

H L H L H L
SPY650 with 

3.2 m rail 2,3 m 4 m 2,8 m 4 m 2,5 m 4,2 m

SPY650 with 4 
m rail 3,1 m 3 m 3,5 m 3,3 m 3,3 m 3,2 m

SPY800 with 
3.2 m rail 2,3 m 5 m 2,8 m 5 m 2,5 m 5 m

SPY800 with 4 
m rail 3,1 m 3,7 m 3,5 m 4 m 3,3 m 3,8 m

DIMENSIONS

Motor
Separate
control 
unit

145

125

37
.5

m
ax

38
6

3270 / 4075 mm

2710

3515

260

12
5

20
9

164

70.5

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

receiver transmitter photocells flashing light

Bu
ilt

-i
n*

OX
I

OX
IB

D

OX
IL

R

ER
A 

IN
TI

ER
A 

ON
E*

*

ER
A 

ON
E 

BD
**

ER
A 

ON
E 

LR
**

ER
A 

FL
OR

NI
CE

W
AY

EP
S

EP
M

EP
L

EP
SB

EP
M

B

EP
LB

EP
M

OW

EP
M

OR

F2
10

FT
21

0

F2
10

B

FT
21

0B

EL
AC

EL
DC

W
LT

SPYBOX • • • • • • • • • • • • • • •
SPYBOXB • • • • • • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
        B      
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Spinbus
For sectional doors up to 12.5 m2 and up-and-over 
garage doors up to 11.8 m2

Irreversible electromechanical gear motor, 
for residential use, with belt drive, 24 Vdc 
motor, with magnetic encoder.

Complete version of the guide in 3 x1 
m sections.

Rapid installation - anywhere! he ad usta le head, 
cord-type release and cable-controlled, step-by-step 
release can e fitted in an  part o  the garage in order to 
actuate the system without a remote control device and 
without the need to install wall-mounted control units.

Three-section guide 
in galvanised steel with 
belt drive system, very quiet

By rotating the “petal”
which diffuses the light, 
users access the incorporated 
BlueBUS control unit

Inexpensive to run and environmentally-friendly: 
with the connection to the mains in standby mode the 
control unit with radio connected consumes just 0.8 

 S  and .   S  hen connected to a 
battery or to the Solemyo kit, consumption in standby 
mode is reduced to 0.036 W.

User-friendly thanks to the BlueBUS system: which 
enables connection by means of just two wires between 
the control unit and pair of photocells.

Safe: obstacle detection system and automatic pro-
gramming o  the orking times  motor a sorption is 
monitored during movement, self-diagnosis by means of 
a flashing light and courtes   light.

Adjustable acceleration and deceleration at the start and 
end of each manoeuvre.

Can be connected with latest generation sensitive edges 
8.2 KOhm.

Luminous: built-in LED courtesy light able to replace 
garage lighting.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.



Co
m

pa
tib

ili
ty

 ta
bl

e
an

d 
al

ph
ab

et
ic

al
 in

de
x

Fo
r g

ar
ag

e
an

d 
in

du
st

ria
l d

oo
rs

Fo
r s

lid
in

g 
ga

te
s

Co
nt

ro
l s

ys
te

m
s

an
d 

ac
ce

ss
or

ie
s

Ba
rr

ie
r g

at
e

op
er

at
or

 s
ys

te
m

s
Fo

r s
w

in
g 

ga
te

s
Fo

r g
ar

ag
e

an
d 

in
du

st
ria

l d
oo

rs

145

COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

SNA3
Spare control unit, for 
S S .

SNA4
Spare control unit, for 
S S .

PS124
24 V battery with inte-
grated battery charger.

c. ack  

SPA2
Kit for unlocking from 
the outside with cable.

c. ack  

SPA5
Oscillating arm sliding 
on bearings with 
optimised structure for 
projecting up-and-over 
doors.

c. ack  

SPA6
Large 585 mm long 
connecting arm.

c. ack  

SPA7
Kit of two additional 
fi ing rackets.

c. ack  

SNA16
Quick-connect brack-
ets for ceiling mounting.

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to automate gates, garage doors or arrier gates. See page .

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet

SPIN30 Irreversible, 230 Vac, 24 Vdc motor, with incorporated control unit, 800 N. Complete with guide in three 1 m-sec-
tions 15

SPIN40 Irreversible, 230 Vac, 24 Vdc motor, with incorporated control unit, 1000 N. Complete with guide in three 1 
m-sections 15

Code SPIN30 SPIN40
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230
Absorption (A) 1,3 1,4
Power (W) 300 370
PERFORMANCE DATA
Speed (rpm) 0,20
Force (N) 800 1000
Working cycle (cycles/day) 50
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 40
Working temp. (°C Min/Max) -20 ÷ +55
Dimensions (mm) 311x327x105 h
Weight (kg) 3,6 4,7

UTILISATION LIMITS

Using the maximum travel

Non-projecting 
up-and-over 

door

Projecting up-
and-over door Sectional

H L H L H L
SPIN30 2,2 m 4,2 m 2,8 m 4,2 m 2,4 m 5 m
SPIN40 2,2 m 4,2 m 2,8 m 4,2 m 2,4 m 5,2 m

DIMENSIONS

327 mm

32
4

105

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

receiver transmitter photocells flashing light
Bu
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W
LT

SPIN30 • • • • • • • • • • • • • • • • • •
SPIN40 • • • • • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Spinbus
For sectional doors up to 17.5 m2 and up-and-over 
garage doors up to 14.7 m2

on reversi le electromechanical gear-
motor, 230 Vac for residential use, 24 Vdc 
motor with magnetic encoder.

or use ith elt tracks S   S  
or chain tracks S   S .

Rapid installation - anywhere! he ad usta le head, 
cord-type release and cable-controlled, step-by-step 
release can e fitted in an  part o  the garage in order to 
actuate the system without a remote control device and 
without the need to install wall-mounted control units.

By rotating the “petal” which diffuses the light
users access the incorporated BlueBUS control unit

Inexpensive to run and environmentally-friendly: 
when connected to the mains on standby the con-
trol unit with radio connected consumes just 0.8 W 
S  and .   S  hen connected to a 
battery or to the Solemyo kit, consumption in standby 
mode is reduced to 0.036 W.

User-friendly thanks to the BlueBUS system: which 
enables connection by means of just two wires between 
the control unit and pair of photocells.

Safe: obstacle detection system and automatic pro-
gramming o  the orking times  motor a sorption is 
monitored during movement, self-diagnosis by means of 
a flashing light and courtes   light.

Adjustable acceleration and deceleration at the start and 
end of each manoeuvre.

Can be connected with latest generation sensitive edges 
8.2 KOhm.

Luminous: built-in LED courtesy light able to replace 
garage lighting.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

SNA3
Spare control unit, for 
S S .

SNA4
Spare control unit, for 
S S .

PS124
24 V battery with inte-
grated battery charger.

c. ack  

SPA2
Kit for unlocking from 
the outside with cable.

c. ack  

SPA5
Oscillating arm sliding 
on bearings with 
optimised structure for 
projecting up-and-over 
doors.

c. ack  

SPA6
Large 585 mm long 
connecting arm.

c. ack  

SPA7
Kit of two additional 
fi ing rackets.

c. ack  

SNA16
Quick-connect brack-
ets for ceiling mounting.

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to automate gates, garage doors or arrier gates. See page .

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
SN6031 Irreversible, 230 Vac, 24 Vdc motor, with incorporated control unit, 800 N 15
SN6041 Irreversible, 230 Vac, 24 Vdc motor, with incorporated control unit, 1000 N 15

Code Description Pack/Pallet
SNA30 Pre-mounted 3 m belt track 1
SNA31 1 m extension for guide SNA30 1
SNA30C Pre-mounted 3 m chain track 1
SNA31C 1 m extension for guide SNA30C 1

Code SN6031 SN6041
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230
Absorption (A) 1,3 1,4
Power (W) 300 370
PERFORMANCE DATA
Speed (rpm) 0,20
Force (N) 800 1000
Working cycle (cycles/day) 50
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 40
Working temp. (°C Min/Max) -20 ÷ +55
Dimensions (mm) 311x327x105 h
Weight (kg) 3,6 4,7

UTILISATION LIMITS

Using the maximum travel

Non-projecting 
up-and-over 

door

Projecting up-
and-over door Sectional

H L H L H L
SN6031 with 

SNA30 2,2 m 4,2 m 2,8 m 4,2 m 2,4 m 5 m

SN6041 with 
SNA30 2,2 m 4,2 m 2,8 m 4,2 m 2,4 m 5,2 m

SN6031 with 
SNA30 + 
SNA31

3,2 m 2,9 m 3,5 m 3,4 m 3,4 m 3,5 m

SN6041 with 
SNA30 + 
SNA31

3,2 m 4,2 m 3,5 m 4,2 m 3,4 m 5,2 m

DIMENSIONS

327 mm

32
4

105

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

receiver transmitter photocells flashing light

Bu
ilt

-i
n*

OX
I

OX
IB

D

OX
IL

R

ER
A 

IN
TI

ER
A 

ON
E

ER
A 

ON
E 

BD

ER
A 

ON
E 

LR

ER
A 

FL
OR

NI
CE

W
AY

EP
S

EP
M

EP
L

EP
SB

EP
M

B

EP
LB

EP
M

OW

EP
M

OR

F2
10

FT
21

0

F2
10

B

FT
21

0B

EL
AC

EL
DC

W
LT

SN6031 • • • • • • • • • • • • • • • • • •
SN6041 • • • • • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Spinbuskit 20/22/23 BD
For sectional doors up to 10.5 m2 and up-and-over 
garage doors up to 11.8 m2

hree versions in kit

• rail in three  m pieces S

• pre mounted guide o   m  m  S

• ith pre mounted guide o   m S .

Rapid installation - anywhere! he ad usta le head, 
cord-type release and cable-controlled, step-by-step 
release can e fitted in an  part o  the garage in order to 
actuate the system without a remote control device and 
without the need to install wall-mounted control units.

Inexpensive to run and environmentally-friendly: 
with mains electricity, the control unit in stand-by with 
radio connected consumes ust .   connected to 
a battery or the Solemyo kit, consumption in stand-by 
drops to 0.036 W.

User-friendly thanks to the BlueBUS system: which 
enables connection by means of just two wires between 
the control unit and pair of photocells.

No black out: operation in event of power failure with 
optional S  atteries inserta le in the motor.

Safe: obstacle detection system and automatic pro-
gramming o  the orking times  motor a sorption is 
monitored during movement, self-diagnosis by means of 
a flashing light and courtes   light.

Adjustable acceleration and deceleration at the start and 
end of each manoeuvre.

Can be connected with latest generation sensitive edges 
8.2 KOhm.

Built-in LED courtesy light.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.

The kit contains:

SN6021
 S  gearmotor ith S  control unit and  idi-

rectional radio receiver with connector included.

ON3EBD
 ransmitter .  , 

3 channels, bidirectional

3 x 1 m

SPIN20KCE
1 Guide in three 1-metre 
sections.

1 x 3 m 1 x 1 m

SPIN22KCE
1 Guide in one 3-metre 
section + one 1-metre 
section.

1 x 3 m

SPIN23KCE
1 Guide in one 3-metre 
section.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

SNA20
Spare control unit 
or S ,  
S   and 
S .

PS124
24 V battery with inte-
grated battery charger.

c. ack  

SPA2
Kit for unlocking from 
the outside with cable.

c. ack  

SPA5
Oscillating arm sliding 
on bearings with 
optimised structure for 
projecting up-and-over 
doors.

c. ack  

SPA6
Large 585 mm long 
connecting arm.

c. ack  

SPA7
Kit of two additional 
fi ing rackets.

c. ack  

SNA16
Quick-connect brack-
ets for ceiling mounting.

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
SPIN20BDKCE               14

SPIN22BDKCE                 
one 1-metre section 15

SPIN23BDKCE Kit to automate sectional and up-and-over doors, with bidirectional technology. 3 m guide 15

N.B. The content of the package may vary: consult the retailer.

Code SN6021
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230
Absorption (A) 0,8
Power (W) 270
PERFORMANCE DATA
Speed (m/s) 0,20
Force (N) 650
Working cycle (cycles/day) 50
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 40
Working temp. (°C Min/Max) -20 ÷ +55
Dimensions (mm) 311x327x105 h
Weight (kg) 3,6

UTILISATION LIMITS

Using the maximum travel

Non-projecting 
up-and-over 

door

Projecting up-
and-over door Sectional

H L H L H L
SPIN20KCE 2,2 m 4,2 m 2,8 m 4,2 m 2,4 m 4,4 m
SPIN22KCE 3,2 m 2,9 m 3,5 m 3,4 m 3,4 m 3,1 m
SPIN23KCE 2,2 m 4,2 m 2,8 m 4,2 m 2,4 m 4,4 m

DIMENSIONS

327 mm

32
4

105
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OPERA 24V

Spinkit
For sectional doors up to 8.8 m2 and up-and-over 
garage doors up to 9.8 m2, belt drive

o versions in kit

• pre assem led,  m sections guide S

• ith pre assem led  m guide S .

    thanks to com-
patibility with the Opera system, the automation system 
can be managed, programmed and controlled even at a 
distance, with considerable savings in time.

Advanced: uilt in radio card also compati le ith ice 
Flo and Smilo systems: possibility of memorising up to 
100 transmitters! Input for photocells and possibility of 
connecting photo-test with self-learning function during 
installation.

Safe: obstacle detection system and automatic pro-
gramming o  the orking times  motor a sorption is 
monitored during movement, self-diagnosis by means of 
a flashing light and courtes   light.

Adjustable acceleration and deceleration at the start and 
end of each manoeuvre.

Can be connected with latest generation sensitive edges 
8.2 KOhm.

The kit contains:

SN6011
 ear motor S  ith incorporated control unit and plug

in receiver.

FLO2RE
 ransmitter .  

,  channels.

3 x 1 m

SPIN10KCE
1 Guide in three 1-metre 
sections.

1 x 3 m

SPIN11KCE
1 Guide in one 3-metre 
section.
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COMMON ACCESSORIES

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone.

c. ack  

SNA1
Spare control unit 
or S  and 
S .

SPA2
Kit for unlocking from 
the outside with cable.

c. ack  

SPA5
Oscillating arm sliding 
on bearings with 
optimised structure for 
projecting up-and-over 
doors.

c. ack  

SPA6
Large 585 mm long 
connecting arm.

c. ack  

SPA7
Kit of two additional 
fi ing rackets.

c. ack  

SNA16
Quick-connect brack-
ets for ceiling mounting.

c. ack  

TS
Signboard.

c. ack  

TECHNICAL SPECIFICATIONS

Code Description
SPIN10KCE            
SPIN11KCE Kit for automating sectional and up-and-over doors. Pre-mounted guide of 3 m

N.B. The content of the package may vary: consult the retailer.

Code SN6011
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230
Absorption (A) 0,7
Power (W) 200
PERFORMANCE DATA
Speed (m/s) 0,14
Force (N) 550
Working cycle (cycles/day) 30
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 40
Working temp. (°C Min/Max) -20 ÷ +55
Dimensions (mm) 225x330x100 h
Weight (kg) 3,3

UTILISATION LIMITS

Using the maximum travel

Non-projecting 
up-and-over 

door

Projecting up-
and-over door Sectional

H L H L H L
SPIN10KCE 2,2 m 3,5 m 2,8 m 3,5 m 2,4 m 3,7 m
SPIN11KCE 2,2 m 3,5 m 2,8 m 3,5 m 2,4 m 3,7 m

DIMENSIONS

330 mm

22
5

100
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Ten
For projecting and non-projecting up-and-over 
doors of up to 9 m2 and 2.6 m high (up to 16 m2 and 
2.6 m high using 2 motors)

24 Vdc electromechanical gear motor.

hree versions, standard and upgraded

• with built-in control unit, force regulator and absolute 
encoder 

• with incorporated control unit and receiver, electrome-
chanical limit s itch 

• ithout control unit .

Reliable and precise: memorisation of the opening 
and closing limit s itch positions  gradual starting and 
slowdown during closing.

Safe: obstacle detection system and monitoring of the 
motor absorption during movement, self-diagnosis by 
means o  a flashing light, courtes   light.

he latest generation optical and resistive .  hm 
sensitive edges can also be connected.

Functional: possibility to connect a second motor 
ithout control unit , to automate doors up to 

16 m2.

LED courtesy light

Practical Nice release

Protection level IP44

Model TN2030L with built-in radio receiver, also 
compatible with Nice Flo and Smilo systems.

TN2010L model with BlueBUS technology, with 
provision for the Solemyo and Opera systems, 
compatible with the Yubii system and bidirectional 
receiver.

Advanced: the absolute encoder technology guaran-
tees precision without the need of a limit switch, reliability 
and the long term safeguard of the set values.

User-friendly: thanks to the BlueBUS technology which 
enables connection by means of just two wires between 
the control unit and photocells.

Energy saving: the system enters in stand-by when not 
in use.

Practical: the control unit and S  u er atter  
optional  can e connected  means o  a simple con-
nector and can be housed directly inside the motor.

ompati le ith ice S  and  plug in receivers 
optional .

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.



Co
m

pa
tib

ili
ty

 ta
bl

e
an

d 
al

ph
ab

et
ic

al
 in

de
x

Fo
r g

ar
ag

e
an

d 
in

du
st

ria
l d

oo
rs

Fo
r s

lid
in

g 
ga

te
s

Co
nt

ro
l s

ys
te

m
s

an
d 

ac
ce

ss
or

ie
s

Ba
rr

ie
r g

at
e

op
er

at
or

 s
ys

te
m

s
Fo

r s
w

in
g 

ga
te

s
Fo

r g
ar

ag
e

an
d 

in
du

st
ria

l d
oo

rs

153

COMMON ACCESSORIES

CORE
ice i i adio 

Gateway. Only for 
.

c. ack  

IBT4N
Interface for con-
necting the O-View 
programming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates 
and garage doors by 
smartphone .

c. ack  

TNA1
Spare control unit 
or  and 

.

TNA2
Spare control unit, 
or .

PS324
24 V battery with 
integrated battery 
charger. Only for 

.

c. ack  

TNA9
Additional connection 
cable and supports 
for wall-mounting of 

S  atter .

c. ack  

OTA2
Motor support brack-
et  mm long .

c. ack  

OTA3
Motor support brack-
et  mm long .

c. ack  

OTA9
Motor support brack-
et  mm long .

c. ack  

TNA5
air o  standard 

straight telescopic 
arms.

c. ack  

TNA6
air o  standard 

curved telescopic 
arms.

c. ack  

TNA8
20x20 mm drive 
sha t  mm long .

c. ack  

TNA4
20x20 mm drive 
sha t  mm 
long .

c. ack  

TNA38
Driving device for 
transmission shafts.

c. ack  

OTA11
Kit for unlock from 
the outside with a 
metal cord.

c. ack  

OTA12
Kit for external 
unlocking with key 
ratchet cannot e 
used with laterally 
installed motors .

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to automate gates, garage doors or arrier gates. See page .

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet

TN2010L
Irreversible, 24 Vdc, with incorporated control unit, courtesy LED light, 

   B B       
Solemyo systems

15

TN2030L Irreversible, 24 Vdc, with incorporated control unit and receiver, 
courtesy LED light and electromechanical limit switch 15

TN2020L Irreversible, 24 Vdc, with courtesy LED light, without incorporated 
control unit 15

Code TN2010L TN2010L+TN2020L TN2030L TN2030L+TN2020L
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230
Absorption (A) 1 1,4 1 1,4
Power (W) 240 350 220 330
PERFORMANCE DATA
Speed (rpm) 1,7 1,4
Torque (Nm) 350 500 420 700
Work cycle (cycles/hour) 15 25 20 10
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 150x158x512 h
Weight (kg) 10 17,2* 9,5 16,7*

* 7.2 for TN2020L

DIMENSIONS

112 20

150 mm 160

51
2

20

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

receiver transmitter photocells flashing light

Bu
ilt

-i
n*

OX
I

OX
IB

D

OX
IL

R

ER
A 

IN
TI

ER
A 

ON
E

ER
A 

ON
E 

BD

ER
A 

ON
E 

LR

ER
A 

FL
OR

NI
CE

W
AY

EP
S

EP
M

EP
L

EP
SB

EP
M

B

EP
LB

EP
M

OW

EP
M

OR

F2
10

FT
21

0

F2
10

B

FT
21

0B

EL
AC

EL
DC

W
LT

TN2010L • • • • • • • • • • • • • • • • •
TN2030L • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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OPERA 24V

Tenkit
For projecting and non-projecting up-and-over 
doors of up to 9 m2 and 2.6 m high

Irreversible electromechanical 24 Vdc gear 
motor.

Functions: standard input for photocells and possibility 
of connecting phototest function in self-learning mode 
during installation.

    thanks to com-
patibility with the Opera system, the automation system 
can be managed, programmed and controlled even at a 
distance, with considerable savings in time.

Convenient: built-in radio card also compatible with 
ice lo and Smilo s stems  possi ilit  o  memorising 

up to  transmitters. ush utton programming and 
automatic position search.

Adjustments: 3 force levels, 2 speeds, 3 pause time 
levels, 3 step-by-step modes.

Maximum safety: provision for connection of latest 
generation 8.2 KOhm sensitive edges.

Obstacle detection and automatic programming of work 
times, monitoring of motor absorption throughout travel, 
sel diagnostics via the flashing light and courtes   
light.

Acceleration and deceleration at the start and end of 
each manoeuvre.

The kit contains:

TNLKCE
1 Gearmotor with built-in control unit and receiver, complete 

ith pair o   telescopic arms and relative  driving 
devices.

FLO2RE
 ransmitter .  

,  channels.

TS
1 Signboard.
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COMMON ACCESSORIES

IBT4N
Interface for con-
necting the O-View 
programming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates 
and garage doors by 
smartphone.

c. ack  

TNA1
Spare control unit 
or  and 

.

OTA2
Motor support brack-
et  mm long .

c. ack  

OTA3
Motor support brack-
et  mm long .

c. ack  

OTA9
Motor support brack-
et  mm long .

c. ack  

TNA5
air o  standard 

straight telescopic 
arms.

c. ack  

TNA6
air o  standard 

curved telescopic 
arms.

c. ack  

TNA8
20x20 mm drive 
sha t  mm long .

c. ack  

TNA4
20x20 mm drive 
sha t  mm 
long .

c. ack  

TNA38
Driving device for 
transmission shafts.

c. ack  

OTA11
Kit for unlock from 
the outside with a 
metal cord.

c. ack  

OTA12
Kit for external 
unlocking with key 
ratchet cannot e 
used with laterally 
installed motors .

c. ack  

TS
Signboard.

c. ack  

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet

TNLKCE Irreversible, 24 Vdc, with incorporated control unit and receiver, 
courtesy LED light and electromechanical limit switch 15

N.B. The content of the package may vary: consult the retailer.

Code TNLKCE
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230
Absorption (A) 0,9
Power (W) 200
PERFORMANCE DATA
Speed (rpm) 1,7
Torque (Nm) 280
Work cycle (cycles/hour) 20
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +55
Dimensions (mm) 150x158x512 h
Weight (kg) 15,5

DIMENSIONS

112 20

150 mm 160

51
2

20



156

BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Soon
For sectional doors* up to 20 m2

24 Vdc electromechanical gear motor with 
absolute encoder.

Versatile: ideal in residential contexts with even large 
garage doors, in multi-user contexts including with in-
tensive use and in industrial contexts with small sectional 
doors. For example 3x3 m loading points.

All in one: uilt in control unit. o track, or rack.

Easy to install: can e fitted directl  onto the sha t o  a 
sectional door  compact, particularl  in idth, in order to 
make assembly easy in any position.

User-friendly thanks to the BlueBUS system: two-
wire connection between the control unit and the pairs 
of photocells.

Protective �ap complete with courtesy LED light.
Users can connect and programme the control unit,
modify its functions without having to 
disassemble the casing

Release system
with 4 m long cord

Practical: the control unit and S  u er atter  
optional  can e connected  means o  a simple con-
nector and can be housed directly inside the motor.

Energy saving: the system enters in stand-by when not 
in use.

Reliable and precise: memori ation o  limit s itch 
positions on opening and closing  gradual starting 
and slo do n during closing  the a osolute encoder 
technology guarantees precision without the need of a 
limit switch, reliability and long term safeguard of the set 
values.

Safe: obstacle detection system and monitoring of the 
motor absorption during movement, self-diagnosis by 
means o  a flashing light, courtes   light.

he latest generation optical and resistive .  hm 
sensitive edges can also be connected.

Easy maintenance: removable terminals and receiver.

Easy to certify: passes impact tests without further 
accessories.

* for balanced sectional doors equipped with anti-crash 
sa et  device use ul in case o  spring reaking .

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.



Co
m

pa
tib

ili
ty

 ta
bl

e
an

d 
al

ph
ab

et
ic

al
 in

de
x

Fo
r g

ar
ag

e
an

d 
in

du
st

ria
l d

oo
rs

Fo
r s

lid
in

g 
ga

te
s

Co
nt

ro
l s

ys
te

m
s

an
d 

ac
ce

ss
or

ie
s

Ba
rr

ie
r g

at
e

op
er

at
or

 s
ys

te
m

s
Fo

r s
w

in
g 

ga
te

s
Fo

r g
ar

ag
e

an
d 

in
du

st
ria

l d
oo

rs

157

COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

SOA2
Spare control unit, for 
SO2000.

PS124
24 V battery with inte-
grated battery charger.

c. ack  

CRA9
Adapter for diameter 

.  . ,  and 
40 mm shafts.

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
SO2000 Irreversible, 24 Vdc, with absolute encoder for doors up to 5 m in height 20

Code SO2000
ELECTRICAL DATA
Power supply (Vac 50/60 Hz) 230
Absorption (A) 1,6
Power (W) 350
PERFORMANCE DATA
Speed (rpm) 30
Torque (Nm) 50
Work cycle (cycles/hour) 15
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 40
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 115x300x375 h
Weight (kg) 10,5

DIMENSIONS

298 mm

63

11510.8

37
5

67

24
.3

12
6.

5

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

receiver transmitter photocells flashing light
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SO2000 • • • • • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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BiDi Yubii SOLEMYO OPERA 24V

Sumo
For sectional doors and two-wings sliding doors up 
to 35 m2

24 Vdc electromechanical gear motor with 
magnetic encoder, no need to adjust limit 
switches. 

er ect or intensive use.

Compact and versatile: compact, particularly in width, 
in order to make assem l  eas  in an  position  uick 
to install.

Case totally made from
thick die-cast aluminium

Release cord, 6.5 m long, 
with emergency handle

Inspection compartment,
easy to access for connections

Easy to install: can e fitted directl  onto the sha t o  
sectional doors. er ect or  .  mm sha ts and can 

e used also ith  .  mm sha ts thanks to 
the CRA9 adapter.

Many different functions with the separate D-Pro 
924 control unit:

• automatic memori ation o  limit s itches on opening 
and closing

• gradual departure and slo do n during closing

• optional battery power supply in the event of power 
ailure

• pause time programming and speed ad ustment

• service  arning light or maintenance can e 
programmed according to the number of manoeuvre 
re uired .

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.
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COMMON ACCESSORIES

DPRO924
Control unit.

c. ack  

KIO
Key-operated 
selector switch for 
low voltage contacts, 
with release mecha-
nism for metal cord.

c. ack  

KA1
6 m cable release kit 
for KIO.

c. ack  

CRA1
Shaft with 18-tooth 
pinion  sha t .  
mm  inside cro n 
25.4 mm.

c. ack  

CRA2
Joint for chain.

c. ack  

CRA5
ensioner drive 

with brackets, for 
single or double wing 
industrial door.

c. ack  

CRA3
1/2” chain, 1 m pack, 
plus joint for chain.

c. ack  

CRA4
1/2” chain, 5 m 
pack, ideal for 
single or double wing 
industrial doors, plus 
joint for chain.

c. ack  

CRA8
all fi ing racket.

c. ack  

CRA9
Adapter for diameter 

.  . ,  
and 40 mm shafts.

c. ack  

CRA6

CRA7

CRA6
tooth pinion  

inside 25.4 mm.

c. ack  

CRA7
tooth pinion  

inside 25.4 mm.

c. ack  

TS
Signboard.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, ga-
rage doors or barrier 
gates.

See page 229.

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
SU2000 Irreversible 24 Vdc, with magnetic encoder, no need to adjust limit switches, from 15 m2 up to 35 m2 20

SU2000V Irreversible 24 Vdc, with magnetic encoder, no need to adjust limit switches, increased speed, from 
10 m2    2 20

SU2000VV Irreversible 24 Vdc, with magnetic encoder, no need to adjust limit switches, high speed, from 10 m2 
up to 15 m2 20

SU2010 Irreversible 24 Vdc, with magnetic encoder, no need to adjust limit switches, IP54, from 15 m2 up 
to 35 m2 20

Code SU2000 SU2000V SU2000VV SU2010
ELECTRICAL DATA
Power supply (Vdc) 24
Absorption (A) 13
Power (W) 500
PERFORMANCE DATA
Speed (rpm) 16 23,5 42 16
Torque (Nm) 120 82 46 120
Work cycle (%) 50
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44 54
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 110x270x350 h
Weight (kg) 10,5

DIMENSIONS

21
9

35
0

60

55

270 mm

110

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

control unit/receiver transmitter photocells flashing light
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SU2000 • • • • • • • • • • • • • •
SU2000V • • • • • • • • • • • • • •
SU2000VV • • • • • • • • • • • • • •
SU2010 • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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BiDi Yubii SOLEMYO OPERA BLUEBUS 230V 24V

Hyppo 7100
For 2-leaf folding doors

Electromechanical gear motor irreversible 
with telescopic arm, also in 24 Vdc ver-
sion, with magnetic encoder. 
Single model for right and left leaves.

Double built-in limit switch: in both opening and clos-
ing, pre-wired: fewer connections and fast installation 
or  onl .

Nice aluminium release, 
designed to accommodate 
external release

Compact, shockproof bodywork 
with no sharp corners

Solid metal mechanics.

Sturdy, galvanised, telescopic arm.

Recommended control units:

• or  oonclever 

• for HY7024 Moonclever MC824H.

24 Vdc version with magnetic encoder.

er ect or intensive use, compati le ith the control unit 
Moonclever MC824H:

• simple programming,  means o  a single ke

• automatic memori ation o  limit s itches on opening 
and closing ith sel learning unction

• automatic ault diagnostics

• programming o  pause time

• pedestrian pass door

• deceleration on opening and closing

• o stacle detection ith dual technolog

• operation in event of power failure by means of op-
tional rechargea le atteries S

• provision for connecting latest generation resistive 
sensitive edges at 8.2 kOhm.

ice BiDirectional products indicate 
the status o  the automations and confirm 
correct reception of the command.
Discover the complete range of BiDirectional products 
on page 176.

Yubii is the ne  ice ecos stem that con-
nects all the automations in the home.

iscover all the enefits o  the u ii s stem on page 
170.
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COMMON ACCESSORIES

CORE
ice i i adio 

Gateway.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

HYA11
Unlock from inside with 
a 6 m cord.

c. ack  

KIO
Key-operated selector 
switch for low voltage 
contacts, with release 
mechanism for metal 
cord.

c. ack  

KA1
6 m cable release kit 
for KIO.

c. ack  

TS
Signboard.

c. ack  

ACCESSORY FOR 24 V VERSION

PS324
24 V battery with inte-
grated battery charger.

c. ack  

SOLEMYO KIT
he solar po er to 

automate gates, garage 
doors or barrier gates.

See page 229.

 ot compati le ith the Solem o kit and S

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
HY7100 Irreversible, 230 Vac, with sturdy telescopic arm, galvanised and painted, with limit switch on opening and closing 16
HY7124 Irreversible, 24 Vdc with magnetic encoder, with telescopic arm, galvanised and painted 16

Code HY7100 HY7124
ELECTRICAL DATA
Power supply (Vac 50 Hz)* 230 -
Power supply (Vdc) - 24
Absorption (A) 1,2 5
Power (W) 250 120
PERFORMANCE DATA
Speed (rpm) 1,7 2
Torque (Nm) 400 250
Work cycle (%) 30 80
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 20
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 350x165x242 h
Weight (kg) 13

UTILISATION LIMITS

M
AX

. G
AT

E 
W

EI
GH

T 
(K

G)

200

150

1.0 1.5

MAX. GATE LENGTH (M)

The above values are valid if the motor is used with standard accessories.

DIMENSIONS

165350 mm

24
2

90
15

2

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

control unit/receiver transmitter photocells flashing light
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HY7100 • • • • • • • • • • • • • •
HY7124 • • • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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Nice for  
balanced rolling doors



230 Vac,
with electromechanical 
limit switch.
Rondo
pages 166/167

RN2040irreversible, with brake
and release device

for balanced rolling doors up to 170 kg

230 Vac,  
with electromechanical 
limit switch.
Giro
pages 164/165

reversible, without brake
for balanced rolling doors up to 170 kg

for balanced rolling doors up to 170 kg
and long power cable included

irreversible, with brake
and release device

in motor

for balanced rolling doors up to 170 kg

for balanced rolling doors up to 340 kg
and long power cable included

for balanced rolling doors up to 170 kg
and long power cable included

GR170R

GR170RE01

GR170

GR340E01

GR170E01

Selection guide
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164

OPERA 230V

Giro
For balanced rolling shutters up to 170 kg and 
340 kg

Electromechanical gearmotor available 
both in reversible and irreversible version.

High performance: new irreversible twin-motor version 
ith   po er and li ting orce up to  m.

        
in stock: a single model that is designed to take a 76 
mm rolling shutter shaft but can be easily adapted to 
take a 60 or 48 mm shaft, covering the full range of most 
commonl  used si es.

he outside diameter o  the gear can e adapted rom 
200 mm to 220 or 240 mm, allowing installation on most 
rolling shutters.

Strong:
100% aluminium housing

Practical:
limit switches for both 
closing and opening, 
easy to adjust

Twin-motor version: 
maximum power, ideal for 
the toughest applications

Versatile: 
can be used with 
76, 60 and 48 mm shafts

Technologically innovative: the brake is built into the 
gearmotor and results in much smoother operation than 
the traditional solution.

Easy limit switch adjustment: automatic limit switch 
adjustment is achieved by simply operating the rolling 
shutter without any load, with the motor released, and 
then ust fine tuning the s stem manuall .

Simple system for releasing both motors at the 
same time.

Recommended control unit: MC200.

QUICK AND EASY INSTALLATION

During installation, the motor is supported on the 
shaft thanks to the practical guided coupling.
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COMMON ACCESSORIES

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone.

c. ack  

MC200
Control unit with auto-
matic closing.

c. ack  

GRA02
Adapter for 48 mm 
shaft.

c. ack  

GRA03
Adapter for 240 mm 
gear diameter.

c. ack  

GRA01
Additional motor for 
GR170, complete with 
accessories for simulta-
neous release.

c. ack  

KIOMINI
Aluminium key switch/
switch lock box with 
control and release 
button.

c. ack  

KIO
Key-operated selector 
switch for low voltage 
contacts, with release 
mechanism for metal 
cord.

c. ack  

TS
Signboard.

c. ack  

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
GR170 For balanced rolling doors up to 170 kg, 230 V irreversible, with built-in brake and release device 44

GR170E01 For balanced rolling doors up to 170 kg, 230 V irreversible, with built-in brake and release device, power cable, 5 
m long, included in box 44

GR170R For balanced rolling doors up to 170 kg, reversible 230 V, without brake 44
GR170RE01 For balanced rolling doors up to 170 kg, reversible 230 V, without brake, 5 m long power cable included 44

GR340E01 For balanced rolling doors up to 340 kg, irreversible 230 V, twin-motor with built-in brake and release device, 5 m 
long power cable included 44

Code GR170/E01 - GR170R/E01 GR340E01
ELECTRICAL DATA
Power supply (V/Hz) 230/50
Absorption (A) 1,9 3,3
Power (W) 430 800
PERFORMANCE DATA
Speed (rpm) 8
Torque (Nm) 170 340
Continuous operating time (min) 4
Max. number of operations per day 10
DIMENSIONAL AND GENERAL DATA
Rolling shutter shaft diameter 76 - 60* - 48**
Outside diameter of the gear 200 - 220* - 240**
Protection level (IP) 20
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 200 x 380
Weight (kg) 7 10,5

* with adapter included in box
** with additional adapter (optional extra)

DIMENSIONS

20
0

380 mm

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES

Code

control unit/receiver transmitter photocells flashing light
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GR340E01 • • • • • • • • • • • •

* Radio receiver incompatible with Opera system
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OPERA 230V

Rondo
For balanced rolling doors up to 170 kg

Irreversible electromechanical gearmotor.

Smart: the iring is protected  an elegant o  pre
wired capacitor.

Fast: easy and intuitive adjustment of the limit switches 
both during opening and closing.

Sturdy: housing
in 100% aluminium

Practical: easy to adjust,
electromechanical limit switches
both during closing and opening

Complete: designed
for cord operated release

Complete: supplied with 200 mm pinion and 220 mm 
adaptor, for 60 mm shafts with 48 mm adaptors.

Easy to install: thanks to the guided connector, you 
don’t need to hold the motor while you secure it using 
just 3 screws.

Recommended control unit MC200, easy, complete 
and reliable with:

• compati le ith the pera s stem

• remote control ith the ice elcome pp thanks 
to the  inter ace

• semi automatic or automatic operation

• complete reverse run ith photocell

• step step operation

• programma le Step step pen input

• programma le Stop hoto input

• input or resistive edge

• incorporated radio card, compati le ith the ice lo, 
FloR and Smilo systems.
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COMMON ACCESSORIES

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone.

c. ack  

MC200
Control unit with auto-
matic closing.

c. ack  

KIO
Key-operated selector 
switch for low voltage 
contacts, with release 
mechanism for metal 
cord.

c. ack  

KIOMINI
Aluminium key switch/
switch lock box with 
control and release 
button.

c. ack  

TS
Signboard.

c. ack  

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet
RN2040 For balanced rolling doors up to 170 kg, irreversible, with brake and release device 40

Code RN2040
ELECTRICAL DATA
Power supply (Vac 50 Hz)* 230
Absorption (A) 2,7
Power (W) 630
PERFORMANCE DATA
Speed (rpm) 10
Torque (Nm) 170
Continuous operating time (min) 4
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 20
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 200x350
Weight (kg) 8

* 120 Vac version available on request.

DIMENSIONS

Ø
 2

00
 m

m

350 mm (230V)
370 mm (120V)

COMPATIBILITY TABLE WITH CONTROL SYSTEMS AND ACCESSORIES
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control unit/receiver transmitter photocells flashing light
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* Radio receiver incompatible with Opera system
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Control 
systems

Programming interface,
control and management
190. Pro-View and App My Nice Pro

Opera system
192. O-View, O-Box, OX4T

TAG system
198. TTX4, TTXB4, TT2N, TT2Z, TT2L, TT2D, TTDMS, 
 TT1N, TT1V, TT1L

Access control management system
206. Nice Pass

Yubii ecosystem
170. 

Smartphone control systems
172. Core and 
 App MyNice Welcome
174. IT4WIFI and App

Radio control systems
176. Era One BD, OXI BD
177. Era One LR, OXI LR
178. Era P View
180. Era Inti
182. Era One
183. Era Flor
184. NiceWay
188. Receivers
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Do you want to have everything under control, even when you’re not at home? You can even get an 
answer from your present gate or garage with a simple upgrade. Do the test now and discover which 
bidirectional products you need on  
yubii.niceforyou.com

Connect your automations through  
the Core and create customised scenarios  
you can manage either by smartphone  
or by setting a key on your bidirectional  
remote control.

For example, you could create a  
scenario that raises the rolling shutters,  
turns on the irrigation and opens 
the garage door to let the dog out  
in the garden every morning at 7.00.  
All this with just one click on your  
smartphone or the bidirectional  
remote control.

Your lifestyle,  
your scenarios.

Download the MyNice Welcome app

to have everything under control,

even when you’re not at home.

Manage your home from
your smartphone.

Bidirectional remote controls provide 
feedback through vibration, sounds  
and lights to indicate automation status  
and correct command reception.

More certainty with 
bidirectional remote controls.

Yubii connects all the automations  in your 
home and lets them communicate with each 
other and with you via the Mesh network, 
so you can eliminate every doubt and live 
each day with greater peace of mind.

More automations, 
more control,
fewer worries.
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Era One BD

Era P BD Era W BD

CoreMyNice 
Welcome App

Era One  
with LoRa® 
technology

Send command and reception of
feedback from the automation.

Command signal.

The Mesh network turns
each automation into a signal
transmitter, extending the range.

Open/close
gates

Open/close
gates

Open/close rolling 
shutters and blinds

Open/close
sun awnings Open/close rolling 

shutters and blinds

Open/close
sun awnings

Open/close
garage doors

Open/close
garage doors
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NEW BiDi Yubii

Core
Nice Wi-Fi-Radio Gateway

Router
Wi-Fi

Cloud

App

Nice Wi-Fi-Radio Gateway to man-
age Nice automations via the MyNice 
Welcome App.

Smart  communicating  i i, ore ena les ice 
automations with built-in or optional radio receiver for 
doors, gates, barriers, blinds, awnings and rolling shut-
ters to be connected, made to interact and controlled, 
including remotely. It can also be used to manage 
remote controls including unidirectional , sensors or 
blinds, awnings and rolling shutters with built-in radio 
and accessories or ice alarm s stems e cept 

, S, and  series hotopirs .

  : the MyNice Welcome App makes 
configuring the interactions et een the automations 
and programming scenarios easy and intuitive.

Comfort: activations can be scheduled in time bands, 
for example:

• at 7.00 in the morning, raise the blinds and open the
garage door good morning

• at 21.00 in the evening, dim the light levels in the
room by partially lowering the blinds, turn power to
the stereo on to pla  music rela

• at .  at night, turn o  the lights good night .

Safe  he idirectional radio protocol uses S  modu-
lation to improve immunity from interference.

Optional battery power to safeguard functions in the 
event o  lackout. onfigurations are automaticall  
saved on the ice loud.

Versatile  hanks to the u ii ecos stem, ou can make 
all the devices in the system interact to create events, 
such as:

• activating a ice remote control raises the linds and
turns the lights o

• i  a ice smoke detector detects the eginning o  a
fire, the s stem ill automaticall  turn po er to the
electrical loads o

• i  a ice flood detector detects that the ater has
reached the threshold level, it will open the garage
door.

In unidirectional rolling code mode, compatible with 
previous versions o  ice receivers ith connector or 
surface mounted.

Discover the complete range of BiDirectional products 
on page 176.

iscover all the enefits o  the Yubii system on page 
170.

TECHNICAL SPECIFICATIONS

Code Description
CORE   

Code CORE
Input 5V
Optional battery power 2x AA NiMh rechargeable
Maximum absorbed power (W) 1,5
Wi-Fi interface with internal antenna     
Safety OPEN/WEP/WPA-PSK/WPA2-PS
Support WPS

Dual band radio transmission Dual band bidirectional 433.54 - 433.92 MHz
868,3 - 868,94 MHz (P<10mW)

Radio range in open space free of disturbance * 500 m (max. Mesh network); 150m (if inside buildings)*
Protection level (IP) 30
Operating temperature|E| |E|(°C Min/Max) -20 ÷ +50
Dimensions (mm) 113x64x33
Weight (g) 100

* Transmitter range and receiver reception capacity may be affected by any devices operating on the same frequency in the area and by the position of 
the system's radio antenna.
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NEW BiDi Yubii

My Nice
Welcome App

MyNice Welcome is a single  allo -
ing users to configure and control Nice 
devices directly from their smartphone via 
Core, the ice i i adio gate a .

Everything under control: if your smartphone has an 
internet connection, you can also view the status of each 
individual automation and control it wherever you are via 
the ice loud.

      the ice 
elcome pp lets ou configure and control the s stem 

locally, even without an internet connection.

ith a simple click, ou can update the  inter ace 
and ice ore i i radio gate a , do nload the 
events log and view automation activations and diag-
nostics.

Practical: ou can control ice group automations and 
create scenarios and rules remotely, combining sensors, 
remote controls and automations the smartphone and 

ore communicate via the i i net ork .

Smart: with the dedicated accessories, you can now:

• associate and save all home devices, such as sen-
sors, remote controls and automations

•  the parameters of the bidirectional sensors 
and veri  their status atter ,  version, etc.

• add more functions to a key on the remote control, 
hile maintaining the original settings or e ample, 

if pressing a key opens the gate, you can now add 
other functions, such as the simultaneous or delayed 
switching of the garage light or activation of an exist-
ing scenario

• create scenarios involving all the saved devices, or 
activate the functions of an automation with an event 
pressing a utton, sensor activation, scheduling , or 
example, close the rolling shutters at your preferred 
time o  da  scheduling  or hen the ind sensor 
sends an event sensor activation .

Discover the complete range of BiDirectional products 
on page 176.

iscover all the enefits o  the Yubii system on page 
170.

MyNice Welcome

Available free on

Functions
Commands: open, stop, close, plus one other from among those provided by the automation

            

Requisites
A maximum of 20 users can be associated with the IT4WIFI
iOS 10 or Android 5 operating system or later

     B  

o configure ore ith the ice elcome pp, see the instructions on the ice site.

https://www.niceforyou.com/en/support
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IT4WIFI
Interface for controlling Nice automations by 
smartphone

Wi-Fi interface allowing control of 
Nice gate and garage door auto-
mations compatible with the BusT4 
(Opera) protocol.

Easy to install:

1 sing the ca le provided, connect the us  socket 
on the i i inter ace and the us  or  sock-
et on the ice control unit.

2 hoose hether to use  ith the ice or 
pple ome it protocol. hen configure the inter ace 

using your smartphone.

he  inter ace can e installed in the control unit 
or a protected environment. o reach the i i range, a 

us  ca le up to  m long can e used.

Geolocation: ith the S on the smartphone activat-
ed, the gate or garage door opens or closes when the 
device is at the set distance.

Voice commands: Open and close the garage door 
with Siri: the automation can be activated with just a 
voice command.

Programmed actions: certain actions can be 
programmed to take place at set times and days. For 
example: "From Monday to Friday, open the gate and 
garage door at 19.00".

Integration with the Apple HomeKit.
       

IT4WIFI interface: manage Nice automations with 
Apple's Home app and create personalised scenes 
with the other HomeKit devices connected.

Compatibility with the IFTTT service: by using 
the ree   his hen hat  e  plat orm, simple 
cause-effect rules can be created, associating the 
services provided by the various applications.
For more information, visit the website
www.ifttt.com/nice.

TECHNICAL SPECIFICATIONS

Code Description
IT4WIFI           B  

Code IT4WIFI
Voltage (V) 24
Current (mA) 30
Maximum absorbed power (mW) 700
Wi-Fi interface     
Power B   
Safety OPEN/WEP/WPA-PSK/WPA2-PSK
Aerial connector SMA
Protection level (IP) 30
Operating temperature minimum -20°C, maximum +50°C
Dimensions (mm) 58x63x24 (excluding SMA and aerial)
Weight (g) 60

TABLE OF COMPATIBILITY WITH AUTOMATION SYSTEMS AND NICE CONTROL UNITS

Hi-Speed systems For swing gates For sliding gates Barrier gate opera-
tor systems For garage doors Control units
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A complete offer

To configure IT4WIFI with the Home app, 
see the instructions on the Apple site.
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Home 
by Apple

MyNice
Welcome HK 

MyNice
Welcome

https://www.niceforyou.com/en/support https://www.niceforyou.com/en/support

To configure IT4WIFI with the MyNice
Welcome HK app, see the instructions 
on the Nice site.

To configure IT4WIFI with the MyNice 
Welcome app, see the instructions 
on the Nice site.

https://support.apple.com/en-gb/HT204893

Controlling the garage door by iPhone and Apple 
Watch using the Apple HomeKit protocol. Crea-
tion of scenes with the other HomeKit accesso-
ries.

Controlling the garage door by iPhone and Apple 
Watch using the Apple HomeKit protocol.

Controlling the gate and garage door by smart-
phone, for iOS and Android users.

Functions
Commands: open, close
Voice commands by Siri

Requisites
A maximum of 16 users can be associated with the IT4WIFI
iOS 10 operating system or later

     B  
Domestic hub: 4th generation Apple TV with tvOS 10 or later versions

Functions
Commands: open, stop, close
Voice commands by Siri

Requisites
A maximum of 16 users can be associated with the IT4WIFI
iOS 10 operating system or later

     B  
Domestic hub: 4th generation Apple TV with tvOS 10 or later versions

Functions
Commands: open, stop, close, plus one other from among those provided by the automation

            

Requisites
A maximum of 20 users can be associated with the IT4WIFI
iOS 10 or Android 5 operating system or later

     B  
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NEW BiDi Yubii

Era One BD & OXI BD
Bidirectional transmitters and receivers

NFC to display additional
information on the remote control

Command reception
feedback

gate/door open

Automation
status querying

gate/door closed

partial opening/closing

4 key transmitter: 3 radio channels 
and 1 key to request automation 
status.

.   radio re uenc  ith rolling code encoding, 
identity code management and self-learning with 192 

it encoding, also compati le ith receivers ith ice 
O-Code FloR encoding. Operating in unidirectional 
mode, the bidirectional Era One remote control is also 
compati le ith previous versions o  ice receivers ith 
connector or surface mounted.

Instantaneous commands: the new bidirectional radio 
protocol is about 30 times faster than the previous radio 
protocols. Automation control has never been faster!

Even at a distance from the system, you can enable 
a new transmitter by using another Era One transmitter 
already enabled in the receiver, thanks to exchange of 
the identity code between them.

Elegant and convenient: the Era One transmitter can 
e used as a st lish, high tech ke ring or fi ed to the 

wall or your car’s dashboard with the handy support 
included in the pack.

Era One bidirectional, ideal for use in cities or 
places where many devices are present. he 
bidirectional radio protocol uses GFSK modulation to 
improve immunity from interference.

Receiver with connector, bidirection-
al, with the functions of the Opera 
system.

he  is compati le ith all ice control units 
ith S  connector and so can also make e isting ice 

automations bidirectional.

Ergonomic design: antenna connectors, programming 
LED and key in convenient, handy positions.

  can memorise up to 750 bidirec-
tional transmitters or 1024 unidirectional transmitters.

 receivers can e used as signal repeaters to in-
crease the operating distance between the transmitters 
and other ice idirectional receivers.

TRANSMITTER TECHNICAL SPECIFICATIONS

Code Description Pc/Pack
ON3EBD 3 channels, bidirectional, 433.92 MHz 10

Carrier frequency Estimated range Encoding Power supply B  Ingress protection 
class

Dimensions
Weight

ON3EBD 433.92 MHz
500 m (max. Mesh 

network); 35 m
(if inside buildings)*

BD    
3 Vdc;

lithium battery type 
CR2032

2 years
(with 10 

transmissions 
per day)

IP40
(use in protected 
environments)

45x56x11 h mm
18 g

* Transmitter range and receiver reception capacity may be affected by any devices operating on the same frequency in the area and by the position of 
the system's radio antenna.

5

1. 2.

i

NFC

1. Code exchange between a memorized 
transmitter and a new one, to be 
memorized.

2. The NFC technology and a dedicated 
web page enable further information 
to be provided on the transmitter and 
battery status.

Antenna connector

Programming key

LED

RECEIVER TECHNICAL SPECIFICATIONS

Code Description Pc/Pack
OXIBD Radio receiver with connector, bidirectional, 433.92 MHz 1

Reception 
frequency

Transmission 
frequency

Input 
impedance Sensitivity Encoding Number of 

channels Power supply Absorption
Ingress 

protection 
class

Dimensions
Weight

OXIBD 433.92 MHz
433.92 MHz

BD 
50 Ohm  B

BD   
FloR, TTS, 
Flo, Smilo

4
(on “SM” 
plug-in 

connector)

5 Vdc 50 mA (max) IP 30
49.5x18x41.9 

h mm
22 g
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NEW BiDi

Era One LR & OXI LR
Bidirectional transmitters and receivers with LoRa® 
long range technology

NFC to display additional
information on the remote control

Command reception
feedback

gate/door open

Automation
status querying

gate/door closed

partial opening/closing

4 key transmitter: 3 radio channels 
and 1 key to request automation 
status.

.   radio re uenc  ith rolling code encoding, 
identity code management and self-learning.

Long range commands: LoRa® technology sends 
commands over a distance about 10 times greater than 
previous radio protocols. Automation control has never 

een so e ficient

Even at a distance from the system, you can 
enable a new transmitter by using another Era One LR 
transmitter already enabled in the receiver, thanks to 
exchange of the identity code between them.

Elegant and convenient: the Era One LR transmitter 
can e used as a st lish, high tech ke ring or fi ed to 
the wall or your car’s dashboard with the handy support 
included in the pack.

Era One LR bidirectional, ideal for use in cities 
or places where many devices are present. he 
bidirectional radio protocol uses LoRa® modulation to 
improve immunity from interference.

Radio receiver with connector, bidi-
rectional, with LoRa® technology.

he  is compati le ith all ice control units ith 
S  connector and so can also make e isting ice 
automations long range and bidirectional.

Ergonomic design: antenna connectors, programming 
LED and key in convenient, handy positions.

  they can memorise up to 1,024 
bidirectional transmitters with LoRa® technology.

TECHNICAL SPECIFICATIONS

Code Description Pc/Pack
ON3ELR 3 channels, 433.92 MHz, bidirectional, with LoRa® technology 10

ONELRKIT KIT with LoRa® technology
         B 1

Carrier frequency Estimated range Encoding Power supply B  Ingress protection 
class

Dimensions
Weight

ON3ELR 433.92 MHz
1 Km; 100 m

(if inside buildings)*
LR

3 Vdc;
lithium battery type 

CR2032

2 years
(with 10 

transmissions 
per day)

IP40
(use in protected 
environments)

45x56x11 h mm
18 g

* Transmitter range and receiver reception capacity may be affected by any devices operating on the same frequency in the area and by the position of 
the system's radio antenna.

5

1. 2.

i

NFC

ONELRKIT Kit with LoRa® tech-
nology for installation in third party 
automations, thanks to the  
hardware interface.

1. Code exchange between a memorized 
transmitter and a new one, to be 
memorized.

2. The NFC technology and a dedicated 
web page enable further information 
to be provided on the transmitter and 
battery status.

Antenna connector

Programming key

LED

RECEIVER TECHNICAL SPECIFICATIONS

Code Description Pc/Pack
OXILR Radio receiver with connector, 433.92 MHz, bidirectional, with LoRa® technology 1

Reception 
frequency

Transmission 
frequency

Input 
impedance Sensitivity Encoding Number of 

channels Power supply Absorption
Ingress 

protection 
class

Dimensions
Weight

OXILR 433.92 MHz 433.92 MHz 50 Ohm  B LR

4
(on “SM” 
plug-in 

connector)

5 Vdc 50 mA (max) IP 30
49.5x18x41.9 

h mm
22 g
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Era P View
Multifunction radio transmitter

Practical 5-key joypad

3 keys for direct control of the automation

Multifunction radio transmitter with 
intuitive graphic interface, LCD colour 
screen (2.2’’) navigation by 5-key 
joypad.

o manage up to  devices singularl  or in groups  
ones, groups or scenarios .

ith clock and calendar to configure timed commands.

Advanced programming for professionals! he 
installer can access the transmitter and receiver 
programming and modify and create types and sets of 
commands.

irect access rom first start up  inserting the atter-
ies or subsequently using the keys on the back of the 
transmitter.

Easy to use for all requirements: can be used in 
either simple or advanced mode.

Advanced Users: Can modify the transmitter settings 
and the labels identifying the devices and create, time, 
modi  and control ones, groups and scenarios. 
he  can also limit access to the advanced menu  a 

numerical password.

Easy Users: Can simply and directly control a small 
number of devices pre-authorised by the advanced 
user.

he  can consult the dash oard and suspend timed 
events.

Practical and functional: If not used for a few 
seconds, ra  ie  s itches to stand  to reduce 

atter  consumption. hanks to the uilt in sensors, the 
device comes on again automatically when removed 
from the wall support or moved, or if any key is pressed.

USB socket: to recharge the atteries i  rechargea le .

ith practical magnetic support or fi ing to the all.

TECHNICAL SPECIFICATIONS

Code Description Pc/Pack

ERA P VIEW Multifunction radio transmitter with intuitive graphic interface, to manage up to 99 devices 
singly or in groups 1

Code ERA P VIEW
Power supply 2 AAA 1.5V alkaline batteries
B  about 1 year with 20 operations per day
Radio coding Rolling code mancante**
Frequency 433.92 MHz (±100 kHz)
Range Estimated 200 m in open space and 35 m indoors

B  B
Operating temperature (°C) -20; +50
Ingress protection class IP 40
Dimensions (mm) 200x50x15 (without wall support)
Weight (g) 140
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IMMEDIATE AND INTUITIVE SELECTION OF THE DEVICE TO BE CONTROLLED THANKS TO THE GRAPHIC IN-
TERFACES

ADVANCED USERS: COMPLETE SELECTION MENU TO PROGRAMME AND MANAGE ALL DEVICES
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Era Inti
Transmitters

The colourful line of 1 and 2 channel 
miniaturised transmitters, available in 
six colours.

.   rolling code, ith management o  dentit  
odes and ertificates, sel learning and uilt in pro im-

it  receiver  ith  it ode encoding, also compati-
le ith receivers ith ice lo  encoding.

Advanced: uses data processing and recognition 
systems that increase its degree of security and deliver 
a threefold reduction in automation response times.

Safe: if a transmitter is stolen or lost, it can be replaced 
through the O-Box, maintaining the same functions 
as before, and the old transmitter can be disabled by 
increasing the priority level on the new Inti.

Easy memorisation, even at a distance: thanks to 
Opera receivers.

There are two options for enabling a new Inti 
transmitter, even at a distance from the system:

• using a transmitter already programmed in the receiv-
er, thanks to the enabling Code exchange between 
the t o

• using the ice o  connection inter ace  the 
receiver’s  is entered by just placing the 
new Inti next to the O-Box and following the guided 
procedure on a  or .

Inti can be used as keyring thanks to the lace 
included in the pack.

TRANSMITTER TECHNICAL SPECIFICATIONS

Code Description Pc/Pack
INTI1Y 1 channel, 433.92 MHz, yellow 10
INTI2Y 2 channel, 433.92 MHz, yellow 10
INTI1R 1 channel, 433.92 MHz, red 10
INTI2R 2 channel, 433.92 MHz, red 10
INTI1L 1 channel, 433.92 MHz, lilac 10
INTI2L 2 channel, 433.92 MHz, lilac 10
INTI1G 1 channel, 433.92 MHz, green 10
INTI2G 2 channel, 433.92 MHz, green 10
INTI1B 1 channel, 433.92 MHz, blue 10
INTI2B 2 channel, 433.92 MHz, blue 10
INTI1 1 channel, 433.92 MHz, black 10
INTI2 2 channel, 433.92 MHz, black 10
INTIKIT               10

Carrier frequency Estimated range Encoding Power supply B  Ingress protection 
class

Dimensions
Weight

INTI_Y, INTI_R,
INTI_L, INTI_G,
INTI_B, INTI

433.92 MHz
150 m (outdoors);

30 m (if inside
buildings)*

O-Code 72 bit;
rolling code

3 Vdc;
lithium battery type 

CR2032

2 years
(with 10 

transmissions 
per day)

IP40
(use in protected 
environments)

30x56x9 h mm
14 g

* Transmitter range and receiver reception capacity may be affected by any devices operating on the same frequency in the area.

1. 2.

Code exchange between a memorized transmitter 
and a new one, to be memorized.

    B    

3. 4.

         
        

     B   
interface.

         
signal repeaters.
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UNINTIVERSAL!
Inti, the universal control!
Ideal for use in apartment blocks 
or multi-user systems.
Easy and cheap to install: combined 

ith the  universal receiver, the 
Inti transmitter is able to control and 
manage any automation, including 
pre-installed systems.

Intikit
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Era One
Transmitters and receivers

1, 2, 4, 9 channel transmitters and 
prewired receivers with connector, 
with and without built-in transmitter.

.   rolling code, ith management o  dentit  
odes and ertificates, sel learning and uilt in pro im-

it  receiver  ith  it ode encoding, also compati-
le ith receivers ith ice lo  encoding.

Available in versions with multiple input sequential 
encoding ra ne .

Advanced: uses data processing and recognition 
systems that increase its degree of security and deliver 
a threefold reduction in automation response times.

Easy memorisation, even at a distance: thanks to 
Opera receivers.

Safe: if a transmitter is stolen or lost, with the O-Box 
the user can replace it, maintaining the same functions 
as in the previous one, disablethe old transmitter by 
increasing the priority level on the new Era One.

here are t o options or ena ling a ne  nti transmitter, 
even at a distance from the system:

• using a transmitter already programmed in the receiv-
er, thanks to the enabling Code exchange between 
the t o

• using the ice o  connection inter ace  the 
receiver’s  is entered by just placing the 
new Inti next to the O-Box and following the guided 
procedure on a  or .

Extremely practical: using the O-Box software, the 
Era OneC version allows whole packs of 10 devices 
to be programmed in a single procedure, without even 
opening them!

Elegant and convenient: the Era One transmitter can 
e used as a st lish, high tech ke ring or fi ed to the 

wall or your car’s dashboard with the handy support 
included in the pack.

Era OneFM, ideal for use in cities or places where 
many devices are present.

.   olling ode transmitter line, using re-
uenc  modulation , less sensitive to inter erence 

than amplitude modulation AM.

TRANSMITTER TECHNICAL SPECIFICATIONS

Code Description Pc/Pack
ON1E 1 channel, 433.92 MHz 10
ON2E 2 channels, 433.92 MHz 10
ON4E 4 channels, 433.92 MHz 10
ON9E 9 channels, 433.92 MHz 10
ON1CE 1 channel, 433.92 MHz, with multiple input sequential encoding 10
ON2CE 2 channels, 433.92 MHz, with multiple input sequential encoding 10
ON4CE 4 channels, 433.92 MHz, with multiple input sequential encoding 10
ON1EFM 1 channel, 868.46 MHz 10
ON2EFM 2 channels, 868.46 MHz 10
ON4EFM 4 channels, 868.46 MHz 10
ON9EFM 9 channels, 868.46 MHz 10

Carrier frequency Estimated range Encoding Power supply B  Ingress protection 
class

Dimensions
Weight

ON_E, ON_CE 433.92 MHz 200 m (outdoor); 
35 m (if inside 

buildings)*

O-Code 72 bit; 
rolling code

3 Vdc; type CR2032 
lithium battery

2 years (with 10 
transmissions 

per day)

IP40
(use in protected 
environments)

45x56x11 h mm
18 gON_EFM 868.46 MHz

* Transmitter range and receiver reception capacity may be affected by any devices operating on the same frequency in the area.

1. 2.

Code exchange between a memorized transmitter and 
a new one, to be memorized.

    B    
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Era Flor
Transmitters and receivers

1, 2, 4 channel transmitters with a 
new stylish design.

.   rolling code s stem ith sel learning 
function.

Also available in versions with multiple input sequential 
encoding ra lor .

Absolute security: rolling code transmission makes 
the transmitter impossible to clone.

Ideal solution for the management of multi-user 
apartment block systems thanks to the unique, 
personal code.

Easy duplication of new transmitter close to the 
system by using an authorised transmitter or directly 
using a key on the receiver, while a LED displays the 
various functions.

Extremely practical: using the O-Box programming 
unit, the Era Flor-CE version allows whole packs of 
100 devices to be programmed in a single procedure, 
without even opening them.

The O-Box and dedicated so t are applications or  
and  allo

• quick, user-friendly programming of receivers and 
transmitters

• management and printout of code list

• creation of individual installation databases use ul 
in multi user s stems .

Optimal autonomy and low consumption.

Elegant and convenient: the Era FloR transmitter can 
e used as a st lish, high tech ke ring or fi ed to the 

wall or your car’s dashboard with the handy support 
included in the pack.

Total compatibility: with previous Flor series receivers 
universal, universal modular and ith ice or S  
connector  and ith the ne receivers , 

 and .

TRANSMITTER TECHNICAL SPECIFICATIONS

Code Description Pc/Pack
FLO1RE 1 channel Era FloR transmitter 10
FLO2RE 2 channel Era FloR transmitter 10
FLO4RE 4 channel Era FloR transmitter 10
FLO1RCE 1 channel Era FloR transmitter with multiple input sequential encoding 10
FLO2RCE 2 channel Era FloR transmitter with multiple input sequential encoding 10
FLO4RCE 4 channel Era FloR transmitter with multiple input sequential encoding 10

Carrier frequency Estimated range Encoding Power supply B  Ingress protection 
class

Dimensions
Weight

433.92 MHz
150/200 with tuned 

antenna in open 
spaces*

52 bit digital
(4.5 million billion 

combinations)

3 Vdc;
lithium battery type 

CR2032

3 years
(with 10 transmissions 

per day)

IP40
(use in protected 
environments)

45x56x11 h mm
18 g

* Transmitter range and receiver reception capacity may be affected by any devices operating on the same frequency in the area.

FLO1RE FLO2RE FLO4RE



184

NiceWay
Modular control system to manage the range of 
Nice automations from any point within the home

The transmitter 
module

GO
The module holder cover

Ondo
Wall or table 
shockproof holder

Opla
Squared wall plate

Opla
Rectangular wall 
plate

The heart of the NiceWay system
he , ,  and channel modules or 

the control of single automations, groups 
or multi-groups: awnings, roller shutters, 
rolling doors, gates, industrial and garage 
doors, barrier gate operators, lighting and 
irrigation systems.

Modular: he ice a  s stem is ased on a num er 
of transmitter modules that can be placed in four differ-
ent holder models to create a fle i le range o  made to
measure solutions.

Although the modules, available from 1 to 80 groups or 
 channels, are ver  small in si e, the  are e tremel  

easy to operate.

Advanced and compatible: Frequency of 433.92 
,  it olling ode ith over .  million o  illion 

com inations  sel learning unction.

ompati le ith the .   ice rgo, lano, 
lo  and er  s stems lo and Smilo ith  

and .

stimated range   m in a ree field,  m indoors.

tended atter  li e   lithium atter .

All the NiceWay solutions: he  channel module 
with display, which controls 80 groups and 70 mul-
ti-groups, is ideal for the management of sophisticated 
systems.

All the awnings, roller shutters and gates, as well as the 
o fice, home and hotel irrigation and lighting s stems in 
just 14 g and 16 cm2.

Made-to-measure: o protect the electronic parts rom 
dirt and damp, the rubber function buttons are incorpo-
rated in the actual od  o  the control modules. ice-
Way can be used anywhere in the home, in the garage, 
the living room, the kitchen as well as the bathroom.

Professional: For a more professional and practical 
use, the system can be programmed by means of the 
hand  ice palmtops.

TECHNICAL SPECIFICATIONS

Code NiceWay
Power supply 3 Vdc; type CR2032 lithium battery
B  > 2 years (with 10 events/day)
Frequency 433.92 MHz ± 100 KHz
Radiated power estimated at approx. 1 mW
Ingress protection class IP40
Estimated range (m)         
Encoding 52 bit rolling code
Operating temperature (°C Min. Max.) -20 ÷ +55
Dimensions (mm) 41x41x10
Weight (g) 14

NICE DESIGN
Sophisticated shock-proof materi-

     
design: wear, comfort and ease are 
guaranteed by the internationally 
renowned and prize-winning Nice 
design.
he choice o  discreet or personalised 

solutions is vast thanks to the wide 
choice o  colours and finishes.

Module       Code Description Pc/Pack
MODULI CON COMANDO PASSO-PASSO

WM001C Single channel module to control 1 automation system 10

WM003C Three channel module to control 3 automation systems 1

WM009C Three channel module to control 3 automation systems 1

Memorizing radio controls in Mode I: ON - OFF Mode II: ON/OFF - HOLD TO RUN - TIMER1 - TIMER2 (for the Screen products MODO II programmation)

HYBRID MODULE TO CONTROL STEP-BY-STEP AND OPEN-STOP-CLOSE AUTOMATION SYSTEMS

WM003C1G Module to control 3 Step-by-Step and 1 Open-Stop-Close automation systems 1

MODULES TO CONTROL OPEN-STOP-CLOSE AUTOMATION SYSTEMS

WM001G Module to control 1 Open-Stop-Close automation system either individually or in 
multi-group mode 1

WM002G Module to control 2 Open-Stop-Close automation systems either individually or in 
multi-group mode 1

WM003G Module to control 3 Open-Stop-Close automation systems either individually or in 
multi-group mode 1

WM006G Module to control 6 Open-Stop-Close automation systems either individually or in 
multi-group mode 1

WM004G Module to control 4 Open-Stop-Close automation systems either individually or in 
multi-group mode and sun sensor activation command 1

MULTI-CHANNEL DISPLAY MODULE

WM080G Module to control 80 Open-Stop-Close automation systems either individually or in 
multi-group mode and sun sensor activation command 1

WM240C Module to control 240 Step-by-Step automation systems either individually or in 
multi-group mode 1
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NICE DESIGN
Sophisticated shock-proof materi-

     
design: wear, comfort and ease are 
guaranteed by the internationally 
renowned and prize-winning Nice 
design.

he choice o  discreet or personalised 
solutions is vast thanks to the wide 
choice o  colours and finishes.

Module       Code Description Pc/Pack
MODULI CON COMANDO PASSO-PASSO

WM001C Single channel module to control 1 automation system 10

WM003C Three channel module to control 3 automation systems 1

WM009C Three channel module to control 3 automation systems 1

Memorizing radio controls in Mode I: ON - OFF Mode II: ON/OFF - HOLD TO RUN - TIMER1 - TIMER2 (for the Screen products MODO II programmation)

HYBRID MODULE TO CONTROL STEP-BY-STEP AND OPEN-STOP-CLOSE AUTOMATION SYSTEMS

WM003C1G Module to control 3 Step-by-Step and 1 Open-Stop-Close automation systems 1

MODULES TO CONTROL OPEN-STOP-CLOSE AUTOMATION SYSTEMS

WM001G Module to control 1 Open-Stop-Close automation system either individually or in 
multi-group mode 1

WM002G Module to control 2 Open-Stop-Close automation systems either individually or in 
multi-group mode 1

WM003G Module to control 3 Open-Stop-Close automation systems either individually or in 
multi-group mode 1

WM006G Module to control 6 Open-Stop-Close automation systems either individually or in 
multi-group mode 1

WM004G Module to control 4 Open-Stop-Close automation systems either individually or in 
multi-group mode and sun sensor activation command 1

MULTI-CHANNEL DISPLAY MODULE

WM080G Module to control 80 Open-Stop-Close automation systems either individually or in 
multi-group mode and sun sensor activation command 1

WM240C Module to control 240 Step-by-Step automation systems either individually or in 
multi-group mode 1
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Opla
NiceWay - Opla
Wall plaques

Elegant, discreet and functional: Extremely slim - as 
is the plate itself - the transmitter inserted into the Opla 
wall plate permits to inconspicuously and fetchingly add 
additional control points without having to perform any 
building operations.

he ice a  pla all plates are availa le in the s uare 
Opla-S version and the rectangular Opla-R version and 
in many different colours.

Code Description Pc/Pack
WSW Squared wall plate, white 10
WSB Squared wall plate, black 10
WSA Squared wall plate, aluminium 10
WSG Squared wall plate, graphite 10
WST Squared wall plate, neutral transparent 10
WSS Squared wall plate, seawater 10

Code Description Pc/Pack
WRW Rectangular wall plate, WHITE 10
WRB Rectangular wall plate, black 10
WRA Rectangular wall plate, aluminium 10
WRG Rectangular wall plate, graphite 10
WRT Rectangular wall plate, neutral transparent 10
WRS Rectangular wall plate, seawater 10

WSW, WRW WSB, WRB WSA, WRA WSG, WRG WST, WRT WSS, WRS
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Opla
NiceWay - Opla
Wall plaques

Elegant, discreet and functional: Extremely slim - as 
is the plate itself - the transmitter inserted into the Opla 
wall plate permits to inconspicuously and fetchingly add 
additional control points without having to perform any 
building operations.

he ice a  pla all plates are availa le in the s uare 
Opla-S version and the rectangular Opla-R version and 
in many different colours.

Code Description Pc/Pack
WSW Squared wall plate, white 10
WSB Squared wall plate, black 10
WSA Squared wall plate, aluminium 10
WSG Squared wall plate, graphite 10
WST Squared wall plate, neutral transparent 10
WSS Squared wall plate, seawater 10

Code Description Pc/Pack
WRW Rectangular wall plate, WHITE 10
WRB Rectangular wall plate, black 10
WRA Rectangular wall plate, aluminium 10
WRG Rectangular wall plate, graphite 10
WRT Rectangular wall plate, neutral transparent 10
WRS Rectangular wall plate, seawater 10

WSW, WRW WSB, WRB WSA, WRA WSG, WRG WST, WRT WSS, WRS

Ondo
NiceWay - Ondo
Portable, wall mounted and table-top supports

Portable, from table to wall: Ondo is the versatile 
ice a  line support  the all support ith its simple 

magnetic fi ing s stem, trans orms ndo rom a com-
fortable portable transmitter to an inconspicuous wall 
plate.

Ondo, made in a shiny dirt-resistant plastic, has a rub-
ber lower section to improve grip and prevent slipping 
when used on surfaces.

he transmitter module can e inserted so that ndo 
can be used both in width and in length to increase the 
personalisation possibilities.

Code Description Pc/Pack
WAX Table holder, white plastic and ice blue rubber 10
WWW     10

WAX WWW

Go
NiceWay - Go
Mini cover

Go Nice! Snugly in the pocket!

ver  ice a  transmitter reall  ecomes porta le ith 
the Go support: the maximum performance to manage 
up to 240 channels from anywhere and with the maxi-
mum compactness.

Made of shock-proof rubber, in different and exclusive 
colours, Go protects the module from the most severe 
of knocks.

Go can be hung anywhere and can also be used as a 
key-ring thanks to the tie that is included in the pack.

Code Description Pc/Pack
WCF Mini cover, fern green 10
WCG Mini cover, graphite 10
WCI    B 10
WCO Mini cover, orange 10

WCF WCG WCI WCO
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Receivers
Era Inti, One, Flor, NiceWay

The complete line of receivers with Opera system 
functions, suitable for all installation requirements:

• with connector, compatible with latest-generation 
ice control units ith S  port

• universal prewired, for use with all types of control 
unit, for the control of any automation, lighting or 
irrigation system or other electric circuits.

  up to 1024 transmitters can be 
memorised.

Convenient and practical: the inclusion of a trans-
mitter in the ,  and  
receivers allows radio codes to be accessed by means 
of the O-Box multifunction interface even when in inac-
cessible positions.

,  and  receivers can 
be used as signal repeaters to increase the operating 
distance between transmitters and other One series 
receivers.

Secure use, thanks to the 3 password-protected 
levels.

The O-Box and dedicated so t are applications or  
and  allo

• quick, user-friendly programming of receivers and 
transmitters

• management and printout of code list

• creation of individual installation databases use ul 
in multi user s stems .

SM plug-in receiver with Flor system functions, 
step-by-step and anti-burglar functions.

Management of multi-user system: through the 
unique, personal code: the recognition receivers can 
receive and memorise up to 255 codes.

Memorisation: a particular receiver output can be 
associated to each transmitter ke  e.g. ke    
output  .

433.92 MHz RECEIVERS, WITH OPERA SYSTEM FUNCTIONS

Code Description Pc/Pack
A INNESTO
OXI 4 channels, without built-in transmitter 1
OXIT 4 channels, with built-in transmitter 1

PRECABLATO UNIVERSALE
OX2 2 channels, without built-in transmitter 1
OX2T 2 channels, with built-in transmitter 1
OX4T 4 channels, with built-in transmitter 1

OXI OX2, OX2T OX4T

868.46 MHz RECEIVERS, WITH OPERA SYSTEM FUNCTIONS

Code Description Pc/Pack
A INNESTO
OXIFM 4 channels, without built-in transmitter 1
OXITFM 4 channels, with built-in transmitter 1

PRECABLATO UNIVERSALE
OX2FM 2 channels, without built-in transmitter 1
OX2TFM 2 channels, with built-in transmitter 1

OXIFM, OXITFM OX2FM, OX2TFM

433.92 MHz RECEIVERS, WITH FLOR SYSTEM FUNCTIONS

Code Description Pc/Pack
A INNESTO SM
SMXI Up to 4 channels with 256-codes memory 1

ANTENNE PROFESSIONALI ACCORDATE ORIENTABILI
ABF B  1
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MULTI-FUNCTION INTERFACE

Code Description Pc/Pack
OBOX2 D  B            B  1
OBOX2B D  B           B     B  1

O-BOX

1. 2. 3. 4.

Code exchange between a memo-
rized transmitter and a new one, to be 
memorized.

    B    The presence of a “transmitter” in the 
      

radio codes to be accessed by means of 
 B   

       
used as signal repeaters.

RECEIVER WITH OPERA SYSTEM - TECHNICAL SPECIFICATIONS

Code Reception 
frequency (MHz)

Transmission 
frequency (MHz)

Input impedance 
(Ohm) Sensitivity Encoding Number of 

channels Relay contact Power supply Absorption Ingress 
protection class

Dimensions 
(mm) Weight (g)

OXI

433,92

- 50

    
successful signal

O-Code, O-Code/A, 
FloR, FloR/A, Flo, 

Smilo    B  - 5 Vdc
50 mA (max)

IP 30

49.5x18x41.9 h 22

OXIT 433,92

52

O-Code, FloR, Flo

30 mA (max) 50x19x45 h 20

OX2 -
2

max 0.5 A 50 
V (NA)

from 12 to 28 
Vdc/Vac

80 mA (max) with 
relays active

58x86x22 h 55
OX2T

433,92
OX4T

4 relays with NO 
and NC contacts, 

voltage-free
5 A - 250 V

110 ÷ 240 Vac 
50/60 Hz

80 mA
IP 44 (with 

container intact)
128x112x43 h 260

OXIFM

868,46

-
     

with successful 
outcomes

O-Code

   B  - 5 Vdc 30 mA (max)

IP 30

50x19x45 h 20
OXITFM 868,46

OX2FM -
2

max 0.5 A 50 
V (NA)

from 12 to 28 
Vdc/Vac

100 mA (max) with 
relays active

58x86x22 h 55
OX2TFM 868,46

RECEIVER WITH FLOR SYSTEM - TECHNICAL SPECIFICATIONS

Code Reception frequency 
(MHz) Input impedance (Ohm) Sensitivity Power supply Absor. when quiescent Encoding Number of channels Relay contact Dimensions (mm)

SMXI 433.92 quartz controlled 52
      
successful outcomes

5 Vdc -
52 digital bits (4.5 million 

billion comb.)
4 - 50x18x46 h

ACCESSORIES - TECHNICAL SPECIFICATIONS

Code Reception frequency (MHz) Impedance (Ohm) B Cablec
ABF 433,92 50 stainless steel  
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NEW BiDi

Pro-View
Multi-function interface

Product
available
from 2020

BM BUS T4

SM/OXIOn/OffLED

he ne  ro ie  inter ace connects to
ice control units  S  and ena les
ice automation s stems to e installed

and configured  smartphone via the
ice ro pp.

Advanced: the interface includes the functions of the 
traditional O-View and OBox and is also equipped with 

 and  readers. hanks to the ice idirectional 
protocol, the ne  ice idirectional receivers and trans-
mitters can be accessed and programmed.

By connecting the interface to the automation control 
unit, pro essionals can configure the device directl  rom 
their smartphone via the ice ro pp.

Pro-View is conceived to give professionals a 
new generation tool to make their work easier and 
acilitate installation. he numerous unctions simpli  
the installer’s work.

Advantageous: via the ice ro pp and the ice 
loud, installers can configure the automation simpl  

and intuitively following the guided programming proce-
dure, control the status of its accessories, create and 
manage a database of their installations with absolute 
safety, monitor the status of the systems at all times, 
manage programming remotely and also provide the 
customer with remote assistance.

Sturdy: the special protective case is designed to stand 
up to the stress of a hard day’s work.

Handy: compact and atter  po ered  hours autono-
m , ro ie  is eas  to take ith ou herever ou go.

ro ie  is compati le ith all ice receivers ith S
 and  connector.

With Pro-View, you can also:

• via radio, programme One series unidirectional and
idirectional transmitters and nti

• via radio, manage all functions of One series unidi-
rectional and bidirectional transmitters and Inti with

uilt in transmitter

• read and write transponder Badges in the Moon
series

• program receivers in the series Smilo, Bio, FloR and
One and memories of the control devices MOMB,

 and .

TECHNICAL SPECIFICATIONS

Code Description Pc/Pack
PROVIEW Multi-function interface 1

Code PROVIEW
Input  B 
Optional battery power 2x AA NiMh rechargeable
Maximum absorbed power (W) 1,5
Wi-Fi interface with internal antenna     
Safety OPEN/WEP/WPA-PSK/WPA2-PS
Interfaces  D   B  

Dual band radio transmission Dual band bidirectional 433.54 - 433.92 MHz
868,3 - 868,94 MHz (P<10mW)

Protection level (IP) 30
Operating temperature|E| |E|(°C Min/Max) -20 ÷ +50
Dimensions (mm) 113x64x33
Weight (g) 100

* Transmitter range and receiver reception capacity may be affected by any devices operating on the same frequency in the area and by the position of 
the system's radio antenna.

ACCESSORIES

Code Description Pc/Pack
CABLA06           1
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NEW BiDi

My Nice 
Pro App

Product
available
from 2020

Account
interface

Con�guration
tools

Setting
parameters

he MyNice Pro pp allo s ice in-
stallers to work on automations directly 
from their smartphone via the Pro-View 
multifunction interface.

A single tool, a great many functions, ith the -
ice ro pp ou can

• set up the automation simply and intuitively following 
the guided programming procedure

• set and manage all the configuration parameters o  
the automation s stems

• manage accessories such as transmitters and RFID 
devices

• view diagnostics, manage programming remotely and 
also provide remote assistance

• save the last ackup o  the control unit configuration 
on the ice loud, archive the ackup log on our 
device and call up the saved information whenever 
ou ant

• rapidly access the product documentation or make 
remote assistance calls, with real time sharing of the 
screen and camera o  the device

• create, geolocate and manage installation remotely 
on an intuitive dashboard, include a photograph of 
the installation

• automatically recognise the automation system, 
update the control unit firm are and do nload the 
instruction manual

• draw up precise estimates using a guided tool and 
save them on the ice loud to have them on hand 
at all times.

Nice Cloud

       
work. hrough the ice loud section dedicated to 
installers, you can:

• vie  all our installations

• vie  all our interventions

• include photographs o  the installation

• the administrator profile can create urther users a le 
to use all the functions, so you can monitor the work 
of the whole team at all times.
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Opera

Opera Control, advanced management of 
automation systems also at a distance.

he pera s stem ena les the installer to man-
age, program and control automation systems, 
also remotel , simpl  and sa el , ith significant 
savings in time.

he pera s stem comprises transmitters and ne series re-
ceivers, the O-Box connection interface and the communication 
software “O-View Software Suite” and “O-Box Software Suite”.

ll components communicate via S  or the ode olling 
Code system, making transmissions safer and reducing automa-
tion response times.

Nice Opera simplifies the installer s ork, making or easier pro-
gramming, and enabling access to all control panel parameters to 
adapt the system to all requirements.

o specific procedures needed or each product  single pro-
gramming mode with intuitive menus, with no need to consult 
instructions.

      simplifies 
system programming by means of the O-View multifunction dis-
play which when connected directly to the control panels compat-
i le ith the pera s stem via S , ena les ull access to the 
system functions, for practical, rapid and advanced programming.

BUS T4 is the communication protocol that enables you to create 
extensive networks of compatible automation systems, managing 
them from a single point via O-View.

Device management can be protected by two password levels. 
 inter acing the s stem ith the , ou can control a comple  

automation system, such as those found in densely frequented 
uildings hospitals, hotels, companies, etc. .

O-Box connection interface 
which, thanks to the “O-Box Software Suite”, 
enables the configuration and programming of 
all Nice control devices, from the PC or PDA.

 
 

 

+ GSM

SOFTWARE 
“O-VIEW SOFTWARE SUITE”

SOFTWARE 
“O-BOX SOFTWARE SUITE”

OVBT

ONE
TRANSMITTERS

ONE
RECEIVERS

OVBTGSM

O-BOX B

O-BOX (USB)
Opera

 

<<< BUS T4 

<<< BUS T4 

Universal 4-channel 
receiver
with built-in transmitter.
For remote control 
of any automation, irrigation 
and lighting systems 
or other electrical circuits.

O-View, multifunction display
Unit for control, programming
and diagnostics for devices equipped
with BUS T4 connection, on site
or remotely via GPRS thanks
to the connection with your PDA,
Smartphone or PC.

For Nice Motors 
not designed for

Gates Barriers

Garage doorsRolling shutters

Lighting systems Irrigation systems

Gates

Barriers

Garage doors
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Opera

Opera Control, advanced management of 
automation systems also at a distance.
he pera s stem ena les the installer to man-

age, program and control automation systems, 
also remotel , simpl  and sa el , ith significant 
savings in time.

he pera s stem comprises transmitters and ne series re-
ceivers, the O-Box connection interface and the communication 
software “O-View Software Suite” and “O-Box Software Suite”.

ll components communicate via S  or the ode olling 
Code system, making transmissions safer and reducing automa-
tion response times.

Nice Opera simplifies the installer s ork, making or easier pro-
gramming, and enabling access to all control panel parameters to 
adapt the system to all requirements.

o specific procedures needed or each product  single pro-
gramming mode with intuitive menus, with no need to consult 
instructions.

      simplifies 
system programming by means of the O-View multifunction dis-
play which when connected directly to the control panels compat-
i le ith the pera s stem via S , ena les ull access to the 
system functions, for practical, rapid and advanced programming.

BUS T4 is the communication protocol that enables you to create 
extensive networks of compatible automation systems, managing 
them from a single point via O-View.

Device management can be protected by two password levels. 
 inter acing the s stem ith the , ou can control a comple  

automation system, such as those found in densely frequented 
uildings hospitals, hotels, companies, etc. .

O-Box connection interface 
which, thanks to the “O-Box Software Suite”, 
enables the configuration and programming of 
all Nice control devices, from the PC or PDA.

 
 

 

+ GSM

SOFTWARE 
“O-VIEW SOFTWARE SUITE”

SOFTWARE 
“O-BOX SOFTWARE SUITE”

OVBT

ONE
TRANSMITTERS

ONE
RECEIVERS

OVBTGSM

O-BOX B

O-BOX (USB)
Opera

 

<<< BUS T4 

<<< BUS T4 

Universal 4-channel 
receiver
with built-in transmitter.
For remote control 
of any automation, irrigation 
and lighting systems 
or other electrical circuits.

O-View, multifunction display
Unit for control, programming
and diagnostics for devices equipped
with BUS T4 connection, on site
or remotely via GPRS thanks
to the connection with your PDA,
Smartphone or PC.

For Nice Motors 
not designed for

Gates Barriers

Garage doorsRolling shutters

Lighting systems Irrigation systems

Gates

Barriers

Garage doors
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O-View
Multipurpose control unit

OVBT OVBTGSM
O-VIEW
SOFTWARE SUITE

Unit for control, programming and diag-
nostics or devices e uipped ith S  
connection, on site or remotel  via S 
thanks to the connection ith our , 
Smartphone or .

Advanced management: O-View connects to the 
compati le control unit   inter ace and S 

 ca le supplied , providing access to all control unit 
parameters to adapt the system to every need.

By connecting O-View permanently to a control unit or 
group o  control units via S , a net ork can e 
created for local or remote centralised management.

Programmable: thanks to the built-in clock, it is also 
possi le ith integrated ackup atter  to program 
delivery of commands at a set time, for example to 
automate opening and closing of complex industrial and 
commercial systems or for the creation of “scenarios”.

A practical wall-mounted support supplied.

Simple programming mode: with intuitive menus valid 
or each product, ith no need to consult the specific 
instructions.

O-View powers up and automatically recognises all 
devices on the network as soon as it is connected, 
displa ing onl  the specific parameters o  the device on 
which to intervene.

In the case of several devices on the network the BUS 
 address is identifia le  means o  a te t la el per-

sonalised as required, enabling rapid recognition of the 
associated device.

Safe: t o pass ord  protected levels or the user and 
the installer .

Practical: ie  is our porta le o fice, and can e 
connected just when programming or for maintenance, 
or can be installed permanently on site to exploit all the 

enefits o  local or remote centralised management.

TECHNICAL SPECIFICATIONS

Code Description Pc/Pack
OVIEW           B   1

OVBT B            D   -
phone 1

OVBTGSM            D   1

 LCD display 128x64 dots (46x29 mm); 2.2”
Operator input device Joypad with 5 + 2 keys
Display/key lighting White light
Time and date display With backup battery (min. lifetime 10 years)
Maximum number of commands per hour 64
Event log Storage capacity 400 events
Connection cable length (m) 2 (cable supplied); 700 (other cable)
Power supply     B   
Absorbed current (mA) Max. 20 (without accessories)
Insulation Class III
Housing protection rating (IP) 20
Working temp. (°C Min/Max) From -20° to +55°
Dimensions (mm) 107x61x20 h (with wall-mounted support: 125x70x32 h)
Weight (g) 75 (without cable)

ACCESSORIES

Code Description Pc/Pack
OVA1     1
OVA2        5
OVA3           B   5
OVA4         B      1

OVA1 OVA2 OVA3 OVA4
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PC

PDA

O-VIEW
WITH MODULE
OVBT

10-15 m MAX.

BUS T4

OVBT

Bluetooth connection module for O-View interface.

ie  So t are Suite  ena les connection via  or 
 to ie  in the vicinit  o  the s stem, to intervene 

on the control units on the S  net ork.

Maximum connection distance 15 m.

O-VIEW SOFTWARE SUITE

his application, supplied ith  and S , 
as well as expanding the functions of O-View enables 
the creation of a database of installations with personal 
data o  clients and configurations o  each s stem, even 
on more complex versions.

By connecting to the site www.niceforyou.com 
      -

ware and software versions.

he inter ace o  ie  So t are Suite  has een spe-
cially designed to enable rapid access to all parameters 
of the connected devices without the need for physical 
access, as well as quick diagnostics of malfunctions 
by consulting the event log, all the most practical and 
intuitive way possible.

he ie  control unction has een e panded  in ust 
one  screen, all applications connected via S  
can be controlled.

Minimum requirements

O-View Desktop version for PC:

• rocessor  t pe ®/Intel®    ecom-
mended  ice  t pe ®/Intel®  

•     ecommended  ice   

• Free space on disk: 280 MB - Recommended by 
ice   

• Operating system: Operating system: Windows® 
 S  or later  ecommended  ice  indo s® 

2000 or later up to Win 7

• Connection: Bluetooth®

• Graphics resolution: 800 x 600, 256 colours

• isk drive  om re uired or installation .

 So t are installation includes installation o  
the Microsoft®.  rame ork edistri uta le .  
programme.

PC

PDA

O-VIEW
WITH MODULE
OVBTGSM

BUS T4

OVBTGSM

n addition to the enefits o  the  module, the 
automation or network of automations can now be 
controlled via GSM by connecting O-View to the 
s stem via S .

 S connection also ena les connection via the 
Internet to O-View to obtain all management functions 
offered by the software from any location with no need 
for presence on site.

he user can remotel  control the automation via S , 
from any of the enabled numbers, and check status, 
such as opening a gate by means of a phone call or by 
sending 4 different controls via SMS text message, with 
the security offered by entry of a unique password.

INB, the Nice control interface that ena les communication et een the s stems ice us us and 
us  and ome o  icino S S .

A-
G

R
O

U
P

S
Y

S
B

U
S

SCS

TTBus

+ (~)

– (~)BusT4

L4 L3 L1L2

TECHNICAL SPECIFICATIONS

Code Description Pc/Pack
INB    B  B     B  B   B 1

Power supply Consumption Insulation Protection level (IP) Working temp. (°C 
Min. Max) Dimensions (mm)

INB
 B    

dc (limits 20 ÷ 35 
Vdc, 22 ÷ 35 Vac)

approx. 18 mA class III 20 -20÷50 °C 41x52x18h
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O-Box
Connection interface

O-Box is the multi-function interface 
which, thanks to the dedicated soft-
ware “O-Box Software Suite”, enables 

    
directly from the PC or PDA, practi-
cally and intuitively, all transmitters, 
receivers and other Nice control 
devices.

o  inter aces ith our  or  palmtop, per-
forming the control, entry, deletion, enabling or disabling 
of codes, programming of the memory, functions and 
typical parameters of the receivers, transmitters and 
other ice control devices.

Universal: O-Box manages all programming proce-
dures possi le  means o  .

It also enables import of databases previously created 
using the so t are or .

The convenience of remote control: O-Box enables 
a number of tasks to be performed directly from the 
o fice, ithout the need to visit the client s s stem.

For example the operator can program the functions 
and parameters of transmitters with the utmost of ease, 
and send them alread  configured and operative to the 
clients.

It is also possible to:

• program transmitters in the ne series via radio

• manage all functions via radio of the receivers in the 
ne series fitted ith uilt in transmitter

• read and write transponder Badges in the Moon 
series

• receive data via radio from transmitters in the series 
Smilo, er , lo, er , lo , ne, ice a  or 
via optical reader or transmitters in the io series

• program receivers in the series Smilo, Bio, FloR and 
One and memories of the control devices MOMB, 

 and 

• create and manage an updated database with 
personal data o  clients and configurations o  the 
receivers installed in the respective systems.

The software “O-Box Software Suite” can be 
installed uickl  and easil  either on  o  esktop 
version  or on  palmtop o  o ile version .

Minimum requirements

O-Box Desktop version for PC:

• rocessor  t pe ®/Intel®    ecom-
mended  ice  t pe ®/Intel®  

•     ecommended  ice   

• Free space on disk: 280 MB - Recommended by 
ice   

• Operating system: Operating system: Windows® 
 S  or later  ecommended  ice  indo s® 

2000 or later up to Win 7

• Connection: Bluetooth®

• Graphics resolution: 800 x 600, 256 colours

• isk drive  om re uired or installation .

TECHNICAL SPECIFICATIONS

Code Description Pc/Pack

OBOX2      B     B  
  D  B      1

OBOX2B      B     B  
   B   D  B      1

Code OBOX2 OBOX2B
Reception frequency (MHz) 433.92/868.46
Estimated range (m) 10
Communication with Windows B  B  B  
Communication with Windows Mobile - B
Working temp. (°C Min/Max) -20 ÷ +55
Dimensions (mm) 195x116x48
Weight (g) 412 418

ACCESSORIES

Code Description Pc/Pack
ALA1 B     1
CABLA01    B        1
CABLA02         B   1
CABLA03 Cable for cloning transmitters in the series “Very” 1
CABLA04        B   1
CABLA05             B 1
CABLA06           1
CABLA07 Cable for cloning transmitters in the series “Ergo” and “Plano” 1
CABLA09 Cable for cloning transmitters in the series “ERA-FLOR” 1

 So t are installation includes installation o  the icroso t®.  rame ork edistri uta le .  programme.
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OPERA

OX4T
Universal 4-channel receiver in the One series, with 
built-in transmitter

For remote control of any automation on 
gates, garage doors, road barriers, shut-
ters, awnings, venetian blinds, irrigation 
and lighting systems or other electrical 
circuits.

Equipped with BUS T4 connector for 
connection to O-View.

An extended system:  manages  outputs 
controlled by 4 relays, usable as power relays or volt-
age-free contacts, to extend use of the Opera system 
also to devices ith specific provisions.

hanks to the internal transmitter,  can e used 
as a repeater, thereby increasing the operating range 
between transmitters and other receivers in the One 
series.

Practical and functional:  can e connected 
via radio to the inter ace o  and via S  to the 
multifunction display O-View, to enable programming, 
diagnostics, timed functions and management of codes, 
also remotel   means o  the modules  and 

S .

2 programming modes: “Mode I” and the new 
“extended Mode II” which enables expansion of the 
number of controls to up to 14.

Multicode:  is also compati le ith the transmit-
ters with encoding system O-code, Smilo, Flo, FloR, 
lo  and S.

 is fitted ith a generousl  si ed memor  to ena le 
storage of up to 1024 transmitters, with the option for 
password protection.

TECHNICAL SPECIFICATIONS

Code Description Pc/Pack
OX4T Universal 4-channel receiver in the One series, with built-in transmitter 1

Power supply (Vac 50/60 Hz) 110 ÷ 240
Maximum absorbed current (mA) 80
Encoding O-Code / TTS / FloR (Rolling Code); or Smilo (Rolling Code) or Flo
Frequency (MHz) 433,92
Antenna impedance (Ohm) More than 0.5 for successful signal
Estimated range (m)         
Radiated power (Dbm) +2
Max. capacity of transmitter memory 1024 (maximum)
Outputs 4 relays with NO and NC contacts, voltage-free
Contact capacity 5 A - 250 V
Timer times Programmable from 2 seconds to 540 minutes
Protection level (IP) 44 (with container intact)
Working temp. (°C Min/Max) From -20° to +55°
Dimensions (mm) 128x112x43 h
Weight (g) 260

ACCESSORIES

Code Description Pc/Pack
OVA1     1
OVA2        10
OVA3           B   5
OVA4         B      1

OVA1 OVA2 OVA3 OVA4
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Tag system
The ideal solution for refurbishment projects

Nice Tag system, the simpler solution: minia-
turised control units and universal concealed 
transmitters for practical radio management of 
rolling shutters, awnings, blinds, lighting and 
electrical loads up to 500 W not reachable direct-
ly by cable.

Ideal for renovations and upgrades to existing 
systems, the units can be installed inside commonly 
available wall plates and in tight spaces.

No need to replace the existing automation 
installation or to carry out building work.
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SYSTEM ADVANTAGES:

Easy to install and programme

No building work, no wired connections and no 
need to plan the electronic wiring.

Intuitive programming using the programming button 
and LED on the miniaturised control units.

Savings in time and costs.

Perfect for every need

Simple individual or centralised automation man-
agement.

ossi ilit  to com orta l  control the entire s stem 
using portable or mains powered wall-mounted trans-
mitters.

An additional control point can be created by connect-
ing the miniaturised control unit via cable to the existing 
wall switch.

DISCOVER THE OTHER COMPONENTS IN THE SYSTEM:

1

Recessed transmitters, model TTX4 
with mains power supply, and TTXB4, 
battery-powered.

Ideal for controlling automations not reach-
able directly by wire.

TUBULAR
MOTOR

2

TT2N, radio receiver and control unit to 
control one 230 Vac motors up to 500 W.

TT2Z, radio receiver and control unit for 
dry contact controlled motors, tubular mo-
tors with 4-wire power cable and lights.

LIGHT
POINT

3

TT2L radio receiver and control unit for 
lighting systems.

TT2D radio receiver and control unit to 
control lighting installations from a number 
of points, with built-in switching module.

LIGHT
POINT

4

Built-in TTDMS radio receiver for 
electrical loads up to 250 W, on/off and 
dimmer functions.

NiceTT1

5

Mindy TT1 miniaturised radio receivers 
and control units for sun awnings, outdoor 
Venetian blinds, rolling shutters and lighting 
and irrigation systems.

 protection class more than .
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TTX4 / TTXB4
Recessed transmitters to control automations

18 mm

33  m
m

40
 m

m

Recessed transmitters ideal for con-
trolling automations not reachable 
directly by cable.

.   re uenc , ith  it rolling code more 
than .  million illion com inations .

TTX4, with mains power supply and TTXB4, pow-
ered by long life battery.

ossi ilit  o  connecting up to  push uttons optional  
for wired control of the automations.

TECHNICAL SPECIFICATIONS

Code Description Pc/Pack
TTX4 Recessed transmitter powered by mains electricity, 4 channels 1
TTXB4 Recessed transmitter, battery-powered, 4 channels 1

Code TTX4 TTXB4

Power supply 120 or 230 Vac, 50/60 Hz;
(limits 100 - 255 V) 3 Vdc; type CR2032 lithium battery

Carrier frequency 433.92 MHz ± 100 KHz
Estimated range 35 m indoors
Encoding Digital 52 bit (4.5 million billion combinations)
Protection level (IP) 20
Working temp. (°C Min/Max) -20° ÷ +55°
Dimensions (mm) 18x33x40 h
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TT2N
Radio receiver and recessed control unit to control 
one 230 Vac motor

18 mm

32 m
m

40
 m

m

Recessed miniaturised radio receiver 
and control unit for controlling one 
230 Vac motor, up to 500 W.

Protection class IP20.

Quick easy programming: thanks to the dedicated 
pushbutton.

An LED indicator helps the user follow the correct 
programming procedure, for example indicating when 
the set thresholds of the climatic sensor are exceeded.

Possibility of memorising up to 30 transmitters

• in Mode I: Up - Stop - Down - Man present down

• in Mode II: Step-by-Step - Up stop - Down stop - 
Stop - Man present down - Man present up.

ossi ilit  o  connecting a push utton or ired control 
with Step-by-Step - Always up - Always down mode.

an e connected to emo and olo S adio climatic 
sensors.

TECHNICAL SPECIFICATIONS

Code Description Pc/Pack
TT2N Radio receiver and control unit to control one 230 Vac motor 1

Code TT2N
Power supply (Vac/Hz) 120 or 230 Vac, 50/60 Hz; (limits 100 - 255 V)
Maximum motor power 500 VA per Vn = 230 V, 600 VA per Vn = 120 V
Protection level (IP) 20
Manoeuvre duration (sec) 4-240 (default about 150 s)
Levels Wind sensor (Km/h) 5, 10, 15, 30, 45 Volo S-Radio
Levels Sun sensor (KLux) 2, 5, 10, 20, 40 + self-lrn. Volo S-Radio
Programmable functions (Mode I) Up - Stop - Down - Man present down
Programmable functions (Mode II) Step-by-step - Up stop - Down stop - Stop - Man present down - Man present up
Operating temperature (°C Min/Max) -20 ÷ +55
Dimensions (mm) 40x18x32
Weight (g) 20
TAG SERIES RADIO RECEIVER TT2N
Frequency (MHz) 433,92
Radio compatibility with Era, NiceWay
Range transmitters and climatic sensors Estimated 150 m in open space, 20 m indoors
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TT2Z
Radio receiver and recessed control unit to control 
motors and lights

18 mm

32
 m

m

47
 m

m

Miniaturised radio receiver and re-
cessed control unit to manage awn-
ings, blinds, rolling shutters and other 
electrical loads via potential free 
output.

With Nice transmitters, the TT2Z lets you manage:

• dry contact controlled motors

• tubular motors with 4-wire power cable and 
absorption of less than 1A

• two independent switches, for example, to 
control two lights.

Possibility of memorising up to 30 Nice transmit-
ters, including three climatic sensors.

If the transmitter has a slider, this can be used to control 
manoeuvres in “man present” mode.

Personalisation: he desired motor manoeuvre time 
can be set from a minimum of 10 seconds to a maxi-
mum of 4 minutes.

he stop command can e set in three di erent modes, 
thanks to the configura le dr  contact.

Comfort: hree standard configurations or managing 
the climatic sensors: for indoor blackout screens, for 
rolling shutters and for outdoor awnings or blinds.

Sensor management is customisable.

Safety: When active, the Memory Locking function 
prevents memorising of further transmitters.

Easy quick programming: thanks to the  and 
S  ke s on ra  and ra  series transmitters. 
he LED indicator helps the user follow the correct 

programming procedure.

TECHNICAL SPECIFICATIONS

Code Description Pc/Pack
TT2Z Radio receiver and control unit for dry contact controlled motors, four-wire motors and lights 1

Code TT2Z
Power supply (Vac/Hz) 90-265 / 50-60
Absorbed power in stand-by (W) < 0.3
Protection level (IP) 20
Manoeuvre duration (sec) 10 ÷ 240 s
Operating temperature (°C Min/Max) -20 ÷ +55
Dimensions (mm) 47x18x32
Weight (g) 30
Frequency (MHz) 433,92
Radio coding FLO-R, O-CODE, F-CODE
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TT2L / TT2D
Radio receiver and recessed control units to control 
lighting systems

18 mm

32 m
m

40
 m

m

Miniaturised recessed radio receiv-
ers and control units compatible 
with Nice transmitters in the Era and 
NiceWay series.

o control loads at  ac mains voltage ith po er 
up to 1000W / 500 VA.

Protection class IP 20

Quick easy programming: thanks to the dedicated 
pushbutton.

An LED indicator helps the user follow the correct 
programming procedure, for example indicating when 
the set thresholds of the climatic sensor are exceeded.

Possibility of memorising up to 30 transmitters

• in Mode I: On - Off

• in ode    old to run  imer   imer .

Connection to the Volo S-Radio climatic sensor enables 
lights to be turned on and off by means of the "Sun" 
sensor.

imer programma le rom a minimum o  .  to a 
ma imum o  a out  hours  optimised programming 
procedure, maintenance of set values even during 
power failure.

ossi ilit  o  connecting a s itch or ired control in 
 mode.

TT2L, radio receiver and control unit for lighting 
systems.

   thanks to the 
switch connected directly to the power supply.

TT2D, radio receiver and control unit to control 
lighting installations from a number of points, with 
built-in switching module.

TECHNICAL SPECIFICATIONS

Code Description Pc/Pack
TT2L Radio receiver and control unit to control 230 Vaclighting systems 1
TT2D Radio receiver and control unit to control 230 Vaclighting systems with built-in switching module 1

Code TT2L TT2D
Power supply (Vac/Hz) 120 or 230 Vac, 50/60 Hz; (limits 100 - 255 V)
Maximum motor power 1000 W / 500 VA per Vn = 230 V, 600 W / 600 VA per Vn = 120 V
Protection level (IP) 20
Manoeuvre duration (sec) 1 s - 9 h (default TIMER1= 1 min, TIMER2= 10 min)
Levels Sun sensor (KLux) 5, 10, 15, 30, 45 Volo S-Radio
Programmable functions (Mode I) On - Off
Programmable functions (Mode II) On - Off - Man present - Timer1 - Timer2
Operating temperature (°C Min/Max) -20 ÷ +55
Dimensions (mm) 40x18x32
Weight (g) 20
Frequency (MHz) 433,92
Radio compatibility with Era, NiceWay
Range transmitters and climatic sensors Estimated 150 m in open space, 20 m indoors
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TTDMS
Recessed control unit with radio receiver and 
dimmer

18 mm

32 mm

47
 m

m

Mains electricity powered lamp dim-
mer with built-in radio receiver.

For electrical loads up to 250 W.

Possibility of memorising up to 30 transmitters

• in ode  immer p  oggle  immer o n

• in ode  ersonalised programming

An external pushbutton can be connected to turn the 
lamp on and off and adjust light intensity.

Quick easy programming: thanks to the dedicated 
pushbutton.

An LED indicator helps the user follow the correct 
programming procedure, for example indicating when 
the set thresholds of the climatic sensor are exceeded.

TECHNICAL SPECIFICATIONS

Code Description Pc/Pack

TTDMS Recessed control unit with built-in radio receiver for electrical loads up to 250 W, on/off and 
dimmer functions 1

Code TTDMS
Power supply (Vac/Hz) 230 Vac, ±10% 50 Hz
Maximum power of controlled load 250 W / 200 VA
Type of light source
(with 230 Vac input power ±1S0%, 50 Hz) Incandescent, halogen; adjustable: LED and neon

Maximum absorption
(excluding absorption of controlled load) < 500 mW in standby

Protection level (IP) 20
Operating temperature (°C Min/Max) -20 ÷ +55
Dimensions (mm) 47x18x32
Weight (g) 30
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TT1N / TT1V / TT1L
Radio receivers and control units with passthrough 
installation

98 mm

26
 m

m

Mindy TT1 miniaturised radio 
Mindy TT1 miniaturised radio with 
passthrough installation.

Protection class IP 55.

uilt in .   radio receiver ith more than .  
million billion combinations.

Sel learning o  ra and ice a  series transmitters and 
ice a  Sensor, emo, emo i e, and olo S adio 

climatic sensors.

Possibility of memorising up to 30 transmitters.

With internal terminal board.

TT1N for awnings and rolling 
shutters

For motors up to 500 W.

anages emo and olo S adio 
anages emo and olo S adio 

commands.

• ode  p  Stop  o n

• Mode II: Step-by-step - Up only - 
Down only - Stop.

anages emo and olo S adio 
anages emo and olo S adio 

commands.

Operating time can be programmed 
from a minimum of 4 seconds to a 
maximum of 4 minutes.

TT1V for Venetian blinds

ressing and holding the transmitter 
for less than 2 seconds activates 
the motor for the duration of the 
command only, adjusting the slant 
of the Venetian blind.

ressing or more than t o sec-
onds activates the full opening/
closing manoeuvre.

a imum fle i ilit  in controlling the 
motor with 2 transmitter memorisa-
tion modes:

• ode  p  Stop  o n

• Mode II: Step-by-step - Up only - 
Down only - Stop.

anages emo and olo S adio 
anages emo and olo S adio 

commands.

Operating time can be programmed 
from a minimum of 4 seconds to a 
maximum of 4 minutes.

TT1L for lighting and irrigation 
systems

o control loads at  ac voltage 
with power up to 500 W.

Controls a max. of 2 timers for 
automatic turn-off.

a imum control fle i ilit  ith  
transmitter memorisation modes:

• Mode I: On - Off with separate 
ke s

• ode  n    an resent 
 imer.

imer can e programmed rom a 
minimum of 0.5” to a maximum of 
about 9 hours.

TECHNICAL SPECIFICATIONS

Code Description
TT1N 433.92 MHz frequency receiver, rolling code. To control motors up to 500 W
TT1V 433.92 MHz frequency receiver, rolling code. For Venetian blinds. To control motors up to 500 W

TT1L 433.92 MHz frequency receiver, rolling code. To control loads at 230 Vac mains voltage with 
power up to 500 W

Code TT1N TT1V TT1L
Power supply (Vac/Hz) 230/50
Maximum motor power 500 W / 400 VA
Protection level (IP) 55

Manoeuvre duration (sec) Prog. 4-250 Timer1 Timer2 from 0.5” 
to 540’

Levels Wind sensor (Km/h) 5, 10, 15, 30, 45 Volo S-Radio -
Levels Sun sensor (KLux) 2, 5, 10, 20, 40 + self-learning Volo S-Radio -
Programmable functions (Mode I) Up - Stop - Down -

Programmable functions (Mode II) Step-by-step - Up only - Down only - Stop On - Off - Man present
Timer1 - Timer2

Operating temperature (°C Min/Max) -20 ÷ +55
Dimensions (mm) 98x26x20
Weight (g) 45
TAG SERIES RADIO RECEIVER TT1N TT1V TT1L
Frequency (MHz) 433,92
Radio compatibility with Era, NiceWay
Range transmitters and climatic sensors Estimated 200 m in open space, 35 m indoors
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NEW

Nice Pass
DIN module for access control

Wiegand portsEthernet port

USB port
for programming

Display to view 
control unit status

Bus T4

Arrow keys
to manage the menu

Dry contact outputs

Dry contact inputs

DIN module for access control with 
BusT4 output, 4 Wiegand ports, 4 dry 
contact inputs used as input contacts 
and 4 used as output contacts, ether-
net port.

ice ass is the access control conceived or uildings 
ith multiple entrances, such as locks o  flats, com-

mercial areas and public spaces.

ith ice ass, at an  moment the administrator user 
can view who is in the building, the date and time of 
each entr  or e it, confirmed and denied accesses and 
the status of each associated automation. If necessary, 
the system administrator can also block one or more 
users, preventing them from entering the building or 
area.

he s stem is supplied ith default settings, so can 
        

adopted. It can also be programmed if necessary.

Advanced programming he s stem can e pro-
grammed using an  e  ro ser hrome, plorer, 
ire o , etc. . roducts ith di erent technologies can 
e connected, such as ,   radio, po-

tential ree contact inputs and us . he us  output 
allo s numerous ice automations to e managed, 
while the Wiegand ports enable third-party devices 
to be connected. Up to 2000 radio channels can be 
memorised.

Advanced management Accessing the web area 
ena les definition o  areas, uildings and apartments, 
establishment of user access constraints and authori-
sations and definition o  the access points and devices 
to be used. It also provides useful information, such as 
active and non-active users and those present on-site, 
number of accesses, accesses allowed/not allowed, de-
tails of the users who have had access to the controlled 
area, access date and time and access point used.

TECHNICAL SPECIFICATIONS

Code Description Pc/Pack
ACNPS01 DIN module for NicePass access control 1

Code ACNPS01
ELECTRICAL DATA
Power supply (Vdc) 24
Absorption (A)   
RADIO RECEIVER
Frequency (MHz) 433.92
Encoding  D   B  
Local receiver range   
Signal cable length (input, output, Wiegand)   
Users  
Log  
OUTPUTS
Outputs    
Inputs DRY CONTACT
Ethernet port 10/100 Mbps
CHARACTERISTICS
Protection level (IP) 20
Operating temperature (°C Min/Max) 0 °C ÷ +40°C
Dimensions (mm) 157,5x89,2x55,3
Weight (g) 400

DIMENSIONS

55,3

89
,2

35

157,5

COMMON ACCESSORIES

ETWI
Interface with Wiegand 
26303437 protocol for use 
with a radio control device 

ith ice ass.

c. ack  
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Simple management via web
The complete and intuitive Nice 
Pass user interface integrates a 
web platform the administrator can 
access easily from a PC or other 
mobile device, both locally and 
remotely.

he plat orm displa s detailed in orma-
tion on accesses, users and associated 
automations. he administrator can 
also modify system settings at any 
moment.

1. he main dash oard displa ed on the home page 
provides the administrator with statistics on the num-
ber of users and number of accesses taking place in 
a given period of time.

he s stem also provides in ormation on users and 
respective access times.

2. Calendar management enables access to be 
restricted at individual user or user group level ac-
cording to a predefined calendar.

For example, the administrator can prevent the 
access of a group of users during weekends and 
holidays, or create ad hoc calendars.

3. he administrator can configure the s stem archi-
tecture completely, by simply selecting inputs and 
outputs, combining devices and creating areas.
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Nice Pass, residential example

3. Sectional door

4. Access to the
engine room

1. Pedestrian gate

2. Sliding gate

Access and remote control man-
       

situation with a number of automa-
tions and a considerable number of 
people with access to communal 
and private areas according to their 

  ice ass ena les admin-
istrators o  a lock o  flats or concierges to manage 
accesses easil  and directl  he  can easil  grant or 
revoke access for one or more users and the asso-
ciated control devices, or group them as residents, 
maintenance staff and guests according to their 
profile. rea or time restrictions can e created or 
each of the different group levels.

Example of applications in a residential context.

Wiegand

Dry contact
to 4.

Bus T4
to 1. - 2. - 3.

EXAMPLE OF USER MANAGEMENT

GROUP USER 1. PEDESTRIAN 
GATE 2. SLIDING GATE 3. GARAGE DOOR 4. PLANT ROOM

MAINTENANCE 
OPERATIVES

Weekdays 09:00 - 13:00 -

Plumber 07:00 - 23:00 - 07:00 - 23:00

Electrician 07:00 - 23:00 - 07:00 - 23:00

RESIDENTS

Flat 1 24/7

Flat 2 24/7

Flat 3 24/7

Flat 4 24/7
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Nice Pass, car park example

2. Entrance Barrier

3. Digital Display

1. Exit Barrier

4. Tag Reader for Input / output

Management of the automations 
delimiting a car park and the devic-
es controlling access to a private or 
company car park.

ice ass ena les the administrator user to restrict 
access to a car park to enabled users only, accord-
ing to the access criteria defined at user or group 
level. he date and time o  each entrance or e it is 
recorded.

Example of applications in a commercial context.

Wiegand

Dry contact
to 4.

Bus T4
to 1. - 2. - 3.

EXAMPLE OF USER MANAGEMENT

GROUP USER ACCESS TO CAR PARK

EMPLOYEES
Morning shift 05:00 - 15:00

Afternoon shift 13:00 - 23:00

Night shift 21:00 - 07:00

Security personnel Surveillance 24/7
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Accessories

System of photocells, key-operated and digital 
selector switches, transponder readers and 
controlling entries

212. The range
214. Era Photocell S
216. Era Photocell M
218. Era Photocell L
220. Era Keypad
221. Era Keypad wireless
222. Era Key switch
223. Era Transponder reader
224. Era Post

Flashing lights
226. Era Light
227. Wallyght

Wireless accessory system
228. Nice Solemyo Air Net System

Photocells and safety devices
232. Nice&Safe
234. FT210
235. F210

Key-operated selector
236. Kio
236. Kiomini

Heating device
237. 

Integrated software management
238. TTPCI
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Nice Era photocells,
selectors & proximity reader
The Nice generation 
of optical devices 
for automation 
safety, available 
with Nice BlueBUS 
technology for 
  

installation

Three different sizes of photo-
cells synchronized to meet any 
need and complete the safety 
and comfort of every automa-
tion system, also in the tightest 
spaces, perfect for use with reno-
vations to cover annoying existing 
set-ups.

> SLIM

With only 30 mm width, also in 
burglar-proof version, ideal for tight 
spaces.

> MEDIUM

n anti intrusion, reflective, ireless and 
positionable versions, ideal for the most 
common systems.

> LARGE

ositiona le, also in versions or recessed mounting 
with 9 mm projection, ideal for concealed installa-
tions.
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> ERA KEYPAD

Extremely strong metal body, 27 millimetres depth and 
only 13 mm from the wall for the recessed mounting 
version.

> ERA KEY

Wafer thin, only 13 millimetres depth from the wall in the 
recessed versions.

> ERA TRANSPONDER READER

ransponder pro imit  reader or cards and adges 
ith customi ed programming.

DIGITAL SELECTOR 
WIRELESS (EDSWG)

Digital selector in bur-
glar-resistant version 13 
keys.

DIGITAL SELECTORS 
(EDS)

Digital selector in bur-
glar-resistant version for 
outdoor and recessed 
installation.

KEY SELECTORS 
WITH EUROPEAN 
CYLINDER (EKSU)

Key selectors in version 
for outdoor or recessed 
mounting.

KEY SELECTORS 
WITH STANDARD CYL-
INDER (EKS)

Key selectors in version 
for outdoor or recessed 
mounting.

PROXIMITY READ-
ERS (ETP)

ro imit  readers or 
card and badge reading.

Transponder BADGE

Convenient transponder 
badge with a practical 
through hole to add the 
key chain on.
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Era Photocell S
Fixed, synchronized photocells Slim, also with Nice 
BlueBUS technology

Safe:  t pe device according to specification  
which allows to pick-up obstacles on the optical axis 

et een transmitter  and receiver .

Using the fototest function it is possible to achieve class 
 sa et  ault according to specification  .

Antiglare circuit which eliminates possible sunlight 
interference.

Practical: 8° angle of reception.

Resistant and vandal-proof: ABS body resistant to 
weather conditions, available also in burglar-resistant 
version with metal shell.

EPS
EPSB

EPSA
EPSAB

Nice BlueBUS technology: available with the Blue-
BUS system, which allows an easy connection to the 
control unit of all devices with only two wires, by simply 
connecting them in parallel and selecting the jumpers 
or addressing according to the needed unction. he 
system acquires automatically the devices connected to 
the BlueBus network.

utomatic s nchroni ation et een multiple photocell 
pairs in order to avoid other possible interferences 
between the devices.

IB interface: allows the connection of proximity readers 
ith ice lue S technolog  to control units having 

terminals for traditional contacts.
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PHOTOCELLS

Code Description Pc/Pack
EPS Pair of outdoor photocells Slim 1
EPSA Pair of outdoor photocells Slim, burglar-resistant metal body 1

PHOTOCELLS WITH NICE BLUEBUS TECHNOLOGY

Code Description Pc/Pack
EPSB          B B  1
EPSAB          B B     1
IB    B B      1

TECHNICAL SPECIFICATIONS

Estimated range (m) Power supply Absorption (mA) Protection level 
(IP)

Operating 
temperature (°C 

Min/Max)
Relay range Dimensions (mm) Weight (g)

EPS
15

24 Vac/Vdc limits: 18-35 
Vdc, 15-28 Vac

   44 -20 ÷ +50
max 500 mA and 

48 V
30x27x106 h 120

EPSA 31x28x108 h 440

TECHNICAL SPECIFICATIONS WITH NICE BLUEBUS TECHNOLOGY

Estimated range (m) Electric power supply output Protection level 
(IP)

Operating temperature 
(°C Min/Max) Dimensions (mm) Weight (g)

EPSB           
device can signal an obstacle also in adverse 

weather conditions)

the devices can be connected only to 
B B       

the power supply and transmits the output 
signals

44 -20 ÷ +50

30x27x106 h 120

EPSAB 31x28x108 h 440

Power supply Absorption with power 
pack 24 Vdc

Absorption with power 
pack 24 Vac  B B Protection level 

(IP)

Operating 
temperature (°C 

Min/Max)
Dimensions (mm) Weight (g)

IB 16 ÷ 35 Vdc
18 ÷ 28 Vac

50 mA (add approx. 50 mA 
for each photocell pair)

44 mA (add approx. 40 mA 
for each photocell pair)

with a load of max 9 
B B  

30 -20 ÷ +50 86x58x22 h 72

IB
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BLUEBUS

Era Photocell M
     

positionable, also with Nice BlueBUS technology

    
and wireless versions.

Safe:  t pe device according to specification  
which allows to pick-up obstacles on the optical axis 

et een transmitter  and receiver .

Using the fototest function it is possible to achieve class 
 sa et  ault according to specification  .

Antiglare circuit which eliminates possible sunlight 
interference.

Fast easy installation: the wireless technology 
 eliminates the need to ire the photocells to 

the control unit and provide routing and cable ducts. 
he devices inter ace ith the control unit through an 

ultra compact dedicated module  hich can e 
housed directly in the motor or the control unit if sepa-
rate. p to  devices ith ice lue S technolog  can 
be connected to the same IBW interface.

hanks to the reflective technolog  , ust the 
main photocell needs to e ired and not the reflective 
mirror, saving time.

EPMOW EPMOR
EPM
EPMB

EPMO
EPMOB

EPMA
EPMAB

EPMAO
EPMAOB

Built in LED light in the EPMOR version: the optional 
  light module can e installed in the  

photocell to light the transit area, act as a flashing light or 
provide diagnostic information.

Universal system:  has a rela  output or con-
nection to any new or existing automation system.

   photocells have a 
diagnostic LED which indicates possible anomalies and 
battery status, facilitating installation and maintenance.

Practical:  angle o  reception. he positiona le 
versions allow for the compensation of centering gaps 
up to 30°.

Resistant and vandal-proof: ABS body resistant to 
weather conditions, available also in burglar-resistant 
version with metal shell.

Nice BlueBUS technology: available with the Blue-
BUS system, which allows an easy connection to the 
control unit of all devices with only two wires, by simply 
connecting them in parallel and selecting the jumpers 
or addressing according to the needed unction. he 
system acquires automatically the devices connected to 
the BlueBus network.

utomatic s nchroni ation et een multiple photocell 
pairs in order to avoid other possible interferences 
between the devices.
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PHOTOCELLS

Code Description Pc/Pack
EPM Pair of outdoor photocells 1
EPMO Pair of outdoor photocells, 30° positionable 1

PHOTOCELLS WITH NICE BLUEBUS TECHNOLOGY

Code Description Pc/Pack
EPMB         B B  1

EPMOB           B B  
network 1

WIRELESS PHOTOCELLS WITH BLUEBUS TECHNOLOGY

Code Description Pc/Pack
EPMOW Pair of self-synchronised surface-mounted wireless photocells 1

PHOTOCELLS WITH REFLECTIVE TECHNOLOGY

Code Description Pc/Pack
EPMOR      1

PHOTOCELLS - BURGLAR-RESISTANT METAL BODY

Code Description Pc/Pack
EPMA Pair of outdoor photocells, burglar-resistant metal body 1

PHOTOCELLS - BURGLAR-RESISTANT METAL BODY WITH NICE BLUEBUS TECHNOLOGY

Code Description Pc/Pack

EPMAB         B B   -
sistant metal body 1

PHOTOCELLS - POSITIONABLE BURGLAR-RESISTANT METAL BODY

Code Description Pc/Pack
EPMAO Pair of outdoor photocells, 30° positionable 1

PHOTOCELLS - BURGLAR-RESISTANT POSITIONABLE METAL BODY WITH NICE BLUEBUS TECHNOLOGY

Code Description Pc/Pack

EPMAOB           B B  
network 1

TECHNICAL SPECIFICATIONS

Estimated range (m) Power supply Absorption 
(mA)

Photocell 
adjustability

Protection 
level (IP)

Operating 
temperature 
(°C Min/Max)

Relay range Dimensions 
(mm) Weight (g)

EPM

15 (30 with jumper + 
“10” cut)

without jumper 24 Vac/
Vdc limits: 18-35 Vdc, 

15-28 Vac
with 12 Vac/Vdc jumper 

limits: 10-18 Vdc, 
9-15 Vac

   

-

44 -20 ÷ +50
max 500 mA and 

48 V

50x29x80 h 140

EPMO 30° approx. on 
the all axes

50x38x80 h 160

EPMA - 50x31x80 h 480

EPMAO 30° approx. on 
the all axes

50x38x80 h 530

EPMOR 8 (maximum range in 
optimum conditions 15)

12-24 V 50
approx. 10° on 

all axes
50x40x105 h 83

TECHNICAL SPECIFICATIONS WITH NICE BLUEBUS TECHNOLOGY

Estimated range (m) Electric power supply 
output

Photocell 
adjustability Protection level (IP)

Operating 
temperature
(°C Min/Max)

Dimensions (mm) Weight (g)

EPMB
      
        

obstacle also in adverse weather 
conditions)

the devices can be connected 
  B B   

from which it receives the power 
supply and transmits the output 

signals

-

44 -20 ÷ +55

50x29x80 h 140

EPMOB 30° approx. on the 
all axes

50x38x80 h 160

EPMAB - 50x31x80 h 480

EPMAOB 30° approx. on the 
all axes

50x38x80 h 530

EPMOW 20 (maximum range in optimum 
conditions 40)

3 V DC, with CR123 lithium 
battery

approx. 10° on the 
vertical axis

50x40x105 h 200

Power supply Absorption with power 
pack 24 Vdc

Absorption with power 
pack 24 Vac  B B Protection level 

(IP)

Operating 
temperature (°C 

Min/Max)
Dimensions (mm) Weight (g)

IB 16 ÷ 35 Vdc
18 ÷ 28 Vac

50 mA (add approx. 50 mA 
for each photocell pair)

44 mA (add approx. 40 mA 
for each photocell pair)

with a load of max 9 
B B  

30 -20 ÷ +50 86x58x22 h 72

Power supply  B B Protection level (IP) Operating temperature 
(°C Min/Max) Dimensions (mm) Weight (g)

IBW     B B  
terminal of the automation control unit.

       B B  
units

30 -20 ÷ +70 18 x 33 x 40 h 25

Power supply Absorbed power (W) Protection level (IP) Operating temperature 
(°C Min/Max) Dimensions (mm) Weight (g)

ELMM 12-24 V 1 45 -20 ÷ +55 40 x 30 x 25 h 20

ACCESSORIES

Code Description Pc/Pack
IB    B B      1
IBW         B B  1
ELMM LED light module for EPMOR 1
POE Wall support for Era photocells 1

IB ELMM POE
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BLUEBUS

Era Photocell L
     

positionable, also with Nice BlueBUS technology, 
both surface mounted and recessed

Easy and versatile: recessed versions  com-
patible with the most popular standards on the market 
to replace the old photocells or cover annoying existing 
setups without the need of extra adaptors.

Safe:  t pe device according to specification  
which allows to pick-up obstacles on the optical axis 

et een transmitter  and receiver .

Using the fototest function it is possible to achieve class 
 sa et  ault according to specification  .

he models , ,  provide or  range 
levels.

EPL
EPLB

EPLO
EPLOB

EPLIO
EPLIOB

Antiglare circuit which eliminates possible sunlight 
interference.

he positiona le versions allo  or the compensation o  
centering gaps up to 30°.

Discreet: polycarbonate body, extremely strong with 
minimal projection of 9 millimetres from the wall for the 
recessed mounting version.

Pratical: adapter bowl EKA03 to simplify useful prepara-
tions for recessed mounting.

Nice BlueBUS technology: all versions with the Blue-
BUS system allow an easy connection to the control unit 
of all devices with only two wires, by simply connecting 
them in parallel and selecting the jumpers for addressing 
according to the needed function.

he s stem automaticall  ac uires the devices con-
nected to the BlueBus network and allows automatic 
s nchroni ation ith multiple photocells in order to avoid 
other possible interferences.

IB interface: allows the connection of photocells with 
ice lue S technolog  to control units having termi-

nals for traditional contacts.
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PHOTOCELLS

Code Description Pc/Pack
EPL Pair of surface-mounted photocells Large 1

PHOTOCELLS WITH NICE BLUEBUS TECHNOLOGY

Code Description Pc/Pack
EPLB          B B 1

POSITIONABLE PHOTOCELLS

Code Description Pc/Pack
EPLO Pair of surface-mounted photocells Large, 30° positionable 1

POSITIONABLE PHOTOCELLS, WITH NICE BLUEBUS TECHNOLOGY

Code Description Pc/Pack

EPLOB Pair of surface-mounted photocells Large, 30° positionable, for connections via 
 B B 1

POSITIONABLE PHOTOCELLS, FOR RECESSED MOUNTING

Code Description Pc/Pack
EPLIO Pair of photocells Large for recessed mounting, 30° positionable 1

SWIVEL PHOTOCELLS, FOR RECESSED MOUNTING WITH NICE BLUEBUS TECHNOLOGY

Code Description Pc/Pack

EPLIOB Pair of photocells Large for recessed mounting, 30° positionable, for connection 
  B B 1

TECHNICAL SPECIFICATIONS

Estimated range (m) Power supply Photocell 
adjustability

Absorption 
(mA)

Protection 
level (IP)

Operating 
temperature 
(°C Min/Max)

Relay range Dimensions 
(mm) Weight (g)

EPL

15 (30 with jumper + 
“10” cut)

without jumper 24 Vac/
Vdc limits: 18-35 Vdc, 

15-28 Vac
with 12 Vac/Vdc jumper 

limits: 10-18 Vdc, 
9-15 Vac

-

   44 -20 ÷ +50
max 500 mA and 

48 V

70x30x70 h 160

EPLO
30° approx. on 

the all axes

70x38x70 h 180

EPLIO 70x66+9x70 h 185

TECHNICAL SPECIFICATIONS WITH NICE BLUEBUS TECHNOLOGY

Estimated range (m) Electric power supply 
output

Photocell 
adjustability Protection level (IP)

Operating 
temperature
(°C Min/Max)

Dimensions (mm) Weight (g)

EPLB       
        

obstacle also in adverse weather 
conditions)

the devices can be connected 
  B B   

from which it receives the power 
supply and transmits the output 

signals

-

44 -20 ÷ +50

70x30x70 h 140

EPLOB
30° approx. on the 

all axes

70x38x70 h 160

EPLIOB 70x66+9x70 h 185

Power supply Absorption with power 
pack 24 Vdc

Absorption with power 
pack 24 Vac  B B Protection level 

(IP)

Operating 
temperature (°C 

Min/Max)
Dimensions (mm) Weight (g)

IB 16 ÷ 35 Vdc
18 ÷ 28 Vac

50 mA (add approx. 50 mA 
for each photocell pair)

44 mA (add approx. 40 mA 
for each photocell pair)

with a load of max 9 
B B  

30 -20 ÷ +50 86x58x22 h 72

ACCESSORIES

Code Description Pc/Pack
IB    B B      1

EKA03 B                 B  
D  D B 50

POE Wall support for Era photocells 1

IB POE
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Era Keypad
12 key digital selector, also with Nice BlueBUS 
technology, available in the recessed mounting 
version

EDS
EDSB

EDSI
EDSIB

Wafer-thin: extremely strong metal body, 27 millimetres 
depth and only 13 mm from the wall for the recessed 
mounting version.

Safe: the combination is a 1 to 9 digit number, this 
allows the generation of 999,999,999 possible combi-
nations!

Backlit keypad.

Easy programming:

•  programming modes  as  or ro essional

• possibility to program the number of uses of a specif-
ic com ination

• 255 storable combinations expandable, on EDS and 
EDSI up to 510 combinations with a second addition-
al memory BM1000.

With a O-Box interface you can manage easily any kind 
of programming of the BM1000 memory, in proximity of 
the s stem or also at a distance, directl  rom the o fice 
of the installer.

o  is inter aced ith the , thus allo ing an order-
ly storing of all installations.

Nice BlueBUS technology: vailable with BlueBUS sys-
tem which allows an easy connection to the control unit 
of all devices with only two wires, by simply connecting 
them in parallel and other exclusive functions:

• 2 keys for the activation of two different commands 
chosen among  availa le ones or e ample, step 
operation, close, open , depending on the control unit 
to hich the  are connected to

• up to  control devices S S  and  
hich can e connected also ith a mi ed configu-

ration

• possibility of insertion of a block/unblock function.

Two different visual signalling depending on the 
state of automation:

• red  hen the automation is closed or is closing

• green: during opening operation or in the case in 
which the “automation block” function is active.

DIGITAL SELECTORS

Code Description Pc/Pack
EDS D           1
EDSI D              1

MORX D         D D       B     
combinations 1

TECHNICAL SPECIFICATIONS

Protection level (IP) Dimensions (mm) Weight (g)
EDS 44 70x27x70 h 200

EDSI 54 70x66+13x70 h 160

Storage capacity Range relè Power supply Maximum 
absorption

Protection level 
(IP)

Operating 
temperature 
(°C Min/Max)

Dimensions 
(mm) Weight (g)

MORX

 B    
510 combinations 
or 510 MOCARD, 
MOCARDP and 

B

max. 500 mA and 
48 Vac/Vdc

10 ÷ 35 Vdc,
12 ÷ 28 Vac

24 Vdc=70 mA
24 Vac=200 mA
12 Vdc=150 mA
12 Vac=300 mA

with 1 ETP or up to 
4 EDS/EDSI

30 -20 ÷ +70 98x42x25 h 65

MORX

DIGITAL SELECTORS WITH NICE BLUEBUS TECHNOLOGY

Code Description Pc/Pack
EDSB       B B     1

EDSIB       B B       
metal body 1

TECHNICAL SPECIFICATIONS WITH NICE BLUEBUS TECHNOLOGY

Power supply Absorption Protection level (IP) Dimensions (mm) Weight (g)
EDSB

 B B  B B  
44 70x27x70 h 200

EDSIB 54 70x66+13x70 h 160

AUXILIARY EQUIPMENT FOR RECESSED MOUNTING VERSIONS

Code Description Pc/Pack

EKA03 B                
 B  D  D B 50

EKA02    D  D B    10
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Era Keypad wireless
13 key digital selectors, with radio connection, 
100% wireless

Digital radio selector with FloR 52 bit coding: is 
compatible with FloR with rolling code and generates 
4.5 trillions of combinations, self-learning.

Complete: 3 transmission channels to control 3 auto-
mated s stems or  di erent customi ed commands or 
the single automated system.

Convenient: no cabling needed and an estimated 
range of 25 m in free space and 15 m inside buildings.

Backlit keypad in poor light conditions.

Acoustic feedback.

Safe: the combination is a 1 to 9 digit number, this 
allows the generation of 999,999,999 possible combi-
nations!

Economic: extremely reduced consumption, transmis-
sion is activated at the pressure of a key and turns off 
automatically.

he am ient light sensor activates lighting o  the ke -
board only when this is necessary.

Thin: extremely strong metal body, only 27 millimetre 
depth.

DIGITAL WIRELESS SELECTOR

Code Description Pc/Pack
EDSWG Digital switch via radio compatible with Flor three-channel receivers, three passwords 1

TECHNICAL SPECIFICATIONS

Power supply B  Frequency Radiated 
power

Radio 
coding

Operating 
temperature 
(°C Min/Max)

No. of digits 
combination

Estimated 
range (m)

Protection 
level (IP)

Dimensions 
(mm) Weight (g)

EDSWG
6 Vdc with 2 

lithium batteries 
type CR2430

estimated 2 
years with 10 
transmissions 

per day

433.92 MHz 
± 100 KH

< 1 mW 
e.r.p.

rolling code 
52 bit FloR

-10° ÷ +55° from 0 to 8
25 in open 
space, 15 
indoors

54 70x27x70 h 200
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Era Key switch
Key selectors for outdoor and recessed installation 
with automatic return lock, European or standard 
cylinder

EKSEU EKSIEU

EKS EKSI

Selectors in burglar-resistant version 
with metal shell.

Wafer thin: only 13 millimetres depth from the wall 
in the recessed versions  and  millimetres in the 
outdoor versions .

Electrical contacts and levers protected by plastic 
container.

Employable as direct motor command in applications 
ith mains po er source  ac .

Flexible solution: recessed versions with bowl 
supplied, for new installations or existing setups with 
adaptor EKA02.

KEY SELECTORS

Code Description Pc/Pack
EKSEU Key selector Era series, European cylinder, for outdoor installation 1
EKSIEU Key selector Era series, European cylinder, for recessed mounting 1
EKS Key selector Era series, for outdoor installation 1
EKSI Key selector Era series, for recessed mounting 1

ACCESSORIES

Code Description Pc/Pack
CHS Neutral key for EKS, EKSI 1
CHEU Neutral key for EKSEU, EKSIEU 1

EKA03 B                
 B  D  D B 50

EKA02    D  D B    10

TECHNICAL SPECIFICATIONS

Contact range Protection level (IP) Dimensions (mm) Weight (g)
EKSEU

10 (2) A - 250 Vac 44

70x43x70 h 490

EKSIEU 70x66+13x70 h 530

EKS 70x32x70 h 360

EKSI 70x66+13x70 h 450
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Era Transponder reader
Transponder proximity reader for cards and 
badges, bimodal transmitters Flor-m, also with Nice 
BlueBUS technology

ETP MOCARD
MOCARDP

HSB1

Easy programming:

•  programming modes  as  or ro essional

• allows you to determine which cards/badges are 
ena led on the s stem

• possibility of programming the number of uses availa-
le to a specific card or adge

•  stora le cards adges e panda le, on , up to 
510 cards/badges with a second additional memory 

•  modes static and d namic  to activate t o di erent 
commands  version .

With a O-Box interface you can manage easily any kind 
of programming of the BM1000 memory, in proximity of 
the s stem or also at a distance, directl  rom the o fice 
of the installer.

o  is inter aced ith the , thus allo ing an orderl  
storing of all installations.

Nice BlueBUS technology: available with BlueBUS  
 s stem hich allo s an eas  connection to 

the control unit of all devices with only two wires, by 
simply connecting them in parallel and other exclusive 
functions:

•  modes static and d namic  or the activation o  t o 
different commands chosen among 6 available ones 
or e ample, step operation, close, open , depending 

on the control unit to hich the  are connected to

• possi ilit  o  insertion o  a lock un lock unction

• up to  control devices S S  and  hich 
can be connected via BlueBUS, also with a mixed 
configuration.

Transponder badge HSB1 ractical in use, can e 
added to the key chain so as to be always available.

PROXIMITY READER

Code Description Pc/Pack

ETP      D  D        
decoder 1

MORX D         D D       B     
combinations 1

BM1000 Additional memory for additional 255 combinations 5

PROXIMITY READER WITH NICE BLUEBUS TECHNOLOGY

Code Description Pc/Pack
ETPB        B B  1

ACCESSORIES

Code Description Pc/Pack
MOCARD     B 10
MOCARDP     B       10
HSB1      B       10

TECHNICAL SPECIFICATIONS

Description Acquisition distance (cm) Protection level (IP) Dimensions (mm) Weight (g)

ETP D  D   B  
reader

3 ÷ 6 54 70x26x70 h 265

Storage capacity Range relè Power supply Maximum 
absorption

Protection 
level (IP)

Operating 
temperature 
(°C Min/Max)

Dimensions 
(mm) Weight (g)

MORX

 B   
max. 510 MOCARD 
and MOCARDP or 

combination

max. 500 mA and 
48 Vac/Vdc

10 ÷ 35 Vdc
12 ÷ 28 Vac

24 Vdc=70 mA
24 Vac=200 mA
12 Vdc=150 mA
12 Vac=300 mA
(with 1 MOM or 

4 MOT)

30 -20 ÷ +55 98x42x25 h 65

MORX

TECHNICAL SPECIFICATIONS WITH NICE BLUEBUS TECHNOLOGY

Power supply Absorption Acquisition distance 
(cm) Protection level (IP) Dimensions (mm) Weight (g)

ETPB  B B  B B  up to 4 54 70x26x70 h 270
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Era Post
Outdoor aluminium posts for photocells, 
selectors and proximity readers, with height 
500 mm and 1000 mm

Modern design: e  post line or the installation o  medium 
and large si ed photocells.

Easy to install: simplified installation or the setting in a so-
lute freedom of one’s own safety area.

Code

EP
M

/E
PM

B

EP
M

O/
EP

M
OB

EP
M

OR

EP
M

OW

EP
L/

EP
LB

EP
LO

/E
PL

OB

PH
W

**

ED
S/

ED
SB

ED
W

ET
P/

ET
PB

EK
S

EK
SE

U

PPH1 • • • • •
PPH2 • • • • •* •* •* •* •*
PPH3 • •
PPH4 • •
PPK • • • • •

* The installation requires the EKA01 plug adaptor.
** The installation of the solar photocell requires the PHWA1 plug adaptor.

PPH3 PPH1 PPH4 PPH2 PPK

Code Description Pc/Pack
PPH1 Aluminium column with protected housing for 1 photocell, medium and large size, 500 mm h 2
PPH2 Aluminium column with protected housing for 1 photocell, medium and large size, 1000 mm h 2
PPH3 Aluminium post with protected housing for 1 photocell Medium, 500 mm h 2
PPH4 Aluminium post with protected housing for 1 photocell Medium, 1000 mm h 2
PPK Aluminium post with housing for 1 selector 1100 mm h 2
EKA01       D  D B  D   B    1
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PPH3 PPH1 PPH4 PPH2 PPK

Code Description Pc/Pack
PPH1 Aluminium column with protected housing for 1 photocell, medium and large size, 500 mm h 2
PPH2 Aluminium column with protected housing for 1 photocell, medium and large size, 1000 mm h 2
PPH3 Aluminium post with protected housing for 1 photocell Medium, 500 mm h 2
PPH4 Aluminium post with protected housing for 1 photocell Medium, 1000 mm h 2
PPK Aluminium post with housing for 1 selector 1100 mm h 2
EKA01       D  D B  D   B    1
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Era Light
Flashing LED signal light

Universal: he flashing light is availa le in t o versions  
90-240 Vac and 12-36 Vdc.

hanks to the ide range o  po er supplies,  is 
compatible with different electrical standards and can 
also be installed in areas at risk of voltage surges.

Practical: body particularly shock resistant, designed 
or fi ing in various positions.

Energy saving: hanks to the  technolog ,  
and ELDC consume about 80% less than traditional 
flashing lights.

All versions have a built-in 433.92 MHz antenna.

rotection class .

TECHNICAL SPECIFICATIONS

Code Description Pc/Pack
ELAC Neutral, LED light, 90-240 Vac, for compatible control units 1
ELDC Neutral, LED light, 12-36 Vdc, for compatible control units 1

Code ELAC ELDC
TECHNICAL SPECIFICATIONS
Power supply 90-240 Vac, 50/60 Hz 12-36 Vdc
Maximum absorption* (mA) 36 230
Maximum power* (W) 5 5,6
B white LED

  Yes
PERFORMANCE DATA
Max. operating cycle 33% (5s ton, 10s toff) 50% (5s ton, 5s toff)
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 44
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 132x72x155

* Consumption measured with LED always on.

TABLE OF FLASHING LIGHT/CONTROL UNIT COMPATIBILITY

Code

M
C2

00

DP
RO

50
0

M
C8

00

A9
24

M
C8

24
H

M
C4

24
L

W
AL

KY

HY
KE

RO
AD

RO
BU

S

RU
N

NA
KE

D 
SL

ID
IN

G 
40

0/
SL

IG
HT

TU
B

SP
Y

SP
IN

 / 
SP

IN
BU

S

TE
N

SO
ON

S/
M

/L
 B

AR

W
ID

E

ELAC • • • •
ELDC • • • • • • • • • • • • • • •

VERSATILE: CAN BE MOUNTED ON A SURFACE, COLUMN OR WALL
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Wallyght
Multi-function LED indicator

The only version with 12/24 Vac/Vdc 
     -

tion, courtesy light function or dusk 
sensor function.

A new idea for improved safety: when connected to 
compatible control units, Wallyght can act as a normal 
flashing light, or provide am ient lighting like a fi ed 
courtesy light.

When connected to a 12/24 Vac/Vdc output, Wallyght 
can remain permanently lit, and also be activated at 
dusk to then turn off at dawn thanks to the integrated 
dusk sensor.

     the two 1 W-LEDs 
guarantee a li etime o  .  hours continuous use .

Horizontal, wall or ceiling mounting: combined with 
the possibility of orienting the light beam and compact 
dimensions o  the  o , use o  all ght is even 
more fle i le.

TECHNICAL SPECIFICATIONS

Code Description Pc/Pack
WLT Multi-function LED indicator. 1

TABLE OF FLASHING LIGHT/CONTROL UNIT COMPATIBILITY

Code

A9
24

M
C8

24
H

M
C4

24
L

W
AL

KY

HY
KE

RO
AD

RO
BU

S

RU
N

NA
KE

D 
SL

ID
IN

G 
40

0/
SL

IG
HT

SP
Y

SP
IN

 / 
SP

IN
BU

S

TE
N

SO
ON

S/
M

/L
 B

AR

W
ID

E

WLT • • • • • • • • • • • • • • •

RECOMMENDED INSTALLATION MODE

PATH INDICATORS ON ENTRANCE PATHWAYS COURTESY LIGHT
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Nice Solemyo
Air Net System
Automation safety devices 
becomes wireless control systems!

hotocells, sensitive edge and flashing lightings all ac uire 
a new function: power is supplied by means of an integral 
miniature solar panel.

he solar panel po ers rechargea le atteries to ensure 
independent operation of the automation system in any 
conditions.

Era Light Solemyo
Flashing light

Kit Solemyo
Solar power kit

Era TCW Solemyo
Sensitive edge transmitter

Era Photocell Solemyo
hotocell

Era Post Solemyo
Solem o ra hotocell ost
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SOLEMYO 24V

Solemyo
Solar power system for automation systems

PSY24

SYP

Solemyo is the solar power system 
to automate gates, garage doors and 
road barriers, even those located far 
from the electrical mains.

Solemyo is available both in kit version and single 
products.

Installable anywhere: without the need for connec-
tions or excavations, even in the most remote locations 
or those di ficult to access ith the po er mains.

Increased savings and respect for the environ-
ment: thanks to solar energy, free and clean: an ecolog-
ical and intelligent choice ith short term enefits.

Low consumption with no risk of blackouts: the 
extended duration of the energy reserve, combined with 
the low consumption of the automations, guarantee 
operation also in prolonged overcast conditions.

Less consumption, more autonomous operation!

er ect operation ensured even at night time or in 
prolonged overcast conditions, guaranteeing comfort 
and safety.

Ease of use: the SYA1 auxiliary power supply unit ena-
bles rapid battery charging via a 230 Vac power mains, 
as an alternative to the photovoltaic module.

Battery charge status Led indicators.

Installation advice: if two or more parallel-connected 
solar panels have to be installed, purchase individually 
the items that make up the Solemyo system to increase 
the system’s charging capacity or use just one SYA1 
trans ormer to charge several S  atter  o es.

The kit contains:

SYP: photovoltaic panel for 24 V supply.

PSY24: 24 V battery box with control circuit and carry 
handles. It stores the electrical energy produced by 
the S  panel, ith continuous and permanent suppl  
throughout the day.

Cables and connectors necessary for the connection.

TECHNICAL SPECIFICATIONS

Code Description Pack/Pallet

SYKCE Solar power kit comprising SYP photovoltaic panel and PSY24 battery box with charging control 
circuit 21

SYP Photovoltaic panel for 24 V supply with maximum power 15 W
SYP30 Photovoltaic panel for 24 V supply with maximum power 30 W
PSY24 24 V battery box with control circuit and carry handles

The SYP30 photovoltaic panel

Sold individually, is ideal in all the situations with low exposure to the sun or 
automations with high intensity of use.

Code PSY24 SYP30 SYP SYA1
Power supply (Vac 50/60 Hz) - 110 ÷ 240
Rated voltage (V) 24 -
Maximum current (A) 10 -
Peak power (Wp) - 30 15 -
Maximum power (W) - 60
Rated battery capacity (Ah) 20 -
Protection level (IP) 44 -
Working temp. (°C Min/Max) -20 ÷ +50* -40 ÷ +85 0 ÷ +40
Complete recharging time (hours) ~ 15** -
Dimensions (mm) 235x170x258 h 450x25x550 h 390x28x415 h 132x58x30 h
Weight (kg) 14 3,5 1,9 0,345

* 0 ÷ 40 if recharged from the power mains with SYA1 power supply unit.
** Using the power supply unit via the mains.

INSTALLATION DIAGRAM

Flexible: Solemyo adapts perfectly to all types of installation.

ACCESSORIES

SYA1
o er suppl  unit or 

charging the battery 
S  rom the suppl  

mains.

c. ack  
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Nice Solemyo
Air Net System

LLW PHW PPH1

PHWA1

  

Quick installation: no need to lay wiring to connect 
the accessories to the control unit, drilling holes or 
laying raceways: just position them as appropriate and 
let the control unit identify them.

Devices interface with the control unit by means of a 
special, very compact interface module that can be 
fitted directl  inside the motor, or the control unit, i  
separate.

B       
over time: it is ver  eas  to add or remove  devices, 
with no need to search for a mains connection point or 
a contact for series connection.

Extremely reliable transmission: the radio system 
allows two-way communication - each device does 
not just respond to the control unit’s instructions but 
sends a eed ack signal, confirming that it is present 
and operational, and it also signals the occurrence of 
events such as the passage of an object between the 
two photocells.

Operating frequency:  , less lia le to inter er-
ence.

o separate channels are used, or a  guarantee 
of the system’s operation and safety even in case of 
sudden interference.

Intelligent system: it detects whether any interference 
is rom another ice ireless automation unit. n this 
case, the “new” automation system just installed selects 
two communication channels different from those 
used by the existing system, keeping the two systems’ 
channels separate.

Each device has LEDs in the bottom indicating the 
signal quality and troublefree operation of the system, 
which can be checked immediately in the event of 
mal unction or at first start up.

  flashes hen the device is receiving enough solar 
power to allow recharging.

Solemyo Era Photocell

Pair of PHW two-way wireless photocells, bidirec-
tional, with power supply by photovoltaic cells.

Easy to install: the receiver photocell has a special 
LED that indicates the degree of alignment with the 
transmitter photocell, very useful during initial installa-
tion.

Solemyo Era Light

      
 LEDs lower consumption and virtually 

unlimited li etime no more lo n lamps needing re-
uent changing .

Light output adapts to ambient conditions to ensure 
good visibility even in direct sunlight and to save energy 
during the hours of darkness.

an e used as flashing signal or courtes  light.

COMPATIBILITY/INTERFACE TABLE

Code Description Pc/Pack
PHW Pair of wireless photocells with built-in photovoltaic panel 1
PPH1 PHW photocell post, h. 50 cm 2
PHWA1 Pair of adapters for PHW on PPH1 posts 1
LLW       1
IBW        B B  1

Code PHW LLW TCW1 TCW2
   B B  

system (*)  B  B  B   B  

   B -
B  Not possible Not possible With IRW With IRW

* There may be any limitations on the number of devices managed.
** Not managed in automation for swing gates (MC824H; Walky; Hopp, Hyke) and in some automations for garage doors (SN6020*; SN6021*; SPIN2*; 
SPIN20*; SPIN21*; SPOK).
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Era TCW
Sensitive edge sensors

TCW2 TCW1

Even safer automation thanks to the 
Nice Solemyo Air Net System’s new 
sensitive edge sensors.
No connection, totally wireless, pow-
ered by the sun.

Energy saving: thanks to the solar power cell built into 
the , ith rechargea le atteries.

Version with battery-only operation is also available in 
case of installations with low exposure to sunlight.

Maximum safety: thanks to the “wireless” system for 
detection and communication between sensitive edge, 
interface and control unit, allowing swift action when an 
obstacle is detected.

Fast easy installation: ma imum fle i ilit  in installing 
the devices. ossi ilit  o  connection to .  hm 
resistive sensitive edges.

State-of-the-art technology:  inter aces, or ice 
BlueBUS-compatible control units, and IRW, interfaces, 
for control units without BlueBUS connection, allow 
radio communication ith  sensors.

Suitable for any architectural context

Compact size: 99x49x33.

INSTALLATION DIAGRAM

 B         B      
LLW)

PHW

PHPW

IBW*

PHPW

TCW1/2
TCW1/2

LLW

TCW + IBW

 B        B B    -
municates with the TCW by radio. Compatible also with PHW wireless 

     

TCW1

IRW

TCW1

TCW + IRW

IRW is connected to safety input (Stop and Photo) of control unit and 
communicates via radio with TCW.

TECHNICAL SPECIFICATIONS

Code Description Pc/Pack

TCW1 B             
sunny areas 1

TCW2 Photovoltaic panel and rechargeable battery-powered wireless transmitter for sensitive edges. 
Suitable for external use or sunny areas 1

IBW B B           B B   
control units 1

IRW Relay wireless interface for sensitive edges with wireless transmitter for control units with 
classical connections (Stop and Photo) 1

Code TCW2 TCW1
Technology used Radio data reception and transmission, with choice of 2 frequencies in the 868 MHz band

Power supply Photovoltaic cell with electricity stored in a 
rechargeable AAA NiMH battery 2 alkaline batteries

B  estimated 4-5 years * estimated 2-3 years, with 1200 mAh alkaline 
batteries

Maximum number of operations per day 15 operations lasting no more than 1 minute 
(1 cycle = opening + closing)

Sensitive edge (RS) input range typically 8.2 KOhm
Radio operating range (max) 20 m (40 m)
Failsafe category 2 (under EN 945-1 standard) depending on “Fototest” input and output connection type
Housing protection rating IP44
Operating temperature -20 ÷ +55°C
Dimensions (mm) 99x49x33
Weight (g) 130 145

* The estimated values refer to edge activity of about 15 manoeuvres per day, with a complete manoeuvre time of 60 seconds (900 seconds per day).
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Nice&Safe
8.2 KOhm resistive sensitive edges

Maximum safety and control of the 
automation.

Safer: if there are any faults in the system like, for 
example, the product itself has broken down, the edges 
will communicate this to the control unit.

he  inter ace oard ena les users to connect sen-
sitive edges ith .  hm resistance  to those control 
units which are not equipped with a special input.

The length can be personalised: the components 
supplied in the kits enable installers to build sensitive 
edges of the correct dimension.

Practical: they adapt to any kind of situation and can 
be installed quickly.

Reliable: the new Class3 technology means that the 
control unit, the sensitive edges are connected to, can 
understand if the device is functioning correctly, or if it is 
out of use.

8.2 KOhm analogical-type input.

TCB65 TCK TCF TCA65

RESISTIVE SENSITIVE EDGES AND ACCESSORIES

Code Description Pc/Pack
TCB65 Sensitive edge in 10 m rolls 1

TCK

Kit putting together 8 sensitive edges complete with:
- Terminal caps (TCT65)
- Connectors, complete with cable L=250 cm (TCS250)
- Connectors 8.2 KOhm (TCER)
- Tin of glue (TCC)
- Tin of primer (TCP)

 
16
8
8
1
1

TCF Scissors for cutting safety sensitive edges 1
TCA65    5
TCE Control interface for sensitive edge 1

ELECTRICAL CONNECTION DEVICES FOR SAFETY SENSITIVE EDGES ON MOVEABLE LEAFS

Code Description Pc/Pack
DBM5 Complete kit for gates up to 5 m 1
DBM7,5 Complete kit for gates up to 7.5 m 1
DBM10 Complete kit for gates up to 10 m 1

INSTRUMENTS AND SOFTWARE FOR FORCE IMPACT MEASUREMENT

Code Description Pc/Pack

NSFB B             
B B        

NSFS B             B 
interface and software included complete with carry case

NSEL            B  
NSEA Angular extension for measurements from 1.25 to 2.50 m, applicable on NSEL

TCE DBM5 - DBM7,5 - DBM10 NSFB - NSFS
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Mechanical sensitive edges, more 
safety and easy installation.

CMA is the pre-assembled, high mechanical edge 
consisting in aluminium profiles o  .   .     .  m 
in length  ideal or assem l  on sliding or s ing gates.

CMBK is the kit for installing a low mechanical edge: 
or edges ma .  m  and or edges ma .  m 

, ideal or garage doors in general, up and over 
and sectional doors.

CB is a protective rubber pad. Fitted to the CMBK4/
CMBK6 kit, it forms the low mechanical edge.

MECHANICAL SENSITIVE EDGES

Code Description Pc/Pack
                  

mm 36x75 h:
CMA 1,5MT Length 1.5 m 1
CMA 1,7MT Length 1.7 m 1
CMA 2MT Length 2 m 1
CMA 2,5MT Length 2.5 m 1

CB              -
uring 2 m; dimensions in mm 23x44 h 40

CMBK4                 
 B 1

CMBK6                 
 B 1

PASSIVE SENSITIVE EDGES

Code Description Pc/Pack
TCBS60 Passive sensitive edge in 10 m rolls 1

CMA CB, TCBS60

Inductive magnetic detector loop.

The inductive magnetic detector loop system is 
used to detect vehicles and control vehicle transit 
in the presence of automated gates and garage 
doors and road barrier and car park management 
systems.

Two versions are available, to control one or two 
magnetic loops.

Even more intuitive programming and use thanks to the 
simple  s itch unction control.

he user can set the parameters directl  on the device. 
For example, the detection sensitivity of the loop 
detectors can be adjusted to 4 different levels to meet 
different installation requirements.

he loop detector can var  the detection signal rom 
continuous to pulsed and the  t o loop detector 
can establish the direction of the vehicle moving over 
the magnetic loops.

he s on the detectors provide continuous diag-
nostics.

At regular intervals, the detector can calibrate the pa-
rameters essential to correct operation of the system.

Code Description Pc/Pack
LP21 Single-channel metal mass detector 24 V power supply 1
LP22 Two-channel metal mass detector 24 V power supply 1

LP21 LP22
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BLUEBUS

FT210
Pair of optical devices for sensitive edges

PPH2 PPH1 FA1

Optical device, with wireless trans-
mitter to secure on moveable leaf, 
horizontally adjustable through 210° 
and 30° vertically, for an automation 
according to Standards.

Consideration towards personal safety and prod-
uct quality.

he sa et  level o  the main edge, re uired  the 
 standard, can e achieved or an  t pe o  

use  and an  t pe o  activation   integrating a 
 device to an .  hm  t pe resistive 

sensitive edge

he  device, integrated ith a resistive  
sensitive edge .  hm , is sa e against individual 
aults categor   according to the   standard  
or can be used with automated systems with self-di-
agnosis at the start o  ever  manoeuvre categor   
according to the   standard .

Additional models

ersions ith rela  output , ith ice lue S 
technolog  , availa le ith  h  and  

h  atter  it, or intensive use.

Cutting-edge technology

he anti collision circuit avoids inter erence ith other 
out-of-sink receivers.

he  optical devices are e uipped ith a 
special sensor capa le o  recogni ing hen the gate is 
motionless, which remains in a low consumption mode 
and activates only when the gate is in motion.

ange ad usta le on  levels  alignment ith proportion-
al LED for easy and safe installation.

Suitable for any architectural environment and 
easy to install.

Compact size: educed dimensions   
electrical connections can also be made from the lower 
section of the box.

Resilient and safe ol car onate casing   van-
dal proo  metal shell optional  lo  transmitter atter  
indicator.

TECHNICAL SPECIFICATIONS

Code Description Pc/Pack

FT210 Pair of optical devices for sensitive edges fastened on moving door, can be swivelled through 
    B    1

FT210B Pair of optical devices for sensitive edges fastened on moving door, can be swivelled through 
  B B   B    1

Estimated range 
(m) Power supply Absorption Protection level 

(IP)
Working temp. 
(°C Min/Max) Relay range Dimensions 

(mm) Weight (g)

FT210
10 (residential), 15 

(industrial)

   
limits: 18-35 Vdc, 

10-28 Vac
    

battery

      
70 mA - 24 V
     

moving, 450 uA 
gate operating 44 -20 ÷ +55

max 500 mA and 
48 V

46x45x128 h

300

FT210B

    
only be connected 

 B B  
networks

 B B   
     

moving, 450 uA 
gate operating

- 280

ACCESSORIES

Code Description Pc/Pack
FA1 Vandal-proof metal shell 2
FA2 B        5

FTA1      B    1
FTA2      B 1

PPH2 Aluminium post for 2 photocells, 1000 mm high 2
PPH1 Aluminium post for 1 photocell, 500 mm high 2

GATES

1

2 3

1. B    

2. Tx FT210 power supply with battery

3. Rx FT210
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BLUEBUS

F210
Synchronised photocells adjustable

PPH2 PPH1 F210 - FA1

Synchronised photocells horizontal-
ly adjustable through 210° and 30° 
vertically.
Simply perfect installations.

The 210° solution

he eam o  the ice  and  photocells 
has a hori ontal scope o  , there  increasing the 
safety level of the system and simplifying installation: the 
gate or garage door to be automated quite often slide 
flush ith the all making it ver  di ficult to position the 
photocell.

Numerous models and countless advantages

he ne  photocells are availa le ith rela  output 
 or ith the ice lue S technolog  .

With the BlueBUS technology, all devices can be easily 
connected to the control unit with just two wires.

Sensors with the BlueBUS technology can be con-
nected to incompatible control units by means of an IB 
interface.

he s stem ac uires automaticall  the devices connect-
ed to the BlueBus network.

Suitable for any architectural environment and 
easy to install.

Compact size: educed dimensions   
electrical connections can also be made from the lower 
section of the box.

Resilient and safe ol car onate casing   van-
dal proo  metal shell optional .

Cutting-edge technology he pro lem o  inter erence 
between the sensors and the automatic synchronisation 
between several pairs of photocells is solved by the 
anti-blinding circuit.

igh range ad usta le on  levels  s nchronising circuit  
alignment with proportional Led for easy and safe 
installation.

TECHNICAL SPECIFICATIONS

Code Description Pc/Pack
F210 Pair of synchronised photocells adjustable through 210°, with relay output 1
F210B           B B  1

Estimated 
range (m) Power supply Absorption Protection 

level (IP)
Working temp. 
(°C Min/Max) Relay range Dimensions 

(mm) Weight (g)

F210
10 (30 with 
jumper cut)

without jumper 24 Vac/
Vdc limits: 18-35 Vdc, 

15-28 Vac
with 12 Vac/Vdc jumper 

limits: 10-18 Vdc, 
9-15 Vac

    
 

44 -20 ÷ +55

max 500 mA and 
48 V

46x45x128 h 230

F210B
the device can only be 

  B B  
networks

 B B  -

ACCESSORIES

Code Description Pc/Pack

IB    B B  B          
manufactured for this purpose 1

FA1 Vandal-proof metal shell 2
FA2 B        5

PPH2 Aluminium post for 2 photocells, 1000 mm high 2
PPH1 Aluminium post for 1 photocell, 500 mm high 2

TECHNICAL SPECIFICATIONS

Power supply
Absorption with 
power pack 24 

Vdc

Absorption with 
power pack 

24 Vac
 B B Protection 

level (IP)

Operating 
temperature 
(°C Min/Max)

Dimensions 
(mm) Weight (g)

IB 16 ÷ 35 Vdc
18 ÷ 28 Vac

50 mA (add approx. 
50 mA for each 
photocell pair)

44 mA (add approx. 
40 mA for each 
photocell pair)

with a load of max 9 
B B  

30 -20 ÷ +55 86x58x22 h 72

IB FA1
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Kio
Key-operated selector switch for low voltage 
contacts

With release mechanism for metal 
cable, ideal for automating section-
al doors, rolling doors and folding 
doors.

User-friendly: Kio is both a key-operated selector 
switch and a release device. Its design makes it very 
convenient and effortless to use, and easy to install 
anywhere thanks to its very narrow outline.

Long-lasting: made from cast aluminium, epoxy-power 
coated.

Easy: LED allows you to locate the selector switch even 
in total darkness.

More safety: coded key. Release device activated 
directly by opening the door or by the winding device.

       -
ated control and release motor functions.

Code Description Pc/Pack
KIO Key-operated selector switch for low voltage contacts, with release mechanism for metal cord 1
KA1 6 m cable release kit for KIO 1

KIO KA1

Kiomini
Aluminium key switch

With control button and release 
mechanism for metal cable.

Practical: Kiomini is both a lever for the release 
mechanism for metal cord and a control mechanism for 
the direct or through a control unit activation of a single 
phase motor.

Resistant: a vandal-proof die-cast aluminium casing. 
he access to the sector is possi le  a thick door ith 

closing key.

Convenient: thanks to its small dimensions, it is easy 
and compact to install.

Code Description Pc/Pack
KIOMINI Aluminium key switch with control and release mechanism 1
KA1 6 m cable release kit for KIO 1

KA1
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Heating device

PW1 heating element for gearmotors:

it maintains a suitable temperature for the automation 
system to operate correctly, even under the most severe 
of weather conditions.

Resistor: able to reach temperatures of almost 100°C 
in standard ambient conditions.

Effective: each element has a consumption of 20 W 
and is e tremel  e ficient thanks to the silicone sheath 
that covers the resistance and increases the diffusion 
of heat.

Indipendent: the device is directly fed by a 230/120 
ac po er suppl  through the  thermostat, and e-

cause it doesn’t burden the transformer of the product 
itself, the performance characteristics of the gear motor 
remain the same.

TW1, regulation thermostat for PW1:

when the detected temperature drops below the set 
threshold, the thermostat activates the heating element 

 there  slo l  increasing the internal temperature 
o  the product itsel  the heating action is maintained 
until the detected surrounding temperature sta ili es at 
the set levels.

Easy to programme: the intervention threshold can be 
regulated between 0°C and -20°C.

Safe: with key to verify functioning and LED to verify the 
status of the outputs.

PW1 TW1

Code Description Pc/Pack
PW1 Heating element for gearmotors 1
TW1 Regulation thermostat with trimmer 1
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NEW

TTPCI
BusT4 – PC interface

4 outputs

Electrical connections

RS232

Bus T4
Connection

interfaceEthernet

4 inputs

The TTPCI electronic device allows 
Nice products to be interfaced with 
other automation systems and con-
trolled by PC.

 inter aces ith the ice products  us  via 
the standard communication channel serial ethernet , 
enabling customers to control the automations directly 
via .

Device and automation management he presence 
of four opto-isolated inputs and four relay outputs 
allows input signals and electrical loads to be managed, 
making it possible to create a simple access control 
s stem. ounting inside an electrical panel ith  rail 
for anchoring.

Management by PC he device can e connected to 
a  ith terminal emulator to programme and manage 
the automations using commands ith a specific 
syntax.

TECHNICAL SPECIFICATIONS

Code Description Pc/Pack
TTPCI B    EC 1

Code TTPCI
ELECTRICAL DATA
Power supply (Vac/Hz) 90 / 230 Vac – 50/60Hz
Consumption      
CONNECTION INTERFACE
B  B    

4 inputs*
Low voltage: 24 Vdc – 2 A

High voltage: 250 Vac – 2 A

4 outputs*
Low voltage: 12 Vdc / 30 Vdc

High voltage: 12 Vac / 250 Vac
CHARACTERISTICS
Protection level (IP) 20
Operating temperature 0 °C ÷ +40°C
Space occupied on DIN rail 6 units
Dimensions (mm) 106x64x87,5 h

          

APPLICATION EXAMPLE

PC TTPCI

IN OUT

BUST4

MotorBarrier

Photocells Relay/Light

LAN/SERIAL

DIMENSIONS

64

87
,5

106
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Control units



Control unit for swing gates 
with one or two motors 
Moonclever
pages 242/244

MC824H

MC424L 

MC800

without encoder, for 24 Vdc motors

without encoder, for 230 Vac motors

with encoder, for 24 Vdc motors
with BlueBUS technology, 
compatible for operation 
with Solemyo and Opera

compatible for operation with Solemyo 
and Opera, with built-in radio receiver

with BlueBUS technology, 
compatible for operation with Opera

For rolling doors 
MC200
page 245

MC200for one 230 Vac motor 
with built-in receiver

ith automatic closing eature and flashing light 
output, compatible for operation with Opera

D-Pro 924
page 247

DPRO924
for one motor, with 24 Vdc encoder,  
uilt in atter  charger,  case, 

onl  or Sumo

D-Pro 500
page 246

DPRO500
three-phase 400 V or three-phase /  
single-phase 230 Vac motor, 2.2 kW,  

 case
compatible for operation with Opera

Selection guide
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BiDi Yubii SOLEMYO OPERA BLUEBUS 24V

Moonclever
Control units for motors for 24 Vdc swing gates, 
with magnetic encoder

Programming 
guide LEDs

Removable terminals marked 
with connection codes

ith ice lue S technolog , com-
patible with the Solemyo solar power kit 

,  and pera s stem 
for automation management, program-
ming and diagnostics, including remotely.

Compatible with the Opera system whose multi-
unction ie  displa  mounta le in the o  ena les 
the system to be personalised, modifying the opening 
and closing positions, staggered closing of the leafs and 
decelerations, diversifying the parameters such as force, 
speed and obstacle sensitivity for each motor.

Microprocessor logic: Moonclever control units combine 
the advantages of the Opera system with the ad-
vanced unctions o  the ice s stems gradual start and 
deceleration, automatic memorising of both limit switch 
positions and pedestrian pass door unction .

Safe and reliable: thanks to obstacle detection with 
dual technology and monitoring of motor absorption 
and speed via the encoder, throughout door/gate travel, 
with provision for connection of latest generation resis-
tive sensitive edges.

Smart: on start up, indicator to confirm correct po er 
suppl  and e ficient operation o  the control unit  au-
tomatic ault diagnostics and signalling via the flashing 
light and confirmation s.

Savings, respect for the environment, and auton-
omy: when connected to the buffer battery or Solemyo 
kit , , consumption on stand  is 
reduced to just 0.1 W.

Installation couldn’t be simpler: thanks to the sys-
tem BlueBUS, enabling connection of the control unit, 
motors and accessories by means of just two wires.

No black out: operation in the event of a power failure 
 means o  optional atteries S  ith compart-

ment in control unit.

Radio receiver: designed to take SM plug-in receivers.

Discover the complete range of BiDirectional prod-
ucts on page 176.

iscover all the enefits o  the Yubii system on page 
170.

TECHNICAL SPECIFICATIONS

Code Description Pc/Pack

MC824H               B B  -
ogy and provision for Opera and Solemyo 1

MC824L              B B   
and provision for Opera and Solemyo 1

MC824HR               B B   
and provision for Opera 1

Code MC824H, MC824L, MC824HR
Power supply (Vac 50/60 Hz) 230 ± 10%
B   21 ÷ 28
Maximum motor power (VA; A) 360 (W); 15
Maximum accessories power 24 V (A) 0,2

     12; 21
Maximum gate open indicator power CA (V; W) 12; 2
Maximum electric lock power (Vac; VA) 12; 15
Working time “TL” (s) -
Pause time “TP” (s) 1 ÷ 250
Delay 1st motor in opening TRA (s) Programmable
Delay 2nd motor in closing TRC (s) Programmable
Courtesy light time TCOR (s) 0: 250

   0: 10
Force adjustment (%) -
Anti-crushing device (sensitivity) min ÷ max
Case dimensions (mm) 230x125x300 h

COMMON ACCESSORIES

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

MCA1
Spare control unit for 
MC824H.

c. ack  

PS324
24 V battery with inte-
grated battery charger.

c. ack  

MCA3
Spare control unit, for 
MC824HR **.

c. ack  

MCA4
Spare control unit, for 
MC824L.

c. ack  

 ot compati le ith the Solem o kit and S

 ot compati le ith the Solem o kit.
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BiDi Yubii SOLEMYO OPERA 24V

Moonclever
Control unit for 24 Vdc gear motors for swing gates, 
without encoder

Compatible with the solar power kit Sole-
myo.

Compatible with the Opera system whose multi-
unction ie  displa  mounta le in the o  ena les 
the system to be personalised, modifying the opening 
and closing positions, staggered closing of the leafs and 
decelerations, diversifying the parameters such as force, 
speed and obstacle sensitivity for each motor.

Safe and reliable: thanks to obstacle detection 
throughout travel and provision for the connection of 
latest generation resistive sensitive edges.

Intelligent: automatic fault diagnostics and signals via 
flashing light and confirmation leds.

Easy and complete manual programming, thanks to 
the three keys and eight LEDs.

Savings, respect for the environment, and auton-
omy: when connected to the buffer battery or Solemyo 
kit, consumption on standby is reduced to just 0.1 W.

No black out: continues to work even during power 
ailures using optional S  atteries that fit inside 
the control unit.

Built-in radio receiver: the built-in radio card is also 
compati le ith ice lo and Smilo s stems. ossi ilit  
of memorising up to 100 transmitters.

he control unit is designed to take S  plug in receiv-
ers.

Discover the complete range of BiDirectional prod-
ucts on page 176.

iscover all the enefits o  the Yubii system on page 
170.

TECHNICAL SPECIFICATIONS

Code Description Pc/Pack

MC424L Control unit for one or two 24 V motors without encoder, with built-in radio receiver and provi-
sion for Solemyo and Opera systems 1

Code MC424L
Power supply (Vac 50/60 Hz) 230 ± 10%
B   21 ÷ 28
Maximum motor power (VA; A) 75; 3
Maximum accessories power 24 V (A) 0,2 +0,1

     24; 25
Maximum gate open indicator power CA (V; W) 24; 5
Maximum electric lock power (Vac; VA) 12; 15
Working time “TL” (s) -
Pause time “TP” (s) 5 ÷ 180
Delay 1st motor in opening TRA (s) 0 ÷ 50% TL
Delay 2nd motor in closing TRC (s) -
Courtesy light time TCOR (s) -

   3
Force adjustment (%) -
Anti-crushing device (sensitivity) 1 ÷ 8
Case dimensions (mm) 230x125x300 h

COMMON ACCESSORIES

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

MCA2
Spare control unit for 
MC424L.

c. ack  

PS124
24 V battery with inte-
grated battery charger.

c. ack  

 ot compati le ith the Solem o kit and S
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BiDi Yubii OPERA BLUEBUS 230V

MC800
Control unit for motors for 230 V swing gates

Programming
guide LEDs

Removable terminals marked
with connection codes

ith ice lue S technolog , compati-
ble with the Opera system for automation 
management, programming and diagnos-
tics, including remotely.

Compatible with the Opera system whose multifunction 
O-View display enables the system to be personalised, 
modifying the opening and closing positions, staggered 
closing of the leafs and decelerations, diversifying the 
parameters such as force, speed and obstacle sensitiv-
ity for each motor.

Universal power supply:  ac  .

Microprocessor logic: the MC800 control unit combines 
the advantages of the Opera system with the ad-
vanced unctions o  the ice s stems gradual start and 
deceleration, automatic memorising of both limit switch 
positions and pedestrian pass door unction .

Intelligent: on start up, indicator to confirm correct 
po er suppl  and e ficient operation o  the control unit  
automatic ault diagnostics and signalling via the flash-
ing light and confirmation s.

Installation couldn’t be simpler: thanks to the system 
BlueBUS, enabling connection of the control unit and 
accessories by means of just two wires.

Radio receiver: designed to take SM plug-in receivers.

Discover the complete range of BiDirectional prod-
ucts on page 176.

iscover all the enefits o  the Yubii system on page 
170.

TECHNICAL SPECIFICATIONS

Code Description Pc/Pack

MC800           B B       
Opera system 1

Code MC800
Power supply (Vac 50/60 Hz) 120/230
Max. motor power and current (W; A) 900; 5
Maximum accessories power 24 V (A) 0,2

     120/230; 21
Maximum gate open indicator power CA (V; W) 24; 4
Maximum electric lock power (Vac; VA) 12; 15
Working time “TL” (s) -
Pause time “TP” (s) 5 - 180
Delay 1st motor in opening TRA (s) Programmable
Delay 2nd motor in closing TRC (s) Programmable
Courtesy light time TCOR (s) 0: 250

   0: 10
Force adjustment (%) -
Case dimensions (mm) 230x120x300 h

COMMON ACCESSORIES

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

MCA5
Spare control unit for 
MC800.

c. ack  
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OPERA 230V

MC200
Control unit for rolling doors

    thanks to com-
patibility with the Opera system, the automation system 
can be managed, programmed and controlled even at a 
distance, with considerable savings in time.

Built-in radio card: compati le ith ice lo  and 
Smilo systems.

Input programmable as step-by-step or open.

hoto or close input.

Input to connect 8.2 KOhm resistive sensitive edge.

Semi-automatic and automatic operation.

Semi-automatic and automatic operation.

hototest or rolling door status output.

Possibility of remote connection.

TECHNICAL SPECIFICATIONS

Code Description Pc/Pack

MC200                
output and built-in receiver compatible with FloR and Smilo transmitters 1

Code MC200
Power supply (Vac 50/60 Hz) 120 / 230 ± 10%
B   -
Maximum motor power (VA; A) 450 (120V) - 900 (230V); 5
Max. current 24 V services and phototest (A) 0,055

     120 - 230; 40
Maximum gate open indicator power CA (V; W) 24V - 1W
Working time “TL” (s) 5 ÷ 120
Pause time “TP” (s) 1 ÷ 120
Case dimensions (mm) 128x112x43 h

COMMON ACCESSORIES

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  
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BiDi Yubii OPERA 230V 400V

D-Pro 500
Control units for motors with mechanical and 
electronic limit switch

Both automatic and deadman operation.

uitable for all types of motors, single phase without inte-
grated inverter and three-phase, with 2.2 kW maximum 
power.

Easy programming and 2 diagnostics LEDs.

High performance: with possibility of adding a dedi-
cated module for optional potential free outputs.

Compatible with all types of sensitive edges, including 
wireless.

Easy to programme: thanks to the O-View program-
mer with multifunction display for connection through 
the  inter ace oth optional .

Safe: protected by a plastic shell, to avoid any risk of 
electrical shock.

Radio receiver: dedicated slot or inserting ice plug
in receivers.

Intelligent: the service warning for maintenance can be 
programmed according to the number of manoeuvres 
required.

Discover the complete range of BiDirectional prod-
ucts on page 176.

iscover all the enefits o  the Yubii system on page 
170.

TECHNICAL SPECIFICATIONS

Code Description
DPRO500 Control unit for 230 Vac, 2.2 kW single phase motor, or 400 Vac, 2.2 kW three phase motor

Code DPRO500
ELECTRICAL DATA
Power supply (Vac 50/60 Hz)* 1~230 / 3~400
Max motor power (kW) 2,2
Logic unit power supply (Vdc) 24
Power in standby < 5 VA
Pre limit input Programmable
External control inputs Wired inputs, all programmable
Sensitive edges        
Extra output 2 free programmable and potential free contacts (by means of NDA040 module)
DC output 24 Vdc 1°
Stop input Normally closed contacts
DIMENSIONAL AND GENERAL DATA
Protection level (IP) 55
Working temp. (°C Min/Max) -20 ÷ +50
Dimensions (mm) 210x125x310 h
Weight (kg) 3

COMMON ACCESSORIES

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone.

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

NDA040
For optional potential 
free outputs.

c. ack  
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NEW BiDi Yubii SOLEMYO OPERA 24V

D-Pro 924
Control unit for motors for sectional doors, 24 V, 
with encoder or electromechanical limit switch, 
suitable for Sumo

Compatible with the solar power kit Sole-
myo.

Compatible with the Opera system  thanks to the 
multi unction ie  displa  mounta le in the o , this 
enables the system to be personalised, modifying the 
opening and closing positions and decelerations and 
diversifying the parameters such as force, speed and 
obstacle sensitivity for each motor.

Practical and safe: new box with 3 built-in buttons 
in the cover to control the automation. Ample internal 
space or iring and accessories. rotective inner cover 
to guarantee maximum installation safety and prevent 
accidental damage to the electronics.

User-friendly: the new programming procedure with 
utton and  s itch and practical remova le connec-

tors urther simplifies installation.

Compatible with the IBT4N interface: he dedicated 
slot ena les connection o  us  compati le accesso-
ries and programming interfaces.

Complete: the inputs and outputs programmable with 
O-View, new relay outputs and compatibility with all the 
sensitive edges most popular on the market resistive 
and optical  make it ideal or all needs.

Safe and reliable: thanks to obstacle detection 
throughout door/gate travel, with provision for connec-
tion of latest generation resistive sensitive edges.

Savings, respect for the environment, and auton-
omy: when connected to the buffer battery or Solemyo 
kit, consumption in standby is reduced to just 0.1 W.

Intelligent: automatic fault diagnostics and signals via 
flashing light and confirmation leds.

No black out: continues to work even during power 
ailures using optional S  atteries that fit inside 
the control unit

Discover the complete range of BiDirectional prod-
ucts on page 176.

iscover all the enefits o  the Yubii system on page 
170.

TECHNICAL SPECIFICATIONS

Code Description Pc/Pack
DPRO924 Control unit for 24V motor (suitable for Sumo), with provision for Solemyo and Opera 1

Code DPRO924
Power supply (Vac 50/60 Hz) 230 ± 10%
B   21 ÷ 28
Maximum motor power (VA; A) 360 (W); 15
Maximum accessories power 24 V (A) 0,2

     12; 21
Pause time “TP” (s) 1 : 250
Working time “TL” (s) / Pause time “TP” (s) - / 1 ÷ 1023
Courtesy light time TCOR (s) 0 : 250

   0 : 60
Anti-crushing device (sensitivity) min ÷ max
Case dimensions (mm) 210x125x310 h

COMMON ACCESSORIES

IT4WIFI
Smart i fi inter ace 
to manage gates and 
garage doors by smart-
phone .

c. ack  

IBT4N
Interface for connecting 
the O-View program-
ming unit.

c. ack  

DPCU1
Spare control unit, for 

.

c. ack  

PS224
24 Vdc buffer batter.

c. ack  

 ot compati le ith the Solem o kit and S
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Control unit functions
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PROGRAMMABLE FUNCTIONS
Manual operation • • • • • • • • • • • • • • • • •
Semi-automatic operation • • • • • • • • • • • • • • • • • • • • • • •
Automatic operation • • • • • • • • • • • • • • • • • • • • • • •
Automatic operation + always close • • • • • • • • • • • • • • • • • •
Condominium operation • • • • • • • • • • • • • • • • • • • • • • •

• • • • • • • • • • • • • • • • • •
Close again 5 s after Photo • • • • • • • • • • • • • • • • • • •
Photo during opening, too • • • • • • • • • • • • • •

 • • • • • • • • • • • • • • • • • •
 • • • • • • • • • • • • • • • • • •

Flashing even during the Pause •
Courtesy light “on” Flashing light • • • • • • • • • • •
Impulsive courtesy light •

      • • • • • • • • • • • • • • •
Cancel stop during the Step-by Step cycle • • • • • • • • • • • • • • • •
Photocell safety when each movement starts • • • • • • • • • • • • • • • • • • •
Automatic realignment when power supply returns
Positioning function • • • • • • • • • • • • • • • • • • • • •
Hammering • 5
Maintaining the pressure on oil-pressure motors •
Activation of the Phototest • • • • • • •
Skip STOP during opening • • • • • • • • • • • • • • •
Skip STOP during closing • • • • • • • • • • • • • • • • • •
CLOSE becomes PEDESTRIAN OPEN • • • •
Photocells (PHOTO and/or PHOTO1) during opening too • • • • • • • • • • • • • •
Partial remote controlled inversion with PHOTO photocell • • • • • • • • •
Complete remote controlled inversion with PHOTO photocell • • • • • • • • • • • • • • • • • • • • • • •
Exclude limit switch
Standard Step-by-Step function: Open-Close-Open • • • • • • • • • • • • • • •
Mode 2 Step-by-Step function: Open-Pause-Close-Open • • • • • • • • • • • •
Mode 3 Step-by-Step function: Open-Stop-Close-Open • *5 • • • • • • • • • • • • • • • •
Temporary pause (photocell) • • • • • • • • • •

        •
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PROGRAMMABLE FUNCTIONS
   *5 • • • • • • • • • • •

Step-by-Step function Open-Stop-Close-Stop • • • • • • • • • • • • • • • • • • • • • •
Extension of work time • •
Pause time with presence detector • • • • • • • • • • • • • • • • • • • •
1st motor delay during opening • • • •

     •
B • • • • •
Radio card incorporated in the control unit • • • • • •
Stand-by • • • • • • • • • • • • •
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OUTPUTS/INPUTS
Motor 1 output • • • • • • • • • • • • • • • • • • • • • • • •
Motor 2 output • • • • • •
Flashing light output • N • • • • • • • • • • • • • • • • • • • • • •
24 V motor power supply • • • • • • • • • • • • • • • • • • •
230 Vac motor power supply • • • • • • •
400 Vac motor power supply •
Wide range power supply (120V-->230V) • • •
Electric lock output • • • • • *3 *3 *3 *3 *3 *3 *3 *3 • *3 *3 *3 *3
Suction output N 4/5 *5 *3 *3 *3 *3 *3 *3 *3 *3 *3 *3 *3 *3 *3 *3
Phototest output • • *4 • • •

   N • *5 *5 • • *3 • • • • *3 *3 *3 *3 *3 *3 *3 *3 •
Step-by-step input *4 5 • • • • • • • • • • • • • • • • • • • • • •
Open input *4 • • • *4 • B *5 • • • • • • • • • • • •
Close input • • • *4 • B *5 • • • • *5 *5 *5 *5 • • • • •
Partial open input 5 *5 *5 4/5 B *5 *5 *5 *5 *5 *5 *5 *5 *5 *5 *5 *5 *5
Stop input • • • • • • *4 • • • • • • • • • • • • • • • • *4
Optical sensor input • • • • • • •
Resistive edge input • • • • • • *4 • • • • • • • • • • • • • • • • *4
B B  • • • • • • • • • • • • • •
PHOTO photocell input • • *5 • • *5 • *5 • *5 *5 *5 *5 • *5 • *5 *5 • *5 *5 *5 *5 •
PHOTO 1 photocell during closing input *5 *5 • *5 *5 *5 *5 *5 *5 *5 *5 *5 *5 *5
PHOTO 2 photocell during opening input 5 *5 • *5 B *5 *5 *5 *5 *5 *5 *5 *5 *5 *5 *5 •
Limit switch input during opening (for 1 
motor) FCA 1 • • • • • • • • • • •

Limit switch input during closing (for 1 
motor) FCC 1 • • • • • • • • • • •

Limit switch input during opening (for 2 
motors) FCA 2 •

Limit switch input during closing (for 2 
motors) FCC 2 •

Auxiliary input • • • •
Courtesy light output N • *5 *5 4/5 *3 *3 *3 *3 *3 *5 *5 *3 *3 • *3 *3 *3 *3 •
Maintenance indicator light *5 *5 *5 4/5 *3 *3 *3 *3 *3 *3 *3 *3 *3 *3 *3
Single-phase load •

 N *5 *5 *5 *3 *3 *3 *3 • *3 •
Loop detector •
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ADJUSTMENTS
Work time • • • •
Pause time • • • • • • • • • • • • • • • • • • • • • • • • •
Opening delay time • *2 •
Closing delay time • *2 •
Electronic adjustment force *5 • • • • • • • • • • • • • • •
Positioning force •
Electromechanical adjustment force •
Mechanical adjustment force
Current sensitivity • • • • • • • • • • • • • • • • • • • •
Speed • • • • • • • • • • • • • • • • • • • •
OPTIONAL ACCESSORIES
RADIO card with Nice plug-in • •
RADIO card with SM plug-in • • • • • • • • • • • • • • • • • • •
Slot card for battery recharger • •
PER expansion card
PIU expansion card
AR electronic adjustment card
Pedestrian leaf
Man present • •
Partial inversion • •
Designed to accommodate buffer batteries • • • • • • • • • • • • • • • •

F with the AR accessory connected
R with the PER accessory connected
A with the AP accessory connected
N with the NDA040 accessory
P with the PIU accessory connected
B only an input can be programmed

*1 addition of the 2nd motor authorised
*2 not referred to a unit of time but to a distance
*3 programmable output
*4 just one programmable input/output
*5 programmable with O-View
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Connections
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L-BAR/M-BAR
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TTX4
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Connections for Dry-contact outputs
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Connections for 3-wire mechanical motor outputs
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Connections for 2 independent switch outputs
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TTDMS

Connections for dimmerable lights
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Installation diagrams
For Hi-Speed motors
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1

TOONA HS

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Control unit  7. Digital or key 
switch  8. S  solar panel  9. S  atter  o   10. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories

9

8

5

4

3

10

6

7

1

2
WINGO HS

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Control unit  7. Digital or key 
switch  8. S  solar panel  9. S  atter  o   10. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories
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4

3

6

7

2

1

10

9

8

TITAN HS

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Control unit  7. Digital or key 
switch  8. S  solar panel  9. S  atter  o   10. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories
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7

8

7

8

44

32 32

1 1

9

9

6 6

5 5

HYKE HS

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Digital or key switch
7. S  solar panel  8. S  atter  o   9. ie  multi unction displa  onl  or ● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories
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3

M-FAB HS

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Control unit  7. Digital or key 
switch  8. S  solar panel  9. S  atter  o   10. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories
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10

3
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L-FAB HS

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Control unit  7. Digital or key 
switch  8. S  solar panel  9. S  atter  o   10. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories
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9
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10
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ROBUS HS

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Key switch  7. Sensitive edges 
sensor  8. S  solar panel  9. S  atter  o   10. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories

5

4

3

2 8

6

1

7

RUN HS

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Key switch  7. Sensitive edges 
sensor  8. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version

Sectional Non-projecting up-and-over door Projecting up-and-over door

6

2 2 2

10 10

1 1 1

5 8
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8
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3 3
10

3

6 6

4

7

5 5

4 4

SPYKIT 650 HS BD

1. Motor  2. Control unit  3. ransmitter  4. hotocells  5. Flashing light
6. Digital or key switches  7. Sensitive edges sensor  8. S  solar panel  9. S  atter  o   10. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories
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For swing gates
5
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3

6

7

2

10

1

8

9

TOONA 4, TOONA 5, TOONAKIT BD

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Control unit  7. Digital or key 
switch  8. S  solar panel  9. S  atter  o   10. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories

5
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3

6

7

2

10

1

8
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TOONA 7

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Control unit  7. Digital or key 
switch  8. S  solar panel  9. S  atter  o   10. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories
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6

7

5

4

2

1

8

WINGO4KIT BD, WINGO5KIT BD

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Control unit  7. Digital or key 
switch  8. O-View multifunction display

8

9

3

6
4

5

7

1

2

10

WINGOKIT 4024 BD, WINGOKIT 5024 BD

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Control unit  7. Digital or key 
switch  8. S  solar panel  9. S  atter  o   10. O-View multifunction display● Solemyo solar power accessories
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8

9

7

6

10

2

1

4

3

5

OLTRE 1824

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Control unit  7. Digital or key 
switch  8. S  solar panel  9. S  atter  o   10. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories

9

7

8

6

9

5

1

2

4

3

WALKYKIT 1024 BD

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Digital or key switch  7. S  solar 
panel  8. S  atter  o   9. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories

9

6

9

5

1

2

4

3

7

8

WALKYKIT 2024 BD

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Digital or key switch  7. S  solar 
panel  8. S  atter  o   9. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories
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7

8

7

8

4

3

4

5 5

2
3

1 1

9

9

66

2

HOPP, HOPPKIT BD

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light
6. Digital or key switch  7. S  solar panel  8. S  atter  o   9. ie  multi unction displa  onl  or ● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories

7

8

7

8

4

32 3

1 1

9

9

6 6

2

4

5

HYKE

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light
6. Digital or key switch  7. S  solar panel  8. S  atter  o   9. ie  multi unction displa  onl  or ● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories
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9

7

8

1

2

4

5

6

9

3

7

8

HYKEKIT BD

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Digital or key switch  7. S  solar 
panel  8. S  atter  o   9. ie  multi unction displa  onl  or ● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories

9

2

1

4

5

6

7

10

3

8

9

HYPPO 7000

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Control unit  7. Digital or key 
switch  8. S  solar panel  9. S  atter  o   10. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories

9

1

2

4

5

6

7

10
3

8

9

S-FAB, S-FABKIT 2124 BD

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Control unit  7. Digital or key 
switch  8. S  solar panel  9. S  atter  o   10. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories

9

1

2

4

5

6

10
3

8

9

7

S-FABKIT 2024 BD

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Control unit  7. Digital or key 
switch  8. S  solar panel  9. S  atter  o   10. O-View multifunction display● Solemyo solar power accessories
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9

1

2

4

5

6

7

10

3

8

9

M-FAB

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Control unit  7. Digital or key 
switch  8. S  solar panel  9. S  atter  o   10. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories

9

1

2

4

5

6

7

10

3

8

9

L-FAB, BIG-FAB

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Control unit  7. Digital or key 
switch  8. S  solar panel  9. S  atter  o   10. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories
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For sliding gates

1

2

5

6

10

3

4

8

9

7

NAKED SLIDING 400

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Key switch  7. Sensitive edges 
sensor  8. S  solar panel  9. S  atter  o   10. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories

4

7

3

8

9

4

3

7

5

1

2 10

6

SLIGHT, SLIGHT KIT BD

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Key switch  7. Sensitive edges 
sensor  8. S  solar panel  9. S  atter  o   10. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories

1

2

5

6

10

3

4

8

9

7

ROBUS 400/600/1000, ROBUSKIT 400 BD, ROBUSKIT 600 BD

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Key switch  7. Sensitive edges 
sensor  8. S  solar panel  9. S  atter  o   10. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories

1

2

5

6

3

4

7

ROADKIT

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Key switch  7. O-View 
multifunction display
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1

5

6 7

3

2

4

ROX600KCE

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Key switch  7. Sensitive edges 
sensor

3

4

7

5

8

9

1

2
10

6

RUN 1500

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Key switch  7. Sensitive edges 
sensor  8. S  solar panel  9. S  atter  o   10. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories

3

4

7

5

1

2
8

6

RUN 1800/2500

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Key switch  7. Sensitive edges 
sensor  8. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version

4

7

5

3

1

2

6

4

7

TUB

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light  6. Key switch  7. O-View 
multifunction display
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Barrier gate operators

4

3

4

3

3

4

7
8

2

9

1

5

6

S-BAR

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Digital or key switches  6. Key-operated selector or 
digital on post  7. S  solar panel  8. S  atter  o   9. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories

4

3

8

9

2

10

1

5

7

6

M-BAR

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Digital or key switches  6. Key-operated selector or 
digital on post  7. Loop detector  8. S  solar panel  9. S  atter  o   10. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories

4

3

8

9

2

10

1

5

7

6

L-BAR

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Digital or key switches  6. Key-operated selector or 
digital on post  7. Loop detector  8. S  solar panel  9. S  atter  o   10. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories

4

3

8

2

1

5

7

6

WIDE SYSTEM

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Digital or key switches  6. Key-operated selector or 
digital on post  7. Loop detector  8. Flashing light
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For garage and industrial doors
Sectional Non-projecting up-and-over door Projecting up-and-over door

8 8 8

6

4

3

2 2 2

7

1 1 1

5

6

4

5

3

6

4

5

3

SPYKIT 550

1. Motor  2. Control unit  3. ransmitter  4. hotocells  5. Flashing light  6. Digital or key switches
7. Sensitive edges sensor  8. O-View multifunction display

Sectional Non-projecting up-and-over door Projecting up-and-over door

6

2 2 2

10 10

1 1 1

5 8

9

8

9

8

9

3 3
10

3

6 6

4

7

5 5

4 4

SPYKIT 650/800 BD

1. Motor  2. Control unit  3. ransmitter  4. hotocells  5. Flashing light
6. Digital or key switches  7. Sensitive edges sensor  8. S  solar panel  9. S  atter  o   10. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories
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Sectional Non-projecting up-and-over door Projecting up-and-over door

6

1

9

5

1
1

5
5

2 9 2 9 2

8

7

8

7

8

7

3 3 3

4 4
4

SPINBUS

1. Motor  2. ransmitter  3. hotocells  4. Flashing light  5. Digital or key switches
6. Sensitive edges sensor  7. S  solar panel  8. S  atter  o   9. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories

Sectional Non-projecting up-and-over door Projecting up-and-over door

6

1 1
1

5 5
5

2 29 9 29

6

3 3 3

6

7

8

7

8

7

8

4 4

4

SPINBUSKIT 20/22/23 BD

1. Motor  2. ransmitter  3. hotocells  4. Flashing light  5. Digital or key switches
6. Sensitive edges sensor  7. S  solar panel  8. S  atter  o   9. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories



Co
m

pa
tib

ili
ty

 ta
bl

e
an

d 
al

ph
ab

et
ic

al
 in

de
x

Fo
r g

ar
ag

e
an

d 
in

du
st

ria
l d

oo
rs

Fo
r s

lid
in

g 
ga

te
s

Co
nt

ro
l s

ys
te

m
s

an
d 

ac
ce

ss
or

ie
s

Ba
rr

ie
r g

at
e

op
er

at
or

 s
ys

te
m

s
Fo

r s
w

in
g 

ga
te

s
Co

m
pa

tib
ili

ty
 ta

bl
e

an
d 

al
ph

ab
et

ic
al

 in
de

x

269

Sectional Non-projecting up-and-over door Projecting up-and-over door

6

1 1

4

5

6

4

5

6

2 2

6

3 3

1

4

5

6

2

3

6

SPINKIT

1. Motor  2. ransmitter  3. hotocells  4. Flashing light  5. Digital or key switches
6. O-View multifunction display

Non-projecting up-and-over door Projecting up-and-over door

2

5

8 8

3 3

6

7

6

7

1

5

1

2

4
4

TEN

1. Motor  2. ransmitter  3. hotocells  4. Flashing light  5. Digital or key switches
6. S  solar panel  7. S  atter  o   8. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories
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Non-projecting up-and-over door Projecting up-and-over door

2 2

4 4

5 5

3 3

6 6

1

1

TENKIT

1. Motor  2. ransmitter  3. hotocells  4. Flashing light  5. Digital or key switches
6. O-View multifunction display

Sectional

4

6

1

5

4

3

7

2

8

9

10

SOON

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing 
light  6. Digital or key switches  7. Sensitive edges sensor  8. S  solar panel  
9. S  atter  o   10. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories

Sectional Two-wings sliding doors

2

5

7

6

4

3 2

5

7

6

4

3

1

1

SUMO

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  5. Flashing light
6. Control unit  7. Digital or key switches
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Folding 2-leaf doors

4

7

8

7

69

10

71

2

4

5

3

HYPPO 7100

1. Motor  2. ransmitter  3. hotocells mounted on posts  4. hotocells  
5. Flashing light  6. Control unit  7. Digital or key switches  8. S  solar panel  
9. S  atter  o  onl  or   10. O-View multifunction display● Accessories also available for the Solemyo Air Net System wireless version● Solemyo solar power accessories

Balanced rolling doors

4

6

5
7

1

2

3

GIRO

1. Motor  2. ransmitter  3. hotocells  4. Flashing light  5. Control unit  6. Digital 
or key switches  7. O-View multifunction display

Balanced rolling doors

4

6

5

1

2

3

7

RONDO

1. Motor  2. ransmitter  3. hotocells  4. Flashing light  5. Control unit  6. Digital 
or key switches  7. O-View multifunction display



Motor Moonclever control unit Spare code Receiver Transmitter Photocells Flashing light
WG4024, WG5024, WG2024, WG3524

MC424L Bidi  Yubii  SOLEMYO  OPERA  24V MCA2

OXI, OXIBD, 
OXILR

ERA INTI, ERA ONE, ERA ONE BD,  
ERA ONE LR, ERA FLOR, NICEWAY, 
FLOR-S, FLOR-M, FLO, ONE, 
SMILO, VERY VR, VERY VE

EPS, EPM, EPL, 
F210, FT210, 
EPMOR, MOF, BF, 
FK, FE, FI

ELDC, EL24, ML24, 
ML24T, LUCY24

SFAB2024

TOO3024, TOO4524

TO4024, TO5024, TO7024, TO5024I

MC824H Bidi  Yubii  SOLEMYO  OPERA  24V MCA1

EPSB, EPMB, EPLB, 
F210B, EPMOW, 
MOFB

ELDC, WLT, ELB, 
MLB, MLBT

HY7024, HY7124
SFAB2124
TO6024HS, TO5024HS
MFAB3024HS, MFAB3024
WG3524HS
LFAB4024, LFAB4024HS
BFAB5024
TTN3724HS, TTN6024HS
TO5624I

MC824HR Bidi  Yubii  OPERA  BLUEBUS 24V MCA3
TTN3724RHS, TTN6024RHS

OLTRE1824 MC824L SOLEMYO  OPERA  BLUEBUS 24V MCA4

TO4005, TO4006, TO4015, TO4605, 
TO5015, TO5016, TO5605, HY7100, 
HY7005, WG4000, WG5000, 
MFAB3000, MFAB3000L, LFAB4000, 
TOO3000, TOO4500

MC800 Bidi  Yubii  OPERA  BLUEBUS 230V MCA5 ELAC, EL, ML, MLT, 
LUCY

Motor with articulated arm Built-in control unit / Spare code Receiver Transmitter Photocells Flashing light

PP7024 POA1 24V

OXI, OXIBD, OXILR

ERA INTI, ERA ONE, ERA ONE BD,  
ERA ONE LR, ERA FLOR, NICEWAY, 
FLOR-S, FLOR-M, FLO, ONE, 
SMILO, VERY VR, VERY VE

EPS, EPM, EPL, 
EPMOR, MOF, BF, 
FK, FE, FI

ELDC, EL24, ML24, 
ML24T, LUCY24

WL1024C WLA1 Bidi  Yubii  SOLEMYO  OPERA  BLUEBUS 24V

EPSB, EPMB, EPLB, 
F210B, EPMOW, 
MOFB

ELDC, WLT, ELB, 
MLB, MLBT

HO7124, PP7124 POA3 Bidi  Yubii  SOLEMYO  OPERA  BLUEBUS 24V

HK7024 HKA2 Bidi  Yubii  SOLEMYO  OPERA  BLUEBUS 24V

HK7024HS HKA2 Bidi  Yubii  SOLEMYO  OPERA  BLUEBUS 24V

Compatibility guide for automation systems
Systems for swing gates

Code not included in the catalogue

Code included in the Gate&Door catalogue 2019-2020

272



Motor Built-in control unit / Spare code Receiver Transmitter Photocells Flashing light

RO300 ROA34 230V OXI, OXIBD, OXILR

ERA INTI, ERA ONE, ERA ONE BD, 
ERA ONE LR, ERA FLOR, NICEWAY, 
FLOR-S, FLOR-M, FLO, ONE, 
SMILO, VERY VR, VERY VE

EPS, EPM, EPL, 
F210, FT210, MOF, 
BF, FK, FE, FI

ELAC, ML, MLT, 
LUCY, LL

RO1000, RO1020 ROA3 230V

FLOXIR, FLOXI2R*
ERA INTI, ERA ONE, ERA FLOR, 
NICEWAY, FLOR-S, FLOR-M, ONE, 
VERY VR

RO1010 ROA4 230V

RO1124 ROA2 24V
ELDC, EL24, ML24, 
ML24T

RO500, RO1070, TH1500 ROA37 230V Built-in*

ERA INTI, ERA ONE, ERA FLOR, 
NICEWAY, FLOR-S, FLOR-M, FLO, 
ONE, SMILO, ERGO, PLANO, VERY 
VR ELAC, ML, MLT, 

LUCY, LL
TH1551 THA5 230V FLOXIR, FLOXI2R* ERA INTI, ERA ONE, ERA FLOR, 

NICEWAY, FLOR-S, FLOR-M, ONE, 
VERY VRTH2251 THA6 230V FLOXIR, FLOXI2R*

ROX600 ROA40 230V  OPERA Built-in* ERA INTI, ERA ONE, ERA FLOR, 
NICEWAY, FLOR-S, FLOR-M, FLO, 
ONE, SMILO, VERY VR, VERY VE

ELAC

RD400 RBA4 24V Built-in* ELDC

RB350 RBA2 BLUEBUS 24V

OXI, OXIBD, OXILR

ERA INTI, ERA ONE, ERA ONE BD, 
ERA ONE LR, ERA FLOR, NICEWAY, 
FLOR-S, FLOR-M, FLO, ONE, 
SMILO, VERY VR, VERY VE

EPSB, EPMB, EPLB, 
F210B, FT210B, 
EPMOW, MOFB

ELDC, ELB, WLT, 
MLB, MLBT

NKSL400
NKA3 Bidi  Yubii  SOLEMYO  OPERA  BLUEBUS 24V

SLH400
RB400

RBA3 Bidi  Yubii  SOLEMYO  OPERA  BLUEBUS 24V
RB600
RB1000
RUN1500
RUN1800

RUA1 Bidi  Yubii  OPERA  BLUEBUS 230V
RUN2500

RUN2500I RUA2 + 
RUA3

Bidi  Yubii  OPERA  BLUEBUS 230V

RB250HS, RB500HS RBA3/HS Bidi  Yubii  SOLEMYO  OPERA  BLUEBUS 24V

RUN400HS, RUN1200HS RUA6 Bidi  Yubii  OPERA  BLUEBUS 24V

TUB4000 DPRO500 Bidi  Yubii  OPERA  400V

EPS, EPM, 
EPL, F210, 
FT210,EPMOR, MOF, 
BF, FK, FE, FI ELAC, EL, ML, MLT, 

LUCY

TUB3500 MINDY A500
FLOXIR, FLOXI2R*

ERA INTI, ERA ONE, ERA FLOR, 
NICEWAY, FLOR-S, FLOR-M, ONE, 
VERY VR

EPS, EPM, EPL, 
F210, FT210, MOF, 
BF, FK, FE, FI

FLOXI FLO, VERY VE

* Radio receiver incompatible with Opera system

Systems for sliding gates
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Motor Built-in control unit / Spare code Receiver Transmitter Photocells Flashing light

S
ec

ti
o

na
l d

o
o

rs

SP6000 SPA40 24V OXI, OXIBD, OXILR
ERA INTI, ERA ONE, ERA ONE BD, ERA ONE LR, 
ERA FLOR, NICEWAY, FLOR-S, FLOR-M, FLO, ONE, 
SMILO, VERY VR, VERY VE

EPS, EPM, EPL, 
F210, FT210, EPMOR, 
MOF, BF, FK, FE, FI

ELDC, EL24, ML24, 
ML24T

SP6065 SPA20 24V
FLOXI2R*, FLOXIR ERA INTI, ERA ONE, ERA FLOR, NICEWAY, FLOR-S, 

FLOR-M, ONE, VERY VR
FLOXI FLO, VERY VE

SP6100 SPA30 24V
FLOXI2R*, FLOXIR ERA INTI, ERA ONE, ERA FLOR, NICEWAY, FLOR-S, 

FLOR-M, ONE, VERY VR
FLOXI FLO, VERY VE

CR2124 ROA2 24V
FLOXI2R*, FLOXIR ERA INTI, ERA ONE, ERA FLOR, NICEWAY, FLOR-S, 

FLOR-M, ONE, VERY VR
FLOXI FLO, VERY VE

SN6011 SNA1 SOLEMYO  OPERA  24V Built-in* ERA INTI, ERA ONE, ERA FLOR, NICEWAY, FLOR-S, 
FLOR-M, FLO, ONE, SMILO, VERY VR, VERY VE

ELDC, WLT, ELB, 
MLB, MLBT, LUCYB

SN6021 SNA20 Bidi  Yubii  SOLEMYO  OPERA  BLUEBUS 24V

OXI, OXIBD, OXILR
ERA INTI, ERA ONE, ERA ONE BD, ERA ONE LR, 
ERA FLOR, NICEWAY, FLOR-S, FLOR-M, FLO, ONE, 
SMILO, VERY VR, VERY VE

EPSB, EPMB, EPLB, 
F210B, FT210B, 
EPMOW, MOFB

SN6031, SPIN30 SNA3 Bidi  Yubii  SOLEMYO  OPERA  BLUEBUS 24V

SN6041, SPIN40 SNA4 Bidi  Yubii  SOLEMYO  OPERA  BLUEBUS 24V

SO2000 SOA2 Bidi  Yubii  SOLEMYO  OPERA  BLUEBUS 24V

SU2000, SU2000V, SU2000VV, 
SU2010 DPRO924 Bidi  Yubii  SOLEMYO  OPERA  BLUEBUS 24V EPS, EPM, EPL, 

F210, FT210, EPMOR, 
MOF, BF, FK, FE, FI

ELDC, EL24, ML24, 
ML24T

SHEL75KCE, SHEL50KCE, 
SHEL60KCE OGA0 24V Built-in* ERA INTI, ERA ONE, ERA FLOR, NICEWAY, FLOR-S, 

FLOR-M, FLO, ONE, SMILO, VERY VR, VERY VE -

SPY650BDKCE, 
SPY800BDKCE SPYBOX B Bidi  Yubii  SOLEMYO  OPERA  BLUEBUS 24V

OXI, OXIBD, OXILR  
+ Built-in*

ERA INTI, ERA ONE, ERA ONE BD, ERA ONE LR, 
ERA FLOR, NICEWAY, FLOR-S, FLOR-M, FLO, ONE, 
SMILO, VERY VR, VERY VE

EPSB, EPMB, EPLB, 
F210B, FT210B, 
EPMOW, MOFB

ELDC, WLT, ELB, 
MLB, MLBT, LUCYB

SPY650HSBDKCE SPYBOXHS Bidi  Yubii  SOLEMYO  OPERA  BLUEBUS 24V
OXI, OXIBD, OXILR  
+ Built-in*

ERA INTI, ERA ONE, ERA ONE BD, ERA ONE LR, 
ERA FLOR, NICEWAY, FLOR-S, FLOR-M, FLO, ONE, 
SMILO, VERY VR, VERY VE

EPSB, EPMB, EPLB, 
F210B, FT210B, 
EPMOW, MOFB

ELDC, WLT, ELB, 
MLB, MLBT, LUCYB

SPY550KCE SPYBOX OPERA  24V Built-in* ERA INTI, ERA ONE, ERA FLOR, NICEWAY, FLOR-S, 
FLOR-M, ONE, VERY VR

EPS, EPM, EPL, 
F210, FT210, EPMOR, 
MOF, BF, FK

ELDC, WLT, EL24, 
ML24, ML24T, 
LUCY24

U
p

-a
nd

-o
ve

r 
d

o
o

rs OT21, OT21FC OTA1 24V
FLOXI2R*, FLOXIR ERA INTI, ERA ONE, ERA FLOR, NICEWAY, FLOR-S, 

FLOR-M, ONE, VERY VR
EPS, EPM, EPL, 
F210, FT210, EPMOR, 
MOF, BF, FK

ELAC, EL, ML, MLT, 
LUCY

FLOXI FLO, VERY VE

TN2010L, TN2010 TNA2 Bidi  Yubii  SOLEMYO  OPERA  BLUEBUS 24V OXI, OXIBD, OXILR
ERA INTI, ERA ONE, ERA ONE BD, ERA ONE LR, 
ERA FLOR, NICEWAY, FLOR-S, FLOR-M, FLO, ONE, 
SMILO, VERY VR, VERY VE

EPSB, EPMB, EPLB- 
F210B, FT210B, 
EPMOW, MOFB ELDC, WLT, ELB, 

MLB, MLBT
TN2030L, TN2030, TNLKCE, 
TNKCE TNA1 SOLEMYO  OPERA  24V Built-in* ERA INTI, ERA ONE, ERA FLOR, NICEWAY, FLOR-S, 

FLOR-M, FLO, ONE, SMILO, VERY VR, VERY VE

EPS, EPM, EPL, 
F210, FT210, EPMOR, 
MOF, BF, FK, FE, FI

R
o

lli
ng

GR170, GR170E01, GR170R, 
GR170RE01, GR340E01

MC200
OPERA  230V

Built-in* ERA INTI, ERA ONE, ERA FLOR, NICEWAY, FLOR-S, 
FLOR-M, FLO, ONE, SMILO, VERY VR, VERY VE

EPS, EPM, EPL, 
F210, FT210, EPMOR, 
MOF, BF, FK, FE, FI

ELAC, EL, ML, MLT, 
LUCYRN2010, RN2020, RN2030, 

RN2040
OPERA  24V

* Radio receiver incompatible with Opera system

Systems for garage doors and rolling doors
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Motor Built-in control unit / Spare code Receiver Transmitter Photocells Flashing light

WIL WA20 24V

OXI, OXIBD, 
OXILR

ERA INTI, ERA ONE, ERA ONE BD, ERA ONE LR, 
ERA FLOR, NICEWAY, FLOR-S, FLOR-M, FLO, 
ONE, SMILO, VERY VR, VERY VE

EPS, EPM, EPL, 
F210, FT210,EPMOR 
MOF, BF, FK, FE, FI 

ELDC, EL24, ML24, 
ML24TWIDE WIA20 24V

SIGNO (all models) SIA20 24V

XBAR XBA2 24V
EPSB, EPMB, 
EPLB- F210B, 
FT210B,EPMOW, 
MOFB

ELDC, WLT, ELB, 
MLB, MLBT

S4BAR XBA20 Bidi  Yubii  SOLEMYO  OPERA  BLUEBUS 24V

MBAR
BCU1 Bidi  Yubii  SOLEMYO  OPERA  BLUEBUS 24V

L9BAR

 arriers produced e ore  have  radio plug

Control unit Spare code Motor Receiver Transmitter Photocells Flashing light
A01 139-B.8001

GR170, GR340, RN2030, RN2040, 
RN2010, RN2020 Built-in*

ERA INTI, ERA ONE, ERA FLOR, NICEWAY, 
FLOR-S, FLOR-M,FLO, ONE, SMILO, ERGO, 
PLANO, VERY VR, VERY VE

EPS, EPM, EPL, 
F210, FT210, 
EPMOR, MOF, BF, 
FK, FE, FI

A02 200-A.8001 ELAC, EL, ML, MLT, 
LUCY

A0, A1, A1B - OT20, RO1030

FLOXI2R*, FLOXIR ERA INTI, ERA ONE, ERA FLOR, NICEWAY, 
FLOR-S, FLOR-M, ONE, VERY VR

ELAC, EL, ML, MLT, 
LUCY

A3,

A3F,

A6,

A6F,

A700F

A3BA + A3GO 
A3FBA + A3GO 
SPSB059DE

SPSB059DEF

SPSB059DF

TO4005, TO4006, TO4015, TO4605, 
TO5015, TO5016, TO5605, HY7100, 
HY7005, WG4000, WG5000, 
MFAB3000, MFAB3000L, LFAB4000, 
TOO3000, TOO4500

A400 102-A.8001 WG4000

OXI, OXIBD, 
OXILR, SMXI*, 
SMXIS*

ERA INTI, ERA ONE, ERA ONE BD, ERA ONE LR, 
ERA FLOR, NICEWAY, FLOR-S, FLOR-M, FLO, 
ONE, SMILO, VERY VR, VERY VE

A100F 129-A.8001 OT20, RO1030

A60 SPSB138D

TO4005, TO4006, TO4015, TO4605, 
TO5015, TO5016, TO5605, HY7100, 
HY7005, WG4000, WG5000, 
MFAB3000, MFAB3000L, LFAB4000, 
TOO3000, TOO4500

A500 096-B.8001

FLOXI2R*, FLOXIR
ERA INTI, ERA ONE, ERA FLOR, NICEWAY, 
FLOR-S, FLOR-M, FLO, ONE, VERY VR,  
VERY VE

A824  24V
SP081-B

MB4024, MB5024, HY7024, HY7124, 
MFAB3024

ELDC, EL24, ML24, 
ML24T, LUCY24A824T  24V TO4024, TO5024, TO7024

A924  24V SB105B SU2000, SU2000V, SU2000VV, SU2010

* Radio receiver incompatible with Opera system

Systems for gates and garage doors with Mindy control units

Barrier gate operator systems
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Code Product line Page

ABF Tuned directional aerial, for mounting on bracket 188

ACNPS01 DIN module for NicePass access control 206

ALA1 B     196

BCU1     B   B 121

BFAB5024 B                   
closing 

87

BFABBOX        87

BFABBOXI Fab accessory, Stainless steel foundation box 87

BM1000 Additional memory card (255 codes memory) 223

BMA1   B        31

BMA2   B         85

BMA3 Lever-type key unlock system 31

CABLA01    B    196

CABLA02      B   196

CABLA03 Cable for cloning transmitters in the series Very 196

CABLA04 Cable for cloning transmitters in the series FloR 196

CABLA05         B 196

CABLA06           190

CABLA07 Cable for cloning transmitters in the series Ergo and Plano 196

CABLA09 Cable for cloning transmitters in the series Era-Flor 196

CB Mechanical sensitive edges - protective rubber pad 233

CHEU Neutral key for EKSEU, EKSIEU 222

CHS Neutral key for EKS, EKSI 222

CM-B Mechanical sensitive edges, length 1.5 m 105

CMA 1,5MT Mechanical sensitive edges, length 1.7 m 233

Code Product line Page

CMA 1,7MT Mechanical sensitive edges, length 2 m 233

CMA 2,5MT Pawl with two metal release keys 233

CMA 2MT Mechanical sensitive edges, length 2.5 m 233

CMBK4                  B 233

CMBK6                  B 233

CORE   172

CRA1 Mechanical accessory, shaft with 18-tooth pinion 159

CRA2 Mechanical accessory, joint for chain 159

CRA3 Mechanical accessory, 1/2” chain, 1 m pack, plus joint for chain 159

CRA4 Mechanical accessory, 1/2” chain, 5 m pack, plus joint for chain 159

CRA5 Mechanical accessory, tensioner drive with brackets 159

CRA6 Mechanical accessory, 36-tooth pinion 159

CRA7 Mechanical accessory, 18-tooth pinion 159

CRA8    159

CRA9 Mechanical accessory, adapter for shafts 157

DBM10 Complete kit for electrical connection of sensitive edges, for gates up to 10 m 232

DBM5 Complete kit for electrical connection of sensitive edges, for gates up to 5 m 232

DBM7,5 Complete kit for electrical connection of sensitive edges, for gates up to 7.5 m 232

DPCU1 Spare control unit for DPRO924 247

DPRO500 Control unit for 230 Vac, 2.2 kW single phase motor, or 400 Vac, 2.2 kW three phase motor 246

DPRO924 Control unit for 24V motor (suitable for Sumo), with provision for Solemyo and Opera 247

EDS             220

EDSB         B B     220

EDSI         B B        
body

220
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Code Product line Page

EDSIB                220

EDSWG Era Keypad wireless, 13 key digital selector, with radio connection 221

EKA01         D  D B  D   B    225

EKA02    D  D B    220

EKA03 B                 B  
D  D B

219

EKS Key selector Era series, for outdoor installation 222

EKSEU Key selector Era series, European cylinder, for outdoor installation 222

EKSI Era Key Switch, key selector for recessed mounting 222

EKSIEU Key selector Era series, European cylinder, for recessed mounting 222

ELAC Flashing LED signal light, neutral, 90-240 Vac, for compatible control units 226

ELDC Flashing LED signal light, neutral, 12-36 Vdc, for compatible control units 226

ELMM LED light module for EPMOR 217

EPL Era Photocell L, pair of surface-mounted photocells Large 219

EPLB Era Photocell L, pair of surface-mounted photocells large, 30° positionable 219

EPLIO             B B  219

EPLIOB           B B  219

EPLO Era Photocell L, pair of photocells large for recessed mounting, 30° positionable 219

EPLOB               B B  219

EPM Era Photocell M, pair of outdoor photocells 217

EPMA Era Photocell M, pair of outdoor photocells, 30° positionable 217

EPMAB            B B  217

EPMAO Era Photocell M, pair of outdoor photocells, burglar-resistant metal body 217

EPMAOB Era Photocell M, pair of outdoor photocells, 30° positionable, burglar-resistant metal body 217

EPMB               B B  
technology

217

Code Product line Page

EPMO             B B  217

EPMOB          B B  217

EPMOR          217

EPMOW Era Photocell M, pair of self-synchronised surface-mounted wireless photocells 217

EPS Era Photocell S, pair of outdoor photocells Slim 215

EPSA Era Photocell S, pair of outdoor photocells slim, burglar-resistant metal body 215

EPSAB           B B     215

EPSB           B B  215

ERA P VIEW Multifunction radio transmitter with intuitive graphic interface, to manage up to 99 devices singly or in groups 178

ETP      D  D        223

ETPB           B B  223

ETWI Interface with Wiegand 26303437 protocol for use with a radio control device with Nice Pass 206

F210 Pair of synchronised photocells, with relay output 235

F210B        B B  235

FA1 Vandal-proof metal shell for optical devices 234

FA2 B           234

FLO1RCE Era FloR transmitter, 1 channel, with sequential code for multiple insertion 183

FLO1RE Era FloR transmitter, 1 channel 183

FLO2RCE Era FloR transmitter, 2 channels, with sequential code for multiple insertion 183

FLO2RE Era FloR transmitter, 2 channels 183

FLO4RCE Era FloR transmitter, 4 channels, with sequential code for multiple insertion 183

FLO4RE Era FloR transmitter, 4 channels 183

FT210 Pair of optical devices for sensitive edges, with relay output 234

FT210B         B B  234
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Code Product line Page

FTA1      B    234

FTA2      B 234

GR170               165

GR170E01                   165

GR170R            165

GR170RE01                165

GR340E01                    
included

165

GRA01            165

GRA02        165

GRA03        165

HK7024 Hyke, Motor for swing gates up to 3.5 m, with articulated arm and control unit 71

HK7024HS Hyke HS, Hi-Speed motor for swing gates up to 3 m, with magnetic encoder, complete with articulated arm and 
control unit

27

HK7224 Hyke, Motor for swing gates up to 3.5 m, with articulated arm 71

HK7224HS Hyke HS, Hi-Speed motor for swing gates up to 3 m, with articulated arm, without built-in control unit 27

HKA2 Hyke HS accessory, Spare control unit for HK7024HS 27

HO7124 Hopp, Motor for swing gates up to 2.4 m, with articulated arm and control unit 67

HO7224 Hopp, Motor for swing gates up to 2.4 m, with articulated arm, without control unit 67

HOPPBDKCE Hopp, Kit for swing gates with a leaf length of up to 2.4 m, surface mounted, bidirectional.  
Contains:        BD    BD    B    D

69

HSB1 Trasponder badge for proximity reader 223

HY7005 Hyppo, Motor for swing gates up to 3 m, articulated shear-proof arm, with limit switch on opening and closing 75

HY7024 Hyppo, Motor for swing gates up to 3 m, with magnetic encoder, with shear-proof articulated arm 75

HY7100 Hyppo, Motor for folding 2-leaf doors, 230 Vac, with telescopic arm and limit switch on opening and closing 161

HY7124 Hyppo, Motor for folding 2-leaf doors, with telescopic arm and limit switch on opening and closing, with magnetic 
encoder

161

HYA11 Hyppo, Unlock from inside with a 6 m cord 161

Code Product line Page

HYA12 Hyppo, Longer articulated arm 75

HYKEBDKCE Hyke, Kit for swing gates with a leaf length of up to 3.5 m, with articulated arm, surface mounted, bidirectional.  
Contains:        BD    BD    B    D    

73

IB    B B              215

IBT4N Interface for connecting the O-View programming unit 21

IBW        B B  217

INB    B  B     B  B   B 195

INTI1 Era Inti transmitters,1 channel, 433.92 MHz, black 180

INTI1B Era Inti transmitters,1 channel, 433.92 MHz, blue 180

INTI1G Era Inti transmitters,1 channel, 433.92 MHz, green 180

INTI1L Era Inti transmitters,1 channel, 433.92 MHz, liliac 180

INTI1R Era Inti transmitters,1 channel, 433.92 MHz, red 180

INTI1Y Era Inti transmitters,1 channel, 433.92 MHz, yellow 180

INTI2 Era Inti transmitters, 2 channels, 433.92 MHz, black 180

INTI2B Era Inti transmitters, 2 channels, 433.92 MHz, blue 180

INTI2G Era Inti transmitters, 2 channels, 433.92 MHz, green 180

INTI2L Era Inti transmitters, 2 channels, 433.92 MHz, liliac 180

INTI2R Era Inti transmitters, 2 channels, 433.92 MHz, red 180

INTI2Y Era Inti transmitters, 2 channels, 433.92 MHz, yellow 180

INTIKIT                 180

IRW Wireless relay interface for sensitive edges 231

IT4WIFI           B  174

KA1 6 m cable release kit for KIO 236

KI1 Outside release kit with metal pull-cord and lock and key 37

KIO Key-operated selector switch for low voltage contacts with release mechanism for metal cord 27
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Code Product line Page

KIOMINI Aluminium key switch with control and release mechanism 236

L9BAR Road barrier system for bars from 7 to 9 m, steel case with protective cataphoresis treatment 125

L9BARI Road barrier system for bars from 7 to 9 m, stainless steel case 125

LFAB4000 L-Fab, Motor for swing gates, underground installation, with leaves up to 4 m, with mechanical limit switch on 
closing

85

LFAB4024 L-Fab, Motor for swing gates, underground installation, with leaves up to 4 m, with encoder and mechanical limit 
switch on closing

85

LFAB4024HS L-Fab HS, Hi-Speed motor for swing gates, underground installation, with leaves up to 4 m or 400 kg, with encoder 
and mechanical limit switch on closing

31

LFABBOX4        31

LFABBOX4I L-Fab accessory, Stainless steel foundation box 31

LLW       230

LP21 Single-channel metal mass detector 24 V power supply 233

LP22 Two-channel metal mass detector 24 V power supply 233

M3BAR Road barrier system for bars of 3 m, steel case with protective cataphoresis treatment 121

M3BARI Road barrier system for bars of 3 m, stainless steel case 121

M5BAR Road barrier system for bars of 4 or 5 m, steel case with protective cataphoresis treatment 121

M5BARI Road barrier system for bars of 4 or 5 m, stainless steel case 121

M7BAR Road barrier system for bars of 5, 6 or 7 m, steel case with protective cataphoresis treatment 121

M7BARI Road barrier system for bars of 5, 6 or 7 m, stainless steel case 121

MC200 Control unit for a 230 Vac motor for rolling doors 245

MC424L Control unit for swing gates with one or two 24 Vdc motors, with Solemyo technology 243

MC800            B B        244

MC824H               B B      
Opera and Solemyo

242

MC824HR               B B      
Opera and Solemyo

242

MC824L              B B      
Opera and Solemyo

242

MCA1 Spare control unit for MC824H 242

Code Product line Page

MCA2 Spare control unit for MC424L 243

MCA3 Spare control unit, for MC824HR 242

MCA4 Spare control unit, for MC824L 242

MCA5 Spare control unit for MC800 244

MEA1 Mechanical accessory for opening up to 360° for gates max. 2.5 m in length 29

MEA2 Fab accessory, Key unlock system 29

MEA3 Fab accessory, Lever-type key unlock system 29

MEA5 Fab accessory, Lever-type unlock key for MEA3 29

MEA6 Fab accessory, Limit switch bracket 29

MFAB3000 M-Fab, Motor for swing gates with leaves up to 3 m, underground installation, grease lubrication, increased speed 83

MFAB3000L M-Fab, Motor for swing gates with leaves up to 3 m, underground installation, grease lubrication, cruising speed 83

MFAB3024 M-Fab, Motor for swing gates with leaves up to 3 m 83

MFAB3024HS M-Fab HS, Hi-Speed motor for swing gates with leaves up to 3 m, with magnetic encoder 29

MFABBOX              29

MFABBOXI Fab accessory, Externally chamfered foundation box in stainless steel with mechanical stop on opening 29

MOCARD     B 223

MOCARDP     B    223

MORX D         D D       B 220

NDA040 Module for optional potential free outputs 112

NKA3 Spare control unit 93

NKSL400 Naked, Concealed motor for swing gates up to 400 kg, with control unit and absolute encoder 93

NSEA Instrument for force impact measurement, angular extension 232

NSEL Instrument for force impact measurement, straight extension 232

NSFB B              B B  
software included

232
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Code Product line Page

NSFS B             B   
software included

232

OBOX2      B     B   189

OBOX2B      B     B     
B  

189

OLTRE1824 Oltre, invisible motor for swing gates weighing up to 100 kg and with a leaf length of up to 1.8 m, with release lever 61

ON1CE Era One transmitter, 1 channel, 433.92 MHz, with sequential code for multiple insertion 182

ON1E Era One transmitter, 1 channel, 433.92 MHz 182

ON1EFM Era One transmitter, 1 channel, 868.46 MHz 182

ON2CE Era One transmitter, 2 channels, 433.92 MHz, with sequential code for multiple insertion 182

ON2E Era One transmitter, 2 channels, 433.92 MHz 182

ON2EFM Era One transmitter, 2 channels, 868.46 MHz 182

ON3EBD   BD      176

ON3ELR Era One LR transmitter, 3 channels, bidirectional, with LoRa® technology, 433.92 MHz 177

ON4CE Era One transmitter, 4 channels, 433.92 MHz, with sequential code for multiple insertion 182

ON4E Era One transmitter, 4 channels, 433.92 MHz 182

ON4EFM Era One transmitter, 4 channels, 868.46 MHz 182

ON9E Era One transmitter, 9 channels, 433.92 MHz 182

ON9EFM Era One transmitter, 9 channels, 868.46 MHz 182

ONELRKIT KIT with LoRa® technology. Contains:         B 177

OTA11 Mechanical accessory, Kit for external unlocking with a metal cord 153

OTA12 Mechanical accessory, Kit for external unlocking with key ratchet 153

OTA2 Mechanical accessory, Motor support bracket (1250 mm long) 153

OTA3 Mechanical accessory, Motor support bracket (2000 mm long) 153

OTA9 Mechanical accessory, Motor support bracket (520 mm long) 153

OVA1       194

Code Product line Page

OVA2          194

OVA3 O-View Accessory, RJ14 splitters, type 6/4, for cascade connection 194

OVA4 O-View Accessory, Flat 4-wire cable for connection of devices 194

OVBT  B         D   194

OVBTGSM        D   194

OVIEW           B   194

OX2 Prewired receiver 433.92 MHz, 2 channels, without built-in transmitter 188

OX2FM Prewired receiver 868.46 MHz, 2 channels, without built-in transmitter 188

OX2T Prewired receiver 433.92 MHz, 2 channels, with built-in transmitter 188

OX2TFM Prewired receiver 868.46 MHz, 2 channels, with built-in transmitter 188

OX4T Universal receiver 433.92 MHz, 4 channels, with built-in transmitter 188

OXI Receiver with connector, 433.92 MHz, 4 channels, without built-in transmitter 188

OXIBD Radio receiver with connector, 433.92 MHz, 4 channels, with built-in transmitter 176

OXIFM Receiver with connector, 868.46 MHz, 4 channels, without built-in transmitter 188

OXILR Radio receiver with connector, bidirectional, with LoRa® technology, 433.92 MHz, 4 channels, with built-in 
transmitter

177

OXIT Receiver with connector, 868.46 MHz, 4 channels, with built-in transmitter 188

OXITFM Prewired receiver 868.46 MHz, 4 channels, with built-in transmitter 188

PHW Pair of wireless photocells with built-in photovoltaic panel 230

PHWA1 Pair of adapters for PHW on PPH1 posts 230

PLA10 Mechanical accessory, Vertical 12 V electric lock 21

PLA11 Mechanical accessory, Horizontal 12 V electric lock 21

PLA13 Mechanical accessory, Mechanical travel stops for closing and opening manoeuvres 45

PLA14 Mechanical accessory, Screw-adjustable rear bracket 23

PLA15 Mechanical accessory, Screw-adjustable front bracket 23
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PLA6 Mechanical accessory, Rear bracket 250 mm long 45

PLA8 Mechanical accessory, Screw-adjustable front bracket 47

POA3 Spare control unit for HO7124 67

POE Wall support for Era Photocells 217

PPH1 Era Post, Outdoor aluminium post for 1 photocell medium and large, height 500 mm 225

PPH2 Era Post, Outdoor aluminium post for 2 photocells medium and large, height 1000 mm 225

PPH3 Era Post, Outdoor aluminium post for 1 photocell medium size, height 500 mm 225

PPH4 Era Post, Outdoor aluminium post for 2 photocells medium size, height 1000 mm 225

PPK Era Post, Outdoor aluminium post for 1 selector, height 1100 mm 225

PROVIEW Multi-function interface 190

PS124 24 V battery with integrated battery charger 27

PS224 24 Vdc buffer battery 121

PS324 24 V battery with integrated battery charger (for motor in 24 Vdc version) 21

PS424 B  63

PS524 Charge card for 7 Ah batteries 35

PSY24 24 V battery box with control circuit and carry handle 229

PW1 Heating element for gearmotors 237

RB1000 Robus, Motor for sliding gates up to 1000 kg with control unit and electromechanical limit switch 99

RB1000P Robus, Motor for sliding gates up to 1000 kg with control unit and inductive limit switch 99

RB250HS Robus HS, Hi-Speed motor for sliding gates up to 250 kg with control unit and electromechanical limit switch 33

RB400 Robus, Motor for sliding gates up to 400 kg with control unit and electromechanical limit switch 99

RB400BDKCE Robus, Kit for sliding gates up to 400 kg with control unit and electromechanical limit switch, bidirectional.  
Contains:   B    BD    BD    B    D    

101

RB500HS Robus HS, Hi-Speed motor for sliding gates up to 500 kg with control unit and electromechanical limit switch 33

RB600 Robus, Motor for sliding gates up to 600 kg with control unit and electromechanical limit switch 99

Code Product line Page

RB600BDKCE Robus, Kit for sliding gates up to 600 kg with control unit and electromechanical limit switch, bidirectional.  
Contains:   B    BD    BD    B    D    

103

RB600P Robus, Motor for sliding gates up to 600 kg with control unit and inductive limit switch 99

RBA1 Accessory for sliding gates, Inductive limit switch 33

RBA3       B  B  B   99

RBA3/HS     B   B 33

RBA4 Road accessory, Spare control unit for RDKCE 105

RDKCE Road, Kit for sliding gates up to 400 kg and with a leaf length of up to 6 m, with control unit and receiver.  
Contains: 1 x RD400, 1 x FLO2RE, 1 x EPM, 1 x EKS, 1 x ELDC, 1 x TS

105

RN2040 Rondo, Irreversible motor with brake and release device for balanced rolling doors up to 170 kg 167

ROA40     107

ROA6 M4 25x20x1000 mm slotted nylon rack with metal insert for gates weighingup to 500 kg 33

ROA7 M4 rack, zinc coated, 22x22x1000 mm 33

ROA8 M4 rack, 30x8x1000 mm, zinc coated with spacers and screws 33

ROA81 M6 rack, 30x30x1000 mm, zinc coated 35

ROX600KCE Kit for automating sliding gates up to 600 kg. 230 Vac, built-in control unit, built-in radio receiver.  
Contains:                  

107

RUA1 Spare control unit for RUN1800/1800P and RUN2500/2500P 111

RUA12 12-teeth pinion, module 6, to be coupled with rack ROA81 35

RUA2 Run accessory, Spare control unit for RUN2500I 111

RUA3 Run accessory, Spare inverter for RUN2500I 111

RUA6 Run accessory, Spare control unit for RUN400HS e RUN1200HS 35

RUN1200HS Run HS, Hi-Speed motor for sliding gates up to 1500 kg, with control unit and electromechanical limit switch 35

RUN1500 Run, Motor for sliding gates up to 1500 kg, with control unit and electromechanical limit switch 109

RUN1500P Run, Motor for sliding gates up to 1500 kg, with control unit and inductive limit switch 109

RUN1800 Run, Motor for sliding gates up to 1800 kg, with control unit and electromechanical limit switch 111

RUN1800P Run, Motor for sliding gates up to 1800 kg, with control unit and inductive limit switch 111

Co
m

pa
tib

ili
ty

 ta
bl

e
an

d 
al

ph
ab

et
ic

al
 in

de
x

Fo
r g

ar
ag

e
an

d 
in

du
st

ria
l d

oo
rs

Fo
r s

lid
in

g 
ga

te
s

Co
nt

ro
l s

ys
te

m
s

an
d 

ac
ce

ss
or

ie
s

Ba
rr

ie
r g

at
e

op
er

at
or

 s
ys

te
m

s
Fo

r s
w

in
g 

ga
te

s
Co

m
pa

tib
ili

ty
 ta

bl
e

an
d 

al
ph

ab
et

ic
al

 in
de

x

281



Code Product line Page

RUN2500 Run, Motor for sliding gates up to 2500 kg, with control unit and electromechanical limit switch 111

RUN2500I Run, Motor for sliding gates up to 2500 kg, with control unit, inverter and electromechanical limit switch 111

RUN2500P Run, Motor for sliding gates up to 2500 kg, with control unit and inductive limit switch 111

RUN400HS Run HS, Hi-Speed motor for sliding gates up to 400 kg, with control unit and electromechanical limit switch 35

S4BAR B                  119

S4BARI B            119

SFAB2024 B             77

SFAB2024BDKCE B                  
Contains:   B    BB    BD       BD       D    

79

SFAB2124 B               77

SFAB2124BDKCE
B                 B B    

bidirectional. 
Contains:   B    BB    BD       BD    B    D    

81

SFABBOX         77

SIA1 B   D      119

SIA2 WIDE accessory, Anchorage base with clamps 133

SLH400 Slight, Irreversible motor for sliding gates up to 400 kg with built-in control unit and absolute encoder 95

SLH400BDKCE Slight Kit, Kit for sliding gates up to 400 kg with control unit and absolute encoder, built-in LED light, bidirectional.  
Contains:      BD    BD    B    D    

97

SMXI Universal pre-wired receiver, up to 4 channels, with memory containing 256 codes - Flo coding 188

SN6031 Spinbus, Motor for sectional doors and up-and-over garage doors, with built-in control unit, 800 N 147

SN6041 Spinbus, Motor for sectional doors and up-and-over garage doors, with built-in control unit, 1000 N 147

SNA1 Spinbus accessory, Spare control unit for SPIN10KCE and SPIN11KCE 151

SNA16 Spinbus accessory, Quick-connect brackets for ceiling mounting 145

SNA20 Spinbus accessory, Spare control unit for SPIN23KCE 149

SNA3 Spinbus accessory, Spare control unit for SPIN30/SN6031 145

SNA30 Spinbus accessory, Preassembled 3 m guide 147

Code Product line Page

SNA30C Spinbus accessory, Pre-mounted 3 m chain track 147

SNA31 Spinbus accessory, 1 m extension for guide SNA30 147

SNA31C Spinbus accessory, 1 m extension for guide SNA30C 147

SNA4 Spinbus accessory, Spare control unit for SPIN40/SN6041 145

SO2000 Soon, Motor for sectional door up to 5 m, with absolute encoder 157

SOA2 Soon accessory, Spare control unit SO2000 157

SPA11        37

SPA2 Spinbus accessory, Kit for unlocking from the outside with cable 37

SPA5 Spinbus accessory, Oscillating arm sliding on bearings with optimised structure for projecting up-and-over doors 37

SPA6 Spinbus accessory, Large 585 mm long connecting arm 37

SPA7        145

SPIN10KCE Spinkit, For sectional doors up to 8.8 m² and up-and-over doors up to 9.8 m².  
Contains: 1 x SN6011, 1 x FLO2RE, guide in three 1-metre long sections

151

SPIN11KCE Spinkit, For sectional doors up to 8.8 m² and up-and-over doors up to 9.8 m².  
Contains: 1 x SN6011, 1 x FLO2RE, pre-mounted 3 m guide

151

SPIN20BDKCE Spinbuskit, For sectional doors up to 10.5 m² and up-and-over doors up to 11.8 m², bidirectional. Compatible with 
Solemyo and Opera. Contains:      BD       

149

SPIN22BDKCE Spinbuskit, For sectional doors up to 10.5 m² and up-and-over doors up to 11.8 m², bidirectional. Compatible with 
Solemyo and Opera. Contains:      BD          

149

SPIN23BDKCE Spinbuskit, For sectional doors up to 10.5 m² and up-and-over doors up to 11.8 m², bidirectional. Compatible with 
Solemyo and Opera. Contains:      BD     

149

SPIN30 Spinbus, For sectional doors up to 12.5 m² and up-and-over doors up to 11.8 m², 800 N 145

SPIN40 Spinbus, For sectional doors up to 12.5 m² and up-and-over doors up to 11.8 m², 1000 N 145

SPY550KCE Spykit 550, For sectional doors up to 9 m² and up-and-over doors up to 10.5 m², 550 N.  
Contains:      B    

141

SPY650BDKCE Spykit 650, For sectional doors up to 10.5 m² and up-and-over doors up to 11.5 m², 650 N, bidirectional.  
Contains:      B    BD    BD

143

SPY650HSBDKCE Spykit 650 HS BD, For sectional doors up to 10.5 m² and up-and-over doors up to 11.5 m², 650 N, 
bidirectional.  Contains:      B    BD    BD

37

SPY800BDKCE Spykit 800, For sectional doors up to 12.5 m² and up-and-over doors up to 14 m², 800 N, bidirectional.  
Contains:      B    BD    BD

143

SPYLIGHT LED light module accessory for SPYRAIL 37

SPYRAIL081 Spy accessory, 0.8 m extension with assembly accessories (to add to the SPYRAIL321 or SPYRAIL162 rails) 37
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SPYRAIL162 Spy accessory, 2 x 1.6 m rails with assembly accessories 37

SPYRAIL321 Spy accessory, 1 x 3.2 m rail with assembly accessories 37

SU2000 Sumo, For sectional doors and two-wings sliding doors up to 35 m² 159

SU2000V Sumo, For sectional doors and two-wings sliding doors up to 25 m², high speed 159

SU2000VV Sumo, For sectional doors and two-wings sliding doors up to 15 m², super high speed 159

SU2010 Sumo, For sectional doors and two-wings sliding doors up to 35 m², IP54 159

SYA1 Solemyo accessory, Power supply unit for charging the battery PSY24 from the supply mains 229

SYKCE Solar power kit comprising SYP photovoltaic panel and PSY24 battery box with charging control circuit 229

SYP Photovoltaic panel for 24 V supply with maximum power 15 W 229

SYP30 Photovoltaic panel for 24 V supply with maximum power 30 W 229

TCA65       232

TCB65 Sensitive edge in 10 m rolls 232

TCBS60 Passive sensitive edge in 10 m rolls 233

TCE Sensitive edge accessory, Control interface for sensitive edge 232

TCF Sensitive edge accessory, Scissors for cutting safety sensitive edges 232

TCK Sensitive edge accessory, Kit for 8 sensitive edges composition 232

TCW1 Sensor for sensitive edge with wireless technology and battery power supply 231

TCW2 Sensor for sensitive edge with wireless technology and PV power supply 231

TN2010L Ten, Upgraded motor for projecting and non projecting up-and-over doors, with control unit, absolute encoder and 
B B

153

TN2020L Ten, Upgraded motor for projecting and non projecting up-and-over doors, without control unit 153

TN2030L Ten, Upgraded motor for projecting and non projecting up-and-over doors, with control unit and receiver, mechanical 
limit switch

153

TNA1 Ten accessory, Spare control unit for TN2030L and TNLKCE 153

TNA2 Ten accessory, Spare control unit for TN2010L 153

TNA38 Ten accessory, Driving device for transmission shafts 153

Code Product line Page

TNA4 Ten accessory, 20x20 mm drive shaft (1500 mm long) 153

TNA5 Ten accessory, Pair of standard straight telescopic arms 153

TNA6 Ten accessory, Pair of standard curved telescopic arms 153

TNA8 Ten accessory, 20x20 mm drive shaft (200 mm long) 153

TNA9 Ten accessory, Additional connection cable and supports for wall-mounting of PS324 battery 37

TNLKCE Ten, Upgraded kit for projecting and non projecting up-and-over doors with control unit, receivers and mechanical 
limit switch

155

TO4005 Toona, Motor for swing up to 3 m, with limit switch on opening, increased speed 45

TO4006 Toona, Motor for swing up to 3 m, with limit switch on opening and closing, increased speed 45

TO4015 Toona, Motor for swing up to 3 m, with limit switch on opening, cruising speed 45

TO4024 Toona, Motor for swing up to 3 m, mechanical stop on opening 45

TO4605 Toona, Motor for swing up to 3 m, limit switch on opening, increased speed 45

TO5015 Toona, Motor for swing up to 5 m, with limit switch on opening, cruising speed 47

TO5016 Toona, Motor for swing up to 5 m, with limit switch on opening and closing, cruising speed 47

TO5024 Toona, Motor for swing up to 5 m, mechanical stop on opening 47

TO5024HS Toona 5 HS, Hi-Speed motor for swing up to 5 m, with magnetic encoder, mechanical stop on opening and closing 21

TO5024I Toona, Motor for swing up to 5 m, mechanical stop on opening, for intensive use 47

TO5605 Toona, Reversible motor for swing up to 5 m, limit switch on opening, increased speed 47

TO6024HS Toona 6 HS, Hi-Speed motor for swing up to 6 m, with magnetic encoder, mechanical stop on opening and closing 21

TO7024 Toona, Motor for swing up to 7 m, mechanical stop on opening and closing 49

TOONA4024BDKCE Kit for automating swing gates with a leaf length of up to 3 m, 24 Vdc, surface mounted, bidirectional.  
Contains:      BD       BD    B    D    

51

TS Signboard 21

TT1L Control unit for installations for lighting/irrigation systems, with radio receiver, IP55 protection 205

TT1N Control unit for a 230 Vac motor, with radio receiver, IP55 protection 205

TT1V 433.92 MHz frequency receiver, rolling code. For Venetian blinds. To control motors up to 500 W 205
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TT2D Control unit for installations for 230 Vac lighting systems, with receiver and switching module 203

TT2L Control unit for installations for 230 Vac lighting systems, with receiver 203

TT2N Miniaturized control unit for a 230 Vac motor, with radio receiver 201

TT2Z Radio receiver and control unit for dry contact controlled motors, four-wire motors and lights 202

TTDMS Recessed control unit with built-in radio receiver for electrical loads up to 250 W, on/off and dimmer functions 204

TTN3724HS Titan HS, non-reversible Hi-Speed motor, 24 Vdc, with magnetic encoder, for swing gates with leafs of up to 3.7 m 
or 450 kg

25

TTN3724RHS Titan HS, reversible Hi-Speed motor, 24 Vdc, with magnetic encoder, for swing gates with leafs of up to 3.7 m or 
450 kg

25

TTN6024HS Titan HS, non-reversible Hi-Speed motor, 24 Vdc, with magnetic encoder, for swing gates with leaves of up to 6 m 
or 450 kg

25

TTN6024RHS Titan HS, reversible Hi-Speed motor, 24 Vdc, with magnetic encoder, for swing gates with leaves of up to 6 m or 
450 kg

25

TTPCI B    238

TTX4 Recessed transmitter, 4 channels, with mains power 200

TTXB4 Recessed transmitter, 4 channels, with long battery life power 200

TUB4000 Irreversible gear motor for sliding gates weighing up to 4000 kg, electromechanical limit switch, 400 Vac, with 
built-in D-PRO 500 control unit

112

TW1 Regulation thermostat with trimmer 237

WA10 B      119

WA11 B      119

WA12 B      123

WA13 B          123

WALKY1024BDKCE Walky, Kit for swing gates with a leaf length of up to 1.8 m, bidirectional.  
Contains:      BD    BD    

63

WALKY2024BDKCE Walky, Kit for swing gates with a leaf length of up to 1.8 m, bidirectional.  
Contains:          BD    BD    B       

65

WAX           B  187

WCF       187

WCG      187

WCI       B 187

Code Product line Page

WCO      187

WG3524HS Wingo HS, Hi-Speed motor for swing gates with leaves up to 3 m, with magnetic encoder, mechanical stop on 
opening and closing

23

WIA10 Wide accessory, Pivot joint 132

WIA11 Wide accessory, Joint for bar for Wide M 132

WIA20 Wide accessory, Spare control unit 131

WIDEL Wide, Electromechanical road barrier system for bars up to 7 m, with painted galvanised steel case 131

WIDELI Wide, Electromechanical road barrier system for bars up to 7 m, with stainless steel case 131

WIDEM Wide, Electromechanical road barrier system for bars up to 4 m, with painted galvanised steel case 131

WIDEMI Wide, Electromechanical road barrier system for bars up to 4 m, with stainless steel case 131

WIDES Wide, Electromechanical road barrier system for bars up to 4 m, with painted galvanised steel case 131

WIDESI Wide, Electromechanical road barrier system for bars up to 4 m, with stainless steel case 131

WINGO4024BDKCE Wingo, Kit for swing gates with a leaf length of up to 2 m, 24 Vdc, surface mounted, bidirectional.  
Contains:      BD       BD       D    

55

WINGO4BDKCE Kit for automating swing gates with a leaf length of up to 2 m, surface mounted, bidirectional.  
Contains:      BD       BD          

53

WINGO5024BDKCE Wingo, Kit for swing gates with a leaf length of up to 3.5 m, 24 Vdc, surface mounted, bidirectional.  
Contains:      BD       BD       D    

59

WINGO5BDKCE Wingo, Kit for swing gates with a leaf length of up to 3.5 m, surface mounted, with MC800, bidirectional.  
Contains:      BD       BD          

57

WLA1 Walky accessory, Spare control unit for WL1024C 63

WLT Wallyght, Multi-function Led indicator 227

WM001C Niceway, Single channel module to control 1 automation system 185

WM001G Niceway, Module to control 1 Open-Stop-Close automation system 185

WM002G Niceway, Module to control 2 Open-Stop-Close automation systems 185

WM003C Niceway, Three channel module to control 3 automation systems 185

WM003C1G Niceway, Module to control 3 Step-by-Step and 1 Open-Stop-Close automation systems 185

WM003G Niceway, Module to control 3 Open-Stop-Close automation systems 185

WM004G Niceway, Module to control 4 Open-Stop-Close automation systems and sun sensor activation command 185
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WM006G Niceway, Module to control 6 Open-Stop-Close automation systems 185

WM009C Niceway, Nine channel module to control 9 Step-by-Step automation systems 185

WM080G Niceway, Module to control 80 Open-Stop-Close automation systems and sun sensor activation command 185

WM240C Niceway, Module to control 240 Step-by-Step automation systems 185

WRA Opla, Rectangular wall plate, aluminium 186

WRB Opla, Rectangular wall plate, black 186

WRG Opla, Rectangular wall plate, graphite 186

WRS Opla, Rectangular wall plate, seawater 186

WRT Opla, Rectangular wall plate, neutral transparent 186

WRW Opla, Rectangular wall plate, white 186

WSA Opla, Squared wall plate, aluminium 186

WSB Opla, Squared wall plate, black 186

WSG Opla, Squared wall plate, graphite 186

WSS Opla, Squared wall plate, seawater 186

WST Opla, Squared wall plate, neutral transparent 186

WSW Opla, Squared wall plate, white 186

WWW Ondo, Magnetic wall support for Ondo 187

XBA10 B          122

XBA11    B   B       122

XBA13 B      119

XBA14 B        123

XBA15 B        122

XBA16 B      122

XBA17 B      126

Code Product line Page

XBA18 B                 123

XBA19 B        119

XBA20     B 119

XBA4 B              119

XBA5 B        123

XBA6 B                 123

XBA7 B     119

XBA8 B     122

XBA9 B    123
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I nostri prodotti e le nostre tecnologie 
sono protette con brevetti, modelli  
di design e marchi. Qualsiasi violazione 
sarà perseguita legalmente.
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Gate, garage door and barrier 
automation and control systems 
catalogue.

Gate
& Door.

We make even the 
smallest of gestures 
extraordinary.
Nice, 
a world without barriers.  

Nice cares for the environment.
Using natural paper it avoids  
excessive use of raw materials  
and forest exploitation.  
Waste is reduced, energy is saved
and climate quality is improved.

Automation and control systems for gates, garage 
doors, blinds, awnings and rolling shutters and alarm 
systems for all types of space, from private homes to 
large public buildings. 

www.niceforyou.com 

Nice SpA
Oderzo, TV, Italy
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Nice cares for the environment.
Using natural paper it avoids  
excessive use of raw materials  
and forest exploitation.  
Waste is reduced, energy is saved
and climate quality is improved.

www.niceforyou.com 

Nice SpA
Oderzo, TV, Italy Automation and management systems 

for awnings, blinds and shutters 
catalogue.

Screen.

We make even the 
smallest of gestures 
extraordinary.
Nice, 
a world without barriers.  
Automation and control systems for gates, garage 
doors, blinds, awnings and rolling shutters and alarm 
systems for all types of space, from private homes to 
large public buildings. 



Our products and technologies  
are protected with patents and design 
trademark registrations. Any violation  
of our rights will be legally prosecuted.
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Villa Necchi 
Campiglio

Outdoor roller blind automation system.

Milan, Italy

Münchner 
Stadtbibliothek

Automation of external roller blinds  
and awnings.

Laim, Munich, Germany

Marina Bay Sands 
Hotel

Control systems for interior blind
and curtain automation.

Singapore
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Unique solutions,  
blending technology, innovation,  
quality and design.

Automation and control systems for gates, garage doors, barriers, aw-
nings, blinds, rolling shutters and alarm and lighting systems, now with 
integrated management through smart intuitive interfaces: practical, func-
tional and elegant solutions for the ideal way  
to live every space.

esigners  architects and engineers find their ideal partner in the Nice 
Group, always ready to provide complete support during  
project design, installation and implementation.

Nice means the simplest integration  the most elegant design and the
most advanced electronics.

www.niceforyou.com

Our aim is to let people live in a world 
without barriers, that makes the Nice Group 
the ideal partner to implement all types of 
projects from: residential, commercial, hotels 
and, other public spaces such as; schools, 
hospitals and medical centres. 

Nice,  
we make the 
extraordinary 
ordinary
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Why 
Nice
By developing solutions to optimise management of natural 
light and heat, Nice is actively committed to sustainably 
improving people’s quality of life.
The automation systems for awnings, blinds, rolling shutters 
and sunscreens in general guarantee intelligent management of 
sunlight and temperature in a building  reducing the use of artificial 
light during the day, avoiding heat loss during the winter and
protecting from direct sunlight in the summer.
Artificial light and central heating account on average for about a 
third of the annual energy consumption of a commercial building.
Automating sunscreens and optimising their management 
through climatic sensors and the possibility of controlling 
the installation even from a distance means reducing the 
building’s energy consumption and saving on costs.

Sustainability
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Y E A R  WA R RA
N

TY

Safety and reliability are fundamental values for Nice. Everyday  we test our products 
rigorously and precisely in our 1000sqm of laboratories, following procedures  
at the forefront of technology and using the most advanced instruments available  
to guarantee maximum technological and quality standards.

Nice tubular motors are controlled and tested for a long guarantee: 
5 years* from the production date indicated on each product.

*3 years for the electronic control devices.

Nice products stand out for their advanced electronics, high 
aesthetic quality and attention to detail.  
Nice tubular motors are designed and made in taly by a highly 

ualified  specialised team in the Nice R  Centre.
n order to consolidate our top uality products for indoor  outdoor 
and Venetian blinds and sunscreens in general, Nice has built a new 
production plant in Germany, located in the advanced industrial 
district of Stuttgart.   
The plant is inspired by the “focused factory” concept, based 
on a single line of products and able to offer made-to-measure 
solutions with very rapid delivery times. 
The pro ect combines ade in taly creativity with ade in ermany 
philosophy, to focus on a complete home comfort offer.

Warranty

Quality
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Nice is always on the lookout for 
innovative solutions which don’t exist.  
Not yet.

Nice has made significant investments  
to guarantee maximum quality standards, 
going beyond mere compliance with 
directives and regulations, to focus  
on continuous product improvement 
through high-tech procedures and 
experimentation, together with an 
innovative approach to open integration. 

Nice  
Centre R&D  
and labs

Every day in our laboratories we test  
our products painstakingly and precisely 
using cutting-edge technical procedures  
and the most innovative instruments 
in order to guarantee safety, quality, 
reliability and durability over time.

The Nice uality system complies with the internationally recognised 
ISO 9001 standard, while our laboratory conforms to the strict quality 
requirements of EN 17025 for test laboratories. 

Nice CE certified products comply with European irectives  
and the leading internationally recognized standards.
Nice laboratories have been certified by outside certification bodies  
attesting their technical expertise and conformity to carry out testing  
to meet the needs of the numerous products manufactured  
by the Nice group
• C E rance
•  taly
• CTC Advanced ermany
• ntertek Sweden  
•  SA
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Semi-Anechoic Chamber
Evaluation of the electromagnetic compatibility of motors and their 
immunity to radio interference.

Acoustic Chamber
Noise and vibration tests on motors during functioning.

Climatic Chamber
erification of a motor s ability to function correctly under conditions  

of high and low temperature and withstand rapid temperature changes.
Electrical safety tests to ensure that even e tended periods  
of functioning will not cause the motor to overheat.
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ubii is the new Nice ecosystem that lets 
automations communicate not only with each 
other, but also with you through bidirectional remote 
controls.

Fewer 
worries and 
more safety 
with Yubii

Yubii resolves your every doubt
The new remote controls provide you with information on the status  
of your automations by E s  sounds or slight vibrations  so you  
can know at any moment if the garage and gates are open or closed  
or if the blinds and rolling shutters are raised or lowered.

Yubii keeps you informed
ith the new remote controls  lights  sounds or vibrations let you know 

immediately if the automation has received your command correctly,  
so you don t need to get up and check for yourself.

Yubii helps you live better
Having your home under control at all times has never been easier  
and more convenient, because all the answers to your doubts are  
at your fingertips  or rather  in the bidirectional remote controls  
and the yNice elcome App.

Yubii.niceforyou.com



The new Nice bidirectional 
radio protocol gives you  
two-way communication 
between the transmitter  
and receiver.

The bidirectional (BD) transmitters will give 
your customers feedback on reception of the 
command and information on the status  
of garage, gate, blind, sun awning and rolling 
shutter automations by orange, green  
and red LEDs, together with sounds  
and slight vibrations.

The new Nice 
bidirectional 
ecosystem



ith tubular motors and Nice bidirectional  
control systems to automate indoor blinds,  
you can now receive feedback on reception 
and check the status of the automations. 

When you send a command to the automation, the transmitter indicates 
correct reception, the presence of possible faults or the need to change  
the device battery. hen the i  key is pressed  the transmitter also provides 
information on automation status open  closed  in an intermediate position  
by light or sound signals. 

Nice mesh network 
The Nice bidirectional radio protocol with mesh technology  
has numerous advantages:

• e tension of the radio range to 00m ma .10 ops
• confirmation by the automation of correct  
 command reception;
• the possibility of checking automation status  
 at any moment;
• high security  thanks to the encrypted  
 communication;
• low energy consumption in standby.

The new 
range of 
BiDirectional 
products
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ERA FIT M BD 
For outdoor blinds and 
rolling shutters, with built-in 
bidirectional radio receiver

Tubular motor with electronic 
limit switch and built-in bidirectional 
radio receiver.

DMBD GW
Bidirectional din module  

The   module acts as 
an interface between the modular 
system and the Nice bidirectional 
transmitters: it can memorise  
up to 30 radio channels with  
a frequency of 433.92 MHz  
and manage all outputs in the  
control system.

TTPRO BD
Palmtop programmer for tubular 
motors

Time savings and incomparable 
precision. The TT R   simplifies 
management of blind and rolling 
shutter automation systems: 
programming is simple, by 
memorising the settings then copying 
them without repeating the sequence 
for each new automation.

No access to the automation  
is required: you can control  
and programme Nice automations 
with bidirectional radio without 
needing physical access  
to the motor itself. nstallation  
is completely wireless.

ERA INN EDGE BD 
Tubular motors for indoor blinds 

Tubular motors with electronic 
limit switch, practical dry contact 
input and built-in bidirectional radio 
receiver. 

ERA P BD, ERA W BD 
Portable and wall-mounted 
transmitters

Ergonomic design and intuitive use 
for this line of transmitters to control 
indoor blind automations. ith key 
to activate/deactivate the climatic 
sensor  i  key to check blind position 
and slider for the “Go to Position” 
function.

Available in one and six channel 
version. 
Up to six groups of automations  
can be controlled in single, group,  
or multigroup mode. 
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Nice provides you  the professional  with  
a complete range of solutions designed to enhance 
your offer to the customer and to simplify installation 
and programming of all automation systems,  
from the simplest to the most sophisticated.

Technology, reliability and service.

Better 
service, 
closer to you

Tools
Nice presents the new TTPro BD, the new completely wireless 
palmtop programmer that simplifies management of Nice motors 
and control units and enables programming of the new Nice 
automations with bidirectional radio without having to physically 
access the motor and allows duplication of programming from one 
motor to another.
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After-sales service
Nice guarantees efficient and prompt service, even online, on the Niceforyou.
com website, with contents dedicated both to the professional and to the end user.
• Section dedicated to installation and programming tutorial videos,  

with the answers to the most frequently asked questions.
• A section where you can download instruction manuals, quick guides, 

catalogues and brochures.
• A forms you can use to ask for the updated software or firmware of any 

programmer or control unit.

Training
Nice offers a packed programme of training 
courses on products, sales techniques, 
installation and programming, to provide  
a complete professional training.
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n the catalogue  you can find
-  a practical division of tubular motors by application type and all the benefits of a state-of-the-art system
-  an intuitive guide to selecting the right motor to suit the characteristics of each awning, blind or shutter;
-  a tree index to help you identify motor models by torque, bearing in mind the characteristics most suitable  
 to your automation needs  complete with page references for uick consultation.

ERA INN XS 
Ø 25 mm

ERA INN  
SMART XS DC

ERA INN  
EDGE XS DC

electronic  
limit switch

 24 Vdc

without built-in  
radio receiver  24 Vdcwith BusT4  

input

without BusT4  
input

with built-in  
radio receiver

0,6 Nm 0,8 Nm

• • page 96

• • page 95

Complete your automation system by choosing the most suitable Nice electronic control devices. 
n the final section of the catalogue  you can also find e amples of typical installation configurations,  
an exhaustive technical glossary and a practical alphabetical index  to have everything you need at your fingertips.

Guide  
to the catalogue
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Control 
and programming systems

20.  Yubii ecosystem

24.  Control electronics

66.  Programming devices  
 for the professional 

72.  The Nice system for advanced 
 building management

74.  MyNice World app

76.  DIN modules for managing  
 tubular motors
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o you want to have everything under control  even when you re not at home  ou can even get  
an answer from your current gate or garage with a simple upgrade. Do the test now and discover  
which bidirectional products you need on yubii.niceforyou.com

Connect your automations through the Core 
and create customised scenarios you can 
manage either by smartphone or by setting  
a key on your bidirectional remote control.

or e ample  you could create a scenario  
that raises the rolling shutters, turns  
on the irrigation and opens the garage  
door to let the dog out in the garden every 
morning at 7.00. 

All this with ust one click on your smartphone 
or the bidirectional remote control.

Your lifestyle,  
your scenarios.

ownload the yNice elcome app  
to have everything under control, 
even when you re not at home.

Manage your home from
your smartphone.

idirectional remote controls provide 
feedback through vibration  sounds  
and lights to indicate automation status  
and correct command reception.

More certainty with 
bidirectional remote controls.

Yubii connects all the automations in your 
home and lets them communicate with each 
other and with you via the esh network  
so you can eliminate every doubt and live 
each day with greater peace of mind.

More automations, 
more control,
fewer worries.
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Era One BD

Era P BD Era W BD

CoreMyNice 
Welcome App

Era One  
with LoRa®
technology

Send command and reception  
of feedback from the automation.

Command signal.

The Mesh network turns
each automation into a signal 
transmitter, extending the range.

Open/close
gates

Open/close
gates

Open/close rolling
shutters and blinds

Open/close
sun awnings Open/close rolling

shutters and blinds

Open/close
sun awnings

Open/close
garage doors

Open/close
garage doors
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Router
Wi-Fi

Cloud

App

NEW BiDi Yubii

Nice Wi-Fi-Radio Gateway

Nice Wi-Fi-Radio Gateway to man-
age Nice automations via the MyNice 
Welcome App.

Smart  communicating by i- i  Core enables Nice 
automations with built-in or optional radio receiver for 
doors, gates, barriers, blinds, awnings and rolling shut-
ters to be connected, made to interact and controlled, 
including remotely. t can also be used to manage 
remote controls including unidirectional  sensors for 
blinds, awnings and rolling shutters with built-in radio 
and accessories for yNice alarm systems e cept 

NT  N S  and N RT CC series hotopirs .

Easy to configure: the MyNice Welcome App makes 
configuring the interactions between the automations 
and programming scenarios easy and intuitive.

Comfort: activations can be scheduled in time bands, 
for example:

• at 7.00 in the morning, raise the blinds and open the 
garage door good morning

• at 21.00 in the evening, dim the light levels in the 
room by partially lowering the blinds, turn power to 
the stereo on to play music rela

• at .00 at night  turn off the lights good night .

Safe  The bidirectional radio protocol uses S  modu-
lation to improve immunity from interference.

Optional battery power to safeguard functions in the 
event of blackout. Configurations are automatically 
saved on the Nice Cloud.

Versatile  Thanks to the ubii ecosystem  you can make 
all the devices in the system interact to create events, 
such as:

• activating a Nice remote control raises the blinds and 
turns the lights off;

• if a Nice smoke detector detects the beginning of a 
fire  the system will automatically turn power to the 
electrical loads off;

• if a Nice ood detector detects that the water has 
reached the threshold level, it will open the garage 
door.

n unidirectional rolling code mode  compatible with 
previous versions of Nice receivers with connector or 
surface mounted.

Discover the complete range of BiDirectional products 
on page 12.

iscover all the benefits of the Yubii system on page 20.

TECHNICAL SPECIFICATIONS

Code Description

CORE Nice Wi-Fi-Radio Gateway

Code CORE
Input 5V
Optional battery power 2x AA NiMh rechargeable
Maximum absorbed power (mW) 1,5
Wi-Fi interface with internal antenna 802.11b/g/n – 2,4 GHz (P<10mW)
Safety OPEN/WEP/WPA-PSK/WPA2-PS
Support WPS

Dual band radio transmission Dual band bidirectional 433.54 - 433.92 MHz
868,3 - 868,94 MHz (P<10mW)

Radio range in open space free of disturbance * 500 m (max. Mesh network); 150m (if inside buildings)*
Protection level (IP) 30
Operating temperature |E|(°C Min/Max) -20 ÷ +50
Dimensions (mm) 113x64x33
Weight (g) 100

* Transmitter range and receiver reception capacity may be affected by any devices operating on the same frequency in the area and by the position of 
the system's radio antenna.

Core
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NEW BiDi Yubii MyNice Welcome is a single APP allow-
ing users to configure and control Nice 
devices directly from their smartphone via 
Core  the Nice i- i-Radio gateway.

Everything under control: if your smartphone has an 
internet connection, you can also view the status of each 
individual automation and control it wherever you are via 
the Nice Cloud.

All Nice technology at your fingertips!: the yNice 
elcome App lets you configure and control the system 

locally, even without an internet connection.

ith a simple click  you can update the T  interface 
and Nice Core i- i-radio gateway  download the 
events log and view automation activations and diag-
nostics.

Practical: you can control Nice group automations and 
create scenarios and rules remotely, combining sensors, 
remote controls and automations the smartphone and 
Core communicate via the i- i network .

Smart: with the dedicated accessories, you can now:

• associate and save all home devices, such as sen-
sors, remote controls and automations;

• configure the parameters of the bidirectional sensors 
and verify their status battery   version  etc.

• add more functions to a key on the remote control  
while maintaining the original settings for e ample  
if pressing a key opens the gate  you can now add 
other functions, such as the simultaneous or delayed 
switching of the garage light or activation of an exist-
ing scenario

• create scenarios involving all the saved devices, or 
activate the functions of an automation with an event 
pressing a button  sensor activation  scheduling  for 
example, close the rolling shutters at your preferred 
time of day scheduling  or when the wind sensor 
sends an event sensor activation .

Discover the complete range of BiDirectional products 
on page 12.

iscover all the benefits of the Yubii system on page 20.

MyNice Welcome

Available free on

To configure Core with the yNice elcome App  see the instructions on the Nice site.

https://www.niceforyou.com/en/support

Functions
Commands: open, stop, close, plus one other from among those provided by the automation
Geolocation and other actions are possible thanks to compatibility with the IFTTT service

Requisites
A maximum of 20 users can be associated with the IT4WIFI
iOS 10 or Android 5 operating system or later
Wi-Fi access point supporting Apple’s Bonjour service

My Nice
Welcome App
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ERA P VIEW

P1

P1SBD

P1Swith Sun N/  keys

P1Vwith slider dimmer

Portable and wall-mounted transmitters

Index of Nice control electronics

Multifunction radio transmitter to manage  
up to 99 devices individually or in groups
Era P View

4-channel radio transmitter to control 
automations, lights and electrical loads
Agio

AG4Wwhite

AG4Bwith charger base black

AG4Rred

AG4BWwhite

AG4BBblack

AG4BRred

without charger base

P6

P6SV

P6SVBD

with slider dimmer

with slider dimmer

P6S

P6SBD

with Sun N/  keys

with Sun N/  keys

with Sun N/  keys

Radio transmitter to control automations  
for awnings, blinds, rolling shutters, lights  
and electrical loads
Era P serie

Radio bidirectional transmitter to control  
automations for awnings, blinds, rolling shutters, 

lights and electrical loads
         Era P BD serie

MW1

MW2

MW3

for 1 Open-Stop-Close automation in single or multigroup mode

for 2 Open-Stop-Close automations in single or multigroup mode

for 3 Open-Stop-Close automations in single or multigroup mode

Miniaturised radio transmitters for the 
intuitive control of awnings, blinds and 
rolling shutters
Era Miniway

odular radio control system to manage Nice 
automations for awnings, blinds, rolling shutters, 
gates and garage doors from anywhere in the home
Niceway

for 1 automation group

up to 6 automation groups 
in single or multigroup mode

up to 6 automation groups 
in single or multigroup mode

for 1 automation group

page 30

page 40

page 40

page 40

page 32

page 32

page 32

page 32

page 32

page 32

page 40

page 40

page 

page 40

page 

page 

page 44

page 44

page 44

page 34

page 40P18up to 1  automation groups 
in single or multigroup mode
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W1

W1Swith Sun N/  keys

W6

W6Swith Sun N/  keys

Wall-mounted transmitters

AIR 1RW

Radio transmitter to control automations  
for blinds, awnings and rolling shutters
Era W serie

Wall-mounted touchless radio transmitter  
for controlling one automation or group  
of automations
Air

for 1 automation group

up to 6 automation groups  
in single or multigroup mode

Radio-controlled sun  temperature  
and internal luminosity sensors, battery-powered, 
C  display  compatible with Nice ay  

series supports
Niceway Sensor

WMS01S

WMS01ST

Sun-Ambient Light sensor

Sun-Ambient Light-Temperature sensor

all-mounted weekly programmable timer  
can manage up to 6 independent channels  
and memorise a maximum of 30 events
Era Krono

1WW

6WW

1WC

battery-powered, manages 1 channel via radio

battery-powered, manages up to 6 channels via radio

mains powered, manages 1 group of motors by wire

W1SBD

W6SBDwith Sun N/  keys

with Sun N/  keys

up to 6 automation groups  
in single or multigroup mode

for 1 automation groupWall-mounted bidirectional  
transmitter to control awnings,  
blinds and rolling shutters

Era W BD serie

page 42

page 42

page 42

page 42

page 36

page 46

page 46

page 45

page 45

page 45

page 39

page 39
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Index of Nice control electronics

outdoor climatic sensors, radio-controlled, 
including wireless. 

ith ad ustable support for fi ing
NEMO

VOLO

VOLO S

VOLO ST

Wind sensor

Wind-Sun sensor

Wind-Sun sensor with thresholds 
adjusted by trimmer

outdoor climatic sensors, radio and wired, 
powered by mains electricity  ad ustable fi ing 
support
VOLO

VOLO S-RADIOradio transmission, can be memorised  
in a number of motors and/or control units

wired transmission to control a 
maximum of 5 motors and/or 
control units

Wind-Sun sensor

NEMO WSCT

NEMO WSRT

NEMO SCT

NEMO SRT

powered by built-in 
photovoltaic cells

Wind-Sun sensor

ind-Sun-Rain sensor

Sun sensor

Sun-Rain sensor
powered by mains 
electricity

Radio-controlled vibration wind detector  
battery-powered
NEMO VIBE

NEMO VIBE

outdoor climatic sensors

page 

page 

page 49

page 49

page 52

page 51

page 50

page 50

page 50
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Surface mounted control units  
with Wind-Sun levels adjustable  
by transmitter or trimmer
MINDY TT

TT4
to control 1 motor up to 1000 W. 433.92 MHz receiver, rolling code. Adjustment of climatic 
sensors by trimmer

TT3
to control 1 motor up to 1000 W.  
Adjustment of climatic sensors by trimmer

TT5to control 2 synchronised motors up to 600 W. 433.92 MHz receiver, rolling code. Adjustment of climatic 
sensors by trimmer

Concealed control system
TAG

TTXB4

TT2Nfor 1 230 Vac motor

TT2Lfor 1 light or 230 Vac load

TT2Dfor 1 light or 230 Vac load, with internal switching module

TTDMSfor electrical loads up to 0  N/  and ER function

recessed transmitter powered by mains electricity

TT1Nto control motors up to 500 W.
433.92 MHz frequency receiver, rolling code

TT1Vfor Venetian blinds, to control motors up to 500 W.  
433.92 MHz receiver, rolling code

TT1Lto control loads at 230 Vac mains voltage with power  
up to 500 W. 433.92 MHz frequency receiver, rolling code

miniaturised receiver, for 
passthrough installation

miniaturised receiver, for 
mounting on a wall-plate

Communication interface TT6TT us-RS  and control unit for tubular motors

TTX4recessed transmitter, battery-powered

with Hirschmann connector to control one motor up to 500 W  
for outdoor Venetian blinds, sun awnings and rolling shutters.  
433.92 MHz frequency receiver, rolling code

TT1VR

TT2Zfor dry contact controlled motors, 4-wire motors and lights

control units

page 63

page 63

page 63

page 64

page 56

page 56

page 57

page 59

page 59

page 60

page 61

page 61

page 61

page 62

page 
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programming units

TTPRO BD

TTU

INB

O-VIEW TT

Programmers

for Nice tubular motors with electronic limit switch

for Nice tubular motors with dry contact or TT us technology

by Ticino us and Nice TT us

for motors and control units with TT us

Index of Nice control electronics

page 67

page 70

page 

page 
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N power supply 
modules

N motor  
interface modules

N connection 
modules

without us technology

with low voltage dry contact outputs

with radio technology

with radio technology

15 W

compatible with the most widely used 
uilding anagement protocols

interface between the modular system 
and the Nice bidirectional transmitters

allows the system to be managed  
by the yNice orld app and Nice Screen 
Configuration Tool

30 W

with us technology

with high voltage outputs

without radio 
technology

with built-in onne  protocol

DMLPS2415

DMBM

DMDCM

DMBD

DMBD GW

DMLPS2430

DMKNX

DMAM

DMBPD

DIN modules for advanced building management

page 76

page 76

page 76

page 77

page 7

page 79

page 0

page 1

page 
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Era P View

Multifunction radio transmitter with 
intuitive graphic interface, LCD colour 
screen .  navigation by -key oypad.

Possibility to control up to 99 devices singly  
or in groups.  
With clock and calendar to configure timed 
scenarios and commands.

Advanced programming for professionals
The installer can access programming directly during 
first start-up by inserting the batteries  or subse uently 
using the keys on the back of the transmitter.

Easy to use for all requirements: can be used  
in two ways, in either simple or advanced mode.

Advanced User 
Can modify the transmitter settings and the labels 
identifying the devices.  
Can create, schedule, modify and control zones, 
groups and scenarios. Can also limit access to  
the advanced menu by a numerical password.

Easy User 
Can simply and directly control a small number  
of devices pre-authorised by the advanced user. 
Can consult the dashboard and suspend timed events.

Practical and functional 
f not used for a few seconds  Era  iew switches  
to stand-by to reduce battery consumption. The device 
comes on again automatically when moved, or if any 
key is pressed  thanks to the built-in sensors. 

USB input to recharge the batteries if rechargeable .
ith practical magnetic support for fi ing to the wall.

For advanced automation management

 keys for direct control of 
the automation.

Practical 
-key oypad
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Code Description Pcs./pack.

ERA P VIEW Multifunction radio transmitter with intuitive graphic interface to manage up to 99 devices 
individually or in groups

1

 

TECHNICAL SPECIFICATION
Code ERA P VIEW
Power supply 2 AAA 1.5V alkaline batteries

Battery lifetime About 1 year with 20 operations per day

Radio coding Rolling code

Frequency 433.92 MHz (±100 kHz) 

Range Estimated 200 m in open space and 35 m indoors

USB socket Micro USB

Operating temperature (°C) -20; +50

Protection class IP 40 

Dimensions (mm) 200x50x15 (without wall support)

Weight (g) 140
 

IMMEDIATE AND INTUITIVE SELECTION OF THE DEVICE TO BE CONTROLLED THANKS TO THE MULTI-LANGUAGE GRAPHIC INTERFACES

ADVANCED USER: COMPLETE SELECTION MENU TO PROGRAMME AND MANAGE ALL DEVICES
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Agio

Portable 4-channel transmitter 
to control awnings, blinds, rolling 
shutters, lights and other electrical 
loads, with ON/OFF and dimmer 
functions.

Maximum interaction with the light
Agio can turn on and adjust the intensity of any light 
source and operate awnings, blinds, rolling shutters 
and other electrical loads remotely, guaranteeing  
total management of the artificial and natural 
light sources in a building.

Elegant
A S and polycarbonate body in  colours with a glossy 
finish  traffic white RA  901  deep black RA  900  
and crimson red RA  00 .

Intelligent
or night use  the keys of Agio light up as you move your 

hand near and a simple rotary movement turns  
on the handy courtesy light concealed on the bottom.

Practical
The tabletop or wall-mounted charger base works on 
induction: just rest Agio on the base and it will remain 
fully charged for hours and hours of operation.
The S  input also allows the charger base to be used 
to charge mobile devices such as smartphones and 
tablets easily.

Comfort 
Thanks to the presence of a slider  a simple touch  
is all it takes to easily ad ust the slant of enetian 
blinds Tilting  function  or bring sun awnings and 
rolling shutters to the position corresponding to the 
pressure point  from 0 to 100  of the travel o To 

osition  function . 

Agio
To control automations lights and electrical loads

Built-in courtesy light
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AG4BW AG4WAG4BB AG4BAG4BR AG4R

Portable transmitter Table-top with charger 
base

Wall-mounted with 
charger base

Code Description Pcs./pack. Certificates

AG4BW Portable transmitter to control awnings, blinds, rolling shutters, lights  
and electrical loads, white 

1

AG4BB Portable transmitter to control awnings, blinds, rolling shutters, lights  
and electrical loads, black

1

AG4BR Portable transmitter to control awnings, blinds, rolling shutters, lights  
and electrical loads, red

1

AG4W Portable transmitter to control awnings, blinds, rolling shutters, lights  
and electrical loads, white (with charger base)

1

AG4B Portable transmitter to control awnings, blinds, rolling shutters, lights  
and electrical loads, black (with charger base)

1

AG4R Portable transmitter to control awnings, blinds, rolling shutters, lights  
and electrical loads, red (with charger base)

1

TECHNICAL SPECIFICATION
Code AG4BW, AG4BB, AG4BR AG4W, AG4B, AG4R
Power supply 2x1.5 V AA alkaline batteries 2x1.2 V AA alkaline rechargeable batteries, 

including induction charger base

Battery lifetime About 2 years About 2 years, excluding consumption - built-in 
courtesy light

Frequency 433.92 Mhz ± 100 khz

Number of channels 4

Function keys 3

Slider Circular

Courtesy light - 1

Radiated power Estimated about 1 mW

Protection class (IP) 40

Estimated range (m) 200 m in open space, 35 m indoors

Coding 52 bit rolling code

Operating temperature (°C Min/Max) -20° - +55°

Dimensions (mm) 88x97x26

Weight (g) 140 150

Colours White RAL 9016, black RAL 9005, red RAL 3002

Finish Glossy

CHARGER BASE
Power supply - 5 Volt (with 220 Vac - 5 Vdc 1.2 Amps power 

supply provided)

Protection class (IP) - 40

Other functions - USB port for charging mobile devices up to 850 
mA(smartphone, tablet)

Operating temperature (°C Min/Max) - -20° /+55°

Dimensions (mm) 88X97x26

Weight (g) - 110 (Excluding power supply)

Colours - White RAL 9016, black RAL 9005, red ral 3002

Finish - Glossy
USB input to charge mobile devices 

such as smartphones and tablets
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Modular radio control system 
to manage the Nice range of 
automations singly or in groups  
from anywhere in the home.

Modular  
The Nice ay system is based on a series of transmitter 
modules which can be inserted on five different types 
of support to create a diversified range of  
made-to-measure solutions. Available in 1 to 0  
group or 240 channel versions, the modules are  
ultra-compact and very easy to operate. 

Advanced and compatible  
.9   fre uency  with  bit rolling code more 

than .  million billion combinations  self-learning.  
ong autonomy  lithium battery .

Practical  
To protect the electronic parts from dirt and damp, 
the rubber function keys are incorporated in the actual 
body of the control modules. Nice ay can be used 
anywhere in the home, in the garage, the living room, 
the kitchen or the bathroom.

Niceway
Modular control systems to manage automations

WM001G Module to control 1 Open-Stop-Close automation in single or multigroup mode 1

WM002G Module to control 2 Open-Stop-Close automations in single or multigroup mode 1

WM003G Module to control 3 Open-Stop-Close automation groups in single or multigroup mode 1

WM006G Module to control 6 Open-Stop-Close automation groups in single or multigroup mode 1

WM004G Module to control 4 Open-Stop-Close automations in single or multigroup mode,  
plus ON/OFF control of sun sensor 1

MODULES WITH OPEN-STOP-CLOSE CONTROL

WM001C 1 channel module to control 1 automation 10

WM003C 3 channel module to control 3 automations 1

WM009C 9 channel module to control 9 automations 1

Memorising of radio controls in Mode II ON/OFF - HOLD TO RUN - TIMER1 - TIMER2 (for products in the Screen line MODE II programming)

Module Code Description Pcs./pack.

STEP-BY-STEP CONTROL MODULES

WM080G Module for the Open-Stop-Close control of 80 automations in single or multigroup 
mode, plus sun sensor activation control 1

WM240C Module to control 240 Step-by-Step automations in single or multigroup mode 1

MULTI-CHANNEL DISPLAY MODULES

WM003C1G Module to control 3 Step-by-Step automations and 1 Open-Stop-Close automation 1

HYBRID MODULE FOR STEP-BY-STEP AND OPEN-STOP-CLOSE CONTROLS

TECHNICAL SPECIFICATION
Power supply (Vdc) 3V with 1 CR2032 lithium battery

Battery lifetime > 2 years with 10 transmissions per day

Frequency 433.92 MHz ± 100 KHz

Radiated power Estimated about 1 mW

Protection class (IP) 40

Estimated range (m) 200 m in open space, 35 m indoors

Coding 52 bit rolling code

Operating temperature (°C Min/Max) -20 - +55

Dimensions (mm) 41x41x10

Weight (g) 14
 

Ondo 
Wall or table 
shockproof holder

Opla 
Wall plate

Go 
The module holder 
cover
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WSW, WRW WSG, WRGWSB, WRB WST, WRTWSA, WRA WSS, WRS

WCF WCOWCG WCI

WWWWAX

Code Description Pcs./pack.

WAX Table-top support in white plastic and blue ice rubber 10

WWW Magnetic wall fixing for wax 10

Code Description Pcs./pack.

WRW Rectangular wall plate, white 10

WRB Rectangular wall plate, black 10

WRA Rectangular wall plate, aluminium 10

WRG Rectangular wall plate, graphite 10

WRT Rectangular wall plate, neutral transparent 10

WRS Rectangular wall plate, water green 10

Code Description Pcs./pack.

WSW Square wall plate, white 10

WSB Square wall plate, black 10

WSA Square wall plate, aluminium 10

WSG Square wall plate, graphite 10

WST Square wall plate, neutral transparent 10

WSS Square wall plate, water green 10

Code Description Pcs./pack.

WCF Mini cover, fern green 10

WCG Mini cover, graphite 10

WCI Mini cover, ice blue 10

WCO Mini cover, orange 10

Portable, wall-mounted and stand-on supportsWall supports

Mini cover
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Air

Wall-mounted touchless radio 
transmitter for controlling one 
automation or group of automations.

Versatile 
With its elegant essential design, Air is the perfect 
solution in all contexts where you need to wear gloves 
or cannot use your hands, for example in medical 
or sterile environments  restaurant and hotel kitchens  
or other commercial contexts. The ideal solution for 
everyone wishing to add a touch of elegance and  
a contemporary feel to their home or office.

Advanced and exclusive 
Air makes interaction with the automation system very 
simple indeed: all it takes is a simple movement 
of the hand, without touching the device.The 
transmitter confirms recognition of the hand movement 
via a ashing E  signal  transforming the command 
into movement. 

Easy to install 
eing a radio-controlled  battery-powered device   

Air can be conveniently mounted anywhere on  
the wall, without requiring any building work.  
No wiring.

Energy efficiency 
Air is fitted with a sensor that detects when a  hand 
is nearby  the E  only comes on when a person s 
presence is detected, thus reducing battery 
consumption.

Extended operating autonomy 
Power supply by two AAAA 1.5 Vdc batteries,  
for an estimated life of around two years with average 
10 transmissions per day.

The touchless automation control solution

TECHNICAL SPECIFICATION
Code AIR 1RW
Power supply (Vdc) Alkaline batteries - 2 x AAAA x1.5 V 

Battery lifetime About 2 years with 10 transmissions per day

Frequency 433.92 MHz ± 100 KHz

Protection class (IP) 40 (Use in the home or in protected environments)

Average range (m) Estimated average range 200 in open space, 35 indoors

Radio coding Rolling code (o-code)

Operating temperature (°C Min/Max) -5 - +55 

Dimensions (mm) 80x125x12.5

Weight (g) 100
 

Code Description Pcs./pack.

AIR 1RW Rectangular wall-mounted touchless radio transmitter for controlling one automation  
or group of automations

1

Homes and offices
Extremely simple automation 
control.

Medical
The ideal solution for sterile 
environments.

Industrial
Easy control even in the 
most critical situations. 

Food
Practicality and convenience even 
in situations where the maximum 
levels of hygiene are required.

Gesture control

ON/OPEN

OFF/CLOSE

STOP
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YubiiNEW BiDi

Era P BD Series
Portable bidirectional transmitter to control 
awnings, blinds and rolling shutters

Up

Stop

Down

Slider

Group selection keys

Automation status 
querying

"Sun for You" key to 
activate/deactivate the 
sun sensors

Command reception feedback

blind wound

blind unwound

partial opening/closing

One and 6 channel versions,  
to manage up to 6 groups of automa-
tions in single, group or multigroup 
mode, including with separate acti-
vation of climatic sensors.

Instantaneous commands: the new bidirectional 
radio protocol is about 30 times faster than the previ-
ous radio protocols. Automation control has never 
been faster!

User friendly with ergonomic design.

Just a click for the right light at all times:  
the Sun for You control key, with LED display, enables 
and disables reception of the automatic commands 
transmitted by the system’s climatic sensors.

The Era P Vario version has a slider to control the 
manoeuvring speed of the Era Inn Edge motors 
and for the Go to Position function. 

Easy programming 
The same transmitter can be programmed in a num-
ber of blinds or shutters to create groups.
The Memo Group function enables the last multigroup 
to be recalled. New transmitters can be duplicated 
remotely and automatically just by placing the new 
transmitter next to the one already programmed and 
pressing a key.

Extended autonomy (two AAA 1.5 V alkaline batter-
ies).

Long range thanks to the Nice mesh network tech-
nology, the automations can repeat the command to 
reach even the most distant device (up to 500 m).

Comfort  
Thanks to the presence of a slider, a simple touch is all 
it takes to easily bring the blind or rolling shutter to the 
position corresponding to the pressure point, from 0 to 
100% of the travel (Go To Position function). 
 

Code Description Pcs./pack

P1SBD Portable bidirectional transmitter to control one automation or automation group, with sun on/off key and key to 
verify automation status

1

P6SBD Portable bidirectional transmitter to control six automations or automation groups for activation in single or 
multigroup mode, with sun on/off key and key to verify automation status

1

P6SVBD Portable bidirectional transmitter to control 6 automations or automation groups for activation in single or multi-
group mode, with slider, key for sun on/off and key to verify automation status

1

 

Prog Esc

Easy and automatic duplication by simply 
placing the two transmitters near each other.

Intuitive programming procedure using the 
keys on the back of the transmitter.

Handy wall support as standard.

P1SBD P6SBD PS6VBD

TECHNICAL SPECIFICATION
Code P1SBD, P6SBD, P6SVBD

Power supply (Vdc) Alkaline batteries - 2 x AAA x1.5 V 

Battery lifetime About 2 years with 10 transmissions per day

Frequency 433.92 MHz ± 100 KHz

Protection class (IP) 40 (Use in the home or in protected environments)

Average range (m) 500 m (max. Mesh network); 35 m (if inside a building)

Radio coding Rolling code (o-code)

Operating temperature (°C Min/Max) -5 - +55 

Dimensions (mm) 49x150x14

Weight (g) 85
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YubiiNEW BiDi

W1SBD W6SBD

Era W BD Series
Wall-mounted bidirectional transmitters  
to control awnings, blinds and rolling shutters

Code Description Pcs./pack

W1SBD Wall-mounted bidirectional transmitter to control one automation or automation group, with 
sun On/Off key and key to verify automation status

1

W6SBD Wall-mounted bidirectional transmitter to control 6 automations or automation groups for acti-
vation in single or multigroup mode, with sun On/Off key and key to verify automation status

1

 

TECHNICAL SPECIFICATION
Code

Power supply (VDC)

Battery lifetime 

Frequency

Protection class (IP)

Average range

Radio coding

Operating temperature (°C Min/Max)

Dimensions (mm)

Weight (g)

W1SBD, W6SBD

2 AAA 1.5 VDC alkaline batteries 

Estimated 2 years with 10 transmissions per day

433.92 MHz (±100 kHz)

40 (use in the home or in protected environments)

500 m (max. Mesh network); 35 m (if inside a building)

Rolling code 

-5°; +55°

80x80x15 

70

Easy duplication, just place the two transmitters 
near each other and press a key

Intuitive programming procedure using the 
keys on the back of the transmitter

Fully concealed wall support included in pack

Esc  
key

PRG 
key

Transmitter available in one and 6 
channel versions to control up to 
6 groups of automations in single, 
group, or multigroup mode, including 
with separate climatic sensor activa-
tion.
 

Simple management of groups: a single transmit-
ter can be memorised in a number of blinds to create 
groups.

Instantaneous commands: the new bidirectional 
radio protocol is about 30 times faster than the previ-
ous radio protocols. Automation control has never 
been so fast!

The MemoGroup function saves the last automation 
or automation group controlled. n this mode  when a 
control key up  stop  down  is selected  the group is 
recalled without having to select it again.

Easy programming 
or Nice tubular motors with built-in radio receiver  an 

even simpler alternative programming procedure can 
be used  thanks to the two keys on the back of the 
transmitter in the battery compartment.

Rapid installation and maintenance  
New transmitters can be duplicated remotely and 
automatically just by placing the new transmitter next 
to the one already programmed and pressing a key.

Convenience 
Powered by 2 AAA 1.5 VDC batteries commonly avail-
able on the market.

Sun sensor control 
The Sun for ou  function enables communication 
with the system s sun sensors Nemo SCT  Nemo 
SCT  olo-S  to be activated and deactivated.
Thanks to the two E  indicators corresponding to the 
Sun for ou  key  the status on/off  of the sun sen-

sors for the selected group/automation can be easily 
verified.

Up

Stop

Down

roup selection keys

E  to select 
the channel and 

display command 
reception 
feedback

Automation status querying

Sun for ou  key to activate/
deactivate the sun sensors 
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Portable radio transmitters to control 
awnings, blinds, rolling shutters  
and lights with ON/OFF function  
and slider dimmer.  

1, 6 and 18 channel versions, to manage up to  
1  groups in single  group or multigroup mode   
including with separate activation of climatic sensors.

433.92 MHz, rolling code with self-learning.

User friendly with ergonomic design.

Just a click for the right light at all times: the 
Sun for You control keys  with E  display  enable 
and disable reception of the automatic commands 
transmitted by the climatic sensors in the installation.

The Era P Vario version features a slider for 
analogue control of the dimmer function, 
adjusting the luminosity of the lights and speed  
of the Era Inn Edge motors. 
 

Easy programming 
The same transmitter can be programmed in a number 
of awnings or shutters to create groups.
The Memo Group function enables the last multigroup 
to be recalled. New transmitters can be duplicated 
remotely and automatically just by placing the new 
transmitter next to the one already programmed and 
pressing a key.

Extended autonomy 
two AAA 1.   alkaline batteries .
Long range 200 m in open space, 35 m indoors.

Comfort 
Thanks to the presence of a slider  a simple touch  
is all it takes to easily ad ust the slant of enetian 
blinds Tilting  function  or bring sun awnings and 
rolling shutters to the position corresponding to the 
pressure point  from 0 to 100  of the travel o To 

osition  function .

Era P Series
Portable, to control awnings, blinds,  
rolling shutters and lights 

Selection E s

Up

Stop

Down

Slider for dimmer 
function

roup selection keys

Sun for ou  keys to turn 
sun sensors on and off 
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Prog Esc

P6SVP6SP6P1S P1VP1 P18

Code Description Pcs./pack.

P1 Portable transmitter to control 1 electrical load system or automation group 1

P1S Portable transmitter to control 1 electrical load system or automation group, with sun on/off keys 1

P6 Portable transmitter to control 6 electrical load systems or automation groups for activation  in single  
or multigroup mode

1

P6S Portable transmitter to control 6 electrical load systems or automation groups for activation in single  
or multigroup mode, with sun ON/OFF keys

1

P18 Portable transmitter to control 18 electrical load systems or automation groups for activation in single  
or multigroup mode

1

P1V Portable transmitter to control 1 electrical load system with slider dimmer or 1 automation group 1

P6SV Portable transmitter to control 6 systems of electrical loads or automation groups for activation in single  
or multigroup mode, with slider dimmer and sun on/off keys

1

 

TECHNICAL SPECIFICATION
Code P1, P1S, P6, P6S, P18, P1V, P6SV

Power supply (Vdc) Alkaline batteries - 2 x AAA x1.5 V 

Battery lifetime About 2 years with 10 transmissions per day

Frequency 433.92 MHz ± 100 KHz

Protection class (IP) 40 (Use in the home or in protected environments)

Average range (m) Estimated average range 200 in open space, 35 indoors

Radio coding Rolling code (o-code)

Operating temperature (°C Min/Max) -5 - +55 

Dimensions (mm) 49x150x14

Weight (g) 85
 

Easy and automatic duplication by simply 
placing the two transmitters near each other.

Intuitive programming procedure using the 
keys on the back of the transmitter.

Handy wall support as standard.
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Era W Series
Wall-mounted, to control awnings, blinds  
and rolling shutters

Wall-mounted radio transmitters  
to control awnings, blinds and rolling 
shutters.

Available in 1 and 6 channel versions to control up  
to 6 automation groups in single, group, or multigroup 
mode, including with separate climate sensor 
activation.
 
433.92 MHz, rolling code with self-learning. 

Simple management of groups: a single 
transmitter can be memorised in a number of 
awnings, vertical awnings or rolling shutters to create 
groups.

The MemoGroup function saves the last 
automation or automation group controlled. n this 
mode, when  
a control key up  stop  down  is selected  the group  
is recalled without having to select it again.

Easy programming  

W1 W6SW1S W6

or Nice tubular motors with built-in radio receiver  an 
even simpler alternative programming procedure can 
be used  thanks to the  keys on the back of  
the transmitter in the battery compartment. 

Rapid installation and maintenance  
New transmitters can be duplicated remotely and 
automatically just by placing the new transmitter next 
to the one already programmed and pressing a key.

Convenience 
Powered by 2 AAA 1.5 Vdc batteries commonly 
available on the market.

Sun sensor control 
n 1S and S versions  thanks to the Sun for 
ou  function  managed through the Sun n and 

Sun ff keys  communication with the sun sensors 
present  
in the installation Nemo SCT  Nemo SCT  olo-S  
can be turned on and off.
Thanks to the two E  indicators corresponding to 
the Sun for ou  keys  the status on/off  of the sun 
sensors for the selected group/automation can be 
easily ascertained.

Up

Stop

Down

roup selection keys

Selection E s

Sun for ou  keys to turn 
sun sensors on and off 

Code Description Pcs./pack.

W1 Wall-mounted transmitter to control 1 electrical load system or automation group 1

W1S Wall-mounted transmitter to control 1 electrical load system or automation group,  
with sun on/off keys

1

W6 Wall-mounted transmitter to control 6 electrical load systems or automation groups  
for activation in single or multigroup mode

1

W6S Wall-mounted transmitter to control 6 electrical load systems or automation groups  
for activation in single or multigroup mode, with sun on/off keys

1

 

TECHNICAL SPECIFICATION
Code

Power supply (Vdc)

Battery lifetime 

Frequency

Protection class (IP)

Average range

Radio coding

Operating temperature (°C Min/Max)

Dimensions (mm)

Weight (g)

W1, W1S, W6, W6S
2 AAA 1.5 Vdc alkaline batteries 

Estimated 2 years with 10 transmissions per day

433.92 MHz (±100 kHz)

40 (use in the home or in protected environments)

Estimated 200 m in open space, 35 m indoors

Rolling code 

-5°; +55°

80x80x15 

70

Easy duplication, just place the two transmitters 
near each other and press a key

Intuitive programming procedure using the 
keys on the back of the transmitter

Fully concealed wall support included in pack

ESC  
key

R  
key
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43 mm

80
 m

m

MW1 MW2 MW3

Miniaturised radio transmitters,  
for the intuitive management of 
awnings, blinds and rolling shutters.

1, 2 and 3 channels to control automations  
in Open-Stop-Close mode.

433.92 MHz, rolling code with self-learning.

Immediate and easy to use thanks to direct control 
of the group with specific keys.

Long range 200 m in open space, 35 m indoors.

Era Miniway
Miniaturised, to manage awnings, blinds  
and rolling shutters

TECHNICAL SPECIFICATION
Code MW1, MW2, MW3
Power supply (Vdc) CR2032 3 Vdc lithium battery 

Battery lifetime Estimated 2 years with 10 transmissions per day 

Frequency 433.92 MHz ± 100 KHz

Antenna impedance Estimatedabout 1 mW e.r.p.

Protection class (IP) 40 (use at home or in protected environments)

Average range (m) Estimated 200 m; 35 m (indoors)

Coding Rolling code 52 bit FLOR 

Operating temperature (°C Min/Max) - 20 - + 55

Dimensions (mm) 43x80x11

Weight (g) 16
 

Code Description Pcs./pack.

MW1 Portable transmitter, activates 1 Open-Stop-Close automation in single or multigroup mode 1

MW2 Portable transmitter, activates 2 Open-Stop-Close automations in single or multigroup mode 1

MW3 Portable transmitter, activates 3 Open-Stop-Close automations in single or multigroup mode 1

 

Possibility of wall mounting using the specific support. Long autonomy (3V lithium battery).
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Wall-mounted radio or wired weekly 
programmable timer.  
Can manage up to 6 independent 
channels and memorise a maximum 
of 30 events.

Intuitive programming 
Easy configuration of device parameters and event 
programming thanks to the intuitive navigation menu  
practical selection keys and large display.

Easy to use 
The selector on top of the programmer allows the user  
to switch easily and uickly from one operating mode 
to another. The user can view all parameters  
date  time  movement  status and functions   
in the graphic LCD display at any moment. 

Era Krono
The versatile easy-to-use  
programmable timer

Safe 
A N to access rogramming  mode can be entered 
to avoid accidental modification of the parameters set.   

hen the transmitter is in anual  mode  the keypad 
can also be locked to prevent unauthorised people 
from using the device.

Maximum customisation  
The individual event parameters can be modified 
without having to cancel and recreate them.   
Events can be easily duplicated  making it uicker to 
create new scenarios differing in just a few variables.  
The user can temporarily disable unwanted events, 
then enable them later.

Long range 
200 m in open space, 25 m indoors.

Ergonomic design, ultra-thin and easy to install 
Simple wall fi ing with practical concealed support. 
Standard dimensions with respect to common  
two-module wall supports. 

Practicality and comfort at your fingertips

3 DIFFERENT MODES
“Automatic”: runs the programmed events automatically at the set times;

“Manual  Era rono can be used as a transmitter to send up  stop and down commands

“Holiday” runs the programmed events at random to simulate a presence in the home when the occupants  
are absent to dissuade intrusion attempts.

HIGHLY CUSTOMISABLE
Planetary time 
Automatically follows variations in sunrise and sunset, simply by selecting the name of the nearest city.  
ou can wake up with the right light  lower the rolling shutters or raise the awnings at sunset throughout  

the year, without having to reprogramme the event. 

Memo Group  
Lets you simultaneously or independently manage up to 6 automation groups, with the possibility of associating 
particular functions to certain motors. or e ample  you can activate the planetary clock  function for the rolling 
shutters in the sleeping area only and the “holiday” function for windows facing the street.

Climatic sensors On/Off  
Enables or disables the climatic sensors  allowing you to choose which of the automations connected  
to the sensors should react to changes in the weather.

Large 2.9” Display

Display of automation status

p/stop/down keys to 
navigate the menu  

in programming mode

Practical selector to choose  
the four different programming modes 
programming  automatic  manual  holiday

Channel selection keys

Code Description Pcs./pack

KRONO 1WW Wall-mounted radio programmable timer, with lcd graphic display.
Battery-powered, manages 1 channel via radio

1

KRONO 6WW Wall-mounted radio programmable timer, with lcd graphic display.  
Battery-powered, manages up to 6 channels via radio

1

KRONO 1WC Wall-mounted programmable timer, with lcd graphic display.
Mains powered, manages 1 group of motors by wire

1

Krono 1WW Krono 6WW Krono 1WC

TECHNICAL SPECIFICATIONS
Code

Power Supply (Battery Lifetime)

Frequency

Radiated Power

Ingress Protection (Ip)

Estimated Range (M)

Coding

Clock Resolution

Clock Precision

No. Events Memorisable

Dimensions (Mm)

Weight (G)
 

KRONO 1WW KRONO 6WW KRONO 1WC

3 V With 1 Cr2450 Lithium Battery (2 Years With 10 Events/Day) 120/230 Vac (50/60 Hz)

433.92 Mhz ± 100 Khz -

Estimated <1 mW -

40

200 M In Open Space, 25 M Indoors -

66 Bit, 4.5 Million Billion Combinations -

1 Minute

± 150 Seconds/Year

30

80X80x20 H 80x80x50 h

85 95
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Radio-controlled sun, temperature 
and internal luminosity sensor.

Savings and respect for the environment 
The Nice ay Sensor improves the thermal efficiency  
of the house, mitigating the effects of sunlight in hot 
climates and taking ma imum advantage of it in cold 
climates, thus saving energy and reducing pollutant 
emissions. 

The sensor measures luminosity  ignoring peak 
values caused for example by people's shadows  
or rapidly moving clouds.

The NiceWay Sensor can control the opening  
of rolling shutters and sun awnings  to maintain 
the levels of ambient light and temperature 
within the desired limits. t automatically sends 
closure commands if the light is too strong or opening 
commands if the light is too weak.

Two versions, compatible with all Nice motors  
WMS01S, with “Sun” + “Ambient Light” sensor  
WMS01ST with “Sun” + “Ambient Light”  
+ “Temperature” sensor. 

Versatile 
The sensor can be installed on the window using the 
transparent support provided, or anywhere in the room 
using the Nice ay supports. 

Ultra-simple to programme and use 
thanks to the 1 9 p  graphic display with intuitive 
icon menu. Choice of 5 selectable languages  
and simple display of measured and set values. 

Operating modes

Window-mounting: the sensor measures light 
through the rear detector, which is oriented towards  
the outside, automatically controlling the opening/
closing, or just the closing, movements of the 
screening device. 

Wall-mounted or stand-on installation 
When positioned inside a room, the sensor detects 
luminosity from the front  including possible artificial 
light: When the light reaches or leaves the area  
of the room where the sensor is installed, this sends 
commands to the automation.  

“Demo” mode:
facilitates configuration and testing by converting  
the reaction time from the normal default setting  
of minutes into seconds to obtain an immediate 
response from the Nice ay Sensor. 

Stand-by mode and manual control  with immediate 
adaptation of the sensor s operation.  Twilight switch 
function S01ST . 

Niceway Sensor
Sun, temperature and internal luminosity sensor

Code Description Pcs./pack. Certificates

WMS01S Sun-Ambient sensor. Suction support supplied 1

WMS01ST Sun-Ambient-Temperature sensor. Suction support supplied 1

 
TECHNICAL SPECIFICATION
Code WMSO1S WMS01ST
Power supply (Vdc) 3V with 1 CR2032 lithium battery

Battery lifetime > 1 year with 2 activations and 10 commands per day

Graphic display 128x49 pixel

Frequency 433.92 MHz ± 100 KHz

Coding 52 bit rolling code

Radiated power Estimated about 1 mW

Average range Estimated 200 m in open space, 35 m indoors

LIGHT SENSOR SPECIFICATIONS
Measurement range (klux) 0.05 - 50

Threshold setting (klux) 1 - 40

TEMPERATURE SENSOR SPECIFICATIONS
Measurement range (°C) - -10 - +50

Threshold setting (°C) - 0 - +40

Protection class (IP) 40

Operating temperature (°C Min/Max) -20 - +55

Dimensions (mm) 41x41x12

Weight (g) 18
 

Mounting on glass 
Transparent suction support as standard  
to apply to window glass

Stand-on mounting  
Can be inserted in all NiceWay line supports 
(table-top, wall-mounted) to regulate luminosity 
in specific zones in the rooms

Wall-mounting



4747

Limit X° CLimit X° C Limit X° C

Limit X° CLimit X° C Limit X° C

The suction support enables the sensor to be  
attached to the window pane at a specific height.  
The sensor detects the level of internal luminosity, 
compares it with the set luminosity value and 
automatically adjusts opening or closing of blinds, 
awnings and rolling shutters. or instance  when  
the luminosity exceeds the maximum set threshold,  
the sensor lowers the automations awnings  blinds  
or rolling shutters  until the sensor is shaded.  
Once the sensor is shaded, the rolling shutter rises  
until the sensor is in the light again, enabling it  
to keep monitoring the luminosity level.

The indoor temperature can be set, exploiting  
the luminosity and heating effect of the sun. 
or e ample  in winter mode  if the temperature  

drops below the set level and there is sun outside,  
the sensor automatically raises the rolling shutters  
or awnings to allow light to enter and radiate  
the room and vice versa.

LIGHT SENSOR VERSION 

LIGHT + TEMPERATURE SENSOR VERSION 
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100%wireless

Nemo WSCT / SCT

Radio-controlled Wind-Sun  
and Sun sensor, powered  
by built-in photovoltaic cells.

Available in two versions  
• with ind-Sun  sensor   
• with Sun  sensor.

No connection  
The sensor is powered by sunlight and communicates 
via radio with the control unit which controls movement 
of the shutters according to the pulses received. 

Energy saving  thanks to the free and clean  
solar energy. 

Unlimited autonomy  
The sensor is powered by photovoltaic cells, providing 
a reserve of energy and guaranteeing optimum safe 
management of the automation according to the 
weather conditions detected. 

Immediately ready for use 
No advance charging re uired. 

Programming in linear mode : trimmer adjustment  
of activation thresholds  ind  up to 0 km/h  
and Sun  up to 0 klu .

Simple memorisation of settings in the control  
unit by means of the practical built-in pushbutton. 
When the trimmers are set to the test threshold, 
operation of the Sun- ind sensors can be verified 
without the need to simulate the presence  
of atmospheric events. 

Optimised sensitivity to vertical air currents. 

Control and indicator system  
A two-colour E  green and red  lit  off or ashing  
provides information on sensor status set threshold 
e ceeded  malfunctions etc. .

Nemo is compatible with  
•  Nice tubular motors with built-in receiver  
•  control units with built-in receiver.

Wind-Sun sensor, with photovoltaic cells

Code Description

NEMO WSCT Radio-controlled Wind-Sun sensor, powered by built-in photovoltaic cells

NEMO SCT Radio-controlled Sun sensor, powered by built-in photovoltaic cells
 
N.B. Nemo may not be compatible with motors produced before June 2004

TECHNICAL SPECIFICATIONS
Code NEMO WSCT NEMO SCT
WIND SENSOR
Measurement range (km/h) 0 - 125 -

Resolution (km/h) 1 -

Threshold setting (km/h) 5 - 80 -

Pre-alarm After 24 hours without wind -

SUN SENSOR
Measurement range (klux) 3 - 80

Resolution(klux) 1

Threshold setting (klux) 5 - 60

Pre-alarm After 24 hours without variations in the light

RAIN SENSOR
Measurement range -

Pre-alarm -

TECHNICAL SPECIFICATION
Code NEMO WSCT NEMO SCT
Powered by built-in photovoltaic cells (mWp) 64

Powered by mains electricity (Vac 50/60 Hz) -

Transmission frequency (MHz) 433.92 with built-in antenna

Radio coding TTS (compatible with Era P, NiceWay transmitters)

Radiated power (mW) about 1

Range 100 m in open space; 20 m indoors

Protection class (IP) 44

Operating temperature (°C min/max) -20 - +55

Dimensions (mm) 60x229x151 h 60x288x105 h

Weight (g) 250 230

ADJUSTABLE
 
Nemo can be installed on surfaces sloping at different angles

Photovoltaic cells
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Nemo WSRT / SRT

Radio-controlled Wind-Sun-Rain  
and Sun-Rain sensor, powered  
by mains electricity.

Available in two versions  
• with ind-Sun-Rain  sensor   
• with Sun-Rain  sensor.

Extended duration thanks to the latest generation 
built-in sensor  in Te on-coated ceramic to ensure 
exceptional resistance to atmospheric agents.

Practical 
Thanks to the automatic calibration, the sensor 
adapts to the various ambient conditions.

Safe and reliable
The built-in heating element avoids misinterpretations  
of weather conditions caused by the build-up  
of humidity.

The sensor is powered by mains electricity  
and communicates via radio with the control unit  
which controls movement of the shutters according  
to the pulses received. 

Simple installation and wiring thanks to the terminal 
board integrated in the fi ing base and the uick 
connector. 

Programming in linear mode: trimmer adjustment  
of activation thresholds  ind  up to 0 km/h  
and Sun  up to 0 klu .

The rain sensor re uires no ad ustment on-off .

Simple memorisation of settings by means of  
the practical built-in pushbutton. When the trimmers 
are set to the test threshold, operation of the Sun-Wind 
sensors can be verified without the need to simulate 
the presence of atmospheric events.

Optimised sensitivity to vertical air currents. 

Control and indicator system
A two-colour E  green and red  lit  off or ashing  
provides information on sensor status set threshold 
e ceeded  malfunctions etc. .

Nemo is compatible with  
• Nice tubular motors with built-in receiver   
• control units with built-in receiver. 

Nemo WSRT / SRT
Wind-Sun-Rain sensor

Code Description

NEMO WSRT Radio-controlled Wind-Sun-Rain sensor, powered by mains electricity

NEMO SRT Radio-controlled Sun-Rain sensor, powered by mains electricity
 
N.B. Nemo may not be compatible with motors produced before June 2004

TECHNICAL SPECIFICATION
Code NEMO WSRT NEMO SRT
Powered by built-in photovoltaic cells (mWp) -
Powered by mains electricity (Vac 50/60 Hz) 120/230

Transmission frequency (MHz) 433.92 with built-in antenna

Radio coding TTS (compatible with Era P, NiceWay transmitters)

Radiated power (mW) about 1

Range 100 m in open space; 20 m indoors

Protection class (IP) 44

Operating temperature (°C min/max) -20 - +55

Dimensions (mm) 60x229x151 h 60x288x105 h

Weight (g) 400 380

ADJUSTABLE
 
Nemo can be installed on surfaces sloping at different angles

Rain sensor

TECHNICAL SPECIFICATIONS
Code NEMO WSRT NEMO SRT
WIND SENSOR
Measurement range (km/h) 0 - 125 -

Resolution (km/h) 1 -

Threshold setting (km/h) 5 - 80 -

Pre-alarm After 24 hours without wind -

SUN SENSOR
Measurement range (klux) 3 - 80

Resolution(klux) 1

Threshold setting (klux) 5 - 60

Pre-alarm After 24 hours without variations in the light

RAIN SENSOR
Measurement range On-Off

Pre-alarm After 30 days without rain
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Wind (Volo) and Wind-Sun (Volo S) 
sensors, via Nice TTBus.

Each sensor can control up to  control units or motors 
with on-board control unit connected in parallel.

Practical 
Ad ustable support for fi ing to surfaces with any slope.

Advanced 
ind  threshold programmable on  levels  1  0  

or  m/h  Sun  threshold on  levels  1  0  
or  u  plus a fourth level settable in self-learning.

Volo / Volo S / ST
Wind and Wind-Sun sensors

Code Description Pcs./pack.

VOLO Wind sensor via TTBus interfaceable with TTPRO programmer. "Wind" threshold 
programmable on 3 preset levels

1

VOLO S Wind-Sun sensor via TTBus, interfaceable with TTPRO programmer. "Wind" threshold 
programmable on 3 preset levels, "Sun" threshold programmable on 3 preset levels 
plus one settable in self-learning

1

VOLO ST Wind-Sun sensor with trimmer adjustment of "Wind" and "Sun" thresholds via TTBus 1

TECHNICAL SPECIFICATION
Code VOLO VOLO S VOLO ST
Power supply (Vac/Hz) Via TTBus

Protection class (IP) 44

Levels Wind sensor (Km/h) 15, 30, 45 from 5 to 80

Levels Sun sensor (KLux) - 15, 30, 45  
+ self-learning

from 0 to 64

Operating temperature (°C Min/Max) -20 - +55

Dimensions (mm) 120x215x85

Weight (g) 180 200 250
 

Wind-Sun sensor (Volo ST) via Nice 
TTBus with trimmer adjustment  
of activation thresholds.

Programming in linear mode  
Adjustment of activation thresholds: “Wind” up  
to 0 km/h and Sun  up to 0 u . Each sensor  
can control up to 5 control units or motors  
with on-board control unit connected in parallel, 
synchronising opening or closing.

Control and indicator system:  
A two-colour E  green and red  lit  off or ashing  
provides information on sensor status set threshold 
e ceeded  malfunctions etc. .

The Sun  sensor can be disabled by a switch.
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Volo S-Radio
Wind-Sun sensor

Radio-controlled Wind-Sun sensor.  
Simple and quick to install:  
just connect to a 230 Vac line  
and fix with two screws;  
no other connections required. 

.9   fre uency  with rolling code more  
than .  million billion combinations  self-learning.

Range  00 m in open space.

Easy memorising  
rogrammable like any transmitter by means  

of a single key. The procedure is guided by acoustic 
signals. During operation, the sensor indicates  
the type of transmission: for each event,  
the anemometer provides information by E .

Practical 
Ad ustable support for fi ing to surfaces with any slope. 
High sensitivity to the wind, with spherical movements.

Advanced 
ind  threshold programmable on  levels   10  1  

0 or  m/h  Sun  threshold on  levels    10  0 
or 0 u  plus a fourth level settable in self-learning.  
Programmable exclusion of Sun sensor.

Volo S-Radio is compatible with:  
•  Nice tubular motors with control unit  

and built-in receiver;
• control units with built-in receiver.

Code Description Pcs./pack.

VOLO S-RADIO Radio-controlled Wind-Sun sensor interfaceable with TTPRO programmer.  
"Wind" threshold programmable on 5 preset levels, "Sun" threshold programmable 
on 5 preset levels plus one settable in self-learning

1

 

TECHNICAL SPECIFICATION
Code VOLO S-RADIO
Power supply (Vac/Hz) 230 / 50-60

Transmission frequency (MHz) 433.92

Protection class (IP) 44

Levels Wind sensor (Km/h) 5, 10, 15, 30, 45

Levels Sun sensor (KLux) 2, 5, 10, 20, 40 + self-learning

Operating temperature (°C Min. Max.) -20 - +55

Dimensions (mm) 120x215x85

Weight (g) 250
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Radio-controlled Wind sensor  
for arm awnings, with built-in radio 
transmitter. 

Convenient and safe 
The radio-controlled wireless sensor provides real time 
detection of the vibrations generated in the awning  
by the wind. f the value e ceeds the activation 
threshold set, the sensor transmits a radio signal  
to the motor receiver which retracts the awning  
and protects it.

Versatile, for all types of arm awnings and 
different environmental conditions, thanks  
to the possibility of adjusting wind sensitivity intuitively  
via trimmer.

Simple, quick and inconspicuous installation
Nemo ibe is applied with ust two screws on the 
terminal bar of the awning. No visual impact  no wires 
or other devices visible on the wall.

No connection  the sensor is battery powered AA . 

Nemo Vibe
Wind sensor for arm awnings

Recommended position for optimum operation. 
Practical inconspicuous application.

TECHNICAL SPECIFICATION
Code NEMOVIBE
Power supply 2 AA LR03 batteries

Battery lifetime About 2 years

Frequency 433.92 MHz (±100 kHz)

Operating temperature (°C Min/Max) -20 - +60 

Range Estimated 200 m (outdoors)

Protection class (IP) 44

Dimensions (mm) 130x36x22.5 h

Weight (g) 170
 

Code Description Pcs./pack.

NEMOVIBE Radio-controlled wind sensor, battery-powered 1
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The ideal solution for refurbishment projects

Nice Tag system, the simpler solution: 
miniaturised control units and 
universal concealed transmitters  
for practical radio management  
of rolling shutters, awnings, blinds, 
lighting and electrical loads up to 
500 W not reachable directly by cable.

Ideal for renovations and upgrades  
to existing systems, the units can  
be installed inside commonly available 
wall plates and in tight spaces.

No need to replace the existing 
automation installation or to carry 
out building work.

Tag system



5555

NiceTT1

1 52 3 4

DISCOVER THE OTHER COMPONENTS IN THE SYSTEM:

SYSTEM ADVANTAGES:

Mindy TT1 miniaturised radio receivers 
and control units for sun awnings, outdoor 
Venetian blinds, rolling shutters and lighting 
and irrigation systems. 

 protection class more than 0.

Recessed transmitters  model TTX4  
with mains power supply, and TTXB4, 
battery-powered.  deal for controlling 
automations not reachable directly  
by wire.

TT2N radio receiver and control unit  
to control one 230 Vac motors up  
to 500 W.

TT2Z, radio receiver and control unit  
for dry contact controlled motors, tubular 
motors with 4-wire power cable and lights.

TT2L radio receiver and control unit  
for lighting systems.  

TT2D radio receiver and control unit to 
control lighting installations from a number 
of points, with built-in switching module.

Built-in TTDMS radio receiver for 
electrical loads up to 250 W, on/off  
and dimmer functions.

Easy to install and programme

No building work, no wired connections  
and no need to plan the electronic wiring.  
Intuitive programming using the programming 
button and E  on the miniaturised control units.  
Savings in time and costs.

Perfect for every need

Simple individual or centralised automation 
management.  
Possibility to comfortably control the entire 
system using portable or mains powered  
wall-mounted transmitters. 
An additional control point can be created  
by connecting the miniaturised control unit  
via cable to the existing wall switch.

LIGHT 
POINT

LIGHT POINTTUBULAR MOTOR
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18 mm

40
 m

m
33 mm

Recessed transmitters ideal  
for controlling automations  
not reachable directly by cable.

433.92 MHz frequency, with 52 bit rolling code  
more than .  million billion combinations .

TTX4, with mains power supply and TTXB4, 
powered by long life battery.

Possibility of connecting up to 4 pushbuttons  
optional  for wired control of the automations.

TTX4 / TTXB4
Recessed transmitters to control automations

Code Description Pcs./pack.

TTX4 Recessed transmitter powered by mains electricity, 4 channels 1

TTXB4 Recessed transmitter, battery-powered, 4 channels 1
 

TECHNICAL SPECIFICATION
Code TTX4 TTXB4

Power supply 120 or 230 Vac, 50/60 Hz; (limits 100 - 255 V) 3 Vdc; CR2032 lithium battery
Carrier frequency 433.92 MHz ± 100 KHz
Estimated range 35 m indoors
Coding Digital 52 bit (4.5 million billion combinations)
Protection class (IP) 20
Operating temperature (°C Min/Max) -20° - +55°
Dimensions (mm) 18x33x40 h
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18 mm

40
 m

m

32 mm

TT2N
Radio receiver and recessed control unit to control one 230 Vac motor

Recessed miniaturised radio receiver 
and control unit for controlling  
one 230 Vac motor, up to 500 W. 

Protection class IP20. 

Quick easy programming thanks to the dedicated 
pushbutton. 

An LED indicator helps the user follow the correct 
programming procedure, for example indicating when 
the set thresholds of the climatic sensor are exceeded. 

Possibility of memorising up to 30 transmitters  
• in ode  p - Stop - own - an present down 
• in ode  Step-by-Step - p stop - own stop -  
 Stop - Man present down - Man present up.

Code Description Pcs./pack.

TT2N Radio receiver and control unit to control one 230 Vac motor 1

TECHNICAL SPECIFICATION
Code TT2N
Power supply (Vac/Hz) 120 or 230 Vac, 50/60 Hz; (limits 100 - 255 V)

Maximum motor power 500 VA per Vn = 230 V, |600 VA per Vn = 120 V

Protection class (IP) 20

Manoeuvre duration (sec) 4-240 (default about 150 s)

Levels Wind sensor (Km/h) 5, 10, 15, 30, 45 Volo S-Radio

Levels Sun sensor (KLux) 2, 5, 10, 20, 40 + self-lrn. Volo S-Radio

Programmable functions (Mode I) Up - Stop - Down - Man present down

Programmable functions (Mode II) Step-by-step - Up stop - Down stop - Stop - Man present down - Man present up

Operating temperature (°C Min/Max) -20 - +55

Dimensions (mm) 40x18x32 

Weight (g) 20
TAG SERIES RADIO RECEIVER TT2N
Frequency (MHz) 433.92

Radio compatibility with Era, NiceWay

Range transmitters and climatic sensors Estimated 150 m in open space, 20 m indoors

Possibility of connecting a pushbutton for wired  
control with Step-by-Step - Always up - Always  
down mode.

Can be connected to Nemo and olo S-Radio  
climatic sensors.
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32
 m

m

47
 m

m

18 mm

TT2Z
Radio receiver and recessed control unit to control motors and lights

Miniaturised radio receiver and 
recessed control unit to manage 
awnings, blinds, rolling shutters  
and other electrical loads  
via potential free output.

With Nice transmitters, the TT2Z lets you 
manage: 
- dry contact controlled motors;
- tubular motors with 4-wire power cable  
 and absorption of less than 1A;
- two independent switches, for example,  
 to control two lights.

Possibility of memorising up to 30 Nice 
transmitters, including three climatic sensors.
f the transmitter has a slider  this can be used  
to control manoeuvres in “man present” mode. 

Code Description Pcs./pack.

TT2Z Radio receiver and control unit for dry contact controlled motors, 4-wire motors and lights 1

TECHNICAL SPECIFICATION
Code TT2Z
Power supply (Vac/Hz) 90-265 / 50-60

Absorbed power in stand-by (W) < 0.3

Protection class (IP) 20

Manoeuvre duration (sec) 10-240 s 

Operating temperature (°C Min/Max) -20 - +55

Dimensions (mm) 47x18x32

Weight (g) 30

Radio frequency (MHz) 433.92

Radio coding FLO-R, O-CODE, F-CODE
 

Personalisation
The desired motor manoeuvre time can be set from  
a minimum of 10 seconds to a maximum of 4 minutes.
The stop command can be set in three different modes,  
thanks to the configurable dry contact. 

Comfort 
Three standard configurations for managing the climatic  
sensors  for indoor blackout screens  for rolling shutters  
and for outdoor awnings or blinds.  
Sensor management is customisable.
 
Safety 

hen active  the emory ocking function prevents 
memorising of further transmitters.
 
Easy quick programming thanks to the R   
and ESC keys on Era  and Era  series transmitters. 
The LED indicator helps the user follow the correct 
programming procedure.
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18 mm

32 mm

TT2L / TT2D
Radio receiver and recessed control units to control 
lighting systems

TECHNICAL SPECIFICATION
Code TT2L TT2D
Power supply (Vac/Hz) 120 or 230 Vac, 50/60 Hz; (limits 100 - 255 V)

Maximum motor power 1000 W / 500 VA per Vn = 230 V, 600 W / 600 VA per Vn = 120 V

Protection class (IP) 20

Manoeuvre duration (sec) 1 s - 9 h (default TIMER1= 1 min, TIMER2= 10 min)

Levels Sun sensor (KLux) 5, 10, 15, 30, 45 Volo S-Radio

Programmable functions (Mode I) On-Off

Programmable functions (Mode II) ON/OFF - Man present - Timer1 - Timer2

Operating temperature (°C Min/Max) -20 - +55

Dimensions (mm) 40x18x32

Weight (g) 20

Frequency (MHz) 433.92

Radio compatibility with Era, NiceWay

Range transmitters and climatic sensors Estimated 150 m in open space, 20 m indoors
 

Code Description Pcs./pack.

TT2L Radio receiver and control unit to control 230 Vaclighting systems. 1

TT2D Radio receiver and control unit to control 230 Vaclighting systems  
with built-in switching module

1

Miniaturised recessed radio 
receivers and control units compatible 
with Nice transmitters in the Era  
and Nice ay series.

To control loads at 230 Vac mains voltage with power 
up to 1000W / 500 VA. 

Protection class IP 20

Quick easy programming thanks to the dedicated 
pushbutton.  
An LED indicator helps the user follow the correct 
programming procedure, for example indicating when 
the set thresholds of the climatic sensor are exceeded. 

Possibility of memorising up to 30 transmitters 
• in ode  n - ff  
• in ode  N/  - old to run - Timer1 - Timer . 

Connection to the olo S-Radio climatic sensor 
enables lights to be turned on and off by means  
of the Sun  sensor. 

Timer programmable from a minimum of 0.5” to  
a maximum of about 9 hours; optimised programming 
procedure, maintenance of set values even during 
power failure. 

Possibility of connecting a switch for wired control  
in N/  mode.

TT2L, radio receiver and control unit for  
lighting systems.

Simplified electrical connection thanks to  
the switch connected directly to the power supply. 

TT2D, radio receiver and control unit to control 
lighting installations from a number of points, 
with built-in switching module.
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32 mm

47
 m

m

18 mm

TTDMS
Recessed control unit with radio receiver and dimmer

TECHNICAL SPECIFICATION
Code TTDMS
Power supply (Vac/Hz) 230 Vac, ±10% 50 Hz

Maximum power of controlled load 250 W / 200 VA

Type of light source  
(with 230 Vac input power ±1S0%, 50 Hz)

Incandescent, halogen;  
adjustable: LED and neon

Maximum absorption 
(excluding absorption of controlled load)

< 500 mW  
in standby

Protection class (IP) 20

Operating temperature (°C Min/Max) -20 - +55

Dimensions (mm) 47x18x32

Weight (g) 30
 

Code Description Pcs./pack.

TTDMS Recessed control unit with built-in radio receiver for electrical loads up to 250 W,  
on/off and dimmer functions

1

Mains electricity powered lamp 
dimmer with built-in radio receiver. 

or electrical loads up to 0 .

Possibility of memorising up to 30 transmitters  
• in ode  immer p - Toggle - immer own 
• in ode  ersonalised programming

An external pushbutton can be connected to turn  
the lamp on and off and adjust light intensity.

Quick easy programming thanks to the dedicated 
pushbutton.  
An  LED indicator helps the user follow the correct 
programming procedure, for example indicating when 
the set thresholds of the climatic sensor are exceeded. 
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98 mm

26
 m

m

TT1N / TT1V / TT1L
Radio receivers and control units  
with passthrough installation

Mindy TT1 miniaturised radio 
receivers and control units  
with passthrough installation.

Protection class IP55.

uilt-in .9   radio receiver with more than  
4.5 million billion combinations.

Self-learning of Era and Nice ay series transmitters 
and Nice ay Sensor  Nemo  Nemo ibe  and olo 
S-Radio climatic sensors.

Possibility of memorising up to 30 transmitters.

With internal terminal board. 

Code Description

TT1N 433.92 MHz frequency receiver, rolling code.  
To control motors up to 500 W.

TT1V 433.92 MHz frequency receiver, rolling code. For Venetian blinds.  
To control motors up to 500 W.

TT1L 433.92 MHz frequency receiver, rolling code.  
To control loads at 230 Vac mains voltage with power up to 500 W

TECHNICAL SPECIFICATION
Code TT1N TT1V TT1L
Power supply (Vac/Hz) 230/50

Maximum motor power 500 W / 400 VA

Protection class (IP) 55

Manoeuvre duration (sec) Prog. 4-250 Timer1 Timer2 from 0.5” to 540’

Levels Wind sensor (Km/h) 5, 10, 15, 30, 45 Volo S-Radio -

Levels Sun sensor (KLux) 2, 5, 10, 20, 40 + self-learning Volo S-Radio -

Programmable functions (Mode I) Up - Stop - Down -

Programmable functions  
(Mode II)

Step-by-step - Up only - Down only - Stop ON/OFF - Man present -  
Timer1 - Timer2

Operating temperature (°C Min/Max) -20 - +55

Dimensions (mm) 98x26x20

Weight (g) 45
TAG SERIES RADIO RECEIVER TT1N TT1V TT1L
Frequency (MHz) 433.92

Radio compatibility with Era, NiceWay

Range transmitters and climatic sensors Estimated 200 m in open space, 35 m indoors
 

TT1N for awnings and rolling 
shutters.

or motors up to 00 .

a imum e ibility in controlling 
the motor with 2 transmitter 
memorisation modes: 
• ode  p - Stop - own   
•  ode  Step-by-step - p only - 

Down only - Stop.

anages Nemo and olo S-Radio 
climatic sensors for synchronised 
commands.

Operating time can be programmed 
from a minimum of 4 seconds to  
a maximum of 4 minutes.

TT1V for Venetian blinds 

Pressing and holding the transmitter 
for less than 2 seconds activates 
the motor for the duration of the 
command only, adjusting the slant 
of the Venetian blind.   
Pressing for more than two seconds 
activates the full opening/closing 
manoeuvre. 

a imum e ibility in controlling 
the motor with 2 transmitter 
memorisation modes:  
• ode  p - Stop - own   
•  ode  Step-by-step - p only - 

Down only - Stop.

anages Nemo and olo S-Radio 
climatic sensors for synchronised 
commands.

Operating time can be programmed 
from a minimum of 4 seconds to  
a maximum of 4 minutes.

TT1L for lighting and irrigation 
systems 

To control loads at 230 Vac mains 
voltage with power up to 500 W.

Controls a max. of 2 timers  
for automatic turn-off.

a imum control e ibility with  
2 transmitter memorisation modes: 
•  ode  N -  with  

separate keys  

•  ode  n - ff - an  
Present - Timer.

Timer can be programmed from  
a minimum of 0.5” to a maximum  
of about 9 hours.
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128 mm

32 mm

24,5 mm

TT1VR
Control unit and radio receiver with Hirschmann 
connectors for outdoor Venetian blinds

Control unit and radio receiver with 
Hirschmann connectors, to manage 
exterior Venetian blinds, sun awnings 
and rolling shutters.

Protection class IP54.

Universal  
Compatible with any square or tubular motor  
with Hirschmann connector. 

Compact
Compact size: ideal for installing in even small boxes.

"Tilting" function  
This function enables the Venetian blinds to be tilted 
using Nice transmitters. The re uired tilting position  
can be recalled by simply pressing the transmitter 
button. Agio and Era  ario make the ad ustment 
even easier thanks to the presence of the slider. 

Up to 30 different intermediate positions can  
be memorised. 

Custom management of Nice climatic sensors  
wind  rain and sun thresholds .

Secure
emory locking function prevents memorising  

of further transmitters and eliminates the risk  
of accessing the programming phase accidentally.

Easy to programme
The TT1 R is easy to programme using Nice  
Era  transmitters.

ore savings in time thanks to the possibility  
of modifying the tilting positions and intermediate 
heights individually, without having to cancel  
the memory completely.

Low consumption
n stand-by  the TT1 R consumes ust 0.  .

Go To Position function
or sun awnings and rolling shutters  ust a simple 

touch on the slider of the transmitters Era  ario 
or Agio  will take the rolling shutter to the position 
corresponding to the pressure point, from 0 to  
100% of travel.

Code Description Pcs./pack.

TT1VR Control unit and 433.92 MHz frequency radio receiver, with Hirschmann connector 
to control a motor of up to 500 W

1

 

TECHNICAL SPECIFICATION
Code TT1VR
Power supply (Vac/Hz) 100-240 / 50-60

Maximum motor power 500 W / 400 VA

Absorbed power in stand-by (W) < 0.3

Protection class (IP) 54

Manoeuvre duration (sec) Prog. 4-250

Levels Wind sensor (Km/h) 5, 10, 15, 30, 45 Volo S-Radio

Levels Sun sensor (KLux) 2, 5, 10, 20, 40 + Self-learning Volo S-Radio

Programmable functions (Mode I) Up - Stop - Down

Programmable functions (Mode II) Step-by-step - Up only - Down only - Stop

Operating temperature (°C Min/Max) -20 - +50

Dimensions (mm) 128x32x24.5

Weight (g) 45
 

CONNECTION
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TT3 / TT4 / TT5
Surface mounted control units 

Surface mounted control units  
with Wind-Sun levels adjustable  
by transmitter or trimmer.

Protection class IP44.

Self-learning of Era and Nice ay series transmitters 
and Nemo and olo S-Radio climatic sensors.

Trimmers for climatic sensors
Ad ustment of wind threshold from  to 0 km/h  
and light threshold from  to 0 lu .  E  diagnostics. 

ossibility of defining the direction of movement 
opening and closing  of the application when the  
rain sensor is activated.

Separate terminals for p and own or Step- y-Step 
commands. 
Enabling/disabling of Stop function during  
the manoeuvre.

TT3, for 1 motor up to 1000 W.

Wired connection to climatic 
sensors each sensor can control  
up to  control units .

TT4, with built-in receiver,  
for 1 motor up to 1000 W.

Can memorise up to 30 transmitters 
without having to connect to or 
access the motor. Allows remote 
activation of new transmitters once 
the first is memorised.

Wired and radio connection  
to climatic sensors.

TT5, with built-in receiver,  
for 2 motors up to 600 W.

or synchronised management 
of the two motors, including on 
different axes, with simultaneous 
command, but each with its own 
limit switch. 

Can memorise up to 30 transmitters 
without having to connect to or 
access the motor. Allows remote 
activation of new transmitters once 
the first is memorised.

Wired and radio connection  
to climatic sensors. 

Code

TT3 Control unit to control 1 motor up to 1000 W

TT4 Control unit to control 1 motor up to 1000 W.  433.92 MHz frequency receiver, rolling code

TT5 Control unit to control 2 synchronised motors up to 600 W.  433.92 MHz frequency receiver, rolling code

TECHNICAL SPECIFICATION
Code TT5 TT4 TT3
Power supply (Vac/Hz) 230/50

Maximum motor power (W) 2x600 1000

Signal voltage (Step-by-Step, sensors) about 24 Vdc

Protection class (IP) 44

Manoeuvre duration (sec) 150

Levels Wind sensor (Km/h) Adjustable by trimmer from 5 to 60

Levels Sun sensor (klux) Adjustable by trimmer from 5 to 60

Operating temperature (°C Min. Max.) -20 - +55

Length signal wires (Step-by-Step, sensors) Maximum 30 m if near other wires, otherwise 100 m

Dimensions (mm) 128x111x43.5

Weight (g) 400 340

Frequency (MHz) 433.92 -

Coding 52 bit rolling code -

Range transmitters and Volo sensors Estimated 200 m in open space, 35 m indoors -
 

Co
nt

ro
l s

ys
te

m
s

 F
or

 in
do

or 
bl

in
ds

Fo
r o

ut
do

or
bl

in
ds

 a
nd

 a
w

ni
ng

s
 F

or
 ro

lli
ng

 s
hu

tte
rs 

an
d 

ro
lli

ng
 d

oo
r

 F
or

 b
io

cl
im

at
ic 

pe
rg

ol
as

 A
da

pt
er

s 
an

d 
su

pp
or

ts
In

st
al

la
tio

n 
 

gu
id

e



64

TT6
Communication interface between Nice TTBus and other systems

Communication interface and control 
unit with built-in radio receiver.

The TT6 is a communication interface between 
the Nice TTBus system and an external control 
system communicating via the RS  serial port.  
Allows management of Nice tubular motors in 
automation systems for sun awnings, rolling shutters, 
roller blinds and blackout screens and to control video 
projection screens. 

The interface allows PC-PLC systems  
to communicate using the RS232 port.

Possibility of managing and displaying the status  
of up to 8 Nice motors e uipped with TT us 
technology and one motor with mechanical limit 
switch including through e ternal pushbuttons . 

Activation of preset scenarios by means  
of the external Trigger input.

Possibility of creating and managing programmed 
scenarios.

TECHNICAL SPECIFICATION
Code TT6
Power supply (Vac/Hz) 110 - 240 Vac 50/60 Hz

Maximum absorbed current 80 mA in stand-by, 3A at maximum load

Frequency 433.92 MHz

Antenna impedance 52 ohm

Sensitivity More than 0.5 μV for successful signal

Protection class (IP) 40 (with undamaged case)

Average range Estimated 200 m in open space and 35 m indoors

No. transmitters memorisable 30

Output 1 output for piloting a two-phase motor

Contact rating 3A - 250V

Coding FloR (rolling code)

Operating temperature (°C Min/Max) - 20 - + 55

Dimensions (mm) 128x112x43

Weight (g) 260
 

Code Description Pcs./pack.

TT6 TTBus-RS232 interface and control unit for tubular motors 1
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CUSTOMISED USE
You can create three different types of user.

Administrator  has access to all configurator 
functions and can manage all devices connected  
to the system. 

Power User: has access to a limited number of 
functions authorised by the Administrator, to simplify 
and speed up maintenance and other operations, 
directly or remotely.

User  can uickly and easily activate the scenarios  
set previously, adapting the automation system  
to the user s specific habits and preferences.

DISPLAY
all devices in the system: power, motor 
interface and connectivity modules, 
tubular motors and control electronics.

CONFIGURE 
the automation parameters  
with maximum precision:
• adjust limit switch positions;
• set the speed and duration of the  
 movements for Era nn Smart motors  
• adjust the Soft Start, Soft Stop  
 and obstacle detection functions;
• set the intermediate heights;
• memorise the transmitters.

PERSONALISE 
create groups, scenarios and 
programmed commands for a space  
to fit your lifestyle.

DIAGNOSTICS 
display the total number of movements 
performed by each Era nn Smart motor  
temperature reached and operating time.  
n the case of Era nn Smart motors  
all events are recorded, facilitating 
diagnostics, with the possibility of 
intervening subsequently, either directly 
or remotely.

Nice Screen Configuration Tool
Advanced local or remote management of automation systems

Intuitive, quick and precise.
y connecting your C or tablet to  

the  module by AN cable or  
i- i  the Nice Screen Configuration Tool 

lets you configure the entire automation 
system easily from your browser.
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Code Description

TTPRO BD Palmtop programmer for Nice tubular motors with TTBUS or dry contact technology

B1.2V2.4315 Pair of rechargeable batteries for TTPRO
 

TECHNICAL SPECIFICATION
Code TTPRO BD
Battery power (VDC) 2 AA batteries

PC interface USB

Operating temperature (°C Min/Max) -20 - +50

Dimensions (mm) 155x95x29

Weight (g) 200
 

TTPRO BD
Palmtop programmer for tubular motors,  
TTBus, dry contact or bidirectional radio

• motor rotation speed; 
• the duration of opening and closing movements; 
• Soft Start and Soft Stop functions; 
• the obstacle detection function; 
• dry contact configuration  
• the address of each motor; 
• climatic sensors.

Simple management of transmitters  
• immediate activation of a transmitter;  
• cancellation of one or all transmitters;  
• activation of climate sensors via radio.

Simple cancellation of the memory and resetting  
to default configurations.

acro  function to copy the settings to a number  
of motors.

irmware update via C and practical S  cable  
for recharging the TT R  .

Radio test  
ossibility of checking for any ambient radio 

interference. 

Palmtop programmer for Nice 
tubular motors with TTBus, dry 
contact or bidirectional radio 
technology.

Time savings and incomparable precision,  
the TT R   simplifies management of blind  
and rolling shutter automation systems: programming 
is simple, by memorising the settings then copying 
them without repeating the sequence for each new 
automation.

No access to the automation is required:
You can control and programme automations with 
Nice bidirectional radio without needing physical 
access to the motor itself. nstallation is completely 
wireless.

Simple, direct programming, including by 
wireless, of: 
• electronic limit switches; 
• intermediate heights; 
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+ (~)

– (~)BusT4

L4 L3 L1L2

INB is a Nice control interface 
enabling communication between 
Nice Bus (TTBus and BusT4) systems 
and the BTicino MyHome (SCS) 
system.

The interface can dialogue with all devices controlling 
functions in the home via simple pushbuttons  
or the Ticino touchscreen  allowing
•   for each interface  control of up to four Nice 

automations for gates and garage doors with 
motors and/or control units with usT  technology  
or awnings, blinds and rolling shutters, with 
tubular motors with Nice TT us technology

•   control of lighting, heating, sound diffusion, 
security and communication.

Total integration between the systems guarantees: 

•  shorter installation and maintenance times 
thanks to the creation of a single Nice- Ticino 
system;

•  ease of installation  thanks to the small size  
of N  enabling it to be installed in any unction bo

 

•  modular system, expandable without the need  
for further building work.  
Thanks to the more rational wiring  additional devices 
can easily be integrated without laying new cables, 
using a single supervision device;

• maximum flexibility and safety 
  Each device in the us network is uni uely identified 

by assigning a specific address during programming. 
Each device can thus be distinguished from the 
others in the same TT us  or usT  network 
connected to the same interface.

  To add further devices later, each one can simply  
be assigned a free address  connected to the us  
and configured via Nice palmtop programmers.  
Practical connections via terminals and connectors; 

• compatible with a wide range of Nice motors  
  TT us / usT  e uipped with pera technology  

for total freedom of choice.

MyHome BTicino INB
Control interface between Nice Bus and MyHome 
BTicino systems

Code Description Pcs./pack.

INB Communication interface between BTicino Bus (SCS) and Nice Bus  
(TTBus and BusT4)

1

 

TECHNICAL SPECIFICATION 
Code INB
Power supply From BusT4, or 24 Vac/Vdc (limits 20 - 35 Vdc, 22 - 35 Vac)

Consumption About 18 mA

Insulation Class III

Protection class (IP) 20

Operating temperature (°C Min/Max) -20 - +50

Dimensions (mm) 41x52x18 h
 

Code Description Pcs./pack.

OVIEWTT Control, programming and diagnostics unit for devices with TTBus connection 1

OVIEWTT
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Palmtop programmer with display  
for motors and control units  
with Nice TTBus technology.

Easy programming of rolling shutter and sun awning 
automation systems.The O-View TT automatically 
recognises the control unit and thus the automation 
system to which it is connected and displays its typical 
parameters, thus avoiding the need to identify  
the device, for maximum speed and convenience.

With O-View TT, the motor can be programmed 
according to the type of awning, rolling shutter or Venetian 
blind automation system and specific configurations  
can be created with just a few simple steps.

Guided installation configuration
Adjustment of the electronic limit switches and motor 
rotation direction, regulation of torque reduction and 
memorisation of the transmitters and radio-controlled 
Nemo and olo sensors. 
The settings made appear on the LCD screen  
for instantaneous checking of the parameters set.

The intuitive graphic interface  
Allows even non-experts to programme the automation 
system.

The O-View TT allows the settings made to be saved 
for future copying, avoiding the need to repeat  
the sequence for each subsequent automation, 
ensuring accuracy and time-saving, particularly  
with complex installations with a large number  
of automations.

The O-View TT also manages the memories of the 
radio-controlled Nemo and olo sensors  allowing 
setting of Sun-Wind trigger levels and sun sensor 
activation/deactivation in VOLO and VOLO S models. 

O-View TT
Palmtop programmer for motors and control 
centres via TTBus

Code Description Certificates

OVIEWTT Control and programming unit for motors and control units with TTBus, powered  
by rechargeable batteries. Complete with connection cables

ALA1 Power supply and battery charger for O-View TT 
 

TECHNICAL SPECIFICATION
Code OVIEWTT
Graphic interface 128x64 dots LCD display (46x29 mm); 2.2”

Operator input device 5 + 2 key joypad

Display/key lighting White light

Connection cables (supplied) 1x1 m for TTBus, 1x2 m for BusT4

Power supply Rechargeable battery

Insulation Class III

Protection class of case (IP) 20

Operating temperature (°C Min/Max) -20 - +55

Dimensions (mm) 107x62x25

Weight (g) 150
 

The simple interface  of the O-View TT allows 
even non-experts to programme the automation  
system, with no specialist  knowledge required.
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Accessories and switches

556.10000

Recessed box for switches 555.30000 and 555.21100.

555.30000

Switch with three interlocked up-stop-down pushbuttons.

556.00000

Plate for 555.30000 and 555.21100 switches.

555.21100

Switch with two non-interlocked pushbuttons. man present operation.

556.01000

Plate with Nice logo for 555.30000 and 555.21100 switches.

TTU

Electronic limit switch programming unit for Era Inn Action  
and Era Star motors (test cable).

TTE

Expansion to control a number of motors in single or multiple mode, 
can be used with Mindy TT series control units. Protection class IP10.





The Nice 
modular system  
for more 
advanced  
building 
management

A system of power, interface and 
connectivity modules, each with  
its own specific function, for combination 
and installation on a DIN rail to obtain  
a modular expandable building 
management system. 

The system can be expanded with new modules at any time,  
for optimum management of functions and space.   
Designed for seamless combination according to the 
specific system to be constructed, the modules guarantee 
easy integration with other technologies and the most 
widely used building management systems.

The modular system integrates with other 
technologies and with the most widely used 
building management systems, such as KNX, 
Crestron, etc.

Simple  
integration.

The system is designed to adapt to all 
building management needs, so you can 
create the most suitable system for you.

Extreme  
flexibility.

Thanks to its modularity, the system can be 
expanded as required, so you can optimise 
costs by choosing only the modules you 
actually need to meet the installation 
requirements.

Cost  
optimisation.
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Cloud

Control Unit

Max 16
Modules
DMAM

Up to 6
Dry Contact
Input
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DMAM Module 
2 Motors

Maximum
32 motors

Power
Supply
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Router
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World app
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Nice
Cloud

Control Unit

Up to 6
Dry Contact
Input

Maximum
8 groups/channels
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control and
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Wi-Fi

PC

MyNice  
World app
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Nice
Cloud

Control Unit

Max 16
Modules
DMCM

Up to 6
Dry Contact
Input

Max Output per each 
DMDCM Module 2 group 
Each Group Max 8 Motors

Maximum
256 motors

Maximum
32 groups

Power
Supply

Programming,
control and
diagnostic

Router
Wi-Fi

PC

MyNice  
World app

WIRED CONTROL SOLUTION
nstallation e ample

RADIO CONTROL SOLUTION
nstallation e ample

DRY CONTACT CONTROL SOLUTION
nstallation e ample
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MyNice 
World app
Local or remote control of automations  
for indoor and outdoor blinds, awnings 
and rolling shutters, thanks to the DMBM 
connectivity module. 

The MyNice World app is also compatible  
with the MyNice alarm control unit for 
complete home automation management: 
alarm systems, gates, garage doors  
and lighting and irrigation systems. 
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REMOTE AUTOMATION MANAGEMENT
ntuitive graphic interface to control all the connected 
automations easily and conveniently, even at a distance.

SCENARIOS 
Various scenarios can be created depending on your 
daily habits  customising the different days of the week 
work days and weekends .
You can activate your chosen scenario at any time  
with a simple gesture.

EVERYING UNDER CONTROL
Manage the alarm system even at a distance, choosing 
whether to activate the alarms in all, or just parts,  
of the building with a simple click.
n the event of an alarm or on re uest  the Nice hoto ir 
detector also takes photographs of the surroundings 
and sends them to the user in real time.  

ood Night

Good Morning

SOME EXAMPLES  
OF POSSIBLE SCENARIOS

Welcome

enables the alarm system, lowers 
the rolling shutters and turns  
the lights off

at the given time, disables the alarm 
and opens blinds and rolling shutters

opens the gate and garage door, 
disables the alarm system and turns 
the lights on when you get home
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bus

–

D
M
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S
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+–

DM(...) DM(...) DM(...)

bus

D
M

D
C

M

D
M

A
M

D
M

B
D

D
M

B
M

D
M

W
F

DMBPD DMLPS2430DMLPS2415

DMLPS (Din Module Low Power 
Supply)  low voltage module to power 
the N modules in the Nice modular 
system.

DMBPD (Din Module Bus and Power 
Distribution) module to distribute  
the us signal and power all the motor 
interface and connectivity modules  
in the system.

Advanced customisable functions 
The S and  modules can be installed  
on a N rail and combined with other modules  
in the Nice modular system to construct a control unit 
tailor-made for all requirements. Both modules are 
required to construct the modular control unit.

Reliability and safety 
oth modules are fitted with overload and polarity 

reversal protection and a 24 V power on E .

DMLPS / DMBPD
DIN power supply modules

DIMENSIONS

INSTALLATION EXAMPLE

A Nice modular control system must 
always include either a DMLPS  
or DMBPD module. 
If the system has a number of DIN 
rails, a DMBPD module is required 
for each rail. 

DMBPDDMLPS2430
24 Vdc, 30 W power supply

DMLPS2415
24 Vdc, 15 W power supply

ASSOCIATE THE BUS MODULECHOOSE THE POWER SUPPLY MODULE

Code Description Certificates

DMLPS2415 Power supply module for DIN rail, 24 Vdc, 15 W

DMLPS2430 Power supply module for DIN rail, 24 Vdc, 30 W

DMBPD DIN module for Bus signal and power distribution

DMLPS2415 DMLPS2430 DMBPD

85~264/120~370 85~264/120~370 24

880 1500 -

15.2 36 -

-20 - +60 -20 - +60 0 - +60

25x93x56 78x93x56 17.7x90.4x61

100 270 40

1.5 unit 4 unit 1 unit
 

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Vdc)

Absorption (mA)

Power (W)

Operating time (°C min/max)

DIMENSIONAL DATA
Dimensions (mm)

Weight (g)

Space occupied on DIN rail 
 
Protection class IP20.
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DMDCM

24

60

1.2

0 - +60

35.2x90.4x61

100

2 unit
 

Motor interface DIN module,  
with 4 inputs and 2 configurable  
dry contact outputs, to connect  
up to 2 groups of motors and 
operators to the modular system.

Each input can be either normally-open or  
normally-closed.

Each DMDCM (Din Module Dry Contact Motor)  
module has:  
•    dry contact inputs for connecting a keypad   

or other control systems;
•   2 outputs, for dry contact connection of  

up to  motors each.

Performance
or the  to function correctly  it must be 

connected to both the S and  power 
modules.

Each Nice modular system can include up to  motor 
interface modules  unless a  module is included.  
f a  module is present  up to 1  motor interface 
modules can be connected.

Programming  
When installing a number of modules, rapid addressing 
of the outputs via umper or the Nice Screen 
Configuration Tool included in the  module.
Thanks to the Test mode  you can easily check which 
motors are connected to the module and verify  
the correctness of the electrical connections. 
Each module is fitted with three diagnostic 
LEDS for easier programming.

DMDCM
DIN module to control two groups of motors  
or AC or DC operators

Low voltage dry contact ouptuts  
for connecting tubular motors

Diagnostics E  to simplify 
programming

Programming button

Dry contact inputs for  
connecting a keypad  

or other control systems

Jumper for rapid addressing 
of outputs

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vdc)

Absorption (mA)

Power (W)

Operating time (°C min/max)

DIMENSIONAL DATA
Dimensions (mm)

Weight (g)

Space occupied on DIN rail
 
Protection class IP20.

Code Description Certificates

DMDCM DIN module to control 2 groups of motors or AC or DC operators through  
low voltage dry contact outputs

   

DIMENSIONS
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DMAM

24

150

2.4

0 - +60

35.2x90.4x61

125

2 unit
 

DMAM
DIN module to control two groups of motors  
or AC operators  

Motor interface DIN module,  
with 4 programmable dry contact 
inputs and 2 high voltage outputs, 
to connect any commercially available 
3-wire AC tubular motor to the modular 
system.

Each input can be either normally-open  
or normally-closed.

Each DMAM (Din Module AC Motor)  module has: 
•   4 dry contact inputs for connecting a keypad   

or other control systems;
•   2 outputs, each to connect one 3-wire AC tubular 

motor.

Performance
or the A  to function correctly  it must be 

connected to both the S and  power 
modules.

Each Nice modular system can include up to  motor 
interface modules  unless a  module is included.  
f a  module is present  up to 1  motor interface 
modules can be connected.

Programming  
When installing a number of modules, rapid addressing 
of the outputs via umper or the Nice Screen 
Configuration Tool included in the  module.
Thanks to the Test mode  you can easily check which 
motors are connected to the module and verify  
the correctness of the electrical connections.

Each module is fitted with three diagnostic LEDS 
for intuitive programming.

DIMENSIONS

Code Description Certificates

DMAM DIN module to control 2 groups of motors or AC operators through  
high voltage outputs

   

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vdc)

Absorption (mA)

Power (W)

Operating time (°C min/max)

DIMENSIONAL DATA
Dimensions (mm)

Weight (g)

Space occupied on DIN rail
 
Protection class IP20.

High voltage outputs for 3-wire  
connection of AC tubular motors

Diagnostics E  to  
simplify programming

Programming button

Dry contact inputs for  
connecting a keypad  

or other control systems

Jumper for rapid  
addressing of outputs
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DMBD

24

30

1,44

0 - +60

35.2x90.4x61

65

2 unit
 

DIN radio connectivity modules.

Advanced management  
The  acts as an interface between the modular 
system and the Nice radio transmitters and climate 
sensors. t can memorise up to 0 radio channels  
with a frequency of 433.92 MHz and can manage  
all the outputs in the control system.

Performance
or the  module to function correctly  it must be 

connected to a modular system consisting of DMLPS 
and  power modules and at least one A  

C  or  module to transmit the commands 
received from the radio connectivity module by wire  
to each of the connected motors.

Praticality  
Rapid coupling between the radio channels in the Nice 
modular system and the outputs of the motor interface 

N modules on the control unit  either manually  
or using the Nice Screen Configuration Tool.

Each module is fitted with three diagnostic 
LEDSfor faster programming.

Connection to climate sensors
The module can also be connected via radio to Nice 
climate sensors. The tubular motors and lights will thus 
operate according to the weather and environmental 
conditions, optimising luminosity and energy 
management in the building.

Safety 
The antenna cable improves reception of the  
module, avoiding shielding and interference. 

DMBD
DIN module for radio control of the devices 
connected to the system

DIMENSIONS

Diagnostics E  
to simplify programming

Programming button

Code Description Certificates

DMBD DIN module for the radio control of devices connected  
to the Nice modular system

   

557.23110 Antenna cable for DMBD radio module. Length 1 m

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vdc)

Absorption (mA)

Power (W)

Operating time (°C min/max)

DIMENSIONAL DATA
Dimensions (mm)

Weight (g)

Space occupied on DIN rail
 
Protection class IP20.
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DMBD GW

24

30

1.44

0 - +60

35.2x90.4x61

65

2 unit
 

Practicality  
Rapid coupling between the radio channels in the Nice 
modular system and the outputs of the motor interface 

N modules on the control unit  either manually or 
using the Nice Screen Configuration Tool.
Each module is fitted with three diagnostic 
LEDSfor faster programming.

Safety 
The antenna cable improves reception of the  
GW module, avoiding shielding and interference. 

DIN radio connectivity modules.

Advanced management 
The   module acts as an interface between 
the modular system and the Nice bidirectional 
transmitters: it can memorise up to 30 radio channels 
with a frequency of 433.92 MHz and manage all 
outputs in the control system.

Performance
or the   module to function correctly, it 

must be connected to a modular system consisting 
of S and  power modules and at least 
one A  C  or  module to transmit 
the commands received from the radio connectivity 
module by wire to each of the connected motors.

DIN module for bidirectional radio control  
of the devices connected to the system

DIMENSIONS

Diagnostics E to  
simplify programming

Programming button

Code Description Certificates

DMBD GW DIN module for the radio control of devices connected to the Nice modular 
system

   

557.23110 Antenna cable for DMBD radio module. Length 1 m

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (VDC)

Absorption (mA)

Power (W)

Operating time (°C min/max)

DIMENSIONAL DATA
Dimensions (mm)

Weight (g)

Space occupied on DIN rail
 
Protection class IP20.

DMBD GW
NEW BiDi
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DMBM
DIN module for managing advanced systems

and configure parameters such as limit switches  
speed, manoeuvre duration, acceleration, deceleration, 
intermediate positions, control logics via dry contacts 
and reactions to possible obstacles.
or the  module to function correctly  it must  

be connected to both the  and S modules 
in the Nice modular system.

Advanced management 
The Nice Screen Configuration Tool allows all the 
modules in the modular control system to be managed 
and programmed  configuring the outputs and 
automations in the system. Groups, scenarios and 
programmed commands can be created  thanks to the 
timer incorporated in the module, guaranteeing easy 
intuitive management.
These operations can also be performed practically and 
rapidly from a distance.

Integration
Through the dedicated plug-in, which can be required 
in the support area of the www.niceforyou.com 
website, it is possible to integrate Creston® protocol in 
the .

DIN connectivity module with BusT4 
output, LAN connection, RS232 
terminal and 12 programmable 
dry contact inputs for managing 
advanced systems.

Compatibility with other systems
The  module makes Nice an open system, 
compatible with the protocols most widely used 
in the building automation sector.  
Combining the  module with the N  module  
the Nice system can be interfaced with  
a onne  system. 

The DMBM (Din Module Building Management 
Interface) module can manage the entire automation 
system through a browser from a PC or tablet connected 
by AN cable or i- i network  using the Nice Screen 
Configuration Tool or MyNice World app.

Advanced programming 
Thanks to the usT  output  the module can be used 
to connect up to 0 motors in the Era nn Smart series 

Dry contact inputs (1-13) 
-  Cable section: 0.5 mm² or AWG20 
- a imum cable length from keypad to module  100 m
 
 BusT4 outputs (20-23) 
-  Type of cable  elden 107A -pair  E A-  -TC Cable   
 A  Stranded 7 0  Nominal impedance 1 0  
- Maximum cable length from module to last motor: 600 m

DMBM

24

200

2.88

0 - +60

72x90.4x61

180

4 unit
 

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vdc)

Absorption (mA)

Power (W)

Operating time (°C min/max)

DIMENSIONAL DATA
Dimensions (mm)

Weight (g)

Space occupied on DIN rail
 
Protection class IP20.

Code Description Certificates

DMBM DIN module to manage advanced systems through the Nice Screen 
Configuration Tool

   

Programmable  
dry contact inputs

Diagnostics E  to simplify 
programming

RS  terminal  AN connection cable

DIMENSIONS

ELECTRICAL CABLE CHARACTERISTICS
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DIN connectivity module, allowing 
Nice automations to be interfaced 
with building management systems 
operating on a Konnex Bus.

Performance
or the N  module to function correctly  it must  

be connected to a modular system consisting  
of S and  power modules and at least 
one A  C  or  module to transmit  
the commands received from the building management 
system to the Nice automations .

DMKNX
DIN module to manage systems operating  
on a Konnex Bus

Diagnostics E  to simplify 
programming

Programming button

us onne  input

DMKNX

24

20

0 - +60

35.2x90.4x61

65

2 unit
 

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vdc)

Maximum consumption (mA)

Operating time (°C min/max)

DIMENSIONAL DATA
Dimensions (mm)

Weight (g)

Space occupied on DIN rail
 
Protection class IP20.

Code Description Certificates

DMKNX DIN module to manage systems operating on a Konnex Bus  

DIMENSIONS
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Solutions 
for indoor blinds

86.  The advantages of the Era Inn system

89.  How to choose the ideal motor

92.  The Era Inn range of tubular motors

24.  Control and programming systems

74.  DIN modules for advanced  
 building management

76.  Adapters and supports
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Shhh…Nice!
Silence and 
comfort for all 
environments

The new Era Inn system is born,  
the smart versatile system  
for optimising natural light 
and maximising energy efficiency  
in buildings.

Designed for maximum low noise performance,  
Era Inn is the perfect choice for all kinds of project: 
residential, commercial, hotels and other public  
spaces such as schools, hospitals and medical centres.

A complete range for automatinginterior blinds and projection 
screens, and for guaranteeing the well-being in all indoor 
environments.

ROLLER  
BLINDS

VENETIAN  
BLINDS

ROMAN  
BLINDS 

PLEATED  
BLINDS

SHANGRI-LA  
BLINDS

PROJECTION  
SCREENS



87

In our offices and commercial spaces

In our hotels and public spaces 

In our homes

87

Era Inn, 
for people...

Silent
 
Minimal vibrations during opening and closing guarantee the highest possible 
level of acoustic comfort.  
Electronically controlled Soft Start and Soft Stop functions enable 
different acceleration and deceleration levels to be set in the sections near  
the limit switches.

Comfort  
 
Perfect alignment under all load conditions during both opening  
and closing, even in multi-motor installations involving different size blinds and 
rollers.

Smart 
 
The obstacle detection function can be enabled for both up 
and down manoeuvres.

Easy to install and use 
ushbuttons for uick and precise limit switch ad ustment 

and two-colour diagnostic E s  
on the motor head. 

The Nice Era Inn system was recognised  
as the most innovative product  
at the R T Shanghai 01  e hibition  
and won the InnovAction Award.
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 Era nn Action  Era nn Edge  Era nn Smart

For indoor blinds

ACTION S  
AC

ACTION M  
AC

EDGE XS  
LDC

EDGE XS  
DC

EDGE S  
AC BD

EDGE S  
AC

EDGE S  
DC BD

EDGE S  
DC

EDGE M  
AC BD

EDGE M  
AC

EDGE M  
DC BD

EDGE M  
DC

SMART XS  
DC

SMART S  
AC

SMART S  
DC

SMART M  
AC

SMART M  
DC

S  35 mm M  45 mm XS  25 mm S  35 mm M  45 mm XS  25 mm S  35 mm M  45 mm

100/240 Vac 100/240 Vac 12 Vdc 24 Vdc 100/240 Vac 24 Vdc 100/240 Vac 24 Vdc 24 Vdc 100/240 Vac 24 Vdc 100/240 Vac 24 Vdc

• • • • • • • • • • • • • • • • •
• • • • • • • • • • • • • • • • •

• • • • • • • • • • • • • • • • •

• • • • • • • • • • • • • • • • •
• • • • • • • • • • • • • • • • •
• • • • • • • • • • • • • • • • •

• • • • • • • • • • • • • • •
• • • • • • • • • • • • • • •
• • • • • • • • • • • • • • •
• • • • • • • • • • • • • • •

• • • • • • • • • • • • • • •

• • • • • •

• • • •

• • • • •

FUNCTIONS  
AND CHARACTERISTICS

Power Supply

Electronic limit switch

Pull-out cable and mini-plug

Pushbuttons for millimetric 
limit switch adjustment

Diagnostic LED

Soft Start and Soft Stop

Obstacle detection

Dry contact 

Adjustable speed

Deceleration modulation

Intermediate heights

Adjustable manoeuvre 
duration

Built-in radio receiver

Built-in bidirectional radio 
receiver

Bus T4 input
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How to choose the ideal motor 

or special applications consult the technical sales office.

    The values highlighted in yellow indicate cases  
in which blind dimensions and weight are reduced:  
in these cases, correct obstacle detection operation 
when lowering needs to be verified.
 
The actual torque value required to automate the application 
depends on the specific installation. n any installation   
the performance of an automation may be reduced  
as a result of numerous factors friction  misalignment...

Warning: if the set speed is higher than the rated 
speed, motor torque is automatically reduced by 
50%.

Nice has prepared this simple guide with some 
examples to help determine the ideal torque  
for automating indoor blinds.

The following information is required:
a. the diameter of the winding roller mm
b. the blind surface area m2

c. the thickness of the fabric mm
d. the specific weight of the fabric g/m2

e. the weight of the terminal bar kg
f. the desired motor operating speed less than or  
 e ual to rated speed  or higher than rated speed .

To establish the most suitable motor torque  
for automating your application, identify the section  
in the table corresponding to the diameter of the roller 
used and cross-reference this against the dimensions  
of the fabric and the bar, with the required blind 
movement speed.
The number shown in the specific bo  identifies  
the version  Nm -  Nm - 10 Nm  of motor suitable  
for the application.

Tubular motors Ø 35 mm and winding roller Ø 40 mm

 Roller mm 40

abric thickness mm 0.5

Specific weight of fabric g/m2 300

Speed  ≤ Rated > Rated

eight of terminal bar kg 1 2 3 1 2 3

idth m 1 2 3 4 5 1 2 3 4 5 1 2 3 4 5 1 2 3 4 5 1 2 3 4 5 1 2 3 4 5

eight m

1 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3

2 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3

3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3

4 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 6 3 3 3 6 6

5 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 6 3 3 3 6 6 3 3 6 6 6
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 Roller mm 50

abric thickness mm 0.5

Specific weight of fabric g/m2 300

Speed  ≤ Rated > Rated

eight of terminal bar kg 1 2 3 1 2 3

idth m 1 2 3 4 5 1 2 3 4 5 1 2 3 4 5 1 2 3 4 5 1 2 3 4 5 1 2 3 4 5

eight m

1 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3

2 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3

3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 6  3 3 3 6 6

4 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 6 3 3 3 6 6 3 3 6 6 6

5 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 6 6 3 3 6 6 6 3 3 6 6 6

 Roller mm 60

abric thickness mm 0.5

Specific weight of fabric g/m2 300

Speed  ≤ Rated > Rated

eight of terminal bar kg 1 2 3 1 2 3

idth m 1 2 3 4 5 1 2 3 4 5 1 2 3 4 5 1 2 3 4 5 1 2 3 4 5 1 2 3 4 5

eight m

1 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3

2 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 6 6

3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 6 3 3 3 6 6 3 3 6 6 6

4 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 6 6 3 3 6 6 6 3 6 6 6 6

5 3 3 3 3 3 3 3 3 3 3 3 3 3 3 6 3 3 6 6 6 3 3 6 6 6 3 6 6 6 10

How to choose the ideal motor

6 3

6 3 3 6

6 3

6 3

6

6 6

Tubular motors Ø 35 mm and winding roller Ø 60 mm

Tubular motors Ø 45 mm and winding roller Ø 50 mm

  The values highlighted in yellow indicate cases  
in which blind dimensions and weight are reduced:   
in these cases, correct obstacle detection operation 
when lowering needs to be verified.
 
The actual torque value required to automate the application 
depends on the specific installation. n any installation   
the performance of an automation may be reduced  
as a result of numerous factors friction  misalignment...

Warning: if the set speed is higher than the rated 
speed, motor torque is automatically reduced by 
50%.

or special applications consult the technical sales office.
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35 mm Ø and 45 mm Ø tubular motors and 78 mm Ø winding roller

Tubular motors Ø 45 mm and winding roller Ø 70 mm

  The values highlighted in yellow indicate cases  
in which blind dimensions and weight are reduced.  
In these cases, correct obstacle detection during 
lowering must be verified.
 
The actual torque value required to automate the application 
depends on the specific installation. n any installation   
the performance of an automation may be reduced  
as a result of numerous factors friction  misalignment...

Warning: if the set speed is higher than the rated 
speed, motor torque is automatically reduced by 
50%.

or special applications consult the technical sales office.
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 Roller mm 78

abric thickness mm 0.5

Specific weight of fabric g/m2 300

ar weight kg 2.5 5

idth m 2 2.5 3 3.5 4 4.5 5 2 2.5 3 3.5 4 4.5 5

eight m

2 3 3 3 3 3 3 3 3 3 6 6 6 6 6

2.5 3 3 3 3 3 6 6 6 6 6 6 6 6 6

3 3 3 3 3 6 6 6 6 6 6 6 6 6 6

3.5 3 3 3 6 6 6 6 6 6 6 6 6 6 10

4 3 3 6 6 6 6 6 6 6 6 6 6 10 10

4.5 3 6 6 6 6 6 6 6 6 6 6 10 10 10

5 3 6 6 6 6 6 6 6 6 6 10 10 10 10

6 6

6 10

10 10

10 10

 Roller mm 70

abric thickness mm 0.5

Specific weight of fabric g/m2 300

Speed  ≤ Rated > Rated

eight of terminal bar kg 1 2 3 1 2 3

idth m 1 2 3 4 5 1 2 3 4 5 1 2 3 4 5 1 2 3 4 5 1 2 3 4 5 1 2 3 4 5

eight m

1 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 6

2 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 6 6 6

3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 3 6 6 3 3 3 6 6 3 6 6 6 6

4 3 3 3 3 3 3 3 3 3 3 3 3 3 3 6 3 3 6 6 6 3 3 3 6 6 3 6 6 6 10

5 3 3 3 3 3 3 3 3 3 6 3 3 3 6 6 3 3 6 6 6 3 3 6 6 10 6 6 6 10 10
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ERA INN SMART XS DC

ERA INN EDGE XS LDC

ERA INN EDGE XS DC

ERA INN EDGE S DC*

ERA INN EDGE SV AC

ERA INN EDGE SS AC

ERA INN SMART S DC

ERA INN EDGE S AC*

ERA INN SMART S AC

ERA INN ACTION S AC

ERA INN EDGE S DC BD

ERA INN EDGE S AC BD

Index of Era Inn tubular motors

ERA INN S 
Ø 35 mm

ERA INN XS 
Ø 25 mm

electronic 
limit switch

electronic 
limit switch

 24 Vdc

 24 Vdc

without built-in 
radio receiver

with built-in 
bidirectional radio 
receiver

 24 Vdc

 12 Vdc

with usT  input

without usT  input

with external  
battery pack

without usT  input

with built-in  
radio receiver

 100-240 Vac

without built-in 
radio receiver

without usT  input

 100-240 Vac

 24 Vdc

 24 Vdc

with usT  input

without usT  input for Shangri-la blinds

for Venetian blinds

with built-in  
radio receiver

 100-240 Vac

 100-240 Vac

3 Nm 6 Nm 10 Nm page

• • • 97

• • • 104

• • • 105

• • • 99

• • 100

• • 101

• • • 103

• • • 9

• • • 102

0,6 Nm 0,8 Nm page

• • 96

• 94

• • 95

*Available until December 31st 2019
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ERA INN M 
Ø 45 mm

 100-240 Vac

electronic 
limit switch

without built-in 
radio receiver

without usT  input

 100-240 Vac

 100-240 Vac

 100-240 Vac

 24 Vdc

 24 Vdc

with usT  input

without usT  input

 24 Vdc

with built-in bidirectional 
radio receiver

without usT  input

with usT  input

with built-in 
radio receiver

POWER SUPPLIES AND CABLES 
page 114
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3 Nm 6 Nm 10 Nm page

• • • 107

• • • 112

• • • 113

• • • 109

• • • 111

• • • 10

• • • 110

*Available until December 31st 2019

ERA INN ACTION M AC

ERA INN SMART M AC

ERA INN EDGE M AC*

ERA INN EDGE M DC BD

ERA INN EDGE M AC BD

ERA INN SMART M DC

ERA INN EDGE M DC*
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L11

Ø
31

Ø
25

24,5

21

225 21

32

35

L11

Ø
31

Ø
25

24,5

21

225 21

32

35

L11

Ø
31

Ø
25

24,5

21

225 21

32

35

Era Inn Edge S LDC
12 VdcNEW RADIO

E ternal  
battery pack

Antenna cable

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vdc)

Current draw (A)

Power (W)

PERFORMANCE
Torque (Nm)

Rated speed (rpm)

Maximum speed (rpm)*

Minimum speed (rpm)

Noise (dBA)**

Number of turns before the stop

Continuous operating time (min)

Lifted weight (kg)***

DIMENSIONAL DATA
Length (L) (mm)

Cable length (m)

Weight of motor (kg)

Operating temperature (°C Min/Max)

Pack dimensions (mm)
 
Protection class IP30.
*If the set speed is higher than the rated speed, motor torque is automatically reduced at 0.3 Nm.
**Indicative value calculated at rated load with a 30 mm diameter roller. The actual value may vary depending on the specific application.
*** Indicative value calculated with a 30 mm diameter roller. The actual value may vary depending on the specific application.

Code Description Pcs./pack Certificates

E EDGE XSIK 0620 LDC Kit for the automation of small interior blind containing 1 E EDGE XSI 0620 
LDC tubular motor and 1 external battery pack MLPS12006

1

E EDGE XSI 0620 LDC Electronic limit switch, dry contact and built-in radio receiver. 12 Vdc, 0.6 Nm,  
20 rpm

1

MLPS12006 External power supply with 8 AA 1.5 V lithium batteries and support. 12 Vdc, 
6 Watt

1

 
NB: When ordering, please specify the certification required.

DIMENSIONS

For indoor blinds, with external battery pack

Tubular motor with electronic limit 
switch, TTBus technology, built-in 
receiver, with external battery pack. 

XS size 
 25 mm

Silent
Minimum vibrations and extremely high level  
of quitness during operation for the highest acoustic 
comfort.
Noise 40 dBA.
 
Comfort
Tubular motor rotation speed is constant in all load 
conditions, thus guaranteeing, for installations with 
multiple blinds, perfect alignment between all 
blinds when opening and closing.  
Possibility to set the up and down movement 
times.
 
Versatile 
Thanks to its compact dimensions  the motor can be 
installed even in the tightest spaces.

Compatible with commercially available
dry contact systems.

Easy to install
Each motor can be programmed individually, 
without needing to power off the other motors 
in the same system.
• Via a wireless connection  using Nice transmitters.
• Via a wired connection  using the TT R  palmtop 
programmer.

Increased acoustic and visual comfort
Soft Start and Soft Stop functions electronically 
controlled allow to set different levels of acceleration 
and deceleration in approach to the limit switches.

Easy programming and diagnostic
thanks to the feedback of the two-colour E .

External battery pack  
Garantees one year of stand alone functionality of the 
automation without need to be connected to the power 
network.

Practical cable with connector
1.  m long  which simplifies installation and 
maintenance operations.

Extended operation without the risk of 
overheating.

Connectors
for dry contact
input

DIMENSIONI

External power supply MLPS12006

E EDGE XSI 0620 LDC

12

0,5

6

0,6

20

28

10

40

<200

10

3.7

296

1,5

0,3

0 ÷ 60

320x65x65
 

E ternal  
battery pack

Antenna cable

DIMENSIONS

For indoor blinds, with external battery pack

Connectors
for dry contact
input

POWER CABLE

Length 1.5 m, jack connector Ø 2.5 mm
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CA0274A00

CA0275A00

CA0276A00

CA0277A00

CA0278A00

L11

Ø
31

Ø
25

24,5

21

Era Inn Edge S C
24 VdcRADIO

POSITIVE 
NEGATIVE

Connectors  
for dry contact  
input

Antenna cable

For small indoor blinds

DIMENSIONS

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vdc)

Absorption (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Rated speed (rpm)

Maximum speed (rpm)*

Minimum speed (rpm)

Noise (dBA)**

Number of turns before the stop

Continuous operating time (min)

Lifted weight (kg)***

DIMENSIONAL DATA
Length (L) (mm)

Cable length (m)

Weight of motor (kg)

Operating temperature (°C Min/Max)

Pack dimensions (mm) 
Protection class IP30.
*If the set speed is higher than the rated speed, motor torque is automatically reduced to 0.6 Nm.
**Noise levels have been measured in accordance with EN ISO 3745, EN ISO 3746 and EN 60704-1, expressing the sound power emitted by the source in dBA.
***Indicative value calculated with a 30 mm diameter roller. The actual value may vary depending on the specific installation.

Code Description Pcs./pack Certificates

E EDGE XSI 0628 DC Electronic limit switch, dry contact and built-in radio receiver. 
24 Vdc, 0.6 Nm, 28 rpm

1
      SASO

E EDGE XSI 0820 DC Electronic limit switch, dry contact and built-in radio receiver. 
24 Vdc, 0.8 Nm, 20 rpm

1
      SASO

 
NB: When ordering, please specify the certification required.

Tubular motor with electronic limit 
switch, practical dry contact input 
and built-in receiver. 

XS size 
 25 mm

Minimum vibrations and silent operation  
for maximum acoustic comfort. 
Noise 40 dBA.

Perfect alignment between the blinds, even with 
multiple installations: constant motor rotation speed 
in all load conditions and the possibility of setting  
up and down movement durations.

Thanks to its compact dimensions  the motor  
can be installed in even the smallest of spaces. 

Adjustable up and down speed. 

Compatible with commercially available  
dry contact systems.

POWER CABLE

Length 1.5 m, 2 wires in cable

Simple installation
Each motor can be programmed individually   
without needing to power off the other motors  
in the same system. 
• Via radio  through Nice transmitters.
• Via a wired connection  using the TT R   
   palmtop programmer.

Acoustic and visual comfort 
Electronically controlled Soft Start and Soft Stop 
functions allow different acceleration and deceleration 
levels to be set in the sections near the limit switches.

Facilitated programming thanks to the two-
colour diagnostic LED. 

Energy savings
Low consumption both during motor operation  
0.  A  and in standby 0.  .

Practical 1.5 m long cable with connector to simplify 
installation and maintenance.

Extended operation without the risk  
of overheating.  

E EDGE XSI 0628 DC E EDGE XSI 0820 DC

24

0.5

12

<0.5

0.6 0.8

28 20

28

10

42 40

<200

10

3.7 4.9

296

1.5

0.3

0 - 60

320x65x65
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L11

Ø
31

Ø
25

24,5

21

CA0274A00

CA0275A00

CA0276A00

CA0277A00

CA0278A00

Era Inn Smart S C
24 Vdc

POSITIVE 
NEGATIVE

DIMENSIONS

POWER CABLE

Length 1.5 m, 2 wires in cable

Code Description Pcs./pack Certificates

E SMART XSI 0628 DC Electronic limit switch, dry contact, BusT4.  
24 Vdc, 0.6 Nm, 28 rpm

1
      SASO

E SMART XSI 0820 DC Electronic limit switch, dry contact, BusT4.  
24 Vdc, 0.8 Nm, 20 rpm

1
      SASO

 
NB: When ordering, please specify the certification required.

Tubular motor with electronic limit 
switch, practical dry contact and 
BusT4 inputs on the motor head.

XS size 
 25 mm

Minimum vibrations and silent operation  
for maximum acoustic comfort.
Noise 40 dBA.

Perfect alignment between the blinds, even with 
multiple installations: constant motor rotation speed 
in all load conditions and the possibility of setting  
up and down movement durations.

Thanks to its compact dimensions  the motor  
can be installed in even the smallest of spaces. 

Adjustable up and down speed.

Compatible with KNX and the protocols most 
widely used in the building automation sector  
via the N  and  modules. 

Compatible with commercially available  
dry contact systems.

Ease of installation and programming thanks  
to the Nice Screen Configuration Tool.
Each motor can be programmed individually   
without needing to power off the other motors  
in the same system. 

Acoustic and visual comfort 
Electronically controlled Soft Start and Soft Stop 
functions allow different acceleration and deceleration 
levels to be set in the sections near the limit switches.

Facilitated programming thanks to the two-
colour diagnostic LED. 

Energy savings
Low consumption both during motor operation  
0.  A  and in standby 0.  .

Practical 1.5 m long cable with connector to simplify 
installation and maintenance.

Extended operation without the risk  
of overheating.  

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vdc)

Absorption (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Rated speed (rpm)

Maximum speed (rpm)*

Minimum speed (rpm)

Noise (dBA)**

Number of turns before the stop

Continuous operating time (min)

Lifted weight (kg)***

DIMENSIONAL DATA
Length (L) (mm)

Cable length (m)

Weight of motor (kg)

Operating temperature (°C Min/Max)

Pack dimensions (mm)
 
Protection class IP30.
*If the set speed is higher than the rated speed, motor torque is automatically reduced to 0.6 Nm.
**Noise levels have been measured in accordance with EN ISO 3745, EN ISO 3746 and EN 60704-1, expressing the sound power emitted by the source in dBA.
***Indicative value calculated with a 30 mm diameter roller. The actual value may vary depending on the specific installation.

Connectors for  
dry contact input

Connectors for usT  input

For small indoor blinds, integration with Building 
Automation systems

E SMART XSI 0628 DC E SMART XSI 0820 DC

24

0.5

12

<0.5

0.6 0.8

28 20

28

10

42 40

<200

10

3.7 4.9

296

1.5

0.3

0 - 60

320x65x65
 

Connectors for  
dry contact input

Connectors for usT  input
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CA0274A00

CA0275A00

CA0276A00

CA0277A00

CA0278A00

Ø
13

Ø
38

ERA INN
ACTION
SMALL

ERA INN
EDGE/SMART

SMALL

111

11

L

L

10

4

24

Ø
35

,2

Ø3,2

29

1

Ø
35

,2

24

Ø38

Ø
13 Ø3,2

29

10

4

Era Inn Action S AC
100-240 Vac

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE
EARTH

Pushbuttons for precise  
and uick limit switch ad ustment

For indoor blinds, with electronic limit switch

DIMENSIONS

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Rated speed (rpm)

Noise (dBA)*

Number of turns before the stop

Continuous operating time (min)

Lifted weight (kg)**

DIMENSIONAL DATA
Length (L) (mm)

Cable length (m)

Weight of motor (kg)

Operating temperature (°C Min/Max)

Pack dimensions (mm)
 
Protection class IP30.
*Noise levels have been measured in accordance with EN ISO 3745, EN ISO 3746 and EN 60704-1, expressing the sound power emitted by the source in dBA.
**Indicative value calculated with a 40 mm diameter roller. The actual value may vary depending on the specific installation.

Code Description Pcs./pack Certificates

E ACTION SI 332 AC Electronic limit switch. 100-240 Vac, 3 Nm, 32 rpm 1     SASO

E ACTION SI 620 AC Electronic limit switch. 100-240 Vac, 6 Nm, 20 rpm 1     SASO

E ACTION SI 1012 AC Electronic limit switch. 100-240 Vac, 10 Nm, 12 rpm 1     SASO

 
NB: When ordering, please specify the certification required.

Tubular motor with electronic  
limit switch. 

S size 
 35 mm

Minimum vibrations and silent operation  
for maximum acoustic comfort. 
Noise 35 dBA.

Perfect alignment between the blinds, even 
with multiple installations with blinds of the 
same size: constant motor rotation speed in all load 
conditions.

Possibility to activate the obstacle detection 
function when both opening and closing.

Acoustic and visual comfort
Electronically controlled Soft Start and Soft Stop 
functions: preset acceleration and deceleration levels  
in the sections near the limit switches.

Facilitated programming thanks to the two-
colour diagnostic LED. 

POWER CABLE

Length 1.5 m, 4 wires in cable

Energy savings
Low consumption both during motor operation  
and in standby 0.  .

Practical 1.5 m long cable with connector to simplify 
installation and maintenance.

Extended operation without the risk  
of overheating.  

E ACTION SI 332 AC E ACTION SI 620 AC E ACTION SI 1012 AC

100-240 / 50-60

0.6 0.8

40 50 40

<0.5

3 6 10

32 20 12

35

<150

10 6

12 22 34

744

1.5

1.5

0 - 60

795x100x100
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Pushbuttons for precise  
and uick limit switch ad ustment

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Rated speed (rpm)

Noise (dBA)*

Number of turns before the stop

Continuous operating time (min)

Lifted weight (kg)**

DIMENSIONAL DATA
Length (L) (mm)

Cable length (m)

Weight of motor (kg)

Operating temperature (°C Min/Max)

Pack dimensions (mm)
 
Protection class IP30.
*Noise levels have been measured in accordance with EN ISO 3745, EN ISO 3746 and EN 60704-1, expressing the sound power emitted by the source in dBA.
**Indicative value calculated with a 40 mm diameter roller. The actual value may vary depending on the specific installation.
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Era Inn Edge S AC BD 
YubiiNEW BiDi 100-240 Vac

Pushbuttons for precise  
and uick limit switch ad ustment

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (VAC/Hz)

Absorption (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Rated speed (rpm)

Maximum speed (rpm)*

Minimum speed (rpm)

Noise (dBA)**

Number of turns before the stop

Continuous operating time (min)

Lifted weight (kg)***

DIMENSIONAL DATA
Length (L) (mm)

Cable length (m)

Weight of motor (kg)

Operating temperature (°C Min/Max)

Pack dimensions (mm)
 
Protection class IP30.
*If the set speed is higher than the rated speed, motor torque is automatically reduced by 50%.
**Noise levels have been measured in accordance with EN ISO 3745, EN ISO 3746 and EN 60704-1, expressing the sound power emitted by the source in dBA.
***Indicative value calculated with a 40 mm diameter roller. The actual value may vary depending on the specific installation.

Connectors for  
dry contact input

Antenna cable

For indoor blinds, with built-in  
bidirectional radio receiver

DIMENSIONS

Code Description Pcs./pack Certificates

E EDGE SI 332 AC BD Electronic limit switch, dry contact and built-in radio receiver. 
100-240 VAC, 3 Nm, 32 rpm

1

E EDGE SI 620 AC BD Electronic limit switch, dry contact and built-in radio receiver. 
100-240 VAC, 6 Nm, 20 rpm

1

E EDGE SI 1012 AC BD Electronic limit switch, dry contact and built-in radio receiver. 
100-240 VAC, 10 Nm, 12 rpm

1

 
NB: When ordering, please specify the certification required.

PULL-OUT POWER CABLE

Length 1.5 m, 3 wires in cable

Adjustable up and down speed.

Compatible with commercially available dry contact 
systems.

Simple installation
Each motor can be programmed individually  without 
needing to power off the other motors in the same 
system. 
• Via radio  using Nice transmitters or the TT R   
palmtop programmer.
• Via a wired connection  using the TT R  palmtop 
programmer.

Acoustic and visual comfort 
Electronically controlled Soft Start and Soft Stop 
functions allow different acceleration and deceleration 
levels to be set in the sections near the limit switches.

Facilitated programming thanks to the two-
colour diagnostic LED. 

Energy saving
Low consumption both during motor operation and in 
standby 0.  .

Extended operation without the risk of 
overheating.

Tubular motor with electronic limit 
switch, practical dry contact input 
and built-in bidirectional radio 
receiver. 

S Size  35 mm

Smart
The Nice bidirectional radio protocol enables 
confirmation of correct reception of the command by 
the automation and the possibility of checking the 
position of the indoor blind.  
As it also supports the Nice mesh network function  
the motor can route the radio command, thus 
extending the radio range of the system.  

Minimum vibrations and silent operation for 
maximum acoustic comfort. Noise 35 dBA.

Perfect alignment between the blinds, even with 
multiple installations: constant motor rotation speed 
in all load conditions and the possibility of setting the 
duration of up and down movements.
Possibility of activating the obstacle detection 
function during both opening and closing.

E EDGE SI 332 AC BD E EDGE SI 620 AC BD E EDGE SI 1012 AC BD

100-240 / 50-60

0.6 0.8

40 50 40

<0.5

3 6 10

32 20 12

48 32 20

16 10 5

35

<150

10 6

12 22 34

744

1.5

1.5

0 - 60

795x100x100
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Era Inn Edge S AC
RADIO 100-240 Vac

PHASE
NEUTRAL
EARTH

Pushbuttons for precise  
and uick limit switch ad ustment

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Rated speed (rpm)

Maximum speed (rpm)*

Minimum speed (rpm)

Noise (dBA)**

Number of turns before the stop

Continuous operating time (min)

Lifted weight (kg)***

DIMENSIONAL DATA
Length (L) (mm)

Cable length (m)

Weight of motor (kg)

Operating temperature (°C Min/Max)

Pack dimensions (mm)
 
Protection class IP30.
*If the set speed is higher than the rated speed, motor torque is automatically reduced by50%.
**Noise levels have been measured in accordance with EN ISO 3745, EN ISO 3746 and EN 60704-1, expressing the sound power emitted by the source in dBA.
***Indicative value calculated with a 40 mm diameter roller. The actual value may vary depending on the specific installation.

Connectors for  
dry contact input

Antenna cable

For indoor blinds, with built-in radio receiver

DIMENSIONS

Code Description Pcs./pack Certificates

E EDGE SI 332 AC* Electronic limit switch, dry contact and built-in radio receiver. 
100-240 Vac, 3 Nm, 32 rpm

1
    SASO

E EDGE SI 620 AC* Electronic limit switch, dry contact and built-in radio receiver. 
100-240 Vac, 6 Nm, 20 rpm

1
    SASO

E EDGE SI 1012 AC* Electronic limit switch, dry contact and built-in radio receiver. 
100-240 Vac, 10 Nm, 12 rpm

1
    SASO

 
NB: When ordering, please specify the certification required. *Available until December 31st 2019

POWER CABLE

Length 1.5 m, 3 wires in cable

Tubular motor with electronic limit 
switch, practical dry contact input 
and built-in receiver. 

S Size 
 35 mm

Minimum vibrations and silent operation  
for maximum acoustic comfort. 
Noise 35 dBA.

Perfect alignment between the blinds, even with 
multiple installations: constant motor rotation speed 
in all load conditions and the possibility of setting  
up and down movement durations.

Possibility to activate the obstacle detection 
function when both opening and closing.

Adjustable up and down speed.

Compatible with commercially available  
dry contact systems.

Simple installation
Each motor can be programmed individually   
without needing to power off the other motors  
in the same system. 
• Via radio  through Nice transmitters.
•  Via a wired connection  using the TT R   

palmtop programmer.

Acoustic and visual comfort 
Electronically controlled Soft Start and Soft Stop 
functions allow different acceleration and deceleration 
levels to be set in the sections near the limit switches.

Facilitated programming thanks to the two-
colour diagnostic LED. 

Energy saving
Low consumption both during motor operation  
and in standby 0.  .

Practical 1.5 m long cable with connector to simplify 
installation and maintenance.

Extended operation without the risk  
of overheating.  

E EDGE SI 332 AC E EDGE SI 620 AC E EDGE SI 1012 AC

100-240 / 50-60

0.6 0.8

40 50 40

<0.5

3 6 10

32 20 12

48 32 20

16 10 5

35

<150

10 6

12 22 34

744

1.5

1.5

0 - 60

795x100x100
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Era Inn Edge SS AC
RADIO 100-240 Vac

PHASE
NEUTRAL
EARTH

DIMENSIONS

Pushbuttons for precise  
and uick limit switch ad ustment

Connectors for  
dry contact input

Antenna cable

POWER CABLE

Length 1.5 m, 3 wires in cable

Code Description Pcs./pack Certificates

E EDGE SS 332 AC Electronic limit switch, dry contact and built-in radio receiver. 
100-240 Vac, 3 Nm, 32 rpm. For shangri-la blinds

1
      SASO

E EDGE SS 620 AC Electronic limit switch, dry contact and built-in radio receiver. 
100-240 Vac, 6 Nm, 20 rpm. For shangri-la blinds

1
      SASO

 
NB: When ordering, please specify the certification required.

Tubular motor with electronic limit 
switch, practical dry contact input 
and built-in receiver. 

S Size 
 35 mm

Minimum vibrations and silent operation  
for maximum acoustic comfort.
Noise 35 dBA.

Perfect alignment between the blinds, even with 
multiple installations: constant motor rotation speed 
in all load conditions and the possibility of setting  
up and down movement durations.

Possibility to activate the obstacle detection 
function when both opening and closing.

The "tilting" function allows the slant  
of the slats to be adjusted when the blinds  
are completely unwound.   
The required tilting position can be recalled using  
the up and down keys on the transmitter  or the slider 
on Agio and Era  ario transmitters.

Go To Position function: just a simple touch  
on the slider of the transmitter will take the blind 

to the position corresponding to the pressure point, 
from 0 to 100% of travel. 

Maximum slat tilt can be programmed and intermediate 
positions can be memorised.

Adjustable up and down speed.

Compatible with commercially available  
dry contact systems.

Simple installation
Each motor can be programmed individually   
without needing to power off the other motors  
in the same system. 
• Via radio  through Nice transmitters.
•  Via a wired connection  using the TT R   

palmtop programmer.

Acoustic and visual comfort 
Electronically controlled Soft Start and Soft Stop 
functions allow different acceleration and deceleration 
levels to be set in the sections near the limit switches.

Quick precise limit switch adjustment with two 
buttons on the motor head.

Facilitated programming thanks to the two-
colour diagnostic LED. 

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Rated speed (rpm)

Maximum speed (rpm)*

Minimum speed (rpm)

Noise (dBA)**

Number of turns before the stop

Continuous operating time (min)

Lifted weight (kg)***

DIMENSIONAL DATA
Length (L) (mm)

Cable length (m)

Weight of motor (kg)

Operating temperature (°C Min/Max)

Pack dimensions (mm)
 
Protection class IP30.
*If the set speed is higher than the rated speed, motor torque is automatically reduced by50%.
**Noise levels have been measured in accordance with EN ISO 3745, EN ISO 3746 and EN 60704-1, expressing the sound power emitted by the source in dBA.
***Indicative value calculated with a 40 mm diameter roller. The actual value may vary depending on the specific installation.

For automating shangri-la indoor blinds

E EDGE SS 332 AC E EDGE SS 620 AC

100-240 / 50-60

0.6 0.8

40 50

<0.5

3 6

32 20

48 32

16 10

35

<150

10 6

12 22

744

1.5

1.5

0 - 60

795x100x100
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Era Inn Edge SV AC
RADIO 100-240 Vac

DIMENSIONS

POWER CABLE

Length 1.5 m, 3 wires in cable

Code Description Pcs./pack Certificates

E EDGE SV 332 AC Electronic limit switch, dry contact and built-in radio receiver.  
100-240 Vac, 3 Nm, 32 rpm. For indoor Venetian blinds

1
      SASO

E EDGE SV 620 AC Electronic limit switch, dry contact and built-in radio receiver.  
100-240 Vac, 6 Nm, 20 rpm. For indoor Venetian blinds

1
      SASO

 
NB: When ordering, please specify the certification required.

PHASE
NEUTRAL
EARTH

Pushbuttons for precise  
and uick limit switch ad ustment

Connectors for  
dry contact input

Antenna cable

Tubular motor with electronic limit 
switch, practical dry contact input 
and built-in receiver. 

S Size 
 35 mm

Minimum vibrations and silent operation  
for maximum acoustic comfort.
Noise 35 dBA.

Perfect alignment between the blinds, even with 
multiple installations: constant motor rotation speed 
in all load conditions and the possibility of setting  
up and down movement durations.

Possibility to activate the obstacle detection 
function when both opening and closing.

The "Tilting" function allows the slant  
of the slats to be adjusted when the blinds  
are completely unwound. The required tilting position  
can be recalled using the up and down keys on  
the transmitter  or the slider on Agio and Era  ario 
transmitters.

Go To Position function: just a simple touch on  
the slider of the transmitter will take the blind to  
the position corresponding to the pressure point,  
from 0 to 100% of travel. 

Maximum slat tilt can be programmed and intermediate 
positions can be memorised.

Adjustable up and down speed.

Compatible with commercially available  
dry contact systems.

Simple installation
Each motor can be programmed individually   
without needing to power off the other motors  
in the same system. 
• Via radio  through Nice transmitters.
• Via a wired connection  using the TT R   
   palmtop programmer.

Acoustic and visual comfort 
Electronically controlled Soft Start and Soft Stop 
functions allow different acceleration and deceleration 
levels to be set in the sections near the limit switches.

Facilitated programming thanks to the two-
colour diagnostic LED. 

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Rated speed (rpm)

Maximum speed (rpm)*

Minimum speed (rpm)

Noise (dBA)**

Number of turns before the stop

Continuous operating time (min)

Lifted weight (kg)***

DIMENSIONAL DATA
Length (L) (mm)

Cable length (m)

Weight of motor (kg)

Operating temperature (°C Min/Max)

Pack dimensions (mm)
 
Protection class IP30.
*If the set speed is higher than the rated speed, motor torque is automatically reduced by50%.
**Noise levels have been measured in accordance with EN ISO 3745, EN ISO 3746 and EN 60704-1, expressing the sound power emitted by the source in dBA.
***Indicative value calculated with a 40 mm diameter roller. The actual value may vary depending on the specific installation.

For automating indoor Venetian blinds

E EDGE SV 332 AC E EDGE SV 620 AC

100-240 / 50-60

0.6 0.8

40 50

<0.5

3 6

32 20

48 32

16 10

35

<150

10 6

12 22

744

1.5

1.5

0 - 60

795x100x100
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Era Inn Edge S DC BD 
24 VdcYubiiNEW BiDi

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (VDC)

Absorption (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Rated speed (rpm)

Maximum speed (rpm)*

Minimum speed (rpm)

Noise (dBA)**

Number of turns before the stop

Continuous operating time (min)

Lifted weight (kg)***

DIMENSIONAL DATA
Length (L) (mm)

Cable length (m)

Weight of motor (kg)

Operating temperature (°C Min/Max)

Pack dimensions (mm)
 
Protection class IP30.
*If the set speed is higher than the rated speed, motor torque is automatically reduced by 50%.
**Noise levels have been measured in accordance with EN ISO 3745, EN ISO 3746 and EN 60704-1, expressing the sound power emitted by the source in dBA.
***Indicative value calculated with a 40 mm diameter roller. The actual value may vary depending on the specific installation.

DIMENSIONS

Code Description Pcs./pack Certificates

E EDGE SI 332 DC BD Electronic limit switch, dry contact and built-in radio receiver. 
24 VDC, 3 Nm, 32 rpm

1

E EDGE SI 620 DC BD Electronic limit switch, dry contact and built-in radio receiver. 
24 VDC, 6 Nm, 20 rpm

1

E EDGE SI 1012 DC BD Electronic limit switch, dry contact and built-in radio receiver. 
24 VDC, 10 Nm, 12 rpm

1

 
NB: When ordering, please specify the certification required.

PULL-OUT POWER CABLE

Length 1.5 m, 2 wires in cable

Adjustable up and down speed.

Compatible with commercially available dry contact 
systems.

Simple installation
Each motor can be programmed individually  without 
needing to power off the other motors in the same 
system. 
• Via radio  using Nice transmitters or the TT R   
palmtop programmer.
• Via a wired connection  using the TT R  palmtop 
programmer.

Acoustic and visual comfort 
Electronically controlled Soft Start and Soft Stop 
functions allow different acceleration and deceleration 
levels to be set in the sections near the limit switches.

Facilitated programming thanks to the two-
colour diagnostic LED. 

Energy saving
Low consumption both during motor operation and in 
standby 0.  .

Extended operation without the risk of 
overheating.

Tubular motor with electronic limit 
switch, practical dry contact input 
and built-in bidirectional radio 
receiver. 

S Size  35 mm

Smart
The Nice bidirectional radio protocol enables 
confirmation of correct reception of the command by 
the automation and the possibility of checking the 
position of the indoor blind. 
As it also supports the Nice mesh network function  
the motor can route the radio command, thus 
extending the radio range of the system. 

Minimum vibrations and silent operation for 
maximum acoustic comfort. Noise 35 dBA.

Perfect alignment between the blinds, even with 
multiple installations: constant motor rotation speed 
in all load conditions and the possibility of setting the 
duration of up and down movements.

Possibility of activating the obstacle detection 
function during both opening and closing.
Thanks to its compact dimensions, the motor can 
be installed in even the smallest of spaces. 

E EDGE SI 332 DC BD E EDGE SI 620 DC BD E EDGE SI 1012 DC BD

24

1.5 2 1.6

36 50 40

<0.5

3 6 10

32 20 12

48 32 20

16 10 5

35

<150

10 6

12 22 34

472

1.5

1.1

0 - 60

595x100x100
 

ushbuttons for precise and uick 
limit switch adjustment

Connectors for dry contact 
input

Antenna cable

POSITIVE 
NEGATIVE
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Era Inn Edge S DC
24 VdcRADIO

Pushbuttons for precise  
and uick limit switch ad ustment

Connectors for  
dry contact input

Antenna cable

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vdc)

Absorption (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Rated speed (rpm)

Maximum speed (rpm)*

Minimum speed (rpm)

Noise (dBA)**

Number of turns before the stop

Continuous operating time (min)

Lifted weight (kg)***

DIMENSIONAL DATA
Length (L) (mm)

Cable length (m)

Weight of motor (kg)

Operating temperature (°C Min/Max)

Pack dimensions (mm)
 
Protection class IP30.
*If the set speed is higher than the rated speed, motor torque is automatically reduced by50%.
**Noise levels have been measured in accordance with EN ISO 3745, EN ISO 3746 and EN 60704-1, expressing the sound power emitted by the source in dBA.
***Indicative value calculated with a 40 mm diameter roller. The actual value may vary depending on the specific installation.

For indoor blinds, with built-in radio receiver

DIMENSIONS

Code Description Pcs./pack Certificates

E EDGE SI 332 DC* Electronic limit switch, dry contact and built-in radio receiver. 
24 Vdc, 3 Nm, 32 rpm

1
    SASO

E EDGE SI 620 DC* Electronic limit switch, dry contact and built-in radio receiver. 
24 Vdc, 6 Nm, 20 rpm

1
    SASO

E EDGE SI 1012 DC* Electronic limit switch, dry contact and built-in radio receiver. 
24 Vdc, 10 Nm, 12 rpm

1
    SASO

 
NB: When ordering, please specify the certification required. *Available until December 31st 2019

POWER CABLE

Length 1.5 m, 2 wires in cable

Tubular motor with electronic limit 
switch, practical dry contact input 
and built-in receiver. 

S Size 
 35 mm

Minimum vibrations and silent operation  
for maximum acoustic comfort.
Noise 35 dBA.

Perfect alignment between the blinds, even with 
multiple installations: constant motor rotation speed 
in all load conditions and the possibility of setting  
up and down movement durations.

Possibility to activate the obstacle detection 
function when both opening and closing.

Thanks to its compact dimensions, the motor  
can be installed in even the smallest of spaces. 

Adjustable up and down speed.

Compatible with commercially available  
dry contact systems.

Simple installation
Each motor can be programmed individually   
without needing to power off the other motors  
in the same system. 
• Via radio  through Nice transmitters.
•  Via a wired connection  using the TT R   

palmtop programmer.

Acoustic and visual comfort 
Electronically controlled Soft Start and Soft Stop 
functions allow different acceleration and deceleration 
levels to be set in the sections near the limit switches.

Facilitated programming thanks to the two-
colour diagnostic LED. 

Energy saving
Low consumption both during motor operation  
and in standby 0.  .

Practical 1.5 m long cable with connector to simplify 
installation and maintenance.

Extended operation without the risk  
of overheating.  

POSITIVE 
NEGATIVE

E EDGE SI 332 DC E EDGE SI 620 DC E EDGE SI 1012 DC

24

1.5 2 1.6

36 50 40

<0.5

3 6 10

32 20 12

48 32 20

16 10 5

35

<150

10 6

12 22 34

472

1.5

1.1

0 - 60

595x100x100
 

Co
nt

ro
l s

ys
te

m
s

 F
or

 in
do

or 
bl

in
ds

Fo
r o

ut
do

or
bl

in
ds

 a
nd

 a
w

ni
ng

s
 F

or
 ro

lli
ng

 s
hu

tte
rs 

an
d 

ro
lli

ng
 d

oo
r

 F
or

 b
io

cl
im

at
ic 

pe
rg

ol
as

 A
da

pt
er

s 
an

d 
su

pp
or

ts
In

st
al

la
tio

n 
 

gu
id

e



104

Ø
13

Ø
38

ERA INN
ACTION
SMALL

ERA INN
EDGE/SMART

SMALL

111

11

L

L

10

4

24

Ø
35

,2

Ø3,2

29

1

Ø
35

,2

24

Ø38

Ø
13 Ø3,2

29

10

4
CA0274A00

CA0275A00

CA0276A00

CA0277A00

CA0278A00

100-240 Vac

Era Inn Smart S AC

PHASE
NEUTRAL
EARTH

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Rated speed (rpm)

Maximum speed (rpm)*

Minimum speed (rpm)

Noise (dBA)**

Number of turns before the stop

Continuous operating time (min)

Lifted weight (kg)***

DIMENSIONAL DATA
Length (L) (mm)

Cable length (m)

Weight of motor (kg)

Operating temperature (°C Min/Max)

Pack dimensions (mm)
 
Protection class IP30.
*If the set speed is higher than the rated speed, motor torque is automatically reduced by50%.
**Noise levels have been measured in accordance with EN ISO 3745, EN ISO 3746 and EN 60704-1, expressing the sound power emitted by the source in dBA.
***Indicative value calculated with a 40 mm diameter roller. The actual value may vary depending on the specific installation.

Pushbuttons for precise  
and uick limit switch ad ustment

Connectors for  
dry contact inputConnectors for usT  input

Integration with Building Automation systems

DIMENSIONS

Code Description Pcs./pack Certificates

E SMART SI 332 AC Electronic limit switch, dry contact, BusT4. 
100-240 Vac, 3 Nm, 32 rpm

1
    SASO

E SMART SI 620 AC Electronic limit switch, dry contact, BusT4. 
100-240 Vac, 6 Nm, 20 rpm

1
    SASO

E SMART SI 1012 AC Electronic limit switch, dry contact, BusT4. 
100-240 Vac, 10 Nm, 12 rpm

1
    SASO

 
NB: When ordering, please specify the certification required.

POWER CABLE

Length 1.5 m, 3 wires in cable

Tubular motor with electronic limit 
switch, practical dry contact and 
BusT4 inputs on the motor head.

S Size  
 35 mm

Minimum vibrations and silent operation  
for maximum acoustic comfort.  
Noise 35 dBA.

Perfect alignment between the blinds, even with 
multiple installations: constant motor rotation speed 
in all load conditions and the possibility of setting  
up and down movement durations.

Possibility to activate the obstacle detection 
function when both opening and closing.

Adjustable up and down speed.

Compatible with KNX and the protocols most 
widely used in the building automation sector  
via the N  and  modules. 

Compatible with commercially available dry contact 
systems.

Ease of installation and programming thanks  
to the Nice Screen Configuration Tool.
Each motor can be programmed individually   
without needing to power off the other motors  
in the same system. 

Acoustic and visual comfort 
Electronically controlled Soft Start and Soft Stop 
functions allow different acceleration and deceleration 
levels to be set in the sections near the limit switches.

Facilitated programming thanks to the two-
colour diagnostic LED. 

Energy saving
Low consumption both during motor operation  
0.  A  and in standby 0.  .

Practical 1.5 m long cable with connector to simplify 
installation and maintenance.

Extended operation without the risk  
of overheating.  

E SMART SI 332 AC E SMART SI 620 AC E SMART SI 1012 AC

100-240 / 50-60

0.6 0.8

40 50 40

<0.5

3 6 10

32 20 12

48 32 20

16 10 5

35

<150

10 6

12 22 34

744

1.5

1.5

0 - 60

795x100x100
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Era Inn Smart S DC
24 Vdc

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vdc)

Absorption (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Rated speed (rpm)

Maximum speed (rpm)*

Minimum speed (rpm)

Noise (dBA)**

Number of turns before the stop

Continuous operating time (min)

Lifted weight (kg)***

DIMENSIONAL DATA
Length (L) (mm)

Cable length (m)

Weight of motor (kg)

Operating temperature (°C Min/Max)

Pack dimensions (mm)
 
Protection class IP30.
*If the set speed is higher than the rated speed, motor torque is automatically reduced by50%.
**Noise levels have been measured in accordance with EN ISO 3745, EN ISO 3746 and EN 60704-1, expressing the sound power emitted by the source in dBA.
***Indicative value calculated with a 40 mm diameter roller. The actual value may vary depending on the specific installation.

Pushbuttons for precise  
and uick limit switch ad ustment

Connectors for  
dry contact input

Connectors for us T  nput

Integration with Building Automation systems

DIMENSIONS

Code Description Pcs./pack Certificates

E SMART SI 332 DC Electronic limit switch, dry contact, BusT4. 
24 Vdc, 3 Nm, 32 rpm

1
    SASO

E SMART SI 620 DC Electronic limit switch, dry contact, BusT4. 
24 Vdc, 6 Nm, 20 rpm

1
    SASO

E SMART SI 1012 DC Electronic limit switch, dry contact, BusT4. 
24 Vdc, 10 Nm, 12 rpm

1
    SASO

 
NB: When ordering, please specify the certification required.

POWER CABLE

Length 1.5 m, 2 wires in cable

Tubular motor with electronic limit 
switch, practical dry contact and 
BusT4 inputs on the motor head.

S Size  
 35 mm

Minimum vibrations and silent operation  
for maximum acoustic comfort.  
Noise 35 dBA.

Perfect alignment between the blinds, even with 
multiple installations: constant motor rotation speed 
in all load conditions and the possibility of setting up 
and down movement durations.

Possibility to activate the obstacle detection 
function when both opening and closing.

Thanks to its compact dimensions, the motor  
can be installed in even the smallest of spaces. 

Adjustable up and down speed.

Compatible with KNX and the protocols most 
widely used in the building automation sector  
via the N  and  modules. 

Compatible with commercially available dry contact 
systems.

Ease of installation and programming thanks  
to the Nice Screen Configuration Tool.
Each motor can be programmed individually   
without needing to power off the other motors  
in the same system. 

Acoustic and visual comfort 
Electronically controlled Soft Start and Soft Stop 
functions allow different acceleration and deceleration 
levels to be set in the sections near the limit switches.

Facilitated programming thanks to the two-
colour diagnostic LED. 

Energy saving
Low consumption both during motor operation  
0.  A  and in standby 0.  .

Practical 1.5 m long cable with connector to simplify 
installation and maintenance.

Extended operation without the risk  
of overheating.  

POSITIVE 
NEGATIVE

E SMART SI 332 DC E SMART SI 620 DC E SMART SI 1012 DC

24

1.5 2 1.6

36 50 40

<0.5

3 6 10

32 20 12

48 32 20

16 10 5

35

<150

10 6

12 22 34

472

1.5

1.1

0 - 60

595x100x100
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100-240 VacRADIO

Era Inn Action M AC

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE
EARTH

Pushbuttons for precise  
and uick limit switch ad ustment

For indoor blinds, with electronic limit switch

DIMENSIONS

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Rated speed (rpm)

Noise (dBA)*

Number of turns before the stop

Continuous operating time (min)

Lifted weight (kg)**

DIMENSIONAL DATA
Length (L) (mm)

Cable length (m)

Weight of motor (kg)

Operating temperature (°C Min/Max)

Pack dimensions (mm)
 
Protection class IP30.
*Noise levels have been measured in accordance with EN ISO 3745, EN ISO 3746 and EN 60704-1, expressing the sound power emitted by the source in dBA.
**Indicative value calculated with a 50 mm diameter roller. The actual value may vary depending on the specific installation.

Code Description Pcs./pack Certificates

E ACTION MI 332 AC Electronic limit switch. 100-240 Vac, 3 Nm, 32 rpm 1     SASO

E ACTION MI 632 AC Electronic limit switch. 100-240 Vac, 6 Nm, 32 rpm 1     SASO

E ACTION MI 1020 AC Electronic limit switch. 100-240 Vac, 10 Nm, 20 rpm 1     SASO

 
NB: When ordering, please specify the certification required.

Tubular motor with electronic  
limit switch. 

M size 
 45 mm

Minimum vibrations and silent operation  
for maximum acoustic comfort. 
Noise 33 dBA.

Perfect alignment between the blinds, even 
with multiple installations with blinds of the 
same size: constant motor rotation speed in all load 
conditions.

Possibility to activate the obstacle detection 
function when both opening and closing.

Acoustic and visual comfort 
Electronically controlled Soft Start and Soft Stop 
functions: preset acceleration and deceleration levels  
in the sections near the limit switches.

Facilitated programming thanks to the two-
colour diagnostic LED. 

POWER CABLE

Length 1.5 m, 4 wires in cable

Energy saving
Low consumption both during motor operation  
and in standby 0.  .

Practical 1.5 m long cable with connector to simplify 
installation and maintenance.

Extended operation without the risk  
of overheating.  
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E ACTION MI 332 AC E ACTION MI 632 AC E ACTION MI 1020 AC

100-240 / 50-60

0.8 0.95 1.1

45 70

<0.5

3 6 10

32 20

33

<150

10 6

10 18 29

759

1.5

2 2.1

0 - 60

795x100x100
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Era Inn Edge M AC BD 
YubiiNEW BiDi 100-240 Vac

PHASE
NEUTRAL
EARTH

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (VAC/Hz)

Absorption (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Rated speed (rpm)

Maximum speed (rpm)*

Minimum speed (rpm)

Noise (dBA)**

Number of turns before the stop

Continuous operating time (min)

Lifted weight (kg)***

DIMENSIONAL DATA
Length (L) (mm)

Cable length (m)

Weight of motor (kg)

Operating temperature (°C Min/Max)

Pack dimensions (mm)
 
Protection class IP30.
*If the set speed is higher than the rated speed, motor torque is automatically reduced by 50%.
**Noise levels have been measured in accordance with EN ISO 3745, EN ISO 3746 and EN 60704-1, expressing the sound power emitted by the source in dBA.
***Indicative value calculated with a 50 mm diameter roller. The actual value may vary depending on the specific installation.

Pushbuttons for precise  
and uick limit switch ad ustment

Connectors for dry contact input

Antenna cable

For indoor blinds, with built-in  
bidirectional radio receiver

DIMENSIONS

Code Description Pcs./pack Certificates

E EDGE MI 332 AC BD Electronic limit switch, dry contact and built-in radio receiver. 
100-240 VAC, 3 Nm, 32 rpm

1

E EDGE MI 632 AC BD Electronic limit switch, dry contact and built-in radio receiver. 
100-240 VAC, 6 Nm, 32 rpm

1

E EDGE MI 1020 AC BD Electronic limit switch, dry contact and built-in radio receiver. 
100-240 VAC, 10 Nm, 20 rpm

1

 
NB: When ordering, please specify the certification required.

PULL-OUT POWER CABLE

Length 1.5 m, 3 wires in cable

Possibility of activating the obstacle detection 
function during both opening and closing.

Adjustable up and down speed.

Compatible with commercially available dry contact 
systems.

Simple installation
Each motor can be programmed individually  without 
needing to power off the other motors in the same 
system. 
• ia radio  using Nice transmitters or the TT R   
palmtop programmer.
• Via a wired connection  using the TT R  palmtop 
programmer.

Acoustic and visual comfort 
Electronically controlled Soft Start and Soft Stop 
functions allow different acceleration and deceleration 
levels to be set in the sections near the limit switches.

Facilitated programming thanks to the two-
colour diagnostic LED. 

Energy saving
Low consumption both during motor operation and in 
standby 0.  .

Extended operation without the risk of 
overheating.

Tubular motor with electronic limit 
switch, practical dry contact input 
and built-in bidirectional radio 
receiver. 

M size  45 mm

Smart
The Nice bidirectional radio protocol enables 
confirmation of correct reception of the command by 
the automation and the possibility of checking the 
position of the indoor blind. 
As it also supports the Nice mesh network function  
the motor can route the radio command, thus 
extending the radio range of the system. 

Minimum vibrations and silent operation for 
maximum acoustic comfort. 
Noise 33 dBA.

Perfect alignment between the blinds, even with 
multiple installations: constant motor rotation speed 
in all load conditions and the possibility of setting the 
duration of up and down movements.

E EDGE MI 332 AC BD E EDGE MI 632 AC BD E EDGE MI 1020 AC BD

100-240 / 50-60

0.8 0.95 1.1

45 70

<0.5

3 6 10

32 20

48 32

16 10

33

<150

10 6

10 18 29

759

1.5

2 2.1

0 - 60

795x100x100
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RADIO 100-240 Vac

Era Inn Edge M AC

PHASE
NEUTRAL
EARTH

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Rated speed (rpm)

Maximum speed (rpm)*

Minimum speed (rpm)

Noise (dBA)**

Number of turns before the stop

Continuous operating time (min)

Lifted weight (kg)***

DIMENSIONAL DATA
Length (L) (mm)

Cable length (m)

Weight of motor (kg)

Operating temperature (°C Min/Max)

Pack dimensions (mm)
 
Protection class IP30.
*If the set speed is higher than the rated speed, motor torque is automatically reduced by50%.
**Noise levels have been measured in accordance with EN ISO 3745, EN ISO 3746 and EN 60704-1, expressing the sound power emitted by the source in dBA.
***Indicative value calculated with a 50 mm diameter roller. The actual value may vary depending on the specific installation.

Pushbuttons for precise  
and uick limit switch ad ustment

Connectors for dry contact input

Antenna cable

For indoor blinds, with built-in radio receiver

DIMENSIONS

Code Description Pcs./pack Certificates

E EDGE MI 332 AC* Electronic limit switch, dry contact and built-in radio receiver. 
100-240 Vac, 3 Nm, 32 rpm

1
    SASO

E EDGE MI 632 AC* Electronic limit switch, dry contact and built-in radio receiver. 
100-240 Vac, 6 Nm, 32 rpm

1
    SASO

E EDGE MI 1020 AC* Electronic limit switch, dry contact and built-in radio receiver. 
100-240 Vac, 10 Nm, 20 rpm

1
    SASO

 
NB: When ordering, please specify the certification required. *Available until December 31st 2019

POWER CABLE

Length 1.5 m, 3 wires in cable

Tubular motor with electronic limit 
switch, practical dry contact input 
and built-in receiver. 

M size 
 45 mm

Minimum vibrations and silent operation  
for maximum acoustic comfort. 
Noise 33 dBA.

Perfect alignment between the blinds, even with 
multiple installations: constant motor rotation speed 
in all load conditions and the possibility of setting up 
and down movement durations.

Possibility to activate the obstacle detection 
function when both opening and closing.

Adjustable up and down speed.

Compatible with commercially available  
dry contact systems.

Simple installation
Each motor can be programmed individually   
without needing to power off the other motors  
in the same system. 
• Via radio  through Nice transmitters.
• Via a wired connection  using the TT R   
   palmtop programmer.

Acoustic and visual comfort 
Electronically controlled Soft Start and Soft Stop 
functions allow different acceleration and deceleration 
levels to be set in the sections near the limit switches.

Facilitated programming thanks to the two-
colour diagnostic LED. 

Energy saving
Low consumption both during motor operation  
and in standby 0.  .

Practical 1.5 m long cable with connector to simplify 
installation and maintenance.

Extended operation without the risk  
of overheating.  
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E EDGE MI 332 AC E EDGE MI 632 AC E EDGE MI 1020 AC

100-240 / 50-60

0.8 0.95 1.1

45 70

<0.5

3 6 10

32 20

48 32

16 10

33

<150

10 6

10 18 29

759

1.5

2 2.1

0 - 60
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Era Inn Edge M DC BD 
YubiiNEW BiDi 24 Vdc

E EDGE MI 332 DC BD E EDGE MI 632 DC BD E EDGE MI 1020 DC BD

24

1.5 3

36 70

<0.5

3 6 10

32 20

48 32

16 10

33

<150

10 6

10 18 29

486

1.5

1.5 1.6

0 - 60

595x100x100
 

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (VDC)

Absorption (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Rated speed (rpm)

Maximum speed (rpm)*

Minimum speed (rpm)

Noise (dBA)**

Number of turns before the stop

Continuous operating time (min)

Lifted weight (kg)***

DIMENSIONAL DATA
Length (L) (mm)

Cable length (m)

Weight of motor (kg)

Operating temperature (°C Min/Max)

Pack dimensions (mm)
 
Protection class IP30.
*If the set speed is higher than the rated speed, motor torque is automatically reduced by 50%.
**Noise levels have been measured in accordance with EN ISO 3745, EN ISO 3746 and EN 60704-1, expressing the sound power emitted by the source in dBA.
***Indicative value calculated with a 50 mm diameter roller. The actual value may vary depending on the specific installation.

For indoor blinds, with built-in  
bidirectional radio receiver

DIMENSIONS

Code Description Pcs./pack Certificates

E EDGE MI 332 DC BD Electronic limit switch, dry contact and built-in radio receiver. 
24 VDC, 3 Nm, 32 rpm

1

E EDGE MI 632 DC BD Electronic limit switch, dry contact and built-in radio receiver. 
24 VDC, 6 Nm, 32 rpm

1

E EDGE MI 1020 DC BD Electronic limit switch, dry contact and built-in radio receiver. 
24 VDC, 10 Nm, 20 rpm

1

 
NB: When ordering, please specify the certification required.

PULL-OUT POWER CABLE

Length 1.5 m, 2 wires in cable

be installed in even the smallest of spaces. 

Adjustable up and down speed.

Compatible with commercially available dry contact 
systems.

Simple installation
Each motor can be programmed individually  without 
needing to power off the other motors in the same 
system. 
• Via radio  using Nice transmitters or the TT R   
palmtop programmer.
• Via a wired connection  using the TT R  palmtop 
programmer.

Acoustic and visual comfort 
Electronically controlled Soft Start and Soft Stop 
functions allow different acceleration and deceleration 
levels to be set in the sections near the limit switches.

Facilitated programming thanks to the two-
colour diagnostic LED. 

Energy saving
Low consumption both during motor operation and in 
standby 0.  .

Extended operation without the risk of 
overheating.  

Tubular motor with electronic limit 
switch, practical dry contact input 
and built-in bidirectional radio 
receiver. 

M size  45 mm

Smart
The Nice bidirectional radio protocol enables 
confirmation of correct reception of the command by 
the automation and the possibility of checking the 
position of the indoor blind. 
As it also supports the Nice mesh network function  
the motor can route the radio command, thus 
extending the radio range of the system. 

Minimum vibrations and silent operation for 
maximum acoustic comfort. 
Noise 33 dBA.

Perfect alignment between the blinds, even with 
multiple installations: constant motor rotation speed 
in all load conditions and the possibility of setting the 
duration of up and down movements.

Possibility of activating the obstacle detection 
function during both opening and closing.
Thanks to its compact dimensions, the motor can 

POSITIVE 
NEGATIVE

Pushbuttons for precise  
and uick limit switch ad ustment

Connectors for dry contact input

Antenna cable
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Era Inn Edge M DC
24 VdcRADIO

Pushbuttons for precise  
and uick limit switch ad ustment

Connectors for dry contact input

Antenna cable
TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vdc)

Absorption (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Rated speed (rpm)

Maximum speed (rpm)*

Minimum speed (rpm)

Noise (dBA)**

Number of turns before the stop

Continuous operating time (min)

Lifted weight (kg)***

DIMENSIONAL DATA
Length (L) (mm)

Cable length (m)

Weight of motor (kg)

Operating temperature (°C Min/Max)

Pack dimensions (mm)
 
Protection class IP30.
*If the set speed is higher than the rated speed, motor torque is automatically reduced by50%.
**Noise levels have been measured in accordance with EN ISO 3745, EN ISO 3746 and EN 60704-1, expressing the sound power emitted by the source in dBA.
***Indicative value calculated with a 50 mm diameter roller. The actual value may vary depending on the specific installation.

For indoor blinds, with built-in radio receiver

DIMENSIONS

Code Description Pcs./pack Certificates

E EDGE MI 332 DC* Electronic limit switch, dry contact and built-
in radio receiver. 24 Vdc, 3 Nm, 32 rpm

1     
SASO

E EDGE MI 632 DC* Electronic limit switch, dry contact and built-
in radio receiver. 24 Vdc, 6 Nm, 32 rpm

1     
SASO

E EDGE MI 1020 DC* Electronic limit switch, dry contact and built-in 
radio receiver. 24 Vdc, 10 Nm, 20 rpm

1     
SASO

 
NB: When ordering, please specify the certification required. *Available until December 31st 2019.

POWER CABLE

Length 1.5 m, 2 wires in cable

Tubular motor with electronic limit 
switch, practical dry contact input 
and built-in receiver. 

M size 
 45 mm

Minimum vibrations and silent operation  
for maximum acoustic comfort. 
Noise 33 dBA.

Perfect alignment between the blinds, even with 
multiple installations: constant motor rotation speed 
in all load conditions and the possibility of setting up 
and down movement durations.

Possibility to activate the obstacle detection 
function when both opening and closing.

Thanks to its compact dimensions, the motor  
can be installed in even the smallest of spaces. 

Adjustable up and down speed.

Compatible with commercially available  
dry contact systems.

Simple installation
Each motor can be programmed individually   
without needing to power off the other motors  
in the same system. 
• Via radio  through Nice transmitters.
• Via a wired connection  using the TT R   
   palmtop programmer.

Acoustic and visual comfort 
Electronically controlled Soft Start and Soft Stop 
functions allow different acceleration and deceleration 
levels to be set in the sections near the limit switches.

Facilitated programming thanks to the two-
colour diagnostic LED. 

Energy saving
Low consumption both during motor operation  
and in standby 0.  .

Practical 1.5 m long cable with connector to simplify 
installation and maintenance.

Extended operation without the risk  
of overheating.  

POSITIVE 
NEGATIVE
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E EDGE MI 332 DC E EDGE MI 632 DC E EDGE MI 1020 DC

24

1.5 3

36 70

<0.5

3 6 10

32 20

48 32

16 10

33

<150

10 6

10 18 29

486

1.5

1.5 1.6

0 - 60

595x100x100
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CA0274A00

CA0275A00

CA0276A00

CA0277A00

CA0278A00

ERA INN
ACTION
MEDIUM

ERA INN
EDGE/SMART

MEDIUM

11

11 2

17

3,
5

32
L

L

Ø
45 48

Ø 3
,2

Ø13

Ø
30

Ø58

Ø58

Ø13Ø 3
,2

2

17

3,
5

Ø
45

32

48Ø
30

100-240 Vac

Era Inn Smart M AC

PHASE
NEUTRAL
EARTH

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Rated speed (rpm)

Maximum speed (rpm)*

Minimum speed (rpm)

Noise (dBA)**

Number of turns before the stop

Continuous operating time (min)

Lifted weight (kg)***

DIMENSIONAL DATA
Length (L) (mm)

Cable length (m)

Weight of motor (kg)

Operating temperature (°C Min/Max)

Pack dimensions (mm)
 
Protection class IP30.
*If the set speed is higher than the rated speed, motor torque is automatically reduced by50%.
**Noise levels have been measured in accordance with EN ISO 3745, EN ISO 3746 and EN 60704-1, expressing the sound power emitted by the source in dBA.
***Indicative value calculated with a 50 mm diameter roller. The actual value may vary depending on the specific installation.

Pushbuttons for precise  
and uick limit switch ad ustment

Connectors for dry contact inputConnectors for us T  nput

Integration with Building Automation systems

DIMENSIONS

Code Description Pcs./pack Certificates

E SMART MI 332 AC Electronic limit switch, dry contact, BusT4. 
100-240 Vac, 3 Nm, 32 rpm

1
    SASO

E SMART MI 632 AC Electronic limit switch, dry contact, BusT4. 
100-240 Vac, 6 Nm, 32 rpm

1
    SASO

E SMART MI 1020 AC Electronic limit switch, dry contact, BusT4. 
100-240 Vac, 10 Nm, 20 rpm

1
    SASO

 
NB: When ordering, please specify the certification required.

POWER CABLE

Length 1.5 m, 3 wires in cable

Tubular motor with electronic limit 
switch, practical dry contact and 
BusT4 inputs on the motor head.

M size 
 45 mm

Minimum vibrations and silent operation  
for maximum acoustic comfort. 
Noise 33 dBA.

Perfect alignment between the blinds, even with 
multiple installations: constant motor rotation speed 
in all load conditions and the possibility of setting up 
and down movement durations.

Possibility to activate the obstacle detection 
function when both opening and closing.

Adjustable up and down speed.

Compatible with KNX and the protocols most 
widely used in the building automation sector  
via the N  and  modules. 

Compatible with commercially available dry contact 
systems.

Ease of installation and programming thanks  
to the Nice Screen Configuration Tool.
Each motor can be programmed individually   
without needing to power off the other motors  
in the same system. 

Acoustic and visual comfort 
Electronically controlled Soft Start and Soft Stop 
functions allow different acceleration and deceleration 
levels to be set in the sections near the limit switches.

Facilitated programming thanks to the two-
colour diagnostic LED. 

Energy saving
Low consumption both during motor operation  
0.  A  and in standby 0.  .

Practical 1.5 m long cable with connector to simplify 
installation and maintenance.

Extended operation without the risk  
of overheating.  

E SMART MI 332 AC E SMART MI 632 AC E SMART MI 1020 AC

100-240 / 50-60

0.8 0.95 1.1

45 70

<0.5

3 6 10

32 20

48 32

16 10

33

<150

10 6

10 18 29

759

1.5

2 2.1

0 - 60

795x100x100
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ERA INN
ACTION
MEDIUM

ERA INN
EDGE/SMART

MEDIUM

11

11 2

17

3,
5

32
L

L

Ø
45 48

Ø 3
,2

Ø13

Ø
30

Ø58

Ø58

Ø13Ø 3
,2

2

17

3,
5

Ø
45

32

48Ø
30

CA0274A00

CA0275A00

CA0276A00

CA0277A00

CA0278A00

24 Vdc

Era Inn Smart M DC

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vdc)

Absorption (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Rated speed (rpm)

Maximum speed (rpm)*

Minimum speed (rpm)

Noise (dBA)**

Number of turns before the stop

Continuous operating time (min)

Lifted weight (kg)***

DIMENSIONAL DATA
Length (L) (mm)

Cable length (m)

Weight of motor (kg)

Operating temperature (°C Min/Max)

Pack dimensions (mm)
 
Protection class IP30.
*If the set speed is higher than the rated speed, motor torque is automatically reduced by50%.
**Noise levels have been measured in accordance with EN ISO 3745, EN ISO 3746 and EN 60704-1, expressing the sound power emitted by the source in dBA.
***Indicative value calculated with a 50 mm diameter roller. The actual value may vary depending on the specific installation.

Pushbuttons for precise  
and uick limit switch ad ustment

Connectors for dry contact inputConnectors for us T  nput

Integration with Building Automation systems

DIMENSIONS

Code Description Pcs./pack Certificates

E SMART MI 332 DC Electronic limit switch, dry contact, BusT4. 
24 Vdc, 3 Nm, 32 rpm

1
    SASO

E SMART MI 632 DC Electronic limit switch, dry contact, BusT4. 
24 Vdc, 6 Nm, 32 rpm

1
    SASO

E SMART MI 1020 DC Electronic limit switch, dry contact, BusT4. 
24 Vdc, 10 Nm, 20 rpm

1
    SASO

 
NB: When ordering, please specify the certification required.

POWER CABLE

Length 1.5 m, 2 wires in cable

Tubular motor with electronic limit 
switch, practical dry contact and 
BusT4 inputs on the motor head.

M size  
 45 mm

Minimum vibrations and silent operation  
for maximum acoustic comfort.  
Noise 33 dBA.

Perfect alignment between the blinds, even with 
multiple installations: constant motor rotation speed 
in all load conditions and the possibility of setting up 
and down movement durations.

Possibility to activate the obstacle detection 
function when both opening and closing.

Thanks to its compact dimensions, the motor  
can be installed in even the smallest of spaces. 

Adjustable up and down speed.

Compatible with KNX and the protocols most 
widely used in the building automation sector  
via the N  and  modules. 

Compatible with commercially available dry contact 
systems.

Ease of installation and programming thanks  
to the Nice Screen Configuration Tool.
Each motor can be programmed individually   
without needing to power off the other motors  
in the same system. 

Acoustic and visual comfort 
Electronically controlled Soft Start and Soft Stop 
functions allow different acceleration and deceleration 
levels to be set in the sections near the limit switches.

Facilitated programming thanks to the two-
colour diagnostic LED. 

Energy saving
Low consumption both during motor operation  
0.  A  and in standby 0.  .

Practical 1.5 m long cable with connector to simplify 
installation and maintenance.

Extended operation without the risk  
of overheating.  

POSITIVE 
NEGATIVE
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E SMART MI 332 DC E SMART MI 632 DC E SMART MI 1020 DC

24

1.5 3

36 70

<0.5

3 6 10

32 20

48 32

16 10

33

<150

10 6

10 18 29

486

1.5

1.5 1.6

0 - 60

595x100x100
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CA0274A00

CA0275A00

CA0276A00

CA0277A00

CA0278A00

CA0274A00

CA0275A00

CA0276A00

CA0277A00

CA0278A00

CA0274A00

CA0275A00

CA0276A00

CA0277A00

CA0278A00

CA0274A00

CA0275A00

CA0276A00

CA0277A00

CA0278A00

CA0274A00

CA0275A00

CA0276A00

CA0277A00

CA0278A00

MHPS, high-power power supplies 
for 24 Vdc tubular motors.

Greater safety 
S power supplies odule igh ower Supply   

are fitted with a system to protect against short circuits   
overload, voltage surge and overheating of the device:  
in these cases, the power supply shuts down 
temporarily, and resumes operation as soon as normal 
conditions are restored.

Code Description

MHPS24500 24 Vdc, 500 W power supply

MHPS24320  24 Vdc, 320 W power supply

MHPS24320F  24 Vdc, 320 W, power supply, without fan

TECHNICAL SPECIFICATION
Code MHPS24500 MHPS24320 MHPS24320F

Power supply (V) 24

Power (W) 504 321.6

Protection class (IP) 30 67

Operating temperature (°C Min/Max) -30 - +70

Dimensions (mm) 230x127x40.5 215x115x30 215x115x30

Weight (kg) 1.3 0.9
 

OTHER CABLES
 

Code Description

557.03102 Antenna cable for Era Inn Edge motors. LENGTH 0.2 m

557.01315 Dry contact cable for Era Inn Edge and Era Inn Smart motors. Length 1.5 m

557.02410 Bus T4 cable for Era Inn Smart motors. LENGTH 1 m

557.23110 Antenna cable for DMBD radio module. Length 1 m

POWER CABLES FOR ERA INN EDGE DC AND ERA INN SMART DC MOTORS
 

STANDARD / USA - CANADA Code L size

557.00215 1.5 m

557.00230 3 m

557.00250 5 m

POWER CABLES FOR ERA INN ACTION AC MOTORS
 

STANDARD Code L size

557.00415 1.5 m

557.00430 3 m

557.00450 5 m

USA - CANADA Code L size

557.00415/U 1.5 m

557.00430/U 3 m

557.00450/U 5 m

POWER CABLES FOR ERA INN EDGE AC AND ERA INN SMART AC MOTORS
 

STANDARD Code L size

557.00315 1.5 m

557.00330 3 m

557.00350 5 m

USA - CANADA Code L size

557.00315/U 1.5 m

557.00330/U 3 m

557.00350/U 5 m

Power supplies and cables
For the Era Inn system
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Type/mod

32rpmS2 10min

IP 30

3Nm

36W1,5A

24V … 

06/03/2017
WO652470

E SMART MI 332 DC Made in Italy

The importance  
of the label

When requesting after-sales service,  
remember to give the  details  
of the motor to our engineers.

PROTECTION 
CLASSCURRENT DRAW

ABSORBED 
POWER

WORK  
CYCLE

NOMINAL 
TORQUE

NOMINAL  
SPEED

PRODUCTION 
DATA

VOLTAGE 
FREQUENCY

DATA MATRIX
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Solutions for outdoor  
roller blinds

118.  How to choose the ideal motor

124.  The Nice range of tubular motors  
 for outdoor roller blinds

 19.  Control and programming systems

 76.  DIN modules for advanced  
 building management

195.  Adapters and supports
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“1”
S

(   )

2018
2019
2020
2021

2022

Correct fabric tensioning 
The motors are ideal with both manual TA   
and automatic TC  hooking systems to optimise 
tensioning force according to the type of fabric  
and size of blind. 

Remote limit switch adjustment by radio 
The up and down limit positions of the blind can  
be programmed manually, including by transmitter. 

Maximum precision
The encoder technology guarantees millimetric 
precision, maintenance of set values over time  
and constant optimum force on the fabric.

*A number of motors can be activated from a single point, without installing additional control units.
For further information, see the technical glossary on page 255.

For outdoor roller blinds
SERIE ERA

S STAR ST MAT ST M QUICK M PLUS M FIT M BD FIT M STAR MT MAT MT MAT MVS L STAR LT MAT LT

  35 mm   45 mm   58 mm

• • •
• •

• • • • • • • • •

• • • • • •

•

• • • • •

• • • • • • • • •

• • • • • • • •

• • • • • •

• • • • • •
• • • • • • • •
• • • • • • • •
• • • • • • • •
• • • • • • • •
• • • • • • • • •

• • • • • • •

FUNCTIONS  
AND CHARACTERISTICS

Mechanical limit switch

Pushbutton limit switch

Electronic limit switch

Limit switch with built-in  
radio receiver

Built-in bidirectional radio 
receiver

TTBus Technology

Manual limit switch 
programming

Semi-automatic limit switch 
programming

Automatic limit switch 
programming

Intermediate heights

RDC function

FRT function

FTC function

FTA function

Connection in parallel*

Memory locking
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50

500

2

0,5 1 1,5 2 2,5 3 3,5 4

1 4 4 4 4 4 4 4 4

2 4 4 4 4 4 4 4

3 4 4 4 4 4 4

4 4 4 4 4 4

5 4 4 4 4

50

500

2

0,5 1 1,5 2 2,5 3 3,5 4

1 3 3 3 3 3 3 5 5

2 3 3 3 3 3 5 5 5

3 3 3 3 3 5 5 5 6

4 3 3 3 5 5 5 6 6

5 3 3 3 5 5 6 6 6

40

300

1

0,5 1 1,5 2 2,5 3 3,5 4

1 3 3 3 3 3 3 3 3

2 3 3 3 3 3 3 3 3

3 3 3 3 3 3 3 3 3

4 3 3 3 3 3 3 3 5

5 3 3 3 3 3 3 5 5 65

n the case of pro ection or mos uito screens  bear in mind that the weight of  
the screen has practically no in uence with respect to that of the tensioning bar.

Tubular motors Ø 45 mm

Tubular motors Ø 35 mm

How to choose the ideal motor 
Nice has prepared this simple guide to help 
determine the ideal torque for automating  
outdoor roller blinds.

The following information is required:
a. the diameter of the winding roller mm
b. the blind surface area m2

c. the specific weight of the fabric g/m2

d. the weight of the terminal bar kg/m .

To establish the most suitable motor torque  
for automating your application, identify the table 
corresponding to the diameter of the roller used  
and cross-reference this against the dimensions  
of the fabric. The number shown in the specific  
bo  identifies the most suitable motor.
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inding roller  mm
Specific weight of fabric g/m2

eight of terminal bar kg/m
idth m

eight m

inding roller  mm
Specific weight of fabric g/m2

eight of terminal bar kg/m
idth m

eight m

inding roller  mm
Specific weight of fabric g/m2

eight of terminal bar kg/m
idth m

eight m
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2018
2019
2020
2021

2022

FRT function: fabric tensioning system 
Withdraws the fabric by a programmable amount  
when the fully open position has been reached,  
thereby eliminating unsightly sagging.

Possibility of precisely programming limit 
positions, including by transmitter. 
Specifically for automating s uare bar awnings.

Possibility of setting intermediate opening 
heights with recall by transmitter. 
n installations employing awnings with hooks   
the intermediate heights can be used to obtain  
different hooking positions.

Maximum precision
The encoder technology guarantees millimetric 
precision, maintenance of set values over time  
and constant optimum force on the fabric. 

*A number of motors can be activated from a single point, without installing additional control units.
For further information, see the technical glossary on page 255.

For arm sun awnings

Bottom limit switch 
Programmable fabric 
tensioning position

Stop 0

Stop 1

SERIE ERA

S STAR ST MAT ST M MH QUICK M PLUS M PLUS MH FIT M BD FIT M L LH PLUS LH XL XLH

  35 mm   45 mm  58 mm  90 mm

• • • • • • • • •
• •

• • • •
• • • • •

•

• • • •
• • • • •

• • • •

• • • •

• •

• • •
• • • •
• • • •
• •
• •
• • • •

• • • • • •

FUNCTIONS  
AND CHARACTERISTICS

Mechanical limit switch

Pushbutton limit switch

Electronic limit switch

Built-in radio receiver

Built-in bidirectional radio 
receiver

TTBus Technology

Emergency override

Manual limit switch 
programming

Semi-automatic limit switch 
programming

Automatic limit switch 
programming

Intermediate heights

RDC function

FRT function

FTC function

FTA function

Connection in parallel*

Memory locking
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RDC function: drive torque reduction  
A torque reduction system reduces the torque to stop 
movement smoothly without straining the fabric in  
the closing position, preventing unsightly sagging.

FRT function: fabric tensioning system 
Withdraws the fabric by a programmable amount  
when the fully open position has been reached,  
thereby eliminating unsightly sagging.

Possibility of setting intermediate opening 
heights with recall by transmitter. 
n installations employing awnings with hooks   
the intermediate heights can be used to obtain  
different hooking positions.

Simple limit switch adjustment  
with semi-automatic programming 
Simplified procedure for memorising the top limit  
switch at the strike point and manual programming  
for the down limit switch including by transmitter.

*A number of motors can be activated from a single point, without installing additional control units.
For further information, see the technical glossary on page 255.

For box sun awnings

Bottom limit switch 

Programmable fabric 
tensioning position

ERA SERIES

STAR MT MAT MT FIT MHT STAR LT MAT LT

  45 mm   58 mm

• • • • •

• • •

• •
•

• • • • •

• • • • •

• • • •

• • •
• • • • •
• • • • •
• • • •
• • • •
• • • •

• • •
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FUNCTIONS  
AND CHARACTERISTICS

Electronic limit switch

Limit switch with built-in radio 
receiver

TTBus Technology

Emergency override

Manual limit switch 
programming

Semi-automatic limit switch 
programming

Automatic limit switch 
programming

Intermediate heights

RDC function

FRT function

FTC function

FTA function

Connection in parallel*

Memory locking
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ERA SERIES

L STAR LT MAT LT XL XLH

 58 mm  90 mm

• • •
• •

•

•
•

• •

• •

• •

•
• •
• •
• •
• •
• •

•
*A number of motors are managed simultaneously from a single point, without installing additional control units; this excludes control of individual automations.
For further information, see the technical glossary on page 255.

For arbour awnings

FUNCTIONS  
AND CHARACTERISTICS

Mechanical limit switch

Electronic limit switch

Limit switch with built-in  
radio receiver

TTBus Technology

Emergency override mechanism

Manual limit switch  
programming

Semi-automatic limit switch 
programming

Automatic limit switch 
programming

Intermediate heights

RDC function

FRT function

FTC function

FTA function

Connection in parallel*

Memory locking
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Tubular motors Ø 45 mm and Ø 58 mm

How to choose the ideal motor 

Nice provides this simple guide to establish:
•  the ideal torque in Nm to automate the awning
•  the specific characteristics of the tubular motors 

diameter  type of limit switch ad ustment  presence  
of control unit, radio receiver, encoder, emergency 
override mechanism . 

Before you start, you need the following information:
a. the diameter of the winding roller mm   
b. the awning extension distance m
c. the number of arms in the structure.

To establish the most suitable motor torque  
for automating your application, identify the  
table corresponding to the diameter of the roller. 
Cross-referencing the extension values with  
the number of arms gives the torque value required.

Guideline selection table.
ased on standard arms.

or special applications consult the technical sales office.

M size Ø 45 mm.  si e   mm.

otor tor ue selection Nm

inding roller  mm

Arm e tension m

Number of arms
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Index of tubular motors for roller blinds

con ricevente radio integrata

with Nice TT us technology

electronic 
limit switch

ERA S  
Ø 35 mm

mechanical limit 
switch

without built-in radio receiver

ERA M SH

ERA MH

ERA M

ERA QUICK M

ERA PLUS M

ERA PLUS MH

ERA STAR MT

ERA FIT M*

ERA FIT MHT

ERA MAT MT

ERA MAT MVS

ERA FIT M BD

with Nice TT us technology

without Nice TT us technologywithout built-in radio receiver

without built-in radio receiver

without built-in radio receiver

pushbutton 
limit switch

electronic 
limit switch

ERA M 
Ø 45 mm

without Nice TT us technology

with emergency override 
mechanism

with emergency override mechanism

with built-in radio receiver

with built-in radio receiver

with Nice TT us 
technology

without 
Nice TT us 
technology

with built-in radio receiver

with emergency 
override 
mechanism

mechanical 
limit switch

without Nice TT us technology
with built-in bidirectional 
radio receiver

ERA MAT ST

ERA STAR ST

ERA S

3Nm 5Nm 6Nm 10Nm 13Nm page

• • • • •  126

• • • •  127

• • • •  1

4Nm 5Nm 8Nm 10Nm 15Nm 20Nm 30Nm 40Nm 50Nm page

• • • • • • • •  129

• • •  130

• • • •  1

• • • •  129

• • • • •  131

• • • • •  132

• • • • • • •  133

• • • • •  135

• • • • •  140

• • • • • •  136

• • • • • • •  137

• • • • •  134

*Available until December 31st 2019
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with built-in radio receiver
with Nice 
TT us 
technology

electronic 
limit switch

ERA L 
Ø 58 mm

ERA L

ERA LH

ERA STAR LT

ERA MAT LT

ERA PLUS LH 

mechanical 
limit switch

with emergency 
override 
mechanism

without built-in radio receiver without Nice TT S technology

without built-in radio receiver

with built-in radio receiver

PAKOKIT

PAKOKIT E

PAKOKIT
Ø 45 mm

ERA XL

ERA XLH
mechanical limit switch

ERA XL
Ø 90 mm

electronic limit switch

mechanical limit switch

For canopy awnings

with emergency override 
mechanism
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Era S
230 Vac

Tubular motor with mechanical  
limit switch.

S size  
 35 mm

Particularly suitable for compact installations: 
useful length 0  mm  for motors up to 10 Nm tor ue. 

deal in environments where the noise level must  
be reduced to a minimum.

Intuitive adjustment of up and down limit 
positions, thanks to the mechanical limit switch. 

Easy to install thanks to the new compact support 
and innovative click system to fasten the drive wheel. 

Wired and/or radio connection to climatic sensors  
via external control units. 

Time saving and simple electrical connections; 
thanks to the double insulation  the motor does not 
need an earth wire. 

With mechanical limit switch

Code Description Pcs./pack Certificates

E S 324 Mechanical limit switch. 3 Nm, 24 rpm, 6.5 kg* 1

E S 524 Mechanical limit switch. 5 Nm, 24 rpm, 11 kg* 1

E S 611 Mechanical limit switch. 6 Nm, 11 rpm, 12 kg* 1

E S 1011 Mechanical limit switch. 10 Nm, 11 rpm, 18 kg* 1

E S 1311 Mechanical limit switch. 13 Nm, 11 rpm, 25 kg* 1
 
*Lifted weight, value calculated with 40 mm diameter octagonal roller. 

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight (kg)*

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)

Protection class IP44. 
*Value calculated with 40 mm diameter octagonal roller.  

POWER CABLE

Cable length 2.5 m, 3 wires in cable

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE

DIMENSIONS

E S 324 E S 524 E S 611 E S 1011 E S 1311

230/50

0.38 0.54 0.40 0.54 0.55

85 120 90 120 140

<0.5

3 5 6 10 13

24 11

6.5 11 12 18 25

35

4

402

1 1.2

90x90x440 90x90x465
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230 Vac

Era Star ST
With electronic limit switch

Tubular motor with electronic  
limit switch. 
Ideal for blinds with manual  
and/or automatic hooking.

S Size  
 35 mm

User-friendly programming. 
Various programming modes: manual, semi-automatic 
and automatic.  seful feedback through movement  
of the blind. 

Exclusive functions: 

FTC and FTA  see page 11
FRT and RDC, see pages 120-121

Safety for the automation. 

Maximum precision in the blind positions
Dynamic auto-update of limit switches to compensate 
for e pansion or shrinkage of the fabric over time. 
The encoder technology guarantees millimetric 
precision, maintenance of set values over time 
including in high temperatures  and constant optimum 
force on the blind.

The built-in circuit board allows a number  
of motors to be connected and controlled in parallel 
from a single point without the need for additional 
control units. 

Wired and/or  radio connection to climatic sensors  
via external control units. 

Time saving and simple electrical connections; 
thanks to the double insulation  the motor does not 
need an earth wire. 

Low consumption in stand-by.

POWER CABLE

Length 2.5 m, 3 wires in cable

DIMENSIONS

Code Description Pcs./pack Certificates

E STAR ST 324 Electronic limit switch. 3 Nm, 24 rpm 1

E STAR ST 524 Electronic limit switch. 5 Nm, 24 rpm 1

E STAR ST 611 Electronic limit switch. 6 Nm, 11 rpm 1

E STAR ST 1011 Electronic limit switch. 10 Nm, 11 rpm 1

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Absorbed power in stand-by (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44.

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE

E STAR ST 324 E STAR ST 524 E STAR ST 611 E STAR ST 1011

230/50

0.38 0.54 0.40 0.54

85 120 90 120

<0.5

3 5 6 10

24 11

>100

4

496

1 2.45

90x90x530
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230 VacRADIO TTBUS

Era Mat ST

POWER CABLE

Cable length 2.5 m, 5 wires in cable

With electronic limit switch, built-in receiver  
and Nice TTBus technology

Tubular motor with electronic  
limit switch, built-in receiver  
and Nice TTBus technology. 

S Size  
 35 mm

Simple remote adjustment of the limit switch  
by transmitter or with the - iew TT and TT R  
external programming units in automatic,  
semi-automatic or manual mode. seful feedback 
through movement of the blind. 

Level programming: quick and safe. 
Thanks to this function  there are a number of 
possible settings.  f an incorrect selection is made  
programming begins again from the previous level 
without the need to reprogramme all the settings 
programmed up to that point. 

Memory locking to prevent accidental memorising.

Adjustment of a number of intermediate opening 
positions.

Thanks to Nice TTBus 3-wire technology,  
motor movement can be managed by means  
of a low-voltage control; simple and intuitive wired 
connection to climatic sensors without external control 
units and/or via radio.

The built-in circuit board allows a number 
of motors to be connected and controlled in 
parallel from a single point without the need for 
additional control units.

The encoder technology guarantees millimetric 
precision, reliability and maintenance of set values  
over time.

Exclusive functions: 

FTC and FTA  see page 11
FRT and RDC, see pages 120-121

Time saving and simple electrical connections; 
thanks to the double insulation  the motor does not 
need an earth wire.

Code Description Pcs./pack Certificates

E MAT ST 324 Electronic limit switch, built-in receiver, TTBus. 3 Nm, 24 rpm 1

E MAT ST 524 Electronic limit switch, built-in receiver, TTBus. 5 Nm, 24 rpm 1

E MAT ST 611 Electronic limit switch, built-in receiver, TTBus. 6 Nm, 11 rpm 1

E MAT ST 1011 Electronic limit switch, built-in receiver, TTBus. 10 Nm, 11 rpm 1

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44.

PHASE 
NEUTRAL
TTBUS
CLIMATIC SENSORS
COMMON TTBUS

DIMENSIONS

E MAT ST 324 E MAT ST 524 E MAT ST 611 E MAT ST 1011

230/50

0.38 0.54 0.40 0.54

85 120 90 120

<0.5

3 5 6 10

24 11

>100

4

496

1

90x90x530
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230 Vac

Era M
With mechanical limit switch

Tubular motor with mechanical  
limit switch.

M size  
 45 mm

Suitable for both large-scale applications  
with the 0 Nm 1  rpm version and small structures 
with the high speed  Nm  rpm version.

Particularly suitable for compact installations: 
useful length 426 mm.

Intuitive adjustment of up and down limit 
positions, thanks to the mechanical limit switch.

Easy to install thanks to the new compact support 
and innovative click system to fasten the drive wheel.

Wired and/or radio connection to climatic sensors  
via external control units.

POWER CABLE

Length 2.5 m, 4 wires in cable

DIMENSIONS

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE
EARTH

Code Description Pcs./pack Certificates

E M 426 Mechanical limit switch. 4 Nm, 26 rpm, 8 kg* 1

E M 1026 Mechanical limit switch. 10 Nm, 26 rpm, 19 kg* 1

E M 517 Mechanical limit switch. 5 Nm, 17 rpm, 9 kg* 1

E M 817 Mechanical limit switch. 8 Nm, 17 rpm, 15 kg* 1

E M 1517 Mechanical limit switch. 15 Nm, 17 rpm, 28 kg* 1

E MK 1517 Mechanical limit switch, electromechanical brake and 1.5 m  
long rubber power cable, 15 Nm, 17 rpm, 28 kg*

1

E M 3017 Mechanical limit switch. 30 Nm, 17 rpm, 56 kg* 1

E MK 3017 Mechanical limit switch, electromechanical brake and 1.5 m  
long rubber power cable, 30 Nm, 17 rpm, 56 kg*

1

E M 4012 Mechanical limit switch. 40 Nm, 12 rpm, 75 kg* 1

E M 5012 Mechanical limit switch. 50 Nm, 12 rpm, 95 kg* 1

E MK 5012 Mechanical limit switch, electromechanical brake and 1.5 m  
long rubber power cable, 50 Nm, 12 rpm, 95 kg*

1

*Lifted weight, value calculated with 60 mm diameter roller.
Products also available in multiple packs. For more information, contact your local dealer.

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)

Protection class IP44. 
*Value calculated with 60 mm diameter roller. 

E M 426 E M 1026 E M 517 E M 817 E M 1517
E MK 1517

E M 3017
E MK 3017

E M 4012 E M 5012
E MK 5012

230/50

0.50 0.78 0.33 0.55 0.75 1.10

108 150 75 120 170 250 245 250

4 10 5 8 15 30 40 50

26 17 12

8 19 9 15 28 56 75 95

27

4

426 451 426 451 486

1.85 1.95 1.85 2.15 2.45

90x90x440 90x90x465 90x90x440 90x90x500

Co
nt

ro
l s

ys
te

m
s

 F
or

 in
do

or 
bl

in
ds

Fo
r o

ut
do

or
bl

in
ds

 a
nd

 a
w

ni
ng

s
 F

or
 ro

lli
ng

 s
hu

tte
rs 

an
d 

ro
lli

ng
 d

oo
r

 F
or

 b
io

cl
im

at
ic 

pe
rg

ol
as

 A
da

pt
er

s 
an

d 
su

pp
or

ts
In

st
al

la
tio

n 
 

gu
id

e



130

Ø4

17,5

2,25

 L

31,5

Ø
30

Ø
45

3,
5

17

Ø12,2

48

m
ax

 6
2

Era M SH 
NEW 230 Vac

POWER CABLE

Cable length 2 m, 4 wires in cable

DIMENSIONS

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE
EARTH

With mechanical limit switch

Tubular motor head compatible with 
star shaped supports

Practical pluggable power cable

Code Description Pcs./pack Certificates

E M 817 SH Mechanical limit switch. 8 Nm, 17 rpm, 15 kg* 1

E M 1517 SH Mechanical limit switch. 15 Nm, 17 rpm, 28 kg* 1

E M 3017 SH Mechanical limit switch. 30 Nm, 17 rpm, 56 kg* 1
 
*Lifted weight, value calculated with 60 mm diameter roller.

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (VAC/Hz)

Absorption (A)

Power (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)

Protection class IP44. 
*Value calculated with 60 mm diameter roller. 

E M 817 SH E M 1517 SH E M 3017 SH

230/50

0.55 0.75 1.10

120 170 250

8 15 30

17

15 28 56

27

4

426 451 486

1.50 1.75 2.17

90x90x440 90x90x500

Tubular motor with mechanical limit 
switch.

M size  45 mm

Ideal for the maintenance and replacement  
of existing applications  thanks to the new head 
shape compatible with star supports. 

Easy maintenance and installation  thanks to  
the new pull-out power cable.

Ideal for compact installations:  
useful length 426 mm

Intuitive adjustment of up and down limit 
positions, thanks to the mechanical limit 
switch.

Easy to install, thanks to the new dedicated 
supports and click system to fasten the drive wheel.
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NEW 230 Vac

Tubular motor with pushbutton  
limit switch.

M size  
 45 mm

Even simpler limit switch adjustment using  
the pushbutton corresponding to the direction  
of rotation.

The built-in circuit board allows a number  
of motors to be connected and controlled  
in parallel from a single point without the need  
for additional control units.

Easy to install thanks to the new compact support 
and innovative click system to fasten the drive wheel.

Wired and/or  radio connection to climatic sensors  
via external control units.

POWER CABLE

Cable length 2.5 m, 4 wires in cable

With pushbutton limit switch

DIMENSIONS

Simple pushbutton adjustment of 
limit switches

Code Description Pcs./pack Certificates

E QUICK M 817 Pushbutton limit switch. 8 Nm, 17 rpm, 15 kg* 1

E QUICK M 1026 Pushbutton limit switch. 10 Nm, 26 rpm, 18 kg* 1

E QUICK M 1517 Pushbutton limit switch. 15 Nm, 17 rpm, 28 kg* 1

E QUICK M 3017 Pushbutton limit switch. 30 Nm, 17 rpm, 56 kg* 1

E QUICK M 4012 Pushbutton limit switch. 40 Nm, 12 rpm, 75 kg* 1

E QUICK M 5012 Pushbutton limit switch. 50 Nm, 12 rpm, 95 kg* 1
 
*Lifted weight, value calculated with 60 mm diameter octagonal roller  
Products also available in multiple packs. For more information, contact your local dealer.

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection classIP44. 
*Value calculated with 60 mm diameter octagonal roller. 

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE
EARTH

E QUICK M 817 E QUICK M 1026 E QUICK M 1517 E QUICK M 3017 E QUICK M 4012 E QUICK M 5012

230/50

0.55 0.78 0.75 1.10

120 150 170 250 245 250

<0.5

8 10 15 30 40 50

17 26 17 12

15 18 28 56 75 95

92

4

426 451 486

2.15 1.95 2.45 2.65

90x90x465 90x90x500 90x90x530
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230 VacRADIO TTBUS

Era Plus M
With tubular motor with pushbutton limit switch, 
built-in radio receiver and TTBus technology

DIMENSIONS

POWER CABLE

Length 2.5 m, 6 wires in cable

Tubular motor with pushbutton  
limit switch, built-in radio receiver 
and Nice TTBUS technology. 

M size 
 45 mm

Simple limit switch adjustment using  
the pushbutton corresponding to the direction  
of rotation, by transmitter or with the O-View TT  
and TT R  e ternal programming units.  

seful feedback through movement of the blind.

Level programming: quick and safe. 
Thanks to this function  there are a number of possible 
settings. f an incorrect selection is made  programming 
begins again from the previous level without the need 
to reprogramme all the settings programmed up to  
that point. 

Thanks to Nice TTBus 3-wire technology,  
motor movement can be managed by means  
of a low-voltage control; simple and intuitive wired 
connection to climatic sensors without external  
control units and/or via radio.

The built-in circuit board allows a number 
of motors to be connected and controlled  
in parallel from a single point without the need  
for additional control units.

Safety for the automation.

The encoder technology garantees millimetric 
precision, reliability and maintenance of set values  
over time.

Low consumption in stand-by.

Simple pushbutton adjustment of 
limit switches

Code Description Pcs./pack Certificates

E PLUS M 817 Pushbutton limit switch, built-in receiver, TTBus. 8 Nm, 17 rpm 1

E PLUS M 1517 Pushbutton limit switch, built-in receiver, TTBus. 15 Nm, 17 rpm 1

E PLUS M 3017 Pushbutton limit switch, built-in receiver, TTBus. 30 Nm, 17 rpm 1

E PLUS M 4012 Pushbutton limit switch, built-in receiver, TTBus. 40 Nm, 12 rpm 1

E PLUS M 5012 Pushbutton limit switch, built-in receiver, TTBus. 50 Nm, 12 rpm 1

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44.

PHASE
NEUTRAL
EARTH
TTBUS
CLIMATIC SENSORS
COMMON TTBUS

E PLUS M 817 E PLUS M 1517 E PLUS M 3017 E PLUS M 4012 E PLUS M 5012

230/50

0.55 0.75 1.10

120 170 250 245 250

<0.5

8 15 30 40 50

17 12

92

4

426 451 486

2.15 2.45 2.65

90x90x465 90x90x500 90x90x530



133

15

31,5

L

1,5

17,53,
5

Ø
45

Ø
30

17Ø3,5Ø12 Ø48Ø
58

 m
ax

 Ø
60

,8

44
,9

230 Vac

Era Star MT

POWER CABLE

Cable length 2.5 m, 4 wires in cable

With electronic limit switch

DIMENSIONS

Tubular motor with electronic  
limit switch. 

M size  
 45 mm 

Simple limit switch adjustment in manual,  
semi-automatic and automatic mode.  
Useful feedback through movement of the blind. 

Exclusive functions: 

FTC and FTA  see page 11
FRT and RDC, see pages 120-121

Safety for the automation.

Maximum precision in the blind positions 
ynamic auto-update of limit switches automatic  

and semi-automatic modes only  to compensate  
for e pansion or shrinkage of the fabric over time.

Particularly suitable for compact installations: 
useful length  mm  in  Nm at  rpm and  Nm  
at 17 rpm versions. 

Wired and/or  radio connection to climatic sensors  
via external control units.

The built-in circuit board allows a number of 
motors to be connected and controlled in parallel  
from a single point without the need for additional 
control units. 

Low consumption in stand-by.

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE
EARTH

Code Description Pcs./pack Certificates

E STAR MT 426 Electronic limit switch. 4 Nm, 26 rpm 1

E STAR MT 1026 Electronic limit switch. 10 Nm, 26 rpm 1

E STAR MT 817 Electronic limit switch. 8 Nm, 17 rpm 1

E STAR MT 1517 Electronic limit switch. 15 Nm, 17 rpm 1

E STAR MKT 1517 Electronic limit switch, electromechanical brake and 1.5 m long rubber power 
cable, 15 Nm, 17 rpm

1

E STAR MT 3017 Electronic limit switch. 30 Nm, 17 rpm 1

E STAR MKT 3017 Electronic limit switch, electromechanical brake and 1.5 m long rubber power 
cable, 30 Nm, 17 rpm

1

E STAR MT 4012 Electronic limit switch. 40 Nm, 12 rpm 1

E STAR MT 5012 Electronic limit switch. 50 Nm, 12 rpm 1

E STAR MKT 5012 Electronic limit switch, electromechanical brake and 1.5 m long rubber power 
cable, 50 Nm, 12 rpm

1

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44.

E STAR MT  
426

E STAR MT  
1026

E STAR MT  
817

E STAR MT 1517
E STAR MKT 1517

E STAR MT 3017
E STAR MKT 3017

E STAR MT  
4012

E STAR MT 5012
E STAR MKT 5012

230/50

0.50 0.78 0.55 0.75 1.10

108 150 120 170 250 245 250

<0.5

4 10 8 15 30 40 50

26 17 12

92

4

426 451 426 451 486

1.85 1.95 2.15 2.45 2.65

90x90x465 90x90x500 90x90x465 90x90x500 90x90x530
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YubiiNEW BiDi 230 Vac

Era Fit M BD
For outdoor blinds and rolling shutters, 
with built-in bidirectional radio receiver

Thanks to this function  there are a number of possible 
settings. 
f an incorrect selection is made  programming begins 
again from the previous level without the need to 
reprogramme all the settings programmed up to that 
point.

Memory locking to prevent accidental 
memorising.

Connection to climatic sensors via radio with user-
friendly programming.

The built-in circuit board allows a number of motors 
to be connected and controlled in parallel from 
a single point without the need for additional control 
units.

Low consumption in stand-by. 

Compatible with previous versions of Nice unidirectional transmitters.

Tubular motor with electronic limit 
switch and built-in bidirectional 
radio receiver.  

M size 
 45 mm

Smart 
The Nice bidirectional radio protocol enables 
confirmation of correct reception of the command 
by the automation and the possibility of checking 
the position of the blind or rolling shutter. As it also 
supports the Nice mesh network function  the motor 
can route the radio command, thus extending the radio 
range of the system.

Handy remote control of limit switches by 
transmitter in manual or semi-automatic mode.

Easy to programme, thanks to feedback  
from movement of the rolling shutter.

Level programming: quick and safe.

Code Description Pcs./pack Certificates

E FIT M 817 BD Electronic limit switch, built-in bidirectional radio receiver.  
8 Nm, 17 rpm, 15 kg*

1

E FIT M 1517 BD Electronic limit switch, built-in bidirectional radio receiver.  
15 Nm, 17 rpm, 28 kg*

1

E FIT M 3017 BD Electronic limit switch, built-in bidirectional radio receiver.  
30 Nm, 17 rpm, 56 kg*

1

E FIT M 4012 BD Electronic limit switch, built-in bidirectional radio receiver.  
40 Nm, 12 rpm, 75 kg*

1

E FIT M 5012 BD Electronic limit switch, built-in bidirectional radio receiver.  
50 Nm, 12 rpm, 95 kg*

1

*Lifted weight, value calculated with 60 mm diameter octagonal roller 
Products also available in multiple packs. For more information, contact your local dealer.

E FIT M 817 BD E FIT M 1517 BD E FIT M 3017 BD E FIT M 4012 BD E FIT M 5012 BD

230/50

0.55 0.75 1.10

120 170 250 245 250

<0,5

8 15 30 40 50

17 12

15 28 56 75 95

92

4

426 451 486

2.15 2.45 2.65

90x90x465 90x90x500 90x90x530

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (VAC/Hz)

Absorption (A)

Power (W)

POWER CONSUMPTION IN STANDBY (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)

Protection class IP44.
*Value calculated with 60 mm diameter octagonal roller.

POWER CABLE

Length 2.5 m, 3 wires in cable

DIMENSIONS

PHASE
NEUTRAL
EARTH
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230 VacRADIO

Era Fit M
With limit switch and built-in radio receiver

POWER CABLE

Length 2.5 m, 3 wires in cable

DIMENSIONS

Tubular motor with electronic  
limit switch and built-in receiver.  

M size  
 45 mm

Convenient remote control of limit switches 
by transmitter in manual or semi-automatic mode. 

During programming, useful feedback from  
blind movement.

Level programming: quick and safe. 
Thanks to this function  there are a number of possible 
settings. f an incorrect selection is made  programming 
begins again from the previous level without the need 
to reprogramme all the settings programmed up to  
that point.

Memory locking to prevent accidental 
memorising.

Connection to climatic sensors via radio with  
user-friendly programming. 

The built-in circuit board allows a number  
of motors to be connected and controlled in 
parallel from a single point without the need for 
additional control units. 

Low consumption in stand-by.

Code Description Pcs./pack Certificates

E FIT M 817* Electronic limit switch, built-in radio receiver. 8 Nm, 17 rpm, 15 kg** 1

E FIT M 1517* Electronic limit switch, built-in radio receiver. 15 Nm, 17 rpm, 28 kg** 1

E FIT M 3017* Electronic limit switch, built-in radio receiver. 30 Nm, 17 rpm, 56 kg** 1

E FIT M 4012* Electronic limit switch, built-in radio receiver. 40 Nm, 12 rpm, 75 kg** 1

E FIT M 5012* Electronic limit switch, built-in radio receiver. 50 Nm, 12 rpm, 95 kg** 1

*Available until December 31st 2019. **Lifted weight, value calculated with 60 mm diameter octagonal roller
Products also available in multiple packs. For more information, contact your local dealer.

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)

Protection class IP44. 
*Value calculated with 60 mm diameter octagonal roller.

PHASE
NEUTRAL
EARTH

Code Description Pcs./pack Certificates

E FIT M 817 BD Electronic limit switch, built-in bidirectional radio receiver.
8 Nm, 17 rpm, 15 kg*

1

E FIT M 1517 BD Electronic limit switch, built-in bidirectional radio receiver.
15 Nm, 17 rpm, 28 kg*

1

E FIT M 3017 BD Electronic limit switch, built-in bidirectional radio receiver.
30 Nm, 17 rpm, 56 kg*

1

E FIT M 4012 BD Electronic limit switch, built-in bidirectional radio receiver.
40 Nm, 12 rpm, 75 kg*

1

E FIT M 5012 BD Electronic limit switch, built-in bidirectional radio receiver.
50 Nm, 12 rpm, 95 kg*

1

*Lifted weight, value calculated with 60 mm diameter octagonal roller
Products also available in multiple packs. For more information, contact your local dealer. E FIT M 817 E FIT M 1517 E FIT M 3017 E FIT M 4012 E FIT M 5012

230/50

0.55 0.75 1.10

120 170 250 245 250

<0.5

8 15 30 40 50

17 12

15 28 56 75 95

92

4

426 451 486

2.15 2.45 2.65

90x90x465 90x90x500 90x90x530
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230 VacRADIO TTBUS

Era Mat MT

POWER CABLE

Cable length 2.5 m, 6 wires in cable

With electronic limit switch, built-in receiver  
and Nice TTBus technology

DIMENSIONS

Tubular motor with electronic  
limit switch, built-in receiver  
and Nice TTBus technology. 

M size  
 45 mm

Simple remote adjustment of the limit switch  
by transmitter or with the - iew TT and TT R  
external programming units in automatic,  
semi-automatic or manual mode. seful feedback 
through movement of the blind.

Level programming: quick and safe. 
Thanks to this function  there are a number of possible 
settings. f an incorrect selection is made  programming 
begins again from the previous level without the need 
to reprogramme all the settings programmed up to  
that point. 

Memory locking to prevent accidental memorising.

Adjustment of a number of intermediate opening 
positions.

Thanks to Nice TTBus 3-wire technology,  
motor movement can be managed by means  
of a low-voltage control; simple and intuitive wired 
connection to climatic sensors without external  
control units and/or via radio.

The built-in circuit board allows a number  
of motors to be connected and controlled  
in parallel from a single point without the need  
for additional control units.

The encoder technology guarantees millimetric 
precision, reliability and maintenance of set values  
over time.

Exclusive functions: 

FTC and FTA  see page 11
FRT and RDC, see pages 120-121

PHASE
NEUTRAL
EARTH
TTBUS
CLIMATIC SENSORS
COMMON TTBUS

Code Description Pcs./pack Certificates

E MAT MT 426 Electronic limit switch, built-in receiver, TTBus. 4 Nm, 26 rpm 1

E MAT MT 1026 Electronic limit switch, built-in receiver, TTBus. 10 Nm, 26 rpm 1

E MAT MT 817 Electronic limit switch, built-in receiver, TTBus. 8 Nm, 17 rpm 1

E MAT MT 1517 Electronic limit switch, built-in receiver, TTBus. 15 Nm, 17 rpm 1

E MAT MKT 1517 Electronic limit switch, built-in radio receiver, TTBus, electromechanical brake 
and 1.5 m long rubber power cable, 15 Nm, 17 rpm

1

E MAT MT 3017 Electronic limit switch, built-in receiver, TTBus. 30 Nm, 17 rpm 1

E MAT MKT 3017 Electronic limit switch, built-in radio receiver, TTBus, electromechanical brake 
and 1.5 m long rubber power cable, 30 Nm, 17 rpm

1

E MAT MT 4012 Electronic limit switch, built-in receiver, TTBus. 40 Nm, 12 rpm 1

E MAT MT 5012 Electronic limit switch, built-in receiver, TTBus. 50 Nm, 12 rpm 1

E MAT MKT 5012 Electronic limit switch, built-in radio receiver, TTBus, electromechanical brake 
and 1.5 m long rubber power cable, 50 Nm, 12 rpm

1

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)

Protection class IP44.

E MAT MT 
426

E MAT MT 
1026

E MAT MT 
817

E MAT MT 1517
E MAT MKT 1517

E MAT MT 3017
E MAT MKT 3017

E MAT MT 
4012

E MAT MT 5012
E MAT MKT 5012

 
230/50

0.50 0.78 0.55 0.75 1.10

108 150 120 170 250 245 250

<0.5

4 10 8 15 30 40 50

26 17 12

92

4

426 451 426 451 486

1.85 1.95 2.15 2.45 2.65

90x90x465 90x90x500 90x90x465 90x90x500 90x90x530
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230 VacRADIO TTBUS

Era Mat MVS
Ideal for projection screens

DIMENSIONS

POWER CABLE

Cable length 2.5 m, 6 wires in cable

Tubular motor with electronic  
limit switch, built-in receiver  
and Nice TTBus technology. 

M size  
 45 mm

Easy remote adjustment of limit switches  
by transmitter or with the - iew TT and TT R  
external programming units, in manual mode.  

seful feedback through movement of the blind.

Level programming: quick and safe. 
Thanks to this function  there are a number of possible 
settings. f an incorrect selection is made  programming 
begins again from the previous level without the need 
to reprogramme all the settings programmed up to  
that point. 

Thanks to Nice TTBus 3-wire technology,  
motor movement can be managed by means  
of a low-voltage control; simple and intuitive wired 
connection to climatic sensors without external  
control units and/or via radio.

A number of motors can be connected and 
actioned synchronously from a single control  
point without the need for additional control units.

ifferent pro ection formats can be configured  
and recalled simply by the transmitter. 

The encoder technology garantees millimetric 
precision, reliability and maintenance of set values  
over time.

Low consumption in stand-by.

Code Description Pcs./pack Certificates

E MAT MVS 426 Electronic limit switch, built-in receiver, TTBus. 4 Nm, 26 rpm 1

E MAT MVS 1026 Electronic limit switch, built-in receiver, TTBus. 10 Nm, 26 rpm 1

E MAT MVS 817 Electronic limit switch, built-in receiver, TTBus. 8 Nm, 17 rpm 1

E MAT MVS 1517 Electronic limit switch, built-in receiver, TTBus. 15 Nm, 17 rpm 1

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44.

PHASE
NEUTRAL
EARTH
TTBUS
CLIMATIC SENSORS
COMMON TTBUS

E MAT MVS 426 E MAT MVS 1026 E MAT MVS 817 E MAT MVS 1517

230/50

0.50 0.78 0.55 0.75

108 150 120 170

<0.5

4 10 8 15

26 17

92

4

426 451 426 451

1.85 1.95 2.15 2.45

90x90x465 90x90x500 90x90x465 90x90x500
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230 Vac 12 Vdc

Era MH / Era MH DC
With emergency override mechanism

DIMENSIONS

POWER CABLE

Tubular motor with mechanical 
limit switch and manual emergency 
override mechanism.

M size  
 45 mm

Suitable for all needs:  
usable both for large-scale applications with the 0 Nm 
1  rpm version and small structures with the 1  Nm  
17 rpm version.

Ideal for intensive use:  
the 1  dc Era  C version guarantees  minutes 
of continuous operation at the same speed during both 
up and down manoeuvres.

Advanced 
The low voltage power means that alternative energy 
sources such as batteries and solar panels can  
be used. 

Intuitive adjustment of up and down limit 
positions, thanks to the mechanical limit switch.

Easy to install: 
fi ing directly on the head thanks to the  holes  
with  mm centre distance  no support re uired. 

Compact and robust 
Small si e head diameter  mm  for installation 
 in small boxes. Motor head in 100% zama.

Wired and/or  radio connection to climatic 
sensors via external control units.

Low consumption in stand-by.

Code Description Pcs./pack Certificates

E MH 1517 Mechanical limit switch, manual emergency override mechanism. 15 Nm, 17 rpm, 28 kg* 1

E MH 3017 Mechanical limit switch, manual emergency override mechanism. 30 Nm, 17 rpm, 56 kg* 1

E MH 4012 Mechanical limit switch, manual emergency override mechanism. 40 Nm, 12 rpm, 75 kg* 1

E MH 5012 Mechanical limit switch, manual emergency override mechanism. 50 Nm, 12 rpm, 95 kg* 1

E MH 2012 DC Mechanical limit switch, manual emergency override mechanism. 20 Nm, 12 rpm, 38 kg* 1
 
*Lifted weight, value calculated with 60 mm diameter roller.

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Reduction ratio

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44.
*Value calculated with 60 mm diameter roller. 

ERA MH
Cable length 2.5 m, 4 wires in cable

ERA MH DC
Cable length 2.5 m, 2 wires in cable

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE
EARTH

UP/DOWN PHASE
DOWN/UP PHASE

E MH 1517 E MH 3017 E MH 4012 E MH 5012 E MH 2012 DC

230/50 12

0.75 1.10 6.5

170 250 245 250 78

15 30 40 50 20

17 12

28 56 75 95 38

36

1:24 -

4 6

602 637 600

2.8 3.4 3.6 2.9

100x100x750
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230 VacRADIO TTBUS

Era Plus MH

POWER CABLE

Cable length 2.5 m, 5 wires in cable

Built-in radio receiver, Technology TTBus  
and emergency override mechanism

DIMENSIONS

Tubular motor with mechanical  
limit switch, built-in radio receiver 
and Nice TTBus technology, manual 
emergency override mechanism.  

M size  
 45 mm

Intuitive adjustment of up and down limit 
positions by transmitter or with the O-View TT  
and TT R  e ternal programming units in automatic  
semi-automatic or manual mode.

Level programming: quick and safe. 
Thanks to this function  there are a number of possible 
settings. f an incorrect selection is made  programming 
begins again from the previous level without the need 
to reprogramme all the settings programmed up to  
that point. 

Memory locking to prevent accidental memorising.

Easy to install: fi ing directly on the head thanks to 
the  holes with  mm centre distance  no support 
required. 

Compact and robust 
Small si e head diameter  mm  for installation  
in small boxes. Motor head in 100% zama.

Nice TTBus 2-wire technology allows motor 
movement to be managed by means of a low-voltage 
Step-by-Step control and simple intuitive connection  
of climatic sensors via radio.

Safety for the automation.

Possibility of connecting a resistive sensitive edge  
and photocells.

Code Description Pcs./pack Certificates

E PLUS MH 1517 Mechanical limit switch, built-in radio receiver, TTBus,  
emergency override mechanism. 15 Nm, 17 rpm, 28 kg*

1

E PLUS MH 3017 Mechanical limit switch, built-in radio receiver, TTBus,  
emergency override mechanism. 30 Nm, 17 rpm, 56 kg*

1

E PLUS MH 4012 Mechanical limit switch, built-in radio receiver, TTBus,  
emergency override mechanism. 40 Nm, 12 rpm, 75 kg*

1

E PLUS MH 5012 Mechanical limit switch, built-in radio receiver, TTBus,  
emergency override mechanism. 50 Nm, 12 rpm, 95 kg*

1

 
*Lifted weight, value calculated with 60 mm diameter octagonal roller  

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Number of turns before the stop

Lifted weight* (kg)

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
  
Protection class IP44.
*Value calculated with 60 mm diameter octagonal roller.

PHASE
NEUTRAL
TTBUS
COMMON TTBUS
EARTH

E PLUS MH 1517 E PLUS MH 3017 E PLUS MH 4012 E PLUS MH 5012

230/50

0.75 1.10

170 250 245 250

15 30 40 50

17 12

36

28 56 75 95

4

806

3.4 3.8 4

100x100x850
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230 VacRADIO

Era Fit MHT

E FIT MHT 1517 E FIT MHT 3017 E FIT MHT 4012 E FIT MHT 5012

230/50

0.75 1.10

170 250 245 250

15 30 40 50

17 12

92

4

706

3.35 3.4 3.5

100x100x750
 

POWER CABLE

Cable length 2.5 m, 3 wires in cable

DIMENSIONS

Code Description Pcs./pack Certificates

E FIT MHT 1517 Electronic limit switch, built-in radio receiver, emergency override mechanism. 
15 Nm, 17 rpm

1

E FIT MHT 3017 Electronic limit switch, built-in radio receiver, emergency override mechanism. 
30 Nm, 17 rpm

1

E FIT MHT 4012 Electronic limit switch, built-in radio receiver, emergency override mechanism. 
40 Nm, 12 rpm

1

E FIT MHT 5012 Electronic limit switch, built-in radio receiver, emergency override mechanism. 
50 Nm, 12 rpm

1

Products also available in multiple packs.  For more information, contact your local dealer.

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44.

PHASE
NEUTRAL
EARTH

Tubular motor with electronic limit 
switch and built-in radio receiver 
and manual emergency override 
mechanism.

M size  
 45 mm

Easy remote control of limit switches by transmitter 
in manual or semi-automatic mode. During manual 
programming and when using the emergency override 
mechanism  the awning closes in the strike position. 
Useful feedback from awning movement.

Level programming: quick and safe. 
Thanks to this function  there are a number of possible 
settings. f an incorrect selection is made  programming 
begins again from the previous level without the need 
to reprogramme all the settings programmed up to that 
point.

Memory locking to prevent accidental memorising.

Adjustment of a number of intermediate opening 
positions.

Easy to install: fi ing directly on the head thanks to 
the  holes with  mm centre distance  no support 
required. 

Compact and robust 
Small si e head diameter  mm  for installation  
in small boxes. Motor head in 100% zama.

Exclusive functions: 

RDC torque reduction system to stop movement 
smoothly without straining the fabric when the closed 
position is reached.

FRT withdraws the fabric by a programmable amount 
when the fully open position has been reached, thereby 
eliminating unsightly sagging. 

Connection to climatic sensors via radio with  
user-friendly programming. 

Safety for the automation.

High precision awning positions: dynamic auto-
update of limit switches to compensate for expansion 
or shrinkage of the structure over time. The encoder 
technology guarantees millimetric precision, reliability 
and maintenance of set values over time. 

With built-in radio receiver and emergency override 
mechanism
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Era L
With mechanical limit switch

POWER CABLE

Length 2.5 m, 4 wires in cable

DIMENSIONS

Tubular motor with mechanical  
limit switch.  

L size  
  mm

Powerful and versatile 
Can also be used for large-scale applications  
with versions up to 1 0 Nm.

Intuitive adjustment of up and down limit 
positions, thanks to the mechanical limit switch.

Easy to install thanks to the new compact support 
and innovative click system to fasten the drive wheel.

Wired and/or  radio connection to climatic sensors  
via external control units.

Code Description Pcs./pack Certificates

E L 5517 Mechanical limit switch. 55 Nm, 17 rpm, 85 kg* 1

E L 6517 Mechanical limit switch. 65 Nm, 17 rpm, 100 kg* 1

E L 7517 Mechanical limit switch. 75 Nm, 17 rpm, 115 kg* 1

E L 8012 Mechanical limit switch. 80 Nm, 12 rpm, 120 kg* 1

E L 10012 Mechanical limit switch. 100 Nm, 12 rpm, 150 kg* 1

E L 12012 Mechanical limit switch. 120 Nm, 12 rpm, 180 kg*. 1
 
*Lifted weight, value calculated with 70 mm diameter roller.

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44.
*Value calculated with 70 mm diameter octagonal roller.

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE
EARTH

E L 5517 E L 6517 E L 7517 E L 8012 E L 10012 E L 12012

230/50

1.65 1.80 2.00 1.65 1.75 2.10

360 420 360 390 465

0.5

55 65 75 80 100 120

17 12

85 100 115 120 150 180

28

4

667

5.150

100x100x750
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230 Vac

Era Star LT

POWER CABLE

Cable length 2.5 m, 4 wires in cable

With electronic limit switch

DIMENSIONS

Tubular motor with electronic  
limit switch. 

L size  
  mm

Powerful and versatile. 
Can also be used for large-scale applications  
with versions up to 1 0 Nm.

Simple limit switch adjustment in manual,  
semi-automatic and automatic mode.  

seful feedback through movement of the blind.

The encoder technology guarantees millimetric 
precision of the limit switch.

Exclusive functions: 

FTC and FTA  see page 11
FRT and RDC, see pages 120-121

The built-in circuit board allows a number  
of motors to be connected and controlled in parallel 
from a single point without the need for additional 
control units.

Low consumption in stand-by.

Code Description Pcs./pack Certificates

E STAR LT 5517 Electronic limit switch. 55 Nm, 17 rpm 1

E STAR LT 6517 Electronic limit switch. 65 Nm, 17 rpm 1

E STAR LT 7517 Electronic limit switch. 75 Nm, 17 rpm 1

E STAR LT 8012 Electronic limit switch. 80 Nm, 12 rpm 1

E STAR LT 10012 Electronic limit switch. 100 Nm, 12 rpm 1

E STAR LT 12012 Electronic limit switch. 120 Nm, 12 rpm 1

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44.

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE
EARTH

E STAR LT 
5517

E STAR LT 
6517

E STAR LT 
7517

E STAR LT 
8012

E STAR LT 
10012

E STAR LT 
12012

230/50

1.65 1.80 2.00 1.65 1.75 2.10

360 420 420 360 390 465

0.5

55 65 75 80 100 120

17 12

>100

4

672

5.150

100x100x750
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 L17

7,
5

2,5

20

Ø48

32

Ø4,5

18

Ø
58

m
ax Ø

65

Ø12,5

Ø
30

230 VacRADIO TTBUS

Era Mat LT
With electronic limit switch, built-in receiver  
and Nice TTBus technology

POWER CABLE

Length 2.5 m, 6 wires in cable

DIMENSIONS

Tubular motor with electronic  
limit switch, built-in receiver  
and Nice TTBus technology.

L size  
  mm

Simple remote adjustment of the limit switch  
by transmitter or with the - iew TT and TT R  
external programming units in automatic,  
semi-automatic or manual mode. seful feedback 
through movement of the blind.

Level programming: quick and safe. 
Thanks to this function  there are a number of possible 
settings. f an incorrect selection is made  programming 
begins again from the previous level without the need 
to reprogramme all the settings programmed up to  
that point. 

Memory locking to prevent accidental memorising.

Adjustment of a number of intermediate opening 
positions.

Thanks to Nice TTBus 3-wire technology,  
motor movement can be managed by means  
of a low-voltage control; simple and intuitive wired 
connection to climatic sensors without external  
control units and/or via radio.

A number of motors can be connected  
and controlled in parallel from a single point  
without the need for additional control units.

The encoder technology garantees millimetric 
precision, reliability and maintenance of set values  
over time.

Exclusive functions: 

FTC and FTA  see page 11
FRT and RDC, see pages 120-121

Code Description Pcs./pack Certificates

E MAT LT 5517 Electronic limit switch, built-in receiver, TTBus. 55 Nm, 17 rpm 1

E MAT LT 6517 Electronic limit switch, built-in receiver, TTBus. 65 Nm, 17 rpm 1

E MAT LT 7517 Electronic limit switch, built-in receiver, TTBus. 75 Nm, 17 rpm 1

E MAT LT 8012 Electronic limit switch, built-in receiver, TTBus. 80 Nm, 12 rpm 1

E MAT LT 10012 Electronic limit switch, built-in receiver, TTBus. 100 Nm, 12 rpm 1

E MAT LT 12012 Electronic limit switch, built-in receiver, TTBus. 120 Nm, 12 rpm 1

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44.

PHASE
NEUTRAL
EARTH
TTBUS
CLIMATIC SENSORS
COMMON TTBUS

E MAT LT 5517 E MAT LT 6517 E MAT LT 7517 E MAT LT 8012 E MAT LT 10012 E MAT LT 12012

230/50

1.65 1.80 2.00 1.65 1.75 2.10

360 420 420 360 390 465

0.5

55 65 75 80 100 120

17 12

>100

4

672

5.150

100x100x750
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32
,5

7
16

,5
16

,5

24

2,5
8

19,5

L

Ø
58

Ø
30

32

48
48

58

95

Ø6

Ø12

Ø
20

,5

Era LH
230 Vac

POWER CABLE

Cable length 2.5 m, 4 wires in cable

With mechanical limit switch and manual 
emergency override mechanism

DIMENSIONS

Tubular motor with mechanical 
limit switch and manual emergency 
override mechanism.

L size  
  mm

Powerful, robust, and versatile 
Can also be used for large-scale applications  
with versions up to 1 0 Nm.  
Zama motor head.

Intuitive adjustment of up and down limit 
positions, thanks to the mechanical limit switch.

Wired and/or radio connection to climatic  
sensors via external control units.

Code Description Certificates

E LH 5517 Mechanical limit switch, manual emergency override mechanism. 55 Nm, 17 rpm, 85 kg*

E LH 6517 Mechanical limit switch, manual emergency override mechanism. 65 Nm, 17 rpm, 100 kg*

E LH 7517 Mechanical limit switch, manual emergency override mechanism. 75 Nm, 17 rpm, 115 kg*

E LH 8012 Mechanical limit switch, manual emergency override mechanism. 80 Nm, 12 rpm, 120 kg*

E LH 10012 Mechanical limit switch, manual emergency override mechanism. 100 Nm, 12 rpm, 150 kg*

E LH 12012 Mechanical limit switch, manual emergency override mechanism. 120 Nm, 12 rpm, 180 kg*
*Lifted weight, value calculated with 70 mm diameter octagonal roller

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE
EARTH

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44 

E LH 5517 E LH 6517 E LH 7517 E LH 8012 E LH 10012 E LH 12012

230/50

1.65 1.80 2 1.65 1.75 2.10

360 420 420 360 390 465

0.5

55 65 75 80 100 120

17 12

28

4

832

7.34

144x148x1003
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230 VacTTBUSRADIO

Era Plus LH
Built-in radio receiver, technology TTBus  
and emergency override mechanism

POWER CABLE

Length 3 m, 5 wires in cable

DIMENSIONS

Tubular motor with mechanical  
limit switch, built-in radio receiver  
and Nice TTBus technology, manual 
emergency override mechanism.

L size  
  mm

Powerful, robust, and versatile 
Can also be used for large-scale applications  
with versions up to 1 0 Nm. 
Zama motor head.

Intuitive adjustment of up and down limit 
positions, thanks to the mechanical limit switch.

Memory locking to prevent accidental memorising.

Simple programming  
t can memorise up to 0 transmitters without having  
to connect to the motor. t allows remote activation  
of new transmitters once the first has been memorised.

Easy to install thanks to the compact supports  
or fi ing directly on the motor head.  nnovative click 
system to fasten the drive wheel.

Code Description Certificates

E PLUS LH 5517 Mechanical limit switch, built-in radio receiver, TTBus, emergency override mechanism.  
55 Nm, 17 rpm, 85 kg*

E PLUS LH 6517 Mechanical limit switch, built-in radio receiver, TTBus, emergency override mechanism.  
65 Nm, 17 rpm, 100 kg*

E PLUS LH 7517 Mechanical limit switch, built-in radio receiver, TTBus, emergency override mechanism.  
75 Nm, 17 rpm, 115 kg*

E PLUS LH 8012 Mechanical limit switch, built-in radio receiver, TTBus, emergency override mechanism.  
80 Nm, 12 rpm, 120 kg*

E PLUS LH 10012 Mechanical limit switch, built-in radio receiver, TTBus, emergency override mechanism.  
100 Nm, 12 rpm, 150 kg*

E PLUS LH 12012 Mechanical limit switch, built-in radio receiver, TTBus, emergency override mechanism.  
120 Nm, 12 rpm, 180 kg*

*Lifted weight, value calculated with 70 mm diameter octagonal roller

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44 

PHASE
NEUTRAL
TTBUS
COMMON TTBUS
EARTH

E PLUS LH 
5517

E PLUS LH 
6517

E PLUS LH 
7517

E PLUS LH 
8012

E PLUS LH 
10012

E PLUS LH 
12012

230/50

1.65 1.80 2 1.65 1.75 2.10

360 420 420 360 390 465

0.5

55 65 75 80 100 120

17 12

28

4

910

7.70

144x148x1003
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Ø Ø

L (a)

L (b)

L (a)

L (b)

Era 
230 Vac

POWER CABLE

Length 3 m, 4 wires in cable

DIMENSIONS

For large awnings

Tubular motors with mechanical  
limit switch. 

XL size  
 90 mm

Powerful and fast: 
up to 00 Nm tor ue in complete comfort  1  rpm.

Reliable and silent: 
The dimensions of the motor and characteristics  
of the gears guarantee a long working life and very 
silent operation.

Flexible: 
interchangeable adapters can be used for tubes  
with a  from 9 .0 mm to 1 .0 mm  
or S  11  octagonal . 

Easy to install  the fi ing plates must be mounted 
perpendicular to the installation site. 
f the surface is uneven  the special wall plate  
article 7.10001  must be used.

Code Description Pcs./pack certificates

E XL 12012 Mechanical limit switch. 120 Nm, 12 rpm 1

E XL 15012 Mechanical limit switch. 150 Nm, 12 rpm 1

E XL 18012 Mechanical limit switch. 180 Nm, 12 rpm 1

E XL 23012 Mechanical limit switch. 230 Nm, 12 rpm 1

E XL 30012 Mechanical limit switch. 300 Nm, 12 rpm 1

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
  
Protection classIP44. 
*Value with 108 mm diameter octagonal roller.

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE
EARTH

E XL 12012 E XL 15012 E XL 18012 E XL 23012 E XL 30012

230/50

3.4 3.5 3.7 3.9 5.4

700 740 780 810 1250

120 150 180 230 300

12

162 203 243 311 405

36

6 5

639/626 679/666

13.4 11.83 11.2 13.8

750x210x210
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Ø Ø

L (a)

L (b)

L (a)

L (b)

Era 
230 Vac

POWER CABLE

Length 3 m, 4 wires in cable

DIMENSIONS

With emergency override mechanism,  
for large awnings

Tubular motors with mechanical 
limit switch and manual emergency 
override mechanism. 

XL size  
 90 mm

Powerful and fast: 
up to 00 Nm tor ue in complete comfort  1  rpm.

Reliable, thanks to the manual emergency 
override mechanism 
The motor guarantees operation even in the event 
of black-out  manual transmission is activated 
automatically when the handle is used.

Safe  thanks to the possibility of combining safety 
accessories such as the drop-prevention device  
and sensitive edge.

Easy to install  the fi ing plates must be mounted 
perpendicular to the installation site. 
f the surface is uneven  the special wall plate  
article 7.10001  must be used.

Code Description Certificates

E XLH 12012 Mechanical limit switch, manual emergency override mechanism. 120 Nm, 12 rpm

E XLH 15012 Mechanical limit switch, manual emergency override mechanism. 150 Nm, 12 rpm

E XLH 18012 Mechanical limit switch, manual emergency override mechanism. 180 Nm, 12 rpm

E XLH 23012 Mechanical limit switch, manual emergency override mechanism. 230 Nm, 12 rpm

E XLH 30012 Mechanical limit switch, manual emergency override mechanism. 300 Nm, 12 rpm

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44.
*Value with 108 mm diameter octagonal roller. 

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE
EARTH

E XLH 12012 E XLH 15012 E XLH 18012 E XLH 23012 E XLH 30012

230/50

3.4 3.5 3.7 3.9 5.4

700 740 780 810 1250

120 150 180 230 300

12

162 203 243 311 405

36

6 5

639/626 679/666

13.4 11.8 11.2 13.8

750x210x210
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653 mm

592

Ø8

Ø5

20

38

23
2,

5

16

19
9,

5

98

230 Vac

Pakokit

POWER CABLE

Length 2.5 m, 4 wires in cable

DIMENSIONS

Kit for canopy awnings

Tubular motor with mechanical  
limit switch.

M size  
 45 mm

Intuitive adjustment of up and down limit 
positions, thanks to the mechanical limit switch.

Immediately ready for installation, without having  
to assemble the components.

The pre-mounted structure consisting in fi ing brackets 
and aluminium box contains:

•  the tubular motor with pre-installed adapter;

•   the roller and cable locking rings to guide cable 
winding.

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE
EARTH

TECHNICAL SPECIFICATION
Code CK28000A0

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz) 230/50

Absorption (A) 0.75

Power (W) 170

PERFORMANCE
Torque (Nm) 15

Speed (rpm) 17

Lifted weight* (kg) 28

No. winder cables 2 (3 With optional accessory)

Continuous operating time (min) 4

DIMENSIONAL DATA
Dimensions (L) (mm) 568x98x226

Weight (kg) 4.6

Pack dimensions (mm) 610x260x150
 
Protection class IP44.

Model Description Certificates

CK28000A0 Mechanical limit switch, for canopy awnings. 15 Nm, 17 rpm, 28 kg*
 
*Lifted weight
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653 mm

592

Ø8

Ø5

20

38

23
2,

5

16

19
9,

5

98

230 VacRADIO

Pakokit E

POWER CABLE

Length 2.5 m, 3 wires in cable

DIMENSIONS

Kit for canopy awnings, with built-in radio receiver

Tubular motor with electronic  
limit switch and built-in receiver. 

M size  
 45 mm

Simple configuration 
Remote programming by transmitter and possibility  
of pre-programming the limit switch in the factory 
during the assembly phase. This makes on-site 
installation ultra-simple  ust press a key to begin  
the first manoeuvre.

Easy memorising of transmitters  without having  
to connect or access the motor. 
Remote activation of new transmitters once  
the first is memorised.

Simple intuitive connection to Nemo  
and olo S-Radio climatic sensors.

Reliable and precise 
The encoder technology guarantees millimetric 
precision, reliability and maintenance of set values  
over time.

Safe  
The awning stops and movement is blocked  
in the event of obstacles. 

Model Description Certificates

CK28000A2 Electronic limit switch, built-in radio receiver, for canopy awnings. 
15 Nm, 17 rpm, 28 kg*

 
*Lifted weight

TECHNICAL SPECIFICATION
Code CK28000A2

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz) 230/50

Absorption (A) 0.75

Power (W) 170

PERFORMANCE
Torque (Nm) 15

Speed (rpm) 17

Lifted weight* (kg) 28

NO. winder cables 2 (3 With optional accessory)

Continuous operating time (min) 4

DIMENSIONAL DATA
Dimensions (L) (mm) 568x98x226

Weight (kg) 4.6

Pack dimensions (mm) 610x260x150
 
Protection class IP44.

PHASE
NEUTRAL
EARTH
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151151

Solutions for rolling  
shutters and rolling door

156.  How to choose the ideal motor

162.  The Nice range of tubular motors  
 for rolling shutters 

  19.  Control and programming systems

  76.  DIN modules for advanced building  
 management

195.  Adapters and supports



152

Normal < > High2018
2019
2020
2021

2022

Maximum precision
The encoder technology guarantees millimetric 
precision, reliability and maintenance of set values  
over time.

Rolling shutter protection
Control of force protects the rolling shutter from 
damage caused by freezing or excessive friction  
during raising and recognises possible obstacles  
during lowering. The recognition can be adjusted  
on a number of levels, it preserves the rolling shutter 
from damage and, when anti-intrusion springs  
are fitted  improves resistance. 

Connection of a number of motors in parallel 
A number of motors with electronic limit switches can 
be connected together in parallel from a single control 
point, without the need for additional control units.

*A number of motors can be activated from a single point, without installing additional control units.
For further information, see the technical glossary on page 255.

For rolling shutters
SERIE ERA

 S STAR SA MAT SA  M  MH STAR MA MAT MA QUICK M FIT M BD FIT M PLUS M PLUS MH  L  LH STAR LA MAT LA PLUS LH XLH

  35 mm   45 mm   58 mm   90 mm

• • • • • • • •
• •

• • • • • • • •
• • • • • • •

•

• • • • • •
• • • • •

• • • • • • • • • •

• • • • • •

• • • • • •

• • • • •
• •

• • •

• • • • • • • •
• • • • • • •

FUNCTIONS AND 
CHARACTERISTICS

Mechanical limit switch

Pushbutton limit switch

Electronic limit switch

Built-in radio receiver

Built-in bidirectional radio 
receiver

TTBus Technology

Emergency override mechanism

Manual limit switch 
programming

Semi-automatic limit switch 
programming

Automatic limit switch 
programming

Intermediate heights

Rolling shutter protection

Rolling shutter protection 
programmable thresholds

Connection in parallel*

Memory locking
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2018
2019
2020
2021

2022

Normal < > High

ERA SERIES

STAR SA STAR SP FIT SP MAT SA STAR MA STAR MP FIT MP MAT MA

 35 mm   45 mm

• • • • • • • •
• • • •

• •

• • • •

• • • •

• • • •

• • • •
• •
• • •

• • • •

• • • •

• • • • • •
• • •

Automatic programming of limit switches
hen used for the first time  the opening and closing 

limit switches can be set with ust two simple clicks 
from the transmitter up-down .

Rolling shutter protection
Control of force protects the rolling shutter  
from damage caused by freezing or excessive  
friction during raising and recognises possible 
obstacles during lowering. The recognition can  
be adjusted on a number of levels, it preserves  
the rolling shutter from damage and, when  
anti-intrusion springs are fitted  improves resistance. 

Maximum precision
The encoder technology guarantees millimetric 
precision, reliability and maintenance of set values  
over time.

*A number of motors can be activated from a single point, without installing additional control units.
For further information, see the technical glossary on page 255.

For rolling shutters with mechanical limit switches
FUNCTIONS AND 
CHARACTERISTICS

Electronic limit switch

Built-in radio receiver

TTBus Technology

Manual limit switch 
programming

Semi-automatic limit switch 
programming

Automatic limit switch 
programming

Plug-and-play

Smart-Nemo

Intermediate heights

Rolling shutter protection

Rolling shutter protection 
programmable thresholds

Connection in parallel*

Memory locking
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ERA SERIES

 MAT MO

  45 mm

•

•

•

•

•
*A number of motors are managed simultaneously from a single point, without installing additional 
control units; this excludes control of individual automations.
For further information, see the technical glossary on page 255.

For rolling shutters  
with positionable slats

FUNCTIONS AND 
CHARACTERISTICS

Electronic limit switch

Limit switch with built-in  
radio receiver

TTBus Technology

Manual limit switch 
programming

Connection in parallel*
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ERA SERIES

L LH STAR LA MAT LA PLUS LH XL XLH

 58 mm  90 mm

• • • • •
• •

• •

• •
• • •

• •

• •

• •

•
• •

• •
*A number of motors are managed simultaneously from a single point, without installing additional control units; this excludes control of individual automations.
For further information, see the technical glossary on page 255.

For rolling doors

FUNCTIONS  
AND CHARACTERISTICS

Mechanical limit switch

Electronic limit switch

Limit switch with built-in  
radio receiver

TTBus Technology

Emergency override mechanism

Manual limit switch 
programming

Semi-automatic limit switch 
programming

Automatic limit switch 
programming

Intermediate heights

Connection in parallel*

Memory locking
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100

120

140

160

180

200

220

240

260

280

80 100 120 140 160 180 200 220 240 260 280 300 320

4,0

6,0

8,0

12,0

5,0

7,5

10,0

15,0

6,0

9,0

12,0

18,0

7,0

10,5

14,0

21,0

8,0

12,0

16,0

24,0

9,0

13,5

18,0

27,0

10,0

15,0

20,0

30,0

11,0

16,5

22,0

33,0

12,0

18,0

24,0

36,0

13,0

19,5

26,0

39,0

14,0 

21,0

28,0

42,0

15,0

22,5

30,0

45,0

16,0

24,0

32,0

48,0

4,8

7,2

9,6

14,4

6,0

9,0

12,0

18,0

7,2

10,8

14,4

21,6

8,4

12,6

16,8

25,2

9,6

14,4

19,2

28,8

10,8

16,2

21,6

32,4

12,0

18,0

24,0

36,0

13,2

19,8

26,4

39,6

14,4

21,6

28,8

43,2

15,6

23,4

31,2

46,8

16,8

25,2

33,6

50,4

18,0

27,0

36,0

54,0

19,2

28,8

38,4

57,6

5,6

8,4

11,2

16,8

7,0

10,5

14,0

21,0

8,4

12,6

16,8

25,2

9,8

14,7

19,6

29,4

11,2

16,8

22,4

33,6

12,6

18,9

25,2

37,8

14,0

21,0

28,0

42,0

15,4

23,1

30,8

46,2

16,8

25,2

33,6

50,4

18,2

27,3

36,4

54,6

19,6

29,4

39,2

58,8

21,0

31,5

42,0

63,0

22,4

33,6

44,8

67,2

6,4

9,6

12,8

19,2

8,0

12,0

16,0

24,0

9,6

14,4

19,2

28,8

11,2

16,8

22,4

33,6

12,8

19,2

25,6

38,4

14,4

21,6

28,8

43,2

16,0

24,0

32,0

48,0

17,6

26,4

35,2

52,8

19,2

28,8

38,4

57,6

20,8

31,2

41,6

62,4

22,4

33,6

44,8

67,2

24,0

36,0

48,0

72,0

25,6

38,4

51,2

76,8

7,2

10,8

14,4

21,6

9,0

13,5

18,0

27,0

10,8

16,2

21,6

32,4

12,6

18,9

25,2

37,8

14,4

21,6

28,8

43,2

16,2

24,3

32,4

48,6

18,0

27,0

36,0

54,0

19,8

29,7

39,6

59,4

21,6

32,4

43,2

64,8

23,4

35,1

46,8

70,2

25,2

37,8

50,4

75,6

27,0

40,5

54,0

81,0

28,8

43,2

57,6

86,4

8,0

12,0

16,0

24,0

10,0

15,0

20,0

30,0

12,0

18,0

24,0

36,0

14,0

21,0

28,0

42,0

16,0

24,0

32,0

48,0

18,0

27,0

36,0

54,0

20,0

30,0

40,0

60,0

22,0

33,0

44,0

66,00

24,0

36,0

48,0

72,0

26,0

39,0

52,0

78,0

28,0

42,0

56,0

84,0

30,0

45,0

60,0

90,0

32,0

48,0

64,0

96,0

8,8

13,2

17,6

26,4

11,0

16,5

22,0

33,0

13,2

19,8

26,4

39,6

15,4

23,1

30,8

46,2

17,6

26,4

35,2

52,8

19,8

29,7

39,6

59,4

22,0

33,0

44,0

66,0

24,2

36,3

48,4

72,6

26,4

39,6

52,8

79,2

28,6

42,9

57,2

85,8

30,8

46,2

61,6

92,4

33,0

49,5

66,0

99,0

35,2

52,8

70,4

105,6

9,6

14,4

19,2

28,8

12,0

18,0

24,0

36,0

14,4

21,6

28,8

43,2

16,8

25,2

33,6

50,4

19,2

28,8

38,4

57,6

21,6

32,4

43,2

64,8

24,0

36,0

48,0

72,0

26,4

39,6

52,8

79,2

28,8

43,2

57,6

86,4

31,2

46,8

62,4

93,6

33,6

50,4

67,2

100,8

36,0

54,0

72,0

108,0

38,4

57,6

76,8

115,2

10,4

15,6

20,8

31,2

13,0

19,5

26,0

39,0

15,6

23,4

31,2

46,8

18,2

27,3

36,4

54,6

20,8

31,2

41,6

62,4

23,4

35,1

46,8

70,2

26,0

39,0

52,0

78,0

28,6

42,9

57,2

85,8

31,2

46,8

62,4

93,6

33,8

50,7

67,6

101,4

36,4

54,6

72,8

109,2

39,0

58,5

78,0

117,0

41,6

62,4

83,2

124,8

11,2

16,8

22,4

33,6

14,0

21,0

28,0

42,0

16,8

25,2

33,6

50,4

19,6

29,4

39,2

58,8

22,4

33,6

44,8

67,2

25,2

37,8

50,4

75,6

28,0

42,0

56,0

84,0

30,8

46,2

61,6

92,4

33,6

50,4

67,2

100,8

36,4

54,6

72,8

109,2

39,2

58,8

78,4

117,6

42,0

63,0

84,0

126,0

44,8

67,2

89,6

134,4

ROLLING SHUTTER / ROLLING DOOR WIDTH (cm)

Guideline table

RO
LL

IN
G 

SH
UT

TE
R 

/ R
OL

LI
NG

 D
OO

R 
HE

IG
HT

 (c
m

)

Guideline weights per m2 of rolling shutter / rolling door

Material kg/m2

High density aluminium with expanded polyurethane 3-6
E truded aluminium -10
Shutter aluminium -
E truded aluminium with polyurethane 7-9
PVC -
Steel -1
Steel with expanded polyurethane 10-12
Armoured “Sicofer” steel 1 -1
Wood 10-11

* The values indicated can be as much as doubled by the presence of reinforcements or if the material used 
is particularly thick.

Nice provides this simple guide to establish:
•  the ideal torque in Nm to automate all types of rolling 

shutter in complete safety;
• the weight of the rolling shutter / rolling door 

 
To calculate the weight of the rolling shutter, multiply  
the surface area in m2 base  height  by the weight  
per m2 of the material used.

Surface area (Base x Height)  
x  

Weight per m2  
=  

Shutter  / rolling door weight

How to choose the ideal motor 
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Ø 40

Ø 45

Ø 50

Ø 62

10 20 3052.5

2.5

7.5

7.5

12.5

12.5

17.5

17.5

22.5 27.5

22.5

2.5 7.5 12.5 17.5 22.5

15 25

3 5 6 10 13

13

13

13

Ø 40

Ø 45

Ø 50

Ø 62

10 205 15 25

Ø 40

Ø 45

Ø 50

Ø 62

10 205 15 25

3 5 6 10

3 5 6 10

3 5 6 10

3 5 6 13

13

13

13

13

13

13

10

3 5 6 10

3 5 6 10

3 5 6 10

3 5 6 10

3 5 6 10

3 5 6 10

3 5 6 10

Ø 40

Ø 45

Ø 50

Ø 62

10 20 3052.5

2.5

7.5

7.5

12.5

12.5

17.5

17.5

22.5 27.5

22.5

2.5 7.5 12.5 17.5 22.5

15 25

3 5 6 10 13

13

13

13

Ø 40

Ø 45

Ø 50

Ø 62

10 205 15 25

Ø 40

Ø 45

Ø 50

Ø 62

10 205 15 25

3 5 6 10

3 5 6 10

3 5 6 10

3 5 6 13

13

13

13

13

13

13

10

3 5 6 10

3 5 6 10

3 5 6 10

3 5 6 10

3 5 6 10

3 5 6 10

3 5 6 10

Ø 40

Ø 45

Ø 50

Ø 62

10 20 3052.5

2.5

7.5

7.5

12.5

12.5

17.5

17.5

22.5 27.5

22.5

2.5 7.5 12.5 17.5 22.5

15 25

3 5 6 10 13

13

13

13

Ø 40

Ø 45

Ø 50

Ø 62

10 205 15 25

Ø 40

Ø 45

Ø 50

Ø 62

10 205 15 25

3 5 6 10

3 5 6 10

3 5 6 10

3 5 6 13

13

13

13

13

13

13

10

3 5 6 10

3 5 6 10

3 5 6 10

3 5 6 10

3 5 6 10

3 5 6 10

3 5 6 10

Tubular motors Ø 35 mm

Rolling shutter with max. slat thickness  
of 9 mm and max. height of 40 mm

Shutter height  
up to 1.5 m

Shutter weight kg

 ro
lle

r 
m

m

Shutter weight kg

 ro
lle

r 
m

m

Shutter weight kg

 ro
lle

r 
m

m

Shutter height  
from 1.5 m to 2.5 m

Shutter height  
from 2.5 m to 3.5 m

Co
nt
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m
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Ø 52

Ø 60

Ø 64

Ø 70

Ø 80

Ø 102

10 20 30 40 50 60 70 80 90 100 110 120

5 8 15 30 40 50

5 8 15 30 40 50

5 8 15 30 40 50

5 8 15 30 40 50

5 8 15 30 40

8 15 30 40

50

50

Ø 52

Ø 60

Ø 64

Ø 70

Ø 80

Ø 102

10 20 30 40 50 60 70 80 90 100 110 120

5 8 15 30 5040

5 8 15 30 5040

5 8 15 30 5040

5 8 15 30 5040

5 8 15 30 5040

8 15 30 40 50

Ø 52

Ø 60

Ø 64

Ø 70

Ø 80

Ø 102

10 20 30 40 50 60 70 80 90 100 110 120

Nm

5 8 15 30 40 50

5 8 15 30 40 50

5 8 15 30 40

5 8 15 30 40

50

50

5 8 15 30 40 50

8 15 30 40 50

5 2515 4535 6555 85 95 105 11575

5 2515 4535 6555 85 95 105 11575

5 2515 4535 6555 85 95 105 11575

Nm

Nm

Ø 52

Ø 60

Ø 64

Ø 70

Ø 80

Ø 102

10 20 30 40 50 60 70 80 90 100 110 120

5 8 15 30 40 50

5 8 15 30 40 50

5 8 15 30 40 50

5 8 15 30 40 50

5 8 15 30 40

8 15 30 40

50

50

Ø 52

Ø 60

Ø 64

Ø 70

Ø 80

Ø 102

10 20 30 40 50 60 70 80 90 100 110 120

5 8 15 30 5040

5 8 15 30 5040

5 8 15 30 5040

5 8 15 30 5040

5 8 15 30 5040

8 15 30 40 50

Ø 52

Ø 60

Ø 64

Ø 70

Ø 80

Ø 102

10 20 30 40 50 60 70 80 90 100 110 120

Nm

5 8 15 30 40 50

5 8 15 30 40 50

5 8 15 30 40

5 8 15 30 40

50

50

5 8 15 30 40 50

8 15 30 40 50

5 2515 4535 6555 85 95 105 11575

5 2515 4535 6555 85 95 105 11575

5 2515 4535 6555 85 95 105 11575

Nm

Nm

Ø 52

Ø 60

Ø 64

Ø 70

Ø 80

Ø 102

10 20 30 40 50 60 70 80 90 100 110 120

5 8 15 30 40 50

5 8 15 30 40 50

5 8 15 30 40 50

5 8 15 30 40 50

5 8 15 30 40

8 15 30 40

50

50

Ø 52

Ø 60

Ø 64

Ø 70

Ø 80

Ø 102

10 20 30 40 50 60 70 80 90 100 110 120

5 8 15 30 5040

5 8 15 30 5040

5 8 15 30 5040

5 8 15 30 5040

5 8 15 30 5040

8 15 30 40 50

Ø 52

Ø 60

Ø 64

Ø 70

Ø 80

Ø 102

10 20 30 40 50 60 70 80 90 100 110 120

Nm

5 8 15 30 40 50

5 8 15 30 40 50

5 8 15 30 40

5 8 15 30 40

50

50

5 8 15 30 40 50

8 15 30 40 50

5 2515 4535 6555 85 95 105 11575

5 2515 4535 6555 85 95 105 11575

5 2515 4535 6555 85 95 105 11575

Nm

Nm
Tubular motors Ø 45 mm

Rolling shutter with max. slat thickness  
of 14 mm and max. height of 55 mm

Shutter height  
up to 1.5 m

Shutter height  
from 1.5 m to 2.5 m

Shutter weight kg
 ro

lle
r 

m
m

Shutter height  
from 2.5 m to 3.5 m

Shutter weight kg

 ro
lle

r 
m

m

Shutter weight kg

 ro
lle

r 
m

m
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Nm

55 100 12065 75 80

Ø 70

Ø 80

Ø 89

Ø 102

70 80 90 100 110 120 130 140 150 160 170 180 190 200 210

Nm

55 100 12065 75 80

100 12055 65 75 80

100 12065 75 8055

Ø 70

Ø 80

Ø 89

Ø 102

70 80 90 100 110 120 130 140 150 160 170 180 190

100 12075 8055 65

100 12075 806555

Ø 70

Ø 80

Ø 89

Ø 102

70 80 90 100 110 120 130 140 150 160 170 180

10055 120

10055 65 120

55 65

65

100 120

10055 120 Nm

65 75

75

75

75

80

80

80

80

55 100 12065 75 80

55 65 75 80 100 120

65 75 85 95 105 115 125 135 145 155 165 175 185 195 205

65 75 85 95 105 115 125 135 145 155 165 185175

65 75 85 95 105 115 125 135 145 155 165 175

Nm

55 100 12065 75 80

Ø 70

Ø 80

Ø 89

Ø 102

70 80 90 100 110 120 130 140 150 160 170 180 190 200 210

Nm

55 100 12065 75 80

100 12055 65 75 80

100 12065 75 8055

Ø 70

Ø 80

Ø 89

Ø 102

70 80 90 100 110 120 130 140 150 160 170 180 190

100 12075 8055 65

100 12075 806555

Ø 70

Ø 80

Ø 89

Ø 102

70 80 90 100 110 120 130 140 150 160 170 180

10055 120

10055 65 120

55 65

65

100 120

10055 120 Nm

65 75

75

75

75

80

80

80

80

55 100 12065 75 80

55 65 75 80 100 120

65 75 85 95 105 115 125 135 145 155 165 175 185 195 205

65 75 85 95 105 115 125 135 145 155 165 185175

65 75 85 95 105 115 125 135 145 155 165 175

Nm

55 100 12065 75 80

Ø 70

Ø 80

Ø 89

Ø 102

70 80 90 100 110 120 130 140 150 160 170 180 190 200 210

Nm

55 100 12065 75 80

100 12055 65 75 80

100 12065 75 8055

Ø 70

Ø 80

Ø 89

Ø 102

70 80 90 100 110 120 130 140 150 160 170 180 190

100 12075 8055 65

100 12075 806555

Ø 70

Ø 80

Ø 89

Ø 102

70 80 90 100 110 120 130 140 150 160 170 180

10055 120

10055 65 120

55 65

65

100 120

10055 120 Nm

65 75

75

75

75

80

80

80

80

55 100 12065 75 80

55 65 75 80 100 120

65 75 85 95 105 115 125 135 145 155 165 175 185 195 205

65 75 85 95 105 115 125 135 145 155 165 185175

65 75 85 95 105 115 125 135 145 155 165 175

Tubular motors Ø 58 mm

Shutter height  
up to 1.5 m

Shutter height  
from 1.5 m to 2.5 m

Shutter height  
from 2.5 m to 3.5 m

Shutter weight kg

Shutter weight kg

Shutter weight kg

 ro
lle

r 
m

m
 ro

lle
r 

m
m

 ro
lle

r 
m

m

Rolling shutter with max. slat thickness  
of 14 mm and max. height of 55 mm Co
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Ø 108

20015012510087.5 187.5 287.5 387.5112.5 137.5 237.5 337.5 437.5162.5 262.5 362.5 462.5212.5 312.5 412.5

87.5 187.5 287.5 387.5112.5 137.5 237.5 337.5162.5 262.5 362.5212.5 312.5 412.5

175 300250225 275 350325 375 425 450 475400

120 150 300

Ø 133 120 180 230 300

Ø 168

Ø 108

Ø 133

Ø 168

Ø 108

Ø 133

Ø 168

120

200150125100 175 300250225 275 350325 375 400

120 300230

200150125100 175 300250225 275 350325 375

120

120 150 180 230 300

150 180 300230

Nm

Nm

180 230

150

180150 230 300 Nm

Ø 108

Ø 133

Ø 168

200150125100 175 300250225 275 350325 375 425400

120 150 300230

Nm
180

120 150 300230180

120 150 300230180

150 180

120 300230150 180

120 300230150 180

150 180 230 300

120

87.5 187.5 287.5 387.5112.5 137.5 237.5 337.5162.5 262.5 362.5212.5 312.5

87.5 187.5 287.5112.5 137.5 237.5 337.5162.5 262.5 362.5212.5 312.5

Ø 108

20015012510087.5 187.5 287.5 387.5112.5 137.5 237.5 337.5 437.5162.5 262.5 362.5 462.5212.5 312.5 412.5

87.5 187.5 287.5 387.5112.5 137.5 237.5 337.5162.5 262.5 362.5212.5 312.5 412.5

175 300250225 275 350325 375 425 450 475400

120 150 300

Ø 133 120 180 230 300

Ø 168

Ø 108

Ø 133

Ø 168

Ø 108

Ø 133

Ø 168

120

200150125100 175 300250225 275 350325 375 400

120 300230

200150125100 175 300250225 275 350325 375

120

120 150 180 230 300

150 180 300230

Nm

Nm

180 230

150

180150 230 300 Nm

Ø 108

Ø 133

Ø 168

200150125100 175 300250225 275 350325 375 425400

120 150 300230

Nm
180

120 150 300230180

120 150 300230180

150 180

120 300230150 180

120 300230150 180

150 180 230 300

120

87.5 187.5 287.5 387.5112.5 137.5 237.5 337.5162.5 262.5 362.5212.5 312.5

87.5 187.5 287.5112.5 137.5 237.5 337.5162.5 262.5 362.5212.5 312.5

Ø 108

20015012510087.5 187.5 287.5 387.5112.5 137.5 237.5 337.5 437.5162.5 262.5 362.5 462.5212.5 312.5 412.5

87.5 187.5 287.5 387.5112.5 137.5 237.5 337.5162.5 262.5 362.5212.5 312.5 412.5

175 300250225 275 350325 375 425 450 475400

120 150 300

Ø 133 120 180 230 300

Ø 168

Ø 108

Ø 133

Ø 168

Ø 108

Ø 133

Ø 168

120

200150125100 175 300250225 275 350325 375 400

120 300230

200150125100 175 300250225 275 350325 375

120

120 150 180 230 300

150 180 300230

Nm

Nm

180 230

150

180150 230 300 Nm

Ø 108

Ø 133

Ø 168

200150125100 175 300250225 275 350325 375 425400

120 150 300230

Nm
180

120 150 300230180

120 150 300230180

150 180

120 300230150 180

120 300230150 180

150 180 230 300

120

87.5 187.5 287.5 387.5112.5 137.5 237.5 337.5162.5 262.5 362.5212.5 312.5

87.5 187.5 287.5112.5 137.5 237.5 337.5162.5 262.5 362.5212.5 312.5

Ø 108

20015012510087.5 187.5 287.5 387.5112.5 137.5 237.5 337.5 437.5162.5 262.5 362.5 462.5212.5 312.5 412.5

87.5 187.5 287.5 387.5112.5 137.5 237.5 337.5162.5 262.5 362.5212.5 312.5 412.5

175 300250225 275 350325 375 425 450 475400

120 150 300

Ø 133 120 180 230 300

Ø 168

Ø 108

Ø 133

Ø 168

Ø 108

Ø 133

Ø 168

120

200150125100 175 300250225 275 350325 375 400

120 300230

200150125100 175 300250225 275 350325 375

120

120 150 180 230 300

150 180 300230

Nm

Nm

180 230

150

180150 230 300 Nm

Ø 108

Ø 133

Ø 168

200150125100 175 300250225 275 350325 375 425400

120 150 300230

Nm
180

120 150 300230180

120 150 300230180

150 180

120 300230150 180

120 300230150 180

150 180 230 300

120

87.5 187.5 287.5 387.5112.5 137.5 237.5 337.5162.5 262.5 362.5212.5 312.5

87.5 187.5 287.5112.5 137.5 237.5 337.5162.5 262.5 362.5212.5 312.5

Tubular motors Ø 90 mm

Rolling shutter with max. slat thickness  
of 14 mm and max. height of 100 mm

Shutter weight kg

 ro
lle

r 
m

m

Shutter weight kg

Shutter weight kg

Shutter weight kg

 ro
lle

r 
m

m
 ro

lle
r 

m
m

 ro
lle

r 
m

m

Rolling door or rolling shutter height 
up to 2 m

Rolling door or rolling shutter height 
from 2 m to 3 m

Rolling door or rolling shutter height 
from 3 m to 4 m

Rolling door or rolling shutter height 
from 4 m to 5 m
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Index of tubular motors for rolling shutters 
and rolling door

with built-in radio receiver

with Nice TT us technology

electronic 
limit switch

ERA S  
Ø 35 mm

without Nice TT us technology

mechanical 
limit switch

without built-in radio receiver

electronic 
limit switch

ERA M 
Ø 45 mm

without Nice TT us technology

without Nice TT us technology

without built-in radio receiver

with built-in radio receiver

without Nice TT us technology
with built-in bidirectional 
radio receiver

ERA STAR SA

ERA MAT SA

ERA FIT SP

ERA STAR SP

ERA S

ERA STAR MA

ERA STAR MP

ERA FIT M*

ERA MAT MA

ERA FIT MP

ERA MAT MO

ERA FIT M BD

ERA M SH

ERA MH

ERA M

ERA QUICK M

ERA PLUS M

ERA PLUS MH

with Nice TT us technology

with Nice TT us technology

without Nice TT us technologywithout built-in radio receiver

without built-in radio receiver

pushbutton 
limit switch

with emergency 
override 
mechanism

with emergency override mechanism

with built-in radio receiver

with built-in radio receiver

with Nice TT us 
technology

mechanical 
limit switch

3Nm 5Nm 6Nm 10Nm 13Nm page 

• • • • •  164

• • 165

• •  166

• •  167

• •  1

4Nm 5Nm 8Nm 10Nm 15Nm 20Nm 30Nm 40Nm 50Nm page

• • • • • • • •  169

• • • •  170

• • • •  1 0

• • • •  1 1

• • • • •  171

• • • • •  172

• • • • • •  173

• • • •  174

• • • • •  176

• • • •  177

• • • • • •  17

• • • • • • •  179

• • • • •  175

*Available until December 31st 2019
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with built-in radio 
receiver

with Nice TT us 
technology

electronic 
limit switch

ERA L 
Ø 58 mm

ERA L

ERA LH

ERA XL

ERA XLH

ERA MAT LA

ERA PLUS LH 

ERA STAR LA

mechanical 
limit switch

mechanical limit switchERA XL
Ø 90 mm with emergency override 

mechanism

with emergency override mechanism

with emergency override 
mechanism

without built-in radio 
receiver without Nice TT us technology
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230 Vac

Era S

DIMENSIONS

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE

POWER CABLE

Cable length 2.5 m, 3 wires in cable

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight (kg)*

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44. 
*Value calculated with 40 mm diameter octagonal roller. 

Code Description Pcs./pack Certificates

E S 324 Mechanical limit switch. 3 Nm, 24 rpm, 6.5 kg* 1

E S 524 Mechanical limit switch. 5 Nm, 24 rpm, 11 kg* 1

E S 611 Mechanical limit switch. 6 Nm, 11 rpm, 12 kg* 1

E S 1011 Mechanical limit switch. 10 Nm, 11 rpm, 18 kg* 1

E S 1311 Mechanical limit switch. 13 Nm, 11 rpm, 25 kg* 1
 
*Lifted weight, value calculated with 40 mm diameter octagonal roller 

Tubular motor with mechanical  
limit switch.

S size  
 35 mm

Particularly suitable for compact installations: 
useful length 0  mm  for motors up to 10 Nm tor ue. 

deal in environments where the noise level must  
be reduced to a minimum.

Intuitive adjustment of up and down limit 
positions, thanks to the mechanical limit switch. 

Easy to install thanks to the new compact support 
and innovative click system to fasten the drive wheel. 

Wired and/or radio connection to climatic sensors  
via external control units. 

Time saving and simple electrical connections; 
thanks to the double insulation  the motor does not 
need an earth wire. 

With mechanical limit switch

E S 324 E S 524 E S 611 E S 1011 E S 1311

230/50

0.38 0.54 0.40 0.54 0.55

85 120 90 120 140

<0.5

3 5 6 10 13

24 11

6.5 11 12 18 25

35

4

402

1 1.2

90x90x440 90x90x465
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230 Vac

Era Star SA

DIMENSIONS

POWER CABLE

Length 2.5 m, 3 wires in cable

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE

Code Description Pcs./pack Certificates

E STAR SA 611 Electronic limit switch. 6 Nm, 11 rpm, 12 kg* 1

E STAR SA 1011 Electronic limit switch. 10 Nm, 11 rpm, 18 kg* 1
 
*Lifted weight, value calculated with 40 mm diameter octagonal roller

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Absorption (A)

Power (W)

Absorbed power in stand-by (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)

Protection class IP44.
*Value calculated with 40 mm diameter octagonal roller. 

Tubular motor with electronic  
limit switch.

S size  
 35 mm.

Simple limit switch adjustment in manual,  
semi-automatic and automatic mode.

Useful feedback from rolling shutter movement.

Flawless movement even with friction: thanks 
to control of raising force, protects the shutter from 
damage during freezing conditions  and recognises 
obstacles during lowering.This recognition  
is adjustable.

uarantees ade uate protection against break-in 
when the rolling shutter is equipped with anti-intrusion 
springs.

Safety for the automation. 

High precision shutter positions:  
dynamic auto-update of limit switches automatic  
and semi-automatic modes only  to compensate  
for e pansion or shrinkage of the structure over time. 
The encoder technology guarantees millimetric 
precision, maintenance of set values over time 
including in high temperatures  and constant optimum 
force on the shutter.

The built-in circuit board allows a number of 
motors to be connected and controlled in parallel  
from a single point without the need for additional 
control units. 

Time saving and simple electrical connections 
Thanks to the double insulation  no earth wire is 
needed.

Low consumption in stand-by.

With electronic limit switch
E STAR SA 611 E STAR SA 1011

230/50

0.40 0.54

90 120

<0.5

6 10

11

12 18

>100

4

496

1 2.45

90x90x530
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230 Vac

Era Star SP

DIMENSIONS

Code Description Pcs./pack Certificates

E STAR SP 611 Electronic limit switch, Plug-and-play. 6 Nm, 11 rpm, 12 kg* 1

E STAR SP 1011 Electronic limit switch, Plug-and-play. 10 Nm, 11 rpm, 18 kg* 1
 
*Lifted weight, value calculated with 40 mm diameter octagonal roller

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Absorption (A)

Power (W)

Absorbed power in stand-by (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)

Protection class IP44.  
*Value calculated with 40 mm diameter octagonal roller. 

Plug-and-play

Tubular motor with electronic  
limit switch.

S size  
 35 mm.

Maximum ease of installation and maintenance. 

No programming needed thanks to the lug-and- lay 
installation, with automatic continuous memorising  
of limit switches. The motor updates the limit positions 
every 120 manoeuvres, compensating for lengthening 
and shortening of the structure over time  
and e tending its working life.

Flawless movement even with friction 
Thanks to control of raising force and obstacle 
recognition during lowering, the motor protects  
the shutter from damage during freezing conditions.  
f an obstacle is detected  the motor reverses  
the manoeuvre and rewinds the rolling shutter for 50%.

Safety for the automation.

Release function 
When the opening and closing positions are reached, 
the motor stops movement smoothly, without straining 
the structure. 

Up to 8 motors with a maximum of 100 metres  
of cable can be connected and controlled from  
a single control point without the need for additional 
control units.

Time saving and simple electrical connections 
Thanks to the double insulation  the motor does  
not need an earth wire.

Low consumption in stand-by.

POWER CABLE

Cable length 2.5 m, 3 wires in cable

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE

E STAR SP 611 E STAR SP 1011

230/50

0.40 0.54

90 120

<0.5

6 10

11

12 18

>100

4

496

1 2.45

90x90x530
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RADIO 230 Vac

Era Fit SP

DIMENSIONS

POWER CABLE

Length 2.5 m, 2 wires in cable

PHASE
NEUTRAL

Code Description Pcs./pack Certificates

E FIT SP 611 Electronic limit switch, built-in receiver, Plug-and-Play.
6 Nm, 11 rpm, 12 kg*

1

E FIT SP 1011 Electronic limit switch, built-in receiver, Plug-and-Play.  
10 Nm, 11 rpm, 18 kg*

1

 
*Lifted weight, value calculated with 40 mm diameter octagonal roller

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Absorption (A)

Power (W)

Absorbed power in stand-by (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44.
*Value calculated with 40 mm diameter octagonal roller. 

Plug-and-play with built-in radio receiver

Tubular motor with electronic  
limit switch and built-in receiver.

S size 
 35 mm.

Maximum ease of installation and maintenance.

No programming needed thanks to the  
plug-and-play installation and automatic 
continuous memorising of limit switches. The motor 
updates the limit positions every 120 manoeuvres, 
compensating for lengthening and shortening of  
the structure over time and e tending its working life.

Exclusive Smart-Memo functionDuring installation 
of the rolling shutter, the exclusive Smart-Memo 
function recognises any Nice transmitter as a test 
transmitter”, without having to perform the memorising 
procedure. The memory is cleared by simply 
disconnecting the motor. 

Flawless movement even with frictionThanks to 
control of raising force and obstacle recognition during 
lowering, the motor protects the shutter from damage 
during free ing conditions. f an obstacle is detected  
the motor reverses the manoeuvre and rewinds the 
rolling shutter for 50%. 

Release function 
When the opening and closing positions are reached, 
the motor stops movement smoothly, without straining 
the structure. 

Go To Position function 
A simple touch on the slider of Nice Era  ario or 
Agio transmitters will take the shutter to the position 
corresponding to the pressure point, from 0 to 100% 
of travel.

Ventilation position 
A double click on the down button of the transmitter 
will raise the rolling shutter partially to change the air  
in the room.

Up to 8 motors with a maximum of 100 metres  
of cable can be connected and controlled from a  
single control point without the need for additional 
control units.

Thanks to the double insulation  no earth wire  
is needed.

E FIT SP 611 E FIT SP 1011

230/50

0.40 0.54

90 120

<0.5

6 10

11

12 18

>100

4

496

1 2.45

90x90x530
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Era Mat SA
230 VacRADIO TTBUS

DIMENSIONS

PHASE
NEUTRAL
TTBUS
CLIMATIC SENSORS
COMMON TTBUS

POWER CABLE

Cable length 2.5 m, 5 wires in cable

Code Description Pcs./pack Certificates

E MAT SA 611 Electronic limit switch, built-in receiver, TTBus. 6 Nm, 11 rpm, 12 kg* 1

E MAT SA 1011 Electronic limit switch, built-in receiver, TTBus. 10 Nm, 11 rpm, 18 kg* 1
 
*Lifted weight, value calculated with 40 mm diameter octagonal roller

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Absorption (A)

Power (W)

Absorbed power in stand-by (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)

Protection class IP44. 
*Value calculated with 40 mm diameter octagonal roller.

With electronic limit switch, built-in receiver  
and Nice TTBus technology 

Tubular motor with electronic  
limit switch, built-in receiver  
and Nice TTBus technology.

S Size  
 35 mm

Simple remote adjustment of the limit switch  
by transmitter or with the - iew TT and TT R  
external programming units in automatic,  
semi-automatic or manual mode.

Useful feedback from roller shutter movement.

Level programming: quick and safe. 
Thanks to this function  there are a number of possible 
settings. f an incorrect selection is made  programming 
begins again from the previous level without the need 
to reprogramme all the settings programmed up to that 
point. 

Memory locking to prevent accidental memorising.

Adjustment of a number of intermediate opening 
positions.

Thanks to Nice TTBus 3-wire technology,  
motor movement can be managed by means of  
a low-voltage control; simple and intuitive wired 
connection to climatic sensors without external  
control units and/or via radio.

A number of motors can be connected and 
controlled in parallel from a single point without  
the need for additional control units.

Maximum precision in the shutter positions 
ynamic auto-update of limit switches automatic  

and semi-automatic modes only  to compensate  
for e pansion or shrinkage of the structure over 
time.  The encoder technology in fact guarantees 
millimetric precision, maintenance of set values over 
time including in high temperatures  and constant 
optimum force on the shutter.

Flawless movement even with friction 
Thanks to control of raising force and obstacle 
recognition during lowering, the motor protects  
the shutter from damage during freezing conditions. 
This recognition is adjustable. Guarantees adequate 
protection against break-in. 

Thanks to the double insulation  no earth wire  
is needed.

E MAT SA 611 E MAT SA 1011

230/50

0.40 0.54

90 120

<0.5

6 10

11

12 18

>100

4

496

1 2.45

90x90x530
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230 Vac

Era M
With mechanical limit switch

Tubular motor with mechanical  
limit switch.

M size  
 45 mm

Suitable for both large-scale applications  
with the 0 Nm 1  rpm version and small structures 
with the high speed  Nm  rpm version.

Particularly suitable for compact installations: 
useful length 426 mm.

Intuitive adjustment of up and down limit 
positions, thanks to the mechanical limit switch.

Easy to install thanks to the new compact support 
and innovative click system to fasten the drive wheel.

Wired and/or radio connection to climatic sensors  
via external control units.

POWER CABLE

Length 2.5 m, 4 wires in cable

DIMENSIONS

Code Description Pcs./pack Certificates

E M 426 Mechanical limit switch. 4 Nm, 26 rpm, 8 kg* 1

E M 1026 Mechanical limit switch. 10 Nm, 26 rpm, 19 kg* 1

E M 517 Mechanical limit switch. 5 Nm, 17 rpm, 9 kg* 1

E M 817 Mechanical limit switch. 8 Nm, 17 rpm, 15 kg* 1

E M 1517 Mechanical limit switch. 15 Nm, 17 rpm, 28 kg* 1

E M 3017 Mechanical limit switch. 30 Nm, 17 rpm, 56 kg* 1

E M 4012 Mechanical limit switch. 40 Nm, 12 rpm, 75 kg* 1

E M 5012 Mechanical limit switch. 50 Nm, 12 rpm, 95 kg* 1
 
*Lifted weight, value calculated with 60 mm diameter roller.
Products also available in multiple packs. For more information, contact your local dealer.

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)

Protection class IP44. 
*Value calculated with 60 mm diameter roller. 

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE
EARTH

E M 426 E M 1026 E M 517 E M 817 E M 1517 E M 3017 E M 4012 E M 5012

230/50

0.50 0.78 0.33 0.55 0.75 1.10

108 150 75 120 170 250 245 250

4 10 5 8 15 30 40 50

26 17 12

8 19 9 15 28 56 75 95

27

4

426 451 426 451 486

1.85 1.95 1.85 2.15 2.45

90x90x440 90x90x465 90x90x440 90x90x500
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NEW 230 Vac

Era M SH 

POWER CABLE

Cable length 2 m, 4 wires in cable

DIMENSIONS

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE
EARTH

With mechanical limit switch

Tubular motor head compatible with 
star shaped supports

Practical pluggable power cable

Code Description Pcs./pack Certificates

E M 817 SH Mechanical limit switch. 8 Nm, 17 rpm, 15 kg* 1

E M 1517 SH Mechanical limit switch. 15 Nm, 17 rpm, 28 kg* 1

E M 3017 SH Mechanical limit switch. 30 Nm, 17 rpm, 56 kg* 1
 
*Lifted weight, value calculated with 60 mm diameter roller.

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (VAC/Hz)

Absorption (A)

Power (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)

Protection class IP44. 
*Value calculated with 60 mm diameter roller. 

E M 817 SH E M 1517 SH E M 3017 SH

230/50

0.55 0.75 1.10

120 170 250

8 15 30

17

15 28 56

27

4

426 451 486

1.50 1.75 2.17

90x90x440 90x90x500

Tubular motor with mechanical limit 
switch.

M size  45 mm

Ideal for the maintenance and replacement  
of existing applications  thanks to the new head 
shape compatible with star supports. 

Easy maintenance and installation  thanks to  
the new pull-out power cable.

Ideal for compact installations:  
useful length 426 mm

Intuitive adjustment of up and down limit 
positions, thanks to the mechanical limit 
switch.

Easy to install, thanks to the new dedicated 
supports and click system to fasten the drive wheel.
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230 Vac

Era Quick M

Tubular motor with pushbutton  
limit switch

M size  
 45 mm

Even simpler limit switch adjustment using the 
pushbutton corresponding to the direction of rotation.

The built-in circuit board allows a number 
of motors to be connected and controlled in 
parallel from a single point without the need for 
additional control units.

Easy to install thanks to the new compact support 
and innovative click system to fasten the drive wheel.

Wired and/or  radio connection to climatic sensors  
via external control units.

POWER CABLE

Cable length 2.5 m, 4 wires in cable

With pushbutton limit switch

DIMENSIONS

Simple pushbutton adjustment of 
limit switches

Code Description Pcs./pack Certificates

E QUICK M 817 Pushbutton limit switch. 8 Nm, 17 rpm, 15 kg* 1

E QUICK M 1026 Pushbutton limit switch. 10 Nm, 26 rpm, 18 kg* 1

E QUICK M 1517 Pushbutton limit switch. 15 Nm, 17 rpm, 28 kg* 1

E QUICK M 3017 Pushbutton limit switch. 30 Nm, 17 rpm, 56 kg* 1

E QUICK M 4012 Pushbutton limit switch. 40 Nm, 12 rpm, 75 kg* 1

E QUICK M 5012 Pushbutton limit switch. 50 Nm, 12 rpm, 95 kg* 1
 
*Lifted weight, value calculated with 60 mm diameter octagonal roller  
Products also available in multiple packs. For more information, contact your local dealer.

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in stand-by (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)

Protection classIP44. 
*Value calculated with 60 mm diameter octagonal roller. 

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE
EARTH

E QUICK M 817 E QUICK M 1026 E QUICK M 1517 E QUICK M 3017 E QUICK M 4012 E QUICK M 5012

230/50

0.55 0.78 0.75 1.10

120 150 170 250 245 250

<0.5

8 10 15 30 40 50

17 26 17 12

15 18 28 56 75 95

92

4

426 451 486

2.15 1.95 2.45 2.65

90x90x465 90x90x500 90x90x530
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230 VacRADIO TTBUS

Era Plus M
With tubular motor with pushbutton limit switch, 
built-in radio receiver and TTBus technology

DIMENSIONS

POWER CABLE

Length 2.5 m, 6 wires in cable

Tubular motor with pushbutton 
limit switch, built-in radio receiver 
and Nice TTBUS technology. 

M size 
 45 mm

Simple limit switch adjustment using  
the pushbutton corresponding to the direction  
of rotation, by transmitter or with the O-View TT  
and TT R  e ternal programming units.  

seful feedback through movement of  
the rolling shutter.

Level programming: quick and safe. 
Thanks to this function  there are a number of possible 
settings. f an incorrect selection is made  programming 
begins again from the previous level without the need 
to reprogramme all the settings programmed up to  
that point. 

Thanks to Nice TTBus 3-wire technology,  
motor movement can be managed by means of  
a low-voltage control; simple and intuitive wired 
connection to climatic sensors without external  
control units and/or via radio.

The built-in circuit board allows a number 
of motors to be connected and controlled in 
parallel from a single point without the need for 
additional control units.

Safety for the automation.

The encoder technology garantees millimetric 
precision, reliability and maintenance of set values  
over time.

Low consumption in stand-by.

Simple pushbutton adjustment of 
limit switches

Code Description Pcs./pack Certificates

E PLUS M 817 Pushbutton limit switch, built-in receiver, TTBus. 8 Nm, 17 rpm 1

E PLUS M 1517 Pushbutton limit switch, built-in receiver, TTBus. 15 Nm, 17 rpm 1

E PLUS M 3017 Pushbutton limit switch, built-in receiver, TTBus. 30 Nm, 17 rpm 1

E PLUS M 4012 Pushbutton limit switch, built-in receiver, TTBus. 40 Nm, 12 rpm 1

E PLUS M 5012 Pushbutton limit switch, built-in receiver, TTBus. 50 Nm, 12 rpm 1

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in stand-by (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44.

PHASE
NEUTRAL
EARTH
TTBUS
CLIMATIC SENSORS
COMMON TTBUS

E PLUS M 817 E PLUS M 1517 E PLUS M 3017 E PLUS M 4012 E PLUS M 5012

230/50

0.55 0.75 1.10

120 170 250 245 250

<0.5

8 15 30 40 50

17 12

92

4

426 451 486

2.15 2.45 2.65
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230 Vac

Era Star MA

POWER CABLE

Cable length 2.5 m, 4 wires in cable

With electronic limit switch

DIMENSIONS

Tubular motor with electronic  
limit switch.

M size  
 45 mm.

Simple limit switch adjustment in manual,  
semi-automatic and automatic mode.

Useful feedback from roller shutter movement. 

Flawless movement even with friction 
Thanks to control of raising force and obstacle 
recognition during lowering, the motor protects  
the shutter from damage during freezing conditions. 
This recognition is adjustable. 

uarantees ade uate protection against break-in 
when the rolling shutter is equipped with anti-intrusion 
springs.

Safety for the automation. 

Maximum precision in the shutter positions 
ynamic auto-update of limit switches automatic  

and semi-automatic modes only  to compensate  
for e pansion or shrinkage of the structure over time.  
The encoder technology in fact guarantees 
millimetric precision, maintenance of set values over 
time including in high temperatures  and constant 
optimum force on the shutter.

Particularly suitable for compact installations: 
useful length  mm  for motors with tor ue of  Nm 
and  Nm at 17 rpm. 

The built-in circuit board allows a number of 
motors to be connected and controlled in parallel  
from a single point without the need for additional 
control units.

Low consumption in stand-by.

Code Description Pcs./pack Certificates

E STAR MA 517 Electronic limit switch. 5 Nm, 17 rpm, 9 kg* 1

E STAR MA 817 Electronic limit switch. 8 Nm, 17 rpm, 15 kg* 1

E STAR MA 1517 Electronic limit switch. 15 Nm, 17 rpm, 28 kg* 1

E STAR MA 3017 Electronic limit switch. 30 Nm, 17 rpm, 56 kg* 1

E STAR MA 4012 Electronic limit switch. 40 Nm, 12 rpm, 75 kg* 1

E STAR MA 5012 Electronic limit switch. 50 Nm, 12 rpm, 95 kg* 1
 
*Lifted weight, value calculated with 60 mm diameter octagonal roller
Products also available in multiple packs. For more information, contact your local dealer.

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in stand-by (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
  
Protection class IP44.
*Value calculated with 60 mm diameter octagonal roller. 

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE
EARTH

E STAR MA 
517

E STAR MA 
817

E STAR MA 
1517

E STAR MA 
3017

E STAR MA 
4012

E STAR MA 
5012

230/50

0.33 0.55 0.75 1.10

75 120 170 250 245 250

<0.5

5 8 15 30 40 50

17 12

9 15 28 56 75 95

92

4

426 451 486

2.15 2.45 2.65

90x90x465 90x90x500 90x90x530
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230 Vac

Era Star MP
Plug-and-play

POWER CABLE

Length 2.5 m, 4 wires in cable

DIMENSIONS

Tubular motor with electronic  
limit switch.

M size 
 45 mm.

Maximum ease of installation and maintenance.

No programming needed thanks to the  
plug-and-play installation and automatic 
continuous memorising of limit switches. The motor 
updates  
the limit positions every 120 manoeuvres, 
compensating for lengthening and shortening of  
the structure over time and e tending its working life.

Flawless movement even with friction 
Thanks to control of raising force and obstacle 
recognition during lowering, the motor protects  
the shutter from damage during freezing conditions. 
f an obstacle is detected  the motor reverses the 
manoeuvre and rewinds the rolling shutter for 50%.

Safety for the automation.

Release function 
When the opening and closing positions are reached, 
the motor stops movement smoothly, without straining 
the structure.

Particularly suitable for compact installations: 
useful length  mm  for motors with tor ue of  Nm 
and  Nm and a speed of 17 rpm.

Up to 8 motors with a maximum of 100 metres of 
cable can be connected and controlled from a single 
control point without the need for additional  
control units.

Low consumption in stand-by.

Code Description Pcs./pack Certificates

E STAR MP 517 Electronic limit switch, Plug-and-play. 5 Nm, 17 rpm, 9 kg* 1

E STAR MP 817 Electronic limit switch, Plug-and-play. 8 Nm, 17 rpm, 15 kg* 1

E STAR MP 1517 Electronic limit switch, Plug-and-play. 15 Nm, 17 rpm, 28 kg* 1

E STAR MP 3017 Electronic limit switch, Plug-and-play. 30 Nm, 17 rpm, 56 kg* 1
 
*Lifted weight, value calculated with 60 mm diameter octagonal roller.
Products also available in multiple packs. For more information, contact your local dealer.

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in stand-by (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44. 
*Value calculated with 60 mm diameter octagonal roller.

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE
EARTH

E STAR MP 517 E STAR MP 817 E STAR MP 1517 E STAR MP 3017

230/50

0.33 0.55 0.75 1.10

75 120 170 250

<0.5

5 8 15 30

17

9 15 28 56
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CA0274A00

CA0275A00

CA0276A00

CA0277A00

CA0278A00

YubiiNEW BiDi

Era Fit M BD
With limit switch and built-in bidirectional 
radio receiver

Thanks to this function  there are a number of possible 
settings. 
f an incorrect selection is made  programming begins 
again from the previous level without the need to 
reprogramme all the settings programmed up to that 
point.

Memory locking to prevent accidental 
memorising.

Connection to climatic sensors via radio with user-
friendly programming.

The built-in circuit board allows a number of motors 
to be connected and controlled in parallel from 
a single point without the need for additional control 
units.

Low consumption in stand-by. 

Compatible with previous versions of Nice unidirectional transmitters.

Tubular motor with electronic limit 
switch and built-in bidirectional 
radio receiver.  

M size 
 45 mm.

Smart 
The Nice bidirectional radio protocol enables 
confirmation of correct reception of the command 
by the automation and the possibility of checking 
the position of the blind or rolling shutter. As it also 
supports the Nice mesh network function  the motor 
can route the radio command, thus extending the radio 
range of the system.

Handy remote control of limit switches by 
transmitter in manual or semi-automatic mode.

Easy to programme, thanks to feedback  
from movement of the rolling shutter.

Level programming: quick and safe.

Code Description Pcs./pack Certificates

E FIT M 817 BD Electronic limit switch, built-in bidirectional radio receiver.  
8 Nm, 17 rpm, 15 kg*

1

E FIT M 1517 BD Electronic limit switch, built-in bidirectional radio receiver.  
15 Nm, 17 rpm, 28 kg*

1

E FIT M 3017 BD Electronic limit switch, built-in bidirectional radio receiver.  
30 Nm, 17 rpm, 56 kg*

1

E FIT M 4012 BD Electronic limit switch, built-in bidirectional radio receiver.  
40 Nm, 12 rpm, 75 kg*

1

E FIT M 5012 BD Electronic limit switch, built-in bidirectional radio receiver.  
50 Nm, 12 rpm, 95 kg*

1

*Lifted weight, value calculated with 60 mm diameter octagonal roller. 
Products also available in multiple packs. For more information, contact your local dealer.

E FIT M 817 BD E FIT M 1517 BD E FIT M 3017 BD E FIT M 4012 BD E FIT M 5012 BD

230/50

0.55 0.75 1.10

120 170 250 245 250

<0,5

8 15 30 40 50

17 12

15 28 56 75 95

92

4

426 451 486

2.15 2.45 2.65

90x90x465 90x90x500 90x90x530

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (VAC/Hz)

Absorption (A)

Power (W)

POWER CONSUMPTION IN STANDBY (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)

Protection class IP44.
*Value calculated with 60 mm diameter octagonal roller.

POWER CABLE

Length 2.5 m, 3 wires in cable

DIMENSIONS

PHASE
NEUTRAL
EARTH
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230 VacRADIO

Era Fit M
With limit switch and built-in radio receiver

POWER CABLE

Length 2.5 m, 3 wires in cable

DIMENSIONS

Tubular motor with electronic  
limit switch and built-in receiver.  

M size  
 45 mm

Convenient remote control of limit switches  
by transmitter in manual or semi-automatic mode.

During programming, useful feedback from 
awning movement.

Level programming: quick and safe. 
Thanks to this function  there are a number of possible 
settings. f an incorrect selection is made  programming 
begins again from the previous level without the need 
to reprogramme all the settings programmed up to  
that point.

Memory locking to prevent accidental 
memorising.

Connection to climatic sensors via radio with  
user-friendly programming.

The built-in circuit board allows a number 
of motors to be connected and controlled in 
parallel from a single point without the need for 
additional control units.

Low consumption in stand-by.

Code Description Pcs./pack Certificates

E FIT M 817* Electronic limit switch, built-in radio receiver. 8 Nm, 17 rpm, 15 kg** 1

E FIT M 1517* Electronic limit switch, built-in radio receiver. 15 Nm, 17 rpm, 28 kg** 1

E FIT M 3017* Electronic limit switch, built-in radio receiver. 30 Nm, 17 rpm, 56 kg** 1

E FIT M 4012* Electronic limit switch, built-in radio receiver. 40 Nm, 12 rpm, 75 kg** 1

E FIT M 5012* Electronic limit switch, built-in radio receiver. 50 Nm, 12 rpm, 95 kg** 1
 
*Available until December 31st 2019. **Lifted weight, value calculated with 60 mm diameter octagonal roller  
Products also available in multiple packs. For more information, contact your local dealer.

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in stand-by (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44. 
*Value calculated with 60 mm diameter octagonal roller.

PHASE
NEUTRAL
EARTH

E FIT M 817 E FIT M 1517 E FIT M 3017 E FIT M 4012 E FIT M 5012

230/50

0.55 0.75 1.10

120 170 250 245 250

<0.5

8 15 30 40 50

17 12

15 28 56 75 95

92

4

426 451 486

2.15 2.45 2.65

90x90x465 90x90x500 90x90x530
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230 VacRADIO

Era Fit MP
Plug-and-play with built-in radio receiver

POWER CABLE

Cable length 2.5 m, 3 wires in cable

DIMENSIONS

Code Description Pcs./pack Certificates

E FIT MP 517 Electronic limit switch, built-in receiver, Plug-and-Play. 
5 Nm, 17 rpm, 9 kg*

1

E FIT MP 817 Electronic limit switch, built-in receiver, Plug-and-Play. 
8 Nm, 17 rpm, 15 kg*

1

E FIT MP 1517 Electronic limit switch, built-in receiver, Plug-and-Play. 
15 Nm, 17 rpm, 28 kg*

1

E FIT MP 3017 Electronic limit switch, built-in receiver, Plug-and-Play. 
30 Nm, 17 rpm, 56 kg*

1

 
*Lifted weight, value calculated with 60 mm diameter octagonal roller.
Products also available in multiple packs. For more information, contact your local dealer.

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in stand-by (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44. 
*Value calculated with 60 mm diameter octagonal roller. 

PHASE
NEUTRAL
EARTH

Tubular motor with electronic  
limit switch and built-in receiver.

M size 
 45 mm.

Maximum ease of installation and maintenance.

No programming needed thanks to the plug-
and-play installation and automatic continuous 
memorising of limit switches. The motor updates  
the limit positions every 120 manoeuvres, 
compensating for lengthening and shortening of  
the structure over time and e tending its working life.

Exclusive Smart-Memo function  
During installation of the rolling shutter, the exclusive 
Smart- emo function recognises any Nice transmitter 
as a “test transmitter”, without having to perform  
the memorising procedure. The memory is cleared  
by simply disconnecting the motor. 

Flawless movement even with friction 
Thanks to control of raising force and obstacle 
recognition during lowering, the motor protects  
the shutter from damage during freezing conditions. 
f an obstacle is detected  the motor reverses the 
manoeuvre and rewinds the rolling shutter for 50%. 

Release function 
When the opening and closing positions are reached, 
the motor stops movement smoothly, without straining 
the structure. 

Go To Position function 
A simple touch on the slider of Nice Era  ario  
or Agio transmitters will take the shutter to the position 
corresponding to the pressure point, from 0 to 100% 
of travel.

Ventilation position 
A double click on the down button of the transmitter 
will raise the rolling shutter partially to change the air  
in the room.

Up to 8 motors with a maximum of 100 metres  
of cable can be connected and controlled from  
a single control point without the need for additional 
control units.

Thanks to the double insulation  no earth wire  
is needed.

E FIT MP 517 E FIT MP 817 E FIT MP 1517 E FIT MP 3017

230/50

0.33 0.55 0.75 1.10

75 120 170 250

<0.5

5 8 15 30

17

9 15 28 56

92
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426 451 486

2.15 2.45 2.65
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230 VacRADIO TTBUS

Era Mat MA
With electronic limit switch, built-in receiver  
and Nice TTBus technology 

POWER CABLE

Cable length 2.5 m, 4 wires in cable

DIMENSIONS

Tubular motor with electronic  
limit switch, built-in receiver  
and Nice TTBus technology. 

M size  
 45 mm

Simple remote adjustment of the limit switch  
by transmitter or with the - iew TT and TT R  
external programming units in automatic, semi-automatic 
or manual mode.

Useful feedback from roller shutter movement.

Level programming: quick and safe 
Thanks to this function  there are a number of possible 
settings. f an incorrect selection is made  programming 
begins again from the previous level without the need  
to reprogramme all the settings programmed up to  
that point. 

Memory locking to prevent accidental memorising.

Adjustment of a number of intermediate opening 
positions.

Thanks to Nice TTBus 3-wire technology,  
motor movement can be managed by means  
of a low-voltage control; simple and intuitive wired 
connection to climatic sensors without external  
control units and/or via radio.

A number of motors can be connected and controlled 
in parallel from a single point without the need for 
additional control units.

Maximum precision in the shutter positions 
ynamic auto-update of limit switches automatic  

and semi-automatic modes only  to compensate  
for e pansion or shrinkage of the structure over time.  
The encoder technology in fact guarantees 
millimetric precision, maintenance of set values over 
time including in high temperatures  and constant 
optimum force on the shutter.

Flawless movement even with friction 
Thanks to control of raising force and obstacle 
recognition during lowering, the motor protects  
the shutter from damage during freezing conditions.  
This recognition is adjustable.  

uarantees ade uate protection against break-in. 

Suitable for compact applications: useful length 
 mm  in versions up to  Nm and  Nm at 17 rpm.

PHASE
NEUTRAL
EARTH
TTBUS
CLIMATIC SENSORS
COMMON TTBUS

Code Description Pcs./pack Certificates

E MAT MA 517 Electronic limit switch, built-in receiver, TTBus. 5 Nm, 17 rpm, 9 kg* 1

E MAT MA 817 Electronic limit switch, built-in receiver, TTBus. 8 Nm, 17 rpm, 15 kg* 1

E MAT MA 1517 Electronic limit switch, built-in receiver, TTBus. 15 Nm, 17 rpm, 28 kg* 1

E MAT MA 3017 Electronic limit switch, built-in receiver, TTBus. 30 Nm, 17 rpm, 56 kg* 1

E MAT MA 4012 Electronic limit switch, built-in receiver, TTBus. 40 Nm, 12 rpm, 75 kg* 1

E MAT MA 5012 Electronic limit switch, built-in receiver, TTBus. 50 Nm, 12 rpm, 95 kg* 1
 
*Lifted weight, value calculated with 60 mm diameter octagonal roller.
Products also available in multiple packs. For more information, contact your local dealer.

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in stand-by (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
  
Protection class IP44.
*Value calculated with 60 mm diameter octagonal roller. 

E MAT MA 517 E MAT MA 817 E MAT MA 1517 E MAT MA 3017 E MAT MA 4012 E MAT MA 5012

230/50

0.33 0.55 0.75 1.10

75 120 170 250 245 250

<0.5

5 8 15 30 40 50

17 12

9 15 28 56 75 95

92
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2.15 2.45 2.65

90x90x465 90x90x500 90x90x530
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230 VacRADIO TTBUS

Era Mat MO
For rolling shutters with positionable slats 

POWER CABLE

Cable length 2.5 m, 6 wires in cable

Motor with electronic limit switch, 
built-in radio receiver and Nice 
TTBus connection.  
Exclusive for rolling shutters  
with positionable slats, with  
both simultaneous and progressive 
orientation.

M size 
 45 mm.

Flexible and positionable: 
Enables the slats to be oriented in the re uired position 
to regulate the light and air entering the room simply, 
rapidly and safely.

Easy remote adjustment of limit switches by 
transmitter or with the - iew TT and TT R  e ternal 
programming units, with the exception of programming 
orientation.

Thanks to Nice TTBus 3-wire technology, motor 
movement can be managed by means of a  
low-voltage control.

Level programming: quick and safe 
Thanks to this function  there are a number of possible 
settings. f an incorrect selection is made  programming 
begins again from the previous level without the need 
to reprogramme all the settings programmed up to  
that point.

The built-in circuit board allows a number 
of motors to be connected and controlled 
in parallel from a single point without the need 
for additional control units, this excludes control of 
individual automations.

Maximum personalisation of slat orientation:  
the Nice Era  and Era  transmitters guarantee 
optimum motor shaft rotation resolution of 15°  
for 17 rpm motors and 10° for 12 rpm motors.

Particularly suitable for compact installations: useful 
length  mm  in  Nm at 17 rpm and 10 Nm at  
12 rpm versions. 

Energy saving 
Personalised control of slat orientation ensures  
the correct balance between heat insulation  
and control of natural light in the rooms in all seasons, 
guaranteeing high comfort.

Low consumption in stand-by.

Code Description Pcs./pack Certificates

E MAT MA 817 Electronic limit switch, built-in receiver, TTBus. 8 Nm, 17 rpm, 15 kg* 1

E MAT MA 1517 Electronic limit switch, built-in receiver, TTBus. 15 Nm, 17 rpm, 28 kg* 1

E MAT MA 3017 Electronic limit switch, built-in receiver, TTBus. 30 Nm, 17 rpm, 56 kg* 1

E MAT MA 1012 Electronic limit switch, built-in receiver, TTBus. 10 Nm, 12 rpm, 19 kg* 1

E MAT MA 2012 Electronic limit switch, built-in receiver, TTBus. 20 Nm, 12 rpm, 38 kg* 1

E MAT MA 4012 Electronic limit switch, built-in receiver, TTBus. 40 Nm, 12 rpm, 75 kg* 1

E MAT MA 5012 Electronic limit switch, built-in receiver, TTBus. 50 Nm, 12 rpm, 95 kg* 1

*Lifted weight, value calculated with 60 mm diameter octagonal roller.

PHASE
NEUTRAL
EARTH
TTBUS
CLIMATIC SENSORS
COMMON TTBUS

DIMENSIONS

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44.
*Value calculated with 60 mm diameter octagonal roller. 

E MAT MO 
817

E MAT MO 
1517

E MAT MO 
3017

E MAT MO 
1012

E MAT MO 
2012

E MAT MO 
4012

E MAT MO 
5012

 
230/50

0.55 0.75 1.10 0.60 0.85 1.10

120 170 250 130 185 245 250

<0.5

8 15 30 10 20 40 50

17 12

15 28 56 19 38 75 95
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230 Vac 12 Vdc

Era MH / Era MH DC
With emergency override mechanism

DIMENSIONS

POWER CABLE

Tubular motor with mechanical 
limit switch and manual emergency 
override mechanism.

M size  
 45 mm

Solutions to meet all needs:  
usable both for large-scale applications with the 0 Nm 
1  rpm version and small structures with the 1  Nm  
17 rpm version.

Ideal for intensive use:  
the 1  dc Era  C version guarantees  minutes 
of continuous operation at the same speed during both 
up and down manoeuvres.

Advanced 
The low voltage power means that alternative energy 
sources such as batteries and solar panels can  
be used.

Intuitive adjustment of up and down limit 
positions, thanks to the mechanical limit switch.

Easy to install: 
fi ing directly on the head thanks to the  holes  
with  mm centre distance  no support re uired. 

Compact and robust 
Small si e head diameter  mm  for installation  
in small boxes. Motor head in 100% zama.

Wired and/or  radio connection to climatic 
sensors via external control units.

Low consumption in stand-by.

Code Description Pcs./pack Certificates

E MH 1517 Mechanical limit switch, manual emergency override mechanism. 15 Nm, 17 rpm, 28 kg* 1

E MH 3017 Mechanical limit switch, manual emergency override mechanism. 30 Nm, 17 rpm, 56 kg* 1

E MH 4012 Mechanical limit switch, manual emergency override mechanism. 40 Nm, 12 rpm, 75 kg* 1

E MH 5012 Mechanical limit switch, manual emergency override mechanism. 50 Nm, 12 rpm, 95 kg* 1

E MH 2012 DC Mechanical limit switch, manual emergency override mechanism. 20 Nm, 12 rpm, 38 kg* 1
 
*Lifted weight, value calculated with 60 mm diameter roller.

TECHNICAL SPECIFICATION

Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in stand-by (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Reduction ratio

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44.
*Value calculated with 60 mm diameter roller. 

ERA MH
Cable length 2.5 m, 4 wires in cable

ERA MH DC
Cable length 2.5 m, 2 wires in cable

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE
EARTH

UP/DOWN PHASE
DOWN/UP PHASE

E MH 1517 E MH 3017 E MH 4012 E MH 5012 E MH 2012 DC

230/50 -

- 12

0.75 1.10 6.5

170 250 245 250 78

15 30 40 50 20

17 12

28 56 75 95 38

36

1:24 -

4 6

602 637 600

2.8 3.4 3.6 2.9

100x100x750
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230 VacRADIO TTBUS

Era Plus MH

POWER CABLE

Cable length 2.5 m, 5 wires in cable

Built-in radio receiver, Technology TTBus  
and emergency override mechanism

DIMENSIONS

Tubular motor with mechanical  
limit switch, built-in radio receiver 
and Nice TTBus technology, manual 
emergency override mechanism.  

M size  
 45 mm

Intuitive adjustment of up and down limit 
positions by transmitter or with the O-View TT  
and TT R  e ternal programming units in automatic  
semi-automatic or manual mode.

Level programming: quick and safe. 
Thanks to this function  there are a number of possible 
settings. f an incorrect selection is made  programming 
begins again from the previous level without the need 
to reprogramme all the settings programmed up to that 
point. 

Memory locking to prevent accidental memorising.

Easy to install: fi ing directly on the head thanks to 
the  holes with  mm centre distance  no support 
required. 

Compact and robust 
Small si e head diameter  mm  for installation  
in small boxes. Motor head in 100% zama.

Nice TTBus 2-wire technology allows motor 
movement to be managed by means of a low-voltage 
Step-by-Step control and simple intuitive connection  
of climatic sensors via radio.

Safety for the automation.

Possibility of connecting a resistive sensitive edge  
and photocells.

Code Description Pcs./pack Certificates

E PLUS MH 1517 Mechanical limit switch, built-in radio receiver, TTBus, emergency override 
mechanism. 15 Nm, 17 rpm, 28 kg*

1

E PLUS MH 3017 Mechanical limit switch, built-in radio receiver, TTBus, emergency override 
mechanism. 30 Nm, 17 rpm, 56 kg*

1

E PLUS MH 4012 Mechanical limit switch, built-in radio receiver, TTBus, emergency override 
mechanism. 40 Nm, 12 rpm, 75 kg*

1

E PLUS MH 5012 Mechanical limit switch, built-in radio receiver, TTBus, emergency override 
mechanism. 50 Nm, 12 rpm, 95 kg*

1

 
*Lifted weight, value calculated with 60 mm diameter octagonal roller  

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Number of turns before the stop

Lifted weight* (kg)

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
  
Protection class IP44.
*Value calculated with 60 mm diameter octagonal roller.

PHASE
NEUTRAL
TTBUS
COMMON TTBUS
EARTH

E PLUS MH 1517 E PLUS MH 3017 E PLUS MH 4012 E PLUS MH 5012

230/50

0.75 1.10

170 250 245 250

15 30 40 50

17 12

36

28 56 75 95

4

806

3.4 3.8 4

100x100x850
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Ø48

32

Ø4,5

18

Ø
58
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ax Ø

65

Ø12,5

Ø
30

230 Vac

Era L
With mechanical limit switch

POWER CABLE

Length 2.5 m, 4 wires in cable

DIMENSIONS

Tubular motor with mechanical  
limit switch.  

L size  
  mm

Powerful and versatile 
Can also be used for large-scale applications  
with versions up to 1 0 Nm.
 
Intuitive adjustment of up and down limit 
positions, thanks to the mechanical limit switch.

Easy to install thanks to the new compact support 
and innovative click system to fasten the drive wheel.

Wired and/or radio connection to climatic sensors  
via external control units.

Code Description Pcs./pack Certificates

E L 5517 Mechanical limit switch. 55 Nm, 17 rpm, 85 kg* 1

E L 6517 Mechanical limit switch. 65 Nm, 17 rpm, 100 kg* 1

E L 7517 Mechanical limit switch. 75 Nm, 17 rpm, 115 kg* 1

E L 8012 Mechanical limit switch. 80 Nm, 12 rpm, 120 kg* 1

E L 10012 Mechanical limit switch. 100 Nm, 12 rpm, 150 kg* 1

E L 12012 Mechanical limit switch. 120 Nm, 12 rpm, 180 kg* 1
 
*Lifted weight, value calculated with 70 mm diameter roller.

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in stand-by (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44.
*Value calculated with 70 mm diameter octagonal roller.

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE
EARTH

E L 5517 E L 6517 E L 7517 E L 8012 E L 10012 E L 12012

230/50

1.65 1.80 2.00 1.65 1.75 2.10

360 420 360 390 465

0.5

55 65 75 80 100 120

17 12

85 100 115 120 150 180

28

4

667

5.150

100x100x750
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Era Star LA
230 Vac

With electronic limit switch

DIMENSIONS

POWER CABLE

Cable length 2.5 m, 4 wires in cable

Tubular motor with electronic  
limit switch.

L size  
  mm

Powerful and versatile 
Can also be used for large-scale applications  
with versions up to 1 0 Nm.
 
Simple limit switch adjustment in manual,  
semi-automatic and automatic mode. 

Useful feedback from rolling shutter movement.

Safety for the automation.

Maximum precision in the shutter positions 
ynamic auto-update of limit switches automatic  

and semi-automatic modes only  to compensate  
for e pansion or shrinkage of the structure over time. 
The encoder technology guarantees millimetric 
precision. 

The built-in circuit board allows a number 
of motors to be connected and controlled in 
parallel from a single point without the need for 
additional control units.

Low consumption in stand-by.

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE
EARTH

Code Description Pcs./pack Certificates

E STAR LA 5517 Electronic limit switch. 55 Nm, 17 rpm, 85 kg* 1

E STAR LA 6517 Electronic limit switch. 65 Nm, 17 rpm, 100 kg* 1

E STAR LA 7517 Electronic limit switch. 75 Nm, 17 rpm, 115 kg* 1

E STAR LA 8012 Electronic limit switch. 80 Nm, 12 rpm, 120 kg* 1

E STAR LA 10012 Electronic limit switch. 100 Nm, 12 rpm, 150 kg* 1

E STAR LA 12012 Electronic limit switch. 120 Nm, 12 rpm, 180 kg* 1
 
*Lifted weight, value calculated with 70 mm diameter roller.

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight (kg)*

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44. 
*Value calculated with 70 mm diameter octagonal roller. 

E STAR LA 
5517

E STAR LA 
6517

E STAR LA 
7517

E STAR LA 
8012

E STAR LA 
10012

E STAR LA 
12012

230/50

1.65 1.80 2.00 1.65 1.75 2.10

360 420 360 390 465

0.5

55 65 75 80 100 120

17 12

85 100 115 120 150 180

>100

4

672

5.150

100x100x750
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230 VacRADIO TTBUS

Era Mat LA
With electronic limit switch, built-in receiver  
and Nice TTBus technology

POWER CABLE

Length 2.5 m, 6 wires in cable

DIMENSIONS

Tubular motor with electronic  
limit switch, built-in receiver  
and Nice TTBus technology. 

L size  
  mm

Simple adjustment of the limit switch with the 
- iew TT and TT R  e ternal programming units  

in automatic, semi-automatic or manual mode.

Useful feedback from roller shutter movement.

Level programming: quick and safe. 
Thanks to this function  there are a number of possible 
settings. f an incorrect selection is made  programming 
begins again from the previous level without the need 
to reprogramme all the settings programmed up to  
that point. 

Memory locking to prevent accidental memorising.

Adjustment of a number of intermediate opening 
positions.

Safety for the automation.

Thanks to Nice TTBus 3-wire technology,  
motor movement can be managed by means  
of a low-voltage control

The built-in circuit board allows a number 
of motors to be connected and controlled in 
parallel from a single point without the need for 
additional control units.

Maximum precision in the shutter positions 
ynamic auto-update of limit switches automatic  

and semi-automatic modes only  to compensate  
for e pansion or shrinkage of the structure over time. 
The encoder technology guarantees millimetric 
precision. 

PHASE
NEUTRAL
EARTH
TTBUS
CLIMATIC SENSORS
COMMON TTBUS

Code Description Pcs./pack Certificates

E MAT LA 5517 Electronic limit switch, built-in receiver, TTBus.  
55 Nm, 17 rpm, 85 kg*

1

E MAT LA 6517 Electronic limit switch, built-in receiver, TTBus. 
65 Nm, 17 rpm, 100 kg*

1

E MAT LA 7517 Electronic limit switch, built-in receiver, TTBus. 
75 Nm, 17 rpm, 115 kg*

1

E MAT LA 8012 Electronic limit switch, built-in receiver, TTBus. 
80 Nm, 12 rpm, 120 kg*

1

E MAT LA 10012 Electronic limit switch, built-in receiver, TTBus. 
100 Nm, 12 rpm, 150 kg*

1

E MAT LA 12012 Electronic limit switch, built-in receiver, TTBus. 
120 Nm, 12 rpm, 180 kg*

1

*Lifted weight, value calculated with 70 mm diameter octagonal roller

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight (kg)*

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)

Protection class IP44.
*Value calculated with 70 mm diameter octagonal roller. 

E MAT LA 5517 E MAT LA 6517 E MAT LA 7517 E MAT LA 8012 E MAT LA 10012 E MAT LA 12012

230/50

1.65 1.80 2.00 1.65 1.75 2.10

360 420 360 390 465

0.5

55 65 75 80 100 120

17 12

85 100 115 120 150 180

>100

4

672

5.150

100x100x750
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230 Vac

Era LH

E LH 5517 E LH 6517 E LH 7517 E LH 8012 E LH 10012 E LH 12012

230/50

1.65 1.80 2 1.65 1.75 2.10

360 420 420 360 390 465

0.5

55 65 75 80 100 120

17 12

28

4

832

7.34

144x148x1003
 

POWER CABLE

Cable length 2.5 m, 4 wires in cable

With mechanical limit switch and manual 
emergency override mechanism

DIMENSIONS

Tubular motor with mechanical 
limit switch and manual emergency 
override mechanism.

L size  
  mm

Powerful, robust and versatile 
Can also be used for large-scale applications  
with versions up to 1 0 Nm.  
Zama motor head.

Intuitive adjustment of up and down limit 
positions, thanks to the mechanical limit switch.

Wired and/or radio connection to climatic  
sensors via external control units.

Code Description Certificates

E LH 5517 Mechanical limit switch, manual emergency override mechanism. 55 Nm, 17 rpm, 85 kg*

E LH 6517 Mechanical limit switch, manual emergency override mechanism. 65 Nm, 17 rpm, 100 kg*

E LH 7517 Mechanical limit switch, manual emergency override mechanism. 75 Nm, 17 rpm, 115 kg*

E LH 8012 Mechanical limit switch, manual emergency override mechanism. 80 Nm, 12 rpm, 120 kg*

E LH 10012 Mechanical limit switch, manual emergency override mechanism. 100 Nm, 12 rpm, 150 kg*

E LH 12012 Mechanical limit switch, manual emergency override mechanism. 120 Nm, 12 rpm, 180 kg*
*Lifted weight, value calculated with 70 mm diameter octagonal roller

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE
EARTH

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in standby (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44 
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230 VacRADIO TTBUS

Era Plus LH
Built-in radio receiver, Technology TTBus  
and emergency override mechanism

POWER CABLE

Length 3 m, 5 wires in cable

DIMENSIONS

Tubular motor with mechanical  
limit switch, built-in radio receiver 
and Nice TTBus technology, manual 
emergency override mechanism.

L size  
  mm

Powerful, robust and versatile 
Can also be used for large-scale applications  
with versions up to 1 0 Nm. 
Zama motor head.

Intuitive adjustment of up and down limit 
positions, thanks to the mechanical limit switch.

Memory locking to prevent accidental memorising.

Simple programming 
t can memorise up to 0 transmitters without having 
to connect to or access the motor. t allows remote 
activation of new transmitters once the first has been 
memorised.

Easy to install thanks to the compact supports  
or fi ing directly on the motor head. nnovative click 
system to fasten the drive wheel.

Nice TTBus 2-wire technology allows motor 
movement to be managed by means of a low-voltage 
Step-by-Step control and simple intuitive connection  
of climatic sensors via radio.

Code Description Certificates

E PLUS LH 5517 Mechanical limit switch, built-in radio receiver, TTBus, emergency override mechanism.  
55 Nm, 17 rpm, 85 kg*

E PLUS LH 6517 Mechanical limit switch, built-in radio receiver, TTBus, emergency override mechanism.  
65 Nm, 17 rpm, 100 kg*

E PLUS LH 7517 Mechanical limit switch, built-in radio receiver, TTBus, emergency override mechanism.  
75 Nm, 17 rpm, 115 kg*.

E PLUS LH 8012 Mechanical limit switch, built-in radio receiver, TTBus, emergency override mechanism.  
80 Nm, 12 rpm, 120 kg*

E PLUS LH 10012 Mechanical limit switch, built-in radio receiver, TTBus, emergency override mechanism.  
100 Nm, 12 rpm, 150 kg*

E PLUS LH 12012 Mechanical limit switch, built-in radio receiver, TTBus, emergency override mechanism.  
120 Nm, 12 rpm, 180 kg*

*Lifted weight, value calculated with 70 mm diameter octagonal roller

TECHNICAL SPECIFICATION

Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

Power consumption in stand-by (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44 

PHASE
NEUTRAL
TTBUS
COMMON TTBUS
EARTH

E PLUS LH 
5517

E PLUS LH 
6517

E PLUS LH 
7517

E PLUS LH 
8012

E PLUS LH 
10012

E PLUS LH 
12012

230/50

1.65 1.80 2 1.65 1.75 2.10

360 420 420 360 390 465

0.5

55 65 75 80 100 120

17 12

28

4

910

7.70

144x148x1003
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Ø Ø

L (a)

L (b)

L (a)

L (b)

Era 
230 Vac

POWER CABLE

Length 3 m, 4 wires in cable

DIMENSIONS

For large rolling shutters and rolling door

Code Description Pcs./pack certificates

E XL 12012 Mechanical limit switch. 120 Nm, 12 rpm 1

E XL 15012 Mechanical limit switch. 150 Nm, 12 rpm 1

E XL 18012 Mechanical limit switch. 180 Nm, 12 rpm 1

E XL 23012 Mechanical limit switch. 230 Nm, 12 rpm 1

E XL 30012 Mechanical limit switch. 300 Nm, 12 rpm 1

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
  
Protection classIP44. 
*Value with 108 mm diameter octagonal roller.

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE
EARTH

Tubular motors with mechanical  
limit switch. 

XL size  
 90 mm

Powerful and fast: 
up to 00 Nm tor ue in complete comfort  1  rpm.

Reliable and silent: 
The dimensions of the motor and characteristics of 
the gears guarantee a long working life and very silent 
operation.

Flexible: 
interchangeable adapters can be used for tubes  
with a  from 9 .0 mm to 1 .0 mm  
or S  11  octagonal . 

Easy to install: 
the fi ing plates must be installed perpendicular to the 
installation site. f the surface is uneven  the special wall 
plate article 7.10001  must be used.

E XL 12012 E XL 15012 E XL 18012 E XL 23012 E XL 30012

230/50

3.4 3.5 3.7 3.9 5.4

700 740 780 810 1250

120 150 180 230 300

12

162 203 243 311 405

36

6 5

639/626 679/666

13.4 11.83 11.2 13.8

750x210x210
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Ø Ø

L (a)

L (b)

L (a)

L (b)

230 Vac

Era 

POWER CABLE

Length 3 m, 4 wires in cable

DIMENSIONS

With emergency override mechanism,  
for large rolling shutters and rolling door

Code Description Certificates

E XLH 12012 Mechanical limit switch, manual emergency override mechanism. 120 Nm, 12 rpm

E XLH 15012 Mechanical limit switch, manual emergency override mechanism. 150 Nm, 12 rpm

E XLH 18012 Mechanical limit switch, manual emergency override mechanism. 180 Nm, 12 rpm

E XLH 23012 Mechanical limit switch, manual emergency override mechanism. 230 Nm, 12 rpm

E XLH 30012 Mechanical limit switch, manual emergency override mechanism. 300 Nm, 12 rpm

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vac/Hz)

Current draw (A)

Power (W)

PERFORMANCE
Torque (Nm)

Speed (rpm)

Lifted weight* (kg)

Number of turns before the stop

Continuous operating time (min)

DIMENSIONAL DATA
Length (L) (mm)

Weight of motor (kg)

Pack dimensions (mm)
 
Protection class IP44.
*Value with 108 mm diameter octagonal roller. 

UP/DOWN PHASE
NEUTRAL
DOWN/UP PHASE
EARTH

Tubular motors with mechanical 
limit switch and manual emergency 
override mechanism. 

XL size  
 90 mm

Powerful and fast: 
up to 00 Nm tor ue in complete comfort  1  rpm.

Reliable, thanks to the manual emergency 
override mechanism 
The motor guarantees operation even in the event 
of black-out  manual transmission is activated 
automatically when the handle is used.

Safe  thanks to the possibility of combining safety 
accessories such as the drop-prevention device and 
sensitive edge.

Easy to install: 
the fi ing plates must be installed perpendicular to the 
installation site. f the surface is uneven  the special wall 
plate article 7.10001  must be used.

E XLH 12012 E XLH 15012 E XLH 18012 E XLH 23012 E XLH 30012

230/50

3.4 3.5 3.7 3.9 5.4

700 740 780 810 1250

120 150 180 230 300

12

162 203 243 311 405

36

6 5

639/626 679/666

13.4 11.8 11.2 13.8

750x210x210
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The pergola becomes  
smart with Nice
A complete pergola control system   
with climate management of light, freezing, wind and rain. 
And you can even regulate the pergola lighting,  
thanks to the built-in E  light control.

With NicePatio, you can freely customise 
functioning of the pergola and the lighting, 
giving priority to comfort.  

Patio is a powerful linear operator,  
easy to integrate into the structure  
of the pergola thanks to its short compact 
design and it's highly resistant to the effects  
of atmospheric agents. t operates silently 
and is 100% comfortable to use. 
 
The compact PatioControl control unit 
is also easy to install in the structure of the 
pergola. t automatically regulates opening 
and closing of the slats and automatically 
calculates the operating time.  
The control unit can also manage  
the pergola lighting  thanks to  
a lighting module with four outputs. 
Each output can control a E  light  
with N/  - dimmer function. 
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PatioControl is a smart control unit.
f the Nemo climatic sensor detects 
rain and the temperature sensor indicates 
that the outdoor temperature is dropping 
below 1°C, PatioControl senses that it 
may snow. 
t therefore opens the slats to avoid the 
weight of the snow damaging the pergola. 

NicePatio includes a temperature sensor 
and can prevent damage caused by freezing. 
When the built-in temperature sensor detects 
a temperature below 2°C, the pergola slats 
are opened by 3° to prevent them from 
freezing in the completely closed position.

Additional climatic sensors can also be 
connected to the control unit. 

The Nemo climatic sensor allows the 
position of the slats to be adjusted according 
to sun, wind and rain conditions. 

When the sun is shining, NicePatio can 
automatically orient the slats in the closed 
position to protect plants and the area 
beneath.  f  on the other hand  you want to 
allow the sun to light the pergola area, you 
can disable this function manually with the 
Sun for you  button on the Era  transmitter. 

When there is a strong wind, the slats  
are opened to avoid damage caused  
by wind resistance.  

hen Nemo detects rain, the PatioControl 
control unit closes the slats immediately. 
When the rain stops, the control unit 
facilitates drying of the pergola roof by 
opening the slats by 20°

The pergola can be conveniently controlled 
by Era P Series radio transmitters, ideal  
for sun awning, blind, rolling shutter and 
Venetian blind automations and to manage 
lights with N/  and dimmer function.
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NEW 24 Vdc

Patio

TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply (Vdc)

Current draw (A)

Power (W)

PERFORMANCE
Force (N)

Speed (mm/s)

Noise (dBA)

Stroke travel (mm)

Duty cycle

Protection Level (IP)

DIMENSIONAL DATA
Operating temperature (C° Min/Max)

Weight of motor (Kg)
 

Code Description Pcs./pack Certificates

PATIO1515 Linear actuator with 1500 N pulling force adn 24Vdc  
supply power

1
   

PATIOKIT1515 Kit composed by linear actuator with 1500 N pulling force, 
control unit and temperature sensor

1

DIMENSIONS

POWER CABLE

Cable length 1,5 m, 2 wires in cable

NEGATIVE

POSITIVE

Linear actuator for pergola slats automation

Powerful, electromechanical and 
compact linear actuator.

Powerful and sturdy motor, with a pulling force  
up to 1500 N. 
 
Silent operations 
Minimum vibrations for maximum acoustic comfort, 
with less than 0 d A noise level.

Simple installation, 
thanks to the pre-wired connection cable. 

Short and compact, thanks to its  mm width only  
Nice atio can be fit into any pergola structure.

Reliable system
The high degree of protection level makes it completely 
water proof and above all a reliable and long lasting 
actuator.

Solution available in Kit.

Extended operation without the risk  
of overheating.

PATIO1515

24

approx 2.3

55

1500

6,5

< 60

150

S3 15%

65

 -10 - 60

1,5
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244 mm

.37

71

24 VdcNEW RADIO

PatioControl
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TECHNICAL SPECIFICATION
Code

ELECTRICAL SPECIFICATIONS
Power supply

Current draw (A)

Power (W)

PERFORMANCE
Protection Level (IP)

Radio system

Light module

Temperature sensor

Radio frequency (

DIMENSIONAL DATA
Dimensions (mm)

Colour

Operating temperature (°C Min/Max)
 
* 1.2 A at 277 Vac, 2.2 A at 115 Vac

Patio operator and LED light control unit

PATIOCONTROL DIMENSIONS

Code Description Pcs./pack Certificates

PATIOCONTROL Control unit for patios. 24VDC 1
  

PATIOLPS240 240W power supply module 1

PATIOSENSORT PatioControl temperature sensor 1

 

The control unit with built-in radio 
receiver and LED light control 
module can manage up to two linear 
motors and four LED lights.

Built-in radio
The pergola slats can be controlled with Nice radio 
transmitters and climatic sensors.
 
Safe, smart system
Thanks to the easy speed ad ustment and load 
control  together with the possibility of configuring 
partial opening positions.

Temperature sensor
Detects frost and snow on the pergola slats, so 
avoiding possible damage to the pergola roof.

Tough and resistant
Thanks to the robust plastic housing and high 
protection level, the control unit guarantees reliability in 
all weather conditions.

Built-in LED control module
for   E  lights controlled by four independent light 
channels.

INSTALLATION DIAGRAM

1. Motor  2. Transmitter  3. Control unit  4. Power Supply module  5. Temperature Sensor  6. Climatic sensor   

PATIOLP240 DIMENSIONS

Temperature 
sensor

PATIOCONTROL PATIOLPS240

24 Vdc 100-305 Vac / 142 - 431 Vdc

1.5 1.2 - 2.2*

200 240

65 67

NICE NRC radio system -
24V LED lights, 4 light channels -

Frost and snow recognition -

433 -

190 x 75 x 75 244 x 71 x 37,5

Silver grey White

-20 / 50 -40 / 90
 

2

5

6
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Adapters 
and supports

196.  Adapters and supports  
    Era Inn XS  25 mm

197.  Adapters series S  35 mm

204.  Supports series S  35 mm

209.  Adapters series M  45 mm

219.  Supports series M  45 mm

228.  Adapters series L  58 mm

238.  Supports series L  58 mm

240.  Adapters and supports XL  90 mm
248.  Common accessories

249.  Handcranks and eyebolts
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31

21

19,5

Ø 3,7

Ø 3,7

Adapters and supports - Era Inn XS Series  25 mm

To facilitate the choice of adapter compatible with the type of roller in the system,  
Nice provides the sections of the rollers in 1:1 scale and indicates the corresponding 
adapter code for each. 

512.22900 512.22901 512.23000 512.23600

Round 9 1.  enthin 
wheel

Round 9 1.  Rollease 
wheel

Round 0 1 Coulissewheel E tra-small ring adaptor  
for small crown

522.30000

ead support for Rollease bracket  
Skyline series
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Adapters - S series  35 mm

503.04000 503.04001 503.15000 503.15300

ctagonal 0 0. -0.   
wheel + crown

Octagonal 40x1 
wheel + crown

Notch 0   
wheel + crown

Notch 1.   
wheel + crown

503.15301 503.24000 503.24115

Notch   
wheel + crown

Round 0 1 
wheel + crown

Round .   
wheel + crown
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Adapters - S series  35 mm

503.24315

Round with ribbing and inner si e 7  
wheel + crown

503.24500 503.24615 503.25000 503.25001

  
wheel + crown

Notch   
wheel + crown

Round 0 1.  
wheel + crown

Round 0 Rollease Roller .00  
wheel + crown
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503.25003 503.25300 503.26000

Round  AC E A with inner ribbing 
wheel + crown

Notch 1.   
wheel + crown

Round 0  with special notch and inner ridges
wheel + crown

503.26200

Round 1.  elser  - 0.  eprat   
wheel + crown
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Adapters - S series  35 mm

503.26201 513.04000 513.15200 513.16300

Oval with notch 61-64x1.5 
wheel + crown

Octagonal 37  
rubber wheel + crown

Notch  enthin  
wheel + crown

Notch 1.   
wheel + crown

513.16501 513.18000

Notch 1.  Coulisse  
wheel + crown

Notch 0 .  Coulisse  
wheel + crown
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TONDO 42 
COULISSE

OGIVA 50 
COULISSE

TONDO 42 
COULISSE

OGIVA 50 
COULISSE

513.24000 513.24015

Round 0 1 -
wheel + crown

Round 0 1.
wheel + crown

513.24200 513.24201

Round 1.  Coulisse 
wheel + crown

Round 1.  Silentgliss
wheel + crown

513.16501 513.18000

Notch 1.  Coulisse  
wheel + crown

Notch 0 .  Coulisse  
wheel + crown
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Adapters - S series  35 mm

513.24215

Round 
|wheel + crown

513.24401 513.24415 513.24515

Round 1.  enthin
wheel + crown

Round . 1.
wheel + crown

Round .
wheel + crown
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513.24900

Notch 9 .9 and 0 .  ottura
wheel + crown
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V4x10

29

29

Ø4

8

Ø5

6,4

Ø43

26

26

63

24 20

63

59

38
,5

8,5 7,5 8,52

V4x10

89

7,56

33

6

54

87
,5

33

89

7,5

37 37

Ø38

29

Ø4

36

36

Ø10

R 5
,5

50,5

50,5

65 3

13,4

13,4

Supports - S series  35 mm
Support kit

523.40001 525.40001

hite support kit with ange  centre distance 0 mm  for  35 mm motors  
and  mm  Acmeda roller.

hite support kit  centre distance  mm  for   mm motors  ma   Nm. 
ust be used together with cap kit 7 . 01  7 . 000 or 7 . 000.
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V4x10

89

7,56

54

33

89

7,5

37 37

36

36

Ø10

R 5
,5

50,5

65 2

29

48

38

58
36

36R
 5,5

6

87
,5

33

Ø4

50,5

Ø4

Ø 43

52

41

Ø 50

52

46

Ø 60

52

54

Ø 65

52

60

Support kit Cap kit

525.40003 575.26000 575.26300

hite support kit  centre distance  mm  for  /  mm motors  ma  10 Nm. 
ust be used together with cap kit 7 . 01  7 . 000  7 . 000  7 . 00.

hite cap kit for  60 mm Acmeda roller, for  35/45 mm 
motors. ust be combined with the white support kit  
centre distance 55 mm, for  35 mm motors, 525.40002 
or 525.40003.

hite cap kit for .  Rollease roller   
for  35/45 mm motors.  

ust be combined with the white support kit   
centre distance 55 mm, for  35 mm and  45 mm 
motors 525.40002 or 525.40003.

575.24801 575.25000

hite cap kit for   mm Acmeda roller  for  35 mm 
motors. ust be combined with the white support kit  
centre distance 55 mm, for  35 mm motors, 525.40001 
or 525.40003.

hite cap kit for  0 mm  Rollease roller   
for  35/45 mm motors. Must be combined  
with the white support kit  centre distance  
55 mm for  35/45 mm motors 525.40001  
or 525.40003.
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Ø
 3

,5

29

62

Ø
 1

2

Ø40

13,5

8

Ø29

2

Ø4

26

9

20

60

38

Ø
 3

2

Ø 15

33

88

Ø
 3

2

53

9

Ø 15

50,5

Ø 43

68,59

Ø
 5

8

Supports - S series  35 mm

523.40002 525.40004 575.24800

ntermediate white support  centre distance 0 mm  for  35 mm motors.
ust be used together with cap kit 7 . 00.

ntermediate white support  centre distance  mm  for  35/45 mm motors.
ust be combined with the intermediate cap kit 7 . 00.

ntermediate white cap kit for   mm Acmeda roller  for  35 mm motors. 
Must be combined with the intermediate supports 523.40002 or 525.40004.

Intermediate supports

Other supports

523.00000 523.10012 523.10012/M6 523.10013 523.10014 523.10015

White universal adapter compatible 
with supports for star head 9 mm 
centre distance

10 mm s uare pin  bracket 10 mm s uare pin  bracket  
with M6 holes

10 mm square pin lastic support can be used  
with art. .100  

Circular support with cross hole
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29

29
Ø 38

Ø 4

Ø 4

38

29

23,7

65

Ø48

Ø29 80
13

30

13

Ø6,5

Ø4,2

39

90

10

74,5

ø 6,5

54 40

60

20

ø6,5

18

8

23

ø4

71

83

ø35

83

71

29

48,4

29

48,4

523.30000 523.30001 523.30002 525.10052 max 30 Nm 525.10070 max 30 Nm

White universal adapter for Coulisse  
supports centre distance 9 mm

White universal adapter compatible  
with R  series Rollease supports  

9 mm centre distance

White universal adapter compatible  
with Skyline series Rollease supports  

9 mm centre distance .

lastic snap-mount support must be  
used with art. .1001

it for blinds  white for use  
with 7 .1 0 0 or 7 .1 0 0 . 

525.10074 max 30 Nm 525.10075 max 30 Nm 525.10087 max 30 Nm 525.10088 max 30 Nm 533.10010

90  ange with saddle bracket  
for 10 mm pin

hite support with  countersunk holes. Support kit with saddle bracket  
for 10 mm square pin

Plastic snap-mount support  
must be used with art. .1001

Compact support black

533.10011 575.12040 575.12050 575.12150 575.12178

Compact support black Cap with pin for Ø 40 mm roller. Cap with pin for Ø 50 mm roller. Cap without pin for  50 mm roller. Cap without pin for  7  mm roller.
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Acmeda

Blades for boxes 
Must be used with art. 525.10052

Supports - S series  35 mm

575.12045

575.16045

523.10018

575.17045

523.20018523.30018

523.18045

523.40003

hite support kit for Acmeda S  rollers.  

The kit comprises

Code Description

575.12045 Cap with retractable pin for Acmeda S45 
rollers

523.10018 hite bracket kit with ange for Acmeda 
S45 rollers

523.30018 hite cover kit for brackets for Acmeda S  
rollers

523.20018 hite adapter disk with cross hole for 
Acmeda S45 rollers

523.40004

ntermediate white support kit for Acmeda S  rollers.  

The kit comprises

Code Description

575.16045 ntermediate white cap male  for Acmeda 
S45 rollers

575.17045 ntermediate white cap female  for Acmeda 
S45 rollers 

523.18045 ntermediate white support for Acmeda S  
rollers 

Code L size T size Max. torque

525.10080 120 mm 125 mm 1  Nm

525.10081 132 mm 137 mm 1  Nm

525.10082 145 mm 150 mm 1  Nm

525.10083 160 mm 165 mm 1  Nm

525.10084 175 mm 1 0 mm 0 Nm

525.10085 200 mm 205 mm 0 Nm

525.10086 179 mm 1 0 mm 0 Nm

Application example
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Adapters - M series  45 mm

515.01020 515.05200 515.05700

Octagonal 102x2.5 
wheel + crown

ctagonal 0.  
wheel + crown

ctagonal 7 0.  
wheel + crown

To facilitate the choice of adapter compatible with the type of roller in the system,  
Nice provides the sections of the rollers in 1:1 scale and indicates the corresponding 
adapter code for each.
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Adapters - M series  45 mm

515.06000 515.06010 515.07000

ctagonal 0 0. -1  
wheel + crown

Octagonal star 60x0.5 
wheel + crown

ctagonal 70 1-1.  
wheel + crown

515.16300 515.16301 515.16500

nclined notch 0.
wheel + crown

Notch 1.
overmoulded wheel + crown

Notch .  enthin
wheel + crown
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515.17000 515.17102

Notch 70 -1
wheel + crown

arger notch 71 1.
wheel + crown

515.17100

Notch 70 -1
wheel + crown
concentric

515.06000 515.06010 515.07000

ctagonal 0 0. -1  
wheel + crown

Octagonal star 60x0.5 
wheel + crown

ctagonal 70 1-1.  
wheel + crown

515.16300 515.16301 515.16500

nclined notch 0.
wheel + crown

Notch 1.
overmoulded wheel + crown

Notch .  enthin
wheel + crown
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Adapters - M series  45 mm

515.17300 515.17800

nclined notch 0 1
wheel + crown

Notch 7 1-  
wheel + crown
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515.17801 515.17802 515.18300

Enlarged notch 7 1
wheel + crown

Notch 0
wheel + crown

Notch 
wheel + crown
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Adapters - M series  45 mm

515.18301 515.25000 515.25001

Notch  Rollease
overmoulded wheel + crown

Round 0 1.  
wheel

Round with ribbing and tongue inner si e 7 
wheel + ring crown
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515.25002 515.25003 515.25004 515.25005

Round 0 1.
wheel + ring crown

Round 0 1 -1.
wheel + compensating crown

Round with ribbing and tongue inner si e 7  
wheel + compensating crown

Round 0
wheel

515.25006 515.25007 515.25200 515.26000

Round 0 1. -1.
wheel + crown

Round inner si e 7
wheel + crown

Soprofen 52x0.7
wheel

Round 0 1.  
wheel + crown

515.18301 515.25000 515.25001

Notch  Rollease
overmoulded wheel + crown

Round 0 1.  
wheel

Round with ribbing and tongue inner si e 7 
wheel + ring crown
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Adapters - M series  45 mm

515.26002 515.26020 515.26200

Notch 0  Acmeda  
wheel + crown

Round 0  
wheel + crown

Round 1 elser  
- 0.  eprat  
wheel + crown

515.26254 515.26264

  
wheel + crown

 
wheel + crown
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515.26400 515.26500 515.26501

Round  
with ribbing and 47 internal
wheel + crown

Eckermann 1 
wheel + crown

Notch 1.
wheel + crown

515.26600 515.27000 515.27300

Hunter Douglas 66x2 notch 
wheel + crown

Hunter Douglas 66x2 notch 
wheel + crown

nclined notch 70 1
wheel + crown

515.26254 515.26264

  
wheel + crown

 
wheel + crown
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Adapters - M series  45 mm

515.28000 515.28500 515.28900

0 
wheel + crown

Notch 1.  
wheel + crown

Round 9 1.1 eprat  wheel  crown
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40

60

48

57

M6

6,5 48

39

90

10

74,5

ø 6,5

54

65

Ø48

Ø29 80
13

30

13

Ø6,5

Ø4,2

40

60

20

ø6,5

18

8

Supports - M series  45 mm
For tubular motors without emergency override mechanism

525.10012/AX max 30 Nm 525.10012/M6AX max 30 Nm 525.10013/AX max 30 Nm 525.10020 525.10032

10 mm s uare pin  bracket 10 mm s uare pin  bracket with  holes 10 mm square pin Ad ustable bracket for 10 mm s uare pin 
must be used with art. .1001 /A

Saddle bracket for 10 mm s uare pin   
with release must be used with  
art. .1001 /A

525.10033 525.10044 525.10056 max 30 Nm 525.10057 max 30 Nm 525.10061 max 30 Nm

Ad ustable saddle bracket for 10 mm s uare 
pin  with release must be used  
with art. .1001 /A

Support with 100 100 ange 10 mm s uare pin  saddle bracket  with  
 holes  centre distance  mm for motors 

with manually programmed limit switch

10 mm s uare pin  saddle bracket  with  
 holes  centre distance  mm for motors 

with manually programmed limit switch

10 mm s uare pin  saddle bracket  centre 
distance  mm for motors with manually 
programmed limit switches

525.10062 max 30 Nm 525.10074 max 30 Nm 525.10075 max 30 Nm 525.10087 max 30 Nm 525.10091

10 mm s uare pin  saddle bracket   
centre distance  mm for motors with 
manually programmed limit switches

90  ange with saddle bracket  
for 10 mm pin.

hite support with  countersunk holes. Support kit with saddle bracket for 10 mm 
square pin.

Round pin  saddle bracket  with  holes  
centre distance  mm  with release
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M6

sp. 
3mm

44

58

20

4

10

6,3

10

36

48

61
,5

17

M5

60
65

M10

63,4

10

48

70

48

5

22

22

3

63,4

22

22

70

48

48

3,4

48

5,2

72

48

22

Ø2210

5

1010

Ø5

Ø66

2,7

2,7

40,7

25
,5

11

3,
5

28

2,7

Ø4
Ø66

48

M5

90°

48

61
,5

M5

Ø 91,5

85

10
0

100

85

13
1

93

45
26

6,5

38

9

61,5

21,5

10
085

M5

85
91,5

22

63,4

70

8 44
/4

8

44/48

22

22

5

22

M5

61,5

91,5

60

34

20,5
100
85

Ø61,5

Ø22

Ø91,5

M5

Supports - M series  45 mm
For tubular motors without emergency override mechanism

525.10094 525.20096 525.20098 535.10010 535.10011

Adjustable support with star seat, 10 mm Compact plastic support for self-tapping 
screws  centre distance  mm

Compact 90° support with 2x M6 holes, 
centre distance 44 mm 

Compact support, with 2 x M5 holes Compact support, adjustable with M10 screw

535.10012 535.10013 max 30 Nm 535.10014 max 30 Nm 535.10015 max 30 Nm 535.10016/A

Compact support  with 100 100 ange Compact plastic support for recessed 
he agonal bolts centre distance /  mm

Compact plastic support for recessed 
screws  centre distance  mm

Compact plastic support for self-tapping 
screws  centre distance  mm

Compact 90° support with 2x M6 holes, 
centre distance 44 mm 

535.10017 535.10017/A 535.10022 535.10027 535.10037

Compact support  with 100 0 ange Compact 90  support  with 100 0 ange Compact support, with 4 x M5 holes Compact  support  with 100 100 ange  Compact support  ad ustable standard
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76

23

48

6063 48

24

48

48

60

76

63

M6

23

Ø 24

48

5,2

72

48

22

Ø2210

5

13
1

93

45
26

6,5

38

9

61,521,5

38

81,6

63

46

99

Ø 4,4

Ø 3,3

Ø 111,5

M6 (2x)
interasse 
ø48mm

M6 (2x)
interasse 
ø44mm

75

70

Ø 8,2 (2x)

Ø 6,4 (2x) Ø
 44

Ø 48
40

35

94,7

Ø 8,3 (2x)

M6 (2x)

59

59

48

M5 (2x)

535.10037/A 535.10043 535.10091 535.10092 535.10093 max 30 Nm

Compact support  ad ustable turned to 90 Compact plastic support with ange for 
ur h eller side pieces

Compact aluminium support with 2 holes, 
centre distance  and 0 mm

Compact aluminium support with 2 holes, 
centre distance   and 0 mm

Compact click-mount support  

535.10095 535.10096 535.10097 535.10099

Compact aluminium support with spring and 
2 M6 holes ø44mm centre distance, 2 M6 
holes  mm centre distance   he agonal 
housings for M6 nuts.

Compact aluminium support  
with spring  for Era  S .

Aluminium support with spring,  
for Era  S .

Compact aluminium support with spring,  
for Era  S . oles  mm apart   
and  holes 0 mm apart  and  .
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Code L size T size Max. torque

535.10080 125 mm 125 mm 1  Nm

535.10081 132 mm 137 mm 1  Nm

535.10082 145 mm 150 mm 1  Nm

535.10083 160 mm 165 mm 1  Nm

535.10084 175 mm 1 0 mm 0 Nm

535.10085 200 mm 205 mm 0 Nm

535.10086 179 mm 1 0 mm 0 Nm

535.20080 119.3 mm 125 mm 1  Nm

535.20081 131.3 mm 137 mm 1  Nm

535.20082 144.3 mm 150 mm 1  Nm

535.20083 159.3 mm 165 mm 1  Nm

535.20084 174.3 mm 1 0 mm 0 Nm

535.20085 199.3 mm 205 mm 0 Nm

535.30080 64 mm 137 mm 1  Nm

535.30081 70.6 mm 150 mm 1  Nm

535.30082 7  mm 165 mm 1  Nm

535.30083  mm 1 0 mm 0 Nm

535.30084 9  mm 205 mm 0 Nm

Blade for box  
with pre-mounted compact support

Supports - M series  45 mm

535.10080/84

535.20080/85

535.30080/84

Application example

Kits for roller blinds

525.10070 max 30 Nm 525.10071 max 30 Nm 525.10072 max 40 Nm 575.12050 575.12150 575.12178

hite support kit.  
or  /  mm motors

for use with 7 .1 0 0

hite support kit with uick connectors  
on one side. or motors   mm 
for use with 7 .1 1 0 or 7 .1 17

hite support kit with uick connectors  
on two sides. or motors   mm 
for use with 7 .1 1 0 or 7 .1 17

Cap with pin for  50 mm 
roller.

Cap without pin for  50 mm 
roller

Cap without pin for  7  mm 
roller
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11

3,
5

28

2,7

Ø4

1010

Ø5

Ø66

Ø66

2,7

2,7

40,7

25
,5

48

Ø 4

58

48

23,7

Ø 58

Acmeda

Rollease

525.40005

hite support kit for Acmeda S 0 0 rollers.  

The kit comprises

Code Description

575.13060 Cap with retractable pin for Acmeda S 0 0 rollers

575.12360 hite cap kit for Acmeda S 0 0 roller

525.10096 hite bracket kit  cap side  for Acmeda S 0 0 rollers

525.10097 hite bracket kit  motor side  for Acmeda S 0 0 rollers

525.20097 hite support kit with ange. or   mm motors

525.30096 hite cover kit for brackets for Acmeda S 0 0 rollers

Acmeda

525.40006

ntermediate white support kit for Acmeda S 0 0 rollers.  

The kit comprises

Code Description

575.16060 ntermediate white cap male  for Acmeda S  rollers

575.17060 ntermediate white cap female  for Acmeda S  rollers

575.18060 ntermediate white support for Acmeda S  rollers

575.16060 575.17060 575.18060

525.30000 525.30001

hite universal adapter compatible with Skyline series 
Rollease supports  mm centre distance .

hite universal adapter compatible with R1  series 
Rollease supports  mm centre distance .

11

3,
5

28

2,7

Ø4

1010

Ø5

Ø66

Ø66

2,7

2,7

40,7

25
,5

48

525.10097

575.13060 575.12360 525.10096

525.20097 525.30096
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V4x10

89

7,56

54

33

89

7,5

37 37

36

36

Ø10

R 5
,5

50,5

65 2

29

48

38

58

36

36R
 5,5

6

87
,5

33

Ø4

50,5

Ø4

V4x10

89

7,56

33

6

54

87
,5

33

89

7,5

37 37

36

36

Ø 10

R 5
,5

50,5

50,5

65 3

48

Ø 58

Ø 4

87
,5

13,4

13,4

Supports - M series  45 mm
Support kit

525.40002 525.40003

hite support kit  centre distance  mm  for   mm motors  ma   Nm.  
ust be used together with cap kit 7 . 000  7 . 00.

hite support kit  centre distance  mm  for  /  mm motors  ma  10 Nm. 
ust be used together with cap kit 7 . 01  7 . 000  7 . 000  7 . 00.
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Ø 65

52

60

Ø 60

52
54

33

88

Ø
 3

2

53

9

Ø 15

50,5

Cap kit Intermediate supports

575.26000 575.26300 525.40004

hite cap kit for  60 mm Acmeda roller,  
for  35/45 mm motors.  

ust be combined with the white support kit  centre 
distance 55 mm, for  35 mm motors, 525.40002  
or 525.40003.

hite cap kit for .  Rollease roller   
for  35/45 mm motors.

ust be combined with the white support kit  centre 
distance 55 mm, for  35 mm and  45 mm motors 
525.40002 or 525.40003.

ntermediate white support  centre distance  mm   
for  35/45 mm motors.
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Supports - MH series  45 mm
For tubular motors with emergency override mechanism

525.10016 max 30 Nm 525.10017 max 30 Nm 525.10017/M6 max 30 Nm 525.10019 525.10019/20

10 mm square pin 10 mm s uare pin  bracket 10 mm s uare pin  bracket with  holes Support for awnings  satin-finish 
recommended for use with art. .100 0  

Support for awnings and blinds, white 
lac uer finish recommended for use with 
art. .100 0

525.10019/80 525.10021 525.10044 525.10047 525.10050

Support for awnings and blinds  black  
lac uer finish recommended for use with  
art. .100 0  

Adjustable support Support 100x100 Adjustable support Ø 10 mm o  side support

525.10058 max 30 Nm 525.10059 max 30 Nm 525.10060 525.10063 max 30 Nm 525.10064 max 30 Nm

10 mm s uare pin  saddle bracket   
with  holes centre distance  mm

10 mm s uare pin  saddle bracket   
with M6 holes centre distance 44 mm

112x112 support 10 mm s uare pin  bracket   
with holes centre distance  mm

10 mm s uare pin  bracket   
with holes centre distance 44 mm
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39

90

10

74,5

ø 6,5

54 40

60

20

ø6,5

18

8

175

412
0

85

ø6

85
142

ø20

ø96

ø48

ø10

For tubular motors with emergency override mechanism

525.10074 max 30 Nm 525.10087 max 30 Nm 525.10089

90  ange with saddle bracket for 10 mm pin. Support kit with saddle bracket for 10 mm s uare pin. 175x120 support for sides

Co
nt

ro
l s

ys
te

m
s

 F
or

 in
do

or 
bl

in
ds

Fo
r o

ut
do

or
bl

in
ds

 a
nd

 a
w

ni
ng

s
 F

or
 ro

lli
ng

 s
hu

tte
rs 

an
d 

ro
lli

ng
 d

oo
r

 F
or

 b
io

cl
im

at
ic 

pe
rg

ol
as

 A
da

pt
er

s 
an

d 
su

pp
or

ts
In

st
al

la
tio

n 
 

gu
id

e



228

Adapters - L series  58 mm

516.01020 516.01021

Octagonal 102x2.5
wheel + crown

Round 10 1. -  
wheel + crown

To facilitate the choice of adapter compatible with the type of roller in the system,  
Nice provides the sections of the rollers in 1:1 scale and indicates the corresponding 
adapter code for each.
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516.01022 516.01023

Round 10 .  
wheel + crown

Notch 100 1.  
wheel + crown
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Adapters - L series  58 mm

516.07000 516.07015 516.17300

Octagonal 70x1 
wheel + crown

Octagonal 70x1.5 
wheel + crown 

nclined notch 0 1 
wheel + crown
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516.17800 516.17802

lat notch 7 0. -1.1   
wheel + crown

Notch 7 1 
wheel + crown
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Adapters - L series  58 mm

516.21020 516.21021

Round 10  
wheel + crown

Round 9
|wheel + crown
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516.26400 516.27000 516.27001

Round   
wheel 

Round 70 1.  
wheel + crown

Round 70 1.
wheel + crown
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Adapters - L series  58 mm

516.28000

0 
wheel + crown
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516.28500

Notch 1. -1.   
wheel + crown
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Adapters - L series  58 mm

516.28501 516.28502

Notch 1 
wheel + crown

Notch 1. -1.
wheel + crown
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516.28900

Round 9 1 eprat  
wheel + crown

Co
nt

ro
l s

ys
te

m
s

 F
or

 in
do

or 
bl

in
ds

Fo
r o

ut
do

or
bl

in
ds

 a
nd

 a
w

ni
ng

s
 F

or
 ro

lli
ng

 s
hu

tte
rs 

an
d 

ro
lli

ng
 d

oo
r

 F
or

 b
io

cl
im

at
ic 

pe
rg

ol
as

 A
da

pt
er

s 
an

d 
su

pp
or

ts
In

st
al

la
tio

n 
 

gu
id

e



238

13
0

3

54

n 78

80

Ø78

Ø48

Ø60

M6 (4x)

Ø48

M6 (4x)

80

Ø78

Ø48

M6 (4x)

80

Ø78

3

10
0

100

Supports - L series  58 mm
For tubular motors without emergency override mechanism

526.10001 526.10002 526.10003 526.10029 526.10037

Aluminium support with 4 x M6 holes and  
 he agonal seats for  nuts. or 1 0 Nm 

torque use: 4 x M6 screws on      
screws on 0 he agons use class .  
screws and nuts . 

Aluminium support with 4 x M6 holes and 
 seats for  countersunk screws. or 

1 0 Nm tor ue use     screws on 
  countersunk screws on  class .  

screws .  

Aluminium support with 4 x M6 holes and  
4 hexagonal seats for M6 nuts.  
or 1 0 Nm tor ue use     screws on 

    screws on  he agons use 
class .  screws and nuts .  

Universal support. Adjustable standard support.
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110

30
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   6,4
   6,2
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85
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ø96

ø48

ø10

ø10,5

ø20

M10

ø6,2
ø96

250

85
99
129
220

12
0

7

54

4

ø96

220

250

50 35

4
M

10

M
6

12
0

15

ø20

12
4

100

85

85

96

Ø
 6,5

Supports - LH series  58 mm
For tubular motors with emergency override mechanism

525.10017/M6 max 30 Nm 525.10019 525.10019/20 525.10019/80 525.10021

10 mm s uare pin  bracket with  holes Support for awnings  satin-finish 
recommended for use with art. .100 0

Support for awnings and blinds, white  
lac uer finish recommended for use 
with art. .100 0

Support for awnings and blinds  black  
lac uer finish recommended for use  
with art. .100 0

Adjustable support 

525.10047 max 55 Nm 525.10054 525.10055 525.10060 525.10069

Adjustable support Ø 10 mm o  side support Single support for sides 112x112 support 1  mm s uare pin  bracket

525.10089 525.10092 525.10093 525.10098

175x120 support for sides 250x120 support for sides 0 1 0 support kit for sides Single support for box sides
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Adapters - XL series  90 mm

517.01140 517.21020

Octagonal 114 mm Heroal  
wheel + crown

Round 10  mm with   
threaded holes wheel + crown

To facilitate the choice of adapter compatible with the type of roller in the system,  
Nice provides the sections of the rollers in 1:1 scale and indicates the corresponding 
adapter code for each.
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517.21080 517.21200

Round adapter 10 .  mm  
without threaded holes  
wheel + crown

Round 1 0 mm Alukon with   
threaded holes wheel + crown
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Adapters - XL series  90 mm

517.21331 517.21332

Round 1  mm 
with  threaded holes  
wheel + crown

Round 1  mm 
with  threaded holes 
wheel + crown
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517.21333 517.21334

Round 1  mm 
with  threaded holes 
wheel + crown

Round 1  mm 
without threaded holes  
wheel + crown
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Adapters - XL series  90 mm

517.21591

Round 1 9 .  mm with  threaded holes  
wheel + 2 crowns snap-mounted together
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517.21592

Round 1 9 .  mm with  threaded holes  
wheel + 2 crowns snap-mounted together
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Adapters - XL series  90 mm

517.21680

Round 1 . .  mm with  threaded holes  
wheel + 2 crowns snap-mounted together
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180

3

180

Ø15

517.29800

Round 9  101. .  mm with  threaded holes wheel 

537.10001

Wall support.
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Common accessories

575.11055 575.11057 575.11058 575.11059 39.030 39.031

Anti-intrusion spring with hook  
  links

Anti-intrusion spring with hook  
  links

Anti-intrusion spring 1 element,  
slat thickness  and 1  mm   
octagonal rollers 0   and 

Anti-intrusion spring 2 elements, slat 
thickness  and 1  mm  octagonal 
rollers 0   and 

Hirschmann Stas male connector  
N grey for use with 9.0

irschmann Stas female connector N 
grey for use with 9.0

39.032 575.11060 575.11070 575.12260 575.12060 575.12250

i ing bracket  
to be applied to 39.030

Octagonal ring Ø 60 mm Octagonal ring Ø 70 mm Anti-intrusion spring 2 elements, slat 
thickness  and 1  mm  octagonal 
rollers 0   and 

Cap with pin for 60 mm  
octagonal roller

Cap with pin for Ø 50 mm  
round roller

575.12270 575.12070 585.10200 41.082 525.10048 525.10066

Telescopic cap for Ø 70 mm 
octagonal roller

Cap with pin for 70 mm  
octagonal roller

Ad usting key earing with  mm e ternal dia. and 
12 mm hole axis.

earing support    mm ad ustable 
can be used with art. 1.0

Galvanised steel bearing support,  
  mm can be used with art. 
1.0
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350

�
 8

Ø 4,4

Ø 3x18

5
40

Handcranks and Eyebolts

Code Description

576.10150 andcrank with hook  grey 
RA 70 . 1 00 mm

576.10180 andcrank with hook  grey 
RA 70 . 1 00 mm

579.15145

andcrank with -hole ange and he agonal head 7  
white RA 9010 1 00 mm

578.15045

Articulated handcrank with hook  white RA 9010. 
1 00 mm

578.18047

andcrank for concealed oint  s uare . 1 00 mm 
must be used with art. 7 .1 0

578.18048

Concealed oint  s uare  with he agonal handcrank 
7 must be used with art. 7 .1 0 7

Code L size

525.10025 150 mm
525.10025/170 170 mm
525.10025/350 350 mm

Eyebolt with 7 mm hexagonal handcrank 577.10145

Eyebolt with  oint  -hole ange  
and hexagonal head 7

577.14190

Eyebolt with 90  oint  -hole ange  
and hexagonal head 7

577.10146

Eyebolt with oint and he agonal head 7

577.10148

Eyebolt for Era  motor
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TT1N
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MOTORI SENZA RICEVENTE RADIO INTEGRATA

MOTORI CON RICEVENTE RADIO INTEGRATA

TT1N

MOTORI SENZA RICEVENTE RADIO INTEGRATA

MOTORI CON RICEVENTE RADIO INTEGRATA

TT1N

MOTORI SENZA RICEVENTE RADIO INTEGRATA

MOTORI CON RICEVENTE RADIO INTEGRATA

TT1N

1 1

22

AC POWER AC POWER

1

3 3

4

2 3

AC POWER

Configurations for tubular motors with built-in radio receiver

1. TUBULAR MOTOR* 2. TRANSMITTER 3. NEMO SERIES RADIO-CONTROLLED SOLAR-POWERED 
ANEMOMETER

1. TUBULAR MOTOR 2. PUSHBUTTON CONNECTED TO THE TTBUS* 3. VOLO SERIES WIRE-
CONTROLLED ANEMOMETER CONNECTED TO THE TTBUS* 

Configuration not allowed for ERA FIT M, ERA FIT MHT, ERA PLUS MH, ERA PLUS LH.

1. TUBULAR MOTOR 2. TRANSMITTER 3. "UP/DOWN" BUTTON CONNECTED TO THE TTBUS*  
OR PUSHBUTTON WITH ERA PLUS MH AND ERA PLUS LH 4. NEMO SERIES RADIO-CONTROLLED 
SOLAR-POWERED ANEMOMETER

Configuration not allowed for models ERA FIT M and ERA FIT MHT.

MOTORS:

With mechanical limit switch, built-in radio receiver,  
Nice TT us technology and manual emergency override mechanism
ERA PLUS MH, ERA PLUS LH

With pushbutton limit switch, built-in radio receiver  
and Nice TT us technology
ERA PLUS M

With electronic limit switch and built-in receiver  
ERA FIT M

With electronic limit switch, built-in radio receiver  
and manual emergency override mechanism  
ERA FIT MHT

With electronic limit switch, built-in radio receiver  
and Nice TT us technology
ERA MAT

*IMPORTANT: Do not connect the mains electricity to the low-voltage 
wires dedicated to the TTBus technology (white-white black-white 
orange). If these are not used, insulate them efficiently. 

Installation examples for blinds

INSTALLATION WITH CONTROL UNIT AND/OR RADIO-CONTROLLED 
CLIMATIC SENSOR

INSTALLATION WITH CONTROL UNIT AND/OR WIRE-CONTROLLED 
CLIMATIC SENSOR

COMPLETE INSTALLATION WITH WIRE AND RADIO CONTROL
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MOTORI CON RICEVENTE RADIO INTEGRATA

TT1N

MOTORI SENZA RICEVENTE RADIO INTEGRATA

MOTORI CON RICEVENTE RADIO INTEGRATA
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MOTORI SENZA RICEVENTE RADIO INTEGRATA

MOTORI CON RICEVENTE RADIO INTEGRATA

TT1N

MOTORI SENZA RICEVENTE RADIO INTEGRATA

MOTORI CON RICEVENTE RADIO INTEGRATA

TT1N

MOTORI SENZA RICEVENTE RADIO INTEGRATA

MOTORI CON RICEVENTE RADIO INTEGRATA

TT1N

1 1

2

4

4

3

2

AC POWER

AC POWER

3

1

2

5

3 4

AC POWER

AC POWER

Configurations for tubular motors without built-in radio receiver

MOTORS:

With mechanical limit switch
ERA S, ERA M, ERA L, ERA XL  

With mechanical limit switch and manual 
emergency override mechanism
ERA MH, ERA LH, ERA XLH 

With pushbutton limit switch
ERA QUICK

With electronic limit switch
ERA STAR 

1. TUBULAR MOTOR 2. TAG TT1N SERIES CONTROL UNIT 3. TRANSMITTER 4. NEMO SERIES 
RADIO-CONTROLLED ANEMOMETER

1. TUBULAR MOTOR 2. “UP/DOWN” BUTTON CONNECTED TO THE MINDY TT3 SERIES CONTROL 
UNIT 3. MINDY TT3 SERIES CONTROL UNIT 4. VOLO SERIES WIRE-CONTROLLED ANEMOMETER

1. TUBULAR MOTOR 2. MINDY TT4 SERIES CONTROL UNIT 3. TRANSMITTER 4. “UP/DOWN” 
BUTTON CONNECTED TO THE MINDY TT4 SERIES CONTROL UNIT 5. NEMO SERIES RADIO-
CONTROLLED ANEMOMETER

INSTALLATION WITH CONTROL UNIT AND/OR RADIO-CONTROLLED 
CLIMATIC SENSOR

INSTALLATION WITH CONTROL UNIT AND/OR WIRE-CONTROLLED 
CLIMATIC SENSOR

COMPLETE INSTALLATION WITH WIRE AND RADIO CONTROL

Installation examples for blinds
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1

1

1

3

2

2

2

AC POWER

AC POWERAC POWER

AC POWER

3

MOTORS:

With pushbutton limit switch, built-in radio receiver  
and Nice TT us technology
ERA PLUS M

With mechanical limit switch, manual emergency override mechanism,  
built-in radio receiver and Nice TT S technology
ERA PLUS MH, ERA PLUS LH

With electronic limit switch and built-in radio receiver  
ERA FIT SP, ERA FIT M, ERA FIT MP

With electronic limit switch, built-in radio receiver  
and Nice TT us technology
ERA MAT

1. TUBULAR MOTOR 2. TRANSMITTER

1. TUBULAR MOTOR 2. TRANSMITTER 3. "UP/DOWN" BUTTON CONNECTED TO THE TTBUS*  
OR PUSHBUTTON WITH ERA PLUS MH AND ERA PLUS LH

Configuration not allowed for ERA FIT SP, ERA FIT M e ERA FIT MP.

1. TUBULAR MOTOR 2. RECESSED TAG TTX4 SERIES TRANSMITTER CONNECTED VIA MAINS 
POWER SUPPLY 3. TRANSMITTER

*IMPORTANT: Do not connect the mains electricity to the low-voltage 
wires dedicated to the TTBus technology (white-white black-white 
orange). If these are not used, insulate them efficiently. 

Configurations for tubular motors with built-in radio receiver

INSTALLATION WITH RADIO CONTROL

COMPLETE INSTALLATION WITH WIRE AND RADIO CONTROL

COMPLETE INSTALLATION WITH RADIO CONTROL

Installation examples for rolling shutters
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1

1

1

2

2

4

2

3

3

AC POWER

AC POWER

AC POWER

MOTORS:

With mechanical limit switch
ERA S, ERA M, ERA L, ERA XL  

With mechanical limit switch and manual emergency  
override mechanism
ERA MH, ERA LH, ERA XLH 

With pushbutton limit switch
ERA QUICK

With electronic limit switch
ERA STAR

1. TUBULAR MOTOR 2. MINDY TT4 SERIES CONTROL UNIT 3. TRANSMITTER

1. TUBULAR MOTOR 2. MINIATURISED TAG TT2N SERIES CONTROL UNIT CONNECTED VIA MAINS 
POWER SUPPLY 3. TRANSMITTER 4.  PUSHBUTTON

1. TUBULAR MOTOR 2. INTERLOCKED “UP/DOWN” BUTTON CONNECTED VIA MAINS POWER 
SUPPLY

Configurations for tubular motors without built-in radio receiver

INSTALLATION WITH RADIO CONTROL

COMPLETE INSTALLATION WITH WIRE AND RADIO CONTROL

INSTALLATION CONFIGURATION WITH WIRED CONTROL

Installation examples for rolling shutters
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3

1 1 1 1

2 22 2

AC POWER

3

1 1 1 1

2

AC POWER

4

5

1 1 1 1

2 2

4

3 3 3 3

AC POWER

AC POWERAC POWER

1. TUBULAR MOTOR 2. TTE EXPANSION BOARD 3. INDIVIDUAL “UP/DOWN” BUTTON 4. MINDY TT4* SERIES “UP/DOWN” CONTROL UNIT 5. TRANSMITTER FOR GROUP CONTROL

1. TUBULAR MOTOR 2. GROUP “UP/DOWN” BUTTON 3. MINDY TT4* SERIES “UP/DOWN” CONTROL UNIT 4. TRANSMITTER FOR GROUP CONTROL

1. TUBULAR MOTOR 2. INDIVIDUAL “UP/DOWN” BUTTON CONNECTED TO TTBUS** 3. TRANSMITTER FOR SINGLE OR GROUP CONTROL

Installation examples for rolling shutters in parallel

Complete configuration for tubular motors without built-in radio receiver

Complete configuration for tubular motors with built-in radio receiver and TTBus

MOTORS:

With mechanical limit switch
ERA S, ERA M, ERA L  

With mechanical limit switch  
and manual emergency override mechanism
ERA MH, ERA LH, ERA XLH

MOTORS:

With pushbutton limit switch
ERA QUICK

With electronic limit switch
ERA STAR
ma imum permitted length of connections 00 m

MOTORS:

With pushbutton limit switch, built-in radio receiver  
and Nice TT S technology
ERA PLUS M

With electronic limit switch, built-in radio receiver  
and Nice TT us technology
ERA MAT

**IMPORTANT: Do not connect the mains electricity to the low-voltage 
wires dedicated to the TTBus technology (white-white black-white 
orange). If these are not used, insulate them efficiently. 

*IMPORTANT: the maximum number of motors that  
can be connected in parallel depends on the power  
of the control unit.

Complete configuration for tubular motors with mechanical limit switch
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Glossary

MECHANICAL LIMIT SWITCH
The mechanical limit switch is the classical intuitive solution to manually 
adjust the limit positions of an awning, blind or shutter.

PUSHBUTTON LIMIT SWITCH
The pushbutton limit switch combines the precision and reliability of  
the electronic limit switch with the easy and intuitive adjustment typical  
of a mechanical limit switch. The limit positions of the awning, blind  
or shutter can be set by pressing the pushbutton corresponding to  
the direction of rotation of the motor.

ELECTRONIC LIMIT SWITCH
The electronic limit switch is the most advanced and reliable solution  
for managing the limit positions of an awning, blind or shutter. 
The limit switches can be adjusted easily, including by means of O-View TT 
and TT R  e ternal programming units. 
The encoder technology in fact guarantees millimetric precision, 
maintenance of set values over time including in high temperatures   
and constant optimum force on the awning, blind or shutter. 
A number of motors can be connected in parallel from a single control point 
without the need for additional control units.

BUILT-IN RADIO RECEIVER
The built-in radio receiver enables a command to be sent from a transmitter 
directly to the motor without having to use an external control unit with radio 
receiver which would otherwise have to be connected by wire. The limit 
switches can thus be programmed conveniently by means of a transmitter 
and climatic sensors can be connected easily by radio, thus simplifying  
the installation scheme.

TTBUS
The Nice TTbus is the most advanced solution for connecting applications 
and accessories and for programming the automation. 
t enables the installation scheme to be simplified by
- controlling motor movement through a low voltage control;
- connecting climatic sensors by wire without the need for external  
 control units;
- a number of motors can be connected in parallel from a single  
 control point without the need for additional control units.
As well as simplifying the installation scheme, this technology allows  
the limit switches to be ad usted easily and uickly with the - iew TT 
and TT R  e ternal programming units  even in installations with a large 
number of applications.

EMERGENCY OVERRIDE MECHANISM
Using a special lever, this mechanical system enables the head to be 
disconnected from the body of the motor, allowing the awning, blind  
or shutter to be raised and lowered even if the power fails.

MANUAL PROGRAMMING
Programming procedure for motors with electronic limit switch allowing 
the limit positions of the awning, blind or shutter to be set precisely via 
a transmitter  wall-mounted control or programming device -view TT  
TT R .

SEMI-AUTOMATIC PROGRAMMING
rogramming procedure for motors with electronic limit switch  specifically 

for applications in which the awning or shutter physically strikes against 
the top of the structure rolling shutters with mechanical switches or bo  
awnings . The top limit switch is programmed automatically with memorising 
of the position at which the awning or shutter strikes the structure. The 
bottom limit switch, on the other hand, is programmed using a manual 
procedure with visual confirmation.

AUTOMATIC PROGRAMMING
Simplified programming procedure for applications in which the shutter 
physically strikes against the top and bottom of the structure rolling 
shutters with mechanical switches and anti-intrusion springs . y taking  
the shutter to the required limit positions by means of a transmitter or  
wall-mounted control, the motor automatically memorises the settings.

PLUG-AND-PLAY
Thanks to this function  no programming of the motor is re uired   
thanks to installation with automatic continuous memorising of limit switch 
positions dynamic update .

SMART-MEMO
During installation of the rolling shutter, the exclusive Smart-Memo function 
recognises any Nice transmitter as a test transmitter  without having 
to perform the memorising procedure. The memory is cleared by simply 
disconnecting the gearmotor.

INTERMEDIATE HEIGHT
uickly and easily recalls your favourite position with a simple pressure.

You can set numerous intermediate heights without the need for visual 
control of awning, blind or shutter movement to the required position.

ROLLING SHUTTER PROTECTION
Perfect control of force protects the rolling shutter from damage caused 
by freezing or excessive friction during raising and recognises possible 
obstacles during lowering. The recognition can be adjusted on a number  
of levels, it preserves the rolling shutter from damage and, when  
anti-intrusion springs are fitted  improves resistance.

RDC closing torque reduction system, specifically for automating bo  
awnings. R C  tor ue reduction system to stop movement gently without 
straining the fabric when the closed position is reached. 
evel ad ustment by TT R  TT  or - iew TT programmers.

FRT FUNCTION (Fabric tensioning system)
retracts the fabric by a programmable amount when the fully open position 
has been reached, thereby eliminating unsightly sagging.

FTC FUNCTION (Automatic hooking system
Specific for the automation of awnings with blocking mechanism with 
automatic hooking  such as arbour awnings or wintergardens. Two limit 
positions can be set for the hooking and unhooking procedures.

FTA FUNCTION (Manual hooking system)
Specific for automating awnings with manual hooking and blocking system. 
Guarantees correct fabric tensioning in one or more points where the 
manual blocking mechanism is positioned.

MEMORY LOCKING
emory locking lets you programme the transmitters safely  without the risk 

of accidental memorising. The function can be deactivated at any moment. 
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Alphabetical index
Code Product category Page

AG4B Portable transmitter to control lights and electrical loads, black (with charger base) 32

AG4BB Portable transmitter to control lights and electrical loads, black 32

AG4BR Portable transmitter to control lights and electrical loads, red 32

AG4BW Portable transmitter to control lights and electrical loads, white 32

AG4R Portable transmitter to control lights and electrical loads, red (with charger base) 32

AG4W Portable transmitter to control lights and electrical loads, white (with charger base) 32

AIR 1RW Wall-mounted touchless radio transmitter for controlling one automation or group of automations 36

ALA1 Battery charger 69

B1,2V2.4315 Pair of rechargeable batteries for TTPRO 67

CK28000A0 Kit for canopy awnings, tubular motor with mechanical limit switch. Ø 45 mm. 15 Nm, 17 rpm 148

CK28000A2 Kit for canopy awnings, tubular motor with electronic limit switch, control unit, built-in receiver.  
Ø 45 mm. 15 Nm, 17 rpm

149

CORE Nice Wi-Fi-Radio Gateway 22

DMAM DIN module to control 2 groups of motors or AC operators through high voltage outputs 78

DMBD DIN module for the radio control of devices connected to the Nice modular system  79

DMBD GW DIN module for the radio control of devices connected to the Nice modular system 80

DMBM DIN module to manage complex systems through the Nice Screen Configuration Tool  81

DMBPD DIN module for Bus signal and power distribution 76

DMDCM DIN module to control 2 groups of motors or AC or DC operators through low voltage dry contact outputs 77

DMKNX DIN module to manage systems operating on a Konnex Bus 82

DMLPS2415 Power supply module for DIN rail, 24 Vdc, 15 W 76

DMLPS2430 Power supply module for DIN rail, 24 Vdc, 30 W 76

E ACTION MI 1020 AC Tubular motor with electronic limit switch, 100-240 Vac, 10 Nm, 20 rpm 107

E ACTION MI 332 AC Tubular motor with electronic limit switch, 100-240 Vac, 3 Nm, 32 rpm 107

E ACTION MI 632 AC Tubular motor with electronic limit switch, 100-240 Vac, 6 Nm, 32 rpm 107

Code Product category Page

E ACTION SI 1012 AC Tubular motor with electronic limit switch, 100-240 Vac, 10 Nm, 12 rpm 97

E ACTION SI 332 AC Tubular motor with electronic limit switch, 100-240 Vac, 3 Nm, 32 rpm 97

E ACTION SI 620 AC Tubular motor with electronic limit switch, 100-240 Vac, 6 Nm, 20 rpm 97

E EDGE MI 1020 AC* Tubular motor with electronic limit switch, dry contact and built-in receiver. 100-240 Vac, 10 Nm, 20 rpm 109

E EDGE MI 1020 AC BD Electronic limit switch, dry contact and built-in radio receiver. Ø 45 mm. 100-240 VAC, 10 Nm, 20 rpm 108

E EDGE MI 1020 DC* Tubular motor with electronic limit switch, dry contact and built-in receiver. 24 Vdc, 10 Nm, 20 rpm 109

E EDGE MI 1020 DC BD Electronic limit switch, dry contact and built-in radio receiver. Ø 45 mm. 24 VDC, 10 Nm, 20 rpm 110

E EDGE MI 332 AC* Tubular motor with electronic limit switch, dry contact and built-in receiver. 100-240 Vac, 3 Nm, 32 rpm 109

E EDGE MI 332 AC BD Electronic limit switch, dry contact and built-in radio receiver. Ø 45 mm. 100-240 VAC, 3 Nm, 32 rpm 108

E EDGE MI 332 DC* Tubular motor with electronic limit switch, dry contact and built-in receiver. 24 Vdc, 3 Nm, 32 rpm 111

E EDGE MI 332 DC BD Electronic limit switch, dry contact and built-in radio receiver. Ø 45 mm. 24 VDC, 3 Nm, 32 rpm 110

E EDGE MI 632 AC* Tubular motor with electronic limit switch, dry contact and built-in receiver. 100-240 Vac, 6 Nm, 32 rpm 109

E EDGE MI 632 AC BD Electronic limit switch, dry contact and built-in radio receiver. Ø 45 mm. 100-240 VAC, 6 Nm, 32 rpm 108

E EDGE MI 632 DC* Tubular motor with electronic limit switch, dry contact and built-in receiver. 24 Vdc, 6 Nm, 32 rpm 111

E EDGE MI 632 DC BD Electronic limit switch, dry contact and built-in radio receiver. Ø 45 mm. 24 VDC, 6 Nm, 32 rpm 110

E EDGE SI 1012 AC* Tubular motor with electronic limit switch, dry contact and built-in receiver. 100-240 Vac, 10 Nm, 12 rpm 99

E EDGE SI 1012 AC BD Electronic limit switch, dry contact and built-in radio receiver. Ø 35 mm. 100-240 VAC, 10 Nm, 12 rpm 98

E EDGE SI 1012 DC* Tubular motor with electronic limit switch, dry contact and built-in receiver. 24 Vdc, 10 Nm, 12 rpm 103

E EDGE SI 1012 DC BD Electronic limit switch, dry contact and built-in radio receiver. Ø 35 mm. 24 VDC, 10 Nm, 12 rpm 102

E EDGE SI 332 AC* Tubular motor with electronic limit switch, dry contact and built-in receiver. 100-240 Vac, 3 Nm, 32 rpm 99

E EDGE SI 332 AC BD Electronic limit switch, dry contact and built-in radio receiver. Ø 35 mm. 100-240 VAC, 3 Nm, 32 rpm 98

E EDGE SI 332 DC* Tubular motor with electronic limit switch, dry contact and built-in receiver. 24 Vdc, 3 Nm, 32 rpm 103

E EDGE SI 332 DC BD Electronic limit switch, dry contact and built-in radio receiver. Ø 35 mm. 24 VDC, 3 Nm, 32 rpm 102

E EDGE SI 620 AC* Tubular motor with electronic limit switch, dry contact and built-in receiver. 100-240 Vac, 6 Nm, 20 rpm 99

*Available until December 31st 2019.



257

Code Product category Page

E EDGE SI 620 AC BD Electronic limit switch, dry contact and built-in radio receiver. Ø 35 mm. 100-240 VAC, 6 Nm, 20 rpm 98

E EDGE SI 620 DC* Tubular motor with electronic limit switch, dry contact and built-in receiver. 24 Vdc, 6 Nm, 20 rpm 103

E EDGE SI 620 DC BD Electronic limit switch, dry contact and built-in radio receiver. Ø 35 mm. 24 VDC, 6 Nm, 20 rpm 102

E EDGE SS 332 AC Tubular motor with electronic limit switch, dry contact, built-in receiver. 100-240 Vac, 3 Nm, 32 rpm.  
For Shangri-la blinds

100

E EDGE SS 620 AC Tubular motor with electronic limit switch, dry contact, built-in receiver. 100-240 Vac, 6 Nm, 20 rpm.  
For Shangri-la blinds

100

E EDGE SV 332 AC Tubular motor with electronic limit switch, dry contact, built-in receiver. 100-240 Vac, 3 Nm, 32 rpm.  
For Venetian blinds

101

E EDGE SV 620 AC Tubular motor with electronic limit switch, dry contact, built-in receiver. 100-240 Vac, 6 Nm, 20 rpm.  
For Venetian blinds

101

E EDGE XSI 0620 LDC Electronic limit switch, dry contact and built-in radio receiver. 12 Vdc, 0.6 Nm, 20 rpm 94

E EDGE XSI 0628 DC Tubular motor with electronic limit switch, dry contact and built-in receiver. 24 Vdc, 0.6 Nm, 28 rpm 95

E EDGE XSI 0820 DC Tubular motor with electronic limit switch, dry contact and built-in receiver. 24 Vdc, 0.8 Nm, 20 rpm 95

E EDGE XSIK 0620 LDC Kit for the automation of small interior blind containing 1 E EDGE XSI 0620 LDC tubular motor  
and 1 external battery pack MLPS12006

94

E FIT M 1517* Tubular motor with electronic limit switch and built-in receiver. Ø 45 mm. 15 Nm, 17 rpm 135

E FIT M 1517 BD Electronic limit switch, built-in bidirectional radio receiver. Ø 45 mm. 15 Nm, 17 rpm 134

E FIT M 3017* Tubular motor with electronic limit switch and built-in receiver. Ø 45 mm. 30 Nm, 17 rpm 135

E FIT M 3017 BD Electronic limit switch, built-in bidirectional radio receiver. Ø 45 mm. 30 Nm, 17 rpm 134

E FIT M 4012* Tubular motor with electronic limit switch and built-in receiver. Ø 45 mm. 40 Nm, 12 rpm 135

E FIT M 4012 BD Electronic limit switch, built-in bidirectional radio receiver. Ø 45 mm. 40 Nm, 12 rpm 134

E FIT M 5012* Tubular motor with electronic limit switch and built-in receiver. Ø 45 mm. 50 Nm, 12 rpm 135

E FIT M 5012 BD Electronic limit switch, built-in bidirectional radio receiver. Ø 45 mm. 50 Nm, 12 rpm 134

E FIT M 817* Tubular motor with electronic limit switch and built-in receiver. Ø 45 mm. 8 Nm, 17 rpm 135

E FIT M 817 BD Electronic limit switch, built-in bidirectional radio receiver. Ø 45 mm. 8 Nm, 17 rpm 134

E FIT MHT 1517 Tubular motor with electronic limit switch, radio receiver, manual emergency override mechanism.  
Ø 45 mm. 15 Nm, 17 rpm

140

E FIT MHT 3017 Tubular motor with electronic limit switch, radio receiver, manual emergency override mechanism.  
Ø 45 mm. 30 Nm, 17 rpm

140

E FIT MHT 4012 Tubular motor with electronic limit switch, radio receiver, manual emergency override mechanism.  
Ø 45 mm. 40 Nm, 17 rpm

140

Code Product category Page

E FIT MHT 5012 Tubular motor with electronic limit switch, radio receiver, manual emergency override mechanism.  
Ø 45 mm. 50 Nm, 17 rpm

140

E FIT MP 1517 Tubular motor with electronic limit switch and built-in receiver. Ø 45 mm. 15 Nm, 17 rpm 177

E FIT MP 3017 Tubular motor with electronic limit switch and built-in receiver. Ø 45 mm. 30 Nm, 17 rpm 177

E FIT MP 517 Tubular motor with electronic limit switch and built-in receiver. Ø 45 mm. 5 Nm, 17 rpm 177

E FIT MP 817 Tubular motor with electronic limit switch and built-in receiver. Ø 45 mm. 8 Nm, 17 rpm 177

E FIT SP 1011 Tubular motor with electronic limit switch and built-in receiver. Ø 35 mm, 10 Nm, 11 rpm 167

E FIT SP 611 Tubular motor with electronic limit switch and built-in receiver. Ø 35 mm, 6 Nm, 11 rpm 167

E L 10012 Tubular motor with mechanical limit switch. Ø 58 mm. 100 Nm, 12 rpm 182

E L 12012 Tubular motor with mechanical limit switch. Ø 58 mm. 120 Nm, 12 rpm 182

E L 5517 Tubular motor with mechanical limit switch. Ø 58 mm. 55 Nm, 17 rpm 182

E L 6517 Tubular motor with mechanical limit switch. Ø 58 mm. 65 Nm, 17 rpm 182

E L 7517 Tubular motor with mechanical limit switch. Ø 58 mm. 75 Nm, 17 rpm 182

E L 8012 Tubular motor with mechanical limit switch. Ø 58 mm. 80 Nm, 12 rpm 182

E LH 10012 Tubular motor with mechanical limit switch and manual emergency override mechanism. Ø 58 mm. 100 
Nm, 12 rpm

185

E LH 12012 Tubular motor with mechanical limit switch and manual emergency override mechanism. Ø 58 mm. 120 
Nm, 12 rpm

185

E LH 5517 Tubular motor with mechanical limit switch and manual emergency override mechanism. Ø 58 mm. 55 
Nm, 17 rpm

185

E LH 6517 Tubular motor with mechanical limit switch and manual emergency override mechanism. Ø 58 mm. 65 
Nm, 17 rpm

185

E LH 7517 Tubular motor with mechanical limit switch and manual emergency override mechanism. Ø 58 mm. 75 
Nm, 17 rpm

185

E LH 8012 Tubular motor with mechanical limit switch and manual emergency override mechanism. Ø 58 mm. 80 
Nm, 12 rpm

185

E M 1026 Tubular motor with mechanical limit switch. Ø 45 mm. 10 Nm, 26 rpm 129

E M 1517 Tubular motor with mechanical limit switch. Ø 45 mm. 15 Nm, 17 rpm 129

E M 1517 SH Mechanical limit switch. Ø 45 mm. 15 Nm, 17 rpm 130

E M 3017 Tubular motor with mechanical limit switch. Ø 45 mm. 30 Nm, 17 rpm 129

E M 3017 SH Mechanical limit switch. Ø 45 mm. 30 Nm, 17 rpm 130

*Available until December 31st 2019.
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E M 4012 Tubular motor with mechanical limit switch. Ø 45 mm. 40 Nm, 12 rpm 129

E M 426 Tubular motor with mechanical limit switch. Ø 45 mm. 44 Nm, 26 rpm 129

E M 5012 Tubular motor with mechanical limit switch. Ø 45 mm. 50 Nm, 12 rpm 129

E M 517 Tubular motor with mechanical limit switch. Ø 45 mm. 5 Nm, 17 rpm 129

E M 817 Tubular motor with mechanical limit switch. Ø 45 mm. 8 Nm, 17 rpm 129

E M 817 SH Mechanical limit switch. Ø 45 mm. 8 Nm, 17 rpm 130

E MAT LA 10012 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 58 mm. 100 Nm, 12 rpm 184

E MAT LA 12012 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 58 mm. 120 Nm, 12 rpm 184

E MAT LA 5517 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 58 mm. 55 Nm, 17 rpm 184

E MAT LA 6517 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 58 mm. 65 Nm, 17 rpm 184

E MAT LA 7517 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 58 mm. 75 Nm, 17 rpm 184

E MAT LA 8012 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 58 mm. 80 Nm, 12 rpm 184

E MAT LT 10012 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 58 mm. 100 Nm, 12 rpm 143

E MAT LT 12012 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 58 mm. 120 Nm, 12 rpm 143

E MAT LT 5517 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 58 mm. 55 Nm, 17 rpm 143

E MAT LT 6517 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 58 mm. 65 Nm, 17 rpm 143

E MAT LT 7517 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 58 mm. 75 Nm, 17 rpm 143

E MAT LT 8012 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 58 mm. 80 Nm, 12 rpm 143

E MAT MA 1517 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 45 mm. 15 Nm, 17 rpm 178

E MAT MA 3017 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 45 mm. 30 Nm, 17 rpm 178

E MAT MA 4012 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 45 mm. 40 Nm, 12 rpm 178

E MAT MA 5012 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 45 mm. 50 Nm, 12 rpm 178

E MAT MA 517 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 45 mm. 5 Nm, 17 rpm 178

E MAT MA 817 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 45 mm. 8 Nm, 17 rpm 178

Code Product category Page

E MAT MKT 1517 Tubular motor with electronic limit switch, receiver, TTBus, electromechanical brake, 1.5 m long rubber 
cable, 15 Nm, 17 rpm

136

E MAT MKT 3017 Tubular motor with electronic limit switch, receiver, TTBus, electromechanical brake, 1.5 m long rubber 
cable, 30 Nm, 17 rpm

136

E MAT MKT 5012 Tubular motor with electronic limit switch, receiver, TTBus, electromechanical brake, 1.5 m long rubber 
cable, 50 Nm, 12 rpm

136

E MAT MO 1012 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 45 mm. 10 Nm, 12 rpm 179

E MAT MO 1517 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 45 mm. 15 Nm, 17 rpm 179

E MAT MO 2012 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 45 mm. 20 Nm, 12 rpm 179

E MAT MO 3017 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 45 mm. 30 Nm, 17 rpm 179

E MAT MO 4012 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 45 mm. 40 Nm, 12 rpm 179

E MAT MO 5012 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 45 mm. 50 Nm, 12 rpm 179

E MAT MO 817 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 45 mm. 8 Nm, 17 rpm 179

E MAT MT 1026 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 45 mm. 10 Nm, 26 rpm 136

E MAT MT 1517 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 45 mm. 15 Nm, 17 rpm 136

E MAT MT 3017 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 45 mm. 30 Nm, 17 rpm 136

E MAT MT 4012 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 45 mm. 40 Nm, 12 rpm 136

E MAT MT 426 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 45 mm. 4 Nm, 26 rpm 136

E MAT MT 5012 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 45 mm. 50 Nm, 12 rpm 136

E MAT MT 817 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 45 mm. 8 Nm, 17 rpm 136

E MAT MVS 1026 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 45 mm. 10 Nm, 26 rpm 137

E MAT MVS 1517 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 45 mm. 15 Nm, 17 rpm 137

E MAT MVS 426 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 45 mm. 4 Nm, 26 rpm 137

E MAT MVS 817 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 45 mm. 8 Nm, 17 rpm 137

E MAT SA 1011 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 35 mm. 10 Nm, 11 rpm 168

E MAT SA 611 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 35 mm. 6 Nm, 11 rpm 168

E MAT ST 1011 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 35 mm. 10 Nm, 11 rpm  128
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E PLUS MH 4012 Tubular motor with mechanical limit switch, receiver, TTBus, manual emergency override mechanism.  
Ø 45 mm. 40 Nm, 12 rpm

139

E PLUS MH 5012 Tubular motor with mechanical limit switch, receiver, TTBus, manual emergency override mechanism.  
Ø 45 mm. 50 Nm, 12 rpm

139

E QUICK M 1026 Tubular motor with pushbutton limit switch. Ø 45 mm. 10 Nm, 26 rpm 131

E QUICK M 1517 Tubular motor with pushbutton limit switch. Ø 45 mm. 15 Nm, 17 rpm 131

E QUICK M 3017 Tubular motor with pushbutton limit switch. Ø 45 mm. 30 Nm, 17 rpm 131

E QUICK M 4012 Tubular motor with pushbutton limit switch. Ø 45 mm. 40 Nm, 12 rpm 131

E QUICK M 5012 Tubular motor with pushbutton limit switch. Ø 45 mm. 50 Nm, 12 rpm 131

E QUICK M 817 Tubular motor with pushbutton limit switch. Ø 45 mm. 8 Nm, 17 rpm 131

E S 1011 Tubular motor with mechanical limit switch. Ø 35 mm. 10 Nm, 11 rpm 126

E S 1311 Tubular motor with mechanical limit switch. Ø 35 mm. 13 Nm, 11 rpm 126

E S 324 Tubular motor with mechanical limit switch. Ø 35 mm. 3 Nm, 24 rpm 126

E S 524 Tubular motor with mechanical limit switch. Ø 35 mm. 5 Nm, 24 rpm 126

E S 611 Tubular motor with mechanical limit switch. Ø 35 mm. 6 Nm, 11 rpm 126

E SMART MI 1020 AC Tubular motor with electronic limit switch, dry contact and BusT4. 100-240 Vac, 10 Nm, 20 rpm 112

E SMART MI 1020 DC Tubular motor with electronic limit switch, dry contact and BusT4. 24 Vdc, 10 Nm, 20 rpm 113

E SMART MI 332 AC Tubular motor with electronic limit switch, dry contact and BusT4. 100-240 Vac, 3 Nm, 32 rpm 112

E SMART MI 332 DC Tubular motor with electronic limit switch, dry contact and BusT4. 24 Vdc, 3 Nm, 32 rpm 113

E SMART MI 632 AC Tubular motor with electronic limit switch, dry contact and BusT4. 100-240 Vac, 6 Nm, 32 rpm 112

E SMART MI 632 DC Tubular motor with electronic limit switch, dry contact and BusT4. 24 Vdc, 6 Nm, 32 rpm 113

E SMART SI 1012 AC Tubular motor with electronic limit switch, dry contact and BusT4. 100-240 Vac, 10 Nm, 12 rpm 104

E SMART SI 1012 DC Tubular motor with electronic limit switch, dry contact and BusT4. 24 Vdc, 10 Nm, 12 rpm 105

E SMART SI 332 AC Tubular motor with electronic limit switch, dry contact and BusT4. 100-240 Vac, 3 Nm, 32 rpm 104

E SMART SI 332 DC Tubular motor with electronic limit switch, dry contact and BusT4. 24 Vdc, 3 Nm, 32 rpm 105

E SMART SI 620 AC Tubular motor with electronic limit switch, dry contact and BusT4. 100-240 Vac, 6 Nm, 20 rpm 104
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E MAT ST 324 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 35 mm. 3 Nm, 24 rpm  128

E MAT ST 524 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 35 mm. 5 Nm, 24 rpm  128

E MAT ST 611 Tubular motor with electronic limit switch, built-in receiver and TTBus. Ø 35 mm. 6 Nm, 11 rpm  128

E MH 1517 Tubular motor with mechanical limit switch and manual emergency override mechanism. Ø 45 mm. 15 
Nm, 17 rpm

138

E MH 2012 DC Tubular motor with mechanical limit switch and manual emergency override mechanism. Ø 45 mm.12 
Vdc, 20 Nm, 12 rpm

138

E MH 3017 Tubular motor with mechanical limit switch and manual emergency override mechanism. Ø 45 mm. 30 
Nm, 17 rpm

138

E MH 4012 Tubular motor with mechanical limit switch and manual emergency override mechanism. Ø 45 mm. 40 
Nm, 12 rpm

138

E MH 5012 Tubular motor with mechanical limit switch and manual emergency override mechanism. Ø 45 mm. 50 
Nm, 12 rpm

138

E MK 1517 Tubular motor with mechanical limit switch, electromechanical brake and 1.5 m long rubber cable, 15 
Nm, 17 rpm

129

E MK 3017 Tubular motor with mechanical limit switch, electromechanical brake and 1.5 m long rubber cable, 30 
Nm, 17 rpm

129

E MK 5012 Tubular motor with mechanical limit switch, electromechanical brake and 1.5 m long rubber cable, 50 
Nm, 12 rpm

129

E PLUS LH 10012 Tubular motor with mechanical limit switch, receiver, TTBus, manual emergency override mechanism. Ø 
58 mm. 100 Nm, 12 rpm

145

E PLUS LH 12012 Tubular motor with mechanical limit switch, receiver, TTBus, manual emergency override mechanism. Ø 
58 mm. 120 Nm, 12 rpm

145

E PLUS LH 5517 Tubular motor with mechanical limit switch, receiver, TTBus, manual emergency override mechanism. Ø 
58 mm. 55 Nm, 17 rpm

145

E PLUS LH 6517 Tubular motor with mechanical limit switch, receiver, TTBus, manual emergency override mechanism. Ø 
58 mm. 65 Nm, 17 rpm

145

E PLUS LH 7517 Tubular motor with mechanical limit switch, receiver, TTBus, manual emergency override mechanism. Ø 
58 mm. 75 Nm, 17 rpm

145

E PLUS LH 8012 Tubular motor with mechanical limit switch, receiver, TTBus, manual emergency override mechanism. Ø 
58 mm. 80 Nm, 12 rpm

145

E PLUS M 1517 Tubular motor with pushbutton limit switch, built-in receiver and TTBUS. Ø 45 mm. 15 Nm, 17 rpm 132

E PLUS M 3017 Tubular motor with pushbutton limit switch, built-in receiver and TTBUS. Ø 45 mm. 30 Nm, 17 rpm 132

E PLUS M 4012 Tubular motor with pushbutton limit switch, built-in receiver and TTBUS. Ø 45 mm. 40 Nm, 12 rpm 132

E PLUS M 5012 Tubular motor with pushbutton limit switch, built-in receiver and TTBUS. Ø 45 mm. 50 Nm, 12 rpm 132

E PLUS M 817 Tubular motor with pushbutton limit switch, built-in receiver and TTBUS. Ø 45 mm. 8 Nm, 17 rpm 132

E PLUS MH 1517 Tubular motor with mechanical limit switch, receiver, TTBus, manual emergency override mechanism. Ø 
45 mm. 15 Nm, 17 rpm

139

E PLUS MH 3017 Tubular motor with mechanical limit switch, receiver, TTBus, manual emergency override mechanism. Ø 
45 mm. 30 Nm, 17 rpm

139
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E SMART SI 620 DC Tubular motor with electronic limit switch, dry contact and BusT4. 24 Vdc, 6 Nm, 20 rpm 105

E SMART XSI 0628 DC Tubular motor with electronic limit switch, dry contact and BusT4. 24 Vdc, 0.6 Nm, 28 rpm 96

E SMART XSI 0820 DC Tubular motor with electronic limit switch, dry contact and BusT4. 24 Vdc, 0.8 Nm, 20 rpm 96

E STAR LA 10012 Tubular motor with electronic limit switch. Ø 58 mm. 100 Nm, 12 rpm 183

E STAR LA 12012 Tubular motor with electronic limit switch. Ø 58 mm. 120 Nm, 12 rpm 183

E STAR LA 5517 Tubular motor with electronic limit switch. Ø 58 mm. 55 Nm, 17 rpm 183

E STAR LA 6517 Tubular motor with electronic limit switch. Ø 58 mm. 65 Nm, 17 rpm 183

E STAR LA 7517 Tubular motor with electronic limit switch. Ø 58 mm. 75 Nm,17 rpm 183

E STAR LA 8012 Tubular motor with electronic limit switch. Ø 58 mm. 80 Nm, 12 rpm 183

E STAR LT 10012 Tubular motor with electronic limit switch. Ø 58 mm. 100 Nm, 12 rpm 142

E STAR LT 12012 Tubular motor with electronic limit switch. Ø 58 mm. 120 Nm, 12 rpm 142

E STAR LT 5517 Tubular motor with electronic limit switch. Ø 58 mm. 55 Nm, 17 rpm 142

E STAR LT 6517 Tubular motor with electronic limit switch. Ø 58 mm. 65 Nm, 17 rpm 142

E STAR LT 7517 Tubular motor with electronic limit switch. Ø 58 mm. 75 Nm,17 rpm 142

E STAR LT 8012 Tubular motor with electronic limit switch. Ø 58 mm. 80 Nm, 12 rpm 142

E STAR MA 1517 Tubular motor with electronic limit switch. Ø 45 mm. 15 Nm, 17 rpm 173

E STAR MA 3017 Tubular motor with electronic limit switch. Ø 45 mm. 30 Nm, 17 rpm 173

E STAR MA 4012 Tubular motor with electronic limit switch. Ø 45 mm. 40 Nm, 12 rpm 173

E STAR MA 5012 Tubular motor with electronic limit switch. Ø 45 mm. 50 Nm, 12 rpm 173

E STAR MA 517 Tubular motor with electronic limit switch. Ø 45 mm. 5 Nm, 17 rpm 173

E STAR MA 817 Tubular motor with electronic limit switch. Ø 45 mm. 8 Nm, 17 rpm 173

E STAR MKT 1517 Tubular motor with electronic limit switch, electromechanical brake and 1.5 m long rubber cable,  
15 Nm, 17 rpm

133

E STAR MKT 3017 Tubular motor with electronic limit switch, electromechanical brake and 1.5 m long rubber cable,  
30 Nm, 17 rpm

133

E STAR MKT 5012 Tubular motor with electronic limit switch, electromechanical brake and 1.5 m long rubber cable,  
50 Nm, 12 rpm

133
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E STAR MP 1517 Tubular motor with electronic limit switch. Ø 45 mm. 15 Nm, 17 rpm 174

E STAR MP 3017 Tubular motor with electronic limit switch. Ø 45 mm. 30 Nm, 17 rpm 174

E STAR MP 517 Tubular motor with electronic limit switch. Ø 45 mm. 5 Nm, 17 rpm 174

E STAR MP 817 Tubular motor with electronic limit switch. Ø 45 mm. 8 Nm, 17 rpm 174

E STAR MT 1026 Tubular motor with electronic limit switch. Ø 45 mm. 10 Nm, 26 rpm 133

E STAR MT 1517 Tubular motor with electronic limit switch. Ø 45 mm. 15 Nm, 17 rpm 133

E STAR MT 3017 Tubular motor with electronic limit switch. Ø 45 mm. 30 Nm, 17 rpm 133

E STAR MT 4012 Tubular motor with electronic limit switch. Ø 45 mm. 40 Nm, 12 rpm 133

E STAR MT 426 Tubular motor with electronic limit switch. Ø 45 mm. 4 Nm, 26 rpm 133

E STAR MT 5012 Tubular motor with electronic limit switch. Ø 45 mm. 50 Nm, 12 rpm 133

E STAR MT 817 Tubular motor with electronic limit switch. Ø 45 mm. 8 Nm, 17 rpm 133

E STAR SA 1011 Tubular motor with electronic limit switch. Ø 35 mm. 10 Nm, 11 rpm 165

E STAR SA 611 Tubular motor with electronic limit switch. Ø 35 mm. 6 Nm, 11 rpm 165

E STAR SP 1011 Tubular motor with electronic limit switch. Ø 35 mm. 10 Nm, 11 rpm 166

E STAR SP 611 Tubular motor with electronic limit switch. Ø 35 mm. 6 Nm, 11 rpm 166

E STAR ST 1011 Tubular motor with electronic limit switch. Ø 35 mm. 10 Nm, 11 rpm 127

E STAR ST 324 Tubular motor with electronic limit switch. Ø 35 mm. 3 Nm, 24 rpm 127

E STAR ST 524 Tubular motor with electronic limit switch. Ø 35 mm. 5 Nm, 24 rpm 127

E STAR ST 611 Tubular motor with electronic limit switch. Ø 35 mm. 6 Nm, 11 rpm 127

E XL 12012  Tubular motor with mechanical limit switch. Ø 90 mm. 120 Nm, 12 rpm 146

E XL 15012 Tubular motor with mechanical limit switch. Ø 90 mm. 150 Nm, 12 rpm 146

E XL 18012 Tubular motor with mechanical limit switch. Ø 90 mm. 180 Nm, 12 rpm 146

E XL 23012 Tubular motor with mechanical limit switch. Ø 90 mm. 230 Nm, 12 rpm 146

E XL 30012 Tubular motor with mechanical limit switch. Ø 90 mm. 300 Nm, 12 rpm 146
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E XLH 12012 Tubular motor with mechanical limit switch and manual emergency override mechanism. Ø 90 mm. 120 
Nm, 12 rpm

147

E XLH 15012 Tubular motor with mechanical limit switch and manual emergency override mechanism. Ø 90 mm. 150 
Nm, 12 rpm

147

E XLH 18012 Tubular motor with mechanical limit switch and manual emergency override mechanism. Ø 90 mm. 180 
Nm, 12 rpm

147

E XLH 23012 Tubular motor with mechanical limit switch and manual emergency override mechanism. Ø 90 mm. 230 
Nm, 12 rpm

147

E XLH 30012 Tubular motor with mechanical limit switch and manual emergency override mechanism. Ø 90 mm. 300 
Nm, 12 rpm

147

ERA P VIEW Multifunction radio transmitter with LCD display. Can control up to 99 devices singly or in groups 30

INB Communication interface between Bticino Bus (SCS) and Nice Bus (TTBus and BusT4) 68

KRONO 1WC Wall-mounted programmable timer, with lcd graphic display. Mains powered, manages 1 group of motors 
by wire

45

KRONO 1WW Wall-mounted radio programmable timer, with lcd graphic display. Battery-powered, manages 1 channel 
via radio

45

KRONO 6WW Wall-mounted radio programmable timer, with lcd graphic display. Battery-powered, manages up to  
6 channels via radio

45

MHPS24320 24 Vdc, 320 W power supply 114

MHPS24320F 24 Vdc, 320 W power supply, without fan 114

MHPS24500 24 Vdc, 500 W power supply 114

MLPS12006 External power supply with 8 AA 1.5 V lithium batteries and support. 12 Vdc, 6 Watt 94

MW1 Portable transmitter, activates 1 Open-Stop-Close automation in single or multigroup mode 44

MW2 Portable transmitter, activates 2 Open-Stop-Close automations in single or multigroup mode 44

MW3 Portable transmitter, activates 3 Open-Stop-Close automations in single or multigroup mode 44

NEMO SCT Radio-controlled Sun sensor, powered by built-in photovoltaic cells 48

NEMO SRT Radio-controlled Sun-Rain sensor, powered by mains electricity 49

NEMO WSCT Radio-controlled Wind-Sun sensor, powered by built-in photovoltaic cells 48

NEMO WSRT  Radio-controlled Wind-Sun-Rain sensor, powered by mains electricity 49

NEMOVIBE Radio-controlled wind sensor, battery-powered 52

OVIEWTT Control, programming and diagnostics unit for devices with TTBus connection 68

P1 Portable transmitter to control 1 automation group or 1 electrical load system 40

Code Product category Page

P18 Portable transmitter to control 18 automation groups or 18 electrical load systems 40

P1S Portable transmitter to control 1 automation group or 1 electrical load system, with Sun ON/OFF keys 40

P1SBD Portable bidirectional transmitter to control one automation or automation group, with sun on/off key  
and key to verify automation status

38

P1V Portable transmitter to control 1 automation group or 1 electrical load system, with slider dimmer 40

P6 Portable transmitter to control 6 automation groups or 6 electrical load systems 40

P6S Portable transmitter to control 6 automation groups or 6 electrical load systems 40

P6SBD Portable bidirectional transmitter to control six automations or automation groups for activation in single 
or multigroup mode, with sun on/off key and key to verify automation status

38

P6SV Portable transmitter to control 6 automation groups or electrical load systems, with Sun ON/OFF keys  
and slider dimmer

40

P6SVBD Portable bidirectional transmitter to control 6 automations or automation groups for activation in single  
or multigroup mode, with slider, key for sun on/off and key to verify automation status

38

PATIO1515 Linear actuator with 1500 N pulling force adn 24Vdc supply power 192

PATIOCONTROL Control unit for patios. 24 VDC 193

PATIOKIT1515 Kit composed by linear actuator with 1500 N pulling force, control unit and temperature sensor 192

PATIOLPS240 240 W power supply module 193

PATIOSENSORT PatioControl temperature sensor 193

TT1L 433.92 MHz frequency receiver, rolling code. To control loads at 230 Vac voltage with power up to 500 W 61

TT1N 433.92 MHz frequency receiver, rolling code. To control motors up to 500 W. 61

TT1V 433.92 MHz frequency receiver, rolling code. For Venetian blinds. To control motors up to 500 W 61

TT1VR 433.92 MHz frequency receiver, with Hirschmann connector to control a motor of up to 500 W 62

TT2D Control unit to control 230 Vac lighting installations with built-in radio receiver and switching module 59

TT2L Control unit to control 230 Vac lighting installations with built-in radio receiver 59

TT2N Control unit to control one 230 Vac tubular motor with built-in radio receiver  57

TT2Z Radio receiver and control unit for dry contact controlled motors, 4-wire motors and lights 58

TT3 Control unit to control 1 motor up to 1000 W 63

TT4 Control unit to control 1 motor up to 1000 W 63
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WM001G Module to control 1 Open-Stop-Close automation in single or multigroup mode 34

WM002G Module to control 2 Open-Stop-Close automations in single or multigroup mode 34

WM003C 3 channel module to control 3 automations 34

WM003C1G Module to control 3 Step-by-Step automations and 1 Open-Stop-Close automation 34

WM003G Module to control 3 Open-Stop-Close automation groups in single or multigroup mode 34

WM004G Module to control 4 Open-Stop-Close automations in single or multigroup mode, plus a sun sensor 34

WM006G Module to control 6 Open-Stop-Close automation groups in single or multigroup mode 34

WM009C 9 channel module to control 9 automations 34

WM080G Module to control 80 Open-Stop-Close automations in single or multigroup mode, plus a sun sensor  34

WM240C Module to control 240 Step-by-Step automations in single or multigroup mode 34

WMS01S Sun-Ambient sensor. Suction support supplied 46

WMS01ST Sun-Ambient-Temperature sensor. Suction support supplied 46

WRA Rectangular wall plate, aluminium 35

WRB Rectangular wall plate, black 35

WRG Rectangular wall plate, graphite 35

WRS Rectangular wall plate, water green 35

WRT Rectangular wall plate, neutral transparent 35

WRW Rectangular wall plate, white 35

WSA Square wall plate, aluminium 35

WSB Square wall plate, black 35

WSG Square wall plate, graphite 35

WSS Square wall plate, water green 35

WST Square wall plate, neutral transparent 35

WSW Square wall plate, white 35

Code Product category Page

TT5 Control unit to control 2 synchronised motors up to 600 W 63

TT6 TTBUS-RS232 interface and control unit for tubular motors 64

TTDMS Recessed control unit with built-in radio receiver for electrical loads up to 250 W, ON/OFF and dimmer 
functions

60

TTE Expansion to control a number of motors, for Mindy TT series control units 70

TTPRO BD Palmtop programmer for Nice tubular motors with TTBUS or dry contact technology 67

TTU Electronic limit switch programming unit 70

TTX4 Recessed transmitter powered by mains electricity, 4 channels 56

TTXB4 Recessed transmitter, battery-powered, 4 channels 56

VOLO Wind sensor 50

VOLO S Wind-Sun sensor  50

VOLO S-RADIO Radio-controlled Wind-Sun sensor 51

VOLO ST Wind-Sun sensor with thresholds adjustable by trimmer 50

W1 Wall-mounted transmitter to control 1 electrical load system or automation group 42

W1S Wall-mounted transmitter to control 1 electrical load system or automation group, with Sun ON/OFF keys 42

W1SBD Wall-mounted bidirectional transmitter to control one automation or automation group, with sun On/Off 
key and key to verify automation status

39

W6 Wall-mounted transmitter to control 6 electrical load systems for activation in single or multigroup mode 42

W6S Wall-mounted transmitter to control 6 electrical loads for activation in single or multigroup mode, with 
Sun ON/OFF keys

42

W6SBD Wall-mounted bidirectional transmitter to control 6 automations or automation groups for activation in 
single or multigroup mode, with sun On/Off key and key to verify automation status

39

WAX Table-top support in white plastic and blue ice rubber 35

WCF Mini cover, fern green  35

WCG Mini cover, graphite 35

WCI Mini cover, ice blue 35

WCO Mini cover, orange  35

WM001C 1 channel module to control 1 automation 34
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WWW Magnetic wall fixing for WAX 35

39.030 Hirschmann Stas male connector 3N grey (for use with 39.032) 248

39.031 Hirschmann Stas female connector 3N grey (for use with 39.032) 248

39.032 Fixing bracket to be applied to 39.030 248

41.082 Plastic bearing, Ø 42 mm and 12 mm hole axis 248

503.04000 Octagonal adapter 40x(0.6-0.8) wheel + crown 197

503.04001 Octagonal adapter 40x1 wheel + crown 197

503.15000 Notch adapter 50x2 wheel + crown 197

503.15300 Notch adapter 53x1.5 wheel + crown 197

503.15301 Notch adapter 53x2 wheel + crown 197

503.24000 Round adapter 40x1 wheel + crown 197

503.24115 Round adapter 44x3.5 wheel + crown 197

503.24315 Round adapter with ribbing and inner size 37 wheel + crown 198

503.24500 ZF45 adapter wheel + crown 198

503.24615 Notch adapter 45x4 wheel + crown 198

503.25000 Round adapter 50x1.5 wheel + crown 198

503.25001 Round adapter 50 Rollease (Roller 2.00 K) wheel + crown 198

503.25003 Round adapter 45 Acmeda 199

503.25300 Notch adapter 53x1.5 HD wheel + crown 199

503.26000 Round adapter 60x2 with special notch and inner ridges wheel + crown 199

503.26200 Round adapter 63x1.5 (Welser) - 62x0.6 (Deprat) wheel + crown 199

503.26201 Oval adapter with notch 61-64x1.5 wheel + crown 200

512.22900 Round 29x1.5 Benthin wheel 196

512.22901 Round 29x1.3 Rollease wheel 196

Code Product category Page

512.23000 Round 30x1 Coulisse wheel 196

512.23600 Extra-small ring adaptor for small crown 196

513.04000 Octagonal 37 rubber wheel + crown 200

513.15200 Notch adapter 52x2 Benthin wheel + crown 200

513.16300 Notch 65x1.8 wheel + crown 200

513.16501 Notch 65x1.8 Coulisse wheel + crown 200

513.18000 Notch 80x2.5 Coulisse wheel + crown 200

513.24000 Round adapter 40x1 wheel + crown 201

513.24015 Round adapter 40x1.5 wheel + crown 201

513.24200 Round adapter 42x1.5 Coulisse wheel + crown 201

513.24201 Round 42x1.5 Silentgliss|wheel + crown 201

513.24215 Round adapter 44 wheel + crown 202

513.24401 Round adapter 44x1.5 Benthin wheel + crown 202

513.24415 Round adapter 44.5x1.5 wheel + crown 202

513.24515 Round adapter 45x4.5 wheel + crown 202

513.24900 Notch 49x2.9 and 60x2.5 Mottura wheel + crown 203

515.01020 Octagonal adapter 102x2.5 wheel + crown 209

515.05200 Octagonal adapter 52x0.8 wheel + crown 209

515.05700 Octagonal adapter 57x0.8 wheel + crown 209

515.06000 Octagonal adapter 60x(0.6-1) wheel + crown 210

515.06010 Octagonal star adapter 60x0.5 wheel + crown 210

515.07000 Octagonal adapter 70x(1-1.5) wheel + crown 210

515.16300 Inclined notch adapter 63x0.8 wheel + crown  210

515.16301 Notch 65x1.8 overmoulded wheel + crown 210
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515.26264 ZF64 adapter wheel + crown 216

515.26400 Round adapter 64 with ribbing, inner size 47 wheel + crown 217

515.26500 Adapter Eckermann 65 wheel + crown 217

515.26501 Notch adapter 65x1.8 wheel + crown 217

515.26600 Notch adapter 66x2 HD wheel + crown 217

515.27000 Round adapter 70x1.5 wheel + crown 217

515.27300 Inclined notch adapter 70x0.9 wheel + crown 217

515.28000 ZF80 adapter wheel + crown 218

515.28500 Notch adapter 85 wheel + crown 218

515.28900 Round adapter 89x1.1 (Deprat) wheel + crown 218

516.01020 Octagonal adapter 102x2.5 wheel + crown 228

516.01021 Round adapter 102x(1.5-2) wheel + crown 228

516.01022 Round adapter 108x3.5 wheel + crown 229

516.01023 Notch adapter 100x1.5 wheel + crown 229

516.07000 Octagonal adapter 70x1 wheel + crown 230

516.07015 Octagonal adapter 70x1.5 wheel + crown 230

516.17300 Inclined notch adapter 80x1 wheel + crown 230

516.17800 Flat notch adapter 78x(0.8-1.1) wheel + crown 231

516.17802 Notch adapter 78x1 wheel + crown 231

516.21020 Round adapter 102x3 wheel + crown 232

516.21021 Round adapter 98x2 wheel + crown 232

516.26400 Round adapter 64x2 wheel + crown 233

516.27000 Round adapter 70x1.5 wheel + crown 233

516.27001 Round 70x1.5 wheel + crown 233

Code Product category Page

515.16500 Notch adapter 65x2.5 Benthin wheel + crown 210

515.17000 Notch adapter 70 wheel + crown 211

515.17100 Notch adapter 70 wheel + concentric crown 211

515.17102 Enlarged notch adapter 71x1.8 wheel + crown 211

515.17300 Inclined notch adapter 80x1 wheel + crown 212

515.17800 Notch adapter 78x(1-1.5) wheel + crown 212

515.17801 Enlarged notch adapter 78x1 wheel + crown 213

515.17802 Notch adapter 80x2 wheel + crown 213

515.18300 Notch adapter 83x3 wheel + crown 213

515.18301 Notch 83x3 Rollease wheel + crown 214

515.25000 Round adapter 50x1.5 wheel 214

515.25001 Round adapter with ribbing and tongue inner size 47 wheel + ring crown 214

515.25002 Round adapter 50x1.5 wheel and ring crown 215

515.25003 Round adapter 50x1.5 wheel + compensating crown 215

515.25004 Round adapter with ribbing and tongue inner size 47 wheel + compensating crown 215

515.25005 Round adapter 50x2 wheel 215

515.25006 Round adapter 50x(1.3-1.5) wheel + crown 215

515.25007 Round inner size 47 wheel + crown 215

515.25200 Adapter Soprofen 52 wheel 215

515.26000 Round adapter 60x1.5 wheel + crown 215

515.26002 Notch adapter 60 Acmeda wheel + crown 216

515.26020 Round adapter 60x2 wheel + crown 216

515.26200 Round adapter 63x1 (Welser) - 62x0.6 (Deprat) wheel + crown 216

515.26254 ZF54 adapter wheel + crown 216
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516.28000 ZF80 adapter wheel + crown 234

516.28500 Notch adapter 85x(1.2-1.5) wheel + crown 235

516.28501 Notch adapter 85x1 wheel + crown 236

516.28502 Notch adapter 85x(1.2-1.5) wheel + crown 236

516.28900 Round adapter 89x1 (Deprat) wheel + crown 237

517.01140 Octagonal adapter 114 mm Heroal wheel + crown 240

517.21020 Round adapter 102x2 mm with M8 threaded holes wheel + crown 240

517.21080 Round adapter 108x3.6 mm without threaded holes wheel + crown 241

517.21200 Round adapter 120 mm Alukon with M8 threaded holes wheel + crown 241

517.21331 Round adapter 133x2 mm with M8 threaded holes wheel + crown 242

517.21332 Round adapter 133x2.5 mm with M8 threaded holes wheel + crown 242

517.21333 Round adapter 133x4 mm with M8 threaded holes wheel + crown 243

517.21334 Round adapter 133x4 mm without threaded holes wheel + crown 243

517.21591 Round adapter 159x2.6 mm with M8 threaded holes wheel + 2 crowns snap-mounted together 244

517.21592 Round adapter 159x4.5 mm with M8 threaded holes wheel + 2 crowns snap-mounted together 245

517.21680 Round adapter 168.3x4.5 mm with M8 threaded holes wheel + 2 crowns snap-mounted together 246

517.29800 Round adapter 98x2; 101.6x3.6 mm with M8 threaded holes 247

522.30000 Head support for Rollease bracket Skyline series 196

523.00000 White universal adapter compatible with supports for star head (29 mm centre distance) 206

523.10012 10 mm square pin + bracket 206

523.10012/M6 10 mm square pin + bracket with M6 holes 206

523.10013 10 mm square pin 206

523.10014 Plastic support (can be used with art. 525.10052) 206

523.10015 Circular support with cross hole 206

Code Product category Page

523.10018 White bracket kit with flange for Acmeda S45 rollers 208

523.18045 Intermediate white support for Acmeda S45 rollers 208

523.20018 White adapter disk with cross hole for Acmeda S45 rollers 208

523.30000 White universal adapter for Coulisse supports (centre distance 29 mm) 207

523.30001 White universal adapter compatible with R8 series Rollease supports (29 mm centre distance) 207

523.30002 White universal adapter compatible with Skyline series Rollease supports (29 mm centre distance) 207

523.30018 White cover kit for brackets for Acmeda S45 rollers 208

523.40001 White flanged supports kit, centre distance 40 mm, for 35 mm motors and 48 mm  Acmeda roller 204

523.40002 Intermediate white support, centre distance 40 mm, for 35 mm motors. For use with cap kit 575.24800 206

523.40003 White supports kit for Acmeda S45 roller 208

523.40004 Intermediate white support kit for Acmeda S45 rollers 208

525.10012/AX 10 mm square pin + bracket (max 30 Nm) 219

525.10012/M6AX 10 mm square pin + bracket with M6 holes  (max 30 Nm) 219

525.10013/AX 10 mm square pin (max 30 Nm) 219

525.10016 10 mm square pin (max 30 Nm) 226

525.10017 10 mm square pin + bracket (max 30 Nm) 226

525.10017/M6 10 mm square pin + bracket with M6 holes 226

525.10019 Support for awnings, satin-finish (can be used with art. 525.10050) 226

525.10019/20 Support for awnings, white lacquer finish (can be used with art. 525.10050) 226

525.10019/80 Support for awnings, black lacquer (can be used with art. 525.10050) 226

525.10020 Adjustable bracket for 10 mm square pin (for use with art. 525.10013/AX) 219

525.10021 Adjustable support  226

525.10025 Eyebolt with 7 mm hexagonal handcrank. 150 mm 249

525.10025/170 Eyebolt with 7 mm hexagonal handcrank. 170 mm 249
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525.10074 90x54 flange with saddle bracket for 10 mm pin (max 30 Nm) 207

525.10075 White support with 4 countersunk holes (max 30 Nm) 207

525.10080 Blade for boxes. 120 mm 125 mm 15 Nm 208

525.10081 Blade for boxes. 132 mm 137 mm 15 Nm 208

525.10082 Blades for boxes. 145 mm 150 mm 15 Nm 208

525.10083 Blade for boxes. 160 mm 165 mm 15 Nm 208

525.10084 Blade for boxes. 175 mm 180 mm 30 Nm 208

525.10085 Blade for boxes. 200 mm 205 mm 30 Nm 208

525.10086 Blade for boxes. 179 mm 180 mm 30 Nm 208

525.10087 Support kit with saddle bracket for 10 mm square pin (max 30 Nm) 207

525.10088 Plastic snap-mount support (must be used with art. 523.10014) 207

525.10089 175x120 support for sides 227

525.10091 Round pin + saddle bracket, with M6 holes, centre distance 48 mm, with release 219

525.10092 250x120 support for sides 239

525.10093 250x120 support kit for sides 239

525.10094 Adjustable support with star seat, 10 mm 220

525.10096 White bracket kit, cap side, for Acmeda S60|80 rollers 223

525.10097 White bracket kit, motor side, for Acmeda S60|80 rollers 223

525.10098 Single support for box sides 239

525.20096 White bracket kit, motor side, for Acmeda S60|80 rollers and compact snap-mount support, max. 30 Nm 220

525.20097 White flanged supports kit. For Ø 45 mm motors 223

525.20098 White bracket kit, motor side, for Acmeda S60|80 rollers and white flanged supports kit for Ø 45 mm 
motors 

220

525.30000 White universal adapter compatible with Skyline series Rollease supports (48 mm centre distance) 223

525.30001 White universal adapter compatible with R16 series Rollease supports (48 mm centre distance) 223

Code Product category Page

525.10025/350 Eyebolt with 7 mm hexagonal handcrank. 350 mm 249

525.10032 Saddle bracket for 10 mm square pin, with release (must be used with art. 525.10013/AX) 219

525.10033 Adjustable saddle bracket for 10 mm square pin, with release (for use with art. 525.10013/AX) 219

525.10044 Support 100x100 219

525.10047 Adjustable support Ø 10 mm 226

525.10048 Bearing support, Ø 42 mm adjustable (can be used with art. 41.082) 248

525.10050 Box side support 226

525.10052 Plastic snap-mount support (must be used with art. 523.10014) (max 30 Nm) 207

525.10054 Box side support 239

525.10055 Single support for sides 239

525.10056 10 mm square pin + saddle bracket, with M6 holes, centre distance 48 mm (max 30 Nm) 219

525.10057 10 mm square pin + saddle bracket, with M6 holes, centre distance 44 mm (max 30 Nm) 219

525.10058 10 mm square pin + saddle bracket, with M6 holes, centre distance 48 mm (max 30 Nm) 226

525.10059 10 mm square pin + saddle bracket, with M6 holes, centre distance 44 mm (max 30 Nm) 226

525.10060 Support 112x112 226

525.10061 10 mm square pin + saddle bracket, centre distance 48 mm (max 30 Nm)  219

525.10062 10 mm square pin + saddle bracket, centre distance 44 mm (max 30 Nm)  219

525.10063 10 mm square pin + bracket, with holes, centre distance 48 mm (max 30 Nm) 226

525.10064 10 mm square pin + bracket, with holes, centre distance 44 mm (max 30 Nm) 226

525.10066 Galvanised steel bearing support, Ø 42 mm (can be used with art. 41.082) 248

525.10069 16 mm square pin + bracket 239

525.10070 Kit for blinds, white. For motors Ø 35/45 mm, max 30 Nm  (for use with 575.12040 or 575.12050) 207

525.10071 White supports kit with quick connectors on one side. For motors Ø 45 mm, max 30 Nm    222

525.10072 White supports kit with quick connectors on two sides. For motors Ø 45 mm, max 40 kg  222
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525.30096 White cover kit for brackets for Acmeda S60|80 rollers 223

525.40001 White supports kit, centre distance 55 mm, for 35 mm motors, max 3 Nm. For use with 575.24801, 
575.26000 or 575.25000

204

525.40002 White supports kit, centre distance 55 mm. For 45 mm motors, max 3 Nm. For use with 575.26000, 
575.26300

224

525.40003 Supports kit, centre distance 55 mm, for 35/45 mm motors, max 10 Nm. For use with 575.24801, 
575.26000, 575.25000, 575.26300

205

525.40004 Intermediate white support, centre distance 55 mm, for 35/45 mm motors 225

525.40005 White supports kit for Acmeda S60|80 rollers 223

525.40006 Intermediate white support kit for Acmeda S60|80 rollers 223

526.10001 Aluminium support with 4 x M6 holes and 2 hexagonal seats for M6 nut 238

526.10002 Aluminium support with 4 x M6 holes and 4 seats for M6 countersunk screws 238

526.10003 Aluminium support with 4 x M6 holes and 4 hexagonal seats for M6 nut 238

526.10029 Universal support 238

526.10037 Adjustable standard support 238

533.10010 Compact support 207

533.10011 Compact support 207

535.10010 Compact support, with 2 x M5 holes 220

535.10011 Compact support, adjustable with M10 screw 220

535.10012 Compact support, with 100x100 flange 220

535.10013 Compact plastic support for recessed hexagonal bolts centre distance 44/48 mm (max. 30 Nm) 220

535.10014 Compact plastic support for recessed screws, centre distance 48 mm (max. 30 Nm) 220

535.10015 Compact plastic support for self-tapping screws, centre distance 48 mm (max. 30 Nm) 220

535.10016/A Compact 90° support with 2x M6 holes, centre distance  mm 220

535.10017 Compact support, with 100x60 flange 220

535.10017/A Compact 90° support, with 100x60 flange 220

535.10022 Compact support, with 4 x M5 holes 220

Code Product category Page

535.10027 Compact 45° support, with 100x100 flange 220

535.10037 Compact support, adjustable 220

535.10037/A Compact support, adjustable (turned to 90°) 221

535.10043 Compact plastic support with flange for Zurflüh Feller side pieces 221

535.10080 Blade for box with pre-mounted compact support. 125 mm 125 mm 15 Nm 222

535.10081 Blade for box with pre-mounted compact support. 132 mm 137 mm 15 Nm 222

535.10082 Blade for box with pre-mounted compact support. 145 mm 150 mm 15 Nm 222

535.10083 Blade for box with pre-mounted compact support. 160 mm 165 mm 15 Nm 222

535.10084 Blade for box with pre-mounted compact support. 175 mm 180 mm 30 Nm 222

535.10085 Blade for box with pre-mounted compact support. 200 mm 205 mm 30 Nm 222

535.10086 Blade for box with pre-mounted compact support. 179 mm 180 mm 30 Nm 222

535.10091 Compact aluminium support with 2 holes, centre distance 48 and 60 mm 221

535.10092 Compact aluminium support with 2 holes, centre distance 48 (M6) and 60 mm  221

535.10093 Compact click-mount support, max. 30 Nm 221

535.10095 Compact aluminium support with spring and 2 M6 holes Ø 44mm, Ø 48mm centre distance, 2 hexagonal 
housings for M6 nuts

221

535.10096 Compact aluminium support with spring, for Era M SH. 221

535.10097 Aluminium support with spring, for Era M SH. 221

535.10099 Compact aluminium support with spring, for Era M SH. Holes 48 mm apart (M6) and 4 holes 60 mm apart 
(M8 and  8.3).

221

535.20080 Blade for box with pre-mounted compact support. 119.3 mm 125 mm 15 Nm 222

535.20081 Blade for box with pre-mounted compact support. 131.3 mm 137 mm 15 Nm 222

535.20082 Blade for box with pre-mounted compact support. 144.3 mm 150 mm 15 Nm 222

535.20083 Blades for box with pre-mounted compact support. 159.3 mm 165 mm 15 Nm 222

535.20084 Blades for box with pre-mounted compact support. 174.3 mm 180 mm 30 Nm 222

535.20085 Blade for box with pre-mounted compact support. 199.3 mm 205 mm 30 Nm 222
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557.00450 Standard power cable for Era Inn Action AC motors. Length 5 m 114

557.00450/U UL power cable for Era Inn Action AC motors. Length 5 m 114

557.01315 Dry contact cable for Era Inn Edge and Era Inn Smart motors. Length 1.5 m 114

557.02410 BusT4 cable for Era Inn Smart motors. Length 1 m  114

557.03102 Antenna cable for Era Inn Edge motors. Length 0.2 m 114

557.23110 Antenna cable for DMBD radio module. Length 1 m 79

575.11055 Anti-intrusion spring with hook + 2 links 248

575.11057 Anti-intrusion spring with hook + 3 links 248

575.11058 Anti-intrusion spring 1 element, slat thickness 8 and 14 mm, octagonal rollers 60, ZF54 and ZF64 248

575.11059 Anti-intrusion spring 2 elements, slat thickness 8 and 14 mm, octagonal rollers 60, ZF54 and ZF64 248

575.11060 Octagonal ring Ø 60 mm 248

575.11070 Octagonal ring Ø 70 mm 248

575.12040 Cap with pin for Ø 40 mm roller 207

575.12045 Cap with retractable pin for Acmeda S45 rollers 208

575.12050 Cap with pin for Ø 50 mm roller 207

575.12060 Cap with pin for 60 mm octagonal roller 248

575.12070 Cap with pin for 70 mm octagonal roller 248

575.12150 Cap without pin for Ø 50 mm roller 207

575.12178 Cap without pin for Ø 78 mm roller 207

575.12250 Cap with pin for Ø 50 mm round roller 248

575.12260 Anti-intrusion spring 2 elements, slat thickness 8 and 14 mm, octagonal rollers 60, ZF54 and ZF64 248

575.12270 Telescopic cap for Ø 70 mm octagonal roller 248

575.12360 White cap kit for Acmeda S60|80 roller 223

575.13060 Cap with retractable pin for Acmeda S60|80 rollers 223

Code Product category Page

535.30080 Blade for box with pre-mounted compact support. 64 mm 137 mm 15 Nm 222

535.30081 Blade for box with pre-mounted compact support. 70.6 mm 150 mm 15 Nm 222

535.30082 Blades for box with pre-mounted compact support. 78 mm 165 mm 15 Nm 222

535.30083 Blade for box with pre-mounted compact support. 85 mm 180 mm 30 Nm 222

535.30084 Blade for box with pre-mounted compact support. 98 mm 205 mm 30 Nm 222

537.10001 Wall support 247

555.21100 Switch with two non-interlocked pushbuttons, man-present operation 70

555.30000 Switch with three interlocked pushbuttons, up-stop-down 70

556.00000 Plate for 555.30000 and 555.21100 switches 70

556.01000 Plate with Nice logo for 555.30000 and 555.21100 switches 70

556.10000 Recessed box for switches 555.30000 and 555.21100 70

557.00215 Power cable for Era Inn Edge DC and Era Inn Smart DC motors. Length 1.5 m 114

557.00230 Power cable for Era Inn Edge DC and Era Inn Smart DC motors. Length 3 m 114

557.00250 Power cable for Era Inn Edge DC and Era Inn Smart DC motors.  Length 5 m 114

557.00315 Standard power cable for Era Inn Edge AC and Era Inn Smart AC motors. Length 1.5 m 114

557.00315/U Power cable for Era Inn Edge AC and Era Inn Smart AC motors. Length 1.5 m 114

557.00330 Standard power cable for Era Inn Edge AC and Era Inn Smart AC motors. Length 3 m 114

557.00330/U Power cable for Era Inn Edge AC and Era Inn Smart AC motors. Length 3 m 114

557.00350 Standard power cable for Era Inn Edge AC and Era Inn Smart AC motors. Length 5 m 114

557.00350/U Power cable for Era Inn Edge AC and Era Inn Smart AC motors. Length 5 m 114

557.00415 Standard power cable for Era Inn Action AC motors. Length 1.5 m 114

557.00415/U UL power cable for Era Inn Action AC motors. Length 1.5 m 114

557.00430 Standard power cable for Era Inn Action AC motors. Length 3 m 114

557.00430/U UL power cable for Era Inn Action AC motors. Length 3 m 114
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575.16045 Intermediate white cap (male) for Acmeda S45 rollers 208

575.16060 Intermediate white cap (male) for Acmeda S45 rollers 223

575.17045 Intermediate white cap (female) for Acmeda S45 rollers 208

575.17060 Intermediate white cap (female) for Acmeda S45 rollers 223

575.18060 Intermediate white support for Acmeda S45 rollers 223

575.24800 Intermediate white cap kit for 48 mm Acmeda roller, for 35 mm motors. For use with 523.40002 or 
525.40004

206

575.24801 White cap kit for 48 mm Acmeda roller, for 35 mm motors. For use with 525.40001 or 525.40003 205

575.25000 White cap kit for 2'' (30 mm) Rollease roller, for 35/45 mm motors. For use with 525.40001 or 
525.40003

205

575.26000 White cap kit for 60 mm Acmeda roller, for 35/45 mm motors. For use with 525.40002 or 525.40003 205

575.26300 White cap kit for 2.5'' Rollease roller, for 35/45 mm motors. For use with 525.40002 or 525.40003 205

576.10150 Handcrank with hook, grey RAL7035. L=1500 mm 249

576.10180 Handcrank with hook, grey RAL7035. L=1800 mm 249

577.10145 Eyebolt with 45º joint, 4-hole flange and hexagonal head 7 249

577.10146 Eyebolt with joint and hexagonal head 7 249

577.10148 Eyebolt for Era XLH motor 249

577.14190 Eyebolt with 90º joint, 2-hole flange and hexagonal head 7 249

578.15045 Articulated handcrank with hook, white RAL9010. L=1500 mm 249

578.18047 Handcrank for concealed joint, square 8. L=1500 mm (must be used with art. 578.18048) 249

578.18048 Concealed joint, square 8, with hexagonal handcrank 7 (must be used with art. 578.18047) 249

579.15145 Handcrank with 2-hole flange and hexagonal head 7, white RAL9010. L=1500 mm 249

585.10200 Adjusting key 248
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trademark registrations. Any violation  
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Screen.

We make even the 
smallest of gestures 
extraordinary.
Nice, 
a world without barriers.  
Automation and control systems for gates, garage 
doors, blinds, awnings and rolling shutters and alarm 
systems for all types of space, from private homes to 
large public buildings. 


